








                                  
 
 

THIS SECTION TO BE FILLED OUT BY THE OWNER OF THE OWNER’S OFFICIAL REPRESENTATIVE 
 

FACILITY INFORMATION 

Facility Address: DEARNG 601 Bridgeville Highway – Pigman Readiness Center 

City: Seaford  County: Sussex  State: DE  Zip: 19973 

Owner’s Name: Delaware National Guard  Phone: 302‐326‐7134 

Owner’s Address: 250 Airport Road 

City: New Castle  County: New Castle  State: DE  Zip: 19720 

Owner’s Contact: Eugene W. Bledsoe  Owner’s Phone: 302‐326‐7134 

 
 

THIS SECTION TO BE FILLED OUT BY CERTIFIED PROFESSIONAL SERVICE FIRM 
 

Professional Service Firm:  Harvard Environmental, Inc.

Address: 760 Pulaski Highway 

City: Bear  County: New Castle State: DE   Zip: 19701

Inspector’s Name: JT Morrison  Phone Number: 302‐326‐2333

Inspector Certification # :   ACC‐1215‐6‐011  Professional Service Firm Certification # :   PS‐054 

Type Of Inspection:        Renovations             Demolition Date(s) Of Inspection: 7/20/16

Is Asbestos Material Present:      Yes                            No

 
This certification signed by the Inspection Firm, serves that the above mentioned property or part thereof has been  
inspected for asbestos containing materials in accordance with the State of Delaware Regulations Governing the  
Control of Air Pollution. Regulation #21 Section 10. 
 
 
Comments:   Suspected asbestos containing window materials were sampled and analyzed under PLM methods.  All materials were 

negative for asbestos.  Reference Report dated 9/8/16 issued by Harvard Environmental, Inc. 302‐326‐2333.                      
 
 
 
Signature: _______________________________________                       Date: 9/8/16 
 
Print Name: Michael Sanders                                                                           Title: Project Representative         
 

 
 

       THIS SECTION TO BE FILLED OUT BY OWNER OR OPERATOR 
 

If RACM Is Present And Will Be Disturbed;  
Name Of Abatement Contractor: Not Applicable 
 

 
 
 

Harvard Environmental, Inc. 

STATE OF DELAWARE
ASBESTOS INSPECTION FORM 
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    Harvard Environmental, Inc.   

 

Delaware Army National Guard 
Pigman Readiness Center 

Asbestos Window Inspection 
 

Seaford, DE 19973 
 

FINAL REPORT – 9/8/16 

Harvard Project # 17300 

 
 
 
 
Prepared For:    Capt. Eugene W. Bledsoe 

Delaware Army National Guard 
250 Airport Road 
New Castle, DE 19720 

 

       
 

Prepared By:    Harvard Environmental, Inc. 
      760 Pulaski Highway 
      Bear, Delaware 19701  
      302‐326‐2333 
 
 

          
Written By:        JT Morrison                    Released By: _______________________________   
           Building Inspector                Michael Sanders 
           Harvard Environmental, Inc.                  Operations Manager 
                                                        Harvard Environmental, Inc. 
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Introductions & Executive Summary 
 
Harvard Environmental, Inc. herein presents data associated with asbestos bulk sampling and inspections 
performed at the Pigman Readiness Center located at 601 Bridgeville Highway, Seaford, DE 19973.  This 
effort was performed at the request of Eugene W. Bledsoe of the Delaware National Guard. 
 
The services included asbestos inspections and bulk sampling and analysis of interior and exterior window 
materials associated with the facility.  This inspection was performed to provide compliance with 40 CFR 
Part 61, “Asbestos NESHAP”. These Environmental Protection Agency (EPA) regulations require 
inspections to be performed by certified asbestos building inspectors prior to renovations and/ or 
demolition of facilities 
 
A listing of locations, systems and/or materials which were not assessed may be found under “Non 
Assessed Conditions” found further in this report.  
 
Original layout floor plans of the facility were available.  Field drawings were re‐created in CAD format and 
are included in Appendix C. 
 
The last day of visitation to the site was performed on 7/19/16. Conditions described within this 
document are accurate as of the date of last visitation. Mr. JT Morrison was the responsible Harvard 
Environmental, Inc. employee which led the field efforts associated with the work.  
 
Asbestos analysis was completed utilizing Polarized Light Microscopy, (PLM).  PLM utilizes an optical 
microscope equipped with a polarizing lens through which trained microscopist can identify asbestos 
fibers according to their crystalline structure.  This method of analysis is recognized throughout the 
industry as standard practice.  Prior to determining the type of fiber, the sample was placed under a 
“Stereo Microscope” at approximately 150X magnification for purposes of visual estimation.  Various fiber 
types were pulled from the sample and oils applied to determine refractive indices under the polarized 
light microscope.  
 
This recognized method of analysis has a detection limit of 1% by volume. Percentages of asbestos < 1% 
are reported as “trace” and are not considered asbestos containing materials under EPA regulations.  
 
Based on the information provided to Harvard Environmental, Inc., coupled with field inspections and 
laboratory analysis of samples collected, no asbestos containing windows are associated with the facility.  
 
Provided is a summary of materials assessed under this sampling.  
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Summary Of Asbestos Materials Assessed  
 

ID  Asbestos Material   Results Of Analysis Quantity  Units

001  Exterior Window Caulk  None Detected 196  LF

002  Exterior Window Caulk  None Detected 64  LF

003  Exterior Window Caulk  None Detected 308  LF

004  Exterior Window Caulk  None Detected 30  LF

005  Stucco (Under Exterior Window) None Detected 528  SF

006  Interior Window Caulk  None Detected 598  LF

       

Non Assessed Conditions 
 
Systems and/or materials provided on the list below were not assessed under this inspection and 
therefore should not be disturbed. In the event disturbance is required to accomplish the project 
objectives additional investigations will be required.  

 
• This inspection was limited to the interior and exterior window materials of the Pigman Readiness 

Center. No other investigations were included in this survey. 
• The outbuilding at the site was not investigated at this time. 
 

Recommendations 
 
Based on the findings of the inspection, Harvard Environmental, Inc. is providing the following 
recommendations. 
 
• If over the course of project execution, materials of questionable content are discovered, or should 

the Scope of Work expand beyond the parameters communicated to Harvard Environmental, Inc., 
additional inspections will be required in order to maintain compliance with Federal and State 
regulations. 
 

• This report is intended to provide “basic data” only.   It is assumed that individuals reading and 
interpreting the sample locations and results, methods of analysis and hazards associated with the 
materials, are knowledgeable in all areas of discussion. Should any questions arise regarding the 
content of the information presented, contact should be exclusively to Harvard Environmental, Inc., 
Bear, Delaware, 1‐302‐326‐2333.  This document should be archived by the Owner for historical 
reference. 
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Certifications And Accreditations 

 
Appendix A 
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Homogeneous Characterizations Report 

 
Appendix B 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Homogeneous Systems Report

Delaware Army National Guard
Pigman Readiness Center - Seaford, DE
Asbestos Window Inspection

17300Project Number:

Sample Identification

Collection Point Grid

Analytical Results

001A

EXT

001

Homogeneous System

Analytical Results

Exterior Window Caulk (3x4)

EXT

001C

EXT

Description

001B

Friable Non-FriableNon-AsbestosPACMAsbestos196

No Asbestos Detected

No Asbestos 
Detected

No Asbestos 
Detected

No Asbestos 
Detected

LF

Sample Identification

Collection Point Grid

Analytical Results

002A

EXT

002

Homogeneous System

Analytical Results

Exterior Window Caulk (4x12)

EXT

002C

EXT

Description

002B

Friable Non-FriableNon-AsbestosPACMAsbestos64

No Asbestos Detected

No Asbestos 
Detected

No Asbestos 
Detected

No Asbestos 
Detected

LF

Sample Identification

Collection Point Grid

Analytical Results

003A

EXT

003

Homogeneous System

Analytical Results

Exterior Window Caulk (2x5)

EXT

003C

EXT

Description

003B

Friable Non-FriableNon-AsbestosPACMAsbestos308

No Asbestos Detected

No Asbestos 
Detected

No Asbestos 
Detected

No Asbestos 
Detected

LF

Sample Identification

Collection Point Grid

Analytical Results

004A

EXT

004

Homogeneous System

Analytical Results

Exterior Window Caulk (1.5x6)

EXT

004C

EXT

Description

004B

Friable Non-FriableNon-AsbestosPACMAsbestos30

No Asbestos Detected

No Asbestos 
Detected

No Asbestos 
Detected

No Asbestos 
Detected

LF

Page 1 of 2Harvard Environmental, Inc.

Notes:                                                                                                                                                             

2.  "PACM" - Presumed  Asbestos Containing Material - Sampling Not Performed.                                                                                                                                                                                                           

1.   "Total Materials"  reflects the quantity of materials evaluated under this assessment. This value may not reporesent a complete inventory of all materials associated with a system, grid or building.  Reference should be made to the descriptions provided in the"Executive Summary", to 
qualify the value indicated in this field.  If no value is provided in this field,  quantification of the material was not performed.



Homogeneous Systems Report

Delaware Army National Guard
Pigman Readiness Center - Seaford, DE
Asbestos Window Inspection

17300Project Number:

Sample Identification

Collection Point Grid

Analytical Results

005A

EXT

005

Homogeneous System

Analytical Results

Stucco (Under Exterior Window)

EXT

005C

EXT

Description

005B

Friable Non-FriableNon-AsbestosPACMAsbestos528

No Asbestos Detected

No Asbestos 
Detected

No Asbestos 
Detected

No Asbestos 
Detected

SF

Sample Identification

Collection Point Grid

Analytical Results

006A

INT

006

Homogeneous System

Analytical Results

Interior Window Caulk

INT

006C

INT

Description

006B

Friable Non-FriableNon-AsbestosPACMAsbestos598

No Asbestos Detected

No Asbestos 
Detected

No Asbestos 
Detected

No Asbestos 
Detected

LF

Page 2 of 2Harvard Environmental, Inc.

Notes:                                                                                                                                                             

2.  "PACM" - Presumed  Asbestos Containing Material - Sampling Not Performed.                                                                                                                                                                                                           

1.   "Total Materials"  reflects the quantity of materials evaluated under this assessment. This value may not reporesent a complete inventory of all materials associated with a system, grid or building.  Reference should be made to the descriptions provided in the"Executive Summary", to 
qualify the value indicated in this field.  If no value is provided in this field,  quantification of the material was not performed.
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Schematic Diagrams/Sample Locations & Material Inventory Report 

 
Appendix C 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Materials Inventory Report

Grid System Homogeneous Description Quantity Analytical Results Material 

17300

Delaware Army National Guard
Pigman Readiness Center - Seaford, DE
Asbestos Window Inspection

Project Number:

EXT Exterior Throughout

CLK 001 Exterior Window Caulk (3x4) 196Misc. 
Material

No Asbestos DetectedLF

CLK 002 Exterior Window Caulk (4x12) 64Misc. 
Material

No Asbestos DetectedLF

CLK 003 Exterior Window Caulk (2x5) 308Misc. 
Material

No Asbestos DetectedLF

CLK 004 Exterior Window Caulk (1.5x6) 30Misc. 
Material

No Asbestos DetectedLF

STU 005 Stucco (Under Exterior Window) 528Surfacing 
Material

No Asbestos DetectedSF

INT Interior Throughout

CLK 006 Interior Window Caulk 598Misc. 
Material

No Asbestos DetectedLF

Page 1 of 1Harvard Environmental, Inc.Run Date: 9/8/2016
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Asbestos Laboratory Analysis 

 
Appendix D 
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