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S
L
A

B

S
L
A

B
T

O
P

 O
F

 R
A

IL
 @

 3
'-
0

"

C
E

N
T

E
R

 L
IN

E
O

F
 P

O
S

T

4' - 6" (MAX)
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GENERAL NOTES

EXISTING WALL / DOOR TO REMAIN

DEMOLISH EXISTING CONCRETE SLAB, STEPS, 
RAMP

CONCRETE SLAB, STEPS, RAMP, CURB WALL

1. PROVIDE CONTROL JOINTS AT 5' - 0" O.C. (MAX)
              PROVIDE EXPANSION JOINTS AT 20' - 0" O.C. (MAX)
              ALIGN WITH EXISTING COLUMNS.

2.           PROVIDE MAX. 1/16" PER FOOT SLOPE ACROSS FLAT CONCRETE TO DRAIN 
              AT EXPOSED AREAS.
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SM

2 01/25/17 DFM/AAB REVIEW (REVISED)

3 03/30/17 CONCRETE BREEZEWAY / RAILS

A-104

CK

BREEZEWAY PLAN,

ELEVATION & DETAILS

PRELIMINARY NOT FOR CONSTRUCTION
 1/8" = 1'-0"

A1
BREEZEWAY DEMOLITION PLAN

 1/8" = 1'-0"
C1

BREEZEWAY NEW CONSTRUCTION
PLAN

 1/8" = 1'-0"
E1

BREEZEWAY ELEVATION

 1 1/2" = 1'-0"
B4

TYP. STAIR FLOOR-MOUNTED
HANDRAIL

ALUMINUM DOOR / 
WINDOW SYSTEM (N.I.C.)

EXISTING CANOPY

POURED CONCRETE
CONTROL JOINT (TYP.)

 3/4" = 1'-0"
A4

PLAN DETAILS - ENCLOSURE WALL

STEPPED FOOTING  1/2" = 1'-0"
E4

TURNDOWN SLAB DETAIL

 3/4" = 1'-0"
C5

SITE WALL DETAIL
 1/2" = 1'-0"

C4
CONCRETE STAIR DETAIL

 3/4" = 1'-0"
E5

STAIR / RAMP WALL

 1 1/2" = 1'-0"
B5

TYP. RAMP FLOOR-MOUNTED
HANDRAIL

MARK DATE DESCRIPTION


