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INVITATION TO BID 
 
 
 
Sealed bids for DEARNG CONTRACT NO.        , will be 
received by the State of Delaware, Delaware Army National Guard at the    
 until    local time on   , 200_, at which time they will be publicly opened and read 
aloud in the Conference Room.  Bidder bears the risk of late delivery.  Any bids received after the stated 
time will be returned unopened. 
 
Project involves            
             . 
 
Attention is called to construction schedule as detailed in the Bid Documents. 
 
This contract will be awarded on the basis of best value.  Attention is called to the Bid Documents which 
detail the criteria and associated weights which shall be used as the basis of award.  (OPTIONAL – Insert  

Yes  ����     No  ����  ) 
 
A MANDATORY Pre-Bid Meeting will be held on    , 20_, at   at the  
      for the purpose of establishing the listing of subcontractors and to 
answer questions.  Representatives of each party to any Joint Venture must attend this meeting.  
ATTENDANCE OF THIS MEETING IS A PREREQUISITE FOR BIDDING ON THIS CONTRACT. 
 
Sealed bids shall be addressed to the Division of Facilities Management    .  
The outer envelope should clearly indicate: "OMB/DFM CONTRACT NO.      - 

      SEALED BID - DO NOT OPEN." 
 
Contract documents may be obtained at the office of       upon 
receipt of $  per set/non-refundable.  Checks are to be made payable to “   ." 
 
Construction documents will be available for review at the following locations:    and 
Delaware Contractors Association. 
 
Minority Business Enterprises (MBE), Disadvantaged Business Enterprises (DBE) and Women-Owned 
Business Enterprises (WBE) will be afforded full opportunity to submit bids on this contract and will not be 
subject to discrimination on the basis of race, color, national origin or sex in consideration of this award.  
Each bid must be accompanied by a bid security equivalent to ten percent of the bid amount and all additive 
alternates.  The successful bidder must post a performance bond and payment bond in a sum equal to 100 
percent of the contract price upon execution of the contract.  The Owner reserves the right to reject any or 
all bids and to waive any informalities therein.  The Owner may extend the time and place for the opening of 
the bids from that described in the advertisement, with not less than two calendar days notice by certified 
delivery, facsimile machine or other electronic means to those bidders receiving plans.   
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ARTICLE 1: GENERAL 

 

1.1  DEFINITIONS 
 
1.1.1 Whenever the following terms are used, their intent and meaning shall be interpreted as  

follows: 
 
1.2   STATE:  The State of Delaware. 
 
1.3  AGENCY:  Contracting State Agency as noted on cover sheet. 
 
1.4  DESIGNATED OFFICIAL:  The agent authorized to act for the Agency. 
 
1.5 BIDDING DOCUMENTS:  Bidding Documents include the Bidding Requirements and the 

proposed Contract Documents.  The Bidding Requirements consist of the Advertisement for 
Bid, Invitation to Bid, Instructions to Bidders, Supplementary Instructions to Bidders (if any), 
General Conditions, Supplementary General Conditions, General Requirements, Special 
Provisions (if any), the Bid Form (including the Non-collusion Statement), and other sample 
bidding and contract forms.  The proposed Contract Documents consist of the form of 
Agreement between the Owner and Contractor, as well as the Drawings, Specifications 
(Project Manual) and all Addenda issued prior to execution of the Contract. 

 
1.6 CONTRACT DOCUMENTS:  The Contract Documents consist of the, Instructions to 

Bidders, Supplementary Instructions to Bidders (if any), General Conditions, Supplementary 
General Conditions, General Requirements, Special Provisions (if any), the form of 
agreement between the Owner and the Contractor, Drawings (if any), Specifications (Project 
Manual), and all addenda. 

 
1.7 AGREEMENT:  The form of the Agreement shall be AIA Document A101, Standard Form of 

Agreement between Owner and Contractor where the basis of payment is a STIPULATED 
SUM.  In the case of conflict between the instructions contained therein and the General 
Requirements herein, these General Requirements shall prevail. 

 
1.8 GENERAL REQUIREMENTS (or CONDITIONS):  General Requirements (or conditions) 

are instructions pertaining to the Bidding Documents and to contracts in general.  They 
contain, in summary, requirements of laws of the State; policies of the Agency and 
instructions to bidders. 

 
1.9 SPECIAL PROVISIONS:  Special Provisions are specific conditions or requirements 

peculiar to the bidding documents and to the contract under consideration and are 
supplemental to the General Requirements.  Should the Special Provisions conflict with the 
General Requirements, the Special Provisions shall prevail. 

 
1.10 ADDENDA:  Written or graphic instruments issued by the Owner/Architect prior to the 

execution of the contract which modify or interpret the Bidding Documents by additions, 
deletions, clarifications or corrections. 

 
1.11 BIDDER OR VENDOR:  A person or entity who formally submits a Bid for the material or 

Work contemplated, acting directly or through a duly authorized representative who meets 
the requirements set forth in the Bidding Documents. 

 
1.12 SUB-BIDDER:  A person or entity who submits a Bid to a Bidder for materials or labor, or 

both for a portion of the Work. 
 
1.13 BID:  A complete and properly executed proposal to do the Work for the sums stipulated 

therein, submitted in accordance with the Bidding Documents. 
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1.14 BASE BID:  The sum stated in the Bid for which the Bidder offers to perform the Work 
described in the Bidding Documents as the base, to which Work may be added or from 
which Work may be deleted for sums stated in Alternate Bids (if any are required to be 
stated in the bid). 

 
1.15 ALTERNATE BID (or ALTERNATE):  An amount stated in the Bid, where applicable, to be 

added to or deducted from the amount of the Base Bid if the corresponding change in the 
Work, as described in the Bidding Documents is accepted. 

 
1.16 UNIT PRICE:  An amount stated in the Bid, where applicable, as a price per unit of 

measurement for materials, equipment or services or a portion of the Work as described in 
the Bidding Documents. 

 
1.17 SURETY:  The corporate body which is bound with and for the Contract, or which is liable, 

and which engages to be responsible for the Contractor's payments of all debts pertaining to 
and for his acceptable performance of the Work for which he has contracted. 

 
1.18 BIDDER'S DEPOSIT:  The security designated in the Bid to be furnished by the Bidder as a 

guaranty of good faith to enter into a contract with the Agency if the Work to be performed or 
the material or equipment to be furnished is awarded to him. 

 
1.19 CONTRACT:  The written agreement covering the furnishing and delivery of material or 

work to be performed. 
 
1.20 CONTRACTOR:  Any individual, firm or corporation with whom a contract is made by the 

Agency. 
 
1.21 SUBCONTRACTOR:  An individual, partnership or corporation which has a direct contract 

with a contractor to furnish labor and materials at the job site, or to perform construction 
labor and furnish material in connection with such labor at the job site. 

 
1.22 CONTRACT BOND:  The approved form of security furnished by the contractor and his 

surety as a guaranty of good faith on the part of the contractor to execute the work in 
accordance with the terms of the contract. 

 
ARTICLE 2: BIDDER'S REPRESENTATIONS 

 
2.1  PRE-BID MEETING 
 
2.1.1 A pre-bid meeting for this project will be held at the time and place designated.  Attendance 

at this meeting is a pre-requisite for submitting a Bid, unless this requirement is specifically 
waived elsewhere in the Bid Documents. 

 
2.2  By submitting a Bid, the Bidder represents that: 
 
2.2.1  The Bidder has read and understands the Bidding Documents and that the Bid is made in 

accordance therewith. 
 
2.2.2 The Bidder has visited the site, become familiar with existing conditions under which the 

Work is to be performed, and has correlated the Bidder’s his personal observations with the 
requirements of the proposed Contract Documents. 

 
2.2.3 The Bid is based upon the materials, equipment, and systems required by the Bidding 

Documents without exception. 
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2.3  JOINT VENTURE REQUIREMENTS 
 
2.3.1 For Public Works Contracts, each Joint Venturer shall be qualified and capable to complete 

the Work with their own forces. 
 
2.3.2 Included with the Bid submission, and as a requirement to bid, a copy of the executed Joint 

Venture Agreement shall be submitted and signed by all Joint Venturers involved. 
 
2.3.3 All required Bid Bonds, Performance Bonds, Material and Labor Payment Bonds must be 

executed by both Joint Venturers and be placed in both of their names.  
 
2.3.4  All required insurance certificates shall name both Joint Venturers. 
 
2.3.5 Both Joint Venturers shall sign the Bid Form and shall submit a valid Delaware Business 

License Number with their Bid or shall state that the process of application for a Delaware 
Business License has been initiated. 

 
2.3.6  Both Joint Venturers shall include their Federal E.I. Number with the Bid. 
 
2.3.7 In the event of a mandatory Pre-bid Meeting, each Joint Venturer shall have a representative 

in attendance. 
  
2.3.8 Due to exceptional circumstances and for good cause shown, one or more of these 

provisions may be waived at the discretion of the State. 
 
2.4  ASSIGNMENT OF ANTITRUST CLAIMS 
 
2.4.1 As consideration for the award and execution by the Owner of this contract, the Contractor 

hereby grants, conveys, sells, assigns and transfers to the State of Delaware all of its right, 
title and interests in and to all known or unknown causes of action it presently has or may 
now or hereafter acquire under the antitrust laws of the United States and the State of 
Delaware, relating to the particular goods or services purchased or acquired by the Owner 
pursuant to this contract. 

 

ARTICLE 3: BIDDING DOCUMENTS 

 
3.1  COPIES OF BID DOCUMENTS 
 
3.1.1 Bidders may obtain complete sets of the Bidding Documents from the 

Architectural/Engineering firm designated in the Advertisement or Invitation to Bid in the 
number and for the deposit sum, if any, stated therein. 

 
3.1.2 Bidders shall use complete sets of Bidding Documents for preparation of Bids.  The issuing 

Agency nor the Architect assumes no responsibility for errors or misinterpretations resulting 
from the use of incomplete sets of Bidding Documents. 

 
3.1.3 Any errors, inconsistencies or omissions discovered shall be reported to the Architect 

immediately. 
 
3.1.4 The Agency and Architect may make copies of the Bidding Documents available on the 

above terms for the purpose of obtaining Bids on the Work.  No license or grant of use is 
conferred by issuance of copies of the Bidding Documents. 
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3.2  INTERPRETATION OR CORRECTION OF BIDDING DOCUMENTS 
 
3.2.1 The Bidder shall carefully study and compare the Bidding Documents with each other, and 

with other work being bid concurrently or presently under construction to the extent that it 
relates to the Work for which the Bid is submitted, shall examine the site and local 
conditions, and shall report any errors, inconsistencies, or ambiguities discovered to the 
Architect. 

 
3.2.2 Bidders or Sub-bidders requiring clarification or interpretation of the Bidding Documents 

shall make a written request to the Architect at least seven days prior to the date for receipt 
of Bids.  Interpretations, corrections and changes to the Bidding Documents will be made by 
written Addendum.  Interpretations, corrections, or changes to the Bidding Documents made 
in any other manner shall not be binding. 

 
3.2.3 The apparent silence of the specifications as to any detail, or the apparent omission from it 

of detailed description concerning any point, shall be regarded as meaning that only the best 
commercial practice is to prevail and only material and workmanship of the first quality are to 
be used.  Proof of specification compliance will be the responsibility of the Bidder. 

 
3.2.4 Unless otherwise provided in the Contract Documents, the Contractor shall provide and pay 

for all permits, labor, materials, equipment, tools, construction equipment and machinery, 
water, heat, utilities, transportation, and other facilities and services necessary for the proper 
execution and completion of the Work. 

 
3.2.5 The Owner will bear the costs for all impact and user fees associated with the project. 
 
3.3  SUBSTITUTIONS  
 
3.3.1 The materials, products and equipment described in the Bidding Documents establish a 

standard of quality, required function, dimension, and appearance to be met by any 
proposed substitution.  The specification of a particular manufacturer or model number is 
not intended to be proprietary in any way.  Substitutions of products for those named will be 
considered, providing that the Vendor certifies that the function, quality, and performance 
characteristics of the material offered is equal or superior to that specified.  It shall be the 
Bidder's responsibility to assure that the proposed substitution will not affect the intent of the 
design, and to make any installation modifications required to accommodate the 
substitution. 

 
3.3.2 Requests for substitutions shall be made in writing to the Architect at least ten days prior to 

the date of the Bid Opening.  Such requests shall include a complete description of the 
proposed substitution, drawings, performance and test data, explanation of required 
installation modifications due the substitution, and any other information necessary for an 
evaluation.  The burden of proof of the merit of the proposed substitution is upon the 
proposer.  The Architect’s decision of approval or disapproval shall be final.  The Architect is 
to notify Owner prior to any approvals. 

 
3.3.3 If the Architect approves a substitution prior to the receipt of Bids, such approval shall be set 

forth in an Addendum.  Approvals made in any other manner shall not be binding. 
 
3.3.4 The Architect shall have no obligation to consider any substitutions after the Contract award. 
 
3.4   ADDENDA 
 
3.4.1 Addenda will be mailed or delivered to all who are known by the Architect to have received a 

complete set of the Bidding Documents. 
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3.4.2 Copies of Addenda will be made available for inspection wherever Bidding Documents are 
on file for that purpose. 

 
3.4.3 No Addenda will be issued later than 4 days prior to the date for receipt of Bids except an 

Addendum withdrawing the request for Bids or one which extends the time or changes the 
location for the opening of bids. 

 
3.4.4 Each bidder shall ascertain prior to submitting his Bid that they have received all Addenda 

issued, and shall acknowledge their receipt in their Bid in the appropriate space.  Not 
acknowledging an issued Addenda could be grounds for determining a bid to be non-
responsive. 

 
ARTICLE 4: BIDDING PROCEDURES 

 
4.1  PREPARATION OF BIDS 
 
4.1.1 Submit the bids on the Bid Forms included with the Bidding Documents. 
 
4.1.2 Submit the original Bid Form for each bid.  Bid Forms may be removed from the project 

manual for this purpose. 
 
4.1.3  Execute all blanks on the Bid Form in a non-erasable medium (typewriter or manually in ink). 
 
4.1.4 Where so indicated by the makeup on the Bid Form, express sums in both words and 

figures, in case of discrepancy between the two, the written amount shall govern. 
 
4.1.5 Interlineations, alterations or erasures must be initialed by the signer of the Bid. 
 
4.1.6 BID ALL REQUESTED ALTERNATES AND UNIT PRICES, IF ANY.  If there is no change 

in the Base Bid for an Alternate, enter “No Change”.  The Contractor is responsible for 
verifying that they have received all addenda issued during the bidding period.  Work 
required by Addenda shall automatically become part of the Contract. 

 
4.1.7 Make no additional stipulations on the Bid Form and do not qualify the Bid in any other 

manner. 
 
4.1.8 Each copy of the Bid shall include the legal name of the Bidder and a statement whether the 

Bidder is a sole proprietor, a partnership, a corporation, or any legal entity, and each copy 
shall be signed by the person or persons legally authorized to bind the Bidder to a contract.  
A Bid by a corporation shall further give the state of incorporation and have the corporate 
seal affixed.  A Bid submitted by an agent shall have a current Power of Attorney attached, 
certifying agent's authority to bind the Bidder. 

 
4.1.9 Bidder shall complete the Non-Collusion Statement form included with the Bid Forms and 

include it with their Bid.  
 
4.1.10 In the construction of all Public Works projects for the State of Delaware or any agency 

thereof, preference in employment of laborers, workers or mechanics shall be given to bona 
fide legal citizens of the State who have established citizenship by residence of at least 90 
days in the State. 
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4.2  BID SECURITY 
 
4.2.1 All bids shall be accompanied by a deposit of either a good and sufficient bond to the 

agency for the benefit of the agency, with corporate surety authorized to do business in this 
State, the form of the bond and the surety to be approved by the agency, or a security of the 
bidder assigned to the agency, for a sum equal to at least 10% of the bid plus all add 
alternates, or in lieu of the bid bond a security deposit in the form of a certified check, bank 
treasurer’s check, cashier’s check, money order, or other prior approved secured deposit 
assigned to the State.  The bid bond need not be for a specific sum, but may be stated to be 
for a sum equal to 10% of the bid plus all add alternates to which it relates and not to exceed 
a certain stated sum, if said sum is equal to at least 10% of the bid.  The Bid Bond form 
used shall be the standard OMB form (attached). 

 
4.2.2 The Agency has the right to retain the bid security of Bidders to whom an award is being 

considered until either a formal contract has been executed and bonds have been furnished 
or the specified time has elapsed so the Bids may be withdrawn or all Bids have been 
rejected. 

 
4.2.3 In the event of any successful Bidder refusing or neglecting to execute a formal contract and 

bond within 20 days of the awarding of the contract, the bid bond or security deposited by 
the successful bidder shall be forfeited. 

 
4.3  SUBCONTRACTOR LIST 
 
4.3.1 As required by Delaware Code, Title 29, section 6962(d)(10)b, each Bidder shall submit with 

their Bid a completed List of Sub-Contractors included with the Bid Form.  NAME ONLY 
ONE SUBCONTRACTOR FOR EACH TRADE.  A Bid will be considered non-responsive 
unless the completed list is included. 

 
4.3.2 Provide the Name and Address for each listed subcontractor.  Addresses by City, Town or 

Locality, plus State, will be acceptable. 
 
4.3.3 It is the responsibility of the Contractor to ensure that their Subcontractors are in compliance 

with the provisions of this law.  Also, if a Contractor elects to list themselves as a 
Subcontractor for any category, they must specifically name themselves on the Bid Form 
and be able to document their capability to act as Subcontractor in that category in 
accordance with this law. 

 
4.4 EQUALITY OF EMPLOYMENT OPPORTUNITY ON PUBLIC WORKS   
 
4.4.1 During the performance of this contract, the contractor agrees as follows: 
 

A. The Contractor will not discriminate against any employee or applicant for 
employment because of race, creed, color, sex or national origin.  The Contractor 
will take affirmative action to ensure the applicants are employed, and that 
employees are treated during employment, without regard to their race, creed, 
color, sex or national origin.  Such action shall include, but not be limited to, the 
following:  Employment, upgrading, demotion or transfer; recruitment or recruitment 
advertising; layoff or termination; rates of pay or other forms of compensation; and 
selection for training, including apprenticeship.  The Contractor agrees to post in 
conspicuous places available to employees and applicants for employment notices 
to be provided by the contracting agency setting forth this nondiscrimination clause. 

 
B. The Contractor will, in all solicitations or advertisements for employees placed by or 

on behalf of the Contractor, state that all qualified applicants will receive 
consideration for employment without regard to race, creed, color, sex or national 
origin."  
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4.5  PREVAILING WAGE REQUIREMENT 
  
4.5.1 Wage Provisions: In accordance with Delaware Code, Title 29, Section 6960, renovation 

projects whose total cost shall exceed $15,000, and $100,000 for new construction, the 
minimum wage rates for various classes of laborers and mechanics shall be as determined 
by the Department of Labor, Division of Industrial Affairs of the State of Delaware. 

 
4.5.2 The prevailing wage shall be the wage paid to a majority of employees performing similar 

work as reported in the Department’s annual prevailing wage survey or in the absence of a 
majority, the average paid to all employees reported. 

  
4.5.3 The employer shall pay all mechanics and labors employed directly upon the site of work, 

unconditionally and not less often than once a week and without subsequent deduction or 
rebate on any account, the full amounts accrued at time of payment, computed at wage 
rates not less than those stated in the specifications, regardless of any contractual 
relationship which may be alleged to exist between the employer and such laborers and 
mechanics. 

 
4.5.4 The scale of the wages to be paid shall be posted by the employer in a prominent and easily 

accessible place at the site of the work. 
 
4.5.5 Every contract based upon these specifications shall contain a stipulation that sworn payroll 

information, as required by the Department of Labor, be furnished weekly.  The Department 
of Labor shall keep and maintain the sworn payroll information for a period of 6 months from 
the last day of the work week covered by the payroll. 

 
4.6  SUBMISSION OF BIDS 
 
4.6.1 Enclose the Bid, the Bid Security, and any other documents required to be submitted with 

the Bid in a sealed opaque envelope.  Address the envelope to the party receiving the Bids.  
Identify with the project name, project number, and the Bidder's name and address.  If the 
Bid is sent by mail, enclose the sealed envelope in a separate mailing envelope with the 
notation "BID ENCLOSED" on the face thereof.  The State is not responsible for the opening 
of bids prior to bid opening date and time that are not properly marked. 

 
4.6.2 Deposit Bids at the designated location prior to the time and date for receipt of bids indicated 

in the Advertisement for Bids.  Bids received after the time and date for receipt of bids will be 
marked “LATE BID” and returned. 

 
4.6.3 Bidder assumes full responsibility for timely delivery at location designated for receipt of 

bids. 
 
4.6.4 Oral, telephonic or telegraphic bids are invalid and will not receive consideration. 
 
4.6.5 Withdrawn Bids may be resubmitted up to the date and time designated for the receipt of 

Bids, provided that they are then fully in compliance with these Instructions to Bidders. 
 
4.7  MODIFICATION OR WITHDRAW OF BIDS 
 
4.7.1 Prior to the closing date for receipt of Bids, a Bidder may withdraw a Bid by personal request 

and by showing proper identification to the Architect.  A request for withdraw by letter or fax, 
if the Architect is notified in writing prior to receipt of fax, is acceptable.  A fax directing a 
modification in the bid price will render the Bid informal, causing it to be ineligible for 
consideration of award.  Telephone directives for modification of the bid price shall not be 
permitted and will have no bearing on the submitted proposal in any manner. 
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4.7.2 Bidders submitting Bids that are late shall be notified as soon as practicable and the bid 
shall be returned. 

 
4.7.3   A Bid may not be modified, withdrawn or canceled by the Bidder during a thirty (30) day 

period following the time and date designated for the receipt and opening of Bids, and 
Bidder so agrees in submitting their Bid.  Bids shall be binding for 30 days after the date of 
the Bid opening.   

 
ARTICLE 5: CONSIDERATION OF BIDS 

 
5.1  OPENING/REJECTION OF BIDS 
 
5.1.1 Unless otherwise stated, Bids received on time will be publicly opened and will be read 

aloud.  An abstract of the Bids will be made available to Bidders. 
 
5.1.2 The Agency shall have the right to reject any and all Bids.  A Bid not accompanied by a 

required Bid Security or by other data required by the Bidding Documents, or a Bid which is 
in any way incomplete or irregular is subject to rejection. 

 
5.1.3 If the Bids are rejected, it will be done within thirty (30) calendar day of the Bid opening.  
 
5.2  COMPARISON OF BIDS 
 
5.2.1 After the Bids have been opened and read, the bid prices will be compared and the result of 

such comparisons will be made available to the public.  Comparisons of the Bids may be 
based on the Base Bid plus desired Alternates.  The Agency shall have the right to accept 
Alternates in any order or combination.   

 
5.2.2 The Agency reserves the right to waive technicalities, to reject any or all Bids, or any portion 

thereof, to advertise for new Bids, to proceed to do the Work otherwise, or to abandon the 
Work, if in the judgment of the Agency or its agent(s), it is in the best interest of the State. 

 
5.2.3 An increase or decrease in the quantity for any item is not sufficient grounds for an increase 

or decrease in the Unit Price. 
 
5.2.4 The prices quoted are to be those for which the material will be furnished F.O.B. Job Site 

and include all charges that may be imposed during the period of the Contract. 
 
5.2.5 No qualifying letter or statements in or attached to the Bid, or separate discounts will be 

considered in determining the low Bid except as may be otherwise herein noted.  Cash or 
separate discounts should be computed and incorporated into Unit Bid Price(s). 

 
5.3 DISQUALIFICATION OF BIDDERS 
 
5.3.1 An agency shall determine that each Bidder on any Public Works Contract is responsible 

before awarding the Contract.  Factors to be considered in determining the responsibility 
of a Bidder include: 

 
A. The Bidder’s financial, physical, personnel or other resources including 

Subcontracts; 
 

B. The Bidder’s record of performance on past public or private construction 
projects, including, but not limited to, defaults and/or final adjudication or 
admission of violations of the Prevailing Wage Laws in Delaware or any other 
state; 
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C. The Bidder’s written safety plan; 
 

D. Whether the Bidder is qualified legally to contract with the State; 
 

E. Whether the Bidder supplied all necessary information concerning its 
responsibility; and, 

 
F. Any other specific criteria for a particular procurement, which an agency may 

establish;  provided however, that, the criteria be set forth in the Invitation to Bid 
and is otherwise in conformity with State and/or Federal law. 

 
5.3.2 If an agency determines that a Bidder is nonresponsive and/or nonresponsible, the 

determination shall be in writing and set forth the basis for the determination.  A copy of 
the determination shall be sent to the affected Bidder within five (5) working days of said 
determination. 

 
5.3.3 In addition, any one or more of the following causes may be considered as sufficient for the 

disqualification of a Bidder and the rejection of their Bid or Bids. 
 
5.3.3.1 More than one Bid for the same Contract from an individual, firm or corporation under the 

same or different names.  
  
5.3.3.2  Evidence of collusion among Bidders. 
 
5.3.3.3  Unsatisfactory performance record as evidenced by past experience. 
 
5.3.3.4 If the Unit Prices are obviously unbalanced either in excess or below reasonable cost 

analysis values. 
 
5.3.3.5 If there are any unauthorized additions, interlineation, conditional or alternate bids or 

irregularities of any kind which may tend to make the Bid incomplete, indefinite or 
ambiguous as to its meaning. 

 
5.3.3.6 If the Bid is not accompanied by the required Bid Security and other data required by the 

Bidding Documents. 
 
5.3.3.7  If any exceptions or qualifications of the Bid are noted on the Bid Form. 
 
5.4  ACCEPTANCE OF BID AND AWARD OF CONTRACT 
 
5.4.1 A formal Contract shall be executed with the successful Bidder within twenty (20) calendar 

days after the award of the Contract. 
 
5.4.2 Per Section 6962(d)(13) a., Title 29, Delaware Code, “The contracting agency shall award 

any public works contract within thirty (30) days of the bid opening to the lowest 
responsive and responsible Bidder, unless the Agency elects to award on the basis of 
best value, in which case the election to award on the basis of best value shall be stated 
in the Invitation To Bid.” 

 
5.4.3 Each Bid on any Public Works Contract must be deemed responsive by the Agency to be 

considered for award.  A responsive Bid shall conform in all material respects to the 
requirements and criteria set forth in the Contract Documents and specifications. 

 
5.4.4 The Agency shall have the right to accept Alternates in any order or combination, and to 

determine the low Bidder on the basis of the sum of the Base Bid, plus accepted Alternates. 
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5.4.5 The successful Bidder shall execute a formal contract, submit the required Insurance 
Certificate, and furnish good and sufficient bonds, unless specifically waived in the General 
Requirements, in accordance with the General Requirement, within twenty (20) days of 
official notice of contract award.  Bonds shall be for the benefit of the Agency with surety in 
the amount of 100% of the total contract award.  Said Bonds shall be conditioned upon the 
faithful performance of the contract.  Bonds shall remain in affect for period of one year after 
the date of substantial completion. 

 
5.4.6 If the successful Bidder fails to execute the required Contract and Bond, as aforesaid, within 

twenty (20) calendar days after the date of official Notice of the Award of the Contract, their 
Bid guaranty shall immediately be taken and become the property of the State for the benefit 
of the Agency as liquidated damages, and not as a forfeiture or as a penalty.  Award will 
then be made to the next lowest qualified Bidder of the Work or readvertised, as the Agency 
may decide. 

 
5.4.7 Each bidder shall supply with its bid its taxpayer identification number (i.e., federal employer 

identification number or social security number) or a Delaware business license number, 
and should the vendor be awarded a contract, such vendor shall provide to the agency the 
taxpayer identification or Delaware business license numbers of such subcontractors.  
Such numbers shall be provided on the later of the date on which such subcontractor is 
required to be identified or the time the contract is executed.  Prior to execution of the 
resulting contract, the successful Bidder shall be required to produce proof of its Delaware 
business license if not provided in its bid. 

 
5.4.8 The Bid Security shall be returned to the successful Bidder upon the execution of the formal 

contract.  The Bid Securities of unsuccessful bidders shall be returned within thirty (30) 
calendar days after the opening of the Bids. 

 
ARTICLE 6:  POST-BID INFORMATION 

 
6.1 CONTRACTOR’S QUALIFICATION STATEMENT 
 
6.1.1 Bidders to whom award of a Contract is under consideration shall, if requested by  the 

Agency, submit a properly executed AIA Document A305, Contractor’s Qualification 
Statement, unless such a statement has been previously required and submitted. 

 
6.2 BUSINESS DESIGNATION FORM 
 
6.2.1 Successful bidder shall be required to accurately complete an Office of Management and 

Budget Business Designation Form for Subcontractors. 
 
ARTICLE 7:  PERFORMANCE BOND AND PAYMENT BOND 

 
7.1 BOND REQUIREMENTS 
 
7.1.1 The cost of furnishing the required Bonds, that are stipulated in the Bidding Documents, 

shall be included in the Bid. 
 
7.1.2 If the Bidder is required by the Agency to secure a bond from other than the Bidder’s usual 

sources, changes in cost will be adjusted as provide in the Contract Documents. 
 
7.1.3 The Performance and Payment Bond forms used shall be the standard OMB forms 

(attached). 
 
7.2 TIME OF DELIVERY AND FORM OF BONDS 
 
7.2.1 The bonds shall be dated on or after the date of the Contract. 
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7.2.2 The Bidder shall require the attorney-in-fact who executes the required bonds on behalf of 
the surety to affix a certified and current copy of the power of attorney. 

 
ARTICLE 8:  FORM OF AGREEMENT BETWEEN AGENCY AND CONTRACTOR 

 
8.1 Unless otherwise required in the Bidding Documents, the Agreement for the Work will be 

written on AIA Document A101, Standard Form of Agreement Between Owner and 
Contractor Where the Basis of Payment is a Stipulated Sum. 

 
 END OF INSTRUCTIONS TO BIDDERS 
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DEARNG CONTRACT NO. 23-2012 
 

BID FORM 

 
For Bids Due:        (DATE)   To: DELAWARE ARMY NATIONAL GUARD 
        Joint Force Headquarters 
        First Regiment Road 
        Wilmington, DE  19808-2191 
                
 
 
Name of Bidder:               

 

Delaware Business License No.:       Taxpayer ID No.:        
 

(Other License Nos.):                

 

Phone No.:  (            )                              -                                          Fax No.:  (             )               -     
 
 
The undersigned, representing that he has read and understands the Bidding Documents and that this bid is made in accordance 
therewith, that he has visited the site and has familiarized himself with the local conditions under which the Work is to be performed, 
and that his bid is based upon the materials, systems and equipment described in the Bidding Documents without exception, hereby 
proposes and agrees to provide all labor, materials, plant, equipment, supplies, transport and other facilities required to execute the 
work described by the aforesaid documents for the lump sum itemized  below: 
 
$                

($                                                               ) 
 

ALTERNATES 

 
Alternate prices conform to applicable project specification section.  Refer to specifications for a complete description of the 
following Alternates. An “ADD” or “DEDUCT” amount is indicated by the crossed out part that does not apply. 
 
ALTERNATE No. 1:       (BRIEF DESCRIPTION)       
 
Add/Deduct:                 

($                                                               ) 
 
 
ALTERNATE No. 2:      (BRIEF DESCRIPTION)       
 
Add/Deduct:                 

($                                                               ) 
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BID FORM 

 
 
ALTERNATE No. 3:      (BRIEF DESCRIPTION)       
 
Add/Deduct:                 

($                                                               ) 
 
 

UNIT PRICES 

 
Unit prices conform to applicable project specification section. Refer to the specifications for a complete description of the following 
Unit Prices: 

                
      ADD       DEDUCT 

             
UNIT PRICE No. 1:    (BRIEF DESCRIPTION)      $    $                    
 
 
UNIT PRICE No. 2:    (BRIEF DESCRIPTION)      $    $                    
 
 
UNIT PRICE No. 3:    (BRIEF DESCRIPTION)      $    $                    
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BID FORM 

 
 
I/We acknowledge Addendums numbered    and the price(s) submitted include any cost/schedule impact they may have. 
 
This bid shall remain valid and cannot be withdrawn for   days from the date of opening of bids, and the undersigned shall abide 
by the Bid Security forfeiture provisions.  Bid Security is attached to this Bid. 
 
The Owner shall have the right to reject any or all bids, and to waive any informality or irregularity in any bid received. 
 
This bid is based upon work being accomplished by the Sub-Contractors named on the list attached to this bid. 
 
Should I/We be awarded this contract, I/We pledge to achieve substantial completion of all the work within   calendar days of 
the Notice to Proceed. 
 
The undersigned represents and warrants that he has complied and shall comply with all requirements of local, state, and national 
laws; that no legal requirement has been or shall be violated in making or accepting this bid, in awarding the contract to him or in the 
prosecution of the work required; that the bid is legal and firm; that he has not, directly or indirectly, entered into any agreement, 
participated in any collusion, or otherwise taken action in restraint of free competitive bidding. 
 
Upon receipt of written notice of the acceptance of this Bid, the Bidder shall, within twenty (20) calendar days, execute the agreement 
in the required form and deliver the Contract Bonds, and Insurance Certificates, required by the Contract Documents. 
 
I am / We are an Individual / a Partnership / a Corporation 
 
By           Trading as         
           (Individual’s / General Partner’s / Corporate Name) 
               
           (State of Corporation) 
 
Business Address:        
          
          
          
 
  
Witness:         By:         
                 ( Authorized Signature ) 
 (SEAL)                         

                 ( Title ) 
                   Date:          
 
 
 
ATTACHMENTS 
 Sub-Contractor List 
 Non-Collusion Statement 
 Bid Security 

 (Others as Required by Project Manuals) 
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SUBCONTRACTOR LIST 

 
In accordance with Title 29, Chapter 6962 (d)(10)b Delaware Code, the following sub-contractor listing must accompany the bid 

submittal. The name and address of the sub-contractor must be listed for each category where the bidder intends to use a sub-
contractor to perform that category of work. In order to provide full disclosure and acceptance of the bid by the Owner, it is 

required that bidders list themselves as being the sub-contractor for all categories where he/she is qualified and intends to 

perform such work. 
 
 
 
Subcontractor Category  Subcontractor         Address (City & State) 
 
1.                    
         
 
2.                    
         
 
3.                    
         
 
4.                    
         
 
5.                    
         
 
6.                    
         
 
7.                    
         
 
8.                    
         
 
9.                    
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NON-COLLUSION and EPLS DISCLOSURE STATEMENT  

 
 
 
This is to certify that the undersigned bidder has neither directly nor indirectly, entered into any agreement, participated in any 
collusion or otherwise taken any action in restraint of free competitive bidding in connection with this proposal submitted this date to 
the State of Delaware, Delaware Army National Guard. 
 
AFFIRMATION:  Within the past five years, has your firm, any affiliate, any predecessor company or entity, owner, Director, 
officer, partner or proprietor been the subject of a Federal, State, Local government suspension or debarment? 
YES_____________  NO_____________   If yes, please explain (use separate page and include with Bid Form.) 
 
All the terms and conditions of DEARNG CONTRACT NO. 11-2012  have been thoroughly examined and are understood. 
 
NAME OF BIDDER:             
 
AUTHORIZED REPRESENTATIVE 

(TYPED):              
 
AUTHORIZED REPRESENTATIVE 

(SIGNATURE):              

 

 

TITLE:               

 

ADDRESS OF BIDDER:             
 
               
 
               
 
PHONE NUMBER:             

 
 
 
 
Sworn to and Subscribed before me this       day of       20 . 
 
My Commission expires       .   NOTARY PUBLIC       . 
 
 
 
 
 

THIS PAGE MUST BE SIGNED AND NOTARIZED FOR YOUR BID TO BE CONSIDERED. 
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OFFICE OF MANAGEMENT AND BUDGET 

 
BID BOND 

 
TO ACCOMPANY PROPOSAL 
(Not necessary if security is used) 

 
 

KNOW ALL MEN BY THESE PRESENTS That:        
     of       in the County of   
   and State of       as Principal, and    
     of      in the County of     
and State of     as Surety, legally authorized to do business in the State of Delaware 
(“State”), are held and firmly unto the State in the sum of       
    Dollars ($   ), or    percent not to exceed   
          Dollars ($   ) 
of amount of bid on Contract No.     , to be paid to the State for the use and 
benefit of Delaware Army National Guard for which payment well and truly to be made, we do bind 
ourselves, our and each of our heirs, executors, administrators, and successors, jointly and severally for and 
in the whole firmly by these presents. 
 
 NOW THE CONDITION OF THIS OBLIGATION IS SUCH That if the above bonded Principal 
who has submitted to the Delaware Army National Guard a certain proposal to enter into this contract for the 
furnishing of certain material and/or services within the State, shall be awarded this Contract, and if said 
Principal shall well and truly enter into and execute this Contract as may be required by the terms of this 
Contract and approved by the  Delaware Army National Guard this Contract to be entered into within 
twenty days after the date of official notice of the award thereof in accordance with the terms of said 
proposal, then this obligation shall be void or else to be and remain in full force and virtue.  
 
Sealed with    seal and dated this   day of     in the year of our Lord two 
thousand and      (20 ). 
 
SEALED, AND DELIVERED IN THE 
   Presence of 
 
              

       Name of Bidder (Organization) 
 
 
 Corporate  By:         

      Seal             Authorized Signature 
 
Attest               
                 Title 
 
              
         Name of Surety 
 
Witness:    By:         
 
              
                 Title 
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STANDARD FORM OF AGREEMENT BETWEEN OWNER AND CONTRACTOR A101-

2007 

 
 
 
The contract to be utilized on this project shall be the “Standard Form of Agreement Between Owner and 
Contractor” AIA Document A101-2007. 
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SUPPLEMENT TO AGREEMENT BETWEEN OWNER AND CONTRACTOR A101-2007 

 
 
 
The following supplements modify the “Standard Form of Agreement Between Owner and Contractor,” AIA Document A101-2007.  
Where a portion of the Standard Form of Agreement is modified or deleted by the following, the unaltered portions of the Standard Form 
of Agreement shall remain in effect. 
 

 
 
 
ARTICLE 5:  PAYMENTS 

 
5.1  PROGRESS PAYMENTS 
 
5.1.3  Delete paragraph 5.1.3 in its entirety and replace with the following: 
 

“Provided that a valid Application for Payment is received by the Architect that meets all 
requirements of the Contract, payment shall be made by the Owner not later than 30 
days after the Owner receives the valid Application for Payment.” 

 
 
ARTICLE 6:  DISPUTE RESOLUTION 

 
6.2  BINDING DISPUTE RESOLUTION 
 

 Check Other – and add the following sentence: 
 

"Any remedies available in law or in equity." 
 

 
ARTICLE 8:  MISCELLANEOUS PROVISIONS 

 

8.2  Insert the following: 
 

"Payments are due 30 days after receipt of a valid Application for Payment.  After that 30 
 day period, interest may be charged at the rate of 1% per month not to exceed 12% per 
 annum." 

 
8.5 Delete paragraph 8.5 in its entirety and replace with the following: 
 

“The Contractor’s representative shall not be changed without ten days written notice to the 
Owner.” 

 
  

 
END OF SUPPLEMENT TO AGREEMENT BETWEEN OWNER AND CONTRACTOR 
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PAYMENT BOND 

 
 
        Bond Number:  ___________________ 
 
 
KNOW ALL PERSONS BY THESE PRESENTS, that we, ____________________, as principal 
(“Principal”), and __________________, a ____________________ corporation, legally 
authorized to do business in the State of Delaware, as surety (“Surety”), are held and firmly bound 
unto the Delaware Army National Guard (“Owner”), in the amount of _________________ 
($___________), to be paid to Owner, for which payment well and truly to be made, we do bind 
ourselves, our and each and every of our heirs, executors, administrations, successors and assigns, 
jointly and severally, for and in the whole firmly by these presents. 
 
Sealed with our seals and dated this _____________ day of____________, 20__. 
 
NOW THE CONDITION OF THIS OBLIGATION IS SUCH, that if Principal, who has been 
awarded by Owner that certain contract known as DEARNG Contract NO. 11-2012 dated the 
_______ day of _____________, 20__ (the “Contract”), which Contract is incorporated herein by 
reference, shall well and truly pay all and every person furnishing materials or performing labor or 
service in and about the performance of the work under the Contract, all and every sums of money 
due him, her, them or any of them, for all such materials, labor and service for which Principal is 
liable, shall make good and reimburse Owner sufficient funds to pay such costs in the completion 
of the Contract as Owner may sustain by reason of any failure or default on the part of Principal, 
and shall also indemnify and save harmless Owner from all costs, damages and expenses arising 
out of or by reason of the performance of the Contract and for as long as provided by the Contract; 
then this obligation shall be void, otherwise to be and remain in full force and effect. 
 
Surety, for value received, for itself and its successors and assigns, hereby stipulates and agrees that 
the obligation of Surety and its bond shall be in no way impaired or affected by any extension of 
time, modification, omission, addition or change in or to the Contract or the work to be performed 
thereunder, or by any payment thereunder before the time required therein, or by any waiver of any 
provisions thereof, or by any assignment, subletting or other transfer thereof or of any work to be 
performed or any monies due or to become due thereunder; and Surety hereby waives notice of any 
and all such extensions, modifications, omissions, additions, changes, payments, waivers, 
assignments, subcontracts and transfers and hereby expressly stipulates and agrees that any and all 
things done and omitted to be done by and in relation to assignees, subcontractors, and other 
transferees shall have the same effect as to Surety as though done or omitted to be done by or in 
relation to Principal. 
 
Surety hereby stipulates and agrees that no modifications, omission or additions in or to the terms 
of the Contract shall in any way whatsoever affect the obligation of Surety and its bond. 
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Any proceeding, legal or equitable, under this Bond may be brought in any court of competent 
jurisdiction in the State of Delaware.  Notices to Surety or Contractor may be mailed or delivered 
to them at their respective addresses shown below. 
 
IN WITNESS WHEREOF, Principal and Surety have hereunto set their hand and seals, and such 
of them as are corporations have caused their corporate seal to be hereto affixed and these presents 
to be signed by their duly authorized officers, the day and year first above written. 
 
 

PRINCIPAL 
 
      Name:         
 
Witness or Attest:  Address:         
 
 
      By:        (SEAL) 
Name:       Name: 
      Title: 
 (Corporate Seal) 
 
 

SURETY 
 
 

      Name:         
 
Witness or Attest:  Address:         
 
 
      By:        (SEAL) 
Name:      Name: 
      Title: 
 (Corporate Seal) 
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PERFORMANCE BOND 

 
        Bond Number:  ___________________ 
 
KNOW ALL PERSONS BY THESE PRESENTS, that we, ______________________, as principal 
(“Principal”), and ______________________, a ______________________ corporation, legally 
authorized to do business in the State of Delaware, as surety (“Surety”), are held and firmly bound 
unto the  Delaware Army National Guard (“Owner”), in the amount of _________________ 
($___________), to be paid to Owner, for which payment well and truly to be made, we do bind 
ourselves, our and each and every of our heirs, executors, administrations, successors and assigns, 
jointly and severally, for and in the whole, firmly by these presents. 
 
Sealed with our seals and dated this __________ day of ____________, 20__. 
 
NOW THE CONDITION OF THIS OBLIGATION IS SUCH, that if Principal, who has been 
awarded by Owner that certain contract known as DEARNG Contract NO. 11-2012 dated the 
__________ day of ____________, 20__ (the “Contract”), which Contract is incorporated herein by 
reference, shall well and truly provide and furnish all materials, appliances and tools and perform all 
the work required under and pursuant to the terms and conditions of the Contract and the Contract 
Documents (as defined in the Contract) or any changes or modifications thereto made as therein 
provided, shall make good and reimburse Owner sufficient funds to pay the costs of completing the 
Contract that Owner may sustain by reason of any failure or default on the part of Principal, and 
shall also indemnify and save harmless Owner from all costs, damages and expenses arising out of 
or by reason of the performance of the Contract and for as long as provided by the Contract; then 
this obligation shall be void, otherwise to be and remain in full force and effect. 
 
Surety, for value received, hereby stipulates and agrees, if requested to do so by Owner, to fully 
perform and complete the work to be performed under the Contract pursuant to the terms, 
conditions and covenants thereof, if for any cause Principal fails or neglects to so fully perform and 
complete such work. 
 
Surety, for value received, for itself and its successors and assigns, hereby stipulates and agrees that 
the obligation of Surety and its bond shall be in no way impaired or affected by any extension of 
time, modification, omission, addition or change in or to the Contract or the work to be performed 
thereunder, or by any payment thereunder before the time required therein, or by any waiver of any 
provisions thereof, or by any assignment, subletting or other transfer thereof or of any work to be 
performed or any monies due or to become due thereunder; and Surety hereby waives notice of any 
and all such extensions, modifications, omissions, additions, changes, payments, waivers, 
assignments, subcontracts and transfers and hereby expressly stipulates and agrees that any and all 
things done and omitted to be done by and in relation to assignees, subcontractors, and other 
transferees shall have the same effect as to Surety as though done or omitted to be done by or in 
relation to Principal. 
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Surety hereby stipulates and agrees that no modifications, omissions or additions in or to the terms 
of the Contract shall in any way whatsoever affect the obligation of Surety and its bond. 
 
Any proceeding, legal or equitable, under this Bond may be brought in any court of competent 
jurisdiction in the State of Delaware.  Notices to Surety or Contractor may be mailed or delivered 
to them at their respective addresses shown below. 
 
IN WITNESS WHEREOF, Principal and Surety have hereunto set their hand and seals, and such 
of them as are corporations have caused their corporate seal to be hereto affixed and these presents 
to be signed by their duly authorized officers, the day and year first above written. 
 

PRINCIPAL 
 

     Name:         
 
Witness or Attest:  Address:         
 
      By:         (SEAL) 
Name:      Name: 
      Title: 
 (Corporate Seal) 
 
 

SURETY 
 
      Name:         
 
Witness or Attest:  Address:         
 
      By:         (SEAL) 
Name:      Name: 
      Title: 
 (Corporate Seal) 
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 GENERAL CONDITIONS 
 
 TO THE 
 
 CONTRACT 
 
 
 
 
 
 
The General Conditions of this Contract are as stated in the American Institute of Architects Document AIA 
A201 (2007 Edition) entitled General Conditions of the Contract for Construction and is part of this project 
manual as if herein written in full. 
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SUPPLEMENTARY GENERAL CONDITIONS A201-2007 

 
 
 
The following supplements modify the “General Conditions of the Contract for Construction,” AIA Document A201-2007.  Where a portion 
of the General Conditions is modified or deleted by the Supplementary Conditions, the unaltered portions of the General Conditions shall 
remain in effect. 
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ARTICLE 1:  GENERAL PROVISIONS 

 
1.1  BASIC DEFINITIONS 
 
1.1.1 THE CONTRACT DOCUMENTS 
 

Delete the last sentence in its entirety and replace with the following: 
 
“The Contract Documents also include Advertisement for Bid, Instructions to Bidder, 
sample forms, the Bid Form, the Contractor’s completed Bid and the Award Letter.” 

 
 Add the following Paragraph: 

 
1.1.21.1.1.1  In the event of conflict or discrepancies among the Contract Documents, 

the Documents prepared by the State of Delaware, Division of Facilities 
Management shall take precedence over all other documents.  

 
1.2  CORRELATION AND INTENT OF THE CONTRACT DOCUMENTS 
 

 Add the following Paragraphs: 
 

1.2.4 In the case of an inconsistency between the Drawings and the Specifications, 
or within either document not clarified by addendum, the better quality or 
greater quantity of work shall be provided in accordance with the Architect’s 
interpretation. 

 
1.2.5 The word “PROVIDE” as used in the Contract Documents shall mean 

“FURNISH AND INSTALL” and shall include, without limitation, all labor, 
materials, equipment, transportation, services and other items required to 
complete the Work. 

 
1.2.6 The word “PRODUCT” as used in the Contract Documents means all 

materials, systems and equipment. 
 
1.5 OWNERSHIP AND USE OF DRAWINGS, SPECIFICATIONS AND OTHER 

INSTRUMENTS OF SERVICE 
 

 Delete Paragraph 1.5.1 in its entirety and replace with the following: 
 

“All pre-design studies, drawings, specifications and other documents, including those in 
electronic form, prepared by the Architect under this Agreement are, and shall remain, the 
property of the Owner whether the Project for which they are made is executed or not.  
Such documents may be used by the Owner to construct one or more like Projects without 
the approval of, or additional compensation to, the Architect.  The Contractor, 
Subcontractors, Sub-subcontractors and Material or Equipment Suppliers are authorized to 
use and reproduce applicable portions of the Drawings, Specifications and other documents 
prepared by the Architect and the Architect’s consultants appropriate to and for use in the 
execution of their Work under the Contract Documents.  They are not to be used by the 
Contractor or any Subcontractor, Sub-subcontractor or Material and Equipment Supplier on 
other Projects or for additions to this Project outside the scope of the Work without the 
specific written consent of the Owner, Architect and Architect’s consultants. 
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The Architect shall not be liable for injury or damage resulting from the re-use of drawings 
and specifications if the Architect is not involved in the re-use Project.  Prior to re-use of 
construction documents for a Project in which the Architect is not also involved, the Owner 
will remove from such documents all identification of the original Architect, including name, 
address and professional seal or stamp.” 

 
Delete Paragraph 1.5.2 in its entirety.  

 
ARTICLE 2:  OWNER 

 
2.2  INFORMATION AND SERVICES REQUIRED OF THE OWNER 
 

 To Subparagraph 2.2.3 – Add the following sentence: 
 

“The Contractor, at their expense shall bear the costs to accurately identify the location of 
all underground utilities in the area of their excavation and shall bear all cost for any 
repairs required, out of failure to accurately identify said utilities.” 

 
 Delete Subparagraph 2.2.5 in its entirety and substitute the following: 
 

2.2.5 The Contractor shall be furnished free of charge up to five (5) sets of the 
Drawings and Project Manuals.  Additional sets will be furnished at the cost 
of reproduction, postage and handling. 

 
ARTICLE 3:  CONTRACTOR 

 
3.2 REVIEW OF CONTRACT DOCUMENTS AND FIELD CONDITIONS BY CONTRACTOR 
 

Amend Paragraph 3.2.2 to state that any errors, inconsistencies or omissions discovered 
shall be reported to the Architect and Owner immediately. 

  
 Delete the third sentence in Paragraph 3.2.3. 

 
3.3  SUPERVISION AND CONSTRUCTION PROCEDURES 
 

 Add the following Paragraphs: 
 

3.3.2.1 The Contractor shall immediately remove from the Work, whenever requested 
to do so by the Owner, any person who is considered by the Owner or Architect 
to be incompetent or disposed to be so disorderly, or who for any reason is not 
satisfactory to the Owner, and that person shall not again be employed on the 
Work without the consent of the Owner or the Architect. 

 
3.3.4 The Contractor must provide suitable storage facilities at the Site for the proper 

protection and safe storage of their materials.  Consult the Owner and the 
Architect before storing any materials. 

 
3.3.5 When any room is used as a shop, storeroom, office, etc., by the Contractor or 

Subcontractor(s) during the construction of the Work, the Contractor making 
use of these areas will be held responsible for any repairs, patching or cleaning 
arising from such use. 
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3.4  LABOR AND MATERIALS 
 

Add the Following Paragraphs: 
 

3.4.4 Before starting the Work, each Contractor shall carefully examine all 
preparatory Work that has been executed to receive their Work.  Check 
carefully, by whatever means are required, to insure that its Work and adjacent, 
related Work, will finish to proper contours, planes and levels.  Promptly notify 
the General Contractor/Construction Manager of any defects or imperfections in 
preparatory Work which will in any way affect satisfactory completion of its 
Work.  Absence of such notification will be construed as an acceptance of 
preparatory Work and later claims of defects will not be recognized. 

 
3.4.5 Under no circumstances shall the Contractor’s Work proceed prior to 

preparatory Work proceed prior to preparatory Work having been completely 
cured, dried and/or otherwise made satisfactory to receive this Work.  
Responsibility for timely installation of all materials rests solely with the 
Contractor responsible for that Work, who shall maintain coordination at all 
times. 

 
3.5  WARRANTY 
 

 Add the following Paragraphs: 
  

3.5.1 The Contractor will guarantee all materials and workmanship against original 
defects, except injury from proper and usual wear when used for the purpose 
intended, for two years after Acceptance by the Owner, and will maintain all 
items in perfect condition during the period of guarantee. 

 
3.5.2 Defects appearing during the period of guarantee will be made good by the 

Contractor at his expense upon demand of the Owner, it being required that all 
work will be in perfect condition when the period of guarantee will have elapsed. 

 
3.5.3 In addition to the General Guarantee there are other guarantees required for 

certain items for different periods of time than the two years as above, and are 
particularly so stated in that part of the specifications referring to same.  The 
said guarantees will commence at the same time as the General Guarantee. 

 
3.5.4 If the Contractor fails to remedy any failure, defect or damage within a 

reasonable time after receipt of notice, the Owner will have the right to replace, 
repair, or otherwise remedy the failure, defect or damage at the Contractor’s 
expense. 

 
3.11  DOCUMENTS AND SAMPLES AT THE SITE 
 

 Add the following Paragraphs: 
 

3.11.1 During the course of the Work, the Contractor shall maintain a record set of 
drawings on which the Contractor shall mark the actual physical location of all 
piping, valves, equipment, conduit, outlets, access panels, controls, actuators, 
including all appurtenances that will be concealed once construction is 
complete, etc., including all invert elevations. 
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3.11.2 At the completion of the project, the Contractor shall obtain a set of reproducible 
drawings from the Architect, and neatly transfer all information outlined in 3.11.1 
to provide a complete record of the as-built conditions. 

 

 
SUPPLEMENTARY GENERAL CONDITIONS               00 73 13-4 
 

3.11.3 The Contractor shall provide two (2) prints of the as-built conditions, along with 
the reproducible drawings themselves, to the Owner and one (1) set to the 
Architect.  In addition, attach one complete set to each of the Operating and 
Maintenance Instructions/Manuals. 

 
3.17  In the first second sentence of the paragraph, insert “indemnify” between “shall” and “hold”.  
 
ARTICLE 4:  ADMINISTRATION OF THE CONTRACT 

 
4.2  ADMINISTRATION OF THE CONTRACT 

 
Delete the first sentence of Paragraph 4.2.7 and replace with the following:   
 
The Architect will review and approve or take other appropriate action upon the Contractor’s 
submittals such as Shop Drawings, Product Data and Samples for the purpose of checking 
for conformance with the Contract Documents. 

 
Delete the second sentence of Paragraph 4.2.7 and replace with the following:   
 
The Architect’s action will be taken with such reasonable promptness as to cause no delay 
in the Work in the activities of the Owner, Contractor or separate Contractors, while allowing 
sufficient time in the Owner’s professional judgment to permit adequate review. 

 
 Add the following Paragraph: 
  

4.2.10.1 There will be no full-time project representative provided by the Owner or 
Architect on this project. 

 
Add to Paragraph 4.2.13 “and in compliance with all local requirements.” to the end of the 
sentence 

 
ARTICLE 5:  SUBCONTRACTORS 

 
5.2 AWARD OF SUBCONTRACTS AND OTHER CONTRACTS FOR PORTIONS OF THE 

WORK 
 

Delete Paragraph 5.2.3 in its entirety and replace with the following:   
 
5.2.3 If the Owner or Architect has reasonable objection to a person or entity 

proposed by the Contractor, the Contractor shall propose another to whom the 
Owner or Architect has no reasonable objection, subject to the statutory 
requirements of 29 Delaware Code § 6962(d)(10)b.3 and 4. 

 
ARTICLE 6:  CONSTRUCTION BY OWNER OR BY SEPARATE CONTRACTORS 

 
6.1 OWNER’S RIGHT TO PERFORM CONSTRUCTION AND TO AWARD SEPARATE 

CONTRACTS 
 

 Delete Paragraph 6.1.4 in its entirety. 
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6.2  MUTUAL RESPONSIBILITY 
 
  6.2.3 In the second sentence, strike the word “shall” and insert the word “may”.  
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ARTICLE 7:  CHANGES IN THE WORK 

  
(SEE ARTICLE 7: CHANGES IN WORK IN THE GENERAL REQUIREMENTS) 

 
ARTICLE 8:  TIME 

  
8.2  PROGRESS AND COMPLETION 
 

Add the following Paragraphs: 
 

8.2.1.1 Refer to Specification Section SUMMARY OF WORK for Contract time 
requirements. 

 
8.2.4 If the Work falls behind the Progress Schedule as submitted by the Contractor, 

the Contractor shall employ additional labor and/or equipment necessary to 
bring the Work into compliance with the Progress Schedule at no additional cost 
to the Owner. 

 
8.3 DELAYS AND EXTENSION OF TIME 

 
8.3.1 Strike “arbitration” and insert “remedies at law or in equity”.  

 
 Add the following Paragraph: 

 
8.3.2.1 The Contractor shall update the status of the suspension, delay, or interruption 

of the Work with each Application for Payment.  (The Contractor shall report the 
termination of such cause immediately upon the termination thereof.)  Failure to 
comply with this procedure shall constitute a waiver for any claim for adjustment 
of time or price based upon said cause. 

 
Delete Paragraph 8.3.3 in its entirety and replace with the following: 

 
8.3.3 Except in the case of a suspension of the Work directed by the Owner, an 

extension of time under the provisions of Paragraph 8.3.1 shall be the 
Contractor’s sole remedy in the progress of the Work and there shall be no 
payment or compensation to the Contractor for any expense or damage 
resulting from the delay. 

 
 Add the following Paragraph: 
 

8.3.4 By permitting the Contractor to work after the expired time for completion of the 
project, the Owner does not waive their rights under the Contract. 

 
ARTICLE 9:  PAYMENTS AND COMPLETION 

 
9.2 SCHEDULE OF VALUES 
 

 Add the following Paragraphs: 
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9.2.1 The Schedule of Values shall be submitted using AIA Document G702, 
Continuation Sheet to G703. 

 
9.2.2  The Schedule of Values is to include a line item for Project Closeout Document 

Submittal.  The value of this item is to be no less than 1% of the initial contract 
amount. 
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9.3  APPLICATIONS FOR PAYMENT 
 

 Add the following Paragraph: 
  

9.3.1.3 Application for Payment shall be submitted on AIA Document G702 “Application 
and Certificate for Payment”, supported by AIA Document G703 “Continuation 
Sheet”.  Said Applications shall be fully executed and notarized. 

 
 Add the following Paragraphs: 
 

9.3.4 Until Closeout Documents have been received and outstanding items 
completed the Owner will pay 95% (ninety-five percent) of the amount due the 
Contractor on account of progress payments. 

 
9.3.5 The Contractor shall provide a current and updated Progress Schedule to the 

Architect with each Application for Payment.  Failure to provide Schedule will be 
just cause for rejection of Application for Payment. 

 
9.5  DECISIONS TO WITHHOLD CERTIFICATION 
 

 Add the following to 9.5.1: 
 

.8 failure to provide a current Progress Schedule; 

.9 a lien or attachment is filed; 

.10 failure to comply with mandatory requirements for maintaining Record 
Documents. 

 
9.6  PROGRESS PAYMENTS 
 

Delete Paragraph 9.6.1 in its entirety and replace with the following:   
 
9.6.1 After the Architect has approved and issued a Certificate for Payment, payment 

shall be made by the Owner within 30 days after Owner’s receipt of the 
Certificate for Payment. 

 
9.7  FAILURE OF PAYMENT 
 
  In first sentence, strike “seven” and insert “thirty (30)”. Also strike “binding dispute resolution” 
  and insert “remedies at law or in equity”.  
 
9.8  SUBSTANTIAL COMPLETION 
 
  To Subparagraph 9.8.3- Add the following sentence: 
 
  “If the Architect is required to make more than 2 inspections of the same portion of work, the  
  Contractor shall be responsible for all costs associated with subsequent inspections 
including  
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  Including but not limited to any Architect’s fees.” 
 

9.8.5 In the second sentence, strike “shall” and insert “may”.  
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ARTICLE 10:  PROTECTION OF PERSONS AND PROPERTY 

 
10.1 SAFETY PRECAUTIONS AND PROGRAMS 
 

Add the following Paragraphs: 
 
10.1.1.1.1 Each Contractor shall develop a safety program in accordance with the 

Occupational Safety and Health Act of 1970.  A copy of said plan shall be 
furnished to the Owner and Architect prior to the commencement of that 
Contractor’s Work. 

 
10.1.2 Each Contractor shall appoint a Safety Representative.  Safety Representatives 

shall be someone who is on site on a full time basis.  If deemed necessary by 
the Owner or Architect, Contractor Safety meetings will be scheduled.  The 
attendance of all Safety Representatives will be required.  Minutes will be 
recorded of said meetings by the Contractor and will be distributed to all parties 
as well as posted in all job offices/trailers etc. 

 
10.2  SAFETY OF PERSONS AND PROPERTY 
 

Add the following Paragraph: 
 
10.2.4.1 As required in the Hazardous Chemical Act of June 1984, all vendors supplying 

any material that may be defined as hazardous must provide Material Safety 
Data Sheets for those products.  Any chemical product should be considered 
hazardous if it has a caution warning on the label relating to a potential physical 
or health hazard, if it is known to be present in the work place, and if employees 
may be exposed under normal conditions or in foreseeable emergency 
situations.  Material Safety Data Sheets shall be provided directly to the Owner, 
along with the shipping slips that include those products. 

 
10.3  HAZARDOUS MATERIALS 
 

 Delete Paragraph 10.3.3 in its entirety. 
 
10.5  Delete Paragraphs 10.3.6 in its entirety. 
 
ARTICLE 11:  INSURANCE AND BONDS 

 
11.1  CONTRACTOR’S LIABILITY INSURANCE 
 

Comment [RL1]: I think the numbering is wrong 
and should be deleted. 
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11.1.4 Strike “the Owner” immediately following “(1)” and strike “and (2) the Owner as 
an additional insured for claims caused in whole or in part by the Contractor’s 
negligent acts or omissions during the Contractor’s completed operations.” 

 
11.2 OWNER’S LIABILITY INSURANCE 
 

 Delete Paragraph 11.2 in its entirety. 
 
11.3  PROPERTY INSURANCE 
  

Delete Paragraph 11.3 in its entirety and replace with the following:   
 

11.3 The State will not provide Builder’s All Risk Insurance for the Project.  The 
Contractor and all Subcontractors shall provide property coverage for their tools 
and equipment, as necessary.  Any mandatory deductible required by the 
Contractor’s Insurance shall be the responsibility of the Contractor. 
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11.4   PERFORMANCE BOND AND PAYMENT BOND 

 
 11.4.1 Add the following sentence:  “The bonds will conform to those forms approved by 
the Office  of Management and Budget.”  
 

ARTICLE 12:  UNCOVERING AND CORRECTION OF WORK 

 
12.2.2  AFTER SUBSTANTIAL COMPLETION 
 

Add the following Paragraph: 
 
12.2.2.1.1 At any time during the progress of the Work, or in any case where the nature of 

the defects will be such that it is not expedient to have corrected, the Owner, at 
its option, will have the right to deduct such sum, or sums, of money from the 
amount of the Contract as it considers justified to adjust the difference in value 
between the defective work and that required under contract including any 
damage to the structure. 

 
12.2.2.1 Strike “one” and insert “two”. 
 
12.2.2.2 Strike “one” and insert “two”. 
 
12.2.2.3 Strike “one” and insert “two”. 
 
12.2.5 In second sentence, strike “one” and insert “two”. 

  
ARTICLE 13:  MISCELLANEOUS PROVISIONS 

 
13.1  GOVERNING LAW 
 
  Strike “except that, if the parties have selected arbitration as the method of binding dispute  
  resolution, the Federal Arbitration Act shall govern Section 15.4.”  
 
13.6  INTEREST 
 
  Strike “the date payment is due at such rate as the parties may agree upon in writing or, in  
  the absence thereof, at the legal rate prevailing from time to time at the place where the  
  Project is located.”  Insert “30 days of presentment of the authorized Certificate of Payment  
  at the annual rate of 12% or 1% per month. 
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13.7  TIME LIMITS ON CLAIMS 
 
  Strike the last sentence. 
  
Add the following Paragraph: 
 
13.8 CONFLICTS WITH FEDERAL STATUTES OR REGULATIONS 
 
13.8.1 If any provision, specifications or requirement of the Contract Documents conflict or is 

inconsistent with any statute, law or regulation of the government of the United State of 
America, the Contractor shall notify the Architect and Owner immediately upon discovery. 
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ARTICLE 14: TERMINATION OR SUSPENSION OF THE CONTRACT  

 
14.4 TERMINATION BY THE OWNER FOR  CONVENIENCE 
 

Delete Paragraph 14.4.3 in its entirety and replace with the following:   
 

14.4.3 In case of such termination for the Owner’s convenience, the Contractor shall 
be entitled to receive payment for Work executed, and cost incurred by reason 
of such termination along with reasonable overhead. 

 
ARTICLE 15: CLAIMS AND DISPUTES 

 

15.1.2  Throughout the Paragraph strike “21” and insert “45”. 
 

15.1.6  CLAIMS FOR CONSEQUENTIAL DAMAGES 
 

 Delete Paragraph 15.1.6 in its entirety. 
 
15.2  INITIAL DECISION 
 

Delete Paragraph 15.2.5 in its entirety and replace with the following:   
 
15.2.5 The Architect will approve or reject Claims by written decision, which shall state 

the reasons therefore and shall notify the parties of any change in the Contract 
Sum or Contract Time or both.  The approval or rejection of a Claim by the 
Architect shall be subject to mediation and other remedies at law or in equity. 

 
Delete Paragraph 15.2.6 and its subparagraphs in their entirety.  

 
15.3  MEDIATION 
 

15.3.1 Strike “binding dispute resolution” and insert “any or all remedies at law or in 
equity”.  

 
15.3.2 In the first sentence, delete “administered by the American Arbitration 

Association in accordance with its Construction Industry Mediation Procedure in 
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effect on the date of the Agreement,” Strike “binding dispute resolution” and 
insert “remedies at law and in equity”.  

 
15.4  ARBITRATION 
 

 Delete Paragraph 15.4 and its sub-sections in its entirety. 
 

END OF SUPPLEMENTARY GENERAL CONDITIONS 
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ARTICLE 1: GENERAL 

 
1.1     CONTRACT DOCUMENTS 
 
1.1.1 The intent of the Contract Documents is to include all items necessary for the proper 

execution and completion of the Work by the Contractor.  The Contract Documents are 
complementary and what is required by one shall be as binding as if required by all.  
Performance by the Contractor shall be required to an extent consistent with the Contract 
Documents and reasonably inferable from them as being necessary to produce the intended 
results. 

 
1.1.2 Work including material purchases shall not begin until the Contractor is in receipt of a 

bonafide State of Delaware Purchase Order.  Any work performed or material purchases 
prior to the issuance of the Purchase Order is done at the Contractor’s own risk and cost. 

 
1.2    EQUALITY OF EMPLOYMENT OPPORTUNITY ON PUBLIC WORKS 
 
1.2.1 For Public Works Projects financed in whole or in part by state appropriation the Contractor 

agrees that during the performance of this contract: 
 

1. The Contractor will not discriminate against any employee or applicant for 
employment because of race, creed, color, sex or national origin.  The Contractor 
will take positive steps to ensure that applicants are employed and that 
employees are treated during employment without regard to their race, creed, 
color, sex or national origin.  Such action shall include, but not be limited to, the 
following: employment, upgrading, demotion or transfer; recruitment or 
recruitment advertising; layoff or termination; rates of pay or other forms of 
compensation; and selection for training, including apprenticeship.  The 
Contractor agrees to post in conspicuous places available to employees and 
applicants for employment notices to be provided by the contracting agency 
setting forth this nondiscrimination clause. 

 
2. The Contractor will, in all solicitations or advertisements for employees placed by 

or on behalf of the Contractor, state that all qualified applicants will receive 
consideration for employment without regard to race, creed, color, sex or national 
origin.” 

 
ARTICLE 2: OWNER 

 
(NO ADDITIONAL GENERAL REQUIREMENTS – SEE SUPPLEMENTARY GENERAL 
CONDITIONS) 

 
ARTICLE 3: CONTRACTOR 
 
3.1 Schedule of Values:  The successful Bidder shall within twenty (20) days after receiving 

notice to proceed with the work, furnish to the Owner a complete schedule of values on the 
various items comprising the work. 

 
3.2 Subcontracts:  Upon approval of Subcontractors, the Contractor shall award their 

Subcontracts as soon as possible after the signing of their own contract and see that all 
material, their own and those of their Subcontractors, are promptly ordered so that the work 
will not be delayed by failure of materials to arrive on time. 

 
3.3 Before commencing any work or construction, the General Contractor is to consult with the 

Owner as to matters in connection with access to the site and the allocation of Ground 
Areas for the various features of hauling, storage, etc. 
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3.4 The Contractor shall supervise and direct the Work, using the Contractor's best skill and 

attention.  The Contractor shall be solely responsible for and have control over construction 
means, methods, techniques, sequences and procedures and for coordinating all portions of 
the Work under the Contract, unless the Contract Documents give other specific 
instructions. 

 
3.5 The Contractor shall enforce strict discipline and good order among the Contractor's 

employees and other persons carrying out the Contract.  The Contractor shall not permit 
employment of unfit persons or persons not skilled in tasks assigned to them. 

 
3.6 The Contractor warrants to the Owner that materials and equipment furnished will be new 

and of good quality, unless otherwise permitted, and that the work will be free from defects 
and in conformance with the Contract Documents.  Work not conforming to these 
requirements, including substitutions not properly approved, may be considered defective.  If 
required by the Owner, the Contractor shall furnish evidence as to the kind and quality of 
materials and equipment provided. 

 
3.7 Unless otherwise provided, the Contractor shall pay all sales, consumer, use and other 

similar taxes, and shall secure and pay for required permits, fees, licenses, and inspections 
necessary for proper execution of the Work. 

 
3.8 The Contractor shall comply with and give notices required by laws, ordinances, rules, 

regulations, and lawful orders of public authorities bearing on performance of the Work.  The 
Contractor shall promptly notify the Owner if the Drawings and Specifications are observed 
to be at variance therewith. 

 
3.9 The Contractor shall be responsible to the Owner for the acts and omissions of the 

Contractor's employees, Subcontractors and their agents and employees, and other 
persons performing portions of the Work under contract with the Contractor. 

 
3.10 The Contractor shall keep the premises and surrounding area free from accumulation of 

waste materials or rubbish caused by operations under the Contract.  At completion of the 
Work the Contractor shall remove from and about the Project all waste materials, rubbish, 
the Contractor's tools, construction equipment, machinery and surplus materials.  The 
Contractor shall be responsible for returning all damaged areas to their original conditions. 

 
3.11  STATE LICENSE AND TAX REQUIREMENTS   
 
3.11.1 Each Contractor and Subcontractor shall be licensed to do business in the State of 

Delaware and shall pay all fees and taxes due under State laws.  In conformance with 
Section 2503, Chapter 25, Title 30, Delaware Code, "the Contractor shall furnish the 
Delaware Department of Finance within ten (10) days after entering into any contract with 
a contractor or subcontractor not a resident of this State, a statement of total value of 
such contract or contracts together with the names and addresses of the contracting 
parties.” 

 
3.12. The Contractor shall comply with all requirements set forth in Section 6962, Chapter 69, 

Title 29 of the Delaware Code. 
 
ARTICLE 4: ADMINISTRATION OF THE CONTRACT 

 
4.1  CONTRACT SURETY 
 
4.1.1  PERFORMANCE BOND AND LABOR AND MATERIAL PAYMENT BOND 
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4.1.2 All bonds will be required as follows unless specifically waived elsewhere in the Bidding 

Documents. 
 
4.1.3 Contents of Performance Bonds – The bond shall be in the form approved by the Office 

of Management and Budget.  The bond shall be conditioned upon the faithful compliance 
and performance by the successful bidder of each and every term and condition of the 
contract and the proposal, plans, specifications, and bid documents thereof.  Each term 
and condition shall be met at the time and in the manner prescribed by the Contract, Bid 
documents and the specifications, including the payment in full to every person furnishing 
materiel or performing labor in the performance of the Contract, of all sums of money due 
the person for such labor and materiel.  (The bond shall also contain the successful 
bidder’s guarantee to indemnify and save harmless the State and the agency from all 
costs, damages and expenses growing out of or by reason of the Contract in accordance 
with the Contract.) 

 
4.1.4 Invoking a Performance Bond – The agency may, when it considers that the interest of 

the State so require, cause judgement to be confessed upon the bond.  
 
4.1.5 Within twenty (20) days after the date of notice of award of contract, the Bidder to whom the 

award is made shall furnish a Performance Bond and Labor and Material Payment Bond, 
each equal to the full amount of the Contract price to guarantee the faithful performance of 
all terms, covenants and conditions of the same.  The bonds are to be issued by an 
acceptable Bonding Company licensed to do business in the State of Delaware and shall be 
issued in duplicate. 

 
4.1.6 Performance and Payment Bonds shall be maintained in full force (warranty bond) for a 

period of two (2) years after the date of the Certificate for Final Payment.  The Performance 
Bond shall guarantee the satisfactory completion of the Project and that the Contractor will 
make good any faults or defects in his work which may develop during the period of said 
guarantees as a result of improper or defective workmanship, material or apparatus, 
whether furnished by themselves or their Sub-Contractors.  The Payment Bond shall 
guarantee that the Contractor shall pay in full all persons, firms or corporations who furnish 
labor or material or both labor and material for, or on account of, the work included herein.  
The bonds shall be paid for by this Contractor.  The Owner shall have the right to demand 
that the proof parties signing the bonds are duly authorized to do so. 

 
4.2  FAILURE TO COMPLY WITH CONTRACT 
 
4.2.1 If any firm entering into a contract with the State, or Agency that neglects or refuses to 

perform or fails to comply with the terms thereof, the Agency which signed the Contract 
may terminate the Contract and proceed to award a new contract in accordance with this 
Chapter 69, Title 29 of the Delaware Code or may require the Surety on the Performance 
Bond to complete the Contract in accordance with the terms of the Performance Bond.  
Nothing herein shall preclude the Agency from pursing additional remedies as otherwise 
provided by law. 

 
4.3  CONTRACT INSURANCE AND CONTRACT LIABILITY 
 
4.3.1 In addition to the bond requirements stated in the Bid Documents, each successful Bidder 

shall purchase adequate insurance for the performance of the Contract and, by 
submission of a Bid, agrees to indemnify and save harmless and to defend all legal or 
equitable actions brought against the State, any Agency, officer and/or employee of the 
State, for and from all claims of liability which is or may be the result of the successful 
Bidder’s actions during the performance of the Contract.   
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4.3.2 The purchase or nonpurchase of such insurance or the involvement of the successful 

Bidder in any legal or equitable defense of any action brought against the successful 
Bidder based upon work performed pursuant to the Contract will not waive any defense 
which the State, its agencies and their respective officers, employees and agents might 
otherwise have against such claims, specifically including the defense of sovereign 
immunity, where applicable, and by the terms of this section, the State and all agencies, 
officers and employees thereof shall not be financially responsible for the consequences 
of work performed, pursuant to said contract. 

 
4.4  RIGHT TO AUDIT RECORDS 
 
4.4.1 The Owner shall have the right to audit the books and records of a Contractor or any 

Subcontractor under any Contract or Subcontract to the extent that the books and records 
relate to the performance of the Contract or Subcontract. 

   
4.4.2 Said books and records shall be maintained by the Contractor for a period of seven (7) 

years from the date of final payment under the Prime Contract and by the Subcontractor 
for a period of seven (7) years from the date of final payment under the Subcontract. 

 
ARTICLE 5: SUBCONTRACTORS 

 

5.1  SUBCONTRACTING REQUIREMENTS 
 
5.1.1 All contracts for the construction, reconstruction, alteration or repair of any public building 

(not a road, street or highway) shall be subject to the following provisions: 
 

1. A contract shall be awarded only to a Bidder whose Bid is accompanied by a 
statement containing, for each Subcontractor category, the name and address 
(city or town and State only – street number and P.O. Box addresses not 
required) of the subcontractor whose services the Bidder intends to use in 
performing the Work and providing the material for such Subcontractor category. 

 
2. A Bid will not be accepted nor will an award of  any Contract be made to any 

Bidder which, as the Prime Contractor, has listed itself as the Subcontractor for 
any Subcontractor unless: 

 
A. It has been established to the satisfaction of the awarding Agency that 

the Bidder has customarily performed the specialty work of such 
Subcontractor category by artisans regularly employed by the Bidder’s 
firm; 

 
B. That the Bidder is duly licensed by the State to engage in such specialty 

work, if the State requires licenses; and 
 

C. That the Bidder is recognized in the industry as a bona fide Subcontractor 
or Contractor in such specialty work and Subcontractor category. 

 
5.1.2 The decision of the awarding Agency as to whether a Bidder who list itself as the 

Subcontractor for a Subcontractor category shall be final and binding upon all Bidders, 
and no action of any nature shall lie against any awarding agency or its employees or 
officers because of its decision in this regard. 

 
5.1.3 After such a Contract has been awarded, the successful Bidder shall not substitute 

another Subcontractor for any Subcontractor whose name was set forth in the statement 
which accompanied the Bid without the written consent of the awarding Agency.   
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5.1.4 No Agency shall consent to any substitution of Subcontractors unless the Agency is 

satisfied that the Subcontractor whose name is on the Bidders accompanying statement: 
 

A. Is unqualified to perform the work required; 
 
B. Has failed to execute a timely reasonable Subcontract; 

 
C. Has defaulted in the performance on the portion of the work covered by the 

Subcontract; or 
 

D. Is no longer engaged in such business. 
 
5.2  PENALTY FOR SUBSTITUTION OF SUBCONTRACTORS 
 
5.2.1 Should the Contractor fail to utilize any or all of the Subcontractors in the Contractor’s Bid 

statement in the performance of the Work on the public bidding, the Contractor shall be 
penalized in the amount of (project specific amount*).  The Agency may determine to deduct 
payments of the penalty from the Contractor or have the amount paid directly to the Agency.  
Any penalty amount assessed against the Contractor may be remitted or refunded, in whole 
or in part, by the Agency awarding the Contract, only if it is established to the satisfaction of 
the Agency that the Subcontractor in question has defaulted or is no longer engaged in such 
business.  No claim for the remission or refund of any penalty shall be granted unless an 
application is filed within one year after the liability of the successful Bidder accrues.  All 
penalty amounts assessed and not refunded or remitted to the contractor shall be reverted 
to the State. 

 
 *one (1) percent of contract amount not to exceed $10,000 

 

5.3  ASBESTOS ABATEMENT 
 
5.3.1 The selection of any Contractor to perform asbestos abatement for State-funded projects 

shall be approved by the Office of Management and Budget, Division of Facilities 
Management pursuant to Chapter 78 of Title 16. 

 
5.4 STANDARDS OF CONSTRUCTION FOR THE PROTECTION OF THE PHYSICALLY 

HANDICAPPED 
 
5.4.1 All Contracts shall conform with the standard established by the Delaware Architectural 

Accessibility Board unless otherwise exempted by the Board. 
 
5.5  CONTRACT PERFORMANCE 
 
5.5.1 Any firm entering into a Public Works Contract that neglects or refuses to perform or fails 

to comply with its terms, the Agency may terminate the Contract and proceed to award a 
new Contract or may require the Surety on the Performance Bond to complete the 
Contract in accordance with the terms of the Performance Bond. 

 

ARTICLE 6:  CONSTRUCTION BY OWNER OR SEPARATE CONTRACTORS 

 
6.1 The Owner reserves the right to simultaneously perform other construction or operations 

related to the Project with the Owner's own forces, and to award separate contracts in 
connection with other portions of the Project or other Projects at the same site. 
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6.2 The Contractor shall afford the Owner and other Contractors reasonable opportunity for 

access and storage of materials and equipment, and for the performance of their activities, 
and shall connect and coordinate their activities with other forces as required by the Contract 
Documents. 

 
ARTICLE 7: CHANGES IN THE WORK 

 
7.1 The Owner, without invalidating the Contract, may order changes in the Work consisting of 

Additions, Deletions, Modifications or Substitutions, with the Contract Sum and Contract 
completion date being adjusted accordingly.   Such changes in the Work shall be authorized 
by written Change Order signed by the Professional, as the duly authorized agent, the 
Contractor and the Owner. 

 
7.2 The Contract Sum and Contract Completion Date shall be adjusted only by a fully executed 

Change Order. 
 
7.3 The additional cost, or credit to the Owner resulting from a change in the Work shall be by 

mutual agreement of the Owner, Contractor and the Architect.  In all cases, this cost or 
credit shall be based on the ‘DPE’ wages required and the “invoice price” of the 
materials/equipment needed. 

 
7.3.1 “DPE” shall be defined to mean “direct personnel expense”.  Direct payroll expense includes 

direct salary plus customary fringe benefits (prevailing wage rates) and documented 
statutory costs such as workman’s compensation insurance, Social Security/Medicare, and 
unemployment insurance (a maximum multiplier of 1.35 times DPE). 

 
7.3.2 “Invoice price” of materials/equipment shall be defined to mean the actual cost of materials 

and/or equipment that is paid by the Contractor, (or subcontractor), to a material distributor, 
direct factory vendor, store, material provider, or equipment leasing entity.  Rates for 
equipment that is leased and/or owned by the Contractor or subcontractor(s) shall not 
exceed those listed in the latest version of the “Means Building Construction Cost Data” 
publication. 

 
7.3.3 In addition to the above, the General Contractor is allowed a fifteen percent (15%) 

markup for overhead and profit for additional work performed by the General Contractor’s 
own forces.  For additional subcontractor work, the Subcontractor is allowed a fifteen (15) 
percent overhead and profit on change order work above and beyond the direct costs 
stated previously.  To this amount, the General Contractor will be allowed a mark-up not 
exceeding seven and one half percent (7.5%) on the subcontractors work.  These mark-
ups shall include all costs including, but not limited to:  overhead, profit, bonds, insurance, 
supervision, etc.  No markup is permitted on the wor of the subcontractors subcontractor. 
No additional costs shall be allowed for changes related to the Contractor’s onsite 
superintendent/staff, or project manager, unless a change in the work changes the project 
duration and is identified by the CPM schedule.  There will be no other costs associated 
with the change order. 

 
ARTICLE 8: TIME 

 
8.1 Time limits, if any, are as stated in the Project Manual.  By executing the Agreement, the 

Contractor confirms that the stipulated limits are reasonable, and that the Work will be 
completed within the anticipated time frame. 

 
8.2 If progress of the Work is delayed at any time by changes ordered by the Owner, by labor 

disputes, fire, unusual delay in deliveries, abnormal adverse weather conditions, 
unavoidable casualties or other causes beyond the Contractor's control, the Contract Time 
shall be extended for such reasonable time as the Owner may determine. 
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8.3 Any extension of time beyond the date fixed for completion of the construction and 

acceptance of any part of the Work called for by the Contract, or the occupancy of the 
building by the Owner, in whole or in part, previous to the completion shall not be deemed a 
waiver by the Owner of his right to annul or terminate the Contract for abandonment or delay 
in the matter provided for, nor relieve the Contractor of full responsibility. 

 
8.4  SUSPENSION AND DEBARMENT  
 

8.4.1 Per Section 6962(d)(14), Title 29, Delaware Code, “Any Contractor who fails to perform a 
public works contract or complete a public works project within the time schedule 
established by the Agency in the Invitation To Bid, may be subject to Suspension or 
Debarment for one or more of the following reasons:  a) failure to supply the adequate labor 
supply ratio for the project; b) inadequate financial resources; or, c) poor performance on the 
Project.” 

 
8.4.2 “Upon such failure for any of the above stated reasons, the Agency that contracted for the 

public works project may petition the Director of the Office of Management and Budget for 
Suspension or Debarment of the Contractor.  The Agency shall send a copy of the petition 
to the Contractor within three (3) working days of filing with the Director.  If the Director 
concludes that the petition has merit, the Director shall schedule and hold a hearing to 
determine whether to suspend the Contractor, debar the Contractor or deny the petition.  
The Agency shall have the burden of proving, by a preponderance of the evidence, that 
the Contractor failed to perform or complete the public works project within the time 
schedule established by the Agency and failed to do so for one or more of the following 
reasons:  a) failure to supply the adequate labor supply ratio for the project; b) inadequate 
financial resources; or, c) poor performance on the project.  Upon a finding in favor of the 
Agency, the Director may suspend a Contractor from Bidding on any project funded, in 
whole or in part, with public funds for up to 1 year for a first offense, up to 3 years for a 
second offense and permanently debar the Contractor for a third offense.  The Director 
shall issue a written decision and shall send a copy to the Contractor and the Agency.  
Such decision may be appealed to the Superior Court within thirty (30) days for a review 
on the record.”  

 
8.5  RETAINAGE 
 

8.5.1 Per Section 6962(d)(5) a.3, Title 29, Delaware Code: The Agency may at the beginning of 
each public works project establish a time schedule for the completion of the project.  If 
the project is delayed beyond the completion date due to the Contractor’s failure to meet 
their responsibilities, the Agency may forfeit, at its discretion, all or part of the Contractor’s 
retainage. 

 
8.5.2 This forfeiture of retainage also applies to the timely completion of the punchlist.  A 

punchlist will only be prepared upon the mutual agreement of the Owner, Architect and 
Contractor.  Once the punchlist is prepared, all three parties will by mutual agreement, 
establish a schedule for its completion.  Should completion of the punchlist be delayed 
beyond the established date due to the Contractor’s failure to meet their responsibilities, 
the Agency may hold permanently, at its discretion, all or part of the Contractor’s 
retainage. 
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ARTICLE 9: PAYMENTS AND COMPLETION 

 
9.1  APPLICATION FOR PAYMENT 
 
9.1.1 Applications for payment shall be made upon AIA Document G702.  There will be a five 

percent (5%) retainage on all Contractor's monthly invoices until completion of the project.  
This retainage may become payable upon receipt of all required closeout documentation, 
provided all other requirements of the Contract Documents have been met. 

 
9.1.2 A date will be fixed for the taking of the monthly account of work done.  Upon receipt of 

Contractor's itemized application for payment, such application will be audited, modified, if 
found necessary, and approved for the amount.  Statement shall be submitted to the Owner. 

 
9.1.3 Section 6516, Title 29 of the Delaware Code annualized interest is not to exceed 12% per 

annum beginning thirty (30) days after the “presentment” (as opposed to the date) of the 
invoice.  

 
9.2 PARTIAL PAYMENTS  
 
9.2.1 Any public works Contract executed by any Agency may provide for partial payments at 

the option of the Owner with respect to materials placed along or upon the sites or stored 
at secured locations, which are suitable for use in the performance of the contract. 

 
9.2.2 When approved by the agency, partial payment may include the values of tested and 

acceptable materials of a nonperishable or noncontaminative nature which have been 
produced or furnished for incorporation as a permanent part of the work yet to be 
completed, provided acceptable provisions have been made for storage.   

 
9.2.2.1  Any allowance made for materials on hand will not exceed the delivered cost of the 

materials as verified by invoices furnished by the Contractor, nor will it exceed the 
contract bid price for the material complete in place. 

 
9.2.3 If requested by the Agency, receipted bills from all Contractors, Subcontractors, and 

material, men, etc., for the previous payment must accompany each application for 
payment.  Following such a request, no payment will be made until these receipted bills 
have been received by the Owner. 

 
9.3  SUBSTANTIAL COMPLETION 
 
9.3.1 When the building has been made suitable for occupancy, but still requires small items of 

miscellaneous work, the Owner will determine the date when the project has been 
substantially completed. 

 
9.3.2 If, after the Work has been substantially completed, full completion thereof is materially 

delayed through no fault of the Contractor, and without terminating the Contract, the Owner 
may make payment of the balance due for the portion of the Work fully completed and 
accepted.  Such payment shall be made under the terms and conditions governing final 
payment that it shall not constitute a waiver of claims. 

 
9.3.3 On projects where commissioning is included, the commissioning work as defined in the 

specifications must be complete prior to the issuance of substantial completion. 
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9.4  FINAL PAYMENT 
 
9.4.1 Final payment, including the five percent (5%) retainage if determined appropriate, shall be 

made within thirty (30) days after the Work is fully completed and the Contract fully 
performed and provided that the Contractor has submitted the following closeout 
documentation (in addition to any other documentation required elsewhere in the Contract 
Documents): 

 
9.4.1.1 Evidence satisfactory to the Owner that all payrolls, material bills, and other indebtedness 

connected with the work have been paid, 
 
9.4.1.2  An acceptable RELEASE OF LIENS, 
 
9.4.1.3  Copies of all applicable warranties, 
 
9.4.1.4  As-built drawings, 
 
9.4.1.5  Operations and Maintenance Manuals, 
 
9.4.1.6  Instruction Manuals, 
 
9.4.1.7  Consent of Surety to final payment. 
 
9.4.1.8 The Owner reserves the right to retain payments, or parts thereof, for its protection until the 

foregoing conditions have been complied with, defective work corrected and all 
unsatisfactory conditions remedied. 

 

ARTICLE 10:  PROTECTION OF PERSONS AND PROPERTY 

 
10.1 The Contractor shall be responsible for initiating, maintaining, and supervising all safety 

precautions and programs in connection with the performance of the Contract.  The 
Contractor shall take all reasonable precautions to prevent damage, injury or loss to: 
workers, persons nearby who may be affected, the Work, materials and equipment to be 
incorporated, and existing property at the site or adjacent thereto.  The Contractor shall give 
notices and comply with applicable laws ordinances, rules regulations, and lawful orders of 
public authorities bearing on the safety of persons and property and their protection from 
injury, damage, or loss.  The Contractor shall promptly remedy damage and loss to property 
at the site caused in whole or in part by the Contractor, a Subcontractor, or anyone directly 
or indirectly employed by any of them, or by anyone for whose acts they may be liable. 

 
10.2 The Contractor shall notify the Owner in the event any existing hazardous material such as 

lead, PCBs, asbestos, etc. is encountered on the project.  The Owner will arrange with a 
qualified specialist for the identification, testing, removal, handling and protection against 
exposure or environmental pollution, to comply with applicable regulation laws and 
ordinances.  The Contractor and Architect will not be required to participate in or to perform 
this operation.  Upon completion of this work, the Owner will notify the Contractor and 
Architect in writing the area has been cleared and approved by the authorities in order for 
the work to proceed.  The Contractor shall attach documentation from the authorities of said 
approval. 

 
10.3 As required in the Hazardous Chemical Information Act of June 1984, all vendors supplying 

any materials that may be defined as hazardous, must provide Material Safety Data Sheets 
for those products.  Any chemical product should be considered hazardous if it has a 
warning caution on the label relating to a potential physical or health hazard, if it is known to 
be present in the work place, and if employees may be exposed under normal conditions or 
in any foreseeable emergency situation.  Material Safety Data Sheets must be provided 
directly to the Owner along with the shipping slips that include those products. 
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10.4 The Contractor shall certify to the Owner that materials incorporated into the Work are free 

of all asbestos.  This certification may be in the form of Material Safety Data Sheet (MSDS) 
provided by the product manufacturer for the materials used in construction, as specified or 
as provided by the Contractor. 

 

ARTICLE 11:  INSURANCE AND BONDS 

 
11.1 The Contractor shall carry all insurance required by law, such as Unemployment Insurance, 

etc.  The Contractor shall carry such insurance coverage as they desire on their own 
property such as a field office, storage sheds or other structures erected upon the project 
site that belong to them and for their own use.  The Subcontractors involved with this project 
shall carry whatever insurance protection they consider necessary to cover the loss of any of 
their personal property, etc. 

 
11.2 Upon being awarded the Contract, the Contractor shall obtain a minimum of two (2) copies 

of all required insurance certificates called for herein, and submit one (1) copy of each 
certificate, to the Owner, within 20 days of contract award. 

 
11.3 Bodily Injury Liability and Property Damage Liability Insurance shall, in addition to the 

coverage included herein, include coverage for injury to or destruction of any property arising 
out of the collapse of or structural injury to any building or structure due to demolition work 
and evidence of these coverages shall be filed with and approved by the Owner. 

 
11.4 The Contractor's Property Damage Liability Insurance shall, in addition to the coverage 

noted herein, include coverage on all real and personal property in their care, custody and 
control damaged in any way by the Contractor or their Subcontractors during the entire 
construction period on this project. 

 
11.5 Builders Risk (including Standard Extended Coverage Insurance) on the existing building 

during the entire construction period, shall not be provided by the Contractor under this 
contract.  The Owner shall insure the existing building and all of its contents and all this new 
alteration work under this contract during entire construction period for the full insurable 
value of the entire work at the site.  Note, however, that the Contractor and their 
Subcontractors shall be responsible for insuring building materials (installed and stored) and 
their tools and equipment whenever in use on the project, against fire damage, theft, 
vandalism, etc. 

 
11.6 Certificates of the insurance company or companies stating the amount and type of 

coverage, terms of policies, etc., shall be furnished to the Owner, within 20 days of contract 
award. 

 
11.7 The Contractor shall, at their own expense, (in addition to the above) carry the following 

forms of insurance: 
 
11.7.1  Contractor's Contractual Liability Insurance 
 
  Minimum coverage to be: 
 

Bodily Injury $500,000  for each person 
 $1,000,000  for each occurrence 
 $1,000,000  aggregate 

 
Property Damage $500,000  for each occurrence 

 $1,000,000  aggregate 
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11.7.2  Contractor's Protective Liability Insurance 
 
  Minimum coverage to be: 
 

Bodily Injury $500,000  for each person 
 $1,000,000  for each occurrence 
 $1,000,000  aggregate 

 
Property Damage $500,000  for each occurrence 

 $500,000  aggregate 
 
11.7.3  Automobile Liability Insurance 
 
  Minimum coverage to be: 
 

Bodily Injury $1,000,000  for each person 
 $1,000,000  for each occurrence 

Property Damage $500,000  per accident 
  
11.7.4 Prime Contractor's and Subcontractors' policies shall include contingent and contractual 

liability coverage in the same minimum amounts as 11.7.1 above. 
 
11.7.5  Workmen's Compensation (including Employer's Liability): 
 
11.7.5.1  Minimum Limit on employer's liability to be as required by law. 
 
11.7.5.2  Minimum Limit for all employees working at one site. 
 
11.7.6  Certificates of Insurance must be filed with the Owner guaranteeing fifteen (15) days prior 

notice of cancellation, non-renewal, or any change in coverages and limits of liability shown 
as included on certificates. 

 
11.7.7    Social Security Liability 
 
11.7.7.1 With respect to all persons at any time employed by or on the payroll of the Contractor or 

performing any work for or on their behalf, or in connection  with or arising out of the 
Contractor’s business, the Contractor shall accept full and exclusive liability for the payment 
of any and all contributions or taxes or unemployment insurance, or old age retirement 
benefits, pensions or annuities now or hereafter imposed by the Government of the United 
States and the State or political subdivision thereof, whether the same be measured by 
wages, salaries or other remuneration paid to such persons or otherwise. 

 
11.7.7.2 Upon request, the Contractor shall furnish Owner such information on payrolls or 

employment records as may be necessary to enable it to fully comply with the law imposing 
the aforesaid contributions or taxes. 

 
11.7.7.3 If the Owner is required by law to and does pay any and/or all of the aforesaid contributions 

or taxes, the Contractor shall forthwith reimburse the Owner for the entire amount so paid by 
the Owner. 
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ARTICLE 12:  UNCOVERING AND CORRECTION OF WORK 
 
12.1 The Contractor shall promptly correct Work rejected by the Owner or failing to conform to 

the requirements of the Contract Documents, whether observed before or after Substantial 
Completion and whether or not fabricated, installed or completed, and shall correct any 
Work found to be not in accordance with the requirements of the Contract Documents within 
a period of two years from the date of Substantial Completion, or by terms of an applicable 
special warranty required by the Contract Documents.  The provisions of this Article apply to 
work done by Subcontractors as well as to Work done by direct employees of the 
Contractor. 

 
12.2 At any time during the progress of the work, or in any case where the nature of the defects 

shall be such that it is not expedient to have them corrected, the Owner, at their option, shall 
have the right to deduct such sum, or sums, of money from the amount of the contract as 
they consider justified to adjust the difference in value between the defective work and that 
required under contract including any damage to the structure. 

 
ARTICLE 13:  MISCELLANEOUS PROVISIONS 

 
13.1  CUTTING AND PATCHING 
 
13.1.1 The Contractor shall be responsible for all cutting and patching.  The Contractor shall 

coordinate the work of the various trades involved. 
 
13.2  DIMENSIONS 
 
13.2.1 All dimensions shown shall be verified by the Contractor by actual measurements at the 

project site.  Any discrepancies between the drawings and specifications and the existing 
conditions shall be referred to the Owner for adjustment before any work affected thereby 
has been performed. 

 
13.3  LABORATORY TESTS   
 
13.3.1 Any specified laboratory tests of material and finished articles to be incorporated in the work 

shall be made by bureaus, laboratories or agencies approved by the Owner and reports of 
such tests shall be submitted to the Owner.  The cost of the testing shall be paid for by the 
Contractor. 

 
13.3.2 The Contractor shall furnish all sample materials required for these tests and shall deliver 

same without charge to the testing laboratory or other designated agency when and where 
directed by the Owner. 

 
13.4  ARCHAEOLOGICAL EVIDENCE 
 
13.4.1 Whenever, in the course of construction, any archaeological evidence is encountered on the 

surface or below the surface of the ground, the Contractor shall notify the authorities of the 
Delaware Archaeological Board and suspend work in the immediate area for a reasonable 
time to permit those authorities, or persons designated by them, to examine the area and 
ensure the proper removal of the archaeological evidence for suitable preservation in the 
State Museum. 

 
13.5  GLASS REPLACEMENT AND CLEANING  
 
13.5.1 The General Contractor shall replace without expense to the Owner all glass broken during 

the construction of the project.  If job conditions warrant, at completion of the job the General 
Contractor shall have all glass cleaned and polished. 
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13.6  WARRANTY  
 
13.6.1 For a period of two (2) years from the date of substantial completion, as evidenced by the 

date of final acceptance of the work, the contractor warrants that work performed under this 
contract conforms to the contract requirements and is free of any defect of equipment, 
material or workmanship performed by the contractor or any of his subcontractors or 
suppliers.  However, manufacturer's warranties and guarantees, if for a period longer than 
two (2) years, shall take precedence over the above warranties.  The contractor shall 
remedy, at his own expense, any such failure to conform or any such defect.  The protection 
of this warranty shall be included in the Contractor's Performance Bond. 

 
13.7 REPORTING 
 
13.7.1 Contractor who is awarded contract must report contract amounts awarded to all listed 

subcontractors.  Information to report is included in the chart below.  If subcontractor is 
considered a minority, women or veteran owned business, please identify if they are 
registered with the State of Delaware, Office of Supplier Diversity. 

 
  

SUBCONTRACTOR 

CATEGORY 

SUBCONTRACTOR 

NAME 

SUBCONTRACTOR 

CONTRACT AMOUNT 

Is subcontractor minority, women or 

veteran owned? 

                  

                  

                  

                  

                  

                  

 
 
13.8 BUY AMERICAN ACT 
 
13.8.1 Section 810 of Article VIII (included elsewhere in this Project Manual) requires compliance 

with the Buy American Act (41 U.S.C. 10.)  The Buy American Act gives preference to 
domestic end products and domestic construction material.  To verify compliance with this 
Section, Contractor is required to provide proof, acceptable to the Owner, that all major 
equipment and material installed on the project was manufactured in the United States. 

 
 

ARTICLE 14:  TERMINATION OF CONTRACT 

 
14.1 If the Contractor defaults or persistently fails or neglects to carry out the Work in accordance 

with the Contract Documents or fails to perform a provision of the Contract, the Owner, after 
seven days written notice to the Contractor, may make good such deficiencies and may 
deduct the cost thereof from the payment then or thereafter due the Contractor.  
Alternatively, at the Owner's option, and the Owner may terminate the Contract and take 
possession of the site and of all materials, equipment, tools, and machinery thereon owned 
by the Contractor and may finish the Work by whatever method the Owner may deem 
expedient.  If the costs of finishing the Work exceed any unpaid compensation due the 
Contractor, the Contractor shall pay the difference to the Owner. 
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14.2 “If the continuation of this Agreement is contingent upon the appropriation of adequate 

state, or federal funds, this Agreement may be terminated on the date beginning on the 
first fiscal year for which funds are not appropriated or at the exhaustion of the 
appropriation.  The Owner may terminate this Agreement by providing written notice to the 
parties of such non-appropriation.  All payment obligations of the Owner will cease upon 
the date of termination.  Notwithstanding the foregoing, the Owner agrees that it will use 
its best efforts to obtain approval of necessary funds to continue the Agreement by taking 
appropriate action to request adequate funds to continue the Agreement.” 

 
 
 END OF GENERAL REQUIREMENTS 
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 SECTION 260518 

 

 BASIC ELECTRICAL REQUIREMENTS 

 

 

PART 1  GENERAL 

 

1.1  SECTION INCLUDES 

 

 A. Basic Electrical Requirements applicable to all electrical work involved with the project. 

 

 B. General description of electrical work. 

 

1.2  DESCRIPTION OF WORK 

 

 A. The work covered by the Contract Documents is at existing facilities.  The work required 

for electrical systems shall consist of furnishing all labor, materials, tools, equipment, 

services and related items necessary to accomplish the installation and proper operation 

of the work as indicated and described in the Contract Documents. The complete 

installation as a whole, and in every part, shall be left ready for satisfactory operation. 

 

 B. Equipment or materials and labor, obviously a part of the work and necessary for 

installation and proper operation of same, although not specifically shown on the 

drawings or specified, shall be provided as if called for in detail, at no additional cost to 

the Owner. 

 

 C. Without intending to limit or restrict the amount of work involved, and solely for the 

convenience of the Contractor, the work in general shall comprise the following: 

 

  1. Temporary electric services, distribution, and lighting systems for Contractor's use 

during construction, including all work and costs for same. 

 

  2. All coordination activities with the Owner involving temporary electric services, 

including all work and costs for same. 

 

  3. All coordination activities with other contractors involved with the project and the 

Owner. 

 

  4. Permanent electric service, including all work and costs for same. 

 

  5. Demolition and removal of existing electrical equipment, devices, and items as 

indicated and/or as specified or as necessary to accomplish proper completion of 

the work. 
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  6. Maintenance of existing electrical equipment, devices, items, wiring, etc., at the 

project location not specifically involved in the project but which are impacted by 

the work during the course of the project. 

 

  7. Relocation of existing equipment, wiring, and appurtenances as required to meet 

actual field construction conditions. 

 

  8. Installation of complete power distribution, lighting, and control systems 

including all equipment, devices, items, conduit, fittings, wiring, and all 

associated appurtenances as indicated and/or specified and/or required. 

 

9.  All wiring and connections for equipment/items furnished by the Owner for use in 

the work. 

 

  10.  All wiring and connections for equipment/items furnished under other 

divisions/sections of the Contract Documents. 

 

 11. All wiring and connections for existing equipment/items which remain or are 

reused in the work. 

 

  12. Miscellaneous control equipment. 

 

  13. Transient voltage surge suppression for cameras. 

 

  14. Repair or replacement of damage caused by construction. 

 

  15. Cleaning, painting, legends, and labeling. 

 

  16. Testing, adjusting, and instructions. 

 

  17. Shop drawing and product data submittals. 

 

  18. Operation and maintenance documents submittals. 

 

  19. Record shop drawing submittals. 

 

  20. Operation and maintenance manuals. 

 

  21.  Record drawings and documents. 

 

1.3  REFERENCES 

 

 A. ANSI/NFPA 70:  National Electrical Code. 
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 B. NECA:  Standard of Installation. 

 

 C. UL:  Electrical Construction Materials Directory. 

 

1.4  SUBMITTALS 

 

 A. Submit under provisions of Section 01340 and as specified herein. 

 

 B. Proposed Products List:  Include products specified in the individual sections. 

 

  1. Within 15 days after date of Notice to Proceed, submit a complete list of major 

products proposed for use, with name of manufacturer, trade name, and model 

number of each product. 

 

  2. The Proposed Products List and individual items therein will be used for reference 

during submittal reviews and will not be reviewed for acceptance. 

 

C. Equipment/Product Submittals:  Submit shop drawings and product data grouped to 

include complete submittals of related systems, products, and accessories in single 

submittals. 

 

1. A minimum of seven (7) copies of each shop drawing/product data submittal shall 

be submitted and acceptance obtained before shipment and/or installation of 

material.  Acceptance is given only to indicate general compliance with contract 

requirements and does not relieve the Contractor from any obligation undertaken 

under the contract.  All acceptances are subject to reversal if field inspection 

reveals unfavorable conditions not previously disclosed. 

 

2. Submittals shall be checked and corrected before submission.  All deviations from 

Contract requirements shall be noted.  If more than one item appears on a 

submission and the proposed item is not marked, acceptance will be based upon 

the item that meets specifications. 

 

 

3. Mark shop drawings and product data with the appropriate specifications 

section(s), drawing and/or detail reference number(s). 

 

4. Mark dimensions, ratings, and values in units to match those specified. 

 

5. Without intending to limit or restrict the types or quantity of shop 

drawing/product data submittals, and solely for the convenience of the Contractor, 

these submittals shall include, but no be limited to, the following: 
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a. Wiring devices. 

 

b. Cabinets and enclosures. 

 

c. All identification markings. 

 

d. Dry type transformers. 

 

e. Panelboards. 

 

f. Automatic transfer switches. 

 

g. Lighting equipment. 

 

h. Emergency battery power supply. 

 

i. Control devices. 

 

j. Transient voltage surge suppression equipment. 

 

6. All equipment/product submittals shall be transmitted for review simultaneously 

(as a group). 

 

7. In general, where a manufacturer’s name and/or style number is mentioned in the 

description of material and equipment in the specifications or on the drawings, it 

is to be understood that it is for the purpose of setting a standard.  

 

a. Where three manufacturers are named, the material or equipment shall be 

from one of those named. 

 

 

b. When a proprietary product is specified, the material or equipment shall be 

that specified. 

 

8. If any substitute items are to be submitted and there are any questions of quality of 

such items, the Contractor may be required, at his own expense, to submit samples 

of both the item specified and that to be substituted, or furnish further proof of 

equivalence to the entire satisfaction of the Owner.  In no case shall he be allowed 

additional remuneration if he must supply any items as specified because of the 

rejection of a substitute. 

 

D. Record Equipment/Product Submittals:  Submit record shop drawings and product data 

grouped to include complete submittals or related systems, products, and accessories in 

single submittals. 



RIVER ROAD TRAINING FACILITY SECURITY CAMERA PROJECT 25 August 2014 
STATE OF DELAWARE 
Delaware National Guard 

 

BASIC ELECTRICAL REQUIREMENTS 

260518 - 5 
 

 

1. A minimum of four (4) copies of each record shop drawing/product data submittal 

shall be provided. 

 

2. Submittals shall be prepared by the original equipment manufacturer (OEM) and 

shall be certified by the OEM. 

 

3. Submittals shall indicate the as-built conditions, arrangements, ratings, sizes, etc.  

for the equipment/products and shall include, address, or incorporate all review 

comments notations, or corrections contained in the equipment/product 

submittals. 

 

4. These submittals will be used for record purposes only and will not be reviewed 

for acceptance.  However, if inaccuracies or omissions are discovered, they shall 

be corrected by the Contractor/OEM at no additional cost to the Owner. 

 

5. Without intending to limit or restrict the types or quantity of record shop 

drawing/product submittals, and solely for the convenience of the Contractor, 

these submittals shall include, but not be limited to, the following: 

    

a. Wireless Radios and Antennas. 

 

b. Cameras. 

 

c. Camera Pole. 

 

d. Digital Video Management System. 

 

E. Submit installation instructions and operation and maintenance (O&M) information 

grouped into a complete/combined and bound manual formatted by specification section 

with index, for the entire project. 

 

1. Installation instruction and O&M information shall consist of, but shall not be 

limited to, the following: 

 

a. Description of equipment/system. 

 

b. Installation instructions. 

 

c. Start-up instructions. 

 

d. Operating instructions. 

 

e. Maintenance instructions. 
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f. Recommended maintenance schedule. 

 

g. Troubleshooting information techniques. 

 

h. Spare parts list. 

 

i. Schematic diagrams. 

 

j. Wiring diagrams. 

 

k. Safety/precautionary instructions. 

 

l. Factory warranties/guarantees. 

 

m. List of manufacturers’ local representatives or service agents. 

 

n. IP Addresses for all cameras. 

 

2. Three (3) copies of the manual shall be submitted for review and comments. 

Comments shall be included/addressed/incorporated in the final O&M Manuals 

for the project. 

 

3. Operation and maintenance information shall be submitted not more than 45 days 

after submission of equipment/product submittals. 

 

4. Without intending to limit or restrict the types or quantity of installation 

instructions and operation and maintenance information, and solely for the 

convenience of the Contractor, this information shall be provided for, but not 

limited to, the following: 

 

a. Cameras. 

 

b. Pole Switch. 

 

c. LAN Switch. 

 

d. Digital Video Management System. 

 

e. Transient voltage surge suppression equipment. 

 

F. Specific submittals and other submittals (not listed in this section) are required by the 

Contract Documents and/or are listed in the specifications.  The Contractor shall be 

responsible for all submittals. 
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G. Prior to submission, the Contractor shall mark all submittals with an appropriate 

submittal number and with the Contractor’s review stamp indicating that the Contractor 

has reviewed the submittal for compliance with the Contract Documents and found it 

acceptable. 

 

H. Review of submissions, in whole or in part, shall not constitute acceptance of any errors, 

omissions, changes, or other deviations from the Contract Documents.  Checking is only 

for conformance with the design concept of the project and compliance the information 

given in the Contract Documents.  Contractor is responsible for dimensions to be 

confirmed and correlated at the job site; for information that pertains solely to the 

fabrication, shipping, handling, storage, assembly, installation or to techniques of 

construction; for coordination of the work of all trades, and for all safety aspects of the 

work. 

 

1.5 DEFINITIONS 

 

A. Wherever the word “Provide” appears in the Contract Documents it shall mean furnish 

and install with all required associated work, wiring, raceways, and appurtenances, make 

all final connections and leave in a satisfactory operating condition. 

 

B. Wherever the word “Equipment” appears in the Contract Documents, it shall mean all 

wiring, apparatus, raceways, fixtures, panels, boxes, switches, appurtenances, devices, 

and similar items as required. 

 

C. Wherever the work “Work” appears in the Contract Documents, it shall mean all required 

equipment and all materials, supervisions, transportation, adjustments, labor, rigging, 

scaffolding, and tools of an auxiliary nature required to install the equipment for a 

complete approved installation. 

 

D. Wherever the word “Wiring” appears in the Contract Documents, it shall mean all cables 

and conductors, insulated and uninsulated, grounded and ungrounded, and their enclosed 

raceways, including all associated fastenings, supports, boxes, bushings, devices, 

appurtenances, fixtures, and equipment as required. 

 

E. Wherever the word “Conduit” appears in the Contract Documents, it shall refer to rigid 

metal conduit, PVC externally-coated rigid metal conduit, or liquid-tight flexible metal 

conduit. 

 

F. Where work or equipment is referred to in singular terms, such reference shall be deemed 

to apply to as many items of work or equipment as required to complete the entire 

installation. 
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1.6 REGULATORY REQUIREMENTS 

 

 A. Rules and Regulations:  All work shall be done in strict compliance with the requirements 

of the National Electrical Code; all local, state, and federal safety requirements; all local, 

state, and federal environmental requirements; and all other public authorities having 

jurisdiction.  These rules and regulations shall be considered as forming a part of the 

Contract Documents. 

 

 B. Fees and Certificates:  Obtain and pay for all permits and certificates required in 

conjunction with the work.  Furnish a copy of all permits and certificates to the Owner. 

 

 C. Contractor's License:  All electrical work shall be done by a fully qualified and duly 

licensed electrical Contractor.  The Contractor shall maintain his license in effect 

throughout the course of the work. 

 

 D. Underwriter's Label:  All material for which label service is available shall bear the label 

of the Underwriters Laboratories, Inc. 

 

 E. Underwriter's Inspection:  During the course of the work at periodic intervals, the 

Contractor shall, at his expense, have an inspection of the work made by a representative 

of an independent inspection agency.  Corrections to the work required by said 

inspections shall be accomplished immediately at no additional cost to the Owner. 

 

  1. Prior to commencing work, submit to the Owner evidence that inspection services 

of an independent inspection agency have been obtained. 

 

  2. Prior to the installation of finish materials, and while all concealed work is 

accessible, obtain a certificate/letter from the independent inspection agency 

indicating approval of the rough wiring.  This certificate/letter shall be forwarded 

to the Owner. 

 

  3. Upon completion of the work, an approved Certificate of Electrical Inspection for 

the entire project shall be delivered to the Owner. 

 

1.7  PROJECT/SITE CONDITIONS 

 

 A. Install work as indicated in the Contract Documents, unless prevented by project 

conditions. 

 

B. Prepare drawings showing proposed rearrangement of work to meet project conditions, 

including changes to work specified in other Sections.  Obtain permission of Owner 

before proceeding. 

 

C. Commencement of construction shall mean that the Contractor accepts project/site 
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conditions. 

 

1.8  COORDINATION 

 

 A. Electrical work shall be coordinated with other trades/utilities involved in the project.  All 

work shall be carefully laid out in advance coordinating electrical features with 

architectural, structural, and mechanical features of construction before the work is 

installed.  Prior to roughing-in, the Contractor shall review approved shop drawings of 

the other trades involved in the project. 

 

1.9  COOPERATION 

 

 A. Cooperate fully with other trades/utilities involved in the project and the Owner as is 

necessary to accomplish intelligent and proper execution of work. 

 

1.10  SUPERINTENDENCE 

 

 A. The Contractor shall give his personal superintendence to the work or have a competent 

superintendent satisfactory to the Owner present at all times during construction with full 

authority to act for him in matters relating to the work.  The Contractor shall provide an 

adequate organization for the proper coordinating and expediting of the work.  The 

Contractor shall lay out his own work and shall be held fully responsible for all 

measurements executed by him under the contract.  He shall verify all information shown 

in the Contract Documents and shall be held fully responsible for all errors resulting from 

failure to exercise these precautions. 

 

1.11  DRAWINGS 

 

 A. The Contract Drawings have been made to scale with the best knowledge of conditions, 

dimensions, and space requirements available at the time of drafting.  Report errors or 

discrepancies to the Owner immediately upon discovery for instructions as to further 

procedure.  The wiring/raceway layout shown on the drawings shall not be considered as 

absolute, but shall be subject to such revisions as may be necessary to overcome field 

obstructions.  No changes shall be made in the location or placement of apparatus without 

approval of the Owner. The drawings may not indicate all of the existing equipment, 

devices, wiring, structures, piping, etc., either exposed or concealed.  Prior to 

commencing construction, the Contractor shall obtain or verify the exact location of all 

the existing items that affect the work. 

 

1.12  DISCREPANCIES 

 

 A. In the event of discrepancy, immediately notify the Owner.  Do not proceed with 

installation in areas of discrepancy until all such discrepancies have been fully resolved. 
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1.13  PROTECTION 

 

 A. Effectively protect all parts of the installation, materials stored on site, and materials 

installed against theft and vandalism.  All materials and equipment removed or damaged 

through theft or vandalism shall be replaced by the Contractor at no additional cost to the 

Owner.  The Contractor shall also effectively protect all portions of the work, materials, 

and equipment that are liable to injury during the period of construction.  Conduit and 

openings into same, wiring, and all materials and equipment under the contract before and 

after being set in place, shall be adequately covered and protected to prevent damage or 

entrance of foreign matter detrimental to the operation of the equipment.  The Contractor 

shall be held responsible for all damage done to his work until such is finally and fully 

accepted by the Owner. 

 

1.14  EXAMINATION OF THE WORK 

 

 A. Furnish all labor, material, equipment, and instruments as may be required by the Owner 

in making examination of the work. 

 

1.15  RECORD DRAWINGS AND DOCUMENTS 

 

 A. It shall be the Contractor’s responsibility to annotate the record drawings and documents 

to show "As-Built" conditions as the construction proceeds. 

 

 B. Upon completion of the work, the Contractor shall furnish one (1) set of record drawings 

and documents to the Owner. 

 

 C. Record drawings and documents shall consist of annotated contract drawings, 

specifications, addenda, change orders, shop drawings, and field directives. 

 

 D. These drawings and documents shall indicate as a minimum, equipment locations, 

conduit layout, wiring diagrams, and related details.  They shall show wire and conduit 

sizes and equipment capacities, all important dimensions, and necessary information for 

operation and maintenance of equipment. 

 

1.16  INSTRUCTIONS 

 

 A. Upon completion of the work and prior to acceptance, the Contractor shall instruct 

designated employees of the Owner in the operation of the various items of equipment 

and in the operation of each of the systems as a whole. 

 

1.17  SPECIAL REQUIREMENTS 

 

 A. The Contractor shall be responsible to insure "on the job" safety for his employees.  In 

addition, he shall be responsible to insure that his work shall be performed in a manner 



RIVER ROAD TRAINING FACILITY SECURITY CAMERA PROJECT 25 August 2014 
STATE OF DELAWARE 
Delaware National Guard 

 

BASIC ELECTRICAL REQUIREMENTS 

260518 - 11 
 

that will provide safe conditions for other persons employed on the project, employees of 

the Owner, all other persons having authorized or unauthorized access to the work, and 

the public. 

 

 B. It shall be the responsibility of the Contractor to conduct his work in such a manner as to 

minimize the interference and/or interruption of the normal activities at the project site. 

 

 C. The Contractor shall notify the Owner not less than five (5) working days prior to 

commencing any electrical work that may interfere and/or interrupt the normal activities 

at the project site. 

 

 D. The Contractor shall assure, and take all necessary actions to assure, that the existing 

facilities are kept operational at all times for the duration of this contract.  Interruption of 

existing facilities' operation will not be permitted.  If it becomes necessary to interrupt 

electric service to any part of the facilities, schedule activities to be performed at times 

agreeable to the Owner.  The work shall be conducted in such a manner that electric 

service will never be completely interrupted.  Contractor shall include, in his bid, all 

premium pay that may be required in connection with these requirements. 

 

 E. It shall be the responsibility of the Contractor to obtain accurate dimensional data of the 

equipment and to determine that such equipment will fit space allocated with adequate 

clearance for operation and maintenance. 

 

 F.  It shall be the responsibility of the Contractor to verify the actual electrical requirements 

of all equipment involved in the work and to size all wire, all conduit, all circuit 

protection, etc. in accordance with the National Electrical Code, and the published 

requirements/recommendations of the equipment manufacturer.  However, size and 

ratings shall not be less than those indicated on the drawings or specified, unless 

approved by the Owner. 

 

G. The Contractor shall be responsible for the replacement and/or repair of all damage 

caused by his work.  Replacement and/or repair work shall conform to the existing 

conditions. 

 

 J. Each and every bidder is hereby instructed that prior to submitting a proposal, he shall 

visit the site and carefully examine the existing conditions affecting the Work and verify 

those items that impact the project.  Additional labor/materials and equipment required 

through failure to follow these instructions shall be provided by the Contractor at no 

additional cost to the Owner. 

 

1.18  GUARANTEE 

 

A. All new materials or equipment and all workmanship shall be fully guaranteed in writing 

for a period of two (2) years from the date of acceptance by the Owner.  This guarantee 
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shall include an agreement to repair or replace all material or work which is discovered to 

be defective during said period. 

 

1.19  OPERATION AND MAINTENANCE MANUALS 

 

A. Provide four (4) complete, bound and indexed copies of final O&M Manuals for the 

project. 

 

B. Final O&M Manuals shall be submitted before substantial completion of the work and 

shall consist of the following: 

 

1. All items as outlined in Section 16010 – 1.4E corrected/modified in accordance 

with the review comments. 

 

2. One copy each of all Record Equipment/Product Submittals as outlined in Section 

16010 – 1.4D. 

 

C. O&M information for each item shall be prepared by the original equipment manufacturer 

(OEM) and certified by the OEM.  The Contractor shall coordinate, collate, index, and 

bind all items into final O&M Manuals. 

 

D. These manuals will be used for O&M purposes only and will not be reviewed for 

acceptance.  However, if inaccuracies or omissions are discovered, they shall be corrected 

by the Contractor/OEM at no additional cost to the Owner. 

 

1.20  OWNER FURNISHED AND EXISTING EQUIPMENT 

 

A. The project includes Owner furnished and existing equipment which shall be used in the 

work.  The Contractor shall be responsible to coordinate/verify the specific equipment 

with the Owner, prior to use. 

 

B. The Contractor shall be responsible to thoroughly familiarize himself with all aspects of 

the Owner furnished and existing equipment in order to properly use same. 

 

C. Each and every bidder shall be responsible to contact the Owner prior to submitting a 

proposal and verify all equipment and/or requirements regarding the use of Owner 

furnished and existing items.  Additional equipment, materials, and labor required 

through failure to follow these instructions shall be provided by the Contractor at no 

additional cost to the Owner. 

 

1.21  SEQUENCE AND SCHEDULING 

 

 A.  The sequence and scheduling of the work shall be coordinated by the Contractor with the 

Owner and the other trades/utilities involved in the project. 



RIVER ROAD TRAINING FACILITY SECURITY CAMERA PROJECT 25 August 2014 
STATE OF DELAWARE 
Delaware National Guard 

 

BASIC ELECTRICAL REQUIREMENTS 

260518 - 13 
 

 

B. Existing electrical equipment shall be maintained in operation until the new facilities are 

complete and ready for start-up. 

 

 C. All change-overs from existing facilities to new facilities shall be coordinated by the 

Contractor with the Owner and the other trades/utilities involved in this project and shall 

be accepted by the Owner prior to commencement of the change-over. 

 

D. All change-overs shall be conducted in a continuous and expedient manner (i.e. from 

commencement to completion without a stoppage in the change-over work). 

 

 

PART 2  PRODUCTS 

 

2.1  MATERIALS AND EQUIPMENT 

 

 A. All materials and equipment shall be new and free of defects.  Materials and equipment 

shall be the catalogued products of manufacturers regularly engaged in production of such 

materials or equipment and shall be manufacturer's latest standard design that complies 

with the specification requirements.  When two or more units of the same type, class, and 

sizes of equipment are required, these units shall be products of a single manufacturer; 

however, the component parts of this system need not be the products of the same 

manufacturer.   Each major component of equipment shall have the manufacturer's name, 

address, the model and serial number on a nameplate securely affixed in a conspicuous 

place; the nameplate of the distributing agent will not be acceptable. 

 

 B. Items not specified but necessary for the proper installation of the electrical work and 

operation of the system shall be furnished in a grade and quality, meeting normal trade 

standards.  Materials shall be compatible with the materials of the system in which they 

are to be installed. 

 

 C. All material and equipment shall be acceptable to the authority having jurisdiction or 

shall be replaced with acceptable items at no additional cost to the Owner. 

 

 

PART 3 EXECUTION 

 

3.1  WORKMANSHIP 

 

 A. Install all work using the procedures as defined in the NECA Standard of Installation. 

 

 B. All equipment shall be installed and wired in strict compliance with the requirements and 

recommendations of the equipment manufacturer. 
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 C. All work shall be installed in a first class manner by mechanics skilled in the trade 

involved.  All details of the installation shall be mechanically and electrically correct and 

all work shall comply with the requirements of the National Electrical Code and all local 

codes having jurisdiction. 

 

 D. Installation, wiring, and connections of equipment furnished under other 

divisions/sections of the Contract Documents or existing equipment shall be 

accomplished using the requirements and recommendations of the equipment 

manufacturer. 

 

3.2  CLEANING 

 

 A. During the course of construction, the Contractor shall maintain all areas in which he is 

working or using for storage and access free from rubbish and debris at all times. 

 

B. Upon completion of the work, the Contractor shall thoroughly clean all parts of the 

installation to the satisfaction of the Owner.  The switches, receptacles, cabinets and 

enclosures, transformers, panelboards, circuit breakers, motor starters, automatic transfer 

switches, lighting equipment, generator equipment, electric unit heaters, pump control 

system equipment, transient voltage surge suppression equipment, and similar items of 

the equipment shall be thoroughly cleaned prior to final acceptance. 

 

3.3  PAINTING 

 

 A. Paint all damaged factory finished surfaces.  Use paint and method of application as 

recommended by the equipment manufacturer. 

 

3.4  LEGENDS 

 

 A. Provide for each cabinet and enclosure, transformers, panelboard, circuit breaker, motor 

starter, automatic transfer switch, pump control system device, transient voltage surge 

suppression unit, and similar items of equipment a laminated plastic nameplate of molded 

phenolic compound to indicate the device and equipment served.  Characters shall be 

white, not less than one-eighth inch (1/8") high. 

 

 B. Provide tags for all feeders, at both ends and at intermediate junction and pull boxes, 

indicating feeder designation or equipment served. 

 

3.5  TESTING 

 

 A. Upon completion of the work and prior to acceptance, the Contractor shall test all 

conductors to insure freedom from unwanted grounds, continuity, proper splicing, and 

insulation values in accordance with National Electrical Code requirements.  In addition, 

the Contractor shall check all conduits for continuity.  Preliminary testing with a megneto 
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or ohmmeter shall be permitted, but final results shall be obtained with a "Megger" or 

suitable voltage output.  The Contractor shall furnish all required instruments, labor, 

material, and other equipment necessary for testing. 

 

3.6  ADJUSTMENTS 

 

 A. Upon completion of the work, all component parts, individually and as a whole, shall be 

adjusted and left in a satisfactory operational condition. 

 

 B. All overload devices shall be set and adjusted to load conditions. 

 

3.7  REPAIRS OR REPLACEMENT 

 

A. The Contractor shall be responsible to repair and/or replace all damage caused by his 

work. 

 

B. All repair and/or replacement work shall be performed in a neat and workmanlike manner 

by craftsmen skilled in the trades involved and shall be accomplished in accordance with 

the best practice of the trade. 

 

C. All damaged and inoperative plates, glassware, lamps, and equipment shall be replaced 

before acceptance of the work, regardless of who caused the damage.  In areas where 

electrical construction has been performed over finished surfaces, all marred surfaces 

shall be touched-up as directed by the Owner.  All burned-out lamps shall be replaced at 

Substantial Completion. 

 

 

END OF SECTION 260518 
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SECTION 260519 - CONDUCTORS AND CABLES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Building wires and cables rated 600 V and less. 

2. Connectors, splices, and terminations rated 600 V and less. 

B. Related Requirements: 

 

1. Section 16123 "Control-Voltage Electrical Power Cables" for control systems 

communications cables and Classes 1, 2 and 3 control cables. 

1.3 DEFINITIONS 

A. VFC:  Variable frequency controller. 

1.4 ACTION SUBMITTALS 

A. Product Data:  For each type of product. 

1.5 INFORMATIONAL SUBMITTALS 

A. Qualification Data:  For testing agency. 

B. Field quality-control reports. 

1.6 QUALITY ASSURANCE 

A. Testing Agency Qualifications:  Member company of NETA or an NRTL. 

1. Testing Agency's Field Supervisor:  Certified by NETA to supervise on-site testing. 
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PART 2 - PRODUCTS 

2.1 CONDUCTORS AND CABLES 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide product by one of 

the following: 

1. Alcan Products Corporation; Alcan Cable Division. 

2. Alpha Wire. 

3. Belden Inc. 

4. Encore Wire Corporation. 

5. General Cable Technologies Corporation. 

6. Southwire Incorporated. 

C.  Copper Conductors:  Comply with NEMA WC 70/ICEA S-95-658. 

D. Conductor Insulation:  Comply with NEMA WC 70/ICEA S-95-658 for Type THW-2, 

Type THHN-2-THWN-2, Type XHHW-2, Type UF, Type USE, and, Type SO. 

E. Multiconductor Cable:  Comply with NEMA WC 70/ICEA S-95-658 for armored cable, 

Type AC;  metal-clad cable, Type MC; mineral-insulated, metal-sheathed cable, Type MI; 

nonmetallic-sheathed cable, Type NM; Type SO, and Type USE with ground wire. 

F. VFC Cable: 

1. Comply with UL 1277, UL 1685, and NFPA 70 for Type TC-ER cable. 

2. Type TC-ER with oversized crosslinked polyethylene insulation, and sunlight- and oil-

resistant outer PVC jacket. 

3. Comply with UL requirements for cables applications. 

2.2 CONNECTORS AND SPLICES 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide product by one of 

the following: 

1. AFC Cable Systems, Inc. 

2. Gardner Bender. 

3. Hubbell Power Systems, Inc. 

4. Ideal Industries, Inc. 

5. Ilsco; a branch of Bardes Corporation. 

6. NSi Industries LLC. 

7. O-Z/Gedney; a brand of the EGS Electrical Group. 

8. 3M; Electrical Markets Division. 

9. Tyco Electronics. 
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C. Description:  Factory-fabricated connectors and splices of size, ampacity rating, material, type, 

and class for application and service indicated. 

2.3 SYSTEM DESCRIPTION 

A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 

by a qualified testing agency, and marked for intended location and application. 

B. Comply with NFPA 70. 

PART 3 - EXECUTION 

3.1 CONDUCTOR MATERIAL APPLICATIONS 

A. Feeders:  Copper.  Solid for No. 10 AWG and smaller; stranded for No. 8 AWG and larger. 

B. Branch Circuits:  Copper.  Solid for No. 10 AWG and smaller; stranded for No. 8 AWG and 

larger, except VFC cable, which shall be extra flexible stranded. 

3.2 CONDUCTOR INSULATION AND MULTICONDUCTOR CABLE APPLICATIONS AND 

WIRING METHODS 

A. Exposed Feeders:  Type THHN-2-THWN-2, single conductors in raceway. 

B. Feeders Concealed in Ceilings, Walls, Partitions, and Crawlspaces:  Type THHN-2-THWN-2, 

single conductors in raceway, Armored cable, Type AC Metal-clad cable, Type MC Coordinate 

"Feeders Concealed in Concrete, below Slabs-on-Grade, and Underground" Paragraph below 

with Section 02584 "Underground Ducts and Utility Structures." 

C. Feeders Concealed in Concrete, below Slabs-on-Grade, and Underground:  Type THHN-2-

THWN-2, Type XHHW-2 single conductors in raceway. 

D. Feeders Installed below Raised Flooring: Type THHN-2-THWN-2, single conductors in 

raceway, Armored cable, Type AC Metal-clad cable, Type MC. 

E. Branch Circuits Concealed in Ceilings, Walls, and Partitions:  Type THHN-2-THWN-2, single 

conductors in raceway, Armored cable, Type AC, Metal-clad cable, Type MC. 

F. Branch Circuits Concealed in Concrete, below Slabs-on-Grade, and Underground:  

Type THHN-2-THWN-2, single conductors in raceway; Type XHHW-2, single conductors in 

raceway. 

G. VFC Output Circuits:  Type XHHW-2 in metal conduit. 
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3.3 INSTALLATION OF CONDUCTORS AND CABLES 

A. Conceal cables in finished walls, ceilings, and floors unless otherwise indicated. 

B. Complete raceway installation between conductor and cable termination points according to 

Section 16130 "Raceways and Boxes" prior to pulling conductors and cables. 

C. Use manufacturer-approved pulling compound or lubricant where necessary; compound used 

must not deteriorate conductor or insulation.  Do not exceed manufacturer's recommended 

maximum pulling tensions and sidewall pressure values. 

D. Use pulling means, including fish tape, cable, rope, and basket-weave wire/cable grips, that will 

not damage cables or raceway. 

E. Install exposed cables parallel and perpendicular to surfaces of exposed structural members, and 

follow surface contours where possible. 

F. Support cables according to Section 16073 "Hangers and Supports for Electrical Systems." 

G. Complete cable tray systems installation according to Section 16139 "Cable Trays" prior to 

installing conductors and cables. 

3.4 CONNECTIONS 

A. Tighten electrical connectors and terminals according to manufacturer's published torque-

tightening values.  If manufacturer's torque values are not indicated, use those specified in 

UL 486A-486B. 

B. Make splices, terminations, and taps that are compatible with conductor material and that 

possess equivalent or better mechanical strength and insulation ratings than unspliced 

conductors. 

1. Use oxide inhibitor in each splice, termination, and tap for aluminum conductors. 

C. Wiring at Outlets:  Install conductor at each outlet, with at least 6 inches of slack. 

3.5 IDENTIFICATION 

A. Identify and color-code conductors and cables according to Section 16075 "Electrical 

Identification." 

B. Identify each spare conductor at each end with identity number and location of other end of 

conductor, and identify as spare conductor. 
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3.6 SLEEVE AND SLEEVE-SEAL INSTALLATION FOR ELECTRICAL PENETRATIONS 

A. Install sleeves and sleeve seals at penetrations of exterior floor and wall assemblies.  Comply 

with requirements in Section 16091 "Sleeves and Sleeve Seals for Electrical Raceways and 

Cabling." 

3.7 FIRESTOPPING 

A. Apply firestopping to electrical penetrations of fire-rated floor and wall assemblies to restore 

original fire-resistance rating of assembly according to Section 07841 "Through-Penetration 

Firestop Systems." 

3.8 FIELD QUALITY CONTROL 

A. Testing Agency:  Engage a qualified testing agency to perform tests and inspections. 

B. Manufacturer's Field Service:  Engage a factory-authorized service representative to test and 

inspect components, assemblies, and equipment installations, including connections. 

C. Perform the following tests and inspections: 

1. Perform each visual and mechanical inspection and electrical test stated in NETA 

Acceptance Testing Specification.  Certify compliance with test parameters. 

D. Test and Inspection Reports:  Prepare a written report to record the following: 

1. Procedures used. 

2. Results that comply with requirements. 

3. Results that do not comply with requirements and corrective action taken to achieve 

compliance with requirements. 

E. Cables will be considered defective if they do not pass tests and inspections. 

END OF SECTION 260519 
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SECTION 260523 - CONTROL-VOLTAGE ELECTRICAL POWER CABLES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Multimode optical-fiber cabling. 

2. UTP cabling. 

3. RS-485 cabling. 

4. Low-voltage control cabling. 

5. Control-circuit conductors. 

6. Identification products. 

1.3 DEFINITIONS 

A. EMI:  Electromagnetic interference. 

B. Low Voltage:  As defined in NFPA 70 for circuits and equipment operating at less than 50 V or 

for remote-control and signaling power-limited circuits. 

C. Plenum:  A space forming part of the air distribution system to which one or more air ducts are 

connected.  An air duct is a passageway, other than a plenum, for transporting air to or from 

heating, ventilating, or air-conditioning equipment. 

D. RCDD:  Registered Communications Distribution Designer. 

E. UTP:  Unshielded twisted pair. 

1.4 ACTION SUBMITTALS 

A. Product Data:  For each type of product. 

1.5 INFORMATIONAL SUBMITTALS 

A. Qualification Data:  For qualified layout technician, installation supervisor, and field inspector. 

B. Source quality-control reports. 
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C. Field quality-control reports. 

1.6 QUALITY ASSURANCE 

A. Testing Agency Qualifications:  Member company of NETA or an NRTL. 

1. Testing Agency's Field Supervisor:  Currently certified by BICSI as an RCDD to 

supervise on-site testing. 

PART 2 - PRODUCTS 

2.1 SYSTEM DESCRIPTION 

A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 

by a qualified testing agency, and marked for intended location and application. 

2.2 PERFORMANCE REQUIREMENTS 

A. Flame Travel and Smoke Density in Plenums:  As determined by testing identical products 

according to NFPA 262 by a qualified testing agency.  Identify products for installation in 

plenums with appropriate markings of applicable testing agency. 

1. Flame Travel Distance:  60 inches or less. 

2. Peak Optical Smoke Density:  0.5 or less. 

3. Average Optical Smoke Density:  0.15 or less. 

B. Flame Travel and Smoke Density for Riser Cables in Non-Plenum Building Spaces:  As 

determined by testing identical products according to UL 1666. 

C. Flame Travel and Smoke Density for Cables in Non-Riser Applications and Non-Plenum 

Building Spaces:  As determined by testing identical products according to UL 1685. 

2.3 BACKBOARDS 

A. Description:  Plywood, fire-retardant treated, 3/4 by 48 by 96 inches.  Comply with 

requirements for plywood backing panels in Section 06100 "Rough Carpentry." 

B. Painting:  Paint plywood on all sides and edges with black latex paint.  Comply with 

requirements in Section 09912 "Interior Painting." 

2.4 OPTICAL-FIBER CABLE 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 
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B. Basis-of-Design Product: Subject to compliance with requirements, provide product indicated 

on Drawings or comparable product by one of the following: 

1. Belden Inc. 

2. CommScope, Inc. 

3. Corning Incorporated. 

4. Emerson Connectivity Solutions. 

5. General Cable Technologies Corporation. 

6. Mohawk; a division of Belden Inc. 

7. Nexans; Berk-Tek Products. 

8. Siemon Company (The). 

9. Superior Essex Inc. 

10. SYSTIMAX Solutions; a CommScope, Inc. brand. 

11. 3M. 

12. Tyco Electronics/AMP Netconnect; Tyco International Ltd. 

C. Description:  Multimode, 62.5/125-micrometer, fiber, tight-buffer, optical-fiber cable. 

1. Comply with ICEA S-83-596 for mechanical properties. 

2. Comply with TIA-568-C.3 for performance specifications. 

3. Comply with TIA-492AAAA-B for detailed specifications. 

4. Listed and labeled by an NRTL acceptable to authorities having jurisdiction as complying 

with UL 444, UL 1651, and NFPA 70 for the following types: 

a. Plenum Rated, Nonconductive:  Type OFNP, complying with NFPA 262. 

b. Plenum Rated, Nonconductive:  Type OFNP in listed plenum communications 

raceway. 

c. Plenum Rated, Nonconductive:  Type OFN, Type OFNG, Type OFNP, or 

Type OFNR in metallic conduit. 

d. Plenum Rated, Nonconductive:  Type OFNP, complying with NFPA 262; 

Type OFNP in listed plenum communications raceway; or Type OFN, 

Type OFNG, Type OFNP, or Type OFNR in metallic conduit. 

e. Riser Rated, Nonconductive:  Type OFNR, complying with UL 1666. 

f. Riser Rated, Nonconductive:  Type OFNP or Type OFNR in listed riser or plenum 

communications raceway. 

g. Riser Rated, Nonconductive:  Type OFN, Type OFNG, Type OFNP, or 

Type OFNR in metallic conduit installed per NFPA 70, Article 300.22, "Wiring in 

Ducts, Plenums, and Other Air-Handling Spaces." 

h. General Purpose, Nonconductive:  Type OFN or Type OFNG. 

i. General Purpose, Nonconductive:  Type OFNR or Type OFNP. 

j. General Purpose, Nonconductive:  Type OFN, Type OFNG, Type OFNP, or 

Type OFNR in listed communications raceway. 

k. General Purpose, Nonconductive:  Type OFN, Type OFNG, Type OFNP, or 

Type OFNR in metallic conduit. 

l. Plenum Rated, Conductive:  Type OFCP, complying with NFPA 262. 

m. Plenum Rated, Conductive:  Type OFCP, or Type OFNP in listed plenum 

communications raceway. 

n. Plenum Rated, Conductive:  Type OFC, Type OFN, Type OFCG, Type OFNG, 

Type OFCP, Type OFNP, Type OFCR, or Type OFNR in metallic conduit 
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installed per NFPA 70, Article 300.22, "Wiring in Ducts, Plenums, and Other Air-

Handling Spaces." 

o. Riser Rated, Conductive:  Type OFCR; complying with UL 1666. 

p. Riser Rated, Conductive:  Type OFCP, Type OFNP, or Type OFCR or 

Type OFNP in listed riser or plenum communications raceway. 

q. Riser Rated, Conductive:  Type OFC, Type OFN, Type OFCG, Type OFNG, 

Type OFCP, Type OFNP, Type OFCR, or Type OFNR in metallic conduit. 

r. General Purpose, Conductive:  Type OFC or Type OFCG. 

s. General Purpose, Conductive:  Type OFC, Type OFN, Type OFCG, Type OFNG, 

Type OFCP, Type OFNP, Type OFCR, or Type OFNR in listed communications 

raceway. 

t. General Purpose, Conductive:  Type OFC, Type OFN, Type OFCG, Type OFNG, 

Type OFCP, Type OFNP, Type OFCR, or Type OFNR in metallic conduit. 

5. Conductive cable shall be aluminum-armored type. 

6. Maximum Attenuation:  3.5 dB/km at 850 nm; 1.5 dB/km at 1300 nm. 

7. Minimum Modal Bandwidth:  160 MHz-km at 850 nm; 500 MHz-km at 1300 nm. 

D. Jacket: 

1. Jacket Color:  Orange for 62.5/125-micrometer cable. 

2. Cable cordage jacket, fiber, unit, and group color shall be according to TIA-598-C. 

3. Imprinted with fiber count, fiber type, and aggregate length at regular intervals not to 

exceed 40 inches. 

2.5 OPTICAL-FIBER CABLE HARDWARE 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide product indicated 

on Drawings or comparable product by one of the following: 

1. ADC. 

2. American Technology Systems Industries, Inc. 

3. Belden Inc. 

4. Corning Incorporated. 

5. Dynacom Inc. 

6. Hubbell Incorporated. 

7. Molex Premise Networks; a division of Molex, Inc. 

8. Panduit Corp. 

9. Siemon Company (The). 

C. Cross-Connects and Patch Panels:  Modular panels housing multiple-numbered, duplex cable 

connectors. 

1. Number of Connectors per Field:  One for each fiber of cable or cables assigned to field, 

plus spares and blank positions adequate to suit specified expansion criteria. 

D. Patch Cords:  Factory-made, dual-fiber cables in 36-inch lengths. 
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E. Cable Connecting Hardware: 

1. Comply with Optical-Fiber Connector Intermateability Standards (FOCIS) specifications 

of TIA-604-2-B, TIA-604-3-B, and TIA/EIA-604-12.  Comply with TIA-568-C.3. 

2. Quick-connect, simplex and duplex, Type SC connectors.  Insertion loss of not more than 

0.75 dB. 

3. Type SFF connectors may be used in termination racks, panels, and equipment packages. 

2.6 UTP CABLE 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide product indicated 

on Drawings or comparable product by one of the following: 

1. ADC. 

2. Alpha Wire Company; a division of Belden Inc. 

3. Belden Inc. 

4. CommScope, Inc. 

5. Draka Cableteq USA. 

6. Genesis Cable Products; Honeywell International, Inc. 

7. Mohawk; a division of Belden Inc. 

8. Nexans; Berk-Tek Products. 

9. Siemon Company (The). 

10. Superior Essex Inc. 

11. SYSTIMAX Solutions; a CommScope, Inc. brand. 

12. 3M. 

13. Tyco Electronics/AMP Netconnect; Tyco International Ltd. 

C. Description:  100-ohm, four-pair UTP, 25-pair UTP covered with a thermoplastic jacket. 

1. Comply with ICEA S-90-661 for mechanical properties of Category 5e cables. 

2. Comply with ICEA S-102-700 for mechanical properties of Category 6 cables. 

3. Comply with TIA-568-C.1 for performance specifications. 

4. Comply with TIA-568-C.2, Category 5e, Category 6. 

5. Listed and labeled by an NRTL acceptable to authorities having jurisdiction as complying 

with NFPA 70 for the following types: 

a. Communications, Plenum Rated:  Type CMP complying with UL 1685 or 

Type CMP in listed plenum communications raceway. 

b. Communications, Plenum Rated:  Type CM, Type CMG, Type CMP, Type CMR, 

or Type CMX in metallic conduit installed per NFPA 70, Article 300.22, "Wiring 

in Ducts, Plenums, and Other Air-Handling Spaces." 

c. Communications, Riser Rated:  Type CMR complying with UL 1666. 

d. Communications, Riser Rated:  Type CMP, or Type CMR in listed plenum or riser 

communications raceway. 

e. Communications, Riser Rated:  Type CMP or Type CMR in metallic conduit 

installed per NFPA 70, Article 300.22, "Wiring in Ducts, Plenums, and Other Air-

Handling Spaces." 
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f. Communications, General Purpose:  Type CM or Type CMG. 

g. Communications, General Purpose:  Type CM, Type CMG, Type CMP, 

Type CMR, or Type CMX in metallic conduit installed per NFPA 70, 

Article 300.22, "Wiring in Ducts, Plenums, and Other Air-Handling Spaces." 

h. Communications, Limited Purpose:  Type CMX. 

2.7 UTP CABLE HARDWARE 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide product indicated 

on Drawings or comparable product by one of the following: 

1. ADC. 

2. American Technology Systems Industries, Inc. 

3. Belden Inc. 

4. Dynacom Inc. 

5. Hubbell Incorporated. 

6. Leviton Commercial Networks Division. 

7. Molex Premise Networks; a division of Molex, Inc. 

8. Panduit Corp. 

9. Siemon Company (The). 

10. Tyco Electronics/AMP Netconnect; Tyco International Ltd. 

C. General Requirements for Cable Connecting Hardware:  Comply with TIA/EIA-568-C.2, IDC 

type, with modules designed for punch-down caps or tools.  Cables shall be terminated with 

connecting hardware of same category or higher. 

D. Connecting Blocks:  110-style IDC for Category 5e, 110-style IDC for Category 6, 66-style IDC 

for Category 5e.  Provide blocks for the number of cables terminated on the block, plus 25 

percent spare.  Integral with connector bodies, including plugs and jacks where indicated. 

E. Cross-Connect:  Modular array of connecting blocks arranged to terminate building cables and 

permit interconnection between cables. 

1. Number of Terminals per Field:  One for each conductor in assigned cables. 

F. Patch Panel:  Modular panels housing multiple-numbered jack units with IDC-type connectors 

at each jack for permanent termination of pair groups of installed cables. 

1. Number of Jacks per Field:  One for each four-pair UTP cable indicated. 

G. Jacks and Jack Assemblies:  100-ohm, balanced, twisted-pair connector; four-pair, eight-

position modular.  Comply with TIA/EIA-568-C.1. 

H. Patch Cords:  Factory-made, four-pair cables in 48-inch  lengths; terminated with eight-position 

modular plug at each end. 
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1. Patch cords shall have bend-relief-compliant boots and color-coded icons to ensure 

Category 6 performance.  Patch cords shall have latch guards to protect against snagging. 

2. Patch cords shall have color-coded boots for circuit identification. 

I. Workstation Outlets:  Four-port-connector assemblies mounted in multigang faceplate. 

J. Faceplates: 

1. Plastic Faceplate:  High-impact plastic.  Coordinate color with Section 16140 "Wiring 

Devices." 

2. Metal Faceplate:  Stainless steel, complying with requirements in Section 16140 "Wiring 

Devices." 

3. For use with snap-in jacks accommodating any combination of UTP, optical-fiber, and 

coaxial work area cords. 

a. Flush-mounted jacks, positioning the cord at a 45-degree angle. 

K. Legend: 

1. Factory labeled by silk-screening or engraving for stainless steel faceplates. 

2. Machine printed, in the field, using adhesive-tape label. 

3. Snap-in, clear-label covers and machine-printed paper inserts. 

2.8 TWIN-AXIAL DATA HIGHWAY CABLE 

A. Standard Cable:  NFPA 70, Type CM. 

1. Paired, AWG, stranded  tinned-copper conductors. 

2. Polypropylene insulation. 

3. Individual aluminum foil-polyester tape shielded pairs with 100 percent shield coverage. 

4. PVC jacket. 

5. Pairs are cabled on common axis with No. 24 AWG, stranded (7x32) tinned-copper drain 

wire. 

6. Flame Resistance:  Comply with UL 1685. 

B. Plenum-Rated Cable:  NFPA 70, Type CMP. 

1. Paired, AWG, stranded  tinned-copper conductors. 

2. Plastic insulation. 

3. Individual aluminum foil-polyester tape shielded pairs with 100 percent shield coverage. 

4. Plastic jacket. 

5. Pairs are cabled on common axis with No. 24 AWG, stranded (7x32) tinned-copper drain 

wire. 

6. Flame Resistance:  Comply with NFPA 262. 

2.9 RS-485 CABLE 

A. Standard Cable:  NFPA 70, Type CMG. 
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1. Paired, one pair, twisted, No. 22 AWG, stranded (7x30) tinned-copper conductors. 

2. PVC insulation. 

3. Unshielded. 

4. PVC jacket. 

5. Flame Resistance:  Comply with UL 1685. 

B. Plenum-Rated Cable:  NFPA 70, Type CMP. 

1. Paired, one pair, No. 22 AWG, stranded (7x30) tinned-copper conductors. 

2. Fluorinated ethylene propylene insulation. 

3. Unshielded. 

4. Fluorinated ethylene propylene jacket. 

5. Flame Resistance:  NFPA 262. 

2.10 LOW-VOLTAGE CONTROL CABLE 

A. Paired Cable:  NFPA 70, Type CMG. 

1. One-pair, twisted, No. 16 AWG, stranded (19x29) tinned-copper conductors. 

2. PVC insulation. 

3. Unshielded. 

4. PVC jacket. 

5. Flame Resistance:  Comply with UL 1685. 

B. Plenum-Rated, Paired Cable:  NFPA 70, Type CMP. 

1. One-pair, twisted, No. 16 AWG, stranded (19x29) tinned-copper conductors. 

2. PVC insulation. 

3. Unshielded. 

4. PVC jacket. 

5. Flame Resistance:  Comply with NFPA 262. 

2.11 CONTROL-CIRCUIT CONDUCTORS 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide product indicated 

on Drawings or comparable product by one of the following: 

1. Encore Wire Corporation. 

2. General Cable Technologies Corporation. 

3. Southwire Company. 

C. Class 1 Control Circuits:  Stranded copper, Type XHHW-2, in raceway. 

D. Class 2 Control Circuits:  Stranded copper, Type XHHW-2, in raceway. 

E. Class 3 Remote-Control and Signal Circuits:  Stranded copper, Type XHHW-2, in raceway. 

http://www.specagent.com/LookUp/?ulid=6872&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456836341&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456836342&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456836343&mf=95&src=wd
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F. Class 2 Control Circuits and Class 3 Remote-Control and Signal Circuits That Supply Critical 

Circuits:  Circuit Integrity (CI) cable. 

1. Smoke control signaling and control circuits. 

2.12 SOURCE QUALITY CONTROL 

A. Testing Agency:  Engage a qualified testing agency to evaluate cables. 

B. Factory test UTP cables according to TIA-568-C.2. 

C. Factory test optical-fiber cables according to TIA-568-C.3. 

D. Cable will be considered defective if it does not pass tests and inspections. 

E. Prepare test and inspection reports. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Test cables on receipt at Project site. 

1. Test optical-fiber cable to determine the continuity of the strand end to end.  Use optical-

fiber flashlight. 

2. Test optical-fiber cable on reels.  Use an optical time domain reflectometer to verify the 

cable length and locate cable defects, splices, and connector; include the loss value of 

each.  Retain test data and include the record in maintenance data. 

3. Test each pair of UTP cable for open and short circuits. 

3.2 INSTALLATION OF RACEWAYS AND BOXES 

A. Comply with requirements in Section 16130 "Raceways and Boxes" for raceway selection and 

installation requirements for boxes, conduits, and wireways as supplemented or modified in this 

Section. 

1. Outlet boxes shall be no smaller than 2 inches (50 mm) wide, 3 inches (75 mm) high, and 

2-1/2 inches (64 mm) deep. 

2. Outlet boxes for optical-fiber cables shall be no smaller than 4 inches (102 mm) square 

by [1-1/2 inches (38 mm)] [2-1/8 inches (53 mm)] deep with extension ring sized to bring 

edge of ring to within 1/8 inch (3.1 mm) of the finished wall surface. 

3. Flexible metal conduit shall not be used. 

B. Comply with TIA-569-B for pull-box sizing and length of conduit and number of bends 

between pull points. 

C. Install manufactured conduit sweeps and long-radius elbows if possible. 



RIVER ROAD TRAINING FACILITY SECURITY CAMERA PROJECT 25 August 2014 

STATE OF DELAWARE 
Delaware National Guard  
 

CONTROL-VOLTAGE ELECTRICAL POWER CABLES 

260523 - 10 

D. Raceway Installation in Equipment Rooms: 

1. Position conduit ends adjacent to a corner on backboard if a single piece of plywood is 

installed, or in the corner of the room if multiple sheets of plywood are installed around 

perimeter walls of the room. 

2. Install cable trays to route cables if conduits cannot be located in these positions. 

3. Secure conduits to backboard if entering the room from overhead. 

4. Extend conduits [3 inches (75 mm)] above finished floor. 

5. Install metal conduits with grounding bushings and connect with grounding conductor to 

grounding system. 

E. Backboards:  Install backboards with 96-inch (2440-mm) dimension vertical.  Butt adjacent 

sheets tightly and form smooth gap-free corners and joints. 

3.3 INSTALLATION OF CONDUCTORS AND CABLES 

A. Comply with NECA 1 and NFPA 70. 

B. General Requirements for Cabling: 

1. Comply with TIA-568-C Series of standards. 

2. Comply with BICSI ITSIMM, Ch. 5, "Copper Structured Cabling Systems" and Ch. 6, 

"Optical Fiber Structured Cabling Systems." 

3. Terminate all conductors and optical fibers; no cable shall contain unterminated elements.  

Make terminations only at indicated outlets, terminals, and cross-connect and patch 

panels. 

4. Cables may not be spliced. 

5. Secure and support cables at intervals not exceeding 30 inches (760 mm) and not more 

than 6 inches (150 mm) from cabinets, boxes, fittings, outlets, racks, frames, and 

terminals. 

6. Bundle, lace, and train conductors to terminal points without exceeding manufacturer's 

limitations on bending radii, but not less than radii specified in BICSI ITSIMM, Ch. 5, 

"Copper Structured Cabling Systems" and Ch. 6, "Optical Fiber Structured Cabling 

Systems."  Install lacing bars and distribution spools. 

7. Do not install bruised, kinked, scored, deformed, or abraded cable.  Do not splice cable 

between termination, tap, or junction points.  Remove and discard cable if damaged 

during installation and replace it with new cable. 

8. Cold-Weather Installation:  Bring cable to room temperature before dereeling.  Do not 

use heat lamps for heating. 

9. Pulling Cable:  Comply with BICSI ITSIMM, Ch. 5, "Copper Structured Cabling 

Systems" and Ch. 6, "Optical Fiber Structured Cabling Systems."  Monitor cable pull 

tensions. 

10. Support:  Do not allow cables to lay on removable ceiling tiles. 

11. Secure:  Fasten securely in place with hardware specifically designed and installed so as 

to not damage cables. 

C. UTP Cable Installation: 

1. Comply with TIA-568-C.2. 
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2. Install termination hardware as specified in Section 16717 "Communications Horizontal 

Cabling" unless otherwise indicated. 

3. Do not untwist UTP cables more than 1/2 inch (12 mm) at the point of termination to 

maintain cable geometry. 

D. Installation of Control-Circuit Conductors: 

1. Install wiring in raceways.  Comply with requirements specified in Section 16130 

"Raceways and Boxes." 

E. Optical-Fiber Cable Installation: 

1. Comply with TIA-568-C.3. 

2. Terminate cable on connecting hardware that is rack or cabinet mounted. 

F. Open-Cable Installation: 

1. Install cabling with horizontal and vertical cable guides in telecommunications spaces 

with terminating hardware and interconnection equipment. 

2. Suspend copper cable not in a wireway or pathway a minimum of 8 inches (200 mm) 

above ceilings by cable supports not more than [30 inches (760 mm)] <Insert dimension> 

apart. 

3. Cable shall not be run through or on structural members or in contact with pipes, ducts, or 

other potentially damaging items.  Do not run cables between structural members and 

corrugated panels. 

G. Installation of Cable Routed Exposed under Raised Floors: 

1. Install plenum-rated cable only. 

2. Install cabling after the flooring system has been installed in raised floor areas. 

3. Below each feed point, neatly coil a minimum of [72 inches (1830 mm)] <Insert 

dimension> of cable in a coil not less than [12 inches (305 mm)] <Insert dimension> in 

diameter. 

H. Separation from EMI Sources: 

1. Comply with BICSI TDMM and TIA-569-B recommendations for separating unshielded 

copper voice and data communications cable from potential EMI sources including 

electrical power lines and equipment. 

2. Separation between open communications cables or cables in nonmetallic raceways and 

unshielded power conductors and electrical equipment shall be as follows: 

a. Electrical Equipment or Circuit Rating Less Than 2 kVA:  A minimum of 5 inches 

(127 mm). 

b. Electrical Equipment or Circuit Rating between 2 and 5 kVA:  A minimum of 12 

inches (305 mm). 

c. Electrical Equipment or Circuit Rating More Than 5 kVA:  A minimum of 24 

inches (600 mm). 



RIVER ROAD TRAINING FACILITY SECURITY CAMERA PROJECT 25 August 2014 

STATE OF DELAWARE 
Delaware National Guard  
 

CONTROL-VOLTAGE ELECTRICAL POWER CABLES 

260523 - 12 

3. Separation between communications cables in grounded metallic raceways and 

unshielded power lines or electrical equipment shall be as follows: 

a. Electrical Equipment or Circuit Rating Less Than 2 kVA:  A minimum of 2-1/2 

inches (64 mm). 

b. Electrical Equipment or Circuit Rating between 2 and 5 kVA:  A minimum of 6 

inches (150 mm). 

c. Electrical Equipment or Circuit Rating More Than 5 kVA:  A minimum of 12 

inches (305 mm). 

4. Separation between communications cables in grounded metallic raceways and power 

lines and electrical equipment located in grounded metallic conduits or enclosures shall 

be as follows: 

a. Electrical Equipment or Circuit Rating Less Than 2 kVA:  No requirement. 

b. Electrical Equipment or Circuit Rating between 2 and 5 kVA:  A minimum of 3 

inches (75 mm). 

c. Electrical Equipment or Circuit Rating More Than 5 kVA:  A minimum of 6 

inches (150 mm). 

5. Separation between Communications Cables and Electrical Motors and Transformers, 5 

kVA or 5 HP and Larger:  A minimum of 48 inches (1200 mm). 

6. Separation between Communications Cables and Fluorescent Fixtures:  A minimum of 5 

inches (127 mm). 

3.4 REMOVAL OF CONDUCTORS AND CABLES 

A. Remove abandoned conductors and cables.  Abandoned conductors and cables are those 

installed that are not terminated at equipment and are not identified for future use with a tag. 

3.5 CONTROL-CIRCUIT CONDUCTORS 

A. Minimum Conductor Sizes: 

1. Class 1 remote-control and signal circuits; No 14 AWG. 

2. Class 2 low-energy, remote-control, and signal circuits; No. 16 AWG. 

3. Class 3 low-energy, remote-control, alarm, and signal circuits; No 12 AWG. 

3.6 FIRESTOPPING 

A. Comply with requirements in Section 07841 "Through-Penetration Firestop Systems." 

B. Comply with TIA-569-B, Annex A, "Firestopping." 

C. Comply with BICSI TDMM, "Firestopping" Chapter. 
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3.7 GROUNDING 

A. For data communication wiring, comply with ANSI-J-STD-607-A and with BICSI TDMM, 

"Bonding and Grounding (Earthing)" Chapter. 

B. For low-voltage control wiring and cabling, comply with requirements in Section 16060 

"Grounding and Bonding." 

3.8 IDENTIFICATION 

A. Comply with requirements for identification specified in Section 16075 "Electrical 

Identification." 

B. Identify data and communications system components, wiring, and cabling according to TIA-

606-A; label printers shall use label stocks, laminating adhesives, and inks complying with 

UL 969. 

3.9 FIELD QUALITY CONTROL 

A. Testing Agency:  Engage a qualified testing agency to perform tests and inspections. 

B. Manufacturer's Field Service:  Engage a factory-authorized service representative to test and 

inspect components, assemblies, and equipment installations, including connections. 

C. Perform the following tests and inspections: 

1. Visually inspect UTP and optical-fiber cable jacket materials for UL or third-party 

certification markings.  Inspect cabling terminations to confirm color-coding for pin 

assignments, and inspect cabling connections to confirm compliance with TIA-568-C.1. 

2. Visually inspect cable placement, cable termination, grounding and bonding, equipment 

and patch cords, and labeling of all components. 

3. Test UTP cabling for direct-current loop resistance, shorts, opens, intermittent faults, and 

polarity between conductors.  Test operation of shorting bars in connection blocks.  Test 

cables after termination but not after cross-connection. 

a. Test instruments shall meet or exceed applicable requirements in TIA-568-C.2.  

Perform tests with a tester that complies with performance requirements in "Test 

Instruments (Normative)" Annex, complying with measurement accuracy specified 

in "Measurement Accuracy (Informative)" Annex.  Use only test cords and 

adapters that are qualified by test equipment manufacturer for channel or link test 

configuration. 

4. Optical-Fiber Cable Tests: 

a. Test instruments shall meet or exceed applicable requirements in TIA-568-C.0.  

Use only test cords and adapters that are qualified by test equipment manufacturer 

for channel or link test configuration. 

b. Link End-to-End Attenuation Tests: 
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1) Multimode Link Measurements:  Test at 850 or 1300 nm in one direction 

according to TIA/EIA-526-14-A, Method B, One Reference Jumper. 

2) Attenuation test results for links shall be less than [2.0 dB] [that calculated 

according to equation in TIA-568-C.0]. 

D. Document data for each measurement.  Print data for submittals in a summary report that is 

formatted using Table 10.1 in BICSI TDMM as a guide, or transfer the data from the instrument 

to the computer, save as text files, print, and submit. 

E. End-to-end cabling will be considered defective if it does not pass tests and inspections. 

F. Prepare test and inspection reports. 

END OF SECTION 260523 
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SECTION 260526 - GROUNDING AND BONDING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes grounding and bonding systems and equipment. 

B. Section includes grounding and bonding systems and equipment, plus the following special 

applications: 

1. Underground distribution grounding. 

2. Foundation steel electrodes. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of product indicated. 

1.4 INFORMATIONAL SUBMITTALS 

A. As-Built Data:  Plans showing dimensioned as-built locations of grounding features specified in 

"Field Quality Control" Article, including the following: 

 

1. Ground rods. 

B. Qualification Data:  For testing agency and testing agency's field supervisor. 

C. Field quality-control reports. 

1.5 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data:  For grounding to include in emergency, operation, and 

maintenance manuals. 

1.6 QUALITY ASSURANCE 

A. Testing Agency Qualifications:  Member company of NETA or an NRTL. 

1. Testing Agency's Field Supervisor:  Certified by NETA to supervise on-site testing. 
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B. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 

by a qualified testing agency, and marked for intended location and application. 

C. Comply with UL 467 for grounding and bonding materials and equipment. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 

following: 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide comparable 

product by one of the following: 

1. Burndy; Part of Hubbell Electrical Systems. 

2. Dossert; AFL Telecommunications LLC. 

3. ERICO International Corporation. 

4. Fushi Copperweld Inc. 

5. Galvan Industries, Inc.; Electrical Products Division, LLC. 

6. Harger Lightning and Grounding. 

7. ILSCO. 

8. O-Z/Gedney; A Brand of the EGS Electrical Group. 

9. Robbins Lightning, Inc. 

10. Siemens Power Transmission & Distribution, Inc. 

2.2 SYSTEM DESCRIPTION 

A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 

by a qualified testing agency, and marked for intended location and application. 

B. Comply with UL 467 for grounding and bonding materials and equipment. 

2.3 CONDUCTORS 

A. Insulated Conductors:  Copper wire or cable insulated for 600 V unless otherwise required by 

applicable Code or authorities having jurisdiction. 

B. Bare Copper Conductors: 

1. Solid Conductors:  ASTM B 3. 

2. Stranded Conductors:  ASTM B 8. 

3. Tinned Conductors:  ASTM B 33. 

4. Bonding Cable:  28 kcmil, 14 strands of No. 17 AWG conductor, 1/4 inch in diameter. 

5. Bonding Conductor:  No. 4 or No. 6 AWG, stranded conductor. 

http://www.specagent.com/LookUp/?ulid=7341&mf=04&mf=95&src=wd&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456839661&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456839662&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456839663&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456839664&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456839665&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456839666&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456839667&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456839668&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456839669&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456839670&mf=95&src=wd
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6. Bonding Jumper:  Copper tape, braided conductors terminated with copper ferrules; 1-5/8 

inches wide and 1/16 inch thick. 

7. Tinned Bonding Jumper:  Tinned-copper tape, braided conductors terminated with copper 

ferrules; 1-5/8 inches wide and 1/16 inch thick. 

2.4 CONNECTORS 

A. Listed and labeled by an NRTL acceptable to authorities having jurisdiction for applications in 

which used and for specific types, sizes, and combinations of conductors and other items 

connected. 

B. Bolted Connectors for Conductors and Pipes:  Copper or copper alloy. 

C. Welded Connectors:  Exothermic-welding kits of types recommended by kit manufacturer for 

materials being joined and installation conditions. 

D. Bus-Bar Connectors:  Mechanical type, cast silicon bronze, solderless exothermic-type wire 

terminals, and long-barrel, two-bolt connection to ground bus bar. 

2.5 GROUNDING ELECTRODES 

A. Ground Rods:  Copper-clad steel; 3/4 inch by 10 feet. 

PART 3 - EXECUTION 

3.1 APPLICATIONS 

A. Conductors:  Install solid conductor for No. 8 AWG and smaller, and stranded conductors for 

No. 6 AWG and larger unless otherwise indicated. 

B. Underground Grounding Conductors:  Install bare copper conductor, No. 2/0 AWG minimum. 

1. Bury at least 24 inches below grade. 

 

C. Isolated Grounding Conductors:  Green-colored insulation with continuous yellow stripe.  On 

feeders with isolated ground, identify grounding conductor where visible to normal inspection, 

with alternating bands of green and yellow tape, with at least three bands of green and two 

bands of yellow. 

D. Grounding Bus:  Install in electrical equipment rooms, in rooms housing service equipment, and 

elsewhere as indicated. 

1. Install bus horizontally, on insulated spacers 2 inches minimum from wall, 6 inches 

above finished floor unless otherwise indicated. 
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2. Where indicated on both sides of doorways, route bus up to top of door frame, across top 

of doorway, and down; connect to horizontal bus. 

E. Conductor Terminations and Connections: 

1. Pipe and Equipment Grounding Conductor Terminations:  Bolted connectors. 

2. Underground Connections:  Welded connectors except at test wells and as otherwise 

indicated. 

3. Connections to Ground Rods at Test Wells:  Bolted connectors. 

4. Connections to Structural Steel:  Welded connectors. 

3.2 GROUNDING UNDERGROUND DISTRIBUTION SYSTEM COMPONENTS 

A. Comply with IEEE C2 grounding requirements. 

B. Grounding Manholes and Handholes:  Install a driven ground rod through manhole or handhole 

floor, close to wall, and set rod depth so 4 inches will extend above finished floor.  If necessary, 

install ground rod before manhole is placed and provide No. 1/0 AWG bare, tinned-copper 

conductor from ground rod into manhole through a waterproof sleeve in manhole wall.  Protect 

ground rods passing through concrete floor with a double wrapping of pressure-sensitive 

insulating tape or heat-shrunk insulating sleeve from 2 inches above to 6 inches below concrete.  

Seal floor opening with waterproof, nonshrink grout. 

C. Grounding Connections to Manhole Components:  Bond exposed-metal parts such as inserts, 

cable racks, pulling irons, ladders, and cable shields within each manhole or handhole, to 

ground rod or grounding conductor.  Make connections with No. 4 AWG minimum, stranded, 

hard-drawn copper bonding conductor.  Train conductors level or plumb around corners and 

fasten to manhole walls.  Connect to cable armor and cable shields according to written 

instructions by manufacturer of splicing and termination kits. 

3.3 EQUIPMENT GROUNDING 

A. Install insulated equipment grounding conductors with all feeders and branch circuits. 

B. Install insulated equipment grounding conductors with the following items, in addition to those 

required by NFPA 70: 

1. Feeders and branch circuits. 

2. Lighting circuits. 

3. Receptacle circuits. 

4. Single-phase motor and appliance branch circuits. 

5. Three-phase motor and appliance branch circuits. 

6. Flexible raceway runs. 

7. Armored and metal-clad cable runs. 

8. Busway Supply Circuits:  Install insulated equipment grounding conductor from 

grounding bus in the switchgear, switchboard, or distribution panel to equipment 

grounding bar terminal on busway. 
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C. Air-Duct Equipment Circuits:  Install insulated equipment grounding conductor to duct-

mounted electrical devices operating at 120 V and more, including air cleaners, heaters, 

dampers, humidifiers, and other duct electrical equipment.  Bond conductor to each unit and to 

air duct and connected metallic piping. 

D. Water Heater, Heat-Tracing, and Antifrost Heating Cables:  Install a separate insulated 

equipment grounding conductor to each electric water heater and heat-tracing cable.  Bond 

conductor to heater units, piping, connected equipment, and components. 

E. Isolated Grounding Receptacle Circuits:  Install an insulated equipment grounding conductor 

connected to the receptacle grounding terminal.  Isolate conductor from raceway and from 

panelboard grounding terminals.  Terminate at equipment grounding conductor terminal of the 

applicable derived system or service unless otherwise indicated. 

F. Isolated Equipment Enclosure Circuits:  For designated equipment supplied by a branch circuit 

or feeder, isolate equipment enclosure from supply circuit raceway with a nonmetallic raceway 

fitting listed for the purpose.  Install fitting where raceway enters enclosure, and install a 

separate insulated equipment grounding conductor.  Isolate conductor from raceway and from 

panelboard grounding terminals.  Terminate at equipment grounding conductor terminal of the 

applicable derived system or service unless otherwise indicated. 

G. Poles Supporting Outdoor Cameras:  Install grounding electrode and a separate insulated 

equipment grounding conductor in addition to grounding conductor installed with branch-circuit 

conductors. 

H. Metallic Fences:  Comply with requirements of IEEE C2. 

1. Grounding Conductor:  Bare copper, not less than No. 8  AWG. 

2. Gates:  Shall be bonded to the grounding conductor with a flexible bonding jumper. 

3. Barbed Wire:  Strands shall be bonded to the grounding conductor. 

3.4 INSTALLATION 

A. Grounding Conductors:  Route along shortest and straightest paths possible unless otherwise 

indicated or required by Code.  Avoid obstructing access or placing conductors where they may 

be subjected to strain, impact, or damage. 

B. Ground Bonding Common with Lightning Protection System:  Comply with NFPA 780 and 

UL 96 when interconnecting with lightning protection system.  Bond electrical power system 

ground directly to lightning protection system grounding conductor at closest point to electrical 

service grounding electrode.  Use bonding conductor sized same as system grounding electrode 

conductor, and install in conduit. 

C. Ground Rods:  Drive rods until tops are 2 inches below finished floor or final grade unless 

otherwise indicated. 

1. Interconnect ground rods with grounding electrode conductor below grade and as 

otherwise indicated.  Make connections without exposing steel or damaging coating if 

any. 
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D. Bonding Straps and Jumpers:  Install in locations accessible for inspection and maintenance 

except where routed through short lengths of conduit. 

1. Bonding to Structure:  Bond straps directly to basic structure, taking care not to penetrate 

any adjacent parts. 

2. Bonding to Equipment Mounted on Vibration Isolation Hangers and Supports:  Install 

bonding so vibration is not transmitted to rigidly mounted equipment. 

3. Use exothermic-welded connectors for outdoor locations; if a disconnect-type connection 

is required, use a bolted clamp. 

E. Grounding and Bonding for Piping: 

1. Metal Water Service Pipe:  Install insulated copper grounding conductors, in conduit, 

from building's main service equipment, or grounding bus, to main metal water service 

entrances to building.  Connect grounding conductors to main metal water service pipes; 

use a bolted clamp connector or bolt a lug-type connector to a pipe flange by using one of 

the lug bolts of the flange.  Where a dielectric main water fitting is installed, connect 

grounding conductor on street side of fitting.  Bond metal grounding conductor conduit or 

sleeve to conductor at each end. 

2. Water Meter Piping:  Use braided-type bonding jumpers to electrically bypass water 

meters.  Connect to pipe with a bolted connector. 

3. Bond each aboveground portion of gas piping system downstream from equipment 

shutoff valve. 

F. Bonding Interior Metal Ducts:  Bond metal air ducts to equipment grounding conductors of 

associated fans, blowers, electric heaters, and air cleaners.  Install bonding jumper to bond 

across flexible duct connections to achieve continuity. 

G. Grounding for Steel Building Structure:  Install a driven ground rod at base of each corner 

column and at intermediate exterior columns at distances not more than 60 feet apart. 

H. Concrete-Encased Grounding Electrode (Ufer Ground):  Fabricate according to NFPA 70; using 

electrically conductive coated steel reinforcing bars or rods, at least 20 feet long.  If reinforcing 

is in multiple pieces, connect together by the usual steel tie wires or exothermic welding to 

create the required length. 

3.5 FIELD QUALITY CONTROL 

A. Testing Agency:  Engage a qualified testing agency to perform tests and inspections. 

B. Manufacturer's Field Service:  Engage a factory-authorized service representative to inspect, 

test, and adjust components, assemblies, and equipment installations, including connections. 

C. Perform tests and inspections. 

1. Manufacturer's Field Service:  Engage a factory-authorized service representative to 

inspect components, assemblies, and equipment installations, including connections, and 

to assist in testing. 
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D. Tests and Inspections: 

1. After installing grounding system but before permanent electrical circuits have been 

energized, test for compliance with requirements. 

2. Inspect physical and mechanical condition.  Verify tightness of accessible, bolted, 

electrical connections with a calibrated torque wrench according to manufacturer's 

written instructions. 

E. Grounding system will be considered defective if it does not pass tests and inspections. 

F. Prepare test and inspection reports. 

G. Report measured ground resistances that exceed the following values: 

1. Power and Lighting Equipment or System with Capacity of 500 kVA and less:  10 ohms. 

2. Power and Lighting Equipment or System with Capacity of 500 to 1000 kVA:  5 ohms. 

3. Power and Lighting Equipment or System with Capacity More Than 1000 kVA:  3ohms. 

4. Power Distribution Units or Panelboards Serving Electronic Equipment: 3 ohm(s). 

5. Substations and Pad-Mounted Equipment:  5 ohms. 

6. Manhole Grounds:  10 ohms. 

H. Excessive Ground Resistance:  If resistance to ground exceeds specified values, notify Architect 

promptly and include recommendations to reduce ground resistance. 

END OF SECTION 260526 
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SECTION 260529 - HANGERS AND SUPPORTS FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Hangers and supports for electrical equipment and systems. 

2. Construction requirements for concrete bases. 

B. Related Sections include the following: 

1. Section 16074 "Vibration and Seismic Controls for Electrical Systems" for products and 

installation requirements necessary for compliance with seismic criteria. 

1.3 DEFINITIONS 

A. EMT:  Electrical metallic tubing. 

B. IMC:  Intermediate metal conduit. 

C. RMC:  Rigid metal conduit. 

1.4 PERFORMANCE REQUIREMENTS 

A. Delegated Design:  Design supports for multiple raceways, including comprehensive 

engineering analysis by a qualified professional engineer, using performance requirements and 

design criteria indicated. 

B. Design supports for multiple raceways capable of supporting combined weight of supported 

systems and its contents. 

C. Design equipment supports capable of supporting combined operating weight of supported 

equipment and connected systems and components. 

D. Rated Strength:  Adequate in tension, shear, and pullout force to resist maximum loads 

calculated or imposed for this Project, with a minimum structural safety factor of five times the 

applied force. 
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1.5 ACTION SUBMITTALS 

A. Product Data:  For the following: 

1. Steel slotted support systems. 

2. Nonmetallic slotted support systems. 

B. Shop Drawings: Show fabrication and installation details and include calculations for the 

following: 

1. Trapeze hangers.  Include Product Data for components. 

2. Steel slotted channel systems.  Include Product Data for components. 

3. Nonmetallic slotted channel systems.  Include Product Data for components. 

4. Equipment supports. 

1.6 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 

1.7 QUALITY ASSURANCE 

A. Welding:  Qualify procedures and personnel according to AWS D1.1/D1.1M, "Structural 

Welding Code - Steel." 

B. Comply with NFPA 70. 

1.8 COORDINATION 

A. Coordinate size and location of concrete bases.  Cast anchor-bolt inserts into bases.  Concrete, 

reinforcement, and formwork requirements are specified together with concrete Specifications. 

B. Coordinate installation of roof curbs, equipment supports, and roof penetrations.  These items 

are specified in Section 07720 "Roof Accessories." 

PART 2 - PRODUCTS 

2.1 SUPPORT, ANCHORAGE, AND ATTACHMENT COMPONENTS 

A. Steel Slotted Support Systems:  Comply with MFMA-4, factory-fabricated components for field 

assembly. 

1. Available Manufacturers:  Subject to compliance with requirements, manufacturers 

offering products that may be incorporated into the Work include, but are not limited to, 

the following: 
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2. Manufacturers: Subject to compliance with requirements, provide products by one of the 

following: 

a. Allied Tube & Conduit. 

b. Cooper B-Line, Inc.; a division of Cooper Industries. 

c. ERICO International Corporation. 

d. GS Metals Corp. 

e. Thomas & Betts Corporation. 

f. Unistrut; Tyco International, Ltd. 

g. Wesanco, Inc. 

3. Metallic Coatings:  Hot-dip galvanized after fabrication and applied according to 

MFMA-4. 

4. Nonmetallic Coatings:  Manufacturer's standard PVC, polyurethane, or polyester coating 

applied according to MFMA-4. 

5. Painted Coatings:  Manufacturer's standard painted coating applied according to MFMA-

4. 

6. Channel Dimensions:  Selected for applicable load criteria. 

B. Nonmetallic Slotted Support Systems:  Structural-grade, factory-formed, glass-fiber-resin 

channels and angles with 9/16-inch- diameter holes at a maximum of 8 inches o.c., in at least 1 

surface. 

1. Available Manufacturers:  Subject to compliance with requirements, manufacturers 

offering products that may be incorporated into the Work include, but are not limited to, 

the following: 

2. Manufacturers:  Subject to compliance with requirements, provide products by one of the 

following: 

a. Allied Tube & Conduit. 

b. Cooper B-Line, Inc.; a division of Cooper Industries. 

c. Fabco Plastics Wholesale Limited. 

d. Seasafe, Inc. 

3. Fittings and Accessories:  Products of channel and angle manufacturer and designed for 

use with those items. 

4. Fitting and Accessory Materials:  Same as channels and angles, except metal items may 

be stainless steel. 

5. Rated Strength:  Selected to suit applicable load criteria. 

C. Raceway and Cable Supports:  As described in NECA 1 and NECA 101. 

D. Conduit and Cable Support Devices:  Steel hangers, clamps, and associated fittings, designed 

for types and sizes of raceway or cable to be supported. 

E. Support for Conductors in Vertical Conduit:  Factory-fabricated assembly consisting of 

threaded body and insulating wedging plug or plugs for non-armored electrical conductors or 

cables in riser conduits.  Plugs shall have number, size, and shape of conductor gripping pieces 

as required to suit individual conductors or cables supported.  Body shall be malleable iron. 

http://www.specagent.com/LookUp/?ulid=1736&mf=95&src=wd
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F. Structural Steel for Fabricated Supports and Restraints:  ASTM A 36/A 36M, steel plates, 

shapes, and bars; black and galvanized. 

G. Mounting, Anchoring, and Attachment Components:  Items for fastening electrical items or 

their supports to building surfaces include the following: 

1. Powder-Actuated Fasteners:  Threaded-steel stud, for use in hardened portland cement 

concrete, steel, or wood, with tension, shear, and pullout capacities appropriate for 

supported loads and building materials where used. 

a. Available Manufacturers:  Subject to compliance with requirements, manufacturers 

offering products that may be incorporated into the Work include, but are not 

limited to, the following: 

b. Manufacturers:  Subject to compliance with requirements, provide products by one 

of the following: 

1) Hilti Inc. 

2) ITW Ramset/Red Head; a division of Illinois Tool Works, Inc. 

3) MKT Fastening, LLC. 

4) Simpson Strong-Tie Co., Inc.; Masterset Fastening Systems Unit. 

2. Mechanical-Expansion Anchors:  Insert-wedge-type, zinc-coated stainless steel, for use 

in hardened portland cement concrete with tension, shear, and pullout capacities 

appropriate for supported loads and building materials in which used. 

a. Available Manufacturers:  Subject to compliance with requirements, manufacturers 

offering products that may be incorporated into the Work include, but are not 

limited to, the following: 

b. Manufacturers: Subject to compliance with requirements, provide products by one 

of the following: 

1) Cooper B-Line, Inc.; a division of Cooper Industries. 

2) Empire Tool and Manufacturing Co., Inc. 

3) Hilti Inc. 

4) ITW Ramset/Red Head; a division of Illinois Tool Works, Inc. 

5) MKT Fastening, LLC. 

3. Concrete Inserts:  Steel or malleable-iron, slotted support system units similar to MSS 

Type 18; complying with MFMA-4 or MSS SP-58. 

4. Clamps for Attachment to Steel Structural Elements:  MSS SP-58, type suitable for 

attached structural element. 

5. Through Bolts:  Structural type, hex head, and high strength.  Comply with 

ASTM A 325. 

6. Toggle Bolts:  All-steel springhead type. 

7. Hanger Rods:  Threaded steel. 

http://www.specagent.com/LookUp/?ulid=1742&mf=95&src=wd
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2.2 FABRICATED METAL EQUIPMENT SUPPORT ASSEMBLIES 

A. Description:  Welded or bolted, structural-steel shapes, shop or field fabricated to fit dimensions 

of supported equipment. 

B. Materials:  Comply with requirements in Section 05500 "Metal Fabrications" for steel shapes 

and plates. 

PART 3 - EXECUTION 

3.1 APPLICATION 

A. Comply with NECA 1 and NECA 101 for application of hangers and supports for electrical 

equipment and systems except if requirements in this Section are stricter. 

B. Maximum Support Spacing and Minimum Hanger Rod Size for Raceway:  Space supports for 

EMT, IMC, and RMC as required by NFPA 70.  Minimum rod size shall be 1/4 inch in 

diameter. 

C. Multiple Raceways or Cables:  Install trapeze-type supports fabricated with steel slotted support 

system, sized so capacity can be increased by at least 25 percent in future without exceeding 

specified design load limits. 

1. Secure raceways and cables to these supports with single-bolt conduit clamps. 

D. Spring-steel clamps designed for supporting single conduits without bolts may be used for 1-

1/2-inch and smaller raceways serving branch circuits and communication systems above 

suspended ceilings and for fastening raceways to trapeze supports. 

3.2 SUPPORT INSTALLATION 

A. Comply with NECA 1 and NECA 101 for installation requirements except as specified in this 

Article. 

B. Raceway Support Methods:  In addition to methods described in NECA 1, EMT may be 

supported by openings through structure members, as permitted in NFPA 70. 

C. Strength of Support Assemblies:  Where not indicated, select sizes of components so strength 

will be adequate to carry present and future static loads within specified loading limits.  

Minimum static design load used for strength determination shall be weight of supported 

components plus 200 lb. 

D. Mounting and Anchorage of Surface-Mounted Equipment and Components:  Anchor and fasten 

electrical items and their supports to building structural elements by the following methods 

unless otherwise indicated by code: 

1. To Wood:  Fasten with lag screws or through bolts. 
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2. To New Concrete:  Bolt to concrete inserts. 

3. To Masonry:  Approved toggle-type bolts on hollow masonry units and expansion anchor 

fasteners on solid masonry units. 

4. To Existing Concrete:  Expansion anchor fasteners. 

5. Instead of expansion anchors, powder-actuated driven threaded studs provided with lock 

washers and nuts may be used in existing standard-weight concrete 4 inches thick or 

greater.  Do not use for anchorage to lightweight-aggregate concrete or for slabs less than 

4 inches thick. 

6. To Light Steel:  Sheet metal screws. 

7. Items Mounted on Hollow Walls and Nonstructural Building Surfaces:  Mount cabinets, 

panelboards, disconnect switches, control enclosures, pull and junction boxes, 

transformers, and other devices on slotted-channel racks attached to substrate. 

E. Drill holes for expansion anchors in concrete at locations and to depths that avoid reinforcing 

bars. 

3.3 INSTALLATION OF FABRICATED METAL SUPPORTS 

A. Comply with installation requirements in Section 05500 "Metal Fabrications" for site-fabricated 

metal supports. 

B. Cut, fit, and place miscellaneous metal supports accurately in location, alignment, and elevation 

to support and anchor electrical materials and equipment. 

C. Field Welding:  Comply with AWS D1.1/D1.1M. 

3.4 CONCRETE BASES 

A. Construct concrete bases of dimensions indicated but not less than 4 inches larger in both 

directions than supported unit, and so anchors will be a minimum of 10 bolt diameters from 

edge of the base. 

B. Use 4000-psi, 28-day compressive-strength concrete.  Concrete materials, reinforcement, and 

placement requirements are specified in Section 03300 "Cast-in-Place Concrete." 

C. Anchor equipment to concrete base. 

1. Place and secure anchorage devices.  Use supported equipment manufacturer's setting 

drawings, templates, diagrams, instructions, and directions furnished with items to be 

embedded. 

2. Install anchor bolts to elevations required for proper attachment to supported equipment. 

3. Install anchor bolts according to anchor-bolt manufacturer's written instructions. 
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3.5 PAINTING 

A. Touchup:  Clean field welds and abraded areas of shop paint.  Paint exposed areas immediately 

after erecting hangers and supports.  Use same materials as used for shop painting.  Comply 

with SSPC-PA 1 requirements for touching up field-painted surfaces. 

1. Apply paint by brush or spray to provide minimum dry film thickness of 2.0 mils. 

B. Touchup:  Comply with requirements for cleaning and touchup painting of field welds, bolted 

connections, and abraded areas of shop paint on miscellaneous metal. 

C. Galvanized Surfaces:  Clean welds, bolted connections, and abraded areas and apply 

galvanizing-repair paint to comply with ASTM A 780. 

END OF SECTION 260529 
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SECTION 260533 - RACEWAYS AND BOXES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Metal conduits, tubing, and fittings. 

2. Nonmetal conduits, tubing, and fittings. 

3. Metal wireways and auxiliary gutters. 

4. Nonmetal wireways and auxiliary gutters. 

5. Surface raceways. 

6. Boxes, enclosures, and cabinets. 

7. Handholes and boxes for exterior underground cabling. 

B. Related Requirements: 

1. Section 02584 "Underground Ducts and Utility Structures" for exterior ductbanks, 

manholes, and underground utility construction. 

2. Section 16711 "Pathways for Communications Systems" for conduits, wireways, surface 

pathways, innerduct, boxes, faceplate adapters, enclosures, cabinets, and handholes 

serving communications systems. 

3. Section 16712 "Pathways for Electronic Safety and Security" for conduits, surface 

pathways, innerduct, boxes, and faceplate adapters serving electronic safety and security. 

1.3 DEFINITIONS 

A. ARC:  Aluminum rigid conduit. 

B. GRC:  Galvanized rigid steel conduit. 

C. IMC:  Intermediate metal conduit. 

1.4 ACTION SUBMITTALS 

A. Product Data:  For surface raceways, wireways and fittings, floor boxes, hinged-cover 

enclosures, and cabinets. 
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B. LEED Submittals: 

1. Product Data for Credit IEQ 4.1:  For solvent cements and adhesive primers, 

documentation including printed statement of VOC content. 

2. Laboratory Test Reports for Credit IEQ 4:  For solvent cements and adhesive primers, 

documentation indicating that products comply with the testing and product requirements 

of the California Department of Health Services' "Standard Practice for the Testing of 

Volatile Organic Emissions from Various Sources Using Small-Scale Environmental 

Chambers." 

C. Shop Drawings:  For custom enclosures and cabinets.  Include plans, elevations, sections, and 

attachment details. 

1.5 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings:  Conduit routing plans, drawn to scale, on which the following items 

are shown and coordinated with each other, using input from installers of items involved: 

1. Structural members in paths of conduit groups with common supports. 

2. HVAC and plumbing items and architectural features in paths of conduit groups with 

common supports. 

B. Qualification Data:  For professional engineer. 

C. Seismic Qualification Certificates:  For enclosures, cabinets, and conduit racks and their 

mounting provisions, including those for internal components, from manufacturer. 

1. Basis for Certification:  Indicate whether withstand certification is based on actual test of 

assembled components or on calculation. 

2. Dimensioned Outline Drawings of Equipment Unit:  Identify center of gravity and locate 

and describe mounting and anchorage provisions. 

3. Detailed description of equipment anchorage devices on which the certification is based 

and their installation requirements. 

4. Detailed description of conduit support devices and interconnections on which the 

certification is based and their installation requirements. 

D. Source quality-control reports. 

PART 2 - PRODUCTS 

2.1 METAL CONDUITS, TUBING, AND FITTINGS 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

1. AFC Cable Systems, Inc. 

2. Allied Tube & Conduit. 

3. Anamet Electrical, Inc. 

http://www.specagent.com/LookUp/?ulid=1747&mf=04&mf=95&src=wd&mf=95&src=wd
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4. Electri-Flex Company. 

5. O-Z/Gedney. 

6. Picoma Industries. 

7. Republic Conduit. 

8. Robroy Industries. 

9. Southwire Company. 

10. Thomas & Betts Corporation. 

11. Western Tube and Conduit Corporation. 

12. Wheatland Tube Company. 

B. Listing and Labeling:  Metal conduits, tubing, and fittings shall be listed and labeled as defined 

in NFPA 70, by a qualified testing agency, and marked for intended location and application. 

C. GRC:  Comply with ANSI C80.1 and UL 6. 

D. ARC:  Comply with ANSI C80.5 and UL 6A. 

E. IMC:  Comply with ANSI C80.6 and UL 1242. 

F. PVC-Coated Steel Conduit:  PVC-coated rigid steel conduit. 

1. Comply with NEMA RN 1. 

2. Coating Thickness:  0.040 inch, minimum. 

G. EMT:  Comply with ANSI C80.3 and UL 797. 

H. FMC:  Comply with UL 1; aluminum. 

I. LFMC:  Flexible steel conduit with PVC jacket and complying with UL 360. 

J. Fittings for Metal Conduit:  Comply with NEMA FB 1 and UL 514B. 

1. Conduit Fittings for Hazardous (Classified) Locations:  Comply with UL 886 and 

NFPA 70. 

2. Fittings for EMT: 

a. Material:  Steel. 

b. Type:  compression. 

3. Expansion Fittings:  PVC or steel to match conduit type, complying with UL 651, rated 

for environmental conditions where installed, and including flexible external bonding 

jumper. 

4. Coating for Fittings for PVC-Coated Conduit:  Minimum thickness of 0.040 inch, with 

overlapping sleeves protecting threaded joints. 

K. Joint Compound for IMC, GRC, or ARC:  Approved, as defined in NFPA 70, by authorities 

having jurisdiction for use in conduit assemblies, and compounded for use to lubricate and 

protect threaded conduit joints from corrosion and to enhance their conductivity. 
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2.2 NONMETALLIC CONDUITS, TUBING, AND FITTINGS 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

1. AFC Cable Systems, Inc. 

2. Anamet Electrical, Inc. 

3. Arnco Corporation. 

4. CANTEX Inc. 

5. CertainTeed Corporation. 

6. Condux International, Inc. 

7. Electri-Flex Company. 

8. Kraloy. 

9. Lamson & Sessions; Carlon Electrical Products. 

10. Niedax-Kleinhuis USA, Inc. 

11. RACO; Hubbell. 

12. Thomas & Betts Corporation. 

B. Listing and Labeling:  Nonmetallic conduits, tubing, and fittings shall be listed and labeled as 

defined in NFPA 70, by a qualified testing agency, and marked for intended location and 

application. 

C. ENT:  Comply with NEMA TC 13 and UL 1653. 

D. RNC: Type EPC-40-PVC, complying with NEMA TC 2 and UL 651 unless otherwise 

indicated. 

E. LFNC:  Comply with UL 1660. 

F. Rigid HDPE:  Comply with UL 651A. 

G. Continuous HDPE:  Comply with UL 651B. 

H. Coilable HDPE:  Preassembled with conductors or cables, and complying with ASTM D 3485. 

I. RTRC:  Comply with UL 1684A and NEMA TC 14. 

J. Fittings for ENT and RNC:  Comply with NEMA TC 3; match to conduit or tubing type and 

material. 

K. Fittings for LFNC:  Comply with UL 514B. 

L. Solvent cements and adhesive primers shall have a VOC content of 510 and 550 g/L or less, 

respectively, when calculated according to 40 CFR 59, Subpart D (EPA Method 24). 

M. Solvent cements and adhesive primers shall comply with the testing and product requirements 

of the California Department of Health Services' "Standard Practice for the Testing of Volatile 

Organic Emissions from Various Sources Using Small-Scale Environmental Chambers." 
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2.3 METAL WIREWAYS AND AUXILIARY GUTTERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

1. Cooper B-Line, Inc. 

2. Hoffman. 

3. Mono-Systems, Inc. 

4. Square D. 

B. Description:  Sheet metal, complying with UL 870 and NEMA 250, unless otherwise indicated, 

and sized according to NFPA 70. 

1. Metal wireways installed outdoors shall be listed and labeled as defined in NFPA 70, by a 

qualified testing agency, and marked for intended location and application. 

C. Fittings and Accessories:  Include covers, couplings, offsets, elbows, expansion joints, adapters, 

hold-down straps, end caps, and other fittings to match and mate with wireways as required for 

complete system. 

D. Wireway Covers:  Flanged-and-gasketed type unless otherwise indicated. 

E. Finish:  Manufacturer's standard enamel finish. 

2.4 NONMETALLIC WIREWAYS AND AUXILIARY GUTTERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

1. Allied Moulded Products, Inc. 

2. Hoffman. 

3. Lamson & Sessions; Carlon Electrical Products. 

4. Niedax-Kleinhuis USA, Inc. 

B. Listing and Labeling:  Nonmetallic wireways and auxiliary gutters shall be listed and labeled as 

defined in NFPA 70, by a qualified testing agency, and marked for intended location and 

application. 

C. Description:  Fiberglass polyester, extruded and fabricated to required size and shape, without 

holes or knockouts.  Cover shall be gasketed with oil-resistant gasket material and fastened with 

captive screws treated for corrosion resistance.  Connections shall be flanged and have stainless-

steel screws and oil-resistant gaskets. 

D. Description:  PVC, extruded and fabricated to required size and shape, and having snap-on 

cover, mechanically coupled connections, and plastic fasteners. 

E. Fittings and Accessories:  Couplings, offsets, elbows, expansion joints, adapters, hold-down 

straps, end caps, and other fittings shall match and mate with wireways as required for complete 

system. 
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F. Solvent cements and adhesive primers shall have a VOC content of 510 and 550 g/L or less, 

respectively, when calculated according to 40 CFR 59, Subpart D (EPA Method 24). 

G. Solvent cements and adhesive primers shall comply with the testing and product requirements 

of the California Department of Health Services' "Standard Practice for the Testing of Volatile 

Organic Emissions from Various Sources Using Small-Scale Environmental Chambers." 

2.5 SURFACE RACEWAYS 

A. Listing and Labeling:  Surface raceways and tele-power poles shall be listed and labeled as 

defined in NFPA 70, by a qualified testing agency, and marked for intended location and 

application. 

B. Surface Metal Raceways:  Galvanized steel with snap-on covers complying with UL 5.  

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 

offering products that may be incorporated into the Work include, but are not limited to, 

the following: 

a. Mono-Systems, Inc. 

b. Panduit Corp. 

c. Wiremold / Legrand. 

C. Surface Nonmetallic Raceways:  Two- or three-piece construction, complying with UL 5A, and 

manufactured of rigid PVC. Product shall comply with UL 94 V-0 requirements for self-

extinguishing characteristics. 

1. Manufacturers: Subject to compliance with requirements, provide products by the 

following: 

a. Hubbell Incorporated. 

b. Mono-Systems, Inc. 

c. Panduit Corp. 

d. Wiremold / Legrand. 

D. Tele-Power Poles: 

1. Manufacturers:  Subject to compliance with requirements, provide products by the 

following: 

a. Mono-Systems, Inc. 

b. Panduit Corp. 

c. Wiremold / Legrand. 

2. Material:  Aluminum with clear anodized finish. 

3. Fittings and Accessories:  Dividers, end caps, covers, cutouts, wiring harnesses, devices, 

mounting materials, and other fittings shall match and mate with tele-power pole as 

required for complete system. 
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2.6 BOXES, ENCLOSURES, AND CABINETS 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

1. Adalet. 

2. Cooper Technologies Company; Cooper Crouse-Hinds. 

3. EGS/Appleton Electric. 

4. Erickson Electrical Equipment Company. 

5. FSR Inc. 

6. Hoffman. 

7. Hubbell Incorporated. 

8. Kraloy. 

9. Milbank Manufacturing Co. 

10. Mono-Systems, Inc. 

11. O-Z/Gedney. 

12. RACO; Hubbell. 

13. Robroy Industries. 

14. Spring City Electrical Manufacturing Company. 

15. Stahlin Non-Metallic Enclosures. 

16. Thomas & Betts Corporation. 

17. Wiremold / Legrand. 

B. General Requirements for Boxes, Enclosures, and Cabinets:  Boxes, enclosures, and cabinets 

installed in wet locations shall be listed for use in wet locations. 

C. Sheet Metal Outlet and Device Boxes:  Comply with NEMA OS 1 and UL 514A. 

D. Cast-Metal Outlet and Device Boxes:  Comply with NEMA FB 1, Type FD, with gasketed 

cover. 

E. Nonmetallic Outlet and Device Boxes:  Comply with NEMA OS 2 and UL 514C. 

F. Metal Floor Boxes: 

1. Material:  sheet metal. 

2. Type:  Fully adjustable. 

3. Shape:  Rectangular. 

4. Listing and Labeling:  Metal floor boxes shall be listed and labeled as defined in 

NFPA 70, by a qualified testing agency, and marked for intended location and 

application. 

G. Nonmetallic Floor Boxes:  Nonadjustable. 

1. Listing and Labeling:  Nonmetallic floor boxes shall be listed and labeled as defined in 

NFPA 70, by a qualified testing agency, and marked for intended location and 

application. 

H. Luminaire Outlet Boxes:  Nonadjustable, designed for attachment of luminaire weighing 50 lb.  

Outlet boxes designed for attachment of luminaires weighing more than 50 lb shall be listed and 

marked for the maximum allowable weight. 
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I. Paddle Fan Outlet Boxes:  Nonadjustable, designed for attachment of paddle fan weighing 70 

lb. 

1. Listing and Labeling: Paddle fan outlet boxes shall be listed and labeled as defined in 

NFPA 70, by a qualified testing agency, and marked for intended location and 

application. 

J. Small Sheet Metal Pull and Junction Boxes:  NEMA OS 1. 

K. Cast-Metal Access, Pull, and Junction Boxes:  Comply with NEMA FB 1 and UL 1773, with 

gasketed cover. 

L. Box extensions used to accommodate new building finishes shall be of same material as 

recessed box. 

M. Device Box Dimensions:  4 inches square by 2-1/8 inches deep. 

N. Gangable boxes are allowed. 

O. Hinged-Cover Enclosures:  Comply with UL 50 and NEMA 250, with continuous-hinge cover 

with flush latch unless otherwise indicated. 

1. Metal Enclosures:  Steel, finished inside and out with manufacturer's standard enamel. 

2. Nonmetallic Enclosures:  Fiberglass. 

3. Interior Panels:  Steel; all sides finished with manufacturer's standard enamel. 

P. Cabinets: 

1. NEMA 250, galvanized-steel box with removable interior panel and removable front, 

finished inside and out with manufacturer's standard enamel. 

2. Hinged door in front cover with flush latch and concealed hinge. 

3. Key latch to match panelboards. 

4. Metal barriers to separate wiring of different systems and voltage. 

5. Accessory feet where required for freestanding equipment. 

6. Nonmetallic cabinets shall be listed and labeled as defined in NFPA 70, by a qualified 

testing agency, and marked for intended location and application. 

2.7 HANDHOLES AND BOXES FOR EXTERIOR UNDERGROUND WIRING 

A. General Requirements for Handholes and Boxes: 

1. Boxes and handholes for use in underground systems shall be designed and identified as 

defined in NFPA 70, for intended location and application. 

2. Boxes installed in wet areas shall be listed and labeled as defined in NFPA 70, by a 

qualified testing agency, and marked for intended location and application. 

B. Polymer-Concrete Handholes and Boxes with Polymer-Concrete Cover:  Molded of sand and 

aggregate, bound together with polymer resin, and reinforced with steel, fiberglass, or a 

combination of the two. 
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1. Manufacturers:  Subject to compliance with requirements, provide products by the 

following: 

2.  Basis-of-Design Product:  Subject to compliance with requirements, provide product by 

one of the following: 

a. Armorcast Products Company. 

b. Carson Industries LLC. 

c. NewBasis. 

d. Oldcastle Precast, Inc. 

e. Quazite: Hubbell Power System, Inc. 

f. Synertech Moulded Products. 

3. Standard:  Comply with SCTE 77. 

4. Configuration:  Designed for flush burial unless otherwise indicated. 

5. Cover:  Weatherproof, secured by tamper-resistant locking devices and having structural 

load rating consistent with enclosure and handhole location. 

6. Cover Finish:  Nonskid finish shall have a minimum coefficient of friction of 0.50. 

7. Cover Legend:  Molded lettering, "COMMUNICATIONS." 

8. Conduit Entrance Provisions:  Conduit-terminating fittings shall mate with entering ducts 

for secure, fixed installation in enclosure wall. 

9. Handholes 12 Inches Wide by 24 Inches Long and Larger:  Have inserts for cable racks 

and pulling-in irons installed before concrete is poured. 

C. Fiberglass Handholes and Boxes:  Molded of fiberglass-reinforced polyester resin, with frame 

and covers of polymer concrete. 

1. Manufacturers:  Subject to compliance with requirements, provide products by the 

following: 

2. Basis-of-Design Product:  Subject to compliance with requirements, provide product by 

one of the following: 

a. Armorcast Products Company. 

b. Carson Industries LLC. 

c. NewBasis. 

d. Nordic Fiberglass, Inc. 

e. Oldcastle Precast, Inc; Christy Concrete Products. 

f. Quazite: Hubbell Power System, Inc; Hubbell Power Systems. 

g. Synertech Moulded Products. 

3. Standard:  Comply with SCTE 77. 

4. Color of Frame and Cover:  Gray. 

5. Configuration:  Designed for flush burial unless otherwise indicated. 

6. Cover:  Weatherproof, secured by tamper-resistant locking devices and having structural 

load rating consistent with enclosure and handhole location. 

7. Cover Finish:  Nonskid finish shall have a minimum coefficient of friction of 0.50. 

8. Cover Legend:  Molded lettering, "COMMUNICATIONS." 

9. Conduit Entrance Provisions:  Conduit-terminating fittings shall mate with entering ducts 

for secure, fixed installation in enclosure wall. 

10. Handholes 12 Inches Wide by 24 Inches Long and Larger:  Have inserts for cable racks 

and pulling-in irons installed before concrete is poured. 
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2.8 SOURCE QUALITY CONTROL FOR UNDERGROUND ENCLOSURES 

A. Handhole and Pull-Box Prototype Test:  Test prototypes of handholes and boxes for compliance 

with SCTE 77.  Strength tests shall be for specified tier ratings of products supplied. 

1. Tests of materials shall be performed by an independent testing agency. 

2. Strength tests of complete boxes and covers shall be by either an independent testing 

agency or manufacturer.  A qualified registered professional engineer shall certify tests 

by manufacturer. 

3. Testing machine pressure gages shall have current calibration certification complying 

with ISO 9000 and ISO 10012 and traceable to NIST standards. 

PART 3 - EXECUTION 

3.1 RACEWAY APPLICATION 

A. Outdoors:  Apply raceway products as specified below unless otherwise indicated: 

1. Exposed Conduit:  GRC. 

2. Concealed Conduit, Aboveground:  GRC, IMC, or EMT. 

3. Underground Conduit:  RNC, Type EPC-40-PVC, Type EPC-80-PVC, or concrete 

encased. 

4. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, 

Electric Solenoid, or Motor-Driven Equipment):  LFMC 

5. Boxes and Enclosures, Aboveground:  NEMA 250, Type 3R. 

B. Indoors:  Apply raceway products as specified below unless otherwise indicated: 

1. Exposed, Not Subject to Physical Damage:  EMT. 

2. Exposed, Not Subject to Severe Physical Damage:  EMT. 

3. Exposed and Subject to Severe Physical Damage:  GRC IMC.  Raceway locations 

include the following: 

a. Loading dock. 

b. Corridors used for traffic of mechanized carts, forklifts, and pallet-handling units. 

c. Mechanical rooms. 

d. Gymnasiums. 

4. Concealed in Ceilings and Interior Walls and Partitions:  EMT. 

5. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, 

Electric Solenoid, or Motor-Driven Equipment):  FMC, except use LFMC in damp or wet 

locations. 

6. Damp or Wet Locations:  GRC. 

7. Boxes and Enclosures:  NEMA 250, Type 1, except use NEMA 250, Type 4 in 

institutional and commercial kitchens and damp or wet locations. 

C. Minimum Raceway Size:  3/4-inch trade size. 
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D. Raceway Fittings:  Compatible with raceways and suitable for use and location. 

1. Rigid and Intermediate Steel Conduit:  Use threaded rigid steel conduit fittings unless 

otherwise indicated.  Comply with NEMA FB 2.10. 

2. PVC Externally Coated, Rigid Steel Conduits:  Use only fittings listed for use with this 

type of conduit.  Patch and seal all joints, nicks, and scrapes in PVC coating after 

installing conduits and fittings.  Use sealant recommended by fitting manufacturer and 

apply in thickness and number of coats recommended by manufacturer. 

3. EMT:  Use compression, steel fittings.  Comply with NEMA FB 2.10. 

4. Flexible Conduit:  Use only fittings listed for use with flexible conduit.  Comply with 

NEMA FB 2.20. 

E. Install nonferrous conduit or tubing for circuits operating above 60 Hz.  Where aluminum 

raceways are installed for such circuits and pass through concrete, install in nonmetallic sleeve. 

F. Do not install aluminum conduits, boxes, or fittings in contact with concrete or earth. 

G. Install surface raceways only where indicated on Drawings. 

H. Do not install nonmetallic conduit where ambient temperature exceeds 120 deg F. 

3.2 INSTALLATION 

A. Comply with NECA 1 and NECA 101 for installation requirements except where requirements 

on Drawings or in this article are stricter.  Comply with NECA 102 for aluminum conduits.  

Comply with NFPA 70 limitations for types of raceways allowed in specific occupancies and 

number of floors. 

B. Keep raceways at least 6 inches away from parallel runs of flues and steam or hot-water pipes.  

Install horizontal raceway runs above water and steam piping. 

C. Complete raceway installation before starting conductor installation. 

D. Comply with requirements in Section 16073 "Hangers and Supports for Electrical Systems" for 

hangers and supports. 

E. Arrange stub-ups so curved portions of bends are not visible above finished slab. 

F. Install no more than the equivalent of three 90-degree bends in any conduit run except for 

control wiring conduits, for which fewer bends are allowed.  Support within 12 inches of 

changes in direction. 

G. Conceal conduit and EMT within finished walls, ceilings, and floors unless otherwise indicated.  

Install conduits parallel or perpendicular to building lines. 

H. Support conduit within 12 inches of enclosures to which attached. 

I. Raceways Embedded in Slabs: 
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1. Run conduit larger than 1-inch trade size, parallel or at right angles to main 

reinforcement.  Where at right angles to reinforcement, place conduit close to slab 

support.  Secure raceways to reinforcement at maximum 10-foot intervals. 

2. Arrange raceways to cross building expansion joints at right angles with expansion 

fittings. 

3. Arrange raceways to keep a minimum of 3 inches  of concrete cover in all directions. 

4. Do not embed threadless fittings in concrete unless specifically approved by Architect for 

each specific location. 

5. Change from ENT to GRC before rising above floor. 

J. Stub-ups to Above Recessed Ceilings: 

1. Use EMT, IMC, or RMC for raceways. 

2. Use a conduit bushing or insulated fitting to terminate stub-ups not terminated in hubs or 

in an enclosure. 

K. Threaded Conduit Joints, Exposed to Wet, Damp, Corrosive, or Outdoor Conditions:  Apply 

listed compound to threads of raceway and fittings before making up joints.  Follow compound 

manufacturer's written instructions. 

L. Coat field-cut threads on PVC-coated raceway with a corrosion-preventing conductive 

compound prior to assembly. 

M. Raceway Terminations at Locations Subject to Moisture or Vibration:  Use insulating bushings 

to protect conductors including conductors smaller than No. 4 AWG. 

N. Terminate threaded conduits into threaded hubs or with locknuts on inside and outside of boxes 

or cabinets.  Install bushings on conduits up to 1-1/4-inch trade size and insulated throat metal 

bushings on 1-1/2-inch trade size and larger conduits terminated with locknuts.  Install insulated 

throat metal grounding bushings on service conduits. 

O. Install raceways square to the enclosure and terminate at enclosures with locknuts.  Install 

locknuts hand tight plus 1/4 turn more. 

P. Do not rely on locknuts to penetrate nonconductive coatings on enclosures.  Remove coatings in 

the locknut area prior to assembling conduit to enclosure to assure a continuous ground path. 

Q. Cut conduit perpendicular to the length.  For conduits 2-inch trade size and larger, use roll cutter 

or a guide to make cut straight and perpendicular to the length. 

R. Install pull wires in empty raceways.  Use polypropylene or monofilament plastic line with not 

less than 200-lb tensile strength.  Leave at least 12 inches of slack at each end of pull wire.  Cap 

underground raceways designated as spare above grade alongside raceways in use. 

S. Surface Raceways: 

1. Install surface raceway with a minimum 2-inch radius control at bend points. 

2. Secure surface raceway with screws or other anchor-type devices at intervals not 

exceeding 48 inches and with no less than two supports per straight raceway section.  
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Support surface raceway according to manufacturer's written instructions.  Tape and glue 

are not acceptable support methods. 

T. Install raceway sealing fittings at accessible locations according to NFPA 70 and fill them with 

listed sealing compound.  For concealed raceways, install each fitting in a flush steel box with a 

blank cover plate having a finish similar to that of adjacent plates or surfaces.  Install raceway 

sealing fittings according to NFPA 70. 

U. Install devices to seal raceway interiors at accessible locations.  Locate seals so no fittings or 

boxes are between the seal and the following changes of environments.  Seal the interior of all 

raceways at the following points: 

1. Where conduits pass from warm to cold locations, such as boundaries of refrigerated 

spaces. 

2. Where an underground service raceway enters a building or structure. 

3. Where otherwise required by NFPA 70. 

V. Comply with manufacturer's written instructions for solvent welding RNC and fittings. 

W. Expansion-Joint Fittings: 

1. Install in each run of aboveground RNC that is located where environmental temperature 

change may exceed 30 deg F and that has straight-run length that exceeds 25 feet. Install 

in each run of aboveground RMC conduit that is located where environmental 

temperature change may exceed 100 deg F and that has straight-run length that exceeds 

100 feet. 

2. Install type and quantity of fittings that accommodate temperature change listed for each 

of the following locations: 

a. Outdoor Locations Not Exposed to Direct Sunlight:  125 deg F temperature 

change. 

b. Outdoor Locations Exposed to Direct Sunlight:  155 deg F temperature change. 

c. Indoor Spaces Connected with Outdoors without Physical Separation:  125 deg F 

temperature change. 

d. Attics:  135 deg F temperature change. 

3. Install fitting(s) that provide expansion and contraction for at least 0.00041 inch per foot 

of length of straight run per deg F of temperature change for PVC conduits.  Install 

fitting(s) that provide expansion and contraction for at least 0.000078 inch per foot of 

length of straight run per deg F of temperature change for metal conduits. 

4. Install expansion fittings at all locations where conduits cross building or structure 

expansion joints. 

5. Install each expansion-joint fitting with position, mounting, and piston setting selected 

according to manufacturer's written instructions for conditions at specific location at time 

of installation.  Install conduit supports to allow for expansion movement. 

X. Flexible Conduit Connections:  Comply with NEMA RV 3.  Use a maximum of 72 inches of 

flexible conduit for equipment subject to vibration, noise transmission, or movement; and for 

transformers and motors. 
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1. Use LFMC in damp or wet locations subject to severe physical damage. 

2. Use LFMC or LFNC in damp or wet locations not subject to severe physical damage. 

Y. Mount boxes at heights indicated on Drawings.  If mounting heights of boxes are not 

individually indicated, give priority to ADA requirements. 

Z. Recessed Boxes in Masonry Walls:  Saw-cut opening for box in center of cell of masonry block, 

and install box flush with surface of wall.  Prepare block surfaces to provide a flat surface for a 

raintight connection between box and cover plate or supported equipment and box. 

AA. Horizontally separate boxes mounted on opposite sides of walls so they are not in the same 

vertical channel. 

BB. Locate boxes so that cover or plate will not span different building finishes. 

CC. Support boxes of three gangs or more from more than one side by spanning two framing 

members or mounting on brackets specifically designed for the purpose. 

DD. Fasten junction and pull boxes to or support from building structure.  Do not support boxes by 

conduits. 

EE. Set metal floor boxes level and flush with finished floor surface. 

FF. Set nonmetallic floor boxes level.  Trim after installation to fit flush with finished floor surface. 

3.3 INSTALLATION OF UNDERGROUND CONDUIT 

A. Direct-Buried Conduit: 

1. Excavate trench bottom to provide firm and uniform support for conduit.  Prepare trench 

bottom as specified in Section 02300 "Earthwork" for pipe less than 6 inches in nominal 

diameter. 

2. Install backfill as specified in Section 02300 "Earthwork." 

3. After installing conduit, backfill and compact.  Start at tie-in point, and work toward end 

of conduit run, leaving conduit at end of run free to move with expansion and contraction 

as temperature changes during this process.  Firmly hand tamp backfill around conduit to 

provide maximum supporting strength.  After placing controlled backfill to within 12 

inches of finished grade, make final conduit connection at end of run and complete 

backfilling with normal compaction as specified in Section 02300 "Earthwork." 

4. Install manufactured duct elbows for stub-ups at poles and equipment and at building 

entrances through floor unless otherwise indicated.  Encase elbows for stub-up ducts 

throughout length of elbow. 

5. Install manufactured rigid steel conduit elbows for stub-ups at poles and equipment and 

at building entrances through floor. 

a. Couple steel conduits to ducts with adapters designed for this purpose, and encase 

coupling with 3 inches of concrete for a minimum of 12 inches on each side of the 

coupling. 
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b. For stub-ups at equipment mounted on outdoor concrete bases and where conduits 

penetrate building foundations, extend steel conduit horizontally a minimum of 

60 inches from edge of foundation or equipment base.  Install insulated grounding 

bushings on terminations at equipment. 

6. Warning Planks:  Bury warning planks approximately 12 inches above direct-buried 

conduits but a minimum of 6 inches below grade.  Align planks along centerline of 

conduit. 

7. Underground Warning Tape:  Comply with requirements in Section 16075 "Electrical 

Identification." 

3.4 INSTALLATION OF UNDERGROUND HANDHOLES AND BOXES 

A. Install handholes and boxes level and plumb and with orientation and depth coordinated with 

connecting conduits to minimize bends and deflections required for proper entrances. 

B. Unless otherwise indicated, support units on a level bed of crushed stone or gravel, graded from 

1/2-inch sieve to No. 4 sieve and compacted to same density as adjacent undisturbed earth. 

C. Elevation:  In paved areas, set so cover surface will be flush with finished grade.  Set covers of 

other enclosures 1 inch above finished grade. 

D. Install handholes with bottom below frost line, below grade. 

E. Install removable hardware, including pulling eyes, cable stanchions, cable arms, and insulators, 

as required for installation and support of cables and conductors and as indicated.  Select arm 

lengths to be long enough to provide spare space for future cables but short enough to preserve 

adequate working clearances in enclosure. 

F. Field-cut openings for conduits according to enclosure manufacturer's written instructions.  Cut 

wall of enclosure with a tool designed for material to be cut.  Size holes for terminating fittings 

to be used, and seal around penetrations after fittings are installed. 

3.5 SLEEVE AND SLEEVE-SEAL INSTALLATION FOR ELECTRICAL PENETRATIONS 

A. Install sleeves and sleeve seals at penetrations of exterior floor and wall assemblies.  Comply 

with requirements in Section 16091 "Sleeves and Sleeve Seals for Electrical Raceways and 

Cabling." 

3.6 FIRESTOPPING 

A. Install firestopping at penetrations of fire-rated floor and wall assemblies.  Comply with 

requirements in Section 07841 "Through-Penetration Firestop Systems." 
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3.7 PROTECTION 

A. Protect coatings, finishes, and cabinets from damage and deterioration. 

1. Repair damage to galvanized finishes with zinc-rich paint recommended by 

manufacturer. 

2. Repair damage to PVC coatings or paint finishes with matching touchup coating 

recommended by manufacturer. 

END OF SECTION 260533 
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SECTION 260544 - SLEEVES AND SLEEVE SEALS FOR ELECTRICAL RACEWAYS AND 

CABLING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Sleeves for raceway and cable penetration of non-fire-rated construction walls and floors. 

2. Sleeve-seal systems. 

3. Sleeve-seal fittings. 

4. Grout. 

5. Silicone sealants. 

B. Related Requirements: 

1. Section 07841 "Through-Penetration Firestop Systems" for penetration firestopping 

installed in fire-resistance-rated walls, horizontal assemblies, and smoke barriers, with 

and without penetrating items. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of product. 

B. LEED Submittals: 

1. Product Data for Credit EQ 4.1:  For sealants, documentation including printed statement 

of VOC content. 

2. Laboratory Test Reports for Credit EQ 4:  For sealants, documentation indicating that 

products comply with the testing and product requirements of the California Department 

of Health Services' "Standard Practice for the Testing of Volatile Organic Emissions from 

Various Sources Using Small-Scale Environmental Chambers." 
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PART 2 - PRODUCTS 

2.1 SLEEVES 

A. Wall Sleeves: 

1. Steel Pipe Sleeves:  ASTM A 53/A 53M, Type E, Grade B, Schedule 40, zinc coated, 

plain ends. 

2. Cast-Iron Pipe Sleeves:  Cast or fabricated "wall pipe," equivalent to ductile-iron pressure 

pipe, with plain ends and integral waterstop unless otherwise indicated. 

B. Sleeves for Conduits Penetrating Non-Fire-Rated Gypsum Board Assemblies:  Galvanized-steel 

sheet; 0.0239-inch minimum thickness; round tube closed with welded longitudinal joint, with 

tabs for screw-fastening the sleeve to the board. 

C. PVC-Pipe Sleeves:  ASTM D 1785, Schedule 40. 

D. Molded-PVC Sleeves:  With nailing flange for attaching to wooden forms. 

E. Molded-PE or -PP Sleeves:  Removable, tapered-cup shaped, and smooth outer surface with 

nailing flange for attaching to wooden forms. 

F. Sleeves for Rectangular Openings: 

1. Material:  Galvanized sheet steel. 

2. Minimum Metal Thickness: 

a. For sleeve cross-section rectangle perimeter less than 50 inches and with no side 

larger than 16 inches, thickness shall be 0.052 inch. 

b. For sleeve cross-section rectangle perimeter 50 inches or more and one or more 

sides larger than 16 inches, thickness shall be 0.138 inch. 

2.2 SLEEVE-SEAL SYSTEMS 

A. Description:  Modular sealing device, designed for field assembly, to fill annular space between 

sleeve and raceway or cable. 

1. Manufacturers:  Subject to compliance with requirements, provide products by the 

following: 

2. Basis-of-Design Product: Subject to compliance with requirements, provide by one of the 

following: 

a. Advance Products & Systems, Inc. 

b. CALPICO, Inc. 

c. Metraflex Company (The). 

d. Pipeline Seal and Insulator, Inc. 

e. Proco Products, Inc. 

http://www.specagent.com/LookUp/?ulid=1890&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456803016&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456803017&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456803018&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456803019&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456803020&mf=95&src=wd
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3. Sealing Elements:  EPDM rubber interlocking links shaped to fit surface of pipe.  Include 

type and number required for pipe material and size of pipe. 

4. Pressure Plates:  Stainless steel. 

5. Connecting Bolts and Nuts:  Stainless steel of length required to secure pressure plates to 

sealing elements. 

2.3 SLEEVE-SEAL FITTINGS 

A. Description:  Manufactured plastic, sleeve-type, waterstop assembly made for embedding in 

concrete slab or wall.  Unit shall have plastic or rubber waterstop collar with center opening to 

match piping OD. 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 

offering products that may be incorporated into the Work include, but are not limited to, 

the following: 

2. Basis-of-Design Product:  Subject to compliance with requirements, provide product by 

one of the following: 

a. Presealed Systems. 

2.4 GROUT 

A. Description:  Nonshrink; recommended for interior and exterior sealing openings in non-fire-

rated walls or floors. 

B. Standard:  ASTM C 1107/C 1107M, Grade B, post-hardening and volume-adjusting, dry, 

hydraulic-cement grout. 

C. Design Mix:  5000-psi, 28-day compressive strength. 

D. Packaging:  Premixed and factory packaged. 

2.5 SILICONE SEALANTS 

A. Silicone Sealants:  Single-component, silicone-based, neutral-curing elastomeric sealants of 

grade indicated below. 

1. Grade:  Pourable (self-leveling) formulation for openings in floors and other horizontal 

surfaces that are not fire rated. 

2. Sealant shall have VOC content of 250 g/L or less when calculated according to 

40 CFR 59, Subpart D (EPA Method 24). 

3. Sealant shall comply with the testing and product requirements of the California 

Department of Health Services' "Standard Practice for the Testing of Volatile Organic 

Emissions from Various Sources Using Small-Scale Environmental Chambers." 

B. Silicone Foams:  Multicomponent, silicone-based liquid elastomers that, when mixed, expand 

and cure in place to produce a flexible, nonshrinking foam. 

http://www.specagent.com/LookUp/?ulid=1893&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456803021&mf=95&src=wd
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PART 3 - EXECUTION 

3.1 SLEEVE INSTALLATION FOR NON-FIRE-RATED ELECTRICAL PENETRATIONS 

A. Comply with NECA 1. 

B. Comply with NEMA VE 2 for cable tray and cable penetrations. 

C. Sleeves for Conduits Penetrating Above-Grade Non-Fire-Rated Concrete and Masonry-Unit 

Floors and Walls: 

1. Interior Penetrations of Non-Fire-Rated Walls and Floors: 

a. Seal annular space between sleeve and raceway or cable, using joint sealant 

appropriate for size, depth, and location of joint.  Comply with requirements in 

Section 07920 "Joint Sealants." 

b. Seal space outside of sleeves with mortar or grout.  Pack sealing material solidly 

between sleeve and wall so no voids remain.  Tool exposed surfaces smooth; 

protect material while curing. 

2. Use pipe sleeves unless penetration arrangement requires rectangular sleeved opening. 

3. Size pipe sleeves to provide 1/4-inch annular clear space between sleeve and raceway or 

cable. 

4. Install sleeves for wall penetrations unless core-drilled holes or formed openings are 

used.  Install sleeves during erection of walls.  Cut sleeves to length for mounting flush 

with both surfaces of walls.  Deburr after cutting. 

5. Install sleeves for floor penetrations.  Extend sleeves installed in floors 2 inches above 

finished floor level.  Install sleeves during erection of floors. 

D. Sleeves for Conduits Penetrating Non-Fire-Rated Gypsum Board Assemblies: 

1. Use circular metal sleeves unless penetration arrangement requires rectangular sleeved 

opening. 

2. Seal space outside of sleeves with approved joint compound for gypsum board 

assemblies. 

E. Roof-Penetration Sleeves:  Seal penetration of individual raceways and cables with flexible 

boot-type flashing units applied in coordination with roofing work. 

F. Aboveground, Exterior-Wall Penetrations:  Seal penetrations using steel pipe sleeves and 

mechanical sleeve seals.  Select sleeve size to allow for 1-inch annular clear space between pipe 

and sleeve for installing mechanical sleeve seals. 

G. Underground, Exterior-Wall and Floor Penetrations:  Install cast-iron pipe sleeves.  Size sleeves 

to allow for 1-inch annular clear space between raceway or cable and sleeve for installing 

sleeve-seal system. 
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3.2 SLEEVE-SEAL-SYSTEM INSTALLATION 

A. Install sleeve-seal systems in sleeves in exterior concrete walls and slabs-on-grade at raceway 

entries into building. 

B. Install type and number of sealing elements recommended by manufacturer for raceway or 

cable material and size.  Position raceway or cable in center of sleeve.  Assemble mechanical 

sleeve seals and install in annular space between raceway or cable and sleeve.  Tighten bolts 

against pressure plates that cause sealing elements to expand and make watertight seal. 

3.3 SLEEVE-SEAL-FITTING INSTALLATION 

A. Install sleeve-seal fittings in new walls and slabs as they are constructed. 

B. Assemble fitting components of length to be flush with both surfaces of concrete slabs and 

walls.  Position waterstop flange to be centered in concrete slab or wall. 

C. Secure nailing flanges to concrete forms. 

D. Using grout, seal the space around outside of sleeve-seal fittings. 

END OF SECTION 260544 
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SECTION 260553 - ELECTRICAL IDENTIFICATION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Identification for raceways. 

2. Identification of power and control cables. 

3. Identification for conductors. 

4. Underground-line warning tape. 

5. Warning labels and signs. 

6. Instruction signs. 

7. Equipment identification labels. 

8. Miscellaneous identification products. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each electrical identification product indicated. 

B. Samples:  For each type of label and sign to illustrate size, colors, lettering style, mounting 

provisions, and graphic features of identification products. 

C. Identification Schedule:  An index of nomenclature of electrical equipment and system 

components used in identification signs and labels. 

1.4 QUALITY ASSURANCE 

A. Comply with ANSI A13.1. 

B. Comply with NFPA 70. 

C. Comply with 29 CFR 1910.144 and 29 CFR 1910.145. 

D. Comply with ANSI Z535.4 for safety signs and labels. 

E. Adhesive-attached labeling materials, including label stocks, laminating adhesives, and inks 

used by label printers, shall comply with UL 969. 
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1.5 COORDINATION 

A. Coordinate identification names, abbreviations, colors, and other features with requirements in 

other Sections requiring identification applications, Drawings, Shop Drawings, manufacturer's 

wiring diagrams, and the Operation and Maintenance Manual; and with those required by codes, 

standards, and 29 CFR 1910.145.  Use consistent designations throughout Project. 

B. Coordinate installation of identifying devices with completion of covering and painting of 

surfaces where devices are to be applied. 

C. Coordinate installation of identifying devices with location of access panels and doors. 

D. Install identifying devices before installing acoustical ceilings and similar concealment. 

PART 2 - PRODUCTS 

2.1 POWER AND CONTROL RACEWAY IDENTIFICATION MATERIALS 

A. Comply with ANSI A13.1 for minimum size of letters for legend and for minimum length of 

color field for each raceway size. 

B. Colors for Raceways Carrying Circuits at 600 V or Less: 

1. Black letters on an orange field. 

2. Legend:  Indicate voltage. 

C. Colors for Raceways Carrying Circuits at More Than 600 V: 

1. Black letters on an orange field. 

2. Legend:  "DANGER CONCEALED HIGH VOLTAGE WIRING." 

D. Vinyl Labels for Raceways Carrying Circuits at 600 V or Less:  Preprinted, flexible label 

laminated with a clear, weather- and chemical-resistant coating and matching wraparound clear 

adhesive tape for securing ends of legend label. 

E. Snap-Around Labels for Raceways Carrying Circuits at 600 V or Less:  Slit, pretensioned, 

flexible, preprinted, color-coded acrylic sleeve, with diameter sized to suit diameter of raceway 

or cable it identifies and to stay in place by gripping action. 

F. Snap-Around, Color-Coding Bands for Raceways Carrying Circuits at 600 V or Less:  Slit, 

pretensioned, flexible, solid-colored acrylic sleeve, 2 inches long, with diameter sized to suit 

diameter of raceway or cable it identifies and to stay in place by gripping action. 

G. Tape and Stencil for Raceways Carrying Circuits More Than 600 V:  4-inch- wide black stripes 

on 10-inch centers diagonally over orange background that extends full length of raceway or 

duct and is 12 inches wide.  Stop stripes at legends. 
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H. Metal Tags:  Brass or aluminum, 2 by 2 by 0.05 inch with stamped legend, punched for use with 

self-locking cable tie fastener. 

I. Write-On Tags:  Polyester tag, 0.015 inch thick, with corrosion-resistant grommet and cable tie 

for attachment to conductor or cable. 

1. Marker for Tags:  Permanent, waterproof, black ink marker recommended by tag 

manufacturer. 

2. Marker for Tags:  Machine-printed, permanent, waterproof, black ink marker 

recommended by printer manufacturer. 

2.2 ARMORED AND METAL-CLAD CABLE IDENTIFICATION MATERIALS 

A. Comply with ANSI A13.1 for minimum size of letters for legend and for minimum length of 

color field for each cable size. 

B. Colors for Cables Carrying Circuits at 600 V and Less: 

1. Black letters on an orange field. 

2. Legend:  Indicate voltage and system or service type. 

C. Colors for Cables Carrying Circuits at More Than 600 V: 

1. Black letters on an orange field. 

2. Legend:  "DANGER HIGH VOLTAGE WIRING." 

D. Vinyl Labels:  Preprinted, flexible label laminated with a clear, weather- and chemical-resistant 

coating and matching wraparound clear adhesive tape for securing ends of legend label. 

E. Self-Adhesive Vinyl Tape:  Colored, heavy duty, waterproof, fade resistant; 2 inches wide; 

compounded for outdoor use. 

F. Heat-Shrink Preprinted Tubes:  Flame-retardant polyolefin tube with machine-printed 

identification label.  Sized to suit diameter of and shrinks to fit firmly around cable it identifies.  

Full shrink recovery at a maximum of 200 deg F. Comply with UL 224. 

2.3 POWER AND CONTROL CABLE IDENTIFICATION MATERIALS 

A. Comply with ANSI A13.1 for minimum size of letters for legend and for minimum length of 

color field for each cable size. 

B. Vinyl Labels:  Preprinted, flexible label laminated with a clear, weather- and chemical-resistant 

coating and matching wraparound clear adhesive tape for securing ends of legend label. 

C. Self-Adhesive, Self-Laminating Polyester Labels:  Preprinted, 3-mil- thick flexible label with 

acrylic pressure-sensitive adhesive that provides a clear, weather- and chemical-resistant, self-

laminating, protective shield over the legend.  Labels sized to fit the cable diameter such that the 

clear shield overlaps the entire printed legend. 
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D. Heat-Shrink Preprinted Tubes:  Flame-retardant polyolefin tube with machine-printed 

identification label.  Sized to suit diameter of and shrinks to fit firmly around cable it identifies.  

Full shrink recovery at a maximum of 200 deg F. Comply with UL 224. 

E. Metal Tags:  Brass or aluminum, 2 by 2 by 0.05 inch, with stamped legend, punched for use 

with self-locking cable tie fastener. 

F. Write-On Tags:  Polyester tag, 0.015 inch thick, with corrosion-resistant grommet and cable tie 

for attachment to conductor or cable. 

1. Marker for Tags:  Permanent, waterproof, black ink marker recommended by tag 

manufacturer. 

2. Marker for Tags:  Machine-printed, permanent, waterproof, black ink marker 

recommended by printer manufacturer. 

G. Snap-Around Labels:  Slit, pretensioned, flexible, preprinted, color-coded acrylic sleeve, with 

diameter sized to suit diameter of cable it identifies and to stay in place by gripping action. 

H. Snap-Around, Color-Coding Bands:  Slit, pretensioned, flexible, solid-colored acrylic sleeve, 2 

inches long, with diameter sized to suit diameter of cable it identifies and to stay in place by 

gripping action. 

2.4 CONDUCTOR IDENTIFICATION MATERIALS 

A. Color-Coding Conductor Tape:  Colored, self-adhesive vinyl tape not less than 3 mils  thick by 

1 to 2 inches wide. 

B. Self-Adhesive, Self-Laminating Polyester Labels:  Preprinted, 3-mil- thick flexible label with 

acrylic pressure-sensitive adhesive that provides a clear, weather- and chemical-resistant, self-

laminating, protective shield over the legend.  Labels sized to fit the conductor diameter such 

that the clear shield overlaps the entire printed legend. 

C. Snap-Around Labels:  Slit, pretensioned, flexible, preprinted, color-coded acrylic sleeve, with 

diameter sized to suit diameter of conductor it identifies and to stay in place by gripping action. 

D. Snap-Around, Color-Coding Bands:  Slit, pretensioned, flexible, solid-colored acrylic sleeve 

with diameter sized to suit diameter of conductor it identifies and to stay in place by gripping 

action. 

E. Heat-Shrink Preprinted Tubes:  Flame-retardant polyolefin tube with machine-printed 

identification label.  Sized to suit diameter of and shrinks to fit firmly around conductor it 

identifies.  Full shrink recovery at a maximum of 200 deg F. Comply with UL 224. 

F. Marker Tapes:  Vinyl or vinyl-cloth, self-adhesive wraparound type, with circuit identification 

legend machine printed by thermal transfer or equivalent process. 

G. Write-On Tags:  Polyester tag, 0.015 inch thick, with corrosion-resistant grommet and cable tie 

for attachment to conductor or cable. 
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1. Marker for Tags:  Permanent, waterproof, black ink marker recommended by tag 

manufacturer. 

2. Labels for Tags:  Self-adhesive label, machine-printed with permanent, waterproof, black 

ink recommended by printer manufacturer, sized for attachment to tag. 

2.5 FLOOR MARKING TAPE 

A. 2-inch- wide, 5-mil pressure-sensitive vinyl tape, with yellow and black stripes and clear vinyl 

overlay. 

2.6 UNDERGROUND-LINE WARNING TAPE 

A. Tape: 

1. Recommended by manufacturer for the method of installation and suitable to identify and 

locate underground electrical and communications utility lines. 

2. Printing on tape shall be permanent and shall not be damaged by burial operations. 

3. Tape material and ink shall be chemically inert, and not subject to degrading when 

exposed to acids, alkalis, and other destructive substances commonly found in soils. 

B. Color and Printing: 

1. Comply with ANSI Z535.1 through ANSI Z535.5. 

2. Inscriptions for Red-Colored Tapes:  ELECTRIC LINE, HIGH VOLTAGE. 

3. Inscriptions for Orange-Colored Tapes:  TELEPHONE CABLE, CATV CABLE, 

COMMUNICATIONS CABLE, OPTICAL FIBER CABLE. 

C. Tag: 

1. Detectable three-layer laminate, consisting of a printed pigmented polyolefin film, a solid 

aluminum-foil core, and a clear protective film that allows inspection of the continuity of 

the conductive core, bright-colored, continuous-printed on one side with the inscription 

of the utility, compounded for direct-burial service. 

2. Overall Thickness:  5 mils. 

3. Foil Core Thickness:  0.35 mil. 

4. Weight:  28 lb/1000 sq. ft. 

5. 3-Inch Tensile According to ASTM D 882:  70 lbf and 4600 psi  

2.7 WARNING LABELS AND SIGNS 

A. Comply with NFPA 70 and 29 CFR 1910.145. 

B. Self-Adhesive Warning Labels:  Factory-printed, multicolor, pressure-sensitive adhesive labels, 

configured for display on front cover, door, or other access to equipment unless otherwise 

indicated. 

C. Baked-Enamel Warning Signs: 
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1. Preprinted aluminum signs, punched or drilled for fasteners, with colors, legend, and size 

required for application. 

2. 1/4-inch grommets in corners for mounting. 

3. Nominal size, 7 by 10 inches. 

D. Metal-Backed, Butyrate Warning Signs: 

1. Weather-resistant, nonfading, preprinted, cellulose-acetate butyrate signs with 0.0396-

inch galvanized-steel backing; and with colors, legend, and size required for application. 

2. 1/4-inch grommets in corners for mounting. 

3. Nominal size, 10 by 14 inches. 

E. Warning label and sign shall include, but are not limited to, the following legends: 

1. Multiple Power Source Warning:  "DANGER - ELECTRICAL SHOCK HAZARD - 

EQUIPMENT HAS MULTIPLE POWER SOURCES." 

2. Workspace Clearance Warning:  "WARNING - OSHA REGULATION - AREA IN 

FRONT OF ELECTRICAL EQUIPMENT MUST BE KEPT CLEAR FOR 36 INCHES." 

2.8 INSTRUCTION SIGNS 

A. Engraved, laminated acrylic or melamine plastic, minimum 1/16 inch thick for signs up to 20 

sq. inches and 1/8 inch thick for larger sizes. 

1. Engraved legend with black letters on white face. 

2. Punched or drilled for mechanical fasteners. 

3. Framed with mitered acrylic molding and arranged for attachment at applicable 

equipment. 

2.9 EQUIPMENT IDENTIFICATION LABELS 

A. Engraved, Laminated Acrylic or Melamine Label:  Punched or drilled for screw mounting.  

White letters on a dark-gray background.  Minimum letter height shall be 3/8 inch. 

2.10 CABLE TIES 

A. General-Purpose Cable Ties:  Fungus inert, self extinguishing, one piece, self locking, Type 6/6 

nylon. 

1. Minimum Width:  3/16 inch. 

2. Tensile Strength at 73 deg F, According to ASTM D 638:  12,000 psi. 

3. Temperature Range:  Minus 40 to plus 185 deg F. 

4. Color:  Black except where used for color-coding. 

B. UV-Stabilized Cable Ties:  Fungus inert, designed for continuous exposure to exterior sunlight, 

self extinguishing, one piece, self locking, Type 6/6 nylon. 
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1. Minimum Width:  3/16 inch. 

2. Tensile Strength at 73 deg F, According to ASTM D 638:  12,000 psi. 

3. Temperature Range:  Minus 40 to plus 185 deg F. 

4. Color:  Black. 

C. Plenum-Rated Cable Ties:  Self extinguishing, UV stabilized, one piece, self locking. 

1. Minimum Width:  3/16 inch. 

2. Tensile Strength at 73 deg F, According to ASTM D 638:  7000 psi. 

3. UL 94 Flame Rating:  94V-0. 

4. Temperature Range:  Minus 50 to plus 284 deg F. 

5. Color:  Black. 

2.11 MISCELLANEOUS IDENTIFICATION PRODUCTS 

A. Paint:  Comply with requirements in painting Sections for paint materials and application 

requirements.  Select paint system applicable for surface material and location (exterior or 

interior). 

B. Fasteners for Labels and Signs:  Self-tapping, stainless-steel screws or stainless-steel machine 

screws with nuts and flat and lock washers. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Verify identity of each item before installing identification products. 

B. Location:  Install identification materials and devices at locations for most convenient viewing 

without interference with operation and maintenance of equipment. 

C. Apply identification devices to surfaces that require finish after completing finish work. 

D. Self-Adhesive Identification Products:  Clean surfaces before application, using materials and 

methods recommended by manufacturer of identification device. 

E. Attach signs and plastic labels that are not self-adhesive type with mechanical fasteners 

appropriate to the location and substrate. 

F. Attach plastic raceway and cable labels that are not self-adhesive type with clear vinyl tape with 

adhesive appropriate to the location and substrate. 

G. System Identification Color-Coding Bands for Raceways and Cables:  Each color-coding band 

shall completely encircle cable or conduit.  Place adjacent bands of two-color markings in 

contact, side by side.  Locate bands at changes in direction, at penetrations of walls and floors, 

at 50-foot maximum intervals in straight runs, and at 25-foot maximum intervals in congested 

areas. 
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H. Aluminum Wraparound Marker Labels and Metal Tags:  Secure tight to surface of conductor or 

cable at a location with high visibility and accessibility. 

I. Cable Ties:  For attaching tags.  Use general-purpose type, except as listed below: 

1. Outdoors:  UV-stabilized nylon. 

2. In Spaces Handling Environmental Air:  Plenum rated. 

J. Underground-Line Warning Tape:  During backfilling of trenches install continuous 

underground-line warning tape directly above line at 6 to 8 inches below finished grade.  Use 

multiple tapes where width of multiple lines installed in a common trench or concrete envelope 

exceeds 16 inches overall. 

K. Painted Identification:  Comply with requirements in painting Sections for surface preparation 

and paint application. 

3.2 IDENTIFICATION SCHEDULE 

A. Concealed Raceways, Duct Banks, More Than 600 V, within Buildings:  Tape and stencil 4-

inch- wide black stripes on 10-inch centers over orange background that extends full length of 

raceway or duct and is 12 inches wide.  Stencil legend "DANGER CONCEALED HIGH 

VOLTAGE WIRING" with 3-inch- high black letters on 20-inch centers.  Stop stripes at 

legends.  Apply to the following finished surfaces: 

1. Floor surface directly above conduits running beneath and within 12 inches of a floor that 

is in contact with earth or is framed above unexcavated space. 

2. Wall surfaces directly external to raceways concealed within wall. 

3. Accessible surfaces of concrete envelope around raceways in vertical shafts, exposed in 

the building, or concealed above suspended ceilings. 

B. Accessible Raceways, Armored and Metal-Clad Cables, More Than 600 V:  Self-adhesive vinyl 

labels.  Install labels at 10-foot maximum intervals. 

C. Accessible Raceways and Metal-Clad Cables, 600 V or Less, for Service, Feeder, and Branch 

Circuits More Than 30 A, and 120 V to ground:  Identify with self-adhesive vinyl label.  Install 

labels at 10-foot maximum intervals. 

D. Accessible Raceways and Cables within Buildings:  Identify the covers of each junction and 

pull box of the following systems with self-adhesive vinyl labels with the wiring system legend 

and system voltage.  System legends shall be as follows: 

1. Emergency Power. 

2. Power. 

3. UPS. 

E. Power-Circuit Conductor Identification, 600 V or Less:  For conductors in vaults, pull and 

junction boxes, manholes, and handholes, use color-coding conductor tape to identify the phase. 



RIVER ROAD TRAINING FACILITY SECURITY CAMERA PROJECT 25 August 2014 
STATE OF DELAWARE 
Delaware National Guard  
 

ELECTRICAL IDENTIFICATION 

260553 - 9 

  

1. Color-Coding for Phase Identification, 600 V or Less:  Use colors listed below for 

ungrounded branch-circuit conductors. 

a. Color shall be factory applied. 

b. Colors for 208/120-V Circuits: 

1) Phase A:  Black. 

2) Phase B:  Red. 

3) Phase C:  Blue. 

c. Colors for 480/277-V Circuits: 

1) Phase A:  Brown. 

2) Phase B:  Orange. 

3) Phase C:  Yellow. 

d. Field-Applied, Color-Coding Conductor Tape:  Apply in half-lapped turns for a 

minimum distance of 6 inches from terminal points and in boxes where splices or 

taps are made.  Apply last two turns of tape with no tension to prevent possible 

unwinding.  Locate bands to avoid obscuring factory cable markings. 

F. Power-Circuit Conductor Identification, More than 600 V:  For conductors in vaults, pull and 

junction boxes, manholes, and handholes, use write-on tags. 

G. Install instructional sign including the color-code for grounded and ungrounded conductors 

using adhesive-film-type labels. 

H. Control-Circuit Conductor Identification:  For conductors and cables in pull and junction boxes, 

manholes, and handholes, use write-on tags with the conductor or cable designation, origin, and 

destination. 

I. Control-Circuit Conductor Termination Identification:  For identification at terminations 

provide self-adhesive vinyl labels with the conductor designation. 

J. Conductors to Be Extended in the Future:  Attach write-on tags to conductors and list source. 

K. Auxiliary Electrical Systems Conductor Identification:  Identify field-installed alarm, control, 

and signal connections. 

1. Identify conductors, cables, and terminals in enclosures and at junctions, terminals, and 

pull points.  Identify by system and circuit designation. 

2. Use system of marker tape designations that is uniform and consistent with system used 

by manufacturer for factory-installed connections. 

3. Coordinate identification with Project Drawings, manufacturer's wiring diagrams, and the 

Operation and Maintenance Manual. 

L. Locations of Underground Lines:  Identify with underground-line warning tape for power, 

lighting, communication, and control wiring and optical fiber cable. 

1. Limit use of underground-line warning tape to direct-buried cables. 
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2. Install underground-line warning tape for both direct-buried cables and cables in 

raceway. 

M. Workspace Indication:  Install floor marking tape to show working clearances in the direction of 

access to live parts.  Workspace shall be as required by NFPA 70 and 29 CFR 1926.403 unless 

otherwise indicated.  Do not install at flush-mounted panelboards and similar equipment in 

finished spaces. 

N. Warning Labels for Indoor Cabinets, Boxes, and Enclosures for Power and Lighting:  Baked-

enamel warning signs. 

1. Comply with 29 CFR 1910.145. 

2. Identify system voltage with black letters on an orange background. 

3. Apply to exterior of door, cover, or other access. 

4. For equipment with multiple power or control sources, apply to door or cover of 

equipment including, but not limited to, the following: 

a. Power transfer switches. 

b. Controls with external control power connections. 

O. Operating Instruction Signs:  Install instruction signs to facilitate proper operation and 

maintenance of electrical systems and items to which they connect.  Install instruction signs 

with approved legend where instructions are needed for system or equipment operation. 

P. Equipment Identification Labels:  On each unit of equipment, install unique designation label 

that is consistent with wiring diagrams, schedules, and the Operation and Maintenance Manual.  

Apply labels to disconnect switches and protection equipment, central or master units, control 

panels, control stations, terminal cabinets, and racks of each system.  Systems include power, 

lighting, control, communication, signal, monitoring, and alarm systems unless equipment is 

provided with its own identification. 

1. Labeling Instructions: 

a. Indoor Equipment:  Self-adhesive, engraved, laminated acrylic or melamine label. 

Unless otherwise indicated, provide a single line of text with 1/2-inch- high letters 

on 1-1/2-inch- high label; where two lines of text are required, use labels 2 inches 

high. 

b. Outdoor Equipment:  Engraved, laminated acrylic or melamine label. 

c. Elevated Components:  Increase sizes of labels and letters to those appropriate for 

viewing from the floor. 

d. Unless provided with self-adhesive means of attachment, fasten labels with 

appropriate mechanical fasteners that do not change the NEMA or NRTL rating of 

the enclosure. 

2. Equipment to Be Labeled: 

a. Panelboards:  Typewritten directory of circuits in the location provided by 

panelboard manufacturer.  Panelboard identification shall be engraved, laminated 

acrylic or melamine label. 

b. Enclosures and electrical cabinets. 
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c. Access doors and panels for concealed electrical items. 

d. Switchgear. 

e. Switchboards. 

f. Transformers:  Label that includes tag designation shown on Drawings for the 

transformer, feeder, and panelboards or equipment supplied by the secondary. 

g. Substations. 

h. Emergency system boxes and enclosures. 

i. Motor-control centers. 

j. Enclosed switches. 

k. Enclosed circuit breakers. 

l. Enclosed controllers. 

m. Variable-speed controllers. 

n. Push-button stations. 

o. Power transfer equipment. 

p. Contactors. 

q. Remote-controlled switches, dimmer modules, and control devices. 

r. Battery-inverter units. 

s. Battery racks. 

t. Power-generating units. 

u. Monitoring and control equipment. 

v. UPS equipment. 

END OF SECTION 260553 
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SECTION 262200 - LOW-VOLTAGE TRANSFORMERS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following types of dry-type transformers rated 600 V and less, with 

capacities up to 1000 kVA: 

1. Distribution transformers. 

1.3 ACTION SUBMITTALS 

A. Product Data:  Include rated nameplate data, capacities, weights, dimensions, minimum 

clearances, installed devices and features, and performance for each type and size of 

transformer indicated. 

B. Shop Drawings:  Detail equipment assemblies and indicate dimensions, weights, loads, required 

clearances, method of field assembly, components, and location and size of each field 

connection. 

1. Wiring Diagrams:  Power, signal, and control wiring. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data:  For transformers to include in emergency, operation, and 

maintenance manuals. 

1.5 QUALITY ASSURANCE 

A. Testing Agency Qualifications:  An independent agency, with the experience and capability to 

conduct the testing indicated, that is a member company of the InterNational Electrical Testing 

Association or is a nationally recognized testing laboratory (NRTL) as defined by OSHA in 

29 CFR 1910.7, and that is acceptable to authorities having jurisdiction. 

1. Testing Agency's Field Supervisor:  Person currently certified by the InterNational 

Electrical Testing Association or the National Institute for Certification in Engineering 

Technologies to supervise on-site testing specified in Part 3. 
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B. Testing Agency Qualifications:  An independent agency, with the experience and capability to 

conduct the testing indicated, that is a nationally recognized testing laboratory (NRTL) as 

defined by OSHA in 29 CFR 1910.7. 

C. Source Limitations:  Obtain each transformer type through one source from a single 

manufacturer. 

D. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 

Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for 

intended use. 

E. Comply with IEEE C57.12.91, "Test Code for Dry-Type Distribution and Power Transformers." 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Temporary Heating:  Apply temporary heat according to manufacturer's written instructions 

within the enclosure of each ventilated-type unit, throughout periods during which equipment is 

not energized and when transformer is not in a space that is continuously under normal control 

of temperature and humidity. 

1.7 COORDINATION 

A. Coordinate size and location of concrete bases with actual transformer provided.  Cast anchor-

bolt inserts into bases.  Concrete, reinforcement, and formwork requirements are specified with 

concrete. 

B. Coordinate installation of wall-mounting and structure-hanging supports with actual transformer 

provided. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering 

products that may be incorporated into the Work include, but are not limited to, the following: 

B. Manufacturers:  Subject to compliance with requirements, provide products by one of the 

following: 

1. ACME Electric Corporation; Power Distribution Products Division. 

2. Challenger Electrical Equipment Corp.; a division of Eaton Corp. 

3. Controlled Power Company. 

4. Eaton Electrical Inc.; Cutler-Hammer Products. 

5. Federal Pacific Transformer Company; Division of Electro-Mechanical Corp. 

6. General Electric Company. 

7. Hammond Co.; Matra Electric, Inc. 

http://www.specagent.com/LookUp/?ulid=1990&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456817967&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456817968&mf=95&src=wd
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8. Magnetek Power Electronics Group. 

9. Micron Industries Corp. 

10. Myers Power Products, Inc. 

11. Siemens Energy & Automation, Inc. 

12. Sola/Hevi-Duty. 

13. Square D; Schneider Electric. 

2.2 GENERAL TRANSFORMER REQUIREMENTS 

A. Description:  Factory-assembled and -tested, air-cooled units for 60-Hz service. 

B. Cores:  Grain-oriented, non-aging silicon steel. 

C. Coils:  Continuous windings without splices except for taps. 

1. Internal Coil Connections:  Brazed or pressure type. 

2. Coil Material:  Copper. 

2.3 DISTRIBUTION TRANSFORMERS 

A. Comply with NEMA ST 20, and list and label as complying with UL 1561. 

B. Provide transformers that are constructed to withstand seismic forces specified in Section 16074 

"Vibration and Seismic Controls for Electrical Systems." 

C. Cores:  One leg per phase. 

D. Enclosure:  Ventilated 

1. Core and coil shall be encapsulated within resin compound, sealing out moisture and air. 

E. Enclosure: Totally enclosed, nonventilated, NEMA 250, Type 3R 

1. Core and coil shall be encapsulated within resin compound, sealing out moisture and air. 

F. Transformer Enclosure Finish:  Comply with NEMA 250. 

1. Finish Color:  Gray. 

G. Taps for Transformers Smaller Than 3 kVA:  None 

H. Taps for Transformers 7.5 to 24 kVA:  One 5 percent tap above and one 5 percent tap below 

normal full capacity 

I. Taps for Transformers 25 kVA and Larger:  Two 2.5 percent taps above and two 2.5 percent 

taps below normal full capacity 

http://www.specagent.com/LookUp/?uid=123456803109&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456803110&mf=95&src=wd
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http://www.specagent.com/LookUp/?uid=123456803112&mf=95&src=wd
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J. See Editing Instruction No. 2 in the Evaluations for discussion of insulation classes.  See 

"Energy Considerations" Article in the Evaluations for discussion of relative efficiencies.  If 

115 or 80 deg C rating is retained in paragraph below and all transformers are 15 kVA or larger, 

delete "Energy Efficiency for Transformers Rated 15 kVA and Larger" Paragraph. 

K. Insulation Class:  220 deg C, UL-component-recognized insulation system with a maximum of 

150 deg C rise above 40 deg C ambient temperature. 

L. Energy Efficiency for Transformers Rated 15 kVA and Larger: 

1. Complying with NEMA TP 1, Class 1 efficiency levels. 

2. Tested according to NEMA TP 2. 

M. K-Factor Rating:  Transformers indicated to be K-factor rated shall comply with UL 1561 

requirements for nonsinusoidal load current-handling capability to the degree defined by 

designated K-factor. 

1. Unit shall not overheat when carrying full-load current with harmonic distortion 

corresponding to designated K-factor. 

2. Indicate value of K-factor on transformer nameplate. 

N. Electrostatic Shielding:  Each winding shall have an independent, single, full-width copper 

electrostatic shield arranged to minimize interwinding capacitance. 

1. Arrange coil leads and terminal strips to minimize capacitive coupling between input and 

output terminals. 

2. Include special terminal for grounding the shield. 

3. Shield Effectiveness: 

a. Capacitance between Primary and Secondary Windings:  Not to exceed 33 

picofarads over a frequency range of 20 Hz to 1 MHz. 

b. Common-Mode Noise Attenuation:  Minimum of minus 120 dBA at 0.5 to 1.5 

kHz; minimum of minus 65 dBA at 1.5 to 100 kHz. 

c. Normal-Mode Noise Attenuation:  Minimum of minus 52 dBA at 1.5 to 10 kHz. 

O. Wall Brackets:  Manufacturer's standard brackets. 

P. Fungus Proofing:  Permanent fungicidal treatment for coil and core. 

Q. Low-Sound-Level Requirements:  Minimum of 3 dBA less than NEMA ST 20 standard sound 

levels when factory tested according to IEEE C57.12.91. 

2.4 IDENTIFICATION DEVICES 

A. Nameplates:  Engraved, laminated-plastic or metal nameplate for each distribution transformer, 

mounted with corrosion-resistant screws.  Nameplates and label products are specified in 

Section 16075 "Electrical Identification." 
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2.5 SOURCE QUALITY CONTROL 

A. Test and inspect transformers according to IEEE C57.12.91. 

B. Factory Sound-Level Tests:  Conduct sound-level tests on equipment for this Project. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine conditions for compliance with enclosure- and ambient-temperature requirements for 

each transformer. 

B. Verify that field measurements are as needed to maintain working clearances required by 

NFPA 70 and manufacturer's written instructions. 

C. Examine walls, floors, roofs, and concrete bases for suitable mounting conditions where 

transformers will be installed. 

D. Verify that ground connections are in place and requirements in Section 16060 "Grounding and 

Bonding" have been met.  Maximum ground resistance shall be 5 ohms at location of 

transformer. 

E. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Install wall-mounting transformers level and plumb with wall brackets fabricated by 

transformer manufacturer. 

1. Brace wall-mounting transformers as specified in Section 16074 "Vibration and Seismic 

Controls for Electrical Systems." 

B. Construct concrete bases and anchor floor-mounting transformers according to manufacturer's 

written instructions and requirements in Section 16073 "Hangers and Supports for Electrical 

Systems." 

3.3 CONNECTIONS 

A. Ground equipment according to Section 16060 "Grounding and Bonding." 

B. Connect wiring according to Section 16120 "Conductors and Cables." 
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3.4 FIELD QUALITY CONTROL 

A. Testing Agency: Engage a qualified testing agency to perform tests and inspections and prepare 

test reports. 

B. Manufacturer's Field Service:  Engage a factory-authorized service representative to inspect, 

test, and adjust components, assemblies, and equipment installations, including connections.  

Report results in writing. 

C. Perform tests and inspections and prepare test reports. 

1. Manufacturer's Field Service:  Engage a factory-authorized service representative to 

inspect components, assemblies, and equipment installations, including connections, and 

to assist in testing. 

D. Tests and Inspections: 

1. Perform each visual and mechanical inspection and electrical test stated in NETA 

Acceptance Testing Specification.  Certify compliance with test parameters. 

E. Remove and replace units that do not pass tests or inspections and retest as specified above. 

F. Infrared Scanning:  Two months after Substantial Completion, perform an infrared scan of 

transformer connections. 

1. Use an infrared-scanning device designed to measure temperature or detect significant 

deviations from normal values.  Provide documentation of device calibration. 

2. Perform 2 follow-up infrared scans of transformers, one at 4 months and the other at 11 

months after Substantial Completion. 

3. Prepare a certified report identifying transformer checked and describing results of 

scanning.  Include notation of deficiencies detected, remedial action taken, and scanning 

observations after remedial action. 

G. Test Labeling:  On completion of satisfactory testing of each unit, attach a dated and signed 

"Satisfactory Test" label to tested component. 

3.5 ADJUSTING 

A. Record transformer secondary voltage at each unit for at least 48 hours of typical occupancy 

period.  Adjust transformer taps to provide optimum voltage conditions at secondary terminals.  

Optimum is defined as not exceeding nameplate voltage plus 10 percent and not being lower 

than nameplate voltage minus 3 percent at maximum load conditions.  Submit recording and tap 

settings as test results. 

B. Connect buck-boost transformers to provide nameplate voltage of equipment being served, plus 

or minus 5 percent, at secondary terminals. 

C. Output Settings Report:  Prepare a written report recording output voltages and tap settings. 
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3.6 CLEANING 

A. Vacuum dirt and debris; do not use compressed air to assist in cleaning. 

END OF SECTION 262200 
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SECTION 262726 - WIRING DEVICES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Receptacles, receptacles with integral GFCI, and associated device plates. 

2. Twist-locking receptacles. 

3. Receptacles with integral surge-suppression units. 

4. Isolated-ground receptacles. 

5. Weather-resistant receptacles. 

6. Snap switches and wall-box dimmers. 

7. Wall-switch and exterior occupancy sensors. 

8. Communications outlets. 

9. Cord and plug sets. 

10. Floor service outlets, poke-through assemblies, service poles, and multioutlet assemblies. 

1.3 DEFINITIONS 

A. EMI:  Electromagnetic interference. 

B. GFCI:  Ground-fault circuit interrupter. 

C. Pigtail:  Short lead used to connect a device to a branch-circuit conductor. 

D. RFI:  Radio-frequency interference. 

E. TVSS:  Transient voltage surge suppressor. 

F. UTP:  Unshielded twisted pair. 

1.4 ADMINISTRATIVE REQUIREMENTS 

A. Coordination: 

1. Receptacles for Owner-Furnished Equipment:  Match plug configurations. 

2. Cord and Plug Sets:  Match equipment requirements. 
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1.5 ACTION SUBMITTALS 

A. Product Data:  For each type of product. 

B. Shop Drawings:  List of legends and description of materials and process used for premarking 

wall plates. 

C. Samples:  One for each type of device and wall plate specified, in each color specified. 

1.6 INFORMATIONAL SUBMITTALS 

A. Field quality-control reports. 

1.7 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data:  For wiring devices to include in all manufacturers' packing-

label warnings and instruction manuals that include labeling conditions. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers' Names:  Shortened versions (shown in parentheses) of the following 

manufacturers' names are used in other Part 2 articles: 

1. Cooper Wiring Devices; Division of Cooper Industries, Inc. (Cooper). 

2. Hubbell Incorporated; Wiring Device-Kellems (Hubbell). 

3. Leviton Mfg. Company Inc. (Leviton). 

4. Pass & Seymour/Legrand (Pass & Seymour). 

B. Source Limitations:  Obtain each type of wiring device and associated wall plate from single 

source from single manufacturer. 

2.2 GENERAL WIRING-DEVICE REQUIREMENTS 

A. Wiring Devices, Components, and Accessories:  Listed and labeled as defined in NFPA 70, by a 

qualified testing agency, and marked for intended location and application. 

B. Comply with NFPA 70. 

C. Devices that are manufactured for use with modular plug-in connectors may be substituted 

under the following conditions: 

1. Connectors shall comply with UL 2459 and shall be made with stranding building wire. 

2. Devices shall comply with the requirements in this Section. 

http://www.specagent.com/LookUp/?ulid=2075&mf=04&mf=95&src=wd&mf=95&src=wd
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2.3 STRAIGHT-BLADE RECEPTACLES 

A. Convenience Receptacles, 125 V, 20 A:  Comply with NEMA WD 1, NEMA WD 6 

Configuration 5-20R, UL 498, and FS W-C-596. 

1. Products: Subject to compliance with requirements, provide the following: 

a. Cooper; 5351 (single), CR5362 (duplex). 

b. Hubbell; HBL5351 (single), HBL5352 (duplex). 

c. Leviton; 5891 (single), 5352 (duplex). 

d. Pass & Seymour; 5361 (single), 5362 (duplex). 

B. Isolated-Ground, Duplex Convenience Receptacles, 125 V, 20 A:  Comply with NEMA WD 1, 

NEMA WD 6 Configuration 5-20R, UL 498, and FS W-C-596. 

1. Products: Subject to compliance with requirements, provide the following: 

a. Cooper; IG5362RN. 

b. Hubbell; IG5362. 

c. Leviton; 5362-IG. 

d. Pass & Seymour; IG5362. 

2. Description:  Straight blade; equipment grounding contacts shall be connected only to the 

green grounding screw terminal of the device and with inherent electrical isolation from 

mounting strap.  Isolation shall be integral to receptacle construction and not dependent 

on removable parts. 

C. Tamper-Resistant Convenience Receptacles, 125 V, 20 A:  Comply with NEMA WD 1, 

NEMA WD 6 Configuration 5-20R, UL 498 Supplement sd, and FS W-C-596. 

1. Products:  Subject to compliance with requirements, provide the following: 

a. Cooper; TR8300. 

b. Hubbell; HBL8300SGA. 

c. Leviton; 8300-SGG. 

d. Pass & Seymour; TR63H. 

2. Description:  Labeled shall comply with NFPA 70, "Health Care Facilities" Article, 

"Pediatric Locations" Section. 

2.4 GFCI RECEPTACLES 

A. General Description: 

1. Straight blade type. 

2. Comply with NEMA WD 1, NEMA WD 6, UL 498, UL 943 Class A, and FS W-C-596. 

3. Include indicator light that shows when the GFCI has malfunctioned and no longer 

provides proper GFCI protection. 
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B. Duplex GFCI Convenience Receptacles, 125 V, 20 A: 

1. Products:  Subject to compliance with requirements, provide the following: 

a. Cooper; VGF20. 

b. Hubbell; GFR5352L. 

c. Pass & Seymour; 2095. 

d. Leviton; 7590. 

C. Tamper-Resistant GFCI Convenience Receptacles, 125 V, 20 A: 

1. Products:  Subject to compliance with requirements, provide the following: 

a. Hubbell; GFTR20. 

b. Pass & Seymour; 2095TR. 

2.5 TVSS RECEPTACLES 

A. General Description:  Comply with NEMA WD 1, NEMA WD 6, UL 498, UL 1449, and FS W-

C-596, with integral TVSS in line to ground, line to neutral, and neutral to ground. 

1. TVSS Components:  Multiple metal-oxide varistors; with a nominal clamp-level rating of 

400 V and minimum single transient pulse energy dissipation of 240 J, according to 

IEEE C62.41.2 and IEEE C62.45. 

2. Active TVSS Indication:  Visual and audible, with light visible in face of device to 

indicate device is "active" or "no longer in service." 

B. Duplex TVSS Convenience Receptacles: 

1. Products: Subject to compliance with requirements, provide the following: 

a. Cooper; 5362BLS. 

b. Hubbell; HBL5362SA. 

c. Leviton; 5380. 

d. Pass & Seymour; 5362BLSP. 

2. Description:  Straight blade, 125 V, 20 A; NEMA WD 6 Configuration 5-20R. 

C. Isolated-Ground, Duplex Convenience Receptacles: 

1. Products: Subject to compliance with requirements, provide the following: 

a. Cooper; IG5362BLS. 

b. Hubbell; IG5362SA. 

c. Leviton; 5380-IG. 

d. Pass & Seymour; IG5362BLSP. 

2. Description: 
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a. Straight blade, 125 V, 20 A; NEMA WD 6 Configuration 5-20R. 

b. Equipment grounding contacts shall be connected only to the green grounding 

screw terminal of the device and with inherent electrical isolation from mounting 

strap. Isolation shall be integral to receptacle construction and not dependent on 

removable parts. 

2.6 TWIST-LOCKING RECEPTACLES 

A. Single Convenience Receptacles, 125 V, 20 A:  Comply with NEMA WD 1, NEMA WD 6 

Configuration L5-20R, and UL 498. 

1. Products:  Subject to compliance with requirements, provide the following: 

a. Cooper; CWL520R. 

b. Hubbell; HBL2310. 

c. Leviton; 2310. 

d. Pass & Seymour; L520-R. 

B. Isolated-Ground, Single Convenience Receptacles, 125 V, 20 A: 

1. Products:  Subject to compliance with requirements, provide the following: 

a. Cooper; IGL520R. 

b. Hubbell; IG2310. 

c. Leviton; 2310-IG. 

d. Pass & Seymour; IG4700. 

2. Description: 

a. Comply with NEMA WD 1, NEMA WD 6 Configuration L5-20R, and UL 498. 

b. Equipment grounding contacts shall be connected only to the green grounding 

screw terminal of the device and with inherent electrical isolation from mounting 

strap. Isolation shall be integral to receptacle construction and not dependent on 

removable parts. 

2.7 CORD AND PLUG SETS 

A. Description: 

1. Match voltage and current ratings and number of conductors to requirements of 

equipment being connected. 

2. Cord:  Rubber-insulated, stranded-copper conductors, with Type SOW-A jacket; with 

green-insulated grounding conductor and ampacity of at least 130 percent of the 

equipment rating. 

3. Plug:  Nylon body and integral cable-clamping jaws.  Match cord and receptacle type for 

connection. 
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2.8 TOGGLE SWITCHES 

A. Comply with NEMA WD 1, UL 20, and FS W-S-896. 

B. Switches, 120/277 V, 20 A: 

1. Products:  Subject to compliance with requirements, provide the following: 

1) Single Pole: 

2) Cooper; AH1221. 

3) Hubbell; HBL1221. 

4) Leviton; 1221-2. 

5) Pass & Seymour; CSB20AC1. 

 

6) Two Pole: 

7) Cooper; AH1222. 

8) Hubbell; HBL1222. 

9) Leviton; 1222-2. 

10) Pass & Seymour; CSB20AC2. 

11) Three Way: 

12) Cooper; AH1223. 

13) Hubbell; HBL1223. 

14) Leviton; 1223-2. 

15) Pass & Seymour; CSB20AC3. 

16) Four Way: 

17) Cooper; AH1224. 

18) Hubbell; HBL1224. 

19) Leviton; 1224-2. 

20) Pass & Seymour; CSB20AC4. 

C. Fan Speed Controls: 

1. Modular, 120-V, full-wave, solid-state units with integral, quiet on-off switches and 

audible frequency and EMI/RFI filters. 

2. Comply with UL 1917. 

3. Continuously adjustable 5 A. 

4. Three-speed adjustable, 1.5 A. 

D. Telephone Outlet: 

1. Products:  Subject to compliance with requirements, provide the following: 

a. Cooper; 3560-6. 
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b. Leviton; 40649. 

2. Description:  Single RJ-45 jack for terminating 100-ohm, balanced, four-pair UTP; 

TIA/EIA-568-B.1; complying with Category 5e.  Comply with UL 1863. 

2.9 WALL PLATES 

A. Single and combination types shall match corresponding wiring devices. 

1. Plate-Securing Screws:  Metal with head color to match plate finish. 

2. Material for Finished Spaces:  Smooth, high-impact thermoplastic 0.035-inch- thick. 

3. Material for Unfinished Spaces: Smooth, high-impact thermoplastic. 

4. Material for Damp Locations:  Thermoplastic with spring-loaded lift cover, and listed and 

labeled for use in wet and damp locations. 

B. Wet-Location, Weatherproof Cover Plates:  NEMA 250, complying with Type 3R, weather-

resistant thermoplastic with lockable cover. 

2.10 PREFABRICATED MULTIOUTLET ASSEMBLIES 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide product by one of 

the following: 

1. Hubbell Incorporated; Wiring Device-Kellems. 

2. Wiremold/Legrand. 

C. Description: 

1. Two-piece surface metal raceway, with factory-wired multioutlet harness. 

2. Components shall be products from single manufacturer designed for use as a complete, 

matching assembly of raceways and receptacles. 

D. Raceway Material:  Metal, with manufacturer's standard finish. 

E. Multioutlet Harness: 

1. Receptacles:  15-A, 125-V, NEMA WD 6 Configuration 5-15R receptacles complying 

with NEMA WD 1, UL 498, and FS W-C-596. 

2. Receptacle Spacing: 12 inches  

3. Wiring:  No. 12 AWG solid, Type THHN copper two circuit, connecting alternating 

receptacles. 

2.11 FINISHES 

A. Device Color: 
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1. Wiring Devices Connected to Normal Power System:   Black unless otherwise indicated 

or required by NFPA 70 or device listing. 

2. Wiring Devices Connected to Emergency Power System:  Red. 

3. TVSS Devices:  Blue. 

4. Isolated-Ground Receptacles:  Orange. 

B. Wall Plate Color:  For plastic covers, match device color. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Comply with NECA 1, including mounting heights listed in that standard, unless otherwise 

indicated. 

B. Coordination with Other Trades: 

1. Protect installed devices and their boxes.  Do not place wall finish materials over device 

boxes and do not cut holes for boxes with routers that are guided by riding against outside 

of boxes. 

2. Keep outlet boxes free of plaster, drywall joint compound, mortar, cement, concrete, dust, 

paint, and other material that may contaminate the raceway system, conductors, and 

cables. 

3. Install device boxes in brick or block walls so that the cover plate does not cross a joint 

unless the joint is troweled flush with the face of the wall. 

4. Install wiring devices after all wall preparation, including painting, is complete. 

C. Conductors: 

1. Do not strip insulation from conductors until right before they are spliced or terminated 

on devices. 

2. Strip insulation evenly around the conductor using tools designed for the purpose.  Avoid 

scoring or nicking of solid wire or cutting strands from stranded wire. 

3. The length of free conductors at outlets for devices shall meet provisions of NFPA 70, 

Article 300, without pigtails. 

4. Existing Conductors: 

a. Cut back and pigtail, or replace all damaged conductors. 

b. Straighten conductors that remain and remove corrosion and foreign matter. 

c. Pigtailing existing conductors is permitted, provided the outlet box is large enough. 

D. Device Installation: 

1. Replace devices that have been in temporary use during construction and that were 

installed before building finishing operations were complete. 

2. Keep each wiring device in its package or otherwise protected until it is time to connect 

conductors. 
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3. Do not remove surface protection, such as plastic film and smudge covers, until the last 

possible moment. 

4. Connect devices to branch circuits using pigtails that are not less than 6 inches in length. 

5. When there is a choice, use side wiring with binding-head screw terminals.  Wrap solid 

conductor tightly clockwise, two-thirds to three-fourths of the way around terminal 

screw. 

6. Use a torque screwdriver when a torque is recommended or required by manufacturer. 

7. When conductors larger than No. 12 AWG are installed on 15- or 20-A circuits, splice 

No. 12 AWG pigtails for device connections. 

8. Tighten unused terminal screws on the device. 

9. When mounting into metal boxes, remove the fiber or plastic washers used to hold 

device-mounting screws in yokes, allowing metal-to-metal contact. 

E. Receptacle Orientation: 

1. Install ground pin of vertically mounted receptacles up, and on horizontally mounted 

receptacles to the left. 

2. Install hospital-grade receptacles in patient-care areas with the ground pin or neutral 

blade at the top. 

F. Device Plates:  Do not use oversized or extra-deep plates.  Repair wall finishes and remount 

outlet boxes when standard device plates do not fit flush or do not cover rough wall opening. 

G. Dimmers: 

1. Install dimmers within terms of their listing. 

2. Verify that dimmers used for fan speed control are listed for that application. 

3. Install unshared neutral conductors on line and load side of dimmers according to 

manufacturers' device listing conditions in the written instructions. 

H. Arrangement of Devices:  Unless otherwise indicated, mount flush, with long dimension 

vertical and with grounding terminal of receptacles on top.  Group adjacent switches under 

single, multigang wall plates. 

I. Adjust locations of floor service outlets and service poles to suit arrangement of partitions and 

furnishings. 

3.2 GFCI RECEPTACLES 

A. Install non-feed-through-type GFCI receptacles where protection of downstream receptacles is 

not required. 

3.3 IDENTIFICATION 

A. Comply with Section 16075 "Electrical Identification." 
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B. Identify each receptacle with panelboard identification and circuit number.  Use hot, stamped, 

or engraved machine printing with black-filled lettering on face of plate, and durable wire 

markers or tags inside outlet boxes. 

3.4 FIELD QUALITY CONTROL 

A. Perform the following tests and inspections: 

1. In healthcare facilities, prepare reports that comply with recommendations in NFPA 99. 

2. Test Instruments:  Use instruments that comply with UL 1436. 

3. Test Instrument for Convenience Receptacles:  Digital wiring analyzer with digital 

readout or illuminated digital-display indicators of measurement. 

B. Tests for Convenience Receptacles: 

1. Line Voltage:  Acceptable range is 105 to 132 V. 

2. Percent Voltage Drop under 15-A Load:  A value of 6 percent or higher is unacceptable. 

3. Ground Impedance:  Values of up to 2 ohms are acceptable. 

4. GFCI Trip:  Test for tripping values specified in UL 1436 and UL 943. 

5. Using the test plug, verify that the device and its outlet box are securely mounted. 

6. Tests shall be diagnostic, indicating damaged conductors, high resistance at the circuit 

breaker, poor connections, inadequate fault current path, defective devices, or similar 

problems.  Correct circuit conditions, remove malfunctioning units and replace with new 

ones, and retest as specified above. 

C. Test straight-blade for the retention force of the grounding blade according to NFPA 99.  

Retention force shall be not less than 4 oz. 

D. Wiring device will be considered defective if it does not pass tests and inspections. 

E. Prepare test and inspection reports. 

END OF SECTION 262726 
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SECTION 262813 - FUSES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Cartridge fuses rated 600-V ac and less for use in control circuits. 

2. Plug fuses rated 125-V ac and less for use in plug-fuse-type fuseholders. 

3. Retain first subparagraph below if retaining rejection-base-type plug fuses and if Project 

contains fuseholders with Edison-base, plug-fuse sockets. 

4. Plug-fuse adapters for use in Edison-base, plug-fuse sockets. 

5. Spare-fuse cabinets. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of product indicated.  Include construction details, material, 

dimensions, descriptions of individual components, and finishes for spare-fuse cabinets. Include 

the following for each fuse type indicated: 

1. Ambient Temperature Adjustment Information:  If ratings of fuses have been adjusted to 

accommodate ambient temperatures, provide list of fuses with adjusted ratings. 

a. For each fuse having adjusted ratings, include location of fuse, original fuse rating, 

local ambient temperature, and adjusted fuse rating. 

b. Provide manufacturer's technical data on which ambient temperature adjustment 

calculations are based. 

2. Dimensions and manufacturer's technical data on features, performance, electrical 

characteristics, and ratings. 

3. Current-limitation curves for fuses with current-limiting characteristics. 

4. Time-current coordination curves (average melt) and current-limitation curves 

(instantaneous peak let-through current) for each type and rating of fuse. 

5. Coordination charts and tables and related data. 

6. Fuse sizes for elevator feeders and elevator disconnect switches. 
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1.4 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data:  For fuses to include in emergency, operation, and 

maintenance manuals.  In addition to items specified in Section 01782 "Operation and 

Maintenance Data," include the following: 

1. Ambient temperature adjustment information. 

2. Current-limitation curves for fuses with current-limiting characteristics. 

3. Time-current coordination curves (average melt) and current-limitation curves 

(instantaneous peak let-through current) for each type and rating of fuse. 

4. Coordination charts and tables and related data. 

1.5 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials that match products installed and that are packaged with protective 

covering for storage and identified with labels describing contents. 

1. Fuses:  Equal to 10 percent of quantity installed for each size and type, but no fewer than 

two of each size and type. 

1.6 QUALITY ASSURANCE 

A. Source Limitations:  Obtain fuses, for use within a specific product or circuit, from single 

source from single manufacturer. 

B. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 

by a qualified testing agency, and marked for intended location and application. 

C. Comply with NEMA FU 1 for cartridge fuses. 

D. Comply with NFPA 70. 

E. Comply with UL 248-11 for plug fuses. 

1.7 PROJECT CONDITIONS 

A. Where ambient temperature to which fuses are directly exposed is less than 40 deg or more than 

100 deg F, apply manufacturer's ambient temperature adjustment factors to fuse ratings. 

1.8 COORDINATION 

A. Coordinate fuse ratings with utilization equipment nameplate limitations of maximum fuse size 

and with system short-circuit current levels. 
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PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 

following: 

1. Cooper Bussmann, Inc. 

2. Edison Fuse, Inc. 

3. Ferraz Shawmut, Inc. 

4. Littelfuse, Inc. 

2.2 CARTRIDGE FUSES 

A. Characteristics:  NEMA FU 1, nonrenewable cartridge fuses with voltage ratings consistent 

with circuit voltages. 

2.3 PLUG FUSES 

A. Characteristics:  UL 248-11, nonrenewable plug fuses; 125-V ac. 

2.4 PLUG-FUSE ADAPTERS 

A. Characteristics:  Adapters for using Type S, rejection-base plug fuses in Edison-base 

fuseholders or sockets; ampere ratings matching fuse ratings; irremovable once installed. 

2.5 SPARE-FUSE CABINET 

A. Characteristics:  Wall-mounted steel unit with full-length, recessed piano-hinged door and key-

coded cam lock and pull. 

1. Size:  Adequate for storage of spare fuses specified with 15 percent spare capacity 

minimum. 

2. Finish:  Gray, baked enamel. 

3. Identification:  "SPARE FUSES" in 1-1/2-inch- high letters on exterior of door. 

4. Fuse Pullers:  For each size of fuse, where applicable and available, from fuse 

manufacturer. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine fuses before installation.  Reject fuses that are moisture damaged or physically 

damaged. 

B. Examine holders to receive fuses for compliance with installation tolerances and other 

conditions affecting performance, such as rejection features. 

C. Examine utilization equipment nameplates and installation instructions.  Install fuses of sizes 

and with characteristics appropriate for each piece of equipment. 

D. Evaluate ambient temperatures to determine if fuse rating adjustment factors must be applied to 

fuse ratings. 

E. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 FUSE APPLICATIONS 

A. Cartridge Fuses: 

1. Feeders:  Class L, fast acting, Class L, time delay, Class RK1, fast acting, Class RK1, 

time delay, Class RK5, fast acting, Class RK5, time delay, Class J, fast acting, Class J, 

time delay. 

2. Motor Branch Circuits:  Class RK1, Class RK5, time delay. 

3. Other Branch Circuits:  Class RK1, time delay, Class RK5, time delay, Class J, fast 

acting, Class J, time delay. 

4. Control Circuits:  Class CC, fast acting, time delay. 

B. Plug Fuses: 

1. Motor Branch Circuits:  Type S, single-element time delay. 

2. Other Branch Circuits:  Edison-base type, single-element fast acting. 

3.3 INSTALLATION 

A. Install fuses in fusible devices.  Arrange fuses so rating information is readable without 

removing fuse. 

B. Install plug-fuse adapters in Edison-base fuseholders and sockets.  Ensure that adapters are 

irremovable once installed. 

C. Install spare-fuse cabinet(s). 
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3.4 IDENTIFICATION 

A. Install labels complying with requirements for identification specified in Section 16075 

"Electrical Identification" and indicating fuse replacement information on inside door of each 

fused switch and adjacent to each fuse block, socket, and holder. 

END OF SECTION 262813 
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SECTION 262816 - ENCLOSED SWITCHES AND CIRCUIT BREAKERS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Fusible switches. 

2. Nonfusible switches. 

3. Receptacle switches. 

4. Shunt trip switches. 

5. Molded-case circuit breakers (MCCBs). 

6. Molded-case switches. 

7. Enclosures. 

1.3 DEFINITIONS 

A. NC:  Normally closed. 

B. NO:  Normally open. 

C. SPDT:  Single pole, double throw. 

1.4 PERFORMANCE REQUIREMENTS 

A. Seismic Performance:  Enclosed switches and circuit breakers shall withstand the effects of 

earthquake motions determined according to ASCE/SEI 7. 

1.5 ACTION SUBMITTALS 

A. Product Data:  For each type of enclosed switch, circuit breaker, accessory, and component 

indicated.  Include dimensioned elevations, sections, weights, and manufacturers' technical data 

on features, performance, electrical characteristics, ratings, accessories, and finishes. 

1. Enclosure types and details for types other than NEMA 250, Type 1. 

2. Current and voltage ratings. 

3. Short-circuit current ratings (interrupting and withstand, as appropriate). 

4. Include evidence of NRTL listing for series rating of installed devices. 
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5. Detail features, characteristics, ratings, and factory settings of individual overcurrent 

protective devices, accessories, and auxiliary components. 

6. Include time-current coordination curves (average melt) for each type and rating of 

overcurrent protective device; include selectable ranges for each type of overcurrent 

protective device. 

B. Shop Drawings:  For enclosed switches and circuit breakers.  Include plans, elevations, sections, 

details, and attachments to other work. 

1. Wiring Diagrams:  For power, signal, and control wiring. 

1.6 INFORMATIONAL SUBMITTALS 

A. Qualification Data:  For qualified testing agency. 

B. Seismic Qualification Certificates:  For enclosed switches and circuit breakers, accessories, and 

components, from manufacturer. 

1. Basis for Certification:  Indicate whether withstand certification is based on actual test of 

assembled components or on calculation. 

2. Dimensioned Outline Drawings of Equipment Unit:  Identify center of gravity and locate 

and describe mounting and anchorage provisions. 

3. Detailed description of equipment anchorage devices on which the certification is based 

and their installation requirements. 

C. Field quality-control reports. 

1. Test procedures used. 

2. Test results that comply with requirements. 

3. Results of failed tests and corrective action taken to achieve test results that comply with 

requirements. 

D. Manufacturer's field service report. 

1.7 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data:  For enclosed switches and circuit breakers to include in 

emergency, operation, and maintenance manuals.  In addition to items specified in 

Section 01782 "Operation and Maintenance Data," include the following: 

1. Manufacturer's written instructions for testing and adjusting enclosed switches and circuit 

breakers. 

2. Time-current coordination curves (average melt) for each type and rating of overcurrent 

protective device; include selectable ranges for each type of overcurrent protective 

device. 
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1.8 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials that match products installed and that are packaged with protective 

covering for storage and identified with labels describing contents. 

1. Fuses:  Equal to 10 percent of quantity installed for each size and type, but no fewer than 

three of each size and type. 

2. Fuse Pullers:  Two for each size and type. 

1.9 QUALITY ASSURANCE 

A. Testing Agency Qualifications:  Member company of NETA or an NRTL. 

1. Testing Agency's Field Supervisor:  Currently certified by NETA to supervise on-site 

testing. 

B. Source Limitations:  Obtain enclosed switches and circuit breakers, overcurrent protective 

devices, components, and accessories, within same product category, from single source from 

single manufacturer. 

C. Product Selection for Restricted Space:  Drawings indicate maximum dimensions for enclosed 

switches and circuit breakers, including clearances between enclosures, and adjacent surfaces 

and other items.  Comply with indicated maximum dimensions. 

D. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 

by a qualified testing agency, and marked for intended location and application. 

E. Comply with NFPA 70. 

1.10 PROJECT CONDITIONS 

A. Environmental Limitations:  Rate equipment for continuous operation under the following 

conditions unless otherwise indicated: 

1. Ambient Temperature:  Not less than minus 22 deg F and not exceeding 104 deg F. 

2. Altitude:  Not exceeding 6600 feet. 

B. Interruption of Existing Electric Service:  Do not interrupt electric service to facilities occupied 

by Owner or others unless permitted under the following conditions and then only after 

arranging to provide temporary electric service according to requirements indicated: 

1. Notify Construction Manager no fewer than seven days in advance of proposed 

interruption of electric service. 

2. Indicate method of providing temporary electric service. 

3. Do not proceed with interruption of electric service without Construction Manager's 

written permission. 

4. Comply with NFPA 70E. 
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1.11 COORDINATION 

A. Coordinate layout and installation of switches, circuit breakers, and components with equipment 

served and adjacent surfaces.  Maintain required workspace clearances and required clearances 

for equipment access doors and panels. 

PART 2 - PRODUCTS 

2.1 FUSIBLE SWITCHES 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 

following: 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide product by one of 

the following: 

1. Eaton Electrical Inc.; Cutler-Hammer Business Unit. 

2. General Electric Company; GE Consumer & Industrial - Electrical Distribution. 

3. Siemens Energy & Automation, Inc. 

4. Square D; a brand of Schneider Electric. 

C. Type GD, General Duty, Single Throw, 240-V ac, 800 A and Smaller:  UL 98 and 

NEMA KS 1, horsepower rated, with fuse interiors to accommodate fuses, lockable handle with 

capability to accept two padlocks, and interlocked with cover in closed position. 

D. Type HD, Heavy Duty, Single Throw, 1200 A and Smaller:  UL 98 and NEMA KS 1, 

horsepower rated, with clips or bolt pads to accommodate fuses, lockable handle with capability 

to accept three padlocks, and interlocked with cover in closed position. 

E. Type HD, Heavy Duty, Six Pole, Single Throw, 200 A and Smaller:  UL 98 and NEMA KS 1, 

horsepower rated, with clips or bolt pads to accommodate fuses, lockable handle with capability 

to accept three padlocks, and interlocked with cover in closed position. 

F. Type HD, Heavy Duty, Double Throw, 1200 A and Smaller:  UL 98 and NEMA KS 1, 

horsepower rated, with clips or bolt pads to accommodate fuses, lockable handle with capability 

to accept three padlocks, and interlocked with cover in closed position. 

G. Accessories: 

1. Equipment Ground Kit:  Internally mounted and labeled for copper and aluminum ground 

conductors. 

2. Neutral Kit:  Internally mounted; insulated, capable of being grounded and bonded; 

labeled for copper and aluminum neutral conductors. 

3. Isolated Ground Kit:  Internally mounted; insulated, capable of being grounded and 

bonded; labeled for copper and aluminum neutral conductors. 

4. Class R Fuse Kit:  Provides rejection of other fuse types when Class R fuses are 

specified. 

http://www.specagent.com/LookUp/?ulid=2151&mf=04&mf=95&src=wd&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818225&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818226&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456803158&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818227&mf=95&src=wd
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5. Auxiliary Contact Kit:  Two NO/NC (Form "C") auxiliary contact(s), arranged to activate 

before switch blades open. 

6. Hookstick Handle:  Allows use of a hookstick to operate the handle. 

7. Lugs:  Compression type, suitable for number, size, and conductor material. 

8. Service-Rated Switches:  Labeled for use as service equipment. 

9. Accessory Control Power Voltage:  Remote mounted and powered; 24-V ac. 

2.2 NONFUSIBLE SWITCHES 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 

following: 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide product indicated 

on Drawings product by one of the following: 

1. Eaton Electrical Inc.; Cutler-Hammer Business Unit. 

2. General Electric Company; GE Consumer & Industrial - Electrical Distribution. 

3. Siemens Energy & Automation, Inc. 

4. Square D; a brand of Schneider Electric. 

C. Type GD, General Duty, Single Throw, 600 A and Smaller:  UL 98 and NEMA KS 1, 

horsepower rated, lockable handle with capability to accept two padlocks, and interlocked with 

cover in closed position. 

D. Type HD, Heavy Duty, Single Throw, 1200 A and Smaller:  UL 98 and NEMA KS 1, 

horsepower rated, lockable handle with capability to accept three padlocks, and interlocked with 

cover in closed position. 

E. Type HD, Heavy Duty, Six Pole, Single Throw, 200 A and Smaller:  UL 98 and NEMA KS 1, 

horsepower rated, lockable handle with capability to accept three padlocks, and interlocked with 

cover in closed position. 

F. Type HD, Heavy Duty, Double Throw, 1200 A and Smaller:  UL 98 and NEMA KS 1, 

horsepower rated, lockable handle with capability to accept three padlocks, and interlocked with 

cover in closed position. 

G. Accessories: 

1. Equipment Ground Kit:  Internally mounted and labeled for copper and aluminum ground 

conductors. 

2. Neutral Kit:  Internally mounted; insulated, capable of being grounded and bonded; 

labeled for copper and aluminum neutral conductors. 

3. Isolated Ground Kit:  Internally mounted; insulated, capable of being grounded and 

bonded; labeled for copper and aluminum neutral conductors. 

4. Auxiliary Contact Kit: Two NO/NC (Form "C") auxiliary contact(s), arranged to activate 

before switch blades open. 

5. Hookstick Handle:  Allows use of a hookstick to operate the handle. 

6. Lugs:  Compression type, suitable for number, size, and conductor material. 

7. Accessory Control Power Voltage:  Remote mounted and powered; 24-V ac. 

http://www.specagent.com/LookUp/?ulid=2152&mf=04&mf=95&src=wd&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818232&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818233&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456803159&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818234&mf=95&src=wd
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2.3 RECEPTACLE SWITCHES 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 

following: 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide product by one of 

the following: 

1. Eaton Electrical Inc.; Cutler-Hammer Business Unit. 

2. General Electric Company; GE Consumer & Industrial - Electrical Distribution. 

3. Siemens Energy & Automation, Inc. 

4. Square D; a brand of Schneider Electric. 

C. Type HD, Heavy-Duty, Single-Throw Fusible Switch:  UL 98 and NEMA KS 1; horsepower 

rated, with clips or bolt pads to accommodate fuses; lockable handle with capability to accept 

three padlocks; interlocked with cover in closed position. 

D. Type HD, Heavy-Duty, Single-Throw Nonfusible Switch: UL 98 and NEMA KS 1; horsepower 

rated, lockable handle with capability to accept three padlocks; interlocked with cover in closed 

position. 

E. Interlocking Linkage:  Provided between the receptacle and switch mechanism to prevent 

inserting or removing plug while switch is in the on position, inserting any plug other than 

specified, and turning switch on if an incorrect plug is inserted or correct plug has not been fully 

inserted into the receptacle. 

F. Receptacle:  Polarized, three-phase, four-wire receptacle (fourth wire connected to enclosure 

ground lug). 

2.4 MOLDED-CASE CIRCUIT BREAKERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 

following: 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide product by one of 

the following: 

1. Eaton Electrical Inc.; Cutler-Hammer Business Unit. 

2. General Electric Company; GE Consumer & Industrial - Electrical Distribution. 

3. Siemens Energy & Automation, Inc. 

4. Square D; a brand of Schneider Electric. 

C. General Requirements:  Comply with UL 489, NEMA AB 1, and NEMA AB 3, with 

interrupting capacity to comply with available fault currents. 

D. Thermal-Magnetic Circuit Breakers:  Inverse time-current element for low-level overloads and 

instantaneous magnetic trip element for short circuits.  Adjustable magnetic trip setting for 

circuit-breaker frame sizes 250 A and larger. 

http://www.specagent.com/LookUp/?ulid=2153&mf=04&mf=95&src=wd&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818235&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818236&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456803160&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818237&mf=95&src=wd
http://www.specagent.com/LookUp/?ulid=2155&mf=04&mf=95&src=wd&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818238&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818239&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456803163&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818240&mf=95&src=wd
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E. Adjustable, Instantaneous-Trip Circuit Breakers:  Magnetic trip element with front-mounted, 

field-adjustable trip setting. 

F. Electronic Trip Circuit Breakers:  Field-replaceable rating plug, rms sensing, with the following 

field-adjustable settings: 

1. Instantaneous trip. 

2. Long- and short-time pickup levels. 

3. Long- and short-time time adjustments. 

4. Ground-fault pickup level, time delay, and I
2
t response. 

G. Current-Limiting Circuit Breakers:  Frame sizes 400 A and smaller, and let-through ratings less 

than NEMA FU 1, RK-5. 

H. Integrally Fused Circuit Breakers:  Thermal-magnetic trip element with integral limiter-style 

fuse listed for use with circuit breaker and trip activation on fuse opening or on opening of fuse 

compartment door. 

I. Ground-Fault, Circuit-Interrupter (GFCI) Circuit Breakers:  Single- and two-pole configurations 

with Class A ground-fault protection (6-mA trip). 

J. Ground-Fault, Equipment-Protection (GFEP) Circuit Breakers:  With Class B ground-fault 

protection (30-mA trip). 

K. Features and Accessories: 

1. Standard frame sizes, trip ratings, and number of poles. 

2. Lugs:  Compression type, suitable for number, size, trip ratings, and conductor material. 

3. Application Listing:  Appropriate for application; Type SWD for switching fluorescent 

lighting loads; Type HID for feeding fluorescent and high-intensity discharge lighting 

circuits. 

4. Ground-Fault Protection:  Comply with UL 1053; integrally mounted, self-powered type 

with mechanical ground-fault indicator; relay with adjustable pickup and time-delay 

settings, push-to-test feature, internal memory, and shunt trip unit; and three-phase, zero-

sequence current transformer/sensor. 

2.5 MOLDED-CASE SWITCHES 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 

following: 

B. Basis-of-Design Product:  Subject to compliance with requirements, provide product by one of 

the following: 

1. Eaton Electrical Inc.; Cutler-Hammer Business Unit. 

2. General Electric Company; GE Consumer & Industrial - Electrical Distribution. 

3. Siemens Energy & Automation, Inc. 

4. Square D; a brand of Schneider Electric. 

http://www.specagent.com/LookUp/?ulid=2156&mf=04&mf=95&src=wd&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818241&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818242&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456803164&mf=95&src=wd
http://www.specagent.com/LookUp/?uid=123456818243&mf=95&src=wd
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C. General Requirements:  MCCB with fixed, high-set instantaneous trip only, and short-circuit 

withstand rating equal to equivalent breaker frame size interrupting rating. 

D. Features and Accessories: 

1. Standard frame sizes and number of poles. 

2. Lugs:  Compression type, suitable for number, size, trip ratings, and conductor material. 

3. Ground-Fault Protection:  Comply with UL 1053; remote-mounted and powered type 

with mechanical ground-fault indicator; relay with adjustable pickup and time-delay 

settings, push-to-test feature, internal memory, and shunt trip unit; and three-phase, zero-

sequence current transformer/sensor. 

4. Shunt Trip:  Trip coil energized from separate circuit, with coil-clearing contact. 

5. Undervoltage Trip:  Set to operate at 35 to 75 percent of rated voltage without intentional 

time delay. 

6. Auxiliary Contacts:  Two SPDT switches with "a" and "b" contacts; "a" contacts mimic 

switch contacts, "b" contacts operate in reverse of switch contacts. 

7. Alarm Switch:  One NO contact that operates only when switch has tripped. 

8. Key Interlock Kit:  Externally mounted to prohibit switch operation; key shall be 

removable only when switch is in off position. 

9. Zone-Selective Interlocking:  Integral with ground-fault shunt trip unit; for interlocking 

ground-fault protection function. 

10. Electrical Operator:  Provide remote control for on, off, and reset operations. 

11. Accessory Control Power Voltage:  Integrally mounted, self-powered. 

2.6 ENCLOSURES 

A. Enclosed Switches and Circuit Breakers:  NEMA AB 1, NEMA KS 1, NEMA 250, and UL 50, 

to comply with environmental conditions at installed location. 

1. Indoor, Dry and Clean Locations:  NEMA 250, Type 1. 

2. Outdoor Locations:  NEMA 250, Type 3R. 

3. Kitchen and Wash-Down Areas:  NEMA 250, Type 4X. 

4. Other Wet or Damp, Indoor Locations:  NEMA 250, Type 4 

5. Indoor Locations Subject to Dust, Falling Dirt, and Dripping Noncorrosive Liquids:  

NEMA 250, Type 12. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine elements and surfaces to receive enclosed switches and circuit breakers for compliance 

with installation tolerances and other conditions affecting performance of the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 
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3.2 INSTALLATION 

A. Install individual wall-mounted switches and circuit breakers with tops at uniform height unless 

otherwise indicated. 

B. Comply with mounting and anchoring requirements specified in Section 16074 "Vibration and 

Seismic Controls for Electrical Systems." 

C. Temporary Lifting Provisions:  Remove temporary lifting eyes, channels, and brackets and 

temporary blocking of moving parts from enclosures and components. 

D. Install fuses in fusible devices. 

E. Comply with NECA 1. 

3.3 IDENTIFICATION 

A. Comply with requirements in Section 16075 "Electrical Identification." 

1. Identify field-installed conductors, interconnecting wiring, and components; provide 

warning signs. 

2. Label each enclosure with engraved metal or laminated-plastic nameplate. 

3.4 FIELD QUALITY CONTROL 

A. Testing Agency:  Engage a qualified testing agency to perform tests and inspections. 

B. Manufacturer's Field Service:  Engage a factory-authorized service representative to inspect, 

test, and adjust components, assemblies, and equipment installations, including connections. 

C. Perform tests and inspections. 

1. Manufacturer's Field Service:  Engage a factory-authorized service representative to 

inspect components, assemblies, and equipment installations, including connections, and 

to assist in testing. 

D. Acceptance Testing Preparation: 

1. Test insulation resistance for each enclosed switch and circuit breaker, component, 

connecting supply, feeder, and control circuit. 

2. Test continuity of each circuit. 

E. Tests and Inspections: 

1. Perform each visual and mechanical inspection and electrical test stated in NETA 

Acceptance Testing Specification.  Certify compliance with test parameters. 

2. Correct malfunctioning units on-site, where possible, and retest to demonstrate 

compliance; otherwise, replace with new units and retest. 
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3. Perform the following infrared scan tests and inspections and prepare reports: 

a. Initial Infrared Scanning:  After Substantial Completion, but not more than 60 days 

after Final Acceptance, perform an infrared scan of each enclosed switch and 

circuit breaker.  Remove front panels so joints and connections are accessible to 

portable scanner. 

b. Follow-up Infrared Scanning:  Perform an additional follow-up infrared scan of 

each enclosed switch and circuit breaker 11 months after date of Substantial 

Completion. 

c. Instruments and Equipment:  Use an infrared scanning device designed to measure 

temperature or to detect significant deviations from normal values.  Provide 

calibration record for device. 

4. Test and adjust controls, remote monitoring, and safeties.  Replace damaged and 

malfunctioning controls and equipment. 

F. Enclosed switches and circuit breakers will be considered defective if they do not pass tests and 

inspections. 

G. Prepare test and inspection reports, including a certified report that identifies enclosed switches 

and circuit breakers and that describes scanning results.  Include notation of deficiencies 

detected, remedial action taken, and observations after remedial action. 

3.5 ADJUSTING 

A. Adjust moving parts and operable components to function smoothly, and lubricate as 

recommended by manufacturer. 

B. Set field-adjustable circuit-breaker trip ranges 

END OF SECTION 262816 
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SECTION 275314 – WIRELESS VIDEO SURVEILLANCE SYSTEM 

 

PART 1 - SCOPE 

1.1 To provide a security camera system that provides video coverage of the waterways and 

perimeter of the training facility firing range area. Camera System must include a mix of pan-

tilt and zoom (PTZ), fixed high definition, and fixed high-power infrared cameras 

strategically installed to monitor the Delaware River canal area facing the firing range, and 

the firing range area itself. The video surveillance system must use a secure and reliable 

wirelessly link to produce fluid video for live viewing and recording. This high-speed 

wireless link will provide connectivity to the cameras on the new surveillance pole to the 

existing EST Building. The digital video management system (DVMS) live feeds from all 

cameras must be available at the EST Building and include capabilities to turn recording on 

manually or automatically set it for motion recording at all times. The DVMS system must be 

installed in the EST Building.  

 

PART 2 – SYSTEM DESCRIPTION 

 

2.1 DIGITAL VIDEO MANAGEMENT SYSTEM (DVMS) 

 

A. The DVMS and network video recording system shall consist and include the following 

functions and capabilities, as a minimum: 

 

1. Support for IP-based Infrared, HDTV, and Megapixel resolution cameras. 

2. Support for minimizing bandwidth requirements when multiple users are viewing the 

same camera. 

3. Support centralized management of distributed recording servers on an Ethernet 

network.   

4. Support the export of evidence in JPEG, AVI and native database formats. 

5. Support multiple recording codecs including MJPEG, MPEG-4 and H.264. 

6. Have the ability to accept the full frame rate supplied by the cameras while recording 

at a lower frame rate yet still make the higher frame rate available to the clients for 

live viewing. 

7. Include an integrated video motion detection system enabled on a per camera basis 

with options for sensitivity settings and capabilities to exclude regions defined by the 

DVMS administrator. 

8. Allow for the operator to manually turn on recording per event. 

9. Allow the recording frame rate to be increased or decreased according to a daily 

schedule or during a motion event.  

10. Support for perimeter intrusion detection using virtual fencing with alarm capability 

to detect objects entering and exiting the surface danger zone.  

 

2.2 WIRELESS VIDEO TRANSMISSION 
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A. The new wireless video network must be able to transmit video signals between the 

existing EST Building and the new pole where cameras are to be mounted. This new 

wireless network will occupy its own network space and include robust encryption 

capabilities of up to 256-bit. The wireless video link shall consist and included the 

following functions and capabilities, as a minimum: 

1. Designed to support the full bandwidth of each camera from each location. 

2. A minimum of 3Mbps must be allocated per camera when connected wirelessly. 

3. No radios or active devices are to be installed above the 40’ in any building.  

4. Support for 2.4GHz and 5.1-5.8GHz radio frequencies using IEEE 802.11 a/b/g/n 

protocols. 

5. Support for point-to-point, point-to-multipoint, and mesh node architectures. 

6. Web-based management and built-in spectrum analyzer. 

7. Support for software plug-in features to increase Ethernet capacity, 802.1Q VLAN 

tagging, and AES 256-bit link level encryption without user physical intervention. 

8. Radios shall include integrated MIMO directional antennas with surge suppression, and 

antenna brackets at all mounting locations. 

9. Minimum power consumption via PoE (power-over-Ethernet) input with Ethernet surge 

suppressor. 

10. Hardware-based support for 256 bits AES encryption with FIPS-197 compliant. 

 

PART 3 – EQUIPMENT 

 

3.1 IP VIDEO CAMERAS 

 

A. Pant-tilt-Zoom (PTZ) Camera 

 

1. The PTZ cameras shall consist and include the following functions and capabilities, 

as a minimum: 

 

a. Provide HDTV 1080p video quality images at up to 30 fps (frames-per-second) 

b. H.264 video encoding for efficient use of  bandwidth and storage 

c. 1920x1080 resolution 

d. 20X optical zoom with wide-dynamic range (WDR) support. 

e. Provide minimum illumination of 0.8 lux for color images and 0.04 lux for B/W 

images. 

f. 360° continuous panning with auto-flip 

g. 20° up-tilt for viewing above the horizon 

h. Support for “autotracking” smart camera functionalities. 

 

3.2 FIXED CAMERAS 

 

A. HIGH-DEFINITION FIXED CAMERAS 
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1. The Fixed cameras shall consist and include the following functions and capabilities, 

as a minimum: 

 

a. Provide HDTV 720p video quality images at up to 30 fps. 

b. H.264 video encoding for efficient use of bandwidth and storage 

c. 1280 x 960 video resolution 

d. Provide minimum illumination of 0.1 lux for color images and 0.02 lux for B/W 

images. 

e. WDR with dynamic capture at HDTV 720p 

f. PoE type class 3 

 

3.3 FIXED THERMAL CAMERAS 

 

A. The Fixed Thermal cameras shall consist and include the following functions and 

capabilities, as a minimum: 

 

1. Thermal imaging sensor with NETD<100mK sensitivity 

2. H.264 video encoding for efficient use of bandwidth and storage 

3. Sensor resolutions scalable to standard VGA at 30 fps 

4. Horizontal field of view of 28° 

5. High-quality lens option to support; 

6. Detection (1.5 pixel on target) at up to 1200 meters 

7. Recognition (6 pixel on target) at up to 300 meters 

8. Identification (12 pixels on target) at up to 150 meters 

9. PoE type class 3 

 

B. EST BUILDING MONITORING STATION 

The system must include two 19” high resolution desktop monitors connected to a Dell 

Precision high-performance class workstation with an upgraded video card(s) capable of 

handling the dual monitors at full resolution. Monitoring workstation must solely connect 

to the camera video network and will serve as the (DVMS) digital video management 

system for the security cameras 

 

C. CAMERA POLE CONFIGURATION 

 

1. The camera system at the new Pole must include (3) three Fixed Thermal network 

cameras and (3) HD Fixed Network cameras mounted and installed 15-20 feet above 

the tree line facing the waterway. Both Fixed Thermals and HD Fixed cameras will 

cover the same waterway area and should be mounted as to provide 90° horizontal 

coverage thermally and fixed each. One (1) additional HD Pan-tilt network camera 

will be installed at 30-40 feet height facing the firing range. The pole wireless radio 

will be mounted at the height of 30-40 feet on the pole. One all aluminum waterproof 

enclosure will be mounted between at a height of 30-35 feet on the pole. This 

enclosure must be NEMA 3R rated and will host a din-rail mounted 8-port industrial-
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type High PoE Ethernet switch responsible to power all cameras and the pole wireless 

radio. This aluminum enclosure must conceal and protect all cabling and must 

include; 

 

a. Lightning and surge suppressors for all its inputs and outputs 

b. Exhaust fan(s) for heat removal behind an aluminum screen with louvers and 

covers to remove and prevent water aerosols.  

c. 110/120VAC input with AC surge arrestor and line noise filter to protect host 

equipment. 

d. An ON/OFF switch to enable power to be removed from equipment for service 

and maintenance.  

END OF SECTION 275314 

 


