GENERAL NOTES:

EXIST. 1. REFER TO SEQUENCE OF OPERATIONS, ON THIS DRAWING, FOR REQUIRED EQUIPMENT OPERATION AND SYSTEM CONTROL.
EXIST. LOUVER & EXHALST FAN DAVIS
MOTORIZED DAMPER 2. REMOVE EXISTING “PLUG-IN" RECEPTACLE STYLE CARBON MONOXIDE (CO) DETECTORS FROM THE FACILITY AND TURN
M - Tt — OVER TO DEARNG. A BOWEN &
| 3. SCOPE OF WORK LIMITED TO VEHICLE MAINTENANCE AND STORAGE BAYS. NO WORK IN OFFICE AREAS AND SUPPORT
oac0 ol FRIEDEL, INC.
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Z % 1. INGTALL CARBON MONOXIDE (CO) AND NITROGEN DIOXIDE (NO2) SENSORS AS INDICATED, TO ACCOUNT FOR DIESEL AND A B AR AN W ML ORD, DELAWARE,
2 @ GAS VEHICLES. MAINTAIN MAXIMUM 50'-0” RADIUS FOR FULL COVERAGE OF VEHICLE BAYS.
@ 2. INSTALL NEW GAS DETECTION CONTROL PANEL WITH INTEGRAL ALARMS,
A6 DETECTION 3. CONFIRM OPERATION OF EXISTING WALL-MOUNTED EXHAUST FAN TO PROVIDE MINIMUM 2100 CFM. REMOVE INTERLOCK Soreral Noteo
SANEL EXIST. TRANSFER TO CONTROL FAN FROM EXISTING WALL SWITCH, AND REFER TO SEQUENCES FOR REQUIRED OPERATION UNDER GAS '
GRILLE DETECTION OR SUMMER VENTILATION. PROVIDE “ADD ALTERNATE” LINE ITEM PRICE TO REPLACE FAN; SEE FAN SCHEDULE
FOR (EF-8).
31T WMD VEHRICLE STORAGE/ 4. PROVIDE NEW THERMOSTAT FOR SUMMER VENTILATION CONTROL OF EXISTING EXHAUST FAN, INTAKE AIR LOUVER AND
MOTORIZED DAMPER.
READY ROOM FLOW DIAGRAM 5. PROVIDE NEW 48°x32” OUTSIDE AIR LOUVER, AND INSTALL AT 18" AFF, IN EXISTING BLOCK / BRICK WALL. SEAL WALL
NO SCALE PENETRATION AIR TIGHT. PROVIDE INSULATED PLENUM ON REAR SIDE OF LOUVER FOR INSTALLATION OF NEW MOTORIZED
EXISTING LOUVER DAMPER WITH INTERNAL ACTUATOR IN NEMA 3 ENCLOSURE, AND INSTALL WIRE MESH SCREEN AT OPEN ENDED DUCT.
70 REMAIN 6. PROVIDE NEW 30°x30” EXHAUST AIR LOUVER, AND INSTALL BOTTOM AT APPROXIMATELY 12-0" ABOVE GRADE (IN
EXISTING BRICK COURSE). SEAL WALL PENETRATION AR TIGHT. PROVIDE INSULATED PLENUM ON REAR SIDE OF LOUVER FOR
NEW NEW LOUVER & ya INSTALLATION AND CONNECTION TO NEW EXHAUST FAN / HOUSING.
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1. GAS DETECTION: THE GAS DETECTION SYSTEM SHALL OPERATE AND OVER-RIDE ALL OTHER SEQUENCES. ¢ REVAN 7 () | Eif;u 5T|r_l{ﬁ | - . - -
AN T \:
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B. IF ANY ONE OF THE CARBON MONOXIDE AND/OR NITROGEN DIOXIDE DETECTORS SENSES GAS CONCENTRATIONS EXISTING FAN ] | EXISTING ROUND | |\ .
ABOVE LEVEL ONE SET POINTS (20 PPM OF CARBON MONOXIDE AND/OR 3 PPM OF NITROGEN DIOXIDE), THE FOLLOWING SHALL M STARTER 319T AWMD B } DIFFUSER TO } 0 } — SQE‘SI.L%" 5‘.3"@%‘@2
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(1) MOTORIZED DAMPER AT EXISTING OUTSIDE AIR LOUVER SHALL OPEN. y | | Tel’ 4103410200
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C. IF ANY ONE OF THE CARBON MONOXIDE AND/OR NITROGEN DIOXIDE DETECTORS SENSES GAS CONCENTRATIONS ?éipgﬁswe N 1'_ ________ o
CONTINUING TO RISE ABOVE LEVEL TWO SET POINTS (50 PPM OF CARBON MONOXIDE AND/OR 5 PPM OF NITROGEN DIOXIDE), THE 35T AMD ONIT 0 - | Mp6 |
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A. THE SPACE TEMPERATURE SENSOR SHALL, UPON A RISE IN ROOM TEMPERATURE ABOVE TS SET POINT (80°F, UVER ¢ | ‘ . . . ‘
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| \
| MAIN | | || | |
VEHICLE LOADING / STORAGE BAYS: — 1 I / | " | .
|
BATTALION BATTALION [ ] ] L] Project:
1. GAS DETECTION: THE GAS DETECTION SYSTEM SHALL OPERATE AND OVER-RIDE ALL OTHER SEQUENCES.
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(1) MOTORIZED DAMPER AT NEW OUTSIDE AIR LOUVER SHALL OPEN. CMDR OFFICE / i SMYRNA READINESS CENTER - AREA B

(2) NEW WALL MOUNTED EXHAUST FAN SHALL BE ENERGIZED. BATTALION BATTALION BATTALION APPROXIMATE — A A7 103 ARTISAN DRIVE

(3) END SWITCH SHALL PROVIDE INDICATION THAT DAMPER IS WIDE OPEN, BUT SHALL NOT PROCLUDE THE COMMON USE DETACHMENT 53 OFFICE EXECUTIVE OCATION OF SMYRNA. DE 19977
EXHAUST FAN FROM OPERATING. ADP 3 CDR OFFICER ELECTRICAL RM. S ’
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C. IF ANY ONE OF THE CARBON MONOXIDE AND/OR NITROGEN DIOXIDE DETECTORS SENSES GAS CONCENTRATIONS ] = MECHANICAL AND
CONTINUING TO RISE ABOVE LEVEL TWO SET POINTS (50 PPM OF CARBON MONOXIDE AND/OR 5 PPM OF NITROGEN DIOXIDE), THE —— —— ——— —— ——— DESIGN ELECTRICAL FLOOR PLAN
GAS DETECTION PANEL SHALL INITIATE AUDIBLE AND VISUAL ALARMS
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D. EXHAUST FAN SHALL CONTINUE TO OPERATE UNTIL GAS CONCENTRATIONS ARE REDUCED TO BELOW SET POINT " DHesM |0 11/26/3
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