
STATIC  PRESSURE:

FLOW  RATE:

RESIDUAL PRESSURE:

FIRE HYDRANT  FLOW  TEST  DATA:

LOCATION:

50 PSI

1021 GPM

42 PSI

RUDDER LANE, GEORGETOWN AIRPORT, DE.

FIRE  MARSHAL  GENERAL  NOTES

ALL FIRE LANES, FIRE HYDRANTS, AND FIRE DEPARTMENT CONNECTIONS SHALL BE MARKED IN  

2.

1.

ACCORDANCE WITH THE DELAWARE STATE FIRE PREVENTION REGULATIONS (DSFPR).

AUTOMATIC FIRE SPRINKLERS ARE NOT PROPOSED FOR THIS STRUCTURE.

3.

DATE: DECEMBER 10, 2012 

SKC-001-1

N.T.S.

11/13/12

SCALE :

DRAWN BY :

DATE :

BMG:

V.V.

2012112.00

SUSSEX COUNTY AIRPORT - RUDDER LANE

ADDENDUM NO.3

SUSSEX COUNTY / DE

POWERPLANT
EDUCATION FACILITY

SKC-001-1

LAYER STATE :

F:\AutoCAD\Projects\2012\2012112\DWG\201211200-SITE.dwg, Dec 13, 2012 - 8:56am
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309  S.  Governors  Ave.

Fax 302.734.7965

Dover,  DE  19904

Dover

Ph. 302.734.7950


