STATE OF DELAWARE

Office of Management and Budget

Government Support Services

STATE OF DELAWARE
Office of Management and Budget
Government Support Services

Attachment 1

NO PROPOSAL REPLY FORM

Contract No.: GSS13618-CRACK_SEALER FILLIN "Insert the contract number" 
Contract Title:
Crack Sealer, Supplies and Parts

To assist us in obtaining good competition on our Request for Proposals, we ask that each firm that has received a proposal, but does not wish to bid, state their reason(s) below and return in a clearly marked envelope displaying the contract number.  This information will not preclude receipt of future invitations unless you request removal from the Vendor's List by so indicating below, or do not return this form or bona fide proposal.

Unfortunately, we must offer a "No Proposal" at this time because:

	
	1.
	
	We do not wish to participate in the proposal process.

	
	
	
	

	
	2.
	
	We do not wish to bid under the terms and conditions of the Request for Proposal document.  Our objections are:

	
	
	
	

	
	
	
	

	
	
	
	

	
	3.
	
	We do not feel we can be competitive.

	
	
	
	

	
	4.
	
	We cannot submit a Proposal because of the marketing or franchising policies of the manufacturing company.

	
	
	
	

	
	5.
	
	We do not wish to sell to the State.  Our objections are:

	
	
	
	

	
	
	
	

	
	
	
	

	
	6.
	
	We do not sell the items/services on which Proposals are requested.

	
	
	
	

	
	7.
	
	Other:___________________________________________________________________

	
	
	
	


	
	
	

	FIRM NAME
	
	SIGNATURE


	
	
	We wish to remain on the Vendor's List for these goods or services.

	
	
	

	
	
	We wish to be deleted from the Vendor's List for these goods or services.



Attachment 2

 FILLIN "Enter contract name" 
CONTRACT NO.: GSS13618-CRACK_SEALER

TITLE: Crack Sealer, Supplies and Parts  FILLIN "Enter contract name" 
OPENING DATE: November 12, 2013 FILLIN "Enter bid opening date" 
NON-COLLUSION STATEMENT

This is to certify that the undersigned Vendor has neither directly nor indirectly, entered into any agreement, participated in any collusion or otherwise taken any action in restraint of free competitive bidding in connection with this proposal, and further certifies that it is not a sub-contractor to another Vendor who also submitted a proposal as a primary Vendor in response to this solicitation submitted this date to the State of Delaware, Office of Management and Budget, Government Support Services.

It is agreed by the undersigned Vendor that the signed delivery of this bid represents the Vendor’s acceptance of the terms and conditions of this Request for Proposal including all specifications and special provisions.

NOTE:  Signature of the authorized representative MUST be of an individual who legally may enter his/her organization into a formal contract with the State of Delaware, Office of Management and Budget, Government Support Services.

	
	Corporation

	
	Partnership

	
	Individual


 COMPANY NAME __________________________________________________________________
(Check one)
NAME OF AUTHORIZED REPRESENTATIVE



(Please type or print)











SIGNATURE







TITLE






COMPANY ADDRESS













PHONE NUMBER





   FAX NUMBER





EMAIL ADDRESS
______________________________










STATE OF DELAWARE

FEDERAL E.I. NUMBER    



   
LICENSE NUMBER_____________________________

	    COMPANY CLASSIFICATIONS: CERT. NO. 
	Women Business Enterprise (WBE)
	YES
	NO
	Minority Business Enterprise (MBE)
	YES
	NO
	Disadvantaged Business Enterprise (DBE)
	YES
	NO

	
	
	(circle one)
	
	(circle one)
	
	(circle one)


 [The above table is for information and statistical use only.]

PURCHASE ORDERS SHOULD BE SENT TO: 

             (COMPANY NAME)













ADDRESS













CONTACT














PHONE NUMBER





   
FAX NUMBER  






EMAIL ADDRESS












AFFIRMATION:  Within the past five years, has your firm, any affiliate, any predecessor company or entity, owner, 

Director, officer, partner or proprietor been the subject of a Federal, State, Local government suspension or debarment?

YES 

  NO 

 if yes, please explain 







THIS PAGE SHALL BE SIGNED, NOTARIZED AND RETURNED WITH YOUR PROPOSAL TO BE CONSIDERED
SWORN TO AND SUBSCRIBED BEFORE ME this ________  day of                                       ,    20 __________

Notary Public






My commission expires 





City of 




County of 




State of 



Attachment 3

Contract No.: GSS13618-CRACK_SEALER
Contract Name:  Crack Sealer, Supplies and Parts
EXCEPTIONS FORM

Proposals must include all exceptions to the specifications, terms or conditions contained in this RFP.  If the vendor is submitting the proposal without exceptions, please state so below.

(
By checking this box, the Vendor acknowledges that they take no exceptions to the specifications, terms or conditions found in this RFP.

	Paragraph # and page #
	Exceptions to Specifications, terms or conditions
	Proposed Alternative

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Note: use additional pages as necessary.

Attachment 4
Contract No.: GSS13618-CRACK_SEALER
Contract Name:   Crack Sealer, Supplies and Parts
COMPANY PROFILE & CAPABILITIES FORM

Suppliers are required to provide a reply to each question listed below. Your replies will aid the evaluation committee as part of the overall qualitative evaluation criteria of this Request for Proposal. Your responses should contain sufficient information about your company so evaluators have a clear understanding of your company’s background and capabilities. Failure to respond to any of these questions may result in your proposal to be rejected as non-responsive.

	1.
	Provide a brief history or your organization in a manner that will support your organization’s ability to dependably and consistently provide related equipment of a quality and type identified in this RFP.

	
	


	2.
	Provide substantiation that your organization has at least 3 years of successful experience in meeting the requirements of a contract of a scope similar to that defined in this RFP.

	
	


	3.
	Identify contracts held by your organization over at least the past three years where your organization successfully met public sector requirements.

	
	


	4.
	Describe your organization’s policies and procedures for handling warranty and shipping claims.

	
	



Attach additional pages as necessary.

Attachment 5

Contract No.:  GSS13618-CRACK_SEALER
Contract Name:  Crack Sealer, Supplies and Parts
CONFIDENTIALITY FORM

(
By checking this box, the Vendor acknowledges that they are not providing any information they declare to be confidential or proprietary for the purpose of production under 29 Del. C. ch. 100, Delaware Freedom of Information Act.

	Confidentiality and Proprietary Information

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	


Note: Add additional pages as needed.

Attachment 6

Contract No.: GSS13618-CRACK_SEALER
Contract Name:  Crack Sealer, Supplies and Parts
BUSINESS REFERENCES FORM

List a minimum of three business references, including the following information:

· Business Name and Mailing address

· Contact Name and phone number

· Number of years doing business with

· Type of work performed

Please do not list any State Employee as a business reference.  If you have held a State contract within the last 5 years, please list the contract.

	1.  
	Contact Name & Title:  
	 

	
	Business Name:  
	 

	
	Address:  
	 

	
	
	 

	
	Email:  
	 

	
	Phone # / Fax #:  
	 

	
	Current Vendor (YES or NO):  
	 
	 

	
	Years Associated & Type of Work Performed:    
	 

	
	
	
	
	

	
	
	
	
	

	2.  
	Contact Name & Title:  
	 

	
	Business Name:  
	 

	
	Address:  
	 

	
	
	 

	
	Email:  
	 

	
	Phone # / Fax #:  
	 

	
	Current Vendor (YES or NO):  
	 
	 

	
	Years Associated & Type of Work Performed:    
	 

	
	
	
	
	

	
	
	
	
	

	3.  
	Contact Name & Title:  
	 

	
	Business Name:  
	 

	
	Address:  
	 

	
	
	 

	
	Email:  
	 

	
	Phone # / Fax #:  
	 

	
	Current Vendor (YES or NO):  
	 
	 

	
	Years Associated & Type of Work Performed:    
	 


State of Delaware personnel MAY NOT BE USED as references.

Attachment 7

SUBCONTRACTOR INFORMATION FORM
	PART I – STATEMENT BY PROPOSING VENDOR

	1.  CONTRACT NO.

GSS13618-CRACK_SEALER
	2. Proposing Vendor Name:


	3. Mailing Address



	4.  SUBCONTRACTOR
	

	a. NAME


	4c. Company OSD Classification:

Certification Number:  _____________________

	b. Mailing Address:


	4d. Women Business Enterprise                Yes        No

4e. Minority Business Enterprise                Yes        No

4f. Disadvantaged Business Enterprise      Yes       No

	5.   DESCRIPTION OF WORK BY SUBCONTRACTOR



	6a. NAME OF PERSON SIGNING


	7. BY (Signature)
	8. DATE SIGNED

	6b. TITLE OF PERSON SIGNING


	
	

	 PART II – ACKNOWLEDGEMENT BY SUBCONTRACTOR

	9a. NAME OF PERSON SIGNING


	10. BY (Signature)
	11. DATE SIGNED

	9b. TITLE OF PERSON SIGNING


	
	


             * Use a separate form for each subcontractor

Attachment 8

	State of Delaware

	Monthly Usage Report

	Supplier Name:
	 
	Report Start Date:
	 
	 
	 

	Contact Name: 
	 
	  Insert Contract No.
	Report End Date:
	 
	 
	 

	Contact Phone: 
	 
	 
	Today's Date:
	 
	 
	 

	Agency Name or School
District
	Division
or Name
of School
	Budget Code
	UNSPSC
	Item Description
	Contract Item
Number
	Unit of Measure
	Qty
	Environmentally Preferred Product or Service            Y  N
	Additional Discount Granted
	Contract Proposal
Price/Rate
	Total Spend

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	$0.00 


Note:  A copy of the Usage Report will be sent by electronic mail to the Awarded Vendor.

Completed reports shall be saved in an Excel format, and submitted to the following email address: vendorusage@state.de.us
Attachment 9

	State of Delaware
	 

	Subcontracting (2nd tier)  Quarterly  Report

	Prime Name:  
	 
	 
	Report Start Date:  
	 
	 
	 
	 
	 
	 

	Contract Name/Number
	 
	 
	Report End Date: 
	 
	 
	 
	 
	 
	 

	Contact Name:  
	 
	 
	Today's Date:  
	 
	 
	 
	 
	 
	 

	Contact Phone:  
	 
	 
	*Minimum Required 
	Requested detail
	 
	 
	 
	 
	 
	 

	Vendor  Name*
	Vendor  TaxID* 
	Contract Name/ Number*
	Vendor Contact Name*
	Vendor  Contact Phone*
	Report Start Date*
	Report End Date*
	Amount Paid to Subcontractor*
	Work Performed by Subcontractor UNSPSC
	M/WBE Certifying Agency
	Veteran/Service Disabled Veteran Certifying Agency 
	2nd tier Supplier   Name
	2nd tier Supplier  Address
	2nd tier Supplier  Phone Number
	2nd tier Supplier  email
	Description  of Work Performed 
	2nd tier Supplier   Tax Id
	Date Paid

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 


Note:  A copy of the Usage Report will be sent by electronic mail to the Awarded Vendor
Completed reports shall be saved in an Excel format, and submitted to the following email address: vendorusage@state.de.us
Attachment 10

State of Delaware

Office of Supplier Diversity 

Certification Application

The most recent application can be downloaded from the following site:

http://gss.omb.delaware.gov/osd/certify.shtml
[image: image1.jpg]



Complete application and mail, email or fax to:

Office of Supplier Diversity (OSD)

100 Enterprise Place, Suite 4

Dover, DE 19904-8202

Telephone: (302) 857-4554 Fax: (302) 677-7086

 Email:  osd@state.de.us
Web site:  http://gss.omb.delaware.gov/osd/index.shtml
Attachment 11

Proposal Reply Requirements

The response should contain the following minimum information:

1. A brief Cover Letter including an Applicant's experience, if any, providing similar services.  

2. Vendor shall provide a detailed description of services to be provided, and shall respond to the Scope of Work identified. Failure to adequately describe the extent of their abilities may affect how the state evaluates and scores the vendor proposal.

Include catalogs or links, if that is what is asked for.

Vendors are encouraged to review the Evaluation criteria to see how the proposals will be scored and verify that the response has sufficient documentation to support each scoring criteria identified.

3. One (1) complete, signed and notarized copy of the Non-Collusion Agreement (Attachment 2).  MUST HAVE ORIGINAL SIGNATURES AND NOTARY MARK – Form must be included.
4. One (1) completed RFP Exception Form (Attachment 3) – please check box if no information – Form must be included.

5. One (1) completed Profile and Capabilities Form (Attachment 4)

6. One (1) completed Confidentiality Form (Attachment 5) – please check if no information is deemed confidential – Form must be included.

7. One (1) completed Business Reference Form (Attachment 6) – please provide references other than State of Delaware contacts – Form must be included.

8. One (1) complete and signed copy of the Subcontractor Information Form (Attachment 7) for each subcontractor – only provide if applicable.

9. One (1) complete OSD Application (see link on Attachment 10) – optional, only provide if applicable

10. One (1) complete Price Sheet (Appendix B) – complete all applicable tabs.  Electronic copy of Price Sheet must be a separate file in Excel format only.

The items listed above provide the basis for evaluating each vendor’s proposal.  Failure to provide all appropriate information may deem the submitting vendor as “non-responsive” and exclude the vendor from further consideration.  If an item listed above is not applicable to your company or proposal, please make note in your submission package. 

Proposal Reply Requirements (cont’d)

Vendors shall compile all documentation noted above, and all other documents as required in the Scope of Work, Appendix A, and shall provide in the following format(s):

1. Two (2) paper copies of the vendor proposal paperwork.  

2. One (1) electronic copy of the vendor proposal saved to CD or DVD media disk, or USB memory stick.  Any copies of electronic price files shall be included on the same electronic media, but shall be saved separately from.

APPENDIX A

SCOPE OF WORK 

SPECIFICATIONS

The purpose of this specification is to describe a double-boiler type melter applicator that is specifically designed for and shall be capable of heating and applying all grades of asphalt rubber sealant and specification joint sealant without further equipment modification.  This unit shall be the manufacturer’s current production model.  The machine shall be capable of starting at ambient temperature and bringing the sealant material up to application temperature in one hour or less. 

The material should be heated in a kettle or melter constructed as a double boiler, with space between the inner and outer shells filled with oil or other heat-transfer medium.  Thermostatic control for the heat-transfer medium shall be provided and shall have sufficient sensitivity to maintain sealant temperature within the manufacturer’s specified application temperature range.  Temperature indicating devices shall have intervals no greater than 5(F and shall be calibrated as required to assure accuracy.  The melter shall have continuous sealant agitation and a mixing system to provide uniform viscosity and temperature of material being applied.
1. REQUIRED SAFETY FEATURES

A.
The unit shall have a safety shut-off feature on the lid that automatically stops the agitator when the lid is opened.   

B.
The applicator wand shall be equipped with an automatic shut-off feature that will stop the flow of sealant when the handle is released or dropped. 


C.
There shall be no valves in the sealant line between the tank and wand end to interrupt or divert sealant flow.

D.
The unit shall heat and apply sealant without recirculation of sealant into sealant tank. 

E.
The heat transfer oil shall adequately and efficiently bring the sealant material to application temperature without the use of a heat transfer oil circulation pump.


2. TOWING FRAME AND JACK

A. The longitudinal side frames and tongue members of the trailer shall be of one continuous piece construction composed of hot rolled steel channel having the minimum dimensions of 5 inches.





B. Tongue hitch shall be adjustable in height above ground level from a minimum of 14 inches to a maximum of 32 inches


C. Tongue jack shall be a heavy-duty type with a load capacity of 7,000 pounds and it shall be side mounted and swing away for positive road clearance while under tow.

D. Dual independent rubber torsional suspension having a safe load capacity of 7,000 pounds.



E. Electric brakes with breakaway switch.


F. Trailer Electric brake shall have a solar battery charger






G. All melter fluid tanks shall be positioned no lower than deck level and shall be mounted on top of the channel frame members to assure safe ground clearance.

3. HEATING TANK
A. The material heating tank shall be a minimum of 37 inches in diameter by 28.75 inches deep having a capacity of no less than 133 gallons.

B. The double boiler type jacket shall create a reservoir that shall hold a minimum of 34.8 gallons of heat transfer oil at 70(F


C. The jacket shall wrap around 100% of the outside area of the circular material tank and bottom and allow for complete circulation of the heated transfer oil.  The tank and jacket shall be made of not less than 3/16 inch rolled sheet steel.

D. The heating tank shall be insulated with a minimum of 1 inch thick high temperature ceramic insulation and covered by a 22 gauge steel outer wrapper, which is galvanneal treated to prevent corrosion.

E. Tank design shall be symmetrically round for consistent tolerance between agitator blades and tank wall for complete material agitation at all times.  Oval, oblong and obround shaped tanks are not acceptable.



4. LOADING HATCH

A. The loading height shall be a minimum of 50 inches and not exceed 59 in. for correct ergonomic lifting


B. The opening shall be curb side and have a single hatch with  a minimum opening area of 252 square inches

5. HEATING SYSTEM

A. The heat transfer oil is heated by a minimum of one 12-volt, 250,000 BTU high efficiency forced air diesel fired burner directly at the bottom of the heat transfer oil tank.

B. A sealed expansion tank for heat transfer oil shall be provided to minimize oil oxidation and prevent moisture condensation into the heat transfer oil.  Overflow down tubes are unacceptable.

C. The total area exposed to the burner shall be a minimum of 5,244 square inches.









D. The material tank shall have a minimum of 4,267 square inches of contact with the heat transfer oil.

E. Melt rate shall be a minimum of 1,000 pounds per hour.




F. The burner shall be lit by a constant duty high voltage transformer powering an electric spark igniter.


G.
Igniter shall work in conjunction with a sensor that detects a lack of burn or ignition and shuts down the fuel supply.

6. TEMPERATURE CONTROL

A. The melter applicator shall have electronic thermostatic control devices that will automatically regulate hot oil, material and hose temperatures.


B. Controls shall have a digital readout for temperature of hot oil, material and hose.

C. Thermostat shall control burner ignition for a temperature range from a low of 200(F up to a high of 425(F for a wide variety of sealant.


D. Controls shall be activated by a single power switch, which will turn on each operation function at the proper time. The control will have an interlock, which will automatically engage the agitator when the material temperature reaches 

275(F and will not allow pump to be activated until the hose temperature reaches 325(F.






E. All burner and operational controls as well as engine ignition switch shall be located in a single weather tight box.  The control box shall also contain hour meter and any engine gauges.







7. DRIVE AND DRIVE CONTROLS

A. The motive force to the agitator and material pump shall be a hydraulic motor driven by a single hydraulic pump.



B. The drive controls governing the speed of the material pump shall be controlled from the rear of the machine.





















C.
The material pump shall have adjustable speed control and is electronically actuated by a switch on the hand wand.  Material pump shall be reversible. 



D.
Agitator speed shall be preset from the factory.





E. The minimum 32 gallon hydraulic tank will be equipped with an internal 10-micron full flow filter.


F. The filter shall be equipped with a restriction indicator to indicate the need for service.






G. A sight gauge level indicator equipped with a thermometer to measure oil temperature will be mounted on the hydraulic tank and easily viewed.

H. The sealant material shall be mixed by a hydraulically driven, full sweep vertical agitator with two opposing horizontal paddles with vertical risers attached to the ends.


I.
The agitation system shall be chain driven from the hydraulic motor to the agitator. The agitator shall have close and consistent tolerance to the full circumference of the inside of the tank.









8. BI-DIRECTIONAL VARIABLE SPEED PUMPING UNIT

A. Pumping of material is controlled by a trigger switch on the hand wand and output is controlled hydraulically.  A hardened 2 inch steel gear pump with 1 inch ports shall be mounted internally in the bottom center of the material tank. 

B. The pump inlet shall be a minimum of 1 inch off the bottom of the sealant tank to provide a sump to retain foreign debris. Sealant pumping shall be on demand, which allows pump to stop rotating when not dispensing sealant through wand end. Pump shall be engaged only when applying material through wand. External pump is unacceptable.





C. No internal or external valves shall be used in the pumping and sealant delivery system. No external plumbing or recirculation of sealant back into the tank is acceptable.  



 


D. The pump shall be capable of pumping sealant at a rate that exceeds the melt rate of the unit.






E. The pump shall be completely encircled by a protective screen. The screen shall continuously rotate 360° around the pump whenever the sealant agitator is engaged.  The active screen will protect the pump from foreign object damage and will self-clean it rotates around the sealant pump and suction port.



F. The pump and agitator drive shafts stands vertically attached to two motors on the top of the tank.  One motor rotates an axial tube having radial mixing blades at the tank bottom.  The second motor drives a coaxial shaft running through the tube to the pump. 





  

G. Sealant pump shall be maintenance free requiring neither packing maintenance nor replacement.





H. Operation of sealant pump shall not require nor permit external leaking or dripping of hot sealant.



I. Material pump shall be submersed in and heated by sealant. Externally mounted air or oil heated pumps are unacceptable.

9. SEALANT HOSE AND APPLICATOR WAND

A. Unit shall have independent heated hose and wand that are connected with a 360 degree swivel and heated with 3 phase24 volt AC low voltage electric current that is temperature regulated.









B. The hose shall be specifically manufactured for handling liquid asphalt products up to 500(F at 500 psi working pressure.






C. Hose shall be a minimum of 18 feet in length and shall not exceed a weight of 20 lbs. for maximum operator safety it shall be made of stainless steel braid with a 3/4 inch inside diameter and shall be Teflon lined and heavily insulated to prevent material from leaking out.



D. Hose diameter shall be a maximum of 2 1/4 inches. 



E. The hose shall be wrapped with a minimum of three electrical wires with terminal ends.  The wires will be capable of heating the hose to 400(F in less than 45 minutes and have a variable temperature control capability.



F. The hand wand shall be independent from the hose, be 4 feet in length and constructed of steel with sufficient strength to withstand normal day-to-day operation. 

G. Material flow is controlled by a trigger switch and adjustable pump speed.

 

H. There shall be no obstruction or valves between the sealant tank and the wand end.


I. Heated hose and wand shall be repairable.




J. Hose and wand length shall have a combined length of 22 feet.


K. Hose shall be supported by 6 ft. boom centered in the rear of the machine and shall swivel side to side on dual pillow block bearings.


10. ENGINE – Shall be inclusive of all of the below






A. Electric Start. 









B. Three Cylinder 41.6 HP@ 2800 RPM. 





C. 3.54" Stroke – 3.31” Bore. 







D. Constant Speed Mechanical Governor. 





E. 91.5 Cubic Inch Displacement. 

F. Full Flow Oil Filter. 


G. 19 to 1 Compression Ratio.






H. Water Cooled. 

I. The engine speed shall be pre-set at the factory for optimal alternator output to power the heated wand and hose.



J. Engine Shutdown Package (low oil pressure & high temperature)




K. Lockable engine cover


L. The melter shall have a 32 gallon diesel fuel tank for operation of the entire unit. 


M. The unit will be capable of operating for a minimum of 12 hours on one tank of fuel.


N. The tank shall be equipped with full length sight gauges for fuel level indication protected in a steel cover.

O. Engine shall have an Hour Meter

11. PAINT
A. All painted surfaces shall be coated with DuPont two-part epoxy primer and DuPont two-part urethane paint applied by DuPont certified painters.
12. EQUIPMENT MANUALS AND CD ROMS
A. The successful vendor shall furnish a complete Operating Manual, written or on CD. There shall be a manual or CD for each unit purchased. 

B. The successful vendor shall furnish a complete set of Shop Repair manuals, written or on CD. There shall be a manual for each unit purchased to include one (1) extra copy for the main shop. 

C. The successful vendor shall furnish a complete set of Parts Manuals written or on CD. There shall be manuals for each unit purchased to include one (1) extra copy for the Headquarters.  

D. An Internet based technical reference shall be made available, which covers the major components noted above with their names and passwords to major components, and manufacturer's site, if available for diagnostics purposes.

13. TRAINING
A. The successful vendor shall arrange with the manufacturer to conduct a minimum of five (5) hours of operation, preventive maintenance and service instruction.  This instruction shall be conducted at a location to be designated by the Department within four (4) weeks after delivery of the complete unit.  If required, training shall be performed at each District (up to four (4) locations). Operator training shall consist of the following at a minimum:

Operator maintenance, adjustments, and how to use the full capabilities of the equipment as well as its safe and effective operation.  In addition, you shall provide mechanical training on basic operation of the equipment, adjustments, preventive maintenance and repair. 

B. The successful bidder shall be contacted by the Department personnel to arrange the specific areas to be covered.  However, for planning purposes, scheduled servicing, troubleshooting of the various systems and suggested preventive maintenance should be considered. 


C. All qualified bidders must have and maintain a complete inventory of repair parts and have experienced factory-trained service personnel for this equipment.


OPTIONS – TO BE BID AS SEPARATE ITEMS

1. AIR COMPRESSOR - OPTION

A. The melter shall be equipped with a 70 cfm @ 100 psi minimum rotary vane air compressor




B. The compressor shall be direct driven hydraulically with the same engine operating the melter.  Belt driven compressors are unacceptable. 

C. Air pressure shall be controlled by a continual intake valve modulation which shall adjust the air flow depending on the user’s demand.







D. The compressor shall have an integral torroidal cooler to maintain proper oil temperature and shall be equipped with a high temperature shut down switch.



E. The unit shall be equipped with an air to oil hydraulic cooler for improved performance.






2. AUTO LOADER - OPTION

A. A powered Auto Loader shall run from the loading hatch on a Melter over the front of the trailer to the towing vehicle. The Auto Loader shall have a weather proof-operating switch at the vehicle end and at ground level on the curbside of the melter. Sealant blocks are placed on the Auto Loader and fed to the melter as needed. The loading hatch shall be equipped with a splash resistant loading tower that will automatically close as sealant blocks are dropped. The system may be field installed on selected melters. The Auto Loader kit shall be capable of conveying standard sealant blocks without any further equipment modifications. Sealant blocks weighing a maximum of 30 pounds are recommended when using the Auto Loader system. Manufacturer shall maintain a complete inventory of repair parts as well as having experienced service personnel for technical assistance.

B. An authorized manufacturer’s employee and/or distributor shall be made available for initial start-up and training in the operation of the Auto Loader.

C. The Auto Loader shall have an operator control at the loading end and at curbside. The loading end control has a momentary "ON" switch, emergency stop button, and a "FOR-REV" switch. The "ON" switch must be held in the “ON” position to power the Auto Loader. The "EMERGENCY STOP" button is provided to prevent the Auto Loader from being activated with the curbside switch while it is being loaded. The sealant blocks are placed on the Auto Loader and the momentary switch activated to move the sealant blocks forward. The curbside control shall be equipped with a momentary "ON" switch and an "EMERGENCY STOP" switch.  The curbside "EMERGENCY STOP” switch must be in the "ON" position for the Auto Loader to operate.  The curbside momentary "ON" switch is used for dispensing the sealant block after the Auto Loader is fully loaded. The electrical enclosures must waterproof to protect the electrical components from the environment.  The electrical circuit shall be protected by a circuit breaker for added protection to the equipment. The Auto Loader is hydraulically driven and controlled by a four-way valve. The valve is activated by an electric solenoid.

D. A low profile front loading splash prevention box shall be required at the top of the material tank and located on the curbside of the machine for operator safety. The splash box will be mounted on the driver’s side of the machine if it is equipped with a second loading hatch. The splash prevention box will mount to the existing melter opening. Once located on the opening, the box may be stitch welded or bolted in place. The splash prevention box will be equipped with a front loading door that will automatically close as the sealant blocks are dropped from the Auto Loader Belt. The inner doors will pivot inside the loading tower and swing closed after the sealant blocks pass. A locking pin shall be provided on the swinging door to be closed and locked when the Auto Loader and melter are not in use. The operator will be able to unlock the swinging door on the splash prevention box without climbing on the melter. The splash prevention box has an adjustable mounting plate for the Auto Loader support.

E. The belt is black friction surface butyl material that can withstand temperatures up to 500 degrees F. The belt should be able to hold weights up to 800 lbs. minimum.

F. Drive pulley: 4' dia. with 1 3/16" dia. shaft crowned and fully lagged.




G. Tail pulley: 4' dia., crowned, with 1 3/16" dia. Shaft.



H. End drive: All direction operational.


I. Take-up: 12" belt screw type take-up. 


J. Bearings: Precision, heavy duty, lubricated, ball bearing units with cast iron housing. 


K. Belt speed: 30 F.P.M.







L. Return rollers: shall be 1.9" dia., Adjustable.





M. Bed: Sections shall be attached with couplings and floor supports, 10-gauge channel frame. 



N. Roller chain: Drive pulley is driven by No. 60 roller chain with a take-up provided on motor base. 
 

O. Heavy-duty supports: Supports are lagged to the mounting plate on the melter, 12" adjustable supports for fine-tuning.



P. Motor drive: Hydraulic motor.

Q. Chain guard: Chain guard bolted to the hydraulic motor for more support.

R. Guard rails: 3/4" tubing rolled formed.

S. The front mounting pintle plate will bolt to the trailer hitch plate. By bolting the plate on to the hitch plate, no welding or drilling to the trailer frame is necessary. The deflection of the plate shall not exceed 0.0017 inch and structurally hold a 600-pound load.

ADDITIONAL OPTIONS – ALSO PRICED SEPARATELY

A. 3” Pintle Hitch








B. 39” Hitch Extension







C. 6-Pin Round Connector







D. Mast Mounted Strobe Light






E. Mounted Fire Extinguisher






F. Mounted Tool Box







G. Mounted Spare Tire


H. Sealant Material Gravity Feed Spout

I. Sealing Tips – 1 each; 3 inch swivel disk, 4 inch swivel disk, each with a ½ inch tip
J. Squeegee 

K. Measuring stick for tank liquid material measurement 

APPROVED EQUAL
A. These specifications are not intended to be restrictive but describe the kind and size of unit desired to be purchased in detail.  If a bidder is basing his proposal on other equipment than what is specified in these bid documents and wishes the equipment proposed to be considered as an “approved equal,” the bidder shall submit on a separate sheet attached to the Technical Specifications contained herein, an item by item description of that which is proposed, noting each section of these specifications whether the bid complies with that section or not. For purposes of comparison, include only those items on each sheet as given in these technical specifications.  Such bidders shall also include, but not as a substitute for the above, any manufacturer’s literature or specifications.  In addition, if the bidder takes exception to any item, he will note the item and describe in detail the exception and how his proposal is an “approved equal.”  Failure to carry out the provisions noted herein may be deemed sufficient reason to reject the bidder’s proposal.

B. Prior to bid award, the agency may request an on-site demonstration of a like model unit.  Upon request from the agency, prospective bidders will have no more than 30 days to provide a demonstration at a location designated by the agency.
PRICE LISTS / CATALOG PRICING ON AWARD:

           The bidder’s signature guarantees that prices set forth within the manufacturer’s preprinted price lists and/or catalogs, and the discounts offered, will govern for the initial period of the contract. 

The bidder must submit with its bid proposal, the manufacturer’s most current published price list, as of the bid opening date, for each of the brands bid. In case a paper price list is not available a CD ROM or other electronic price list will be acceptable. 

Failure to supply a price list for each brand bid may result in the rejection of the bid proposal for that brand only.
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