
 

 
     

 
                     28 April 2014 
RE:  IRSD 
  East Millsboro Elementary School 
  Millsboro, Delaware 19966 
 
 
 
 

ADDENDUM NO. 3 NOTICE 
 

NOTICE: The addendum to the project manual for this project has been uploaded 
to the project FTP site.  It modifies and becomes a part of the contract documents.  
Work  or materials  not  specifically mentioned  herein  are  to  be  described  in  the 
main  body  of  the  specifications  and  as  shown  on  the  drawings.    Bidders  shall 
acknowledge  receipt of  this addendum on  the  space provided on  the Bid Form.  
Failure to do so may subject the bidder to disqualification. 
 
NOTICE: The  time and  location  for  the bid opening  remains April 29, 2014 at 
4:00 PM local time at the Indian River School District, District Office, 31 Hosier 
Street Selbyville, Delaware 19975. 
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April 28, 2014 
 
 
Re: EAST MILLSBORO ELEMENTARY CLASSROOM ADDITIONS 
  Millsboro, Delaware    
  2013157.02 
 
ADDENDUM THREE 
The documents for the above referenced project, Project Manual, dated March 7, 2014 and Drawings, dated March 14, 
2014, are amended as follows: 
 
CLARIFICATION 
 
1. Structure details shall be coordinated with work indicated below. 
 
PROJECT MANUAL 

 
1. Section 073113 Asphalt Shingles 

a. ADD paragraph 2.5 as follows: 
 

2.5 FASCIA, RIDGE AND HIP VENTS 
 

A. Fasica Vents:  Manufacturer's standard, rigid section high-density polypropylene or other 
UV-stabilized plastic ridge vent with external deflector baffles; for use under ridge shingles. 

 
1. Basis-of-Design Products:  Subject to compliance with requirements, provide GAF; 

Cobra FasciaFlow or comparable product. 
 

B. Rigid Ridge and Hip Vents:  Manufacturer's standard, rigid section high-density 
polypropylene or other UV-stabilized plastic ridge vent with external deflector baffles; for 
use under ridge shingles. 
 
1. Basis-of-Design Products:  Subject to compliance with requirements, provide Air 

Vent, Inc.; Shingle Vent II and Hip Ridge Vent or comparable product by one of the 
following: 

 
a. Cor-A-Vent, Inc. 
b. GAF Materials Corporation. 
c. Mid-America Building Products. 
d. Obdyke, Benjamin Incorporated. 
e. Owens Corning. 
f. Quarrix Building Products. 
 

2. Minimum Net Free Area:  12 square inches per linear foot. 
 

 
b. REVISE existing paragraph number from 3.4.F to 3.4.G, and ADD paragraph 3.4.F as follows:  

F. Ridge Vents:  Install continuous ridge vents over asphalt shingles according to manufacturer's 
written instructions.  Fasten with roofing nails of sufficient length to penetrate sheathing. 
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DRAWINGS 
 
1. A100 OVERALL FIRST FLOOR PLAN, BOILER ROOM, AND ROOF PLAN 

a. Roof Notes and Legend:  
i. REMOVE conductor head with downspout, and overflow scupper from Legend.  
ii.  ADD note #9 as follows:  

“9. PROVIDE CONT. RIDGE AND HIP VENTS. REFER TO SPECIFICATIONS.” 
 

2. A201 EXTERIOR ELEVATIONS AND SECTIONS 
a. Detail 1, REVISE note from “FASCIA W/ DRIP EDGE, TYP. @ DORMERS” to “VENTED FASCIA W/ 

ALUM WRAP, TYP. @ DORMERS”. 
b. Detail 7, REVISE note from “ 1/2” FIRE TREATED PLYWOOD OVER METAL ROOF DECK – SEE 

STRUCT” to “ 1/2” FIRE TREATED PLYWOOD OVER Z FURRING OVER METAL ROOF DECK – 
SEE STRUCT”. 

 
3. A502 MISCELLANEOUS DETAILS AND NEW EIFS NOTES 

a. Detail 2, REVISE per SKA-04. 
b. Detail 3, REVISE per SKA-05.  
c. Detail 6, REVISE per SKA-06.  
d. Detail 11 Roof Detail at Dormer 

i.  REVISE note from “DECK – SEE STRUCT” to “FIRE TREATED PLYWOOD OVER Z 
FURRING OVER METAL DECK – SEE STRUCT” 

ii.  ADD note “VENTED FASCIA W/ ALUM WRAP”.  
 

 
ATTACHMENTS 
 
Section 081113 
SKA-04, SKA-05, SKA-06, dated 4/26/14 
 
  
END OF ADDENDUM NO. THREE 
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TRUSS BRG
ELEV. 10' - 1"

EXT. GRADE 2X WOOD
BLOCKING

ALUM. WRAPPED
PLYWOOD

GUTTER- PROFILE TO
MATCH EXG.
SEE ROOF PLAN

PRE-ENGINEERED TRUSS
W/ SISTERED 3-5/8"  @ EAVE
(BY TRUSS MFR)

1/2" FIRE TREATED
PLYWOOD SHEATHING

ASPHALT SHINGLE
ROOFING OVER CONT.
ICE AND WATER
SHIELD - SEE STRUCT

EIFS

METAL FURRING

VENTED METAL SOFFIT, MATCH EXG. ELEVATION, F.V.

BOND BEAM -
SEE STRUCT

8" CMU, CUT -
SEE STRUCT

3-5/8" C.F. FRAMING W/ SPRAY FOAM INSUL

DRIP EDGE

SPRAY FOAM INSULATION -
R-30 MIN

DRIPSTEEL LINTEL -
SEE STRUCT.
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TRUSS BRG
ELEV. 10' - 1"

VENTED FASCIA W/ ALUM WRAP
& BLOCKING AS REQ'D

GUTTER- PROFILE TO MATCH
EXG. - SEE ROOF PLAN

PRE-ENGINEERED
TRUSS

FIRE- TREATED
PLYWOOD SHEATHING

ASPHALT SHINGLE
ROOFING OVER CONT.
ICE AND WATER
SHIELD - SEE STRUCT

DRIP EDGE

BOND BEAM -
SEE STRUCTURAL

8" CMU

EIFS

SPRAY FOAM
INSULATION - R-30 MIN

3/4" Z FURRING

SCALE:

PROJECT NO.:

DATE:

DRAWN BY:

Salisbury, MD
312 West Main Street

Suite 300
Salisbury, MD 21801

P: 410.546.9100
F: 410.546.9100

www.beckermorgan.com

 3" = 1'-0"

4/28/2014 11:58:38 AMC:\Users\jlipka\Documents\201315702_jlipka.rvt

SKA-05

ROOF DETAIL AT CORRIDOR -
3/A502

2013157.02

EAST MILLSBORO ELEMENTARY

APRIL 26, 2014

JML

29346 IRON BRANCH ROAD
MILLSBORO, DELAWARE 19966



2"
8"

TREATED WOOD
BLOCKING, TYP.

NEW OVERFRAMING -
SEE STRUCT

EXP. JT. FILLER

FLASHING EXP. JT PER
SMACNA DETAIL 5-5A

COUNTER FLASHING, TYP

ASPHALT SHINGLES OVER
CONT. ICE AND WATER
SHIELD, TYP.

MIN R-30 SPRAY
INSULATION

PRE-ENGINEERED TRUSS -
SEE STRUCT

8" CMU TO UNDERSIDE
OF SHEATHING/DECK
W/ ANCHOR -
SEE STRUCT

FIRE TREATED PLYWOOD
OVER Z FURRING
OVER METAL DECK

2 LA. 5/8" GWB EA.
SIDE 3 5/8" MTL. STUD

FIRESTOPPING
PATCH SHINGES @ EXG
ROOF AS REQD

RAKE FLASHING, TYP
BOTH SIDES

SCALE:

PROJECT NO.:

DATE:

DRAWN BY:

Salisbury, MD
312 West Main Street

Suite 300
Salisbury, MD 21801

P: 410.546.9100
F: 410.546.9100

www.beckermorgan.com

 3" = 1'-0"
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SKA-06

ROOF DETAIL AT EXPANSION
JOINT - 6/A502

2013157.02

EAST MILLSBORO ELEMENTARY

APRIL 26, 2014

JML

29346 IRON BRANCH ROAD
MILLSBORO, DELAWARE 19966


