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SECTION 072500 - WEATHER BARRIERS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 
1. Building wrap. 
2. Flexible flashing. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of product. 

1. For building wrap, include data on air and water-vapor permeance based on testing according to 
referenced standards. 

1.4 INFORMATIONAL SUBMITTALS 

A. Evaluation Reports:  For water-resistive barrier and flexible flashing, from ICC-ES. 

PART 2 - PRODUCTS 

2.1 WEATHER-RESISTIVE BARRIER 

A. Building Wrap:  ASTM E 1677, Type I air barrier; with flame-spread and smoke-developed indexes of 
less than 25 and 450, respectively, when tested according to ASTM E 84; UV stabilized; and acceptable 
to authorities having jurisdiction. 

1. Products:  Subject to compliance with requirements, provide one of the following: 

a. Dow Chemical Company (The); Styrofoam Weathermate Plus Brand Housewrap. 
b. DuPont (E. I. du Pont de Nemours and Company); Tyvek Commercial Wrap. 
c. Raven Industries Inc.; Fortress Pro Weather Protective Barrier. 
d. Reemay, Inc.; Typar HouseWrap. 

B. Building-Wrap Tape:  Pressure-sensitive plastic tape recommended by building-wrap manufacturer for 
sealing joints and penetrations in building wrap. 

http://www.specagent.com/LookUp/?ulid=4714&mf=04&mf=95&src=wd&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456799799&mf=04&&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456799800&mf=04&&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456799803&mf=04&&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456799804&mf=04&&mf=04&src=wd
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2.2 MISCELLANEOUS MATERIALS 

A. Flexible Flashing:  Composite, self-adhesive, flashing product consisting of a pliable, butyl rubber or 
rubberized-asphalt compound, bonded to a high-density polyethylene film, aluminum foil, or spunbonded 
polyolefin to produce an overall thickness of not less than 0.030 inch (0.8 mm). 

1. Products:  Subject to compliance with requirements, provide one of the following, or product : 

a. DuPont (E. I. du Pont de Nemours and Company); DuPont Flashing Tape. 
b. Grace Construction Products, a unit of W. R. Grace & Co. - Conn.; Vycor Butyl Self 

Adhered Flashing. 
c. Raven Industries Inc.; Fortress Flashshield. 
d. Carlisle Coatings & Waterproofing; CCW-705-TWF Thru-Wall Flashing. 
e. Grace Construction Products, a unit of W. R. Grace & Co. - Conn.; Vycor Plus Self-

Adhered Flashing. 
f. Sandell Manufacturing Co., Inc.; Presto-Seal. 

B. Primer for Flexible Flashing:  Product recommended by manufacturer of flexible flashing for substrate. 

C. Nails and Staples:  ASTM F 1667. 

PART 3 - EXECUTION 

3.1 WATER-RESISTIVE BARRIER INSTALLATION 

A. Cover exposed exterior surface of sheathing with water-resistive barrier securely fastened to framing 
immediately after sheathing is installed. 

B. Cover sheathing with water-resistive barrier as follows: 

1. Cut back barrier 1/2 inch (13 mm) on each side of the break in supporting members at expansion- 
or control-joint locations. 

2. Apply barrier to cover vertical flashing with a minimum 4-inch (100-mm) overlap unless 
otherwise indicated. 

C. Building Paper:  Apply horizontally with a 2-inch (50-mm) overlap and a 6-inch (150-mm) end lap; 
fasten to sheathing with galvanized staples or roofing nails. 

D. Building Wrap:  Comply with manufacturer's written instructions. 

1. Seal seams, edges, fasteners, and penetrations with tape. 
2. Extend into jambs of openings and seal corners with tape. 

3.2 FLEXIBLE FLASHING INSTALLATION 

A. Apply flexible flashing where indicated to comply with manufacturer's written instructions. 

1. Prime substrates as recommended by flashing manufacturer. 
2. Lap seams and junctures with other materials at least 4 inches (100 mm) except that at flashing 

flanges of other construction, laps need not exceed flange width. 
3. Lap flashing over water-resistive barrier at bottom and sides of openings. 
4. Lap water-resistive barrier over flashing at heads of openings. 

http://www.specagent.com/LookUp/?ulid=4716&mf=04&mf=95&src=wd&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456818885&mf=04&&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456799808&mf=04&&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456799811&mf=04&&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456799813&mf=04&&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456799816&mf=04&&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456799819&mf=04&&mf=04&src=wd
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5. After flashing has been applied, roll surfaces with a hard rubber or metal roller to ensure that 
flashing is completely adhered to substrates. 

END OF SECTION 072500 
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