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GENERAL NOTES:
- § s
1. THE PURPOSE OF THIS PROJECT IS TO OVERLAY THE EXISTING PARKING LOTS. Hg
[ || _JoriNson st 7 JOHNSON AVE
2. MISS UTILITY OF DELMARVA SHALL BE NOTIFIED THREE CONSECUTIVE WORKING DAYS PRIOR TO EXCAVATION, AT 1-800—282-8555. UL L
3. EXISTING UTILITIES ARE SHOWN IN ACCORDANCE WITH THE BEST AVAILABLE INFORMATION. COMPLETENESS OR CORRECTNESS THEREOF IS NOT J— . ]
GUARANTEED. IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO CONTACT THE UTILITY COMPANIES INVOLVED IN ORDER TO SECURE THE A - . 3l =
MOST ACCURATE INFORMATION AVAILABLE AS TO UTILITY LOCATION AND ELEVATION. NO CONSTRUCTION AROUND OR ADJACENT TO UTILITIES & - e me
SHALL BEGIN WITHOUT NOTIFYING THEIR OWNERS AT LEAST 48 HOURS IN ADVANCE. THE CONTRACTOR SHALL TAKE THE NECESSARY " 2 Tohe x
PRECAUTIONS TO PROTECT THE EXISTING UTILITIES AND MAINTAIN UNINTERRUPTED SERVICE AND ANY DAMAGE DONE TO THEM DUE TO HIS/HE P ;I o
NEGLIGENCE SHALL BE IMMEDIATELY AND COMPLETELY REPAIRED AT THE CONTRACTOR'S EXPENSE. TO LOCATE EXISTING UTILITIES IN THE FIELD )
PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL CONTACT MISS UTILITY OF DELMARVA AND A PRIVATE LOCATING COMPANY (LE. SOFTDIG). s
4. BREAKAWAY POSTS SHALL BE USED WHEN INSTALLING ALL SIGNS. DETAIL CAN BE FOUND IN DELDOT’S STANDARD CONSTRUCTION DETAILS. \
5. ACCORDING TO FEMA FLOOD INVENTORY MAP #100005C0131J, DATED JANUARY 06, 2005, THE SITE IS NOT LOCATED N AREA OF SIT
MINIMAL FLOOD HAZARD (ZONE X). =m ]
6. WETLANDS DO NOT EXIST IN THE AREA OF THE DISTURBANCE PER NWI (2014). A WETLANDS INVESTIGATIO CONDUCTED. §
GREELY AVENUE :
7. BUILDING IS TO REMAIN OPEN DURING ALL PHASES OF PROJECT. CONTRACTOR TO PROVIDE UNIMPE TIMES. ! §
8. THE SITE CONTAINS AN EXISTING WELL HEAD. \
9. THE CONTRACTOR SHALL NOTIFY THE FOLLOWING TWO WEEKS PRIOR TO THE START OF CONSTRUCTION AND SHALL AP ND COORDINATE 1
DURING ALL PHASES OF CONSTRUCTION:
DAVIS, BOWEN & FRIEDEL, INC. ...302-424—1441
FACILITIES MANAGEMENT orevveeeeoseoresreereseeeesenene 302-739-5644
MILFORD SCHOOL DISTRICT (GLEN STEVENSON)...302-422-1610 » _ ,
LOCATION MAP SCALE: 1” = 200 FLOODPLAIN MAP EMA PANEL $10005001311
10. BASE BID: NORTH LOT OVERLAY SCALE: 1” = 1000 FEET DATED JANUARY 06, 2005
ALTERNATE 1: NORTH LOT EXPANSION (FULL DE
ALTERNATE 2: SOUTH LOT OVER
ALTERNATE 3: PIPE VIDEO INSR DRAINAGE SYSTEM
TITLE SHEET CN-01
CIVIL NOTES / LEGEND CN-02
EXISTING CONDITIONS / DEMOLITION PLAN EX-01 — EX—02
SITE PLAN c-01 - C-02
CONSTRUCTION DETAILS DT-01
1]
LIST OF ABBREVIATIONS ENGINEER'S STATEMENT
AC ACRE I, RING W. LARDNER, P.E., HEREBY CERTIFY THAT | AM A
FF FINISH FLOOR REGISTERED PROFESSIONAL ENGINEER WITH A BACKGROUND IN
EX EXISTING CIVIL ENGINEERING IN THE STATE OF DELAWARE AND THAT ALL
REVISIONS: DI DRAINAGE INLET OF THE INFORMATION ON THIS PLAN IS TRUE AND CORRECT TO
RCP REINFORCED CONCRETE PIPE THE ACCURACY REQUIRED BY ACCEPTED ENGINEERING STANDARDS
INV INVERT AND PRACTICES AND BY THE NEW CASTLE COUNTY UNIFIED
MH MANHOLE DEVELOPMENT CODE.
P PIPE
A DAVIS, BOWEN & FRIEDEL, INC. B DRAINAGE INLET
ARCHITECTS, ENGINEERS & SURVEYORS . &Egﬁﬂ
, FOOT DAVIS, BOWEN & FRIEDEL, INC. DATE
% PERCENT by RING W. LARDNER, P.E.
SALISBURY, MARYLAND (410> 543-9091 MAX MAXIMUM
MILFORD, DELAWARE (302> 424-1441 MIN MINIMUM
TYP TYPICAL N _01
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CIVIL PLAN GENERAL NOTES

1. ORIGINAL TOPOGRAPHIC SURVEY WAS PERFORMED BY DAVIS, BOWEN & FRIEDEL, INC. DATED: 01/27/17.

2. CONTRACTOR SHALL PROVIDE STAKEOUT NECESSARY FOR THE INSTALLATION OF UTILITIES, STORM DRAINS, PAVING AND ALL OTHER SITE WORK
INCLUDED IN THESE PLANS. ALL STAKEOUT WORK IS TO BE PERFORMED UNDER THE DIRECT SUPERVISION OF A PROFESSIONAL LAND SURVEYOR
REGISTERED IN THE STATE OF DELAWARE.

3. THE CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY DEVIATION FROM THESE PLANS UNLESS WRITTEN APPROVAL HAS BEEN
PROVIDED BY THE ENGINEER.

4. EQUIPMENT AND/OR STOCKPILE MATERIAL SHALL NOT BE STORED IN THE DRIP LINE AREA OF ANY TREE.

DEMOLITION AND SAFETY GENERAL NOTES

1. MISS UTILITY OF DELMARVA SHALL BE NOTIFIED THREE CONSECUTIVE WORKING DAYS PRIOR TO EXCAVATION, AT 1-800-282-8555.

2. EXISTING UTILITIES ARE SHOWN IN ACCORDANCE WITH THE BEST AVAILABLE INFORMATION. COMPLETENESS OR CORRECTNESS THEREOF IS NOT
GUARANTEED. IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO CONTACT THE UTILITY COMPANIES INVOLVED IN ORDER TO SECURE THE
MOST ACCURATE INFORMATION AVAILABLE AS TO UTILITY LOCATION AND ELEVATION. NO CONSTRUCTION AROUND OR ADJACENT TO UTILITIES
SHALL BEGIN WITHOUT NOTIFYING THEIR OWNERS AT LEAST 48 HOURS IN ADVANCE. THE CONTRACTOR SHALL TAKE THE NECESSARY
PRECAUTIONS TO PROTECT THE EXISTING UTILITIES AND MAINTAIN UNINTERRUPTED SERVICE AND ANY DAMAGE DONE TO THEM DUE TO HIS/HER
NEGLIGENCE SHALL BE IMMEDIATELY AND COMPLETELY REPAIRED AT THE CONTRACTOR’S EXPENSE. TO LOCATE EXISTING UTILITIES IN THE FIELD
PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL CONTACT MISS UTILITY OF DELMARVA.

3. THE CONTRACTOR SHALL REMOVE AND IMMEDIATELY REPLACE, RELOCATE, RESET OR RECONSTRUCT ALL OBSTRUCTIONS IN THE ROAD WAY,
INCLUDING, BUT NOT LIMITED TO, MAILBOXES, SIGNS, LANDSCAPING, LIGHTING, PLANTERS, CULVERTS, DRIVEWAYS, PARKING AREAS, CURBS,
GUTTERS, FENCES, OR OTHER NATURAL OR MAN—-MADE OBSTRUCTIONS. TRAFFIC CONTROL, REGULATORY, WARNING AND INFORMATIONAL SIGNS
SHALL REMAIN FUNCTIONAL AND VISIBLE TO THE APPROPRIATE LANES OF TRAFFIC AT ALL TIMES, WITH THEIR RELOCATION KEPT TO A MINIMUM
DISTANCE. THE COST SHALL BE INCLUDED IN THE COST OF ITEMS BID.

4. THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE LAWS, ORDINANCES, RULES, REGULATIONS AND ORDERS OF ANY PUBLIC BODY HAVING
JURISDICTION. THE CONTRACTOR SHALL ERECT AND MAINTAIN, AS REQUIRED BY THE CONDITIONS AND PROGRESS OF THE WORK, ALL
NECESSARY SAFEGUARDS FOR SAFETY AND PROTECTION.

5. DELAWARE REGULATIONS PROHIBIT THE BURIAL OF CONSTRUCTION DEMOLITION DEBRIS, INCLUDING TREES AND STUMPS ON CONSTRUCTION SITES.
ANY SOLID WASTE FOUND DURING THE EXCAVATION FOR STRUCTURES AND UTILITY LINES ON AND OFF SITE MUST BE REMOVED AND PROPERLY
DISCARDED. ANY REMEDIAL ACTION REQUIRED IS THE RESPONSIBILITY OF THE CONTRACTOR TO PERFORM. ADDITIONAL COSTS WILL BE
NEGOTIATED WITH THE OWNER.

6. DRAWINGS DO NOT INCLUDE NECESSARY COMPONENTS FOR CONSTRUCTION SAFETY. ALL WORK MUST BE DONE IN COMPLIANCE WITH THE
OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970, AS AMENDED AND ALL RULES AND REGULATIONS THERETO APPURTENANT.

FIRE PROTECTION GENERAL NOTES

1. ALL FIRE LANES, FIRE HYDRANTS, STAND PIPES, SPRINKLER CONNECTIONS, EXITS, ETC., SHALL BE MARKED AND/OR PROTECTED IN
ACCORDANCE WITH STATE FIRE PROTECTION REGULATIONS AS EVIDENCED IN SECTION 705, CHAPTER 5, STANDARD FOR THE MARKING,
IDENTIFICATION, AND ACCESSIBILITY OF FIRE LANES, EXITS, FIRE HYDRANTS, SPRINKLER, AND STANDPIPE CONNECTIONS.

1.1) REFER TO SITE PLAN FOR STRIPING LAYOUT.

INTERNAL PAVING / CONCRETE NOTES

1. BITUMINOUS CONCRETE SHALL BE INSTALLED IN ACCORDANCE WITH THE 2016 DelDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION:
1.1, SECTION 401 FOR PLACEMENT OF TACK COAT AND BITUMINOUS CONCRETE.
1.2, ASPHALT SHALL BE FROM A DelDOT APPROVED PLANT.
1.3. BITUMINOUS CONCRETE SHALL NOT BE APPLIED WHEN THE TEMPERATURE IS BELOW 40° F OR ON ANY WET OR FROZEN SURFACE.

2. ALL DISTURBED AREAS NOT COVERED WITH IMPERVIOUS MATERIAL, SHALL BE TOPSOILED (6” MINIMUM), FERTILIZED, SEEDED AND MULCHED.

3. ALL SIGNING AND MAINTENANCE OF TRAFFIC IS THE CONTRACTOR’S RESPONSIBILITY AND SHALL FOLLOW THE 2011 DELAWARE MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES (LATEST EDITION).

4. DESIGN, FABRICATION, AND INSTALLATION OF ALL PERMANENT SIGNING SHALL BE AS OUTLINED IN THE 2011 DELAWARE MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES (LATEST EDITION).

5. FOR FINAL PERMANENT PAVEMENT MARKINGS, EPOXY RESIN PAINT SHALL BE REQUIRED FOR LONG LINE STRIPING AND THERMO WILL BE
REQUIRED FOR SHORT LINE STRIPING, i.e. SYMBOLS/LEGENDS.

6. ALL TRAFFIC CONTROL DEVICES SHALL BE IN NEW OR REFURBISHED CONDITION, SHALL COMPLY WITH THE 2011 DELAWARE MANUAL ON

UNIFORM TRAFFIC CONTROL DEVICES (LATEST EDITION), AND SHALL BE NCHRP — 350 APPROVED AND SHALL BE APPROVED BY THE ENGINEER
PRIOR TO INSTALLATION. TRAFFIC CONTROL DEVICES SHALL BE MAINTAINED IN GOOD CONDITION FOR DURATION OF USE.

7. BREAKAWAY POSTS SHALL BE USED WHEN INSTALLING ALL SIGNS. DETAIL CAN BE FOUND IN DELDOT’S STANDARD CONSTRUCTION DETAILS.

8. PLAN LOCATION AND DIMENSIONS SHALL BE STRICTLY ADHERED TO UNLESS OTHERWISE DIRECTED BY THE ENGINEER.

9. IT IS THE CONTRACTOR’S RESPONSIBILITY TO ENSURE THAT PAVING IS INSTALLED TO THE ELEVATIONS SHOWN AND THAT NO PONDING OF
WATER EXISTS AFTER PAVING IS COMPLETE. PONDING IS DEFINED AS WATER STANDING IN AN AREA MORE THAN 1 HOUR AFTER A RAINFALL
EVENT THAT PRODUCES RUNOFF. ELIMINATION OF PONDING WILL BE COMPLETED BY THE CONTRACTOR AT THE CONTRACTOR’S EXPENSE.

10. SUPERPAVE BITUMINOUS CONCRETE SHALL BE USED IN ACCORDANCE WITH DelDOT SPECIAL PROVISIONS.

11. CONCRETE SHALL BE PLACED IN ACCORDANCE WITH DelDOT STANDARD SPECIFICATIONS.
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CATCH BASIN 2:
GRATE: 41.94

dd&

13341S

CATCH BASIN 3:

GRATE: 42.48

16” WIDE BY 10’ LONG

CATCH BASIN 1:

16” WIDE BY 13’ LONG
WHITE STOP BAR — THERMO STRIPING

BENCHMARK
X—MARK IN LIGHT POLE BASE
ELEV. = 45.29’

NOTES:

-—
.

TAPER OVERLAY PAVEMENT TO EXISTING HANDICAP RAMPS AND CURB OPENINGS.

2. ACCEPTANCE OF BASE BID DOES NOT INDICATE ACCEPTANCE OF ALTERNATE 1.

2.1 — IF ALTERNATE 1 IS NOT SELECTED, FENCE RELOCATION IS NOT NECESSARY.

2.2 — |IF ALTERNATE 1 IS NOT SELECTED, EXISTING LANDSCAPING TO REMAIN.

3.  PROPOSED STRIPING TO MATCH EXISTING STRIPING.

NORTH LOT

BASE BID: OVERLAY

ALTERNATE 1: FULL DEPTH SECTION

THIS DRAWING, THE DESIGN AND CONSTRUCTION FEATURES DISCLOSED ARE PROPRIETARY TO DAVIS, BOWEN & FRIEDEL, INC., AND SHALL NOT BE ALTERED OR REUSED WITHOUT WRITTEN PERMISSION.
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