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1.	TAX PARCEL NUMBER:		ED-00-078.00-01-08.00 TAX PARCEL NUMBER:		ED-00-078.00-01-08.00 ED-00-078.00-01-08.00 2.	KENT COUNTY FILE NUMBER:		S-17-05 KENT COUNTY FILE NUMBER:		S-17-05 S-17-05 3.	ADDRESS OF SITE:		BAYSIDE DRIVE ADDRESS OF SITE:		BAYSIDE DRIVE BAYSIDE DRIVE DOVER, DE 19901 4.	ZONING:		BG: GENERAL BUSINESS ZONING:		BG: GENERAL BUSINESS BG: GENERAL BUSINESS AC: AGRICULTURAL CONSERVATION 5.	LOT AREA:		3.125  ACRES (BASED UPON PLAN PREPARED BY MILLER LEWIS, INC.,     LOT AREA:		3.125  ACRES (BASED UPON PLAN PREPARED BY MILLER LEWIS, INC.,     3.125± ACRES (BASED UPON PLAN PREPARED BY MILLER LEWIS, INC.,DATED JUNE 13, 2016) 6.	SOURCE OF TITLE:		D.B. 7173-327 SOURCE OF TITLE:		D.B. 7173-327 D.B. 7173-327 7.	EXISTING USE:		FISHING AREA EXISTING USE:		FISHING AREA FISHING AREA 8.	PROPOSED USE:		BOAT RAMP/FISHING PIER/PARKING LOT PROPOSED USE:		BOAT RAMP/FISHING PIER/PARKING LOT BOAT RAMP/FISHING PIER/PARKING LOT 9.	TOTAL NUMBER OF LOTS:		1 (NO NEW BUILDING LOTS OR OR DWELLINGS PROPOSED BY THIS 	TOTAL NUMBER OF LOTS:		1 (NO NEW BUILDING LOTS OR OR DWELLINGS PROPOSED BY THIS 	1 (NO NEW BUILDING LOTS OR OR DWELLINGS PROPOSED BY THIS 	PLAN) 10.	ACTIVE RECREATION AREA:		N/A ACTIVE RECREATION AREA:		N/A N/A 11.	PASSIVE RECREATION AREA:		N/A PASSIVE RECREATION AREA:		N/A N/A 12.	PROPOSED BUILDING SQUARE FOOTAGE:		0 SF PROPOSED BUILDING SQUARE FOOTAGE:		0 SF 0 SF 13.	MONUMENTS: MONUMENTS: EXISTING:		4 (IRON ROD) 4 (IRON ROD) PROPOSED:		0 (MONUMENTS) 0 (MONUMENTS) 14.	SEWER PROVIDER:		NO SEWER PROPOSED FOR SITE SEWER PROVIDER:		NO SEWER PROPOSED FOR SITE NO SEWER PROPOSED FOR SITE 15.	WATER PROVIDER:		ON-SITE WELL WATER PROVIDER:		ON-SITE WELL ON-SITE WELL 16.	REQUIRED PARKING: REQUIRED PARKING: REQUIRED:	N/A N/A PROPOSED: 26 SPACES (INCLUDES 2 ACCESSIBLE SPACES) 17.	SITE BREAKDOWN: SITE BREAKDOWN: EXISTING SITE			BG ZONING			AC ZONING: BG ZONING			AC ZONING: AC ZONING: GRAVEL :			10,274  S.F.			   17  S.F. 10,274± S.F.   17± S.F.WETLAND:			48,368  S.F.		45,718  S.F. 48,368± S.F.45,718± S.F.OPEN SPACE:		27,017  S.F.		 4,739  S.F. 27,017± S.F. 4,739  S.F. 4,739± S.F.OVERALL TOTAL:		85,659  S.F.		50,474  S.F. 85,659± S.F.50,474± S.F.LOT TOTAL:	85,659  + 50,474  = 136,133  (3.125  ACRES) 85,659± + 50,474± = 136,133± (3.125± ACRES)PROPOSED SITE			BG ZONING			AC ZONING BG ZONING			AC ZONING AC ZONING CONCRETE:			  722  S.F.			1,809  S.F.   722± S.F.1,809± S.F.PAVEMENT:			28,708  S.F.		7,749  S.F. 28,708± S.F.7,749± S.F.OPEN SPACE:		56,229  S.F.	    40,916  S.F. 56,229± S.F.    40,916  S.F. 40,916± S.F.OVERALL TOTAL:		85,659  S.F.		50,474  S.F. 85,659± S.F.50,474± S.F.LOT TOTAL: 85,659± + 50,474± = 136,133± (3.125± ACRES)PROPOSED IMPERVIOUS		BG ZONING					AC ZONING BG ZONING					AC ZONING AC ZONING PAVEMENT:			28,708  S.F.				7,749  S.F. 28,708± S.F.7,749± S.F.CONCRETE:			  722  S.F.					1,809  S.F.   722± S.F.1,809± S.F.GANGWAY:			  471  S.F.					 474  S.F.   471  S.F.					 474  S.F. 471± S.F. 474± S.F.OVERALL TOTAL:		29,901  S.F. (0.686  ACRES)		10,032  S.F. (0.230  ACRES) 29,901± S.F. (0.686± ACRES)10,032± S.F. (0.230± ACRES)% IMPERVIOUS COVERAGE PROVIDED (ALLOWABLE):		 BG ZONING:	0.686 ACRES/1.966 ACRES = 34.9%	(75% ALLOWABLE PER KENT COUNTY CODE 205-173) 0.686 ACRES/1.966 ACRES = 34.9%	(75% ALLOWABLE PER KENT COUNTY CODE 205-173) (75% ALLOWABLE PER KENT COUNTY CODE 205-173) AC ZONING: 0.230 ACRES/1.159 ACRES = 19.8%	(23% ALLOWABLE PER KENT COUNTY CODE 205-51) (23% ALLOWABLE PER KENT COUNTY CODE 205-51) WOODLAND PRESERVATION AREAS EXISTING ON SITE:			0.00 ACRES 0.00 ACRES REQUIRED PRESERVATION PER KENT COUNTY CODE 187-73:		0.00 ACRES	(70% OF EXISTING) 0.00 ACRES	(70% OF EXISTING) (70% OF EXISTING) WOODLAND PRESERVATION AREAS PROVIDED:					0.00 ACRES 0.00 ACRES TOTAL AREA WITHIN STORMWATER MANAGEMENT AREA:			0.00 ACRES 0.00 ACRES % SLOPE:	AVERAGE 2.50% AVERAGE 2.50% 15.	WETLANDS (2.159  ACRES): WETLANDS (2.159± ACRES):A WETLANDS INVESTIGATION WAS PERFORMED BY COASTAL & ESTUARINE RESEARCH, INC. AND WETLANDS WERE 	FOUND ON SUBJECT PROPERTY.  SEE REPORT DATED JUNE 2016. 16.	FLOODPLAIN: FLOODPLAIN: PER FEMA MAP NO.10001C0187J, DATED JULY 7, 2014, THE SUBJECT PARCEL IS DETERMINED TO BE WITHIN ZONE AE (BASE FLOOD ELEVATION DETERMINED: ELEV.: 11). 17.	GROWTH ZONE: GROWTH ZONE: THE SUBJECT PARCEL LIES OUTSIDE THE DESIGNATED GROWTH ZONE. 18.	TOPOGRAPHY: TOPOGRAPHY: TOPOGRAPHY TAKEN FROM SITE SURVEY PREFORMED BY MILLER LEWIS, INC. AND CENTURY ENGINEERING, INC. 19.	DATUM: NAD83 (PER MILLER LEWIS, INC.) DATUM: NAD83 (PER MILLER LEWIS, INC.) 20.	OWNER: OWNER: STATE OF DELAWARE DIVISION OF FISH AND WILDLIFE (DEPARTMENT OF FISH & WILDLIFE-PER KENT COUNTY RECORDS) 89 KINGS HIGHWAY DOVER, DE 19901 21.	APPLICANT APPLICANT STATE OF DELAWARE DIVISION OF FISH & WILDLIFE 89 KINGS HIGHWAY DOVER, DE 19901 JOHN CLARK (302) 739-9914 22.	ENGINEER: ENGINEER: CENTURY ENGINEERING, INC. 4134 N. DUPONT HIGHWAY DOVER, DE 19901 ALEXANDER SCHMIDT, P.E. (302) 734-9188 
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Ba 	BROADKILL-APPOQUINIMINK COMPLEX, SOIL GROUP D  BROADKILL-APPOQUINIMINK COMPLEX, SOIL GROUP D  UlA 	UNICORN LOAM, SOIL GROUP CUNICORN LOAM, SOIL GROUP C

AutoCAD SHX Text
N

AutoCAD SHX Text
21 (4) [2] {4} <5>

AutoCAD SHX Text
938

AutoCAD SHX Text
SITE TRAFFIC DATA SOURCE: ITE TRIP GENERATION MANUAL 9TH EDITION  (LUC 411 CITY PARK)*  ONE PROPOSED ENTRANCE - FULL MOVEMENT DESIGN VEHICLE - P/T GROSS FLOOR AREA= 225 S.F. ENFORCEMENT STORAGE BUILDING 2.973 ACRE BOAT ACCESS FACILITY TOTAL ADT = 22.75 x 2.973=		68 VEH/DAY (SINCE THIS TYPE OF RECREATIONAL FACILITY IS TYPICALLY A WEEKEND TRAFFIC 			68 VEH/DAY (SINCE THIS TYPE OF RECREATIONAL FACILITY IS TYPICALLY A WEEKEND TRAFFIC 			GENERATOR, THE SITE ADT WAS GENERATED USING THE GENERATION RATE FOR SATURDAY) DIRECTIONAL DISTRIBUTION PROPOSED ENTRANCE (FULL MOVEMENT) 60% TO AND FROM NORTH		ADT 41	A.M. PEAK 8		P.M. PEAK 6		SATURDAY PEAK 8		SUNDAY PEAK 9 ADT 41	A.M. PEAK 8		P.M. PEAK 6		SATURDAY PEAK 8		SUNDAY PEAK 9 A.M. PEAK 8		P.M. PEAK 6		SATURDAY PEAK 8		SUNDAY PEAK 9 P.M. PEAK 6		SATURDAY PEAK 8		SUNDAY PEAK 9 SATURDAY PEAK 8		SUNDAY PEAK 9 SUNDAY PEAK 9 40% TO AND FROM SOUTH		ADT 27	A.M. PEAK 5		P.M. PEAK 4		SATURDAY PEAK 6		SUNDAY PEAK 6 ADT 27	A.M. PEAK 5		P.M. PEAK 4		SATURDAY PEAK 6		SUNDAY PEAK 6 A.M. PEAK 5		P.M. PEAK 4		SATURDAY PEAK 6		SUNDAY PEAK 6 P.M. PEAK 4		SATURDAY PEAK 6		SUNDAY PEAK 6 SATURDAY PEAK 6		SUNDAY PEAK 6 SUNDAY PEAK 6 6.45% TRUCKS & BUSES AT ENTRANCE = 9 * THE CURRENT ITE MANUAL HAS NO DATA FOR A BOAT RAMP FACILITY.  THE LAND USES AVAILABLE UNDER RECREATIONAL FACILITIES THAT WOULD BE REASONABLY  REPRESENTATIVE BASED ON OWNERSHIP AND USE WOULD BE THE PUBLIC PARK LAND USES.  FROM AMONG THOSE, CITY PARK WAS THE BEST FIT BASED ON THE SIZE/ACERAGE OF THE PROPOSED FACILITY EVEN THOUGH THE SITE IS STATE OWNED.
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ADT (A.M. PEAK) [P.M. PEAK] {SATURDAY PEAK} <SUNDAY PEAK>
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EXISTING USE:	BOAT RAMPBOAT RAMP
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(FULL MOVEMENT)
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ROAD TRAFFIC DATA - BAYSIDE DRIVE SR9 (K17) FUNCTIONAL CLASSIFICATION						MAJOR COLLECTOR  MAJOR COLLECTOR  POSTED SPEED LIMIT =						25 MPH 25 MPH 2015 ROADWAY EXISTING AADT =						1,583 VEH/DAY (FROM 2015 DELDOT TRAFFIC SUMMARY) 1,583 VEH/DAY (FROM 2015 DELDOT TRAFFIC SUMMARY) 2025 ROADWAY 10-YEAR PROJECTED  AADT = 				1.16 X 1,583 =	1,836 VEH/DAY 1.16 X 1,583 =	1,836 VEH/DAY 1,836 VEH/DAY ROADWAY 10-YEAR PROJECTED  AADT + SITE ADT=			1,836 + 68 = 1,904 VEH/DAY 1,836 + 68 = 1,904 VEH/DAY TRAFFIC PATTERN GROUP						6 (FROM 2015 DELDOT TRAFFIC SUMMARY) 6 (FROM 2015 DELDOT TRAFFIC SUMMARY) 10-YR PROJECTED PEAK HOUR TRAFFIC = 11.77% X 1,904 =		224 VEH/DAY224 VEH/DAY
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20 (4) [4] {4} <4>

AutoCAD SHX Text
932

AutoCAD SHX Text
G:\PROJECTS\155001.00 DNREC Fish and Wildlife\155001.03 (Design of Little Creek Boat Ramp)\CADD FILES\Sheets\Construction Plans\C100_CoverSheet.dwg, 1/2/2018 9:57 AM, 1/2/2018 9:57 AM1/2/2018 9:57 AM
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SHEET NO.
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3/20/17	REVISED PER KENT COUNTY COMMENTS REVISED PER KENT COUNTY COMMENTS 6/22/17	60% DFM SUBMISSION 60% DFM SUBMISSION 9/4/17	REVISED PER DFW, DFM, DELDOT, & 	REVISED PER DFW, DFM, DELDOT, & 	KENT COUNTY COMMENTS 12/18/17	REVISED FOR FIXED FISHING PIER REVISED FOR FIXED FISHING PIER 1/2/18	REVISED PER KENT COUNTY COMMENTSREVISED PER KENT COUNTY COMMENTS
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THIS PLAN HAS BEEN GRANTED CONDITIONAL APPROVAL (DATED MAY 15, 2017) ON A WAIVER FROM CHAPTER 187, SUBSECTION 187-78 ITEM B & C, BUFFER: REMOVE BUFFER REQUIREMENTS TO ALLOW CONSTRUCTION WITHIN THE SHORELINE BUFFERS AND 	REMOVE RIPARIAN BUFFER REQUIREMENTS.
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THIS PLAN HAS OBTAINED APPROVAL (DATED MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205,  PLAN HAS OBTAINED APPROVAL (DATED MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205, PLAN HAS OBTAINED APPROVAL (DATED MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205,  HAS OBTAINED APPROVAL (DATED MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205, HAS OBTAINED APPROVAL (DATED MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205,  OBTAINED APPROVAL (DATED MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205, OBTAINED APPROVAL (DATED MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205,  APPROVAL (DATED MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205, APPROVAL (DATED MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205,  (DATED MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205, (DATED MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205,  MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205, MARCH 14, 2017) FOR A VARIANCE FROM CHAPTER 205,  14, 2017) FOR A VARIANCE FROM CHAPTER 205, 14, 2017) FOR A VARIANCE FROM CHAPTER 205,  2017) FOR A VARIANCE FROM CHAPTER 205, 2017) FOR A VARIANCE FROM CHAPTER 205,  FOR A VARIANCE FROM CHAPTER 205, FOR A VARIANCE FROM CHAPTER 205,  A VARIANCE FROM CHAPTER 205, A VARIANCE FROM CHAPTER 205,  VARIANCE FROM CHAPTER 205, VARIANCE FROM CHAPTER 205,  FROM CHAPTER 205, FROM CHAPTER 205,  CHAPTER 205, CHAPTER 205,  205, 205, SUBSECTION 205-221 ITEM B, DRIVE AISLE WIDTH: THE SITE PLAN PROPOSES 12 FEET WIDE DRIVE AISLE FOR THE ENFORCEMENT PARKING AND FOR 	ACCESS TO 	THE ENFORCEMENT DOCK.  THE STAFF HAS APPROVED THIS VARIANCE REQUEST TO REDUCE THE ENFORCEMENT DOCK.  THE STAFF HAS APPROVED THIS VARIANCE REQUEST TO REDUCE  ENFORCEMENT DOCK.  THE STAFF HAS APPROVED THIS VARIANCE REQUEST TO REDUCE ENFORCEMENT DOCK.  THE STAFF HAS APPROVED THIS VARIANCE REQUEST TO REDUCE  DOCK.  THE STAFF HAS APPROVED THIS VARIANCE REQUEST TO REDUCE DOCK.  THE STAFF HAS APPROVED THIS VARIANCE REQUEST TO REDUCE   THE STAFF HAS APPROVED THIS VARIANCE REQUEST TO REDUCE  THE STAFF HAS APPROVED THIS VARIANCE REQUEST TO REDUCE THE STAFF HAS APPROVED THIS VARIANCE REQUEST TO REDUCE  STAFF HAS APPROVED THIS VARIANCE REQUEST TO REDUCE STAFF HAS APPROVED THIS VARIANCE REQUEST TO REDUCE  HAS APPROVED THIS VARIANCE REQUEST TO REDUCE HAS APPROVED THIS VARIANCE REQUEST TO REDUCE  APPROVED THIS VARIANCE REQUEST TO REDUCE APPROVED THIS VARIANCE REQUEST TO REDUCE  THIS VARIANCE REQUEST TO REDUCE THIS VARIANCE REQUEST TO REDUCE  VARIANCE REQUEST TO REDUCE VARIANCE REQUEST TO REDUCE  REQUEST TO REDUCE REQUEST TO REDUCE  TO REDUCE TO REDUCE  REDUCE REDUCE DRIVE AISLE WIDTH TO 12 FEET WIDE. THIS PLAN HAS OBTAINED CONDITIONAL APPROVAL (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER  PLAN HAS OBTAINED CONDITIONAL APPROVAL (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER PLAN HAS OBTAINED CONDITIONAL APPROVAL (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER  HAS OBTAINED CONDITIONAL APPROVAL (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER HAS OBTAINED CONDITIONAL APPROVAL (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER  OBTAINED CONDITIONAL APPROVAL (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER OBTAINED CONDITIONAL APPROVAL (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER  CONDITIONAL APPROVAL (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER CONDITIONAL APPROVAL (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER  APPROVAL (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER APPROVAL (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER  (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER (DATED MAY 15, 2017) FOR A VARIANCE FROM CHAPTER  MAY 15, 2017) FOR A VARIANCE FROM CHAPTER MAY 15, 2017) FOR A VARIANCE FROM CHAPTER  15, 2017) FOR A VARIANCE FROM CHAPTER 15, 2017) FOR A VARIANCE FROM CHAPTER  2017) FOR A VARIANCE FROM CHAPTER 2017) FOR A VARIANCE FROM CHAPTER  FOR A VARIANCE FROM CHAPTER FOR A VARIANCE FROM CHAPTER  A VARIANCE FROM CHAPTER A VARIANCE FROM CHAPTER  VARIANCE FROM CHAPTER VARIANCE FROM CHAPTER  FROM CHAPTER FROM CHAPTER  CHAPTER CHAPTER 205, SUBSECTION 205-224 ITEM B, INTERIOR PLANTING AREAS: THIS SITE PLAN PROPOSES THE ELIMINATION OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET  SITE PLAN PROPOSES THE ELIMINATION OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET SITE PLAN PROPOSES THE ELIMINATION OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET  PLAN PROPOSES THE ELIMINATION OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET PLAN PROPOSES THE ELIMINATION OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET  PROPOSES THE ELIMINATION OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET PROPOSES THE ELIMINATION OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET  THE ELIMINATION OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET THE ELIMINATION OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET  ELIMINATION OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET ELIMINATION OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET  OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET OF INTERIOR PLANTING AREAS WITHIN THE OFF-STREET  INTERIOR PLANTING AREAS WITHIN THE OFF-STREET INTERIOR PLANTING AREAS WITHIN THE OFF-STREET  PLANTING AREAS WITHIN THE OFF-STREET PLANTING AREAS WITHIN THE OFF-STREET  AREAS WITHIN THE OFF-STREET AREAS WITHIN THE OFF-STREET  WITHIN THE OFF-STREET WITHIN THE OFF-STREET  THE OFF-STREET THE OFF-STREET  OFF-STREET OFF-STREET PARKING AREA.  THE CONDITIONS OF THE MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO  AREA.  THE CONDITIONS OF THE MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO AREA.  THE CONDITIONS OF THE MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO   THE CONDITIONS OF THE MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO  THE CONDITIONS OF THE MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO THE CONDITIONS OF THE MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO  CONDITIONS OF THE MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO CONDITIONS OF THE MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO  OF THE MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO OF THE MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO  THE MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO THE MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO  MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO MODIFIED APPROVAL STATE TO RELOCATE LANDSCAPING TO  APPROVAL STATE TO RELOCATE LANDSCAPING TO APPROVAL STATE TO RELOCATE LANDSCAPING TO  STATE TO RELOCATE LANDSCAPING TO STATE TO RELOCATE LANDSCAPING TO  TO RELOCATE LANDSCAPING TO TO RELOCATE LANDSCAPING TO  RELOCATE LANDSCAPING TO RELOCATE LANDSCAPING TO  LANDSCAPING TO LANDSCAPING TO  TO TO ALTERNATIVE AREAS ON THE SITE. LANDSCAPING HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE,  AREAS ON THE SITE. LANDSCAPING HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE, AREAS ON THE SITE. LANDSCAPING HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE,  ON THE SITE. LANDSCAPING HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE, ON THE SITE. LANDSCAPING HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE,  THE SITE. LANDSCAPING HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE, THE SITE. LANDSCAPING HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE,  SITE. LANDSCAPING HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE, SITE. LANDSCAPING HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE,  LANDSCAPING HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE, LANDSCAPING HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE,  HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE, HAS BEEN RELOCATED TO THE WEST SIDE OF THE SITE,  BEEN RELOCATED TO THE WEST SIDE OF THE SITE, BEEN RELOCATED TO THE WEST SIDE OF THE SITE,  RELOCATED TO THE WEST SIDE OF THE SITE, RELOCATED TO THE WEST SIDE OF THE SITE,  TO THE WEST SIDE OF THE SITE, TO THE WEST SIDE OF THE SITE,  THE WEST SIDE OF THE SITE, THE WEST SIDE OF THE SITE,  WEST SIDE OF THE SITE, WEST SIDE OF THE SITE,  SIDE OF THE SITE, SIDE OF THE SITE,  OF THE SITE, OF THE SITE,  THE SITE, THE SITE,  SITE, SITE, NEAR THE ENTRANCE ALONG SR9 AND ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK  THE ENTRANCE ALONG SR9 AND ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK THE ENTRANCE ALONG SR9 AND ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK  ENTRANCE ALONG SR9 AND ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK ENTRANCE ALONG SR9 AND ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK  ALONG SR9 AND ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK ALONG SR9 AND ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK  SR9 AND ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK SR9 AND ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK  AND ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK AND ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK  ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK ON THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK  THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK THE NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK  NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK NORTH SIDE OF THE SITE ALONG THE SOUTHERN BANK  SIDE OF THE SITE ALONG THE SOUTHERN BANK SIDE OF THE SITE ALONG THE SOUTHERN BANK  OF THE SITE ALONG THE SOUTHERN BANK OF THE SITE ALONG THE SOUTHERN BANK  THE SITE ALONG THE SOUTHERN BANK THE SITE ALONG THE SOUTHERN BANK  SITE ALONG THE SOUTHERN BANK SITE ALONG THE SOUTHERN BANK  ALONG THE SOUTHERN BANK ALONG THE SOUTHERN BANK  THE SOUTHERN BANK THE SOUTHERN BANK  SOUTHERN BANK SOUTHERN BANK  BANK BANK OF THE LITTLE RIVER AS SHOWN ON THE LANDSCAPING PLAN.
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1.	THE ELECTRICAL CONTRACTOR SHALL COORDINATE HIS WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S THE ELECTRICAL CONTRACTOR SHALL COORDINATE HIS WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S  ELECTRICAL CONTRACTOR SHALL COORDINATE HIS WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S ELECTRICAL CONTRACTOR SHALL COORDINATE HIS WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S  CONTRACTOR SHALL COORDINATE HIS WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S CONTRACTOR SHALL COORDINATE HIS WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S  SHALL COORDINATE HIS WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S SHALL COORDINATE HIS WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S  COORDINATE HIS WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S COORDINATE HIS WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S  HIS WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S HIS WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S  WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S WORK WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S  WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S WITH THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S  THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S THAT OF ALL OTHER TRADES. ALL OTHER TRADE'S  OF ALL OTHER TRADES. ALL OTHER TRADE'S OF ALL OTHER TRADES. ALL OTHER TRADE'S  ALL OTHER TRADES. ALL OTHER TRADE'S ALL OTHER TRADES. ALL OTHER TRADE'S  OTHER TRADES. ALL OTHER TRADE'S OTHER TRADES. ALL OTHER TRADE'S  TRADES. ALL OTHER TRADE'S TRADES. ALL OTHER TRADE'S  ALL OTHER TRADE'S ALL OTHER TRADE'S  OTHER TRADE'S OTHER TRADE'S  TRADE'S TRADE'S DRAWINGS AND SPECIFICATIONS SHALL BE CONSULTED AND COORDINATED WITH PRIOR TO ROUGH-IN. 2.	WHEREVER POSSIBLE, THE CONTRACTOR SHALL OBTAIN ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF WHEREVER POSSIBLE, THE CONTRACTOR SHALL OBTAIN ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF  POSSIBLE, THE CONTRACTOR SHALL OBTAIN ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF POSSIBLE, THE CONTRACTOR SHALL OBTAIN ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF  THE CONTRACTOR SHALL OBTAIN ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF THE CONTRACTOR SHALL OBTAIN ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF  CONTRACTOR SHALL OBTAIN ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF CONTRACTOR SHALL OBTAIN ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF  SHALL OBTAIN ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF SHALL OBTAIN ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF  OBTAIN ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF OBTAIN ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF  ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF ACTUAL ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF  ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF ROUGH-IN DRAWINGS FOR THE ACTUAL ITEM OF  DRAWINGS FOR THE ACTUAL ITEM OF DRAWINGS FOR THE ACTUAL ITEM OF  FOR THE ACTUAL ITEM OF FOR THE ACTUAL ITEM OF  THE ACTUAL ITEM OF THE ACTUAL ITEM OF  ACTUAL ITEM OF ACTUAL ITEM OF  ITEM OF ITEM OF  OF OF EQUIPMENT TO BE INSTALLED PRIOR TO ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE  TO BE INSTALLED PRIOR TO ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE TO BE INSTALLED PRIOR TO ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE  BE INSTALLED PRIOR TO ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE BE INSTALLED PRIOR TO ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE  INSTALLED PRIOR TO ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE INSTALLED PRIOR TO ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE  PRIOR TO ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE PRIOR TO ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE  TO ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE TO ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE  ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE ROUGH-IN. THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE  THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE THIS SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE  SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE SHALL APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE  APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE APPLY TO ALL EQUIPMENT, WHETHER IT IS TO BE  TO ALL EQUIPMENT, WHETHER IT IS TO BE TO ALL EQUIPMENT, WHETHER IT IS TO BE  ALL EQUIPMENT, WHETHER IT IS TO BE ALL EQUIPMENT, WHETHER IT IS TO BE  EQUIPMENT, WHETHER IT IS TO BE EQUIPMENT, WHETHER IT IS TO BE  WHETHER IT IS TO BE WHETHER IT IS TO BE  IT IS TO BE IT IS TO BE  IS TO BE IS TO BE  TO BE TO BE  BE BE INSTALLED BY THE CONTRACTOR OR BY THE OWNER. 3.	PROVIDE TYPED CIRCUIT DIRECTORIES FOR ALL PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED PROVIDE TYPED CIRCUIT DIRECTORIES FOR ALL PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED  TYPED CIRCUIT DIRECTORIES FOR ALL PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED TYPED CIRCUIT DIRECTORIES FOR ALL PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED  CIRCUIT DIRECTORIES FOR ALL PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED CIRCUIT DIRECTORIES FOR ALL PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED  DIRECTORIES FOR ALL PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED DIRECTORIES FOR ALL PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED  FOR ALL PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED FOR ALL PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED  ALL PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED ALL PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED  PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED PANELBOARDS TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED  TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED TO INDICATE TYPE OF LOAD SERVED AND AREA SERVED  INDICATE TYPE OF LOAD SERVED AND AREA SERVED INDICATE TYPE OF LOAD SERVED AND AREA SERVED  TYPE OF LOAD SERVED AND AREA SERVED TYPE OF LOAD SERVED AND AREA SERVED  OF LOAD SERVED AND AREA SERVED OF LOAD SERVED AND AREA SERVED  LOAD SERVED AND AREA SERVED LOAD SERVED AND AREA SERVED  SERVED AND AREA SERVED SERVED AND AREA SERVED  AND AREA SERVED AND AREA SERVED  AREA SERVED AREA SERVED  SERVED SERVED (E.G. RV POWER POST A1). 4.	UNLESS NOTED OTHERWISE, EVERY CONDUIT CONTAINING 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE UNLESS NOTED OTHERWISE, EVERY CONDUIT CONTAINING 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE  NOTED OTHERWISE, EVERY CONDUIT CONTAINING 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE NOTED OTHERWISE, EVERY CONDUIT CONTAINING 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE  OTHERWISE, EVERY CONDUIT CONTAINING 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE OTHERWISE, EVERY CONDUIT CONTAINING 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE  EVERY CONDUIT CONTAINING 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE EVERY CONDUIT CONTAINING 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE  CONDUIT CONTAINING 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE CONDUIT CONTAINING 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE  CONTAINING 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE CONTAINING 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE  120V OR GREATER WIRING SHALL CONTAIN A SEPARATE 120V OR GREATER WIRING SHALL CONTAIN A SEPARATE  OR GREATER WIRING SHALL CONTAIN A SEPARATE OR GREATER WIRING SHALL CONTAIN A SEPARATE  GREATER WIRING SHALL CONTAIN A SEPARATE GREATER WIRING SHALL CONTAIN A SEPARATE  WIRING SHALL CONTAIN A SEPARATE WIRING SHALL CONTAIN A SEPARATE  SHALL CONTAIN A SEPARATE SHALL CONTAIN A SEPARATE  CONTAIN A SEPARATE CONTAIN A SEPARATE  A SEPARATE A SEPARATE  SEPARATE SEPARATE INSULATED GROUND WIRE RATED FOR 600V. 5.	PROVIDE SEPARATE UNSHARED NEUTRAL CONDUCTOR(S) FOR ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3 PROVIDE SEPARATE UNSHARED NEUTRAL CONDUCTOR(S) FOR ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3  SEPARATE UNSHARED NEUTRAL CONDUCTOR(S) FOR ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3 SEPARATE UNSHARED NEUTRAL CONDUCTOR(S) FOR ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3  UNSHARED NEUTRAL CONDUCTOR(S) FOR ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3 UNSHARED NEUTRAL CONDUCTOR(S) FOR ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3  NEUTRAL CONDUCTOR(S) FOR ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3 NEUTRAL CONDUCTOR(S) FOR ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3  CONDUCTOR(S) FOR ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3 CONDUCTOR(S) FOR ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3  FOR ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3 FOR ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3  ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3 ALL FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3  FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3 FEEDERS REQUIRING A NEUTRAL (I.E. 1 PHASE - 3  REQUIRING A NEUTRAL (I.E. 1 PHASE - 3 REQUIRING A NEUTRAL (I.E. 1 PHASE - 3  A NEUTRAL (I.E. 1 PHASE - 3 A NEUTRAL (I.E. 1 PHASE - 3  NEUTRAL (I.E. 1 PHASE - 3 NEUTRAL (I.E. 1 PHASE - 3  (I.E. 1 PHASE - 3 (I.E. 1 PHASE - 3  1 PHASE - 3 1 PHASE - 3  PHASE - 3 PHASE - 3  - 3 - 3  3 3 WIRE). SHARING OF NEUTRAL CONDUCTORS BETWEEN ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER  SHARING OF NEUTRAL CONDUCTORS BETWEEN ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER SHARING OF NEUTRAL CONDUCTORS BETWEEN ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER  OF NEUTRAL CONDUCTORS BETWEEN ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER OF NEUTRAL CONDUCTORS BETWEEN ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER  NEUTRAL CONDUCTORS BETWEEN ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER NEUTRAL CONDUCTORS BETWEEN ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER  CONDUCTORS BETWEEN ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER CONDUCTORS BETWEEN ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER  BETWEEN ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER BETWEEN ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER  ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER ANY CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER  CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER CIRCUIT (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER  (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER (FEEDER) IS NOT PERMITTED. MULTIWIRE FEEDER  IS NOT PERMITTED. MULTIWIRE FEEDER IS NOT PERMITTED. MULTIWIRE FEEDER  NOT PERMITTED. MULTIWIRE FEEDER NOT PERMITTED. MULTIWIRE FEEDER  PERMITTED. MULTIWIRE FEEDER PERMITTED. MULTIWIRE FEEDER  MULTIWIRE FEEDER MULTIWIRE FEEDER  FEEDER FEEDER CIRCUITS ARE NOT PERMITTED. 6.	CONFIRM ALL EQUIPMENT LOCATIONS PRIOR TO INSTALLATION. CONFIRM ALL EQUIPMENT LOCATIONS PRIOR TO INSTALLATION. 7.	PROVIDE WARNING LABELS FOR ALL PANELBOARDS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS PROVIDE WARNING LABELS FOR ALL PANELBOARDS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS  WARNING LABELS FOR ALL PANELBOARDS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS WARNING LABELS FOR ALL PANELBOARDS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS  LABELS FOR ALL PANELBOARDS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS LABELS FOR ALL PANELBOARDS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS  FOR ALL PANELBOARDS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS FOR ALL PANELBOARDS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS  ALL PANELBOARDS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS ALL PANELBOARDS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS  PANELBOARDS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS PANELBOARDS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS  AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS AND METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS  METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS METER SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS  SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS SOCKET ENCLOSURES. WARNING LABELS SHALL READ AS  ENCLOSURES. WARNING LABELS SHALL READ AS ENCLOSURES. WARNING LABELS SHALL READ AS  WARNING LABELS SHALL READ AS WARNING LABELS SHALL READ AS  LABELS SHALL READ AS LABELS SHALL READ AS  SHALL READ AS SHALL READ AS  READ AS READ AS  AS AS FOLLOWS: "CAUTION. POTENTIAL ELECTRIC ARC FLASH HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING,  "CAUTION. POTENTIAL ELECTRIC ARC FLASH HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING, "CAUTION. POTENTIAL ELECTRIC ARC FLASH HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING,  POTENTIAL ELECTRIC ARC FLASH HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING, POTENTIAL ELECTRIC ARC FLASH HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING,  ELECTRIC ARC FLASH HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING, ELECTRIC ARC FLASH HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING,  ARC FLASH HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING, ARC FLASH HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING,  FLASH HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING, FLASH HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING,  HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING, HAZARD. WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING,  WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING, WEAR PROPER PROTECTIVE CLOTHING WHILE EXAMINING,  PROPER PROTECTIVE CLOTHING WHILE EXAMINING, PROPER PROTECTIVE CLOTHING WHILE EXAMINING,  PROTECTIVE CLOTHING WHILE EXAMINING, PROTECTIVE CLOTHING WHILE EXAMINING,  CLOTHING WHILE EXAMINING, CLOTHING WHILE EXAMINING,  WHILE EXAMINING, WHILE EXAMINING,  EXAMINING, EXAMINING, ADJUSTING, SERVICING OR MAINTAINING ENERGIZED EQUIPMENT." INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF  SERVICING OR MAINTAINING ENERGIZED EQUIPMENT." INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF SERVICING OR MAINTAINING ENERGIZED EQUIPMENT." INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF  OR MAINTAINING ENERGIZED EQUIPMENT." INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF OR MAINTAINING ENERGIZED EQUIPMENT." INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF  MAINTAINING ENERGIZED EQUIPMENT." INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF MAINTAINING ENERGIZED EQUIPMENT." INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF  ENERGIZED EQUIPMENT." INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF ENERGIZED EQUIPMENT." INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF  EQUIPMENT." INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF EQUIPMENT." INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF  INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF INSTALL WARNING LABELS ON EXTERIOR FRONT FACE OF  WARNING LABELS ON EXTERIOR FRONT FACE OF WARNING LABELS ON EXTERIOR FRONT FACE OF  LABELS ON EXTERIOR FRONT FACE OF LABELS ON EXTERIOR FRONT FACE OF  ON EXTERIOR FRONT FACE OF ON EXTERIOR FRONT FACE OF  EXTERIOR FRONT FACE OF EXTERIOR FRONT FACE OF  FRONT FACE OF FRONT FACE OF  FACE OF FACE OF  OF OF ALL PANELBOARDS AND METER SOCKET ENCLOSURES LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING  PANELBOARDS AND METER SOCKET ENCLOSURES LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING PANELBOARDS AND METER SOCKET ENCLOSURES LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING  AND METER SOCKET ENCLOSURES LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING AND METER SOCKET ENCLOSURES LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING  METER SOCKET ENCLOSURES LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING METER SOCKET ENCLOSURES LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING  SOCKET ENCLOSURES LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING SOCKET ENCLOSURES LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING  ENCLOSURES LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING ENCLOSURES LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING  LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING LOCATED IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING  IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING IN UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING  UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING UNFINISHED/UTILITY TYPE SPACES. INSTALL WARNING  TYPE SPACES. INSTALL WARNING TYPE SPACES. INSTALL WARNING  SPACES. INSTALL WARNING SPACES. INSTALL WARNING  INSTALL WARNING INSTALL WARNING  WARNING WARNING LABELS ON INTERIOR FRONT FACE OF ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL  ON INTERIOR FRONT FACE OF ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL ON INTERIOR FRONT FACE OF ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL  INTERIOR FRONT FACE OF ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL INTERIOR FRONT FACE OF ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL  FRONT FACE OF ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL FRONT FACE OF ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL  FACE OF ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL FACE OF ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL  OF ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL OF ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL  ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL ALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL  PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL PANELBOARDS LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL  LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL LOCATED IN FINISHED SPACES. ENTIRE INSTALLATION SHALL  IN FINISHED SPACES. ENTIRE INSTALLATION SHALL IN FINISHED SPACES. ENTIRE INSTALLATION SHALL  FINISHED SPACES. ENTIRE INSTALLATION SHALL FINISHED SPACES. ENTIRE INSTALLATION SHALL  SPACES. ENTIRE INSTALLATION SHALL SPACES. ENTIRE INSTALLATION SHALL  ENTIRE INSTALLATION SHALL ENTIRE INSTALLATION SHALL  INSTALLATION SHALL INSTALLATION SHALL  SHALL SHALL COMPLY WITH THE REQUIREMENTS OF THE 2011 NEC, ARTICLE 110.16 (FLASH PROJECTION). 8.	PROVIDE PANELBOARD AS REQUIRED. EACH SPACE SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL PROVIDE PANELBOARD AS REQUIRED. EACH SPACE SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL  PANELBOARD AS REQUIRED. EACH SPACE SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL PANELBOARD AS REQUIRED. EACH SPACE SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL  AS REQUIRED. EACH SPACE SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL AS REQUIRED. EACH SPACE SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL  REQUIRED. EACH SPACE SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL REQUIRED. EACH SPACE SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL  EACH SPACE SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL EACH SPACE SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL  SPACE SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL SPACE SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL  SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL SHALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL  BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL BE A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL  A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL A FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL  FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL FULLY PREPARED SPACE (I.E. COMPLETE WITH ALL  PREPARED SPACE (I.E. COMPLETE WITH ALL PREPARED SPACE (I.E. COMPLETE WITH ALL  SPACE (I.E. COMPLETE WITH ALL SPACE (I.E. COMPLETE WITH ALL  (I.E. COMPLETE WITH ALL (I.E. COMPLETE WITH ALL  COMPLETE WITH ALL COMPLETE WITH ALL  WITH ALL WITH ALL  ALL ALL PROVISIONS INCLUDING ALL HARDWARE REQUIRED TO MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS,  INCLUDING ALL HARDWARE REQUIRED TO MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS, INCLUDING ALL HARDWARE REQUIRED TO MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS,  ALL HARDWARE REQUIRED TO MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS, ALL HARDWARE REQUIRED TO MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS,  HARDWARE REQUIRED TO MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS, HARDWARE REQUIRED TO MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS,  REQUIRED TO MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS, REQUIRED TO MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS,  TO MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS, TO MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS,  MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS, MOUNT A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS,  A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS, A FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS,  FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS, FUTURE CIRCUIT BREAKER INCLUDING BUS CONNECTIONS,  CIRCUIT BREAKER INCLUDING BUS CONNECTIONS, CIRCUIT BREAKER INCLUDING BUS CONNECTIONS,  BREAKER INCLUDING BUS CONNECTIONS, BREAKER INCLUDING BUS CONNECTIONS,  INCLUDING BUS CONNECTIONS, INCLUDING BUS CONNECTIONS,  BUS CONNECTIONS, BUS CONNECTIONS,  CONNECTIONS, CONNECTIONS, CIRCUIT BREAKER MOUNTING BRACKET, CIRCUIT BREAKER COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE  BREAKER MOUNTING BRACKET, CIRCUIT BREAKER COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE BREAKER MOUNTING BRACKET, CIRCUIT BREAKER COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE  MOUNTING BRACKET, CIRCUIT BREAKER COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE MOUNTING BRACKET, CIRCUIT BREAKER COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE  BRACKET, CIRCUIT BREAKER COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE BRACKET, CIRCUIT BREAKER COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE  CIRCUIT BREAKER COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE CIRCUIT BREAKER COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE  BREAKER COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE BREAKER COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE  COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE COVER AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE  AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE AND COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE  COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE COVER KNOCKOUTS, ETC.). PANELBOARDS SHALL BE  KNOCKOUTS, ETC.). PANELBOARDS SHALL BE KNOCKOUTS, ETC.). PANELBOARDS SHALL BE  ETC.). PANELBOARDS SHALL BE ETC.). PANELBOARDS SHALL BE  PANELBOARDS SHALL BE PANELBOARDS SHALL BE  SHALL BE SHALL BE  BE BE NEMA 3R, LOCKABLE WITH THE SAME KEYING. 9.	COORDINATE UNDERGROUND RUNS WITH EXISTING CONDITION AND TREE LOCATIONS. COORDINATE UNDERGROUND RUNS WITH EXISTING CONDITION AND TREE LOCATIONS. 10.	VERIFY ELECTRICAL SYSTEM PHASING AND ROTATION WITH UTILITY COMPANY. VERIFY ELECTRICAL SYSTEM PHASING AND ROTATION WITH UTILITY COMPANY. 11.	COMPLY WITH CITY OF DOVER PUBLIC WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE COMPLY WITH CITY OF DOVER PUBLIC WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE  WITH CITY OF DOVER PUBLIC WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE WITH CITY OF DOVER PUBLIC WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE  CITY OF DOVER PUBLIC WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE CITY OF DOVER PUBLIC WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE  OF DOVER PUBLIC WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE OF DOVER PUBLIC WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE  DOVER PUBLIC WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE DOVER PUBLIC WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE  PUBLIC WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE PUBLIC WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE  WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE WORKS' ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE  ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE ELECTRIC UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE  UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE UTILITY SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE  SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE SPECIFICATION FOR DEVELOPER DOCUMENT. COORDINATE  FOR DEVELOPER DOCUMENT. COORDINATE FOR DEVELOPER DOCUMENT. COORDINATE  DEVELOPER DOCUMENT. COORDINATE DEVELOPER DOCUMENT. COORDINATE  DOCUMENT. COORDINATE DOCUMENT. COORDINATE  COORDINATE COORDINATE PRIMARY, TRANSFORMER, SECONDARY, AND METERING WORKS WITH CITY OF DOVER PUBLIC WORKS. 12.	COMPLY WITH CURRENT NATIONAL, STATE, AND LOCAL ADOPTED CODES. COMPLY WITH CURRENT NATIONAL, STATE, AND LOCAL ADOPTED CODES. 13.	SAW CUT PAVED AREAS IN ACCORDANCE WITH CONSTRUCTION DETAILS. SAW CUT PAVED AREAS IN ACCORDANCE WITH CONSTRUCTION DETAILS. 14.	RESTORE DISTURBED PAVED AREAS IN TO THE ORIGINAL CONDITION OR IN ACCORDANCE WITH CONSTRUCTION DETAILS. RESTORE DISTURBED PAVED AREAS IN TO THE ORIGINAL CONDITION OR IN ACCORDANCE WITH CONSTRUCTION DETAILS. 15.	CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES, CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES,  SHALL BE RESPONSIBLE FOR PROVIDING TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES, SHALL BE RESPONSIBLE FOR PROVIDING TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES,  BE RESPONSIBLE FOR PROVIDING TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES, BE RESPONSIBLE FOR PROVIDING TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES,  RESPONSIBLE FOR PROVIDING TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES, RESPONSIBLE FOR PROVIDING TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES,  FOR PROVIDING TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES, FOR PROVIDING TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES,  PROVIDING TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES, PROVIDING TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES,  TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES, TEMPORARY POWER (PORTABLE GENERATORS, TEMPORARY SERVICES,  POWER (PORTABLE GENERATORS, TEMPORARY SERVICES, POWER (PORTABLE GENERATORS, TEMPORARY SERVICES,  (PORTABLE GENERATORS, TEMPORARY SERVICES, (PORTABLE GENERATORS, TEMPORARY SERVICES,  GENERATORS, TEMPORARY SERVICES, GENERATORS, TEMPORARY SERVICES,  TEMPORARY SERVICES, TEMPORARY SERVICES,  SERVICES, SERVICES, ETC.). 16.	ALL CONDUITS SHALL BE SCHEDULE 80 PVC, UNLESS NOTED OTHERWISE. ALL CONDUITS SHALL BE SCHEDULE 80 PVC, UNLESS NOTED OTHERWISE. 17.	UNLESS OTHERWISE INDICATED, ALL CABLES/CONDUCTORS SHALL BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS UNLESS OTHERWISE INDICATED, ALL CABLES/CONDUCTORS SHALL BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS  OTHERWISE INDICATED, ALL CABLES/CONDUCTORS SHALL BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS OTHERWISE INDICATED, ALL CABLES/CONDUCTORS SHALL BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS  INDICATED, ALL CABLES/CONDUCTORS SHALL BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS INDICATED, ALL CABLES/CONDUCTORS SHALL BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS  ALL CABLES/CONDUCTORS SHALL BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS ALL CABLES/CONDUCTORS SHALL BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS  CABLES/CONDUCTORS SHALL BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS CABLES/CONDUCTORS SHALL BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS  SHALL BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS SHALL BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS  BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS BE COPPER TYPE. ALUMINUM CABLES/CONDUCTORS  COPPER TYPE. ALUMINUM CABLES/CONDUCTORS COPPER TYPE. ALUMINUM CABLES/CONDUCTORS  TYPE. ALUMINUM CABLES/CONDUCTORS TYPE. ALUMINUM CABLES/CONDUCTORS  ALUMINUM CABLES/CONDUCTORS ALUMINUM CABLES/CONDUCTORS  CABLES/CONDUCTORS CABLES/CONDUCTORS SHALL ONLY BE ALLOW FOR USE FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC  ONLY BE ALLOW FOR USE FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC ONLY BE ALLOW FOR USE FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC  BE ALLOW FOR USE FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC BE ALLOW FOR USE FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC  ALLOW FOR USE FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC ALLOW FOR USE FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC  FOR USE FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC FOR USE FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC  USE FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC USE FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC  FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC FOR PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC  PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC PRIMARY AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC  AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC AND SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC  SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC SECONDARY RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC  RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC RUNS IN ACCORDANCE WITH CITY OF DOVER PUBLIC  IN ACCORDANCE WITH CITY OF DOVER PUBLIC IN ACCORDANCE WITH CITY OF DOVER PUBLIC  ACCORDANCE WITH CITY OF DOVER PUBLIC ACCORDANCE WITH CITY OF DOVER PUBLIC  WITH CITY OF DOVER PUBLIC WITH CITY OF DOVER PUBLIC  CITY OF DOVER PUBLIC CITY OF DOVER PUBLIC  OF DOVER PUBLIC OF DOVER PUBLIC  DOVER PUBLIC DOVER PUBLIC  PUBLIC PUBLIC WORKS' REQUIREMENTS. 18.	UTILITY SERVICE POLE, FUSE CUTOUTS, OVERHEAD LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE UTILITY SERVICE POLE, FUSE CUTOUTS, OVERHEAD LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE  SERVICE POLE, FUSE CUTOUTS, OVERHEAD LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE SERVICE POLE, FUSE CUTOUTS, OVERHEAD LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE  POLE, FUSE CUTOUTS, OVERHEAD LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE POLE, FUSE CUTOUTS, OVERHEAD LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE  FUSE CUTOUTS, OVERHEAD LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE FUSE CUTOUTS, OVERHEAD LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE  CUTOUTS, OVERHEAD LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE CUTOUTS, OVERHEAD LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE  OVERHEAD LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE OVERHEAD LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE  LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE LINES UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE  UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE UPSTREAM OF UTILITY SERVICE POLE, AND METERS TO BE  OF UTILITY SERVICE POLE, AND METERS TO BE OF UTILITY SERVICE POLE, AND METERS TO BE  UTILITY SERVICE POLE, AND METERS TO BE UTILITY SERVICE POLE, AND METERS TO BE  SERVICE POLE, AND METERS TO BE SERVICE POLE, AND METERS TO BE  POLE, AND METERS TO BE POLE, AND METERS TO BE  AND METERS TO BE AND METERS TO BE  METERS TO BE METERS TO BE  TO BE TO BE  BE BE PROVIDED BY CITY OF DOVER PUBLIC WORKS' ELECTRIC DEPARTMENT. 19.	FURNISH AND INSTALL TREATED LUMBER BOARDS ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF FURNISH AND INSTALL TREATED LUMBER BOARDS ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF  AND INSTALL TREATED LUMBER BOARDS ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF AND INSTALL TREATED LUMBER BOARDS ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF  INSTALL TREATED LUMBER BOARDS ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF INSTALL TREATED LUMBER BOARDS ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF  TREATED LUMBER BOARDS ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF TREATED LUMBER BOARDS ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF  LUMBER BOARDS ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF LUMBER BOARDS ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF  BOARDS ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF BOARDS ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF  ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF ON BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF  BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF BACK OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF  OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF  EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF EXISTING METER STANDS TO ALLOW FOR INSTALLATION OF  METER STANDS TO ALLOW FOR INSTALLATION OF METER STANDS TO ALLOW FOR INSTALLATION OF  STANDS TO ALLOW FOR INSTALLATION OF STANDS TO ALLOW FOR INSTALLATION OF  TO ALLOW FOR INSTALLATION OF TO ALLOW FOR INSTALLATION OF  ALLOW FOR INSTALLATION OF ALLOW FOR INSTALLATION OF  FOR INSTALLATION OF FOR INSTALLATION OF  INSTALLATION OF INSTALLATION OF  OF OF NEW PANELBOARDS. RUN SERVICE ENTRANCE WIRING AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW  PANELBOARDS. RUN SERVICE ENTRANCE WIRING AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW PANELBOARDS. RUN SERVICE ENTRANCE WIRING AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW  RUN SERVICE ENTRANCE WIRING AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW RUN SERVICE ENTRANCE WIRING AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW  SERVICE ENTRANCE WIRING AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW SERVICE ENTRANCE WIRING AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW  ENTRANCE WIRING AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW ENTRANCE WIRING AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW  WIRING AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW WIRING AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW  AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW AND CONDUITS AS INDICATED FROM EXISTING METERS TO NEW  CONDUITS AS INDICATED FROM EXISTING METERS TO NEW CONDUITS AS INDICATED FROM EXISTING METERS TO NEW  AS INDICATED FROM EXISTING METERS TO NEW AS INDICATED FROM EXISTING METERS TO NEW  INDICATED FROM EXISTING METERS TO NEW INDICATED FROM EXISTING METERS TO NEW  FROM EXISTING METERS TO NEW FROM EXISTING METERS TO NEW  EXISTING METERS TO NEW EXISTING METERS TO NEW  METERS TO NEW METERS TO NEW  TO NEW TO NEW  NEW NEW PANELBOARDS. COORDINATE WITH CITY OF DOVER PUBLIC WORKS FOR INSTALLATION OF NEW METERS. 20.	CONTRACTOR SHALL HAVE ALL WORK INSPECTED BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL CONTRACTOR SHALL HAVE ALL WORK INSPECTED BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL  SHALL HAVE ALL WORK INSPECTED BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL SHALL HAVE ALL WORK INSPECTED BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL  HAVE ALL WORK INSPECTED BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL HAVE ALL WORK INSPECTED BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL  ALL WORK INSPECTED BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL ALL WORK INSPECTED BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL  WORK INSPECTED BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL WORK INSPECTED BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL  INSPECTED BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL INSPECTED BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL  BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL BY UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL  UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL UNDERWRITERS INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL  INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL INSPECTION AGENCY. INSPECTION CERTIFICATE SHALL  AGENCY. INSPECTION CERTIFICATE SHALL AGENCY. INSPECTION CERTIFICATE SHALL  INSPECTION CERTIFICATE SHALL INSPECTION CERTIFICATE SHALL  CERTIFICATE SHALL CERTIFICATE SHALL  SHALL SHALL BE PROVIDED. 21.	ELECTRICAL CONTRACTOR SHALL COORDINATE WITH SITE CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS ELECTRICAL CONTRACTOR SHALL COORDINATE WITH SITE CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS  CONTRACTOR SHALL COORDINATE WITH SITE CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS CONTRACTOR SHALL COORDINATE WITH SITE CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS  SHALL COORDINATE WITH SITE CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS SHALL COORDINATE WITH SITE CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS  COORDINATE WITH SITE CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS COORDINATE WITH SITE CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS  WITH SITE CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS WITH SITE CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS  SITE CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS SITE CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS  CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS CONTRACTOR FOR PLACEMENT OF ALL UNDERGROUND CONDUITS  FOR PLACEMENT OF ALL UNDERGROUND CONDUITS FOR PLACEMENT OF ALL UNDERGROUND CONDUITS  PLACEMENT OF ALL UNDERGROUND CONDUITS PLACEMENT OF ALL UNDERGROUND CONDUITS  OF ALL UNDERGROUND CONDUITS OF ALL UNDERGROUND CONDUITS  ALL UNDERGROUND CONDUITS ALL UNDERGROUND CONDUITS  UNDERGROUND CONDUITS UNDERGROUND CONDUITS  CONDUITS CONDUITS AND WIRING.  UNDERGROUND SERVICE SHALL BE PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO  WIRING.  UNDERGROUND SERVICE SHALL BE PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO WIRING.  UNDERGROUND SERVICE SHALL BE PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO   UNDERGROUND SERVICE SHALL BE PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO  UNDERGROUND SERVICE SHALL BE PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO UNDERGROUND SERVICE SHALL BE PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO  SERVICE SHALL BE PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO SERVICE SHALL BE PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO  SHALL BE PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO SHALL BE PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO  BE PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO BE PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO  PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO PLACED AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO  AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO AS SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO  SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO SHOWN ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO  ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO ON THIS SHEET. ANY REVISIONS OR ALTERATIONS TO  THIS SHEET. ANY REVISIONS OR ALTERATIONS TO THIS SHEET. ANY REVISIONS OR ALTERATIONS TO  SHEET. ANY REVISIONS OR ALTERATIONS TO SHEET. ANY REVISIONS OR ALTERATIONS TO  ANY REVISIONS OR ALTERATIONS TO ANY REVISIONS OR ALTERATIONS TO  REVISIONS OR ALTERATIONS TO REVISIONS OR ALTERATIONS TO  OR ALTERATIONS TO OR ALTERATIONS TO  ALTERATIONS TO ALTERATIONS TO  TO TO THE CONDUIT ALIGNMENT SHALL BE APPROVED BY THE ENGINEER. 22.	CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING UTILITY PERMITS FROM DELDOT IF REQUIRED.CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING UTILITY PERMITS FROM DELDOT IF REQUIRED.

AutoCAD SHX Text
1.	CITY OF DOVER ELECTRIC TO INSTALL TRANSFORMER ON EXISTING UTILITY POLE AND MAKE CITY OF DOVER ELECTRIC TO INSTALL TRANSFORMER ON EXISTING UTILITY POLE AND MAKE  OF DOVER ELECTRIC TO INSTALL TRANSFORMER ON EXISTING UTILITY POLE AND MAKE OF DOVER ELECTRIC TO INSTALL TRANSFORMER ON EXISTING UTILITY POLE AND MAKE  DOVER ELECTRIC TO INSTALL TRANSFORMER ON EXISTING UTILITY POLE AND MAKE DOVER ELECTRIC TO INSTALL TRANSFORMER ON EXISTING UTILITY POLE AND MAKE  ELECTRIC TO INSTALL TRANSFORMER ON EXISTING UTILITY POLE AND MAKE ELECTRIC TO INSTALL TRANSFORMER ON EXISTING UTILITY POLE AND MAKE  TO INSTALL TRANSFORMER ON EXISTING UTILITY POLE AND MAKE TO INSTALL TRANSFORMER ON EXISTING UTILITY POLE AND MAKE  INSTALL TRANSFORMER ON EXISTING UTILITY POLE AND MAKE INSTALL TRANSFORMER ON EXISTING UTILITY POLE AND MAKE  TRANSFORMER ON EXISTING UTILITY POLE AND MAKE TRANSFORMER ON EXISTING UTILITY POLE AND MAKE  ON EXISTING UTILITY POLE AND MAKE ON EXISTING UTILITY POLE AND MAKE  EXISTING UTILITY POLE AND MAKE EXISTING UTILITY POLE AND MAKE  UTILITY POLE AND MAKE UTILITY POLE AND MAKE  POLE AND MAKE POLE AND MAKE  AND MAKE AND MAKE  MAKE MAKE CONNECTIONS. CONTRACTOR TO PROVIDE RISER WIRING AND RISER GUARD ON POLE WITH COILED  CONTRACTOR TO PROVIDE RISER WIRING AND RISER GUARD ON POLE WITH COILED CONTRACTOR TO PROVIDE RISER WIRING AND RISER GUARD ON POLE WITH COILED  TO PROVIDE RISER WIRING AND RISER GUARD ON POLE WITH COILED TO PROVIDE RISER WIRING AND RISER GUARD ON POLE WITH COILED  PROVIDE RISER WIRING AND RISER GUARD ON POLE WITH COILED PROVIDE RISER WIRING AND RISER GUARD ON POLE WITH COILED  RISER WIRING AND RISER GUARD ON POLE WITH COILED RISER WIRING AND RISER GUARD ON POLE WITH COILED  WIRING AND RISER GUARD ON POLE WITH COILED WIRING AND RISER GUARD ON POLE WITH COILED  AND RISER GUARD ON POLE WITH COILED AND RISER GUARD ON POLE WITH COILED  RISER GUARD ON POLE WITH COILED RISER GUARD ON POLE WITH COILED  GUARD ON POLE WITH COILED GUARD ON POLE WITH COILED  ON POLE WITH COILED ON POLE WITH COILED  POLE WITH COILED POLE WITH COILED  WITH COILED WITH COILED  COILED COILED CABLE SLACK TO ALLOW FOR CITY OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE  SLACK TO ALLOW FOR CITY OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE SLACK TO ALLOW FOR CITY OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE  TO ALLOW FOR CITY OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE TO ALLOW FOR CITY OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE  ALLOW FOR CITY OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE ALLOW FOR CITY OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE  FOR CITY OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE FOR CITY OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE  CITY OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE CITY OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE  OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE OF DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE  DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE DOVER TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE  TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE TRANSFORMER CONNECTION. INSTALL IN ACCORDANCE  CONNECTION. INSTALL IN ACCORDANCE CONNECTION. INSTALL IN ACCORDANCE  INSTALL IN ACCORDANCE INSTALL IN ACCORDANCE  IN ACCORDANCE IN ACCORDANCE  ACCORDANCE ACCORDANCE WITH CITY OF DOVER ELECTRIC. SERVICE SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING  CITY OF DOVER ELECTRIC. SERVICE SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING CITY OF DOVER ELECTRIC. SERVICE SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING  OF DOVER ELECTRIC. SERVICE SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING OF DOVER ELECTRIC. SERVICE SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING  DOVER ELECTRIC. SERVICE SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING DOVER ELECTRIC. SERVICE SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING  ELECTRIC. SERVICE SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING ELECTRIC. SERVICE SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING  SERVICE SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING SERVICE SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING  SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING SHALL BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING  BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING BE 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING  120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING 120/240V, SINGLE-PHASE, 3-WIRE. GROUNDING  SINGLE-PHASE, 3-WIRE. GROUNDING SINGLE-PHASE, 3-WIRE. GROUNDING  3-WIRE. GROUNDING 3-WIRE. GROUNDING  GROUNDING GROUNDING AS REQUIRED BY CITY OF DOVER ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH  REQUIRED BY CITY OF DOVER ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH REQUIRED BY CITY OF DOVER ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH  BY CITY OF DOVER ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH BY CITY OF DOVER ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH  CITY OF DOVER ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH CITY OF DOVER ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH  OF DOVER ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH OF DOVER ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH  DOVER ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH DOVER ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH  ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH ELECTRIC. COORDINATE RELATED WORK AND RESPONSIBILITY WITH  COORDINATE RELATED WORK AND RESPONSIBILITY WITH COORDINATE RELATED WORK AND RESPONSIBILITY WITH  RELATED WORK AND RESPONSIBILITY WITH RELATED WORK AND RESPONSIBILITY WITH  WORK AND RESPONSIBILITY WITH WORK AND RESPONSIBILITY WITH  AND RESPONSIBILITY WITH AND RESPONSIBILITY WITH  RESPONSIBILITY WITH RESPONSIBILITY WITH  WITH WITH CITY OF DOVER ELECTRIC. 2.	MINIMUM: TRIPLEX 3#4/0 CU CABLE DIRECT BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER MINIMUM: TRIPLEX 3#4/0 CU CABLE DIRECT BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER  TRIPLEX 3#4/0 CU CABLE DIRECT BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER TRIPLEX 3#4/0 CU CABLE DIRECT BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER  3#4/0 CU CABLE DIRECT BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER 3#4/0 CU CABLE DIRECT BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER  CU CABLE DIRECT BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER CU CABLE DIRECT BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER  CABLE DIRECT BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER CABLE DIRECT BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER  DIRECT BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER DIRECT BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER  BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER BURIED 36" MINIMUM UNDERGROUND. PROVIDE RISER  36" MINIMUM UNDERGROUND. PROVIDE RISER 36" MINIMUM UNDERGROUND. PROVIDE RISER  MINIMUM UNDERGROUND. PROVIDE RISER MINIMUM UNDERGROUND. PROVIDE RISER  UNDERGROUND. PROVIDE RISER UNDERGROUND. PROVIDE RISER  PROVIDE RISER PROVIDE RISER  RISER RISER LINE GUARD ATTACHED TO POLE TO PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER.  GUARD ATTACHED TO POLE TO PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER. GUARD ATTACHED TO POLE TO PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER.  ATTACHED TO POLE TO PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER. ATTACHED TO POLE TO PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER.  TO POLE TO PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER. TO POLE TO PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER.  POLE TO PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER. POLE TO PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER.  TO PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER. TO PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER.  PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER. PROTECT CABLE RISER TO POLE MOUNTED TRANSFORMER.  CABLE RISER TO POLE MOUNTED TRANSFORMER. CABLE RISER TO POLE MOUNTED TRANSFORMER.  RISER TO POLE MOUNTED TRANSFORMER. RISER TO POLE MOUNTED TRANSFORMER.  TO POLE MOUNTED TRANSFORMER. TO POLE MOUNTED TRANSFORMER.  POLE MOUNTED TRANSFORMER. POLE MOUNTED TRANSFORMER.  MOUNTED TRANSFORMER. MOUNTED TRANSFORMER.  TRANSFORMER. TRANSFORMER. PROVIDE 2-1/2"C RISER AT METER SOCKET. PROVIDE 3#4/0 CU IN 2"C FROM METER TO  2-1/2"C RISER AT METER SOCKET. PROVIDE 3#4/0 CU IN 2"C FROM METER TO 2-1/2"C RISER AT METER SOCKET. PROVIDE 3#4/0 CU IN 2"C FROM METER TO  RISER AT METER SOCKET. PROVIDE 3#4/0 CU IN 2"C FROM METER TO RISER AT METER SOCKET. PROVIDE 3#4/0 CU IN 2"C FROM METER TO  AT METER SOCKET. PROVIDE 3#4/0 CU IN 2"C FROM METER TO AT METER SOCKET. PROVIDE 3#4/0 CU IN 2"C FROM METER TO  METER SOCKET. PROVIDE 3#4/0 CU IN 2"C FROM METER TO METER SOCKET. PROVIDE 3#4/0 CU IN 2"C FROM METER TO  SOCKET. PROVIDE 3#4/0 CU IN 2"C FROM METER TO SOCKET. PROVIDE 3#4/0 CU IN 2"C FROM METER TO  PROVIDE 3#4/0 CU IN 2"C FROM METER TO PROVIDE 3#4/0 CU IN 2"C FROM METER TO  3#4/0 CU IN 2"C FROM METER TO 3#4/0 CU IN 2"C FROM METER TO  CU IN 2"C FROM METER TO CU IN 2"C FROM METER TO  IN 2"C FROM METER TO IN 2"C FROM METER TO  2"C FROM METER TO 2"C FROM METER TO  FROM METER TO FROM METER TO  METER TO METER TO  TO TO BUILDING PANEL. 3.	PROVIDE CITY OF DOVER APPROVED METER SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION PROVIDE CITY OF DOVER APPROVED METER SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION  CITY OF DOVER APPROVED METER SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION CITY OF DOVER APPROVED METER SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION  OF DOVER APPROVED METER SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION OF DOVER APPROVED METER SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION  DOVER APPROVED METER SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION DOVER APPROVED METER SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION  APPROVED METER SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION APPROVED METER SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION  METER SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION METER SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION  SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION SOCKET/BOX MOUNTED ON PANEL BOARD. INSTALLATION  MOUNTED ON PANEL BOARD. INSTALLATION MOUNTED ON PANEL BOARD. INSTALLATION  ON PANEL BOARD. INSTALLATION ON PANEL BOARD. INSTALLATION  PANEL BOARD. INSTALLATION PANEL BOARD. INSTALLATION  BOARD. INSTALLATION BOARD. INSTALLATION  INSTALLATION INSTALLATION SHALL BE IN ACCORDANCE WITH CITY OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER  BE IN ACCORDANCE WITH CITY OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER BE IN ACCORDANCE WITH CITY OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER  IN ACCORDANCE WITH CITY OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER IN ACCORDANCE WITH CITY OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER  ACCORDANCE WITH CITY OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER ACCORDANCE WITH CITY OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER  WITH CITY OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER WITH CITY OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER  CITY OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER CITY OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER  OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER OF DOVER ELECTRIC REQUIREMENTS. COORDINATE METER  DOVER ELECTRIC REQUIREMENTS. COORDINATE METER DOVER ELECTRIC REQUIREMENTS. COORDINATE METER  ELECTRIC REQUIREMENTS. COORDINATE METER ELECTRIC REQUIREMENTS. COORDINATE METER  REQUIREMENTS. COORDINATE METER REQUIREMENTS. COORDINATE METER  COORDINATE METER COORDINATE METER  METER METER INSTALLATION WITH CITY OF DOVER ELECTRIC. 4.	LOCKABLE NEMA 3 METER PANEL INSTALLED ON TIMBER PANEL BOARD. LOCKABLE NEMA 3 METER PANEL INSTALLED ON TIMBER PANEL BOARD. 5.	PROVIDE 5/8" DIAMETER BY 10' LONG COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF PROVIDE 5/8" DIAMETER BY 10' LONG COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF  5/8" DIAMETER BY 10' LONG COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF 5/8" DIAMETER BY 10' LONG COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF  DIAMETER BY 10' LONG COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF DIAMETER BY 10' LONG COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF  BY 10' LONG COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF BY 10' LONG COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF  10' LONG COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF 10' LONG COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF  LONG COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF LONG COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF  COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF COPPER-CLAD STEEL GROUND ROD.  DRIVE TOP OF  STEEL GROUND ROD.  DRIVE TOP OF STEEL GROUND ROD.  DRIVE TOP OF  GROUND ROD.  DRIVE TOP OF GROUND ROD.  DRIVE TOP OF  ROD.  DRIVE TOP OF ROD.  DRIVE TOP OF   DRIVE TOP OF  DRIVE TOP OF DRIVE TOP OF  TOP OF TOP OF  OF OF GROUND ROD TO BELOW GRADE. PROVIDE #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO  ROD TO BELOW GRADE. PROVIDE #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO ROD TO BELOW GRADE. PROVIDE #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO  TO BELOW GRADE. PROVIDE #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO TO BELOW GRADE. PROVIDE #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO  BELOW GRADE. PROVIDE #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO BELOW GRADE. PROVIDE #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO  GRADE. PROVIDE #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO GRADE. PROVIDE #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO  PROVIDE #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO PROVIDE #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO  #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO #2 GROUND WIRE IN 3/4"C FROM GROUND ROD TO  GROUND WIRE IN 3/4"C FROM GROUND ROD TO GROUND WIRE IN 3/4"C FROM GROUND ROD TO  WIRE IN 3/4"C FROM GROUND ROD TO WIRE IN 3/4"C FROM GROUND ROD TO  IN 3/4"C FROM GROUND ROD TO IN 3/4"C FROM GROUND ROD TO  3/4"C FROM GROUND ROD TO 3/4"C FROM GROUND ROD TO  FROM GROUND ROD TO FROM GROUND ROD TO  GROUND ROD TO GROUND ROD TO  ROD TO ROD TO  TO TO BUILDING PANEL GROUND BAR. CONNECT GROUND WIRE TO GROUND ROD WITH EXOTHERMIC WELD  PANEL GROUND BAR. CONNECT GROUND WIRE TO GROUND ROD WITH EXOTHERMIC WELD PANEL GROUND BAR. CONNECT GROUND WIRE TO GROUND ROD WITH EXOTHERMIC WELD  GROUND BAR. CONNECT GROUND WIRE TO GROUND ROD WITH EXOTHERMIC WELD GROUND BAR. CONNECT GROUND WIRE TO GROUND ROD WITH EXOTHERMIC WELD  BAR. CONNECT GROUND WIRE TO GROUND ROD WITH EXOTHERMIC WELD BAR. CONNECT GROUND WIRE TO GROUND ROD WITH EXOTHERMIC WELD  CONNECT GROUND WIRE TO GROUND ROD WITH EXOTHERMIC WELD CONNECT GROUND WIRE TO GROUND ROD WITH EXOTHERMIC WELD  GROUND WIRE TO GROUND ROD WITH EXOTHERMIC WELD GROUND WIRE TO GROUND ROD WITH EXOTHERMIC WELD  WIRE TO GROUND ROD WITH EXOTHERMIC WELD WIRE TO GROUND ROD WITH EXOTHERMIC WELD  TO GROUND ROD WITH EXOTHERMIC WELD TO GROUND ROD WITH EXOTHERMIC WELD  GROUND ROD WITH EXOTHERMIC WELD GROUND ROD WITH EXOTHERMIC WELD  ROD WITH EXOTHERMIC WELD ROD WITH EXOTHERMIC WELD  WITH EXOTHERMIC WELD WITH EXOTHERMIC WELD  EXOTHERMIC WELD EXOTHERMIC WELD  WELD WELD CONNECTOR. BOND TO METAL WATER PIPE AND STRUCTURE METAL IN COMPLIANT WITH NEC.  BOND TO METAL WATER PIPE AND STRUCTURE METAL IN COMPLIANT WITH NEC. BOND TO METAL WATER PIPE AND STRUCTURE METAL IN COMPLIANT WITH NEC.  TO METAL WATER PIPE AND STRUCTURE METAL IN COMPLIANT WITH NEC. TO METAL WATER PIPE AND STRUCTURE METAL IN COMPLIANT WITH NEC.  METAL WATER PIPE AND STRUCTURE METAL IN COMPLIANT WITH NEC. METAL WATER PIPE AND STRUCTURE METAL IN COMPLIANT WITH NEC.  WATER PIPE AND STRUCTURE METAL IN COMPLIANT WITH NEC. WATER PIPE AND STRUCTURE METAL IN COMPLIANT WITH NEC.  PIPE AND STRUCTURE METAL IN COMPLIANT WITH NEC. PIPE AND STRUCTURE METAL IN COMPLIANT WITH NEC.  AND STRUCTURE METAL IN COMPLIANT WITH NEC. AND STRUCTURE METAL IN COMPLIANT WITH NEC.  STRUCTURE METAL IN COMPLIANT WITH NEC. STRUCTURE METAL IN COMPLIANT WITH NEC.  METAL IN COMPLIANT WITH NEC. METAL IN COMPLIANT WITH NEC.  IN COMPLIANT WITH NEC. IN COMPLIANT WITH NEC.  COMPLIANT WITH NEC. COMPLIANT WITH NEC.  WITH NEC. WITH NEC.  NEC. NEC. PROVIDE ADDITIONAL GROUND RODS UNTIL MEET 25 OHMS OR LESS. . 6.	2#10, #10G IN 1"C UNDERGROUND AND RISERS. 2#10, #10G IN 1"C UNDERGROUND AND RISERS. 7.	3#8, #8G IN EXISTING UNDERGROUND 2"C AND NEW 2"C RISERS FROM CONTROLLER TO 3#8, #8G IN EXISTING UNDERGROUND 2"C AND NEW 2"C RISERS FROM CONTROLLER TO  #8G IN EXISTING UNDERGROUND 2"C AND NEW 2"C RISERS FROM CONTROLLER TO #8G IN EXISTING UNDERGROUND 2"C AND NEW 2"C RISERS FROM CONTROLLER TO  IN EXISTING UNDERGROUND 2"C AND NEW 2"C RISERS FROM CONTROLLER TO IN EXISTING UNDERGROUND 2"C AND NEW 2"C RISERS FROM CONTROLLER TO  EXISTING UNDERGROUND 2"C AND NEW 2"C RISERS FROM CONTROLLER TO EXISTING UNDERGROUND 2"C AND NEW 2"C RISERS FROM CONTROLLER TO  UNDERGROUND 2"C AND NEW 2"C RISERS FROM CONTROLLER TO UNDERGROUND 2"C AND NEW 2"C RISERS FROM CONTROLLER TO  2"C AND NEW 2"C RISERS FROM CONTROLLER TO 2"C AND NEW 2"C RISERS FROM CONTROLLER TO  AND NEW 2"C RISERS FROM CONTROLLER TO AND NEW 2"C RISERS FROM CONTROLLER TO  NEW 2"C RISERS FROM CONTROLLER TO NEW 2"C RISERS FROM CONTROLLER TO  2"C RISERS FROM CONTROLLER TO 2"C RISERS FROM CONTROLLER TO  RISERS FROM CONTROLLER TO RISERS FROM CONTROLLER TO  FROM CONTROLLER TO FROM CONTROLLER TO  CONTROLLER TO CONTROLLER TO  TO TO DISCONNECT SWITCH. WIRES AND CIRCUIT BREAKER SIZED FOR 1-1/2HP PUMP AS  SWITCH. WIRES AND CIRCUIT BREAKER SIZED FOR 1-1/2HP PUMP AS SWITCH. WIRES AND CIRCUIT BREAKER SIZED FOR 1-1/2HP PUMP AS  WIRES AND CIRCUIT BREAKER SIZED FOR 1-1/2HP PUMP AS WIRES AND CIRCUIT BREAKER SIZED FOR 1-1/2HP PUMP AS  AND CIRCUIT BREAKER SIZED FOR 1-1/2HP PUMP AS AND CIRCUIT BREAKER SIZED FOR 1-1/2HP PUMP AS  CIRCUIT BREAKER SIZED FOR 1-1/2HP PUMP AS CIRCUIT BREAKER SIZED FOR 1-1/2HP PUMP AS  BREAKER SIZED FOR 1-1/2HP PUMP AS BREAKER SIZED FOR 1-1/2HP PUMP AS  SIZED FOR 1-1/2HP PUMP AS SIZED FOR 1-1/2HP PUMP AS  FOR 1-1/2HP PUMP AS FOR 1-1/2HP PUMP AS  1-1/2HP PUMP AS 1-1/2HP PUMP AS  PUMP AS PUMP AS  AS AS BASIS-OF-DESIGN. IF PUMP CHANGED IN SIZE, RESIZE WIRES AND CIRCUIT BREAKER IN  IF PUMP CHANGED IN SIZE, RESIZE WIRES AND CIRCUIT BREAKER IN IF PUMP CHANGED IN SIZE, RESIZE WIRES AND CIRCUIT BREAKER IN  PUMP CHANGED IN SIZE, RESIZE WIRES AND CIRCUIT BREAKER IN PUMP CHANGED IN SIZE, RESIZE WIRES AND CIRCUIT BREAKER IN  CHANGED IN SIZE, RESIZE WIRES AND CIRCUIT BREAKER IN CHANGED IN SIZE, RESIZE WIRES AND CIRCUIT BREAKER IN  IN SIZE, RESIZE WIRES AND CIRCUIT BREAKER IN IN SIZE, RESIZE WIRES AND CIRCUIT BREAKER IN  SIZE, RESIZE WIRES AND CIRCUIT BREAKER IN SIZE, RESIZE WIRES AND CIRCUIT BREAKER IN  RESIZE WIRES AND CIRCUIT BREAKER IN RESIZE WIRES AND CIRCUIT BREAKER IN  WIRES AND CIRCUIT BREAKER IN WIRES AND CIRCUIT BREAKER IN  AND CIRCUIT BREAKER IN AND CIRCUIT BREAKER IN  CIRCUIT BREAKER IN CIRCUIT BREAKER IN  BREAKER IN BREAKER IN  IN IN ACCORDANCE WITH MANUFACTURER INSTRUCTIONS. 8.	PROVIDE 30A/2P NON-FUSIBLE DISCONNECT SWITCH WITH NEMA 4X STAINLESS STEEL ENCLOSURE PROVIDE 30A/2P NON-FUSIBLE DISCONNECT SWITCH WITH NEMA 4X STAINLESS STEEL ENCLOSURE  30A/2P NON-FUSIBLE DISCONNECT SWITCH WITH NEMA 4X STAINLESS STEEL ENCLOSURE 30A/2P NON-FUSIBLE DISCONNECT SWITCH WITH NEMA 4X STAINLESS STEEL ENCLOSURE  NON-FUSIBLE DISCONNECT SWITCH WITH NEMA 4X STAINLESS STEEL ENCLOSURE NON-FUSIBLE DISCONNECT SWITCH WITH NEMA 4X STAINLESS STEEL ENCLOSURE  DISCONNECT SWITCH WITH NEMA 4X STAINLESS STEEL ENCLOSURE DISCONNECT SWITCH WITH NEMA 4X STAINLESS STEEL ENCLOSURE  SWITCH WITH NEMA 4X STAINLESS STEEL ENCLOSURE SWITCH WITH NEMA 4X STAINLESS STEEL ENCLOSURE  WITH NEMA 4X STAINLESS STEEL ENCLOSURE WITH NEMA 4X STAINLESS STEEL ENCLOSURE  NEMA 4X STAINLESS STEEL ENCLOSURE NEMA 4X STAINLESS STEEL ENCLOSURE  4X STAINLESS STEEL ENCLOSURE 4X STAINLESS STEEL ENCLOSURE  STAINLESS STEEL ENCLOSURE STAINLESS STEEL ENCLOSURE  STEEL ENCLOSURE STEEL ENCLOSURE  ENCLOSURE ENCLOSURE AND PAD-LOCKABLE HANDLE. MOUNT DISCONNECT SWITCH ON 4"x4" TREATED LUMBER POST.  PAD-LOCKABLE HANDLE. MOUNT DISCONNECT SWITCH ON 4"x4" TREATED LUMBER POST. PAD-LOCKABLE HANDLE. MOUNT DISCONNECT SWITCH ON 4"x4" TREATED LUMBER POST.  HANDLE. MOUNT DISCONNECT SWITCH ON 4"x4" TREATED LUMBER POST. HANDLE. MOUNT DISCONNECT SWITCH ON 4"x4" TREATED LUMBER POST.  MOUNT DISCONNECT SWITCH ON 4"x4" TREATED LUMBER POST. MOUNT DISCONNECT SWITCH ON 4"x4" TREATED LUMBER POST.  DISCONNECT SWITCH ON 4"x4" TREATED LUMBER POST. DISCONNECT SWITCH ON 4"x4" TREATED LUMBER POST.  SWITCH ON 4"x4" TREATED LUMBER POST. SWITCH ON 4"x4" TREATED LUMBER POST.  ON 4"x4" TREATED LUMBER POST. ON 4"x4" TREATED LUMBER POST.  4"x4" TREATED LUMBER POST. 4"x4" TREATED LUMBER POST.  TREATED LUMBER POST. TREATED LUMBER POST.  LUMBER POST. LUMBER POST.  POST. POST. BOTTOM OF DISCONNECT SWITCH 2-1/2' ABOVE FINISHED GRADE MINIMUM. BURY TREATED LUMBER  OF DISCONNECT SWITCH 2-1/2' ABOVE FINISHED GRADE MINIMUM. BURY TREATED LUMBER OF DISCONNECT SWITCH 2-1/2' ABOVE FINISHED GRADE MINIMUM. BURY TREATED LUMBER  DISCONNECT SWITCH 2-1/2' ABOVE FINISHED GRADE MINIMUM. BURY TREATED LUMBER DISCONNECT SWITCH 2-1/2' ABOVE FINISHED GRADE MINIMUM. BURY TREATED LUMBER  SWITCH 2-1/2' ABOVE FINISHED GRADE MINIMUM. BURY TREATED LUMBER SWITCH 2-1/2' ABOVE FINISHED GRADE MINIMUM. BURY TREATED LUMBER  2-1/2' ABOVE FINISHED GRADE MINIMUM. BURY TREATED LUMBER 2-1/2' ABOVE FINISHED GRADE MINIMUM. BURY TREATED LUMBER  ABOVE FINISHED GRADE MINIMUM. BURY TREATED LUMBER ABOVE FINISHED GRADE MINIMUM. BURY TREATED LUMBER  FINISHED GRADE MINIMUM. BURY TREATED LUMBER FINISHED GRADE MINIMUM. BURY TREATED LUMBER  GRADE MINIMUM. BURY TREATED LUMBER GRADE MINIMUM. BURY TREATED LUMBER  MINIMUM. BURY TREATED LUMBER MINIMUM. BURY TREATED LUMBER  BURY TREATED LUMBER BURY TREATED LUMBER  TREATED LUMBER TREATED LUMBER  LUMBER LUMBER POST 3' BELOW GRADE. PROVIDE 12" DIAMETER CONCRETE FOOTING AROUND POST. 9.	3#8, #8G IN 2"C. MAKE CONNECTIONS INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH 3#8, #8G IN 2"C. MAKE CONNECTIONS INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH  #8G IN 2"C. MAKE CONNECTIONS INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH #8G IN 2"C. MAKE CONNECTIONS INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH  IN 2"C. MAKE CONNECTIONS INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH IN 2"C. MAKE CONNECTIONS INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH  2"C. MAKE CONNECTIONS INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH 2"C. MAKE CONNECTIONS INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH  MAKE CONNECTIONS INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH MAKE CONNECTIONS INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH  CONNECTIONS INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH CONNECTIONS INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH  INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH INSIDE WELL PUMP CONNECTION BOX IN ACCORDANCE WITH  WELL PUMP CONNECTION BOX IN ACCORDANCE WITH WELL PUMP CONNECTION BOX IN ACCORDANCE WITH  PUMP CONNECTION BOX IN ACCORDANCE WITH PUMP CONNECTION BOX IN ACCORDANCE WITH  CONNECTION BOX IN ACCORDANCE WITH CONNECTION BOX IN ACCORDANCE WITH  BOX IN ACCORDANCE WITH BOX IN ACCORDANCE WITH  IN ACCORDANCE WITH IN ACCORDANCE WITH  ACCORDANCE WITH ACCORDANCE WITH  WITH WITH MANUFACTURER'S INSTRUCTIONS.
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1.	THE CONTRACTOR SHALL FURNISH AND PLANT ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES THE CONTRACTOR SHALL FURNISH AND PLANT ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES  CONTRACTOR SHALL FURNISH AND PLANT ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES CONTRACTOR SHALL FURNISH AND PLANT ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES  SHALL FURNISH AND PLANT ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES SHALL FURNISH AND PLANT ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES  FURNISH AND PLANT ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES FURNISH AND PLANT ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES  AND PLANT ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES AND PLANT ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES  PLANT ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES PLANT ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES  ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES ALL PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES  PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES PLANTS SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES  SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES SHOWN ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES  ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES ON THE DRAWINGS AS SPECIFIED AND IN QUANTITIES  THE DRAWINGS AS SPECIFIED AND IN QUANTITIES THE DRAWINGS AS SPECIFIED AND IN QUANTITIES  DRAWINGS AS SPECIFIED AND IN QUANTITIES DRAWINGS AS SPECIFIED AND IN QUANTITIES  AS SPECIFIED AND IN QUANTITIES AS SPECIFIED AND IN QUANTITIES  SPECIFIED AND IN QUANTITIES SPECIFIED AND IN QUANTITIES  AND IN QUANTITIES AND IN QUANTITIES  IN QUANTITIES IN QUANTITIES  QUANTITIES QUANTITIES INDICATED ON THE PLANT LIST. 2.	ALL PLANTS SHALL BE FRESHLY DUG AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS ALL PLANTS SHALL BE FRESHLY DUG AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS  PLANTS SHALL BE FRESHLY DUG AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS PLANTS SHALL BE FRESHLY DUG AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS  SHALL BE FRESHLY DUG AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS SHALL BE FRESHLY DUG AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS  BE FRESHLY DUG AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS BE FRESHLY DUG AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS  FRESHLY DUG AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS FRESHLY DUG AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS  DUG AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS DUG AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS  AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS AND NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS  NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS NURSERY GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS  GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS GROWN.  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS   THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS  THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS THEY SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS  SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS SHALL HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS  HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS HAVE BEEN GROWN UNDER CLIMATIC CONDITIONS  BEEN GROWN UNDER CLIMATIC CONDITIONS BEEN GROWN UNDER CLIMATIC CONDITIONS  GROWN UNDER CLIMATIC CONDITIONS GROWN UNDER CLIMATIC CONDITIONS  UNDER CLIMATIC CONDITIONS UNDER CLIMATIC CONDITIONS  CLIMATIC CONDITIONS CLIMATIC CONDITIONS  CONDITIONS CONDITIONS SIMILAR TO THOSE AT THE SITE OR PROPERLY ACCLIMATED TO LOCAL CONDITIONS. 3.	ALL PLANTS SHALL BE IN ACCORDANCE WITH ANSI Z60.1-2004 ALL PLANTS SHALL BE IN ACCORDANCE WITH ANSI Z60.1-2004 4.	ALL PLANTS SHALL BE TYPICAL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL ALL PLANTS SHALL BE TYPICAL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  PLANTS SHALL BE TYPICAL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL PLANTS SHALL BE TYPICAL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  SHALL BE TYPICAL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL SHALL BE TYPICAL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  BE TYPICAL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL BE TYPICAL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  TYPICAL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL TYPICAL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL OF THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL THEIR SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL SPECIES OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL OR VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL VARIETY AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL AND SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL HAVE A NORMAL HABIT OR GROWTH.  THEY SHALL  A NORMAL HABIT OR GROWTH.  THEY SHALL A NORMAL HABIT OR GROWTH.  THEY SHALL  NORMAL HABIT OR GROWTH.  THEY SHALL NORMAL HABIT OR GROWTH.  THEY SHALL  HABIT OR GROWTH.  THEY SHALL HABIT OR GROWTH.  THEY SHALL  OR GROWTH.  THEY SHALL OR GROWTH.  THEY SHALL  GROWTH.  THEY SHALL GROWTH.  THEY SHALL   THEY SHALL  THEY SHALL THEY SHALL  SHALL SHALL BE SOUND, HEALTHY, AND VIGOROUS, WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS  SOUND, HEALTHY, AND VIGOROUS, WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS SOUND, HEALTHY, AND VIGOROUS, WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS  HEALTHY, AND VIGOROUS, WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS HEALTHY, AND VIGOROUS, WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS  AND VIGOROUS, WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS AND VIGOROUS, WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS  VIGOROUS, WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS VIGOROUS, WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS  WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS  BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS BRANCHED AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS  AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS AND DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS  DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS DENSELY FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS  FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS FOLIATED WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS  WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS WHEN IN LEAF.  EXCEPT FOR CERTAIN PLANTS  IN LEAF.  EXCEPT FOR CERTAIN PLANTS IN LEAF.  EXCEPT FOR CERTAIN PLANTS  LEAF.  EXCEPT FOR CERTAIN PLANTS LEAF.  EXCEPT FOR CERTAIN PLANTS   EXCEPT FOR CERTAIN PLANTS  EXCEPT FOR CERTAIN PLANTS EXCEPT FOR CERTAIN PLANTS  FOR CERTAIN PLANTS FOR CERTAIN PLANTS  CERTAIN PLANTS CERTAIN PLANTS  PLANTS PLANTS WITH UNUSUAL HABIT, THEY SHALL HAVE A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.   UNUSUAL HABIT, THEY SHALL HAVE A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.  UNUSUAL HABIT, THEY SHALL HAVE A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.   HABIT, THEY SHALL HAVE A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.  HABIT, THEY SHALL HAVE A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.   THEY SHALL HAVE A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.  THEY SHALL HAVE A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.   SHALL HAVE A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.  SHALL HAVE A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.   HAVE A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.  HAVE A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.   A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.  A STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.   STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.  STRAIGHT SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.   SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.  SINGLE CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.   CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.  CENTRAL LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.   LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.  LEADER.  THE TRUCK SHALL HAVE ON FROST SPLITS.    THE TRUCK SHALL HAVE ON FROST SPLITS.   THE TRUCK SHALL HAVE ON FROST SPLITS.  THE TRUCK SHALL HAVE ON FROST SPLITS.   TRUCK SHALL HAVE ON FROST SPLITS.  TRUCK SHALL HAVE ON FROST SPLITS.   SHALL HAVE ON FROST SPLITS.  SHALL HAVE ON FROST SPLITS.   HAVE ON FROST SPLITS.  HAVE ON FROST SPLITS.   ON FROST SPLITS.  ON FROST SPLITS.   FROST SPLITS.  FROST SPLITS.   SPLITS.  SPLITS.  THEY SHALL BE FREE OF DISEASE AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  SHALL BE FREE OF DISEASE AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED SHALL BE FREE OF DISEASE AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  BE FREE OF DISEASE AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED BE FREE OF DISEASE AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  FREE OF DISEASE AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED FREE OF DISEASE AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  OF DISEASE AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED OF DISEASE AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  DISEASE AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED DISEASE AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED AND INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED INSECT PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED PESTS, EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED EGGS, OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED OR LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED LARVAE.  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED   THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED THEY SHALL HAVE HEALTHY, WELL-DEVELOPED  SHALL HAVE HEALTHY, WELL-DEVELOPED SHALL HAVE HEALTHY, WELL-DEVELOPED  HAVE HEALTHY, WELL-DEVELOPED HAVE HEALTHY, WELL-DEVELOPED  HEALTHY, WELL-DEVELOPED HEALTHY, WELL-DEVELOPED  WELL-DEVELOPED WELL-DEVELOPED ROOT SYSTEMS. 5.	THE CONTRACTOR SHALL SUBMIT A LIST OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE THE CONTRACTOR SHALL SUBMIT A LIST OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE  CONTRACTOR SHALL SUBMIT A LIST OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE CONTRACTOR SHALL SUBMIT A LIST OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE  SHALL SUBMIT A LIST OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE SHALL SUBMIT A LIST OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE  SUBMIT A LIST OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE SUBMIT A LIST OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE  A LIST OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE A LIST OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE  LIST OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE LIST OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE  OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE OF THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE  THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE  NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE NURSERY SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE  SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE SOURCES FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE  FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE FOR ALL PLANT MATERIALS.  THE OWNER RESERVES THE  ALL PLANT MATERIALS.  THE OWNER RESERVES THE ALL PLANT MATERIALS.  THE OWNER RESERVES THE  PLANT MATERIALS.  THE OWNER RESERVES THE PLANT MATERIALS.  THE OWNER RESERVES THE  MATERIALS.  THE OWNER RESERVES THE MATERIALS.  THE OWNER RESERVES THE   THE OWNER RESERVES THE  THE OWNER RESERVES THE THE OWNER RESERVES THE  OWNER RESERVES THE OWNER RESERVES THE  RESERVES THE RESERVES THE  THE THE RIGHT TO REQUIRE THE TAGGING OF ALL TREES PRIOR TO DIGGING FOR INSTALLATION ON THIS PROJECT. 6.	SUBSTITUTIONS:  WHEN PLANTS OF A SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE, SUBSTITUTIONS:  WHEN PLANTS OF A SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE,   WHEN PLANTS OF A SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE,  WHEN PLANTS OF A SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE, WHEN PLANTS OF A SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE,  PLANTS OF A SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE, PLANTS OF A SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE,  OF A SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE, OF A SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE,  A SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE, A SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE,  SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE, SPECIFIED KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE,  KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE, KIND OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE,  OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE, OR SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE,  SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE, SIZE ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE,  ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE, ARE NOT AVAILABLE WITHIN A REASONABLE DISTANCE,  NOT AVAILABLE WITHIN A REASONABLE DISTANCE, NOT AVAILABLE WITHIN A REASONABLE DISTANCE,  AVAILABLE WITHIN A REASONABLE DISTANCE, AVAILABLE WITHIN A REASONABLE DISTANCE,  WITHIN A REASONABLE DISTANCE, WITHIN A REASONABLE DISTANCE,  A REASONABLE DISTANCE, A REASONABLE DISTANCE,  REASONABLE DISTANCE, REASONABLE DISTANCE,  DISTANCE, DISTANCE, SUBSTITUTIONS MAY BE MADE UPON REQUEST BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY  MAY BE MADE UPON REQUEST BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY MAY BE MADE UPON REQUEST BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY  BE MADE UPON REQUEST BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY BE MADE UPON REQUEST BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY  MADE UPON REQUEST BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY MADE UPON REQUEST BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY  UPON REQUEST BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY UPON REQUEST BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY  REQUEST BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY REQUEST BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY  BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY BY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY  THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY THE CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY  CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY CONTRACTOR, BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY  BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY BUT MUST BE PRIOR APPROVED BY THE KENT COUNTY  MUST BE PRIOR APPROVED BY THE KENT COUNTY MUST BE PRIOR APPROVED BY THE KENT COUNTY  BE PRIOR APPROVED BY THE KENT COUNTY BE PRIOR APPROVED BY THE KENT COUNTY  PRIOR APPROVED BY THE KENT COUNTY PRIOR APPROVED BY THE KENT COUNTY  APPROVED BY THE KENT COUNTY APPROVED BY THE KENT COUNTY  BY THE KENT COUNTY BY THE KENT COUNTY  THE KENT COUNTY THE KENT COUNTY  KENT COUNTY KENT COUNTY  COUNTY COUNTY PLANNING OFFICE.  7.	MEASUREMENT:  DIMENSIONS OF TREES AND SHRUBS SHALL CONFORM TO ANSI Z60.1-2004. MEASUREMENT:  DIMENSIONS OF TREES AND SHRUBS SHALL CONFORM TO ANSI Z60.1-2004. 8.	SIZE:  ALL PLANTS SHALL CONFORM TO  THE MEASUREMENT SPECIFIED ON THE PLANT LIST. SIZE:  ALL PLANTS SHALL CONFORM TO  THE MEASUREMENT SPECIFIED ON THE PLANT LIST. 9.	BALLED AND BURLAPPED PLANTS SHALL BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE BALLED AND BURLAPPED PLANTS SHALL BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE  AND BURLAPPED PLANTS SHALL BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE AND BURLAPPED PLANTS SHALL BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE  BURLAPPED PLANTS SHALL BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE BURLAPPED PLANTS SHALL BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE  PLANTS SHALL BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE PLANTS SHALL BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE  SHALL BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE SHALL BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE  BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE  DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE DUG WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE  WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE WITH FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE  FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE FIRM NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE  NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE NATURAL BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE  BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE BALLS OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE  OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE OF EARTH, OF DIAMETER AND DEPTH TO INCLUDE  EARTH, OF DIAMETER AND DEPTH TO INCLUDE EARTH, OF DIAMETER AND DEPTH TO INCLUDE  OF DIAMETER AND DEPTH TO INCLUDE OF DIAMETER AND DEPTH TO INCLUDE  DIAMETER AND DEPTH TO INCLUDE DIAMETER AND DEPTH TO INCLUDE  AND DEPTH TO INCLUDE AND DEPTH TO INCLUDE  DEPTH TO INCLUDE DEPTH TO INCLUDE  TO INCLUDE TO INCLUDE  INCLUDE INCLUDE MOST OF THE FIBROUS ROOTS.  CONTAINER GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR  OF THE FIBROUS ROOTS.  CONTAINER GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR OF THE FIBROUS ROOTS.  CONTAINER GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR  THE FIBROUS ROOTS.  CONTAINER GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR THE FIBROUS ROOTS.  CONTAINER GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR  FIBROUS ROOTS.  CONTAINER GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR FIBROUS ROOTS.  CONTAINER GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR  ROOTS.  CONTAINER GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR ROOTS.  CONTAINER GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR   CONTAINER GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR  CONTAINER GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR CONTAINER GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR  GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR GROWN STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR  STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR STOCK SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR  SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR SHALL HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR  HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR HAVE BEEN GROWN IN A CONTAINER LONG ENOUGH FOR  BEEN GROWN IN A CONTAINER LONG ENOUGH FOR BEEN GROWN IN A CONTAINER LONG ENOUGH FOR  GROWN IN A CONTAINER LONG ENOUGH FOR GROWN IN A CONTAINER LONG ENOUGH FOR  IN A CONTAINER LONG ENOUGH FOR IN A CONTAINER LONG ENOUGH FOR  A CONTAINER LONG ENOUGH FOR A CONTAINER LONG ENOUGH FOR  CONTAINER LONG ENOUGH FOR CONTAINER LONG ENOUGH FOR  LONG ENOUGH FOR LONG ENOUGH FOR  ENOUGH FOR ENOUGH FOR  FOR FOR THE ROOT SYSTEM TO HAVE DEVELOPED SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL  ROOT SYSTEM TO HAVE DEVELOPED SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL ROOT SYSTEM TO HAVE DEVELOPED SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL  SYSTEM TO HAVE DEVELOPED SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL SYSTEM TO HAVE DEVELOPED SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL  TO HAVE DEVELOPED SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL TO HAVE DEVELOPED SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL  HAVE DEVELOPED SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL HAVE DEVELOPED SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL  DEVELOPED SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL DEVELOPED SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL  SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL SUFFICIENTLY TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL  TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL TO HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL  HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL HOLD ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL  ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL ITS SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL  SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL SOIL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL  TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL TOGETHER FIRM AND WHOLE.  NO PLANTS SHALL  FIRM AND WHOLE.  NO PLANTS SHALL FIRM AND WHOLE.  NO PLANTS SHALL  AND WHOLE.  NO PLANTS SHALL AND WHOLE.  NO PLANTS SHALL  WHOLE.  NO PLANTS SHALL WHOLE.  NO PLANTS SHALL   NO PLANTS SHALL  NO PLANTS SHALL NO PLANTS SHALL  PLANTS SHALL PLANTS SHALL  SHALL SHALL BE LOOSE IN THE CONTAINER. 10.	ROOT BALLS OF ALL PLANTS SHALL BE ADEQUATELY PROTECTED AT ALL TIMES FROM SUN AND DRYING WINDS OR FROST. ROOT BALLS OF ALL PLANTS SHALL BE ADEQUATELY PROTECTED AT ALL TIMES FROM SUN AND DRYING WINDS OR FROST. 11.	WHEN PLANTING TREES, THE CONTRACTOR SHALL REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE WHEN PLANTING TREES, THE CONTRACTOR SHALL REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE  PLANTING TREES, THE CONTRACTOR SHALL REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE PLANTING TREES, THE CONTRACTOR SHALL REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE  TREES, THE CONTRACTOR SHALL REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE TREES, THE CONTRACTOR SHALL REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE  THE CONTRACTOR SHALL REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE THE CONTRACTOR SHALL REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE  CONTRACTOR SHALL REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE CONTRACTOR SHALL REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE  SHALL REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE SHALL REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE  REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE REMOVE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE  EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE EXCESS SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE  SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE SOIL FROM THE TOP OF THE ROOT BALL EXPOSING THE  FROM THE TOP OF THE ROOT BALL EXPOSING THE FROM THE TOP OF THE ROOT BALL EXPOSING THE  THE TOP OF THE ROOT BALL EXPOSING THE THE TOP OF THE ROOT BALL EXPOSING THE  TOP OF THE ROOT BALL EXPOSING THE TOP OF THE ROOT BALL EXPOSING THE  OF THE ROOT BALL EXPOSING THE OF THE ROOT BALL EXPOSING THE  THE ROOT BALL EXPOSING THE THE ROOT BALL EXPOSING THE  ROOT BALL EXPOSING THE ROOT BALL EXPOSING THE  BALL EXPOSING THE BALL EXPOSING THE  EXPOSING THE EXPOSING THE  THE THE ROOT CROWN AND STRUCTURAL ROOTS.  EACH TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED  CROWN AND STRUCTURAL ROOTS.  EACH TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED CROWN AND STRUCTURAL ROOTS.  EACH TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED  AND STRUCTURAL ROOTS.  EACH TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED AND STRUCTURAL ROOTS.  EACH TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED  STRUCTURAL ROOTS.  EACH TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED STRUCTURAL ROOTS.  EACH TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED  ROOTS.  EACH TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED ROOTS.  EACH TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED   EACH TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED  EACH TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED EACH TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED  TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED TREE SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED  SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED SHOULD HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED  HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED HAVE A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED  A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED A MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED  MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED MINIMUM OF 3 STRUCTURAL ROOTS EQUALLY SPACED  OF 3 STRUCTURAL ROOTS EQUALLY SPACED OF 3 STRUCTURAL ROOTS EQUALLY SPACED  3 STRUCTURAL ROOTS EQUALLY SPACED 3 STRUCTURAL ROOTS EQUALLY SPACED  STRUCTURAL ROOTS EQUALLY SPACED STRUCTURAL ROOTS EQUALLY SPACED  ROOTS EQUALLY SPACED ROOTS EQUALLY SPACED  EQUALLY SPACED EQUALLY SPACED  SPACED SPACED AROUND THE ROOT BALL, OTHERWISE IT SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE  THE ROOT BALL, OTHERWISE IT SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE THE ROOT BALL, OTHERWISE IT SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE  ROOT BALL, OTHERWISE IT SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE ROOT BALL, OTHERWISE IT SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE  BALL, OTHERWISE IT SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE BALL, OTHERWISE IT SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE  OTHERWISE IT SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE OTHERWISE IT SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE  IT SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE IT SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE  SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE SHOULD BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE  BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE  REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE REJECTED AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE  AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE AND SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE  SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE SENT BACK TO NURSERY.  THE ROOT CROWN MUST BE  BACK TO NURSERY.  THE ROOT CROWN MUST BE BACK TO NURSERY.  THE ROOT CROWN MUST BE  TO NURSERY.  THE ROOT CROWN MUST BE TO NURSERY.  THE ROOT CROWN MUST BE  NURSERY.  THE ROOT CROWN MUST BE NURSERY.  THE ROOT CROWN MUST BE   THE ROOT CROWN MUST BE  THE ROOT CROWN MUST BE THE ROOT CROWN MUST BE  ROOT CROWN MUST BE ROOT CROWN MUST BE  CROWN MUST BE CROWN MUST BE  MUST BE MUST BE  BE BE PLANTED A MAXIMUM OF 2" BELOW FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  A MAXIMUM OF 2" BELOW FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5" A MAXIMUM OF 2" BELOW FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  MAXIMUM OF 2" BELOW FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5" MAXIMUM OF 2" BELOW FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  OF 2" BELOW FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5" OF 2" BELOW FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  2" BELOW FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5" 2" BELOW FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  BELOW FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5" BELOW FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5" FINISHED GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5" GRADE.  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"   THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5" THE TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5" TOP OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5" OF THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5" THE STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5" STRUCTURAL ROOTS SHALL BE NO GREATER THAN 5"  ROOTS SHALL BE NO GREATER THAN 5" ROOTS SHALL BE NO GREATER THAN 5"  SHALL BE NO GREATER THAN 5" SHALL BE NO GREATER THAN 5"  BE NO GREATER THAN 5" BE NO GREATER THAN 5"  NO GREATER THAN 5" NO GREATER THAN 5"  GREATER THAN 5" GREATER THAN 5"  THAN 5" THAN 5"  5" 5" BELOW FINISHED GRADE. 12.	THE DESIGN TEAM SHALL BE NOTIFIED PRIOR TO BEGINNING PLANTING OPERATIONS. THE DESIGN TEAM SHALL BE NOTIFIED PRIOR TO BEGINNING PLANTING OPERATIONS. 13.	PLANTS WITH BROKEN ROOT BALLS OR EXCESSIVE DAMAGE TO THE CROWN SHALL BE REPLACED PRIOR TO PLANTING. PLANTS WITH BROKEN ROOT BALLS OR EXCESSIVE DAMAGE TO THE CROWN SHALL BE REPLACED PRIOR TO PLANTING. 14.	ALL TREES SHALL BE STAKED AND GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE ALL TREES SHALL BE STAKED AND GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE  TREES SHALL BE STAKED AND GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE TREES SHALL BE STAKED AND GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE  SHALL BE STAKED AND GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE SHALL BE STAKED AND GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE  BE STAKED AND GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE BE STAKED AND GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE  STAKED AND GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE STAKED AND GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE  AND GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE AND GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE  GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE GUYED ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE  ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE ACCORDING TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE  TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE TO ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE  ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE ACCEPTED INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE  INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE INDUSTRY PRACTICE.  THE CONTRACTOR SHALL REMOVE  PRACTICE.  THE CONTRACTOR SHALL REMOVE PRACTICE.  THE CONTRACTOR SHALL REMOVE   THE CONTRACTOR SHALL REMOVE  THE CONTRACTOR SHALL REMOVE THE CONTRACTOR SHALL REMOVE  CONTRACTOR SHALL REMOVE CONTRACTOR SHALL REMOVE  SHALL REMOVE SHALL REMOVE  REMOVE REMOVE ALL STAKES AND GUY WIRES FROM TREES AND SITE ONE YEAR AFTER PLANTING. 15.	EACH TREE AND SHRUB SHALL BE PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL EACH TREE AND SHRUB SHALL BE PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL  TREE AND SHRUB SHALL BE PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL TREE AND SHRUB SHALL BE PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL  AND SHRUB SHALL BE PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL AND SHRUB SHALL BE PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL  SHRUB SHALL BE PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL SHRUB SHALL BE PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL  SHALL BE PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL SHALL BE PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL  BE PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL BE PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL  PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL PRUNED IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL  IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL IN ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL  ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL ACCORDANCE WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL  WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL WITH THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL  THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL THE ANSI Z60.1-2004 TO PRESERVE THE NATURAL  ANSI Z60.1-2004 TO PRESERVE THE NATURAL ANSI Z60.1-2004 TO PRESERVE THE NATURAL  Z60.1-2004 TO PRESERVE THE NATURAL Z60.1-2004 TO PRESERVE THE NATURAL  TO PRESERVE THE NATURAL TO PRESERVE THE NATURAL  PRESERVE THE NATURAL PRESERVE THE NATURAL  THE NATURAL THE NATURAL  NATURAL NATURAL CHARACTER OF THE PLANT.  DO NOT PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY  OF THE PLANT.  DO NOT PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY OF THE PLANT.  DO NOT PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY  THE PLANT.  DO NOT PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY THE PLANT.  DO NOT PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY  PLANT.  DO NOT PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY PLANT.  DO NOT PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY   DO NOT PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY  DO NOT PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY DO NOT PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY  NOT PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY NOT PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY  PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY PRUNE MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY  MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY MAIN LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY  LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY LEADERS.  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY   ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY  ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY ALL DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY  DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY DEAD WOOD OR SUCKERS AND ALL BROKEN OR BADLY  WOOD OR SUCKERS AND ALL BROKEN OR BADLY WOOD OR SUCKERS AND ALL BROKEN OR BADLY  OR SUCKERS AND ALL BROKEN OR BADLY OR SUCKERS AND ALL BROKEN OR BADLY  SUCKERS AND ALL BROKEN OR BADLY SUCKERS AND ALL BROKEN OR BADLY  AND ALL BROKEN OR BADLY AND ALL BROKEN OR BADLY  ALL BROKEN OR BADLY ALL BROKEN OR BADLY  BROKEN OR BADLY BROKEN OR BADLY  OR BADLY OR BADLY  BADLY BADLY BRUISED BRANCHES SHALL BE REMOVED. 16.	MULCH FOR TREES, SHRUBS, AND GROUND COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED MULCH FOR TREES, SHRUBS, AND GROUND COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED  FOR TREES, SHRUBS, AND GROUND COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED FOR TREES, SHRUBS, AND GROUND COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED  TREES, SHRUBS, AND GROUND COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED TREES, SHRUBS, AND GROUND COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED  SHRUBS, AND GROUND COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED SHRUBS, AND GROUND COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED  AND GROUND COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED AND GROUND COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED  GROUND COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED GROUND COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED  COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED COVER SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED  SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED SHALL BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED  BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED BE FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED  FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED FINELY SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED  SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED SHREDDED OAK BARK, DARK BROWN IN COLOR, AGED  OAK BARK, DARK BROWN IN COLOR, AGED OAK BARK, DARK BROWN IN COLOR, AGED  BARK, DARK BROWN IN COLOR, AGED BARK, DARK BROWN IN COLOR, AGED  DARK BROWN IN COLOR, AGED DARK BROWN IN COLOR, AGED  BROWN IN COLOR, AGED BROWN IN COLOR, AGED  IN COLOR, AGED IN COLOR, AGED  COLOR, AGED COLOR, AGED  AGED AGED AT LEAST ONE YEAR, AND CLEAN AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED  LEAST ONE YEAR, AND CLEAN AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED LEAST ONE YEAR, AND CLEAN AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED  ONE YEAR, AND CLEAN AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED ONE YEAR, AND CLEAN AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED  YEAR, AND CLEAN AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED YEAR, AND CLEAN AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED  AND CLEAN AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED AND CLEAN AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED  CLEAN AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED CLEAN AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED  AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED AND FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED  FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED FREE OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED  OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED OF WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED  WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED WEEDS.  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED   PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED  PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED PRE-EMERGENT WEED KILLER SHALL BE TREFLAN OR APPROVED  WEED KILLER SHALL BE TREFLAN OR APPROVED WEED KILLER SHALL BE TREFLAN OR APPROVED  KILLER SHALL BE TREFLAN OR APPROVED KILLER SHALL BE TREFLAN OR APPROVED  SHALL BE TREFLAN OR APPROVED SHALL BE TREFLAN OR APPROVED  BE TREFLAN OR APPROVED BE TREFLAN OR APPROVED  TREFLAN OR APPROVED TREFLAN OR APPROVED  OR APPROVED OR APPROVED  APPROVED APPROVED EQUAL.  APPLY WEED KILLER TO TOPSOIL PRIOR TO MULCHING BED PLANTING. 17.	TREES IN LEAF WHEN SHIPPED SHALL BE TREATED WITH ANTI-DESICCANT BEFORE LEAVING THE NURSERY. TREES IN LEAF WHEN SHIPPED SHALL BE TREATED WITH ANTI-DESICCANT BEFORE LEAVING THE NURSERY. 18.	PREPARATION OF PLANTING SOIL – BEFORE MIXING, CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER PREPARATION OF PLANTING SOIL – BEFORE MIXING, CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER  OF PLANTING SOIL – BEFORE MIXING, CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER OF PLANTING SOIL – BEFORE MIXING, CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER  PLANTING SOIL – BEFORE MIXING, CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER PLANTING SOIL – BEFORE MIXING, CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER  SOIL – BEFORE MIXING, CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER SOIL – BEFORE MIXING, CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER  – BEFORE MIXING, CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER BEFORE MIXING, CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER  MIXING, CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER MIXING, CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER  CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER CLEAN TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER  TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER TOPSOIL OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER  OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER OF ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER  ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER ROOTS, PLANTS, STONES, CLAY LUMPS, AND OTHER  PLANTS, STONES, CLAY LUMPS, AND OTHER PLANTS, STONES, CLAY LUMPS, AND OTHER  STONES, CLAY LUMPS, AND OTHER STONES, CLAY LUMPS, AND OTHER  CLAY LUMPS, AND OTHER CLAY LUMPS, AND OTHER  LUMPS, AND OTHER LUMPS, AND OTHER  AND OTHER AND OTHER  OTHER OTHER EXTRANEOUS MATERIALS HARMFUL OR TOXIC TO PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER  MATERIALS HARMFUL OR TOXIC TO PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER MATERIALS HARMFUL OR TOXIC TO PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER  HARMFUL OR TOXIC TO PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER HARMFUL OR TOXIC TO PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER  OR TOXIC TO PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER OR TOXIC TO PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER  TOXIC TO PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER TOXIC TO PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER  TO PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER TO PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER  PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER PLANT GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER  GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER GROWTH.  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER   SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER  SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER SOIL BACKFILL FOR TREES, SHRUBS, AND GROUND COVER  BACKFILL FOR TREES, SHRUBS, AND GROUND COVER BACKFILL FOR TREES, SHRUBS, AND GROUND COVER  FOR TREES, SHRUBS, AND GROUND COVER FOR TREES, SHRUBS, AND GROUND COVER  TREES, SHRUBS, AND GROUND COVER TREES, SHRUBS, AND GROUND COVER  SHRUBS, AND GROUND COVER SHRUBS, AND GROUND COVER  AND GROUND COVER AND GROUND COVER  GROUND COVER GROUND COVER  COVER COVER SHALL BE A MIXTURE BY VOLUME OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75  BE A MIXTURE BY VOLUME OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75 BE A MIXTURE BY VOLUME OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75  A MIXTURE BY VOLUME OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75 A MIXTURE BY VOLUME OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75  MIXTURE BY VOLUME OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75 MIXTURE BY VOLUME OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75  BY VOLUME OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75 BY VOLUME OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75  VOLUME OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75 VOLUME OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75  OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75 OF THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75  THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75 THE FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75  FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75 FOLLOWING MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75  MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75 MATERIALS IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75  IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75 IN QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75  QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75 QUANTITIES SPECIFIED: 25 PERCENT COMPOST AND 75  SPECIFIED: 25 PERCENT COMPOST AND 75 SPECIFIED: 25 PERCENT COMPOST AND 75  25 PERCENT COMPOST AND 75 25 PERCENT COMPOST AND 75  PERCENT COMPOST AND 75 PERCENT COMPOST AND 75  COMPOST AND 75 COMPOST AND 75  AND 75 AND 75  75 75 PERCENT TOPSOIL. MIX IN 2 LBS OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND  TOPSOIL. MIX IN 2 LBS OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND TOPSOIL. MIX IN 2 LBS OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND  MIX IN 2 LBS OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND MIX IN 2 LBS OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND  IN 2 LBS OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND IN 2 LBS OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND  2 LBS OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND 2 LBS OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND  LBS OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND LBS OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND  OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND OF 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND  6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND 6-1-1 ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND  ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND ORGANIC FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND  FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND FERTILIZER PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND  PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND PER TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND  TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND TREE OR SHRUB, WITH BACKFILL MIX, UNDER AND  OR SHRUB, WITH BACKFILL MIX, UNDER AND OR SHRUB, WITH BACKFILL MIX, UNDER AND  SHRUB, WITH BACKFILL MIX, UNDER AND SHRUB, WITH BACKFILL MIX, UNDER AND  WITH BACKFILL MIX, UNDER AND WITH BACKFILL MIX, UNDER AND  BACKFILL MIX, UNDER AND BACKFILL MIX, UNDER AND  MIX, UNDER AND MIX, UNDER AND  UNDER AND UNDER AND  AND AND AROUND THE ROOTBALLS OF TREES AND SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER  THE ROOTBALLS OF TREES AND SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER THE ROOTBALLS OF TREES AND SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER  ROOTBALLS OF TREES AND SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER ROOTBALLS OF TREES AND SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER  OF TREES AND SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER OF TREES AND SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER  TREES AND SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER TREES AND SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER  AND SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER AND SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER  SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER SHRUBS. OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER  OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER OR MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER  MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER MIX ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER  ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER ORGANIC FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER  FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER FERTILIZER WITH COMPOST AT A RATE OF 15 LBS PER  WITH COMPOST AT A RATE OF 15 LBS PER WITH COMPOST AT A RATE OF 15 LBS PER  COMPOST AT A RATE OF 15 LBS PER COMPOST AT A RATE OF 15 LBS PER  AT A RATE OF 15 LBS PER AT A RATE OF 15 LBS PER  A RATE OF 15 LBS PER A RATE OF 15 LBS PER  RATE OF 15 LBS PER RATE OF 15 LBS PER  OF 15 LBS PER OF 15 LBS PER  15 LBS PER 15 LBS PER  LBS PER LBS PER  PER PER CUBIC YD. BEFORE ADDING TO PLANT BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF  YD. BEFORE ADDING TO PLANT BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF YD. BEFORE ADDING TO PLANT BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF  BEFORE ADDING TO PLANT BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF BEFORE ADDING TO PLANT BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF  ADDING TO PLANT BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF ADDING TO PLANT BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF  TO PLANT BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF TO PLANT BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF  PLANT BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF PLANT BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF  BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF BACKFILL MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF  MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF MIX. OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF  OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF OTHER SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF  SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF SOIL CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF  CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF CONDITIONERS MAY BE REQUIRED PER SOIL TESTING OF  MAY BE REQUIRED PER SOIL TESTING OF MAY BE REQUIRED PER SOIL TESTING OF  BE REQUIRED PER SOIL TESTING OF BE REQUIRED PER SOIL TESTING OF  REQUIRED PER SOIL TESTING OF REQUIRED PER SOIL TESTING OF  PER SOIL TESTING OF PER SOIL TESTING OF  SOIL TESTING OF SOIL TESTING OF  TESTING OF TESTING OF  OF OF FURNISHED TOPSOIL. 19.	ALL PLANTING SHALL BE AT THE LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PLANTING SHALL BE AT THE LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR  PLANTING SHALL BE AT THE LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLANTING SHALL BE AT THE LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR  SHALL BE AT THE LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR SHALL BE AT THE LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR  BE AT THE LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR BE AT THE LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR  AT THE LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR AT THE LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR  THE LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR  LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATIONS INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR  INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR INDICATED ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR  ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ON THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR  THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR  DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR   THE CONTRACTOR SHALL BE RESPONSIBLE FOR  THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CONTRACTOR SHALL BE RESPONSIBLE FOR  CONTRACTOR SHALL BE RESPONSIBLE FOR CONTRACTOR SHALL BE RESPONSIBLE FOR  SHALL BE RESPONSIBLE FOR SHALL BE RESPONSIBLE FOR  BE RESPONSIBLE FOR BE RESPONSIBLE FOR  RESPONSIBLE FOR RESPONSIBLE FOR  FOR FOR PLANTING AT THE CORRECT GRADES, ALIGNMENT, AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR  AT THE CORRECT GRADES, ALIGNMENT, AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR AT THE CORRECT GRADES, ALIGNMENT, AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR  THE CORRECT GRADES, ALIGNMENT, AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR THE CORRECT GRADES, ALIGNMENT, AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR  CORRECT GRADES, ALIGNMENT, AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR CORRECT GRADES, ALIGNMENT, AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR  GRADES, ALIGNMENT, AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR GRADES, ALIGNMENT, AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR  ALIGNMENT, AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR ALIGNMENT, AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR  AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR AND TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR  TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR TO THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR  THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR THE INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR  INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR INDICATED LAYOUT OF THE PLANTING BEDS.  MINOR  LAYOUT OF THE PLANTING BEDS.  MINOR LAYOUT OF THE PLANTING BEDS.  MINOR  OF THE PLANTING BEDS.  MINOR OF THE PLANTING BEDS.  MINOR  THE PLANTING BEDS.  MINOR THE PLANTING BEDS.  MINOR  PLANTING BEDS.  MINOR PLANTING BEDS.  MINOR  BEDS.  MINOR BEDS.  MINOR   MINOR  MINOR MINOR ADJUSTMENTS TO TREE LOCATION MAY BE NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR  TO TREE LOCATION MAY BE NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR TO TREE LOCATION MAY BE NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR  TREE LOCATION MAY BE NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR TREE LOCATION MAY BE NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR  LOCATION MAY BE NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR LOCATION MAY BE NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR  MAY BE NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR MAY BE NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR  BE NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR BE NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR  NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR NECESSARY DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR  DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR DUE TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR  TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR TO FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR  FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR FIELD CONDITIONS AND FINAL GRADING.  THE CONTRACTOR  CONDITIONS AND FINAL GRADING.  THE CONTRACTOR CONDITIONS AND FINAL GRADING.  THE CONTRACTOR  AND FINAL GRADING.  THE CONTRACTOR AND FINAL GRADING.  THE CONTRACTOR  FINAL GRADING.  THE CONTRACTOR FINAL GRADING.  THE CONTRACTOR  GRADING.  THE CONTRACTOR GRADING.  THE CONTRACTOR   THE CONTRACTOR  THE CONTRACTOR THE CONTRACTOR  CONTRACTOR CONTRACTOR SHALL NOTIFY THE OWNER IF MAJOR ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE  NOTIFY THE OWNER IF MAJOR ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE NOTIFY THE OWNER IF MAJOR ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE  THE OWNER IF MAJOR ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE THE OWNER IF MAJOR ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE  OWNER IF MAJOR ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE OWNER IF MAJOR ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE  IF MAJOR ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE IF MAJOR ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE  MAJOR ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE MAJOR ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE  ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE ADJUSTMENTS ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE  ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE ARE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE  REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE REQUIRED. COORDINATE PLANT MATERIAL LOCATIONS WITH SITE  COORDINATE PLANT MATERIAL LOCATIONS WITH SITE COORDINATE PLANT MATERIAL LOCATIONS WITH SITE  PLANT MATERIAL LOCATIONS WITH SITE PLANT MATERIAL LOCATIONS WITH SITE  MATERIAL LOCATIONS WITH SITE MATERIAL LOCATIONS WITH SITE  LOCATIONS WITH SITE LOCATIONS WITH SITE  WITH SITE WITH SITE  SITE SITE UTILITIES.  SEE SITE PLAN AND GRADING, UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN   SEE SITE PLAN AND GRADING, UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN  SEE SITE PLAN AND GRADING, UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN SEE SITE PLAN AND GRADING, UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN  SITE PLAN AND GRADING, UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN SITE PLAN AND GRADING, UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN  PLAN AND GRADING, UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN PLAN AND GRADING, UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN  AND GRADING, UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN AND GRADING, UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN  GRADING, UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN GRADING, UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN  UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN UTILITY PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN  PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN PLANS FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN  FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN FOR STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN  STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN STORM, SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN  SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN SANITARY, WATER AND GAS LINES.  SEE LIGHTING PLAN  WATER AND GAS LINES.  SEE LIGHTING PLAN WATER AND GAS LINES.  SEE LIGHTING PLAN  AND GAS LINES.  SEE LIGHTING PLAN AND GAS LINES.  SEE LIGHTING PLAN  GAS LINES.  SEE LIGHTING PLAN GAS LINES.  SEE LIGHTING PLAN  LINES.  SEE LIGHTING PLAN LINES.  SEE LIGHTING PLAN   SEE LIGHTING PLAN  SEE LIGHTING PLAN SEE LIGHTING PLAN  LIGHTING PLAN LIGHTING PLAN  PLAN PLAN FOR ELECTRICAL AND LIGHTING LAYOUT AND DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH  ELECTRICAL AND LIGHTING LAYOUT AND DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH ELECTRICAL AND LIGHTING LAYOUT AND DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH  AND LIGHTING LAYOUT AND DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH AND LIGHTING LAYOUT AND DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH  LIGHTING LAYOUT AND DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH LIGHTING LAYOUT AND DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH  LAYOUT AND DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH LAYOUT AND DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH  AND DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH AND DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH  DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH DETAILS.  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH   EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH  EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH EXERCISE CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH  CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH CARE WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH  WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH WHEN DIGGING IN AREAS OF POTENTIAL CONFLICT WITH  DIGGING IN AREAS OF POTENTIAL CONFLICT WITH DIGGING IN AREAS OF POTENTIAL CONFLICT WITH  IN AREAS OF POTENTIAL CONFLICT WITH IN AREAS OF POTENTIAL CONFLICT WITH  AREAS OF POTENTIAL CONFLICT WITH AREAS OF POTENTIAL CONFLICT WITH  OF POTENTIAL CONFLICT WITH OF POTENTIAL CONFLICT WITH  POTENTIAL CONFLICT WITH POTENTIAL CONFLICT WITH  CONFLICT WITH CONFLICT WITH  WITH WITH UNDERGROUND OR OVERHEAD UTILITIES.  THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S  OR OVERHEAD UTILITIES.  THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S OR OVERHEAD UTILITIES.  THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S  OVERHEAD UTILITIES.  THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S OVERHEAD UTILITIES.  THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S  UTILITIES.  THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S UTILITIES.  THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S   THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S  THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S  CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S  IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S  RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S RESPONSIBLE FOR ANY DAMAGE DUE TO CONTRACTOR'S  FOR ANY DAMAGE DUE TO CONTRACTOR'S FOR ANY DAMAGE DUE TO CONTRACTOR'S  ANY DAMAGE DUE TO CONTRACTOR'S ANY DAMAGE DUE TO CONTRACTOR'S  DAMAGE DUE TO CONTRACTOR'S DAMAGE DUE TO CONTRACTOR'S  DUE TO CONTRACTOR'S DUE TO CONTRACTOR'S  TO CONTRACTOR'S TO CONTRACTOR'S  CONTRACTOR'S CONTRACTOR'S NEGLIGENCE AND SHALL REPLACE OR REPAIR ANY DAMAGE AT CONTRACTOR'S EXPENSE 20.	CONDITIONS DETRIMENTAL TO PLANTS:  THE CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL CONDITIONS DETRIMENTAL TO PLANTS:  THE CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL  DETRIMENTAL TO PLANTS:  THE CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL DETRIMENTAL TO PLANTS:  THE CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL  TO PLANTS:  THE CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL TO PLANTS:  THE CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL  PLANTS:  THE CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL PLANTS:  THE CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL   THE CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL  THE CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL THE CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL  CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL CONTRACTOR SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL  SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL SHALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL  NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL NOTIFY THE PROJECT REPRESENTATIVE IN WRITING OF ALL  THE PROJECT REPRESENTATIVE IN WRITING OF ALL THE PROJECT REPRESENTATIVE IN WRITING OF ALL  PROJECT REPRESENTATIVE IN WRITING OF ALL PROJECT REPRESENTATIVE IN WRITING OF ALL  REPRESENTATIVE IN WRITING OF ALL REPRESENTATIVE IN WRITING OF ALL  IN WRITING OF ALL IN WRITING OF ALL  WRITING OF ALL WRITING OF ALL  OF ALL OF ALL  ALL ALL SOIL OR DRAINAGE CONDITIONS WHICH THE CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL  OR DRAINAGE CONDITIONS WHICH THE CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL OR DRAINAGE CONDITIONS WHICH THE CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL  DRAINAGE CONDITIONS WHICH THE CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL DRAINAGE CONDITIONS WHICH THE CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL  CONDITIONS WHICH THE CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL CONDITIONS WHICH THE CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL  WHICH THE CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL WHICH THE CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL  THE CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL THE CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL  CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL CONTRACTOR CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL  CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL  DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL DETRIMENTAL TO THE GROWTH OF PLANTS.  HE SHALL  TO THE GROWTH OF PLANTS.  HE SHALL TO THE GROWTH OF PLANTS.  HE SHALL  THE GROWTH OF PLANTS.  HE SHALL THE GROWTH OF PLANTS.  HE SHALL  GROWTH OF PLANTS.  HE SHALL GROWTH OF PLANTS.  HE SHALL  OF PLANTS.  HE SHALL OF PLANTS.  HE SHALL  PLANTS.  HE SHALL PLANTS.  HE SHALL   HE SHALL  HE SHALL HE SHALL  SHALL SHALL STATE THE CONDITIONS AND SUBMIT A PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR  THE CONDITIONS AND SUBMIT A PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR THE CONDITIONS AND SUBMIT A PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR  CONDITIONS AND SUBMIT A PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR CONDITIONS AND SUBMIT A PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR  AND SUBMIT A PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR AND SUBMIT A PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR  SUBMIT A PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR SUBMIT A PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR  A PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR A PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR  PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR PROPOSAL FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR  FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR  CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR CORRECTING THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR  THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR THE CONDITIONS, INCLUDING ANY CHANGE IN COST FOR  CONDITIONS, INCLUDING ANY CHANGE IN COST FOR CONDITIONS, INCLUDING ANY CHANGE IN COST FOR  INCLUDING ANY CHANGE IN COST FOR INCLUDING ANY CHANGE IN COST FOR  ANY CHANGE IN COST FOR ANY CHANGE IN COST FOR  CHANGE IN COST FOR CHANGE IN COST FOR  IN COST FOR IN COST FOR  COST FOR COST FOR  FOR FOR REVIEW AND ACCEPTANCE BY THE PROJECT REPRESENTATIVE. 21.	IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS, IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS,  SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS, SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS,  BE THE RESPONSIBILITY OF THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS, BE THE RESPONSIBILITY OF THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS,  THE RESPONSIBILITY OF THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS, THE RESPONSIBILITY OF THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS,  RESPONSIBILITY OF THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS, RESPONSIBILITY OF THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS,  OF THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS, OF THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS,  THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS, THE CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS,  CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS, CONTRACTOR TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS,  TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS, TO ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS,  ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS, ADEQUATELY AND PROPERLY MAINTAIN THE LANDSCAPED AREAS,  AND PROPERLY MAINTAIN THE LANDSCAPED AREAS, AND PROPERLY MAINTAIN THE LANDSCAPED AREAS,  PROPERLY MAINTAIN THE LANDSCAPED AREAS, PROPERLY MAINTAIN THE LANDSCAPED AREAS,  MAINTAIN THE LANDSCAPED AREAS, MAINTAIN THE LANDSCAPED AREAS,  THE LANDSCAPED AREAS, THE LANDSCAPED AREAS,  LANDSCAPED AREAS, LANDSCAPED AREAS,  AREAS, AREAS, WHICH RESPONSIBILITY SHALL INCLUDE WATERING, CLEANING OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT  RESPONSIBILITY SHALL INCLUDE WATERING, CLEANING OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT RESPONSIBILITY SHALL INCLUDE WATERING, CLEANING OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT  SHALL INCLUDE WATERING, CLEANING OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT SHALL INCLUDE WATERING, CLEANING OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT  INCLUDE WATERING, CLEANING OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT INCLUDE WATERING, CLEANING OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT  WATERING, CLEANING OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT WATERING, CLEANING OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT  CLEANING OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT CLEANING OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT  OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT OF WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT  WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT WEEDS AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT  AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT AND DEBRIS, PRUNING AND TRIMMING, REPLACEMENT  DEBRIS, PRUNING AND TRIMMING, REPLACEMENT DEBRIS, PRUNING AND TRIMMING, REPLACEMENT  PRUNING AND TRIMMING, REPLACEMENT PRUNING AND TRIMMING, REPLACEMENT  AND TRIMMING, REPLACEMENT AND TRIMMING, REPLACEMENT  TRIMMING, REPLACEMENT TRIMMING, REPLACEMENT  REPLACEMENT REPLACEMENT OF DEAD OR DISEASED PLANTINGS AND FERTILIZING TO MAINTAIN HEALTHY GROWTH. 22.	THE LANDSCAPE PLAN IS FOR LANDSCAPING INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES THE LANDSCAPE PLAN IS FOR LANDSCAPING INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES  LANDSCAPE PLAN IS FOR LANDSCAPING INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES LANDSCAPE PLAN IS FOR LANDSCAPING INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES  PLAN IS FOR LANDSCAPING INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES PLAN IS FOR LANDSCAPING INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES  IS FOR LANDSCAPING INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES IS FOR LANDSCAPING INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES  FOR LANDSCAPING INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES FOR LANDSCAPING INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES  LANDSCAPING INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES LANDSCAPING INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES  INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES INFORMATION ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES  ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES ONLY.  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES   PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES  PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES PLEASE REFER TO THE SITE PLAN AND GRADING/UTILITIES  REFER TO THE SITE PLAN AND GRADING/UTILITIES REFER TO THE SITE PLAN AND GRADING/UTILITIES  TO THE SITE PLAN AND GRADING/UTILITIES TO THE SITE PLAN AND GRADING/UTILITIES  THE SITE PLAN AND GRADING/UTILITIES THE SITE PLAN AND GRADING/UTILITIES  SITE PLAN AND GRADING/UTILITIES SITE PLAN AND GRADING/UTILITIES  PLAN AND GRADING/UTILITIES PLAN AND GRADING/UTILITIES  AND GRADING/UTILITIES AND GRADING/UTILITIES  GRADING/UTILITIES GRADING/UTILITIES PLAN FOR ALL OTHER INFORMATION.  23.	A ONE-YEAR FULL-PRICE REPLACEMENT GUARANTEE SHALL BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA A ONE-YEAR FULL-PRICE REPLACEMENT GUARANTEE SHALL BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA  ONE-YEAR FULL-PRICE REPLACEMENT GUARANTEE SHALL BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA ONE-YEAR FULL-PRICE REPLACEMENT GUARANTEE SHALL BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA  FULL-PRICE REPLACEMENT GUARANTEE SHALL BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA FULL-PRICE REPLACEMENT GUARANTEE SHALL BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA  REPLACEMENT GUARANTEE SHALL BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA REPLACEMENT GUARANTEE SHALL BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA  GUARANTEE SHALL BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA GUARANTEE SHALL BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA  SHALL BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA SHALL BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA  BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA BE PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA  PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA PROVIDED BY THE APPLICANT FOR ALL REQUIRED BACCHARIA  BY THE APPLICANT FOR ALL REQUIRED BACCHARIA BY THE APPLICANT FOR ALL REQUIRED BACCHARIA  THE APPLICANT FOR ALL REQUIRED BACCHARIA THE APPLICANT FOR ALL REQUIRED BACCHARIA  APPLICANT FOR ALL REQUIRED BACCHARIA APPLICANT FOR ALL REQUIRED BACCHARIA  FOR ALL REQUIRED BACCHARIA FOR ALL REQUIRED BACCHARIA  ALL REQUIRED BACCHARIA ALL REQUIRED BACCHARIA  REQUIRED BACCHARIA REQUIRED BACCHARIA  BACCHARIA BACCHARIA HALIMIFOLIA PLANTINGS AS WELL AS ALL TREE PLANTINGS IDENTIFIED IN THE PLANT LIST BELOW.
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PLANT LIST
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TOTAL LOT AREA:						3.125 ACRES 3.125 ACRES TOTAL AREA OF WOODLANDS ON SITE:			0.000 ACRES 0.000 ACRES TOTAL AREA OF WOODLANDS TO BE PRESERVED:	0.000 ACRES 0.000 ACRES NON-WOODLAND AREA:					3.125 ACRES (129,502 S.F.) 3.125 ACRES (129,502 S.F.) NEW TREE PLANTINGS REQUIRED:			 1 TREE PER 3,000 S.F. OF NON-WOODLAND AREA 136,133 S.F./3,000 S.F. = 		46 NEW PLANTINGS46 NEW PLANTINGS
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CROSS SECTION -
COURTESY DOCK

C113AS NOTED

PLAN VIEW
SCALE: 1" = 20'

BOARDING & COURTESY DOCK PLAN VIEW
SCALE: 1" = 5'

COURTESY DOCK NOTES:

CROSS SECTION B-B WITH 40 PSF LIVE LOAD AT MLW (MINIMUM ELEVATION)
SCALE: 1" = 6'

CROSS SECTION B-B UNLOADED AT MHW (MAXIMUM ELEVATION)
SCALE: 1" = 6'
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DESIGN AND CONSTRUCTION SPECIFICATIONS: 1.	LOADS: LOADS: 1.1.	LIVE LOAD - GANGWAYS AND BOARDWALKS: 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM LIVE LOAD - GANGWAYS AND BOARDWALKS: 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM  LOAD - GANGWAYS AND BOARDWALKS: 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM LOAD - GANGWAYS AND BOARDWALKS: 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM  - GANGWAYS AND BOARDWALKS: 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM - GANGWAYS AND BOARDWALKS: 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM  GANGWAYS AND BOARDWALKS: 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM GANGWAYS AND BOARDWALKS: 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM  AND BOARDWALKS: 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM AND BOARDWALKS: 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM  BOARDWALKS: 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM BOARDWALKS: 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM  40 POUNDS PER SQUARE FOOT WITH A MAXIMUM 40 POUNDS PER SQUARE FOOT WITH A MAXIMUM  POUNDS PER SQUARE FOOT WITH A MAXIMUM POUNDS PER SQUARE FOOT WITH A MAXIMUM  PER SQUARE FOOT WITH A MAXIMUM PER SQUARE FOOT WITH A MAXIMUM  SQUARE FOOT WITH A MAXIMUM SQUARE FOOT WITH A MAXIMUM  FOOT WITH A MAXIMUM FOOT WITH A MAXIMUM  WITH A MAXIMUM WITH A MAXIMUM  A MAXIMUM A MAXIMUM  MAXIMUM MAXIMUM DEFLECTION OF L/180. 2.	MATERIALS: MATERIALS: 2.1.	ALUMINUM: ALUMINUM: 2.1.1.	ALL STRUCTURAL ALUMINUM IS ALLOY 6061-T6, MILL FINISH. ALL STRUCTURAL ALUMINUM IS ALLOY 6061-T6, MILL FINISH. 2.1.2.	ALL WELDED FABRICATION IN ACCORDANCE WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER ALL WELDED FABRICATION IN ACCORDANCE WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER  WELDED FABRICATION IN ACCORDANCE WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER WELDED FABRICATION IN ACCORDANCE WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER  FABRICATION IN ACCORDANCE WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER FABRICATION IN ACCORDANCE WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER  IN ACCORDANCE WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER IN ACCORDANCE WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER  ACCORDANCE WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER ACCORDANCE WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER  WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER  AWS D1.2, UNLESS NOTED OTHERWISE. FILLER AWS D1.2, UNLESS NOTED OTHERWISE. FILLER  D1.2, UNLESS NOTED OTHERWISE. FILLER D1.2, UNLESS NOTED OTHERWISE. FILLER  UNLESS NOTED OTHERWISE. FILLER UNLESS NOTED OTHERWISE. FILLER  NOTED OTHERWISE. FILLER NOTED OTHERWISE. FILLER  OTHERWISE. FILLER OTHERWISE. FILLER  FILLER FILLER METAL TO BE 5356 SERIES WIRE. 2.2.	STEEL: STEEL: 2.2.1.	ALL FABRICATED STEEL (EXCLUDING STEEL SHEET PILES) SHALL BE ASTM A36,  AASHTO M183.  ALL FABRICATED STEEL (EXCLUDING STEEL SHEET PILES) SHALL BE ASTM A36,  AASHTO M183.   FABRICATED STEEL (EXCLUDING STEEL SHEET PILES) SHALL BE ASTM A36,  AASHTO M183.  FABRICATED STEEL (EXCLUDING STEEL SHEET PILES) SHALL BE ASTM A36,  AASHTO M183.   STEEL (EXCLUDING STEEL SHEET PILES) SHALL BE ASTM A36,  AASHTO M183.  STEEL (EXCLUDING STEEL SHEET PILES) SHALL BE ASTM A36,  AASHTO M183.   (EXCLUDING STEEL SHEET PILES) SHALL BE ASTM A36,  AASHTO M183.  (EXCLUDING STEEL SHEET PILES) SHALL BE ASTM A36,  AASHTO M183.   STEEL SHEET PILES) SHALL BE ASTM A36,  AASHTO M183.  STEEL SHEET PILES) SHALL BE ASTM A36,  AASHTO M183.   SHEET PILES) SHALL BE ASTM A36,  AASHTO M183.  SHEET PILES) SHALL BE ASTM A36,  AASHTO M183.   PILES) SHALL BE ASTM A36,  AASHTO M183.  PILES) SHALL BE ASTM A36,  AASHTO M183.   SHALL BE ASTM A36,  AASHTO M183.  SHALL BE ASTM A36,  AASHTO M183.   BE ASTM A36,  AASHTO M183.  BE ASTM A36,  AASHTO M183.   ASTM A36,  AASHTO M183.  ASTM A36,  AASHTO M183.   A36,  AASHTO M183.  A36,  AASHTO M183.    AASHTO M183.   AASHTO M183.  AASHTO M183.   M183.  M183.  STEEL SHALL BE HOT-DIPPED GALVANIZED AFTER FABRICATION IN ACCORDANCE WITH ASTM A153,   SHALL BE HOT-DIPPED GALVANIZED AFTER FABRICATION IN ACCORDANCE WITH ASTM A153,  SHALL BE HOT-DIPPED GALVANIZED AFTER FABRICATION IN ACCORDANCE WITH ASTM A153,   BE HOT-DIPPED GALVANIZED AFTER FABRICATION IN ACCORDANCE WITH ASTM A153,  BE HOT-DIPPED GALVANIZED AFTER FABRICATION IN ACCORDANCE WITH ASTM A153,   HOT-DIPPED GALVANIZED AFTER FABRICATION IN ACCORDANCE WITH ASTM A153,  HOT-DIPPED GALVANIZED AFTER FABRICATION IN ACCORDANCE WITH ASTM A153,   GALVANIZED AFTER FABRICATION IN ACCORDANCE WITH ASTM A153,  GALVANIZED AFTER FABRICATION IN ACCORDANCE WITH ASTM A153,   AFTER FABRICATION IN ACCORDANCE WITH ASTM A153,  AFTER FABRICATION IN ACCORDANCE WITH ASTM A153,   FABRICATION IN ACCORDANCE WITH ASTM A153,  FABRICATION IN ACCORDANCE WITH ASTM A153,   IN ACCORDANCE WITH ASTM A153,  IN ACCORDANCE WITH ASTM A153,   ACCORDANCE WITH ASTM A153,  ACCORDANCE WITH ASTM A153,   WITH ASTM A153,  WITH ASTM A153,   ASTM A153,  ASTM A153,   A153,  A153,  AASHTO M 232. 2.2.2.	GALVANIZED COATINGS THAT ARE DAMAGED DURING CONSTRUCTION SHALL BE CLEANED AND REPAIRED GALVANIZED COATINGS THAT ARE DAMAGED DURING CONSTRUCTION SHALL BE CLEANED AND REPAIRED  COATINGS THAT ARE DAMAGED DURING CONSTRUCTION SHALL BE CLEANED AND REPAIRED COATINGS THAT ARE DAMAGED DURING CONSTRUCTION SHALL BE CLEANED AND REPAIRED  THAT ARE DAMAGED DURING CONSTRUCTION SHALL BE CLEANED AND REPAIRED THAT ARE DAMAGED DURING CONSTRUCTION SHALL BE CLEANED AND REPAIRED  ARE DAMAGED DURING CONSTRUCTION SHALL BE CLEANED AND REPAIRED ARE DAMAGED DURING CONSTRUCTION SHALL BE CLEANED AND REPAIRED  DAMAGED DURING CONSTRUCTION SHALL BE CLEANED AND REPAIRED DAMAGED DURING CONSTRUCTION SHALL BE CLEANED AND REPAIRED  DURING CONSTRUCTION SHALL BE CLEANED AND REPAIRED DURING CONSTRUCTION SHALL BE CLEANED AND REPAIRED  CONSTRUCTION SHALL BE CLEANED AND REPAIRED CONSTRUCTION SHALL BE CLEANED AND REPAIRED  SHALL BE CLEANED AND REPAIRED SHALL BE CLEANED AND REPAIRED  BE CLEANED AND REPAIRED BE CLEANED AND REPAIRED  CLEANED AND REPAIRED CLEANED AND REPAIRED  AND REPAIRED AND REPAIRED  REPAIRED REPAIRED USING A ZINC RICH COLD GALVANIZING PAINT AS APPROVED BY THE OWNER. 2.2.3.	STEEL SHEET PILES SHALL BE WEATHERING STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL  STEEL SHEET PILES SHALL BE WEATHERING STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL   SHEET PILES SHALL BE WEATHERING STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL  SHEET PILES SHALL BE WEATHERING STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL   PILES SHALL BE WEATHERING STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL  PILES SHALL BE WEATHERING STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL   SHALL BE WEATHERING STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL  SHALL BE WEATHERING STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL   BE WEATHERING STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL  BE WEATHERING STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL   WEATHERING STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL  WEATHERING STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL   STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL  STEEL COATED IN COAL TAR EPOXY AS PER TECHNICAL   COATED IN COAL TAR EPOXY AS PER TECHNICAL  COATED IN COAL TAR EPOXY AS PER TECHNICAL   IN COAL TAR EPOXY AS PER TECHNICAL  IN COAL TAR EPOXY AS PER TECHNICAL   COAL TAR EPOXY AS PER TECHNICAL  COAL TAR EPOXY AS PER TECHNICAL   TAR EPOXY AS PER TECHNICAL  TAR EPOXY AS PER TECHNICAL   EPOXY AS PER TECHNICAL  EPOXY AS PER TECHNICAL   AS PER TECHNICAL  AS PER TECHNICAL   PER TECHNICAL  PER TECHNICAL   TECHNICAL  TECHNICAL  SPECIFICATION SECTION 316216 - STEEL SHEET PILES. 2.3.	REINFORCING STEEL: REINFORCING STEEL: 2.3.1.	ALL REINFORCING STEEL SHALL BE AASHTO M31, (ASTM A615),  GRADE 60. ALL REINFORCING STEEL SHALL BE AASHTO M31, (ASTM A615),  GRADE 60. 2.3.2.	ALL REINFORCING STEEL SHALL BE EPOXY COATED IN ACCORDANCE WITH AASHTO M284. ALL REINFORCING STEEL SHALL BE EPOXY COATED IN ACCORDANCE WITH AASHTO M284. 2.4.	TIMBER: TIMBER: 2.4.1.	PILES SHALL BE CLASS B SOUTHERN YELLOW PINE IN ACCORDANCE WITH ASTM D25.   PILES SHALL BE CLASS B SOUTHERN YELLOW PINE IN ACCORDANCE WITH ASTM D25.   2.4.2.	DIMENSION LUMBER SHALL BE SOUTHERN YELLOW PINE,  NO. 2 OR BETTER. DIMENSION LUMBER SHALL BE SOUTHERN YELLOW PINE,  NO. 2 OR BETTER. 2.4.3.	ALL PILES AND DIMENSION LUMBER SHALL BE TREATED WITH CHROMATED COPPER ARSENATE (CCA) ALL PILES AND DIMENSION LUMBER SHALL BE TREATED WITH CHROMATED COPPER ARSENATE (CCA)  PILES AND DIMENSION LUMBER SHALL BE TREATED WITH CHROMATED COPPER ARSENATE (CCA) PILES AND DIMENSION LUMBER SHALL BE TREATED WITH CHROMATED COPPER ARSENATE (CCA)  AND DIMENSION LUMBER SHALL BE TREATED WITH CHROMATED COPPER ARSENATE (CCA) AND DIMENSION LUMBER SHALL BE TREATED WITH CHROMATED COPPER ARSENATE (CCA)  DIMENSION LUMBER SHALL BE TREATED WITH CHROMATED COPPER ARSENATE (CCA) DIMENSION LUMBER SHALL BE TREATED WITH CHROMATED COPPER ARSENATE (CCA)  LUMBER SHALL BE TREATED WITH CHROMATED COPPER ARSENATE (CCA) LUMBER SHALL BE TREATED WITH CHROMATED COPPER ARSENATE (CCA)  SHALL BE TREATED WITH CHROMATED COPPER ARSENATE (CCA) SHALL BE TREATED WITH CHROMATED COPPER ARSENATE (CCA)  BE TREATED WITH CHROMATED COPPER ARSENATE (CCA) BE TREATED WITH CHROMATED COPPER ARSENATE (CCA)  TREATED WITH CHROMATED COPPER ARSENATE (CCA) TREATED WITH CHROMATED COPPER ARSENATE (CCA)  WITH CHROMATED COPPER ARSENATE (CCA) WITH CHROMATED COPPER ARSENATE (CCA)  CHROMATED COPPER ARSENATE (CCA) CHROMATED COPPER ARSENATE (CCA)  COPPER ARSENATE (CCA) COPPER ARSENATE (CCA)  ARSENATE (CCA) ARSENATE (CCA)  (CCA) (CCA) WITH A MINIMUM RETENTION OF 2.5 POUNDS PER CUBIC FOOT. 3.	CONNECTIONS: CONNECTIONS: 3.1.	ALL BOLTS AND NAILS SHALL BE HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO ALL BOLTS AND NAILS SHALL BE HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO  BOLTS AND NAILS SHALL BE HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO BOLTS AND NAILS SHALL BE HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO  AND NAILS SHALL BE HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO AND NAILS SHALL BE HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO  NAILS SHALL BE HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO NAILS SHALL BE HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO  SHALL BE HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO SHALL BE HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO  BE HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO BE HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO  HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO HOT-DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO  GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO GALVANIZED IN ACCORDANCE WITH ASTM A153, AASHTO  IN ACCORDANCE WITH ASTM A153, AASHTO IN ACCORDANCE WITH ASTM A153, AASHTO  ACCORDANCE WITH ASTM A153, AASHTO ACCORDANCE WITH ASTM A153, AASHTO  WITH ASTM A153, AASHTO WITH ASTM A153, AASHTO  ASTM A153, AASHTO ASTM A153, AASHTO  A153, AASHTO A153, AASHTO  AASHTO AASHTO M232 OR STAINLESS STEEL IN ACCORDANCE WITH ASTM A316, AS SHOWN ON THE PLANS.   3.2.	BOLTED CONNECTIONS THAT ARE EXPOSED TO PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED BOLTED CONNECTIONS THAT ARE EXPOSED TO PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED  CONNECTIONS THAT ARE EXPOSED TO PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED CONNECTIONS THAT ARE EXPOSED TO PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED  THAT ARE EXPOSED TO PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED THAT ARE EXPOSED TO PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED  ARE EXPOSED TO PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED ARE EXPOSED TO PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED  EXPOSED TO PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED EXPOSED TO PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED  TO PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED TO PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED  PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED PEDESTRIANS ON THE BRIDGE SHALL BE POSITIONED  ON THE BRIDGE SHALL BE POSITIONED ON THE BRIDGE SHALL BE POSITIONED  THE BRIDGE SHALL BE POSITIONED THE BRIDGE SHALL BE POSITIONED  BRIDGE SHALL BE POSITIONED BRIDGE SHALL BE POSITIONED  SHALL BE POSITIONED SHALL BE POSITIONED  BE POSITIONED BE POSITIONED  POSITIONED POSITIONED SUCH THAT THE BOLT HEADS FACE THE DECK AND NUTS FACE AWAY FROM THE THE PUBLIC. 4.	CONCRETE: CONCRETE: 4.1.	ALL CONCRETE WORK SHALL BE IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD ALL CONCRETE WORK SHALL BE IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD  CONCRETE WORK SHALL BE IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD CONCRETE WORK SHALL BE IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD  WORK SHALL BE IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD WORK SHALL BE IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD  SHALL BE IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD SHALL BE IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD  BE IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD BE IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD  IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD  ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD  WITH SECTION 610 OF THE DELDOT STANDARD WITH SECTION 610 OF THE DELDOT STANDARD  SECTION 610 OF THE DELDOT STANDARD SECTION 610 OF THE DELDOT STANDARD  610 OF THE DELDOT STANDARD 610 OF THE DELDOT STANDARD  OF THE DELDOT STANDARD OF THE DELDOT STANDARD  THE DELDOT STANDARD THE DELDOT STANDARD  DELDOT STANDARD DELDOT STANDARD  STANDARD STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION (DATED AUGUST 2016) UNLESS OTHERWISE  FOR ROAD AND BRIDGE CONSTRUCTION (DATED AUGUST 2016) UNLESS OTHERWISE FOR ROAD AND BRIDGE CONSTRUCTION (DATED AUGUST 2016) UNLESS OTHERWISE  ROAD AND BRIDGE CONSTRUCTION (DATED AUGUST 2016) UNLESS OTHERWISE ROAD AND BRIDGE CONSTRUCTION (DATED AUGUST 2016) UNLESS OTHERWISE  AND BRIDGE CONSTRUCTION (DATED AUGUST 2016) UNLESS OTHERWISE AND BRIDGE CONSTRUCTION (DATED AUGUST 2016) UNLESS OTHERWISE  BRIDGE CONSTRUCTION (DATED AUGUST 2016) UNLESS OTHERWISE BRIDGE CONSTRUCTION (DATED AUGUST 2016) UNLESS OTHERWISE  CONSTRUCTION (DATED AUGUST 2016) UNLESS OTHERWISE CONSTRUCTION (DATED AUGUST 2016) UNLESS OTHERWISE  (DATED AUGUST 2016) UNLESS OTHERWISE (DATED AUGUST 2016) UNLESS OTHERWISE  AUGUST 2016) UNLESS OTHERWISE AUGUST 2016) UNLESS OTHERWISE  2016) UNLESS OTHERWISE 2016) UNLESS OTHERWISE  UNLESS OTHERWISE UNLESS OTHERWISE  OTHERWISE OTHERWISE NOTED. 4.2.	SUBMIT CONCRETE MIX DESIGNS FOR REVIEW AND APPROVAL PRIOR TO STARTING WORK.  ALL SUBMIT CONCRETE MIX DESIGNS FOR REVIEW AND APPROVAL PRIOR TO STARTING WORK.  ALL CONCRETE SHALL USE A DELDOT APPROVED MIX. 4.3.	CONCRETE FOR ABUTMENT FOOTING SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL CONCRETE FOR ABUTMENT FOOTING SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL  FOR ABUTMENT FOOTING SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL FOR ABUTMENT FOOTING SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL  ABUTMENT FOOTING SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL ABUTMENT FOOTING SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL  FOOTING SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL FOOTING SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL  SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL  BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL  DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL  CLASS A (f'c = 4,500 PSI) AND SHALL CLASS A (f'c = 4,500 PSI) AND SHALL  A (f'c = 4,500 PSI) AND SHALL A (f'c = 4,500 PSI) AND SHALL  (f'c = 4,500 PSI) AND SHALL (f'c = 4,500 PSI) AND SHALL  = 4,500 PSI) AND SHALL = 4,500 PSI) AND SHALL  4,500 PSI) AND SHALL 4,500 PSI) AND SHALL  PSI) AND SHALL PSI) AND SHALL  AND SHALL AND SHALL  SHALL SHALL CONFORM TO SECTION 610001 - PORTLAND CEMENT MASONRY, ABUTMENT FOOTING, CLASS A. 4.4.	CONCRETE FOR ABUTMENT STEM, AND RAMPS SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND CONCRETE FOR ABUTMENT STEM, AND RAMPS SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND  FOR ABUTMENT STEM, AND RAMPS SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND FOR ABUTMENT STEM, AND RAMPS SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND  ABUTMENT STEM, AND RAMPS SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND ABUTMENT STEM, AND RAMPS SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND  STEM, AND RAMPS SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND STEM, AND RAMPS SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND  AND RAMPS SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND AND RAMPS SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND  RAMPS SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND RAMPS SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND  SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND  BE DELDOT CLASS A (f'c = 4,500 PSI) AND BE DELDOT CLASS A (f'c = 4,500 PSI) AND  DELDOT CLASS A (f'c = 4,500 PSI) AND DELDOT CLASS A (f'c = 4,500 PSI) AND  CLASS A (f'c = 4,500 PSI) AND CLASS A (f'c = 4,500 PSI) AND  A (f'c = 4,500 PSI) AND A (f'c = 4,500 PSI) AND  (f'c = 4,500 PSI) AND (f'c = 4,500 PSI) AND  = 4,500 PSI) AND = 4,500 PSI) AND  4,500 PSI) AND 4,500 PSI) AND  PSI) AND PSI) AND  AND AND SHALL CONFORM TO SECTION 610004 - PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING,  CONFORM TO SECTION 610004 - PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING, CONFORM TO SECTION 610004 - PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING,  TO SECTION 610004 - PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING, TO SECTION 610004 - PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING,  SECTION 610004 - PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING, SECTION 610004 - PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING,  610004 - PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING, 610004 - PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING,  - PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING, - PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING,  PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING, PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING,  CEMENT MASONRY, ABUTMENT ABOVE FOOTING, CEMENT MASONRY, ABUTMENT ABOVE FOOTING,  MASONRY, ABUTMENT ABOVE FOOTING, MASONRY, ABUTMENT ABOVE FOOTING,  ABUTMENT ABOVE FOOTING, ABUTMENT ABOVE FOOTING,  ABOVE FOOTING, ABOVE FOOTING,  FOOTING, FOOTING, CLASS A.  4.5.	MINIMUM CONCRETE COVER FOR REBAR SHALL BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH, MINIMUM CONCRETE COVER FOR REBAR SHALL BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH,  CONCRETE COVER FOR REBAR SHALL BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH, CONCRETE COVER FOR REBAR SHALL BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH,  COVER FOR REBAR SHALL BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH, COVER FOR REBAR SHALL BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH,  FOR REBAR SHALL BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH, FOR REBAR SHALL BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH,  REBAR SHALL BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH, REBAR SHALL BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH,  SHALL BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH, SHALL BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH,  BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH, BE: 3" MINIMUM FOR SURFACES CAST AGAINST EARTH,  3" MINIMUM FOR SURFACES CAST AGAINST EARTH, 3" MINIMUM FOR SURFACES CAST AGAINST EARTH,  MINIMUM FOR SURFACES CAST AGAINST EARTH, MINIMUM FOR SURFACES CAST AGAINST EARTH,  FOR SURFACES CAST AGAINST EARTH, FOR SURFACES CAST AGAINST EARTH,  SURFACES CAST AGAINST EARTH, SURFACES CAST AGAINST EARTH,  CAST AGAINST EARTH, CAST AGAINST EARTH,  AGAINST EARTH, AGAINST EARTH,  EARTH, EARTH, AND 2" FOR ALL OTHER FIELD-FORMED SURFACES. 4.6.	CHAMFER ALL EXPOSED EDGES 1" UNLESS OTHERWISE NOTED. CHAMFER ALL EXPOSED EDGES 1" UNLESS OTHERWISE NOTED. 5.	CONTRACTOR SHALL PROVIDE DEWATERING SYSTEM AS NECESSARY FOR CONSTRUCTION OF BOAT RAMP CONTRACTOR SHALL PROVIDE DEWATERING SYSTEM AS NECESSARY FOR CONSTRUCTION OF BOAT RAMP  SHALL PROVIDE DEWATERING SYSTEM AS NECESSARY FOR CONSTRUCTION OF BOAT RAMP SHALL PROVIDE DEWATERING SYSTEM AS NECESSARY FOR CONSTRUCTION OF BOAT RAMP  PROVIDE DEWATERING SYSTEM AS NECESSARY FOR CONSTRUCTION OF BOAT RAMP PROVIDE DEWATERING SYSTEM AS NECESSARY FOR CONSTRUCTION OF BOAT RAMP  DEWATERING SYSTEM AS NECESSARY FOR CONSTRUCTION OF BOAT RAMP DEWATERING SYSTEM AS NECESSARY FOR CONSTRUCTION OF BOAT RAMP  SYSTEM AS NECESSARY FOR CONSTRUCTION OF BOAT RAMP SYSTEM AS NECESSARY FOR CONSTRUCTION OF BOAT RAMP  AS NECESSARY FOR CONSTRUCTION OF BOAT RAMP AS NECESSARY FOR CONSTRUCTION OF BOAT RAMP  NECESSARY FOR CONSTRUCTION OF BOAT RAMP NECESSARY FOR CONSTRUCTION OF BOAT RAMP  FOR CONSTRUCTION OF BOAT RAMP FOR CONSTRUCTION OF BOAT RAMP  CONSTRUCTION OF BOAT RAMP CONSTRUCTION OF BOAT RAMP  OF BOAT RAMP OF BOAT RAMP  BOAT RAMP BOAT RAMP  RAMP RAMP AND GANGWAYS.  CONTRACTOR SHALL OBTAIN ANY NECESSARY DEWATERING PERMITS.  DEWATERING  GANGWAYS.  CONTRACTOR SHALL OBTAIN ANY NECESSARY DEWATERING PERMITS.  DEWATERING GANGWAYS.  CONTRACTOR SHALL OBTAIN ANY NECESSARY DEWATERING PERMITS.  DEWATERING   CONTRACTOR SHALL OBTAIN ANY NECESSARY DEWATERING PERMITS.  DEWATERING  CONTRACTOR SHALL OBTAIN ANY NECESSARY DEWATERING PERMITS.  DEWATERING CONTRACTOR SHALL OBTAIN ANY NECESSARY DEWATERING PERMITS.  DEWATERING  SHALL OBTAIN ANY NECESSARY DEWATERING PERMITS.  DEWATERING SHALL OBTAIN ANY NECESSARY DEWATERING PERMITS.  DEWATERING  OBTAIN ANY NECESSARY DEWATERING PERMITS.  DEWATERING OBTAIN ANY NECESSARY DEWATERING PERMITS.  DEWATERING  ANY NECESSARY DEWATERING PERMITS.  DEWATERING ANY NECESSARY DEWATERING PERMITS.  DEWATERING  NECESSARY DEWATERING PERMITS.  DEWATERING NECESSARY DEWATERING PERMITS.  DEWATERING  DEWATERING PERMITS.  DEWATERING DEWATERING PERMITS.  DEWATERING  PERMITS.  DEWATERING PERMITS.  DEWATERING   DEWATERING  DEWATERING DEWATERING SYSTEM SHALL BE INCIDENTAL TO THE CONTRACT. 
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This drawing is the property of
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the exclusive use of its clients
at the location indicated.  No
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BOAT RAMP - PLAN AT FLOATING DOCK

BOAT RAMP - SHEET PILE ELEVATION

SHEET PILE CAP

BOAT RAMP TIMBER PILE DRIVING SCHEDULE
CONCRETE NOTES

COURTESY DOCK STEEL GUIDE PILE DRIVING SCHEDULE
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NOTES: : 1.	SURFACE OF CONCRETE BOAT RAMP TO INCLUDE CHEVRON V-GROOVE SURFACE OF CONCRETE BOAT RAMP TO INCLUDE CHEVRON V-GROOVE SURFACE TREATMENT.  V-GROOVES TO BE 1/2 INCH DEEP AND 1 INCH ON CENTER AT AN ANGLE OF 60  FROM THE RAMP CENTERLINE. o FROM THE RAMP CENTERLINE. 2.	SURFACE OF CONCRETE RAMP SECTION BENEATH FLOATING DOCK SURFACE OF CONCRETE RAMP SECTION BENEATH FLOATING DOCK SHALL BE BROOM FINISHED. 3.	SURFACE OF CONCRETE TRANSITION SLAB SHALL BE BROOM FINISHED. SURFACE OF CONCRETE TRANSITION SLAB SHALL BE BROOM FINISHED. 4.	TEMPORARY COFFERDAM NOT SHOWN FOR CLARITY.  REFER TO TEMPORARY COFFERDAM NOT SHOWN FOR CLARITY.  REFER TO EROSION AND SEDIMENT CONTROL PLANS FOR ADDITIONAL INFORMATION. 5.	STEEL GUIDE PILES TO BE 1/2 INCH WALL THICKNESS AND SHALL BE STEEL GUIDE PILES TO BE 1/2 INCH WALL THICKNESS AND SHALL BE HOT DIPPED GALVANIZED IN ACCORDANCE WITH ASTM A123 REQUIREMENTS. 5.1.	DIAMETER OF STEEL GUIDE PILES = 12" @ COURTESY DOCK DIAMETER OF STEEL GUIDE PILES = 12" @ COURTESY DOCK 5.2.	DIAMETER OF STEEL GUIDE PILES = 16" @ ENFORCEMENT DOCKDIAMETER OF STEEL GUIDE PILES = 16" @ ENFORCEMENT DOCK

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
G

AutoCAD SHX Text
H

AutoCAD SHX Text
4

AutoCAD SHX Text
J

AutoCAD SHX Text
2

AutoCAD SHX Text
C116

AutoCAD SHX Text
OPTIONAL CONSTRUCTION JOINT

AutoCAD SHX Text
MEAN HIGH WSE 2.86

AutoCAD SHX Text
MEAN LOW WSE -2.94

AutoCAD SHX Text
-20.0

AutoCAD SHX Text
-10.0

AutoCAD SHX Text
0.0

AutoCAD SHX Text
10.0

AutoCAD SHX Text
20.0

AutoCAD SHX Text
APPROX. FIRM SAND LINE  (CONTRACTOR TO VERIFY ELEVATION)

AutoCAD SHX Text
48'-0"

AutoCAD SHX Text
48'-0"

AutoCAD SHX Text
20'-0"

AutoCAD SHX Text
20'-0"

AutoCAD SHX Text
PZ27 SHEET PILES W/ GALVANIZED STEEL CAP (TYP)

AutoCAD SHX Text
PZ27 SHEET PILES

AutoCAD SHX Text
BOAT RAMP SLAB

AutoCAD SHX Text
DREDGE LINE ELEV. -5.93

AutoCAD SHX Text
ELEV. 4.17

AutoCAD SHX Text
ELEV. -20.18±

AutoCAD SHX Text
EXISTING MUD LINE

AutoCAD SHX Text
DREDGE LINE OUTSIDE OF BOAT RAMP

AutoCAD SHX Text
ELEV. -11.86±

AutoCAD SHX Text
SHEET PILE TIP ELEV. -25.00

AutoCAD SHX Text
SHEET PILE TIP ELEV. -30.50

AutoCAD SHX Text
CHAMFER EDGE OF CONCRETE 1" 

AutoCAD SHX Text
-25.0

AutoCAD SHX Text
-30.0

AutoCAD SHX Text
-35.0

AutoCAD SHX Text
-40.0

AutoCAD SHX Text
PZ27 SHEET PILES

AutoCAD SHX Text
PILE CAP: 2- L6X4X3/8, LLV, GALV. W/ TREATED SYP 2X12

AutoCAD SHX Text
NOTES: : 1.	PILE CAP TO BE SUPPLIED IN 10'-0" LONG PILE CAP TO BE SUPPLIED IN 10'-0" LONG MINIMUM LENGTHS, AND BUTT JOINTED AT SEAMS.

AutoCAD SHX Text
RAMP SIDE

AutoCAD SHX Text
RETAINED EARTH SIDE

AutoCAD SHX Text
1/2"  GALV. A307 BOLT W/2-NUTS & 2-WASHERS @ 3'-0" O.C. (SHIM AS REQ.)

AutoCAD SHX Text
GALV. 1/2"  CARRIAGE BOLT W/NUT & 2-WASHERS @ 36" O.C.

AutoCAD SHX Text
1/2 INCH A36 STEEL PLATE GALVANIZED PER A123 STANDARDS

AutoCAD SHX Text
12"  STEEL GUIDE PILEGALVANIZED PER A123 STANDARDS

AutoCAD SHX Text
G:\PROJECTS\155001.00 DNREC Fish and Wildlife\155001.03 (Design of Little Creek Boat Ramp)\CADD FILES\Sheets\Construction Plans\S102_StructureDetails.dwg, 1/2/2018 10:10 AM, 1/2/2018 10:10 AM1/2/2018 10:10 AM

AutoCAD SHX Text
PROJECT

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
CHK'D/DESIGNER

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
PROJECT NO.

AutoCAD SHX Text
SHEET TITLE

AutoCAD SHX Text
3/20/17	REVISED PER KENT COUNTY COMMENTS REVISED PER KENT COUNTY COMMENTS 6/22/17	60% DFM SUBMISSION 60% DFM SUBMISSION 9/4/17	REVISED PER DFW, DFM, DELDOT, & 	REVISED PER DFW, DFM, DELDOT, & 	KENT COUNTY COMMENTS 12/18/17	REVISED FOR FIXED FISHING PIER REVISED FOR FIXED FISHING PIER 1/2/18	REVISED PER KENT COUNTY COMMENTSREVISED PER KENT COUNTY COMMENTS

AutoCAD SHX Text
ADDENDUM

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
1

AutoCAD SHX Text
C116

AutoCAD SHX Text
SCALE: 1"= 10'-0"

AutoCAD SHX Text
2

AutoCAD SHX Text
C116

AutoCAD SHX Text
SCALE: 1"= 5'-0"

AutoCAD SHX Text
4

AutoCAD SHX Text
C116

AutoCAD SHX Text
SCALE: 1"= 1'-0"

AutoCAD SHX Text
ROW A B C D E F G H J

AutoCAD SHX Text
TOP ELEVATION -8.43 -5.61 -4.41 -3.21 -2.01 -0.81 +0.39 +1.59 +2.69

AutoCAD SHX Text
EST. TIP ELEVATION * -37.88 -36.67 -35.71 -34.74 -33.78 -32.82 -31.85 -30.89 -29.86

AutoCAD SHX Text
SIZE 12" 

AutoCAD SHX Text
1.	ALL EXPOSED CONCRETE PAD EDGES SHALL HAVE A 1" CHAMFER. ALL EXPOSED CONCRETE PAD EDGES SHALL HAVE A 1" CHAMFER. 2.	AN OPTIONAL TRANSVERSE CONSTRUCTION JOINT MAY BE PLACED AT THE MID-SPAN OF THE BOAT RAMP AS SHOWN. AN OPTIONAL TRANSVERSE CONSTRUCTION JOINT MAY BE PLACED AT THE MID-SPAN OF THE BOAT RAMP AS SHOWN. 3.	ALL CONCRETE WORK SHALL BE IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD SPECIFICATIONS FOR ROAD ALL CONCRETE WORK SHALL BE IN ACCORDANCE WITH SECTION 610 OF THE DELDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION (DATED AUGUST 2016) UNLESS OTHERWISE NOTED. 4.	SUBMIT CONCRETE MIX DESIGNS FOR REVIEW AND APPROVAL PRIOR TO STARTING WORK.  ALL CONCRETE SHALL USE A SUBMIT CONCRETE MIX DESIGNS FOR REVIEW AND APPROVAL PRIOR TO STARTING WORK.  ALL CONCRETE SHALL USE A DELDOT APPROVED MIX. 5.	CONCRETE DESIGN MIXES/STRENGTHS SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF f'c = 4,500 PSI. ALL CONCRETE CONCRETE DESIGN MIXES/STRENGTHS SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF f'c = 4,500 PSI. ALL CONCRETE SHALL CONTAIN A WATER-REDUCING ADMIXTURE. CALCIUM CHLORIDE IS PROHIBITED. 6.	CONCRETE FOR RAMP SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL CONFORM TO SECTION 610004 - CONCRETE FOR RAMP SHALL BE DELDOT CLASS A (f'c = 4,500 PSI) AND SHALL CONFORM TO SECTION 610004 - PORTLAND CEMENT MASONRY, ABUTMENT ABOVE FOOTING, CLASS A.  7.	WELDED WIRE FABRIC SHALL BE SMOOTH OR DEFORMED AND CONFORM TO ASTM A1064 AND BE A MINIMUM 6X6 - WELDED WIRE FABRIC SHALL BE SMOOTH OR DEFORMED AND CONFORM TO ASTM A1064 AND BE A MINIMUM 6X6 - W4.0XW4.0 ALL WELDED WIRE SHALL BE SPLICED SO THAT THE OVERLAP OF THE OUTERMOST CROSS WIRES OF EACH ADJOINING SHEET IS NOT LESS THAN THE SPACING OF THE CROSS WIRES PLUS TWO INCHES. 8.	UNLESS OTHERWISE SHOWN, CONCRETE COVER OVER REINFORCEMENT SHALL BE 1" FOR INTERIOR FACE OF WALLS NOT UNLESS OTHERWISE SHOWN, CONCRETE COVER OVER REINFORCEMENT SHALL BE 1" FOR INTERIOR FACE OF WALLS NOT EXPOSED TO EARTH, 2" FOR EXTERIOR FACE OF WALLS, 3" FOR FOOTINGS AND OTHER STRUCTURAL CONCRETE DEPOSITED AGAINST GROUND, 2" FOR CONCRETE PERMANENTLY EXPOSED TO EARTH OR WEATHER, AND 0.75" FOR SLABS. 9.	NO CONCRETE SHALL BE PLACED IN WATER OR ON FROZEN SUBGRADE. NO CONCRETE SHALL BE PLACED IN WATER OR ON FROZEN SUBGRADE. 10.	THE REQUIRED AIR CONTENT FOR ALL CONCRETE SHALL BETWEEN 3% AND 7%. THE REQUIRED AIR CONTENT FOR ALL CONCRETE SHALL BETWEEN 3% AND 7%. 11.	PROOF ROLL SUBGRADES FOR PAVED AREAS UNDER THE DIRECTION OF THE INSPECTION AGENCY. REMOVE ALL UNSUITABLE PROOF ROLL SUBGRADES FOR PAVED AREAS UNDER THE DIRECTION OF THE INSPECTION AGENCY. REMOVE ALL UNSUITABLE AREAS AND REPLACE WITH COMPACTED STRUCTURAL FILL MATERIALS. PLACE FILL IN 6" LIFTS AND COMPACT FILL TO AT LEAST 95% OF THE MAXIMUM DENSITY AS DETERMINED BY THE ASTM D1557 MODIFIED PROCTOR TEST. FILL MATERIAL SHALL BE SM OR BETTER AS CLASSIFIED PER ASTM D2487. 12.	CONCRETE SHALL BE POURED WITHIN 24 HOURS OF EXCAVATION UNLESS APPROVED BY THE ENGINEER. CONCRETE SHALL BE POURED WITHIN 24 HOURS OF EXCAVATION UNLESS APPROVED BY THE ENGINEER. 

AutoCAD SHX Text
ROW 4 & 5

AutoCAD SHX Text
TOP ELEVATION 12.00

AutoCAD SHX Text
EST. TIP ELEVATION ** -30.00

AutoCAD SHX Text
SIZE 12" 

AutoCAD SHX Text
3

AutoCAD SHX Text
C116

AutoCAD SHX Text
SCALE: 1"= 1'-0"

AutoCAD SHX Text
PILE NOTES: * 	PROVIDE MINIMUM OF 18 FEET EMBEDMENT IN FIRM SAND FOR BOAT RAMP TIMBER PILES. PROVIDE MINIMUM OF 18 FEET EMBEDMENT IN FIRM SAND FOR BOAT RAMP TIMBER PILES. **	PROVIDE MINIMUM OF 16 FEET OF EMBEDMENT IN FIRM SAND FOR COURTESY DOCK STEEL PROVIDE MINIMUM OF 16 FEET OF EMBEDMENT IN FIRM SAND FOR COURTESY DOCK STEEL GUIDE PILES. FIRM SAND SHALL BE THAT MATERIAL THAT CAN SUPPORT THE DEAD WEIGHT OF THE PILE OR SHEET PILE AND THE DRIVING HAMMER BEFORE DRIVING COMMENCES.



ELEVATION VIEW FOR ALUMINUM DECKED FULL FLOATING DOCK
NOT TO SCALE

SECTION A-A
NOT TO SCALE

ISOMETRIC VIEW OF ALUMINUM DECKED FULL  FLOATING DOCK
NOT TO SCALE

PLAN VIEW OF ALUMINUM DECKED FULL FLOATING DOCK
NOT TO SCALE

A

A

REINFORCED BOLTED DOCK CONNECTION
NOT TO SCALE

ALUMINUM CLEAT
NOT TO SCALE

FENCE POINT LAYOUT

NOT TO SCALE

CONSTRUCTION DETAILS

C117

This drawing is the property of
Century Engineering and is prepared for

the exclusive use of its clients
at the location indicated.  No

other use is authorized or intended.

AD
DR

ES
S:

41
34

 N
O

RT
H 

DU
PO

NT
 H

IG
HW

AY
DO

VE
R,

 D
E 

19
90

1
P:

 (3
02

) 7
34

-9
18

8 
 F

: (
30

2)
 7

34
-4

58
9

EM
AI

L:
ce

i@
ce

nt
ur

ye
ng

.c
om

W
EB

SI
TE

:
ww

w.
ce

nt
ur

ye
ng

.c
om

E
 N

 G
 I

 N
 E

 E
 R

 I
 N

 G
C

E
N

T
U

R
Y

C
O

N
S

U
L
T
I
N

G
 
E

N
G

I
N

E
E

R
S

 
 
 
 
 
 
S

U
R

V
E

Y
O

R
S

KENT COUNTY - FINAL
DESIGN
JANUARY 2ND, 2018

CO
NS

TR
UC

TI
ON

 PL
AN

S
FO

R

DE
LA

W
AR

E 
DI

VI
SI

ON
 O

F F
IS

H 
& 

W
IL

DL
IF

E
LI

TT
LE

 C
RE

EK
 B

OA
T 

RA
M

P
BA

YS
ID

E 
DR

IV
E 

(S
R9

, K
CR

17
)

LI
TT

LE
 C

RE
EK

 H
UN

DR
ED

, K
EN

T 
CO

UN
TY

, D
EL

AW
AR

E

DLD / MDS AES

155001.03

GANGWAY PLAN

GANGWAY SECTION

NOTES:

BICYCLE RACK LAYOUT DETAIL
 SCALE: 1" = 5'

GATE & LINE POST DETAIL
NOT TO SCALE

TYPICAL CORNER POST DETAIL
NOT TO SCALE

BIKE RACK NOTES:

UTILITY PAD FENCE LAYOUT DETAIL
 SCALE: 1" = 5'

AutoCAD SHX Text
LENGTH VARIES

AutoCAD SHX Text
8'

AutoCAD SHX Text
PT SOUTHERN PINE

AutoCAD SHX Text
FENDER

AutoCAD SHX Text
SIDE MOUNTED

AutoCAD SHX Text
TYPE-D VINYL BUMPER

AutoCAD SHX Text
8 5/8" ALUMINUM

AutoCAD SHX Text
DECKING (W/3/8" GAP

AutoCAD SHX Text
BETWEEN PLANKS

AutoCAD SHX Text
CHANNEL

AutoCAD SHX Text
CROSS MEMBER

AutoCAD SHX Text
FLOAT FRAME

AutoCAD SHX Text
TOP FRAME

AutoCAD SHX Text
ALUMINUM DECKING

AutoCAD SHX Text
W/NO GAP BETWEEN

AutoCAD SHX Text
PLANKS (TOP AND

AutoCAD SHX Text
BOTTOM OF FLOAT FRAME)

AutoCAD SHX Text
TUBE

AutoCAD SHX Text
STRINGER

AutoCAD SHX Text
WIDTH

AutoCAD SHX Text
SIDE MOUNTED

AutoCAD SHX Text
TYPE-D VINYL BUMPER

AutoCAD SHX Text
TUBE

AutoCAD SHX Text
STRINGER

AutoCAD SHX Text
CHANNEL

AutoCAD SHX Text
CROSS MEMBER

AutoCAD SHX Text
PT SOUTHERN PINE FENDER

AutoCAD SHX Text
FULL FLOAT FRAME

AutoCAD SHX Text
STRINGER

AutoCAD SHX Text
SOLID POLYURETHANE

AutoCAD SHX Text
FOAM CORE

AutoCAD SHX Text
TOP FRAME

AutoCAD SHX Text
GUSSET PLATE TO FLOAT

AutoCAD SHX Text
AT EACH CROSS MEMBER

AutoCAD SHX Text
LENGTH

AutoCAD SHX Text
GUSSET PLATE TO FLOAT

AutoCAD SHX Text
AT EACH CROSS MEMBER

AutoCAD SHX Text
FLOAT FRAME

AutoCAD SHX Text
W/POLYURETHANE SOLID

AutoCAD SHX Text
FOAM CORE

AutoCAD SHX Text
TOP FRAME

AutoCAD SHX Text
TOP OR SIDE

AutoCAD SHX Text
MOUNTED VINYL BUMPER

AutoCAD SHX Text
PT SOUTHERN PINE FENDER

AutoCAD SHX Text
6" X 6" ANGLE W/CENTER

AutoCAD SHX Text
GUSSET PLATE TO FLOAT

AutoCAD SHX Text
CENTERED AT EACH END

AutoCAD SHX Text
1/4" BACKING

AutoCAD SHX Text
PLATE ON EACH

AutoCAD SHX Text
SIDE ON JOINT

AutoCAD SHX Text
5/8"

AutoCAD SHX Text
 

AutoCAD SHX Text
BOLTS

AutoCAD SHX Text
W/ NUTS AND

AutoCAD SHX Text
WASHERS

AutoCAD SHX Text
TYPICAL DOCK

AutoCAD SHX Text
SECTION

AutoCAD SHX Text
TYPICAL DOCK

AutoCAD SHX Text
SECTION

AutoCAD SHX Text
DOCKS MATED AND

AutoCAD SHX Text
PRE-DRILLED IN SHOP

AutoCAD SHX Text
12"

AutoCAD SHX Text
3 "14"

AutoCAD SHX Text
*  CLEAT TO BE FILLET WELDED

AutoCAD SHX Text
3"

AutoCAD SHX Text
2 " SCHEDULE 40 12" SCHEDULE 40 TOP RAIL 

AutoCAD SHX Text
3"x3" TUBE VERTICAL (TYP)

AutoCAD SHX Text
MID RAIL

AutoCAD SHX Text
2"x2" TUBE DIAGONAL (TYP)

AutoCAD SHX Text
5" E-CHANNEL SIDE MEMBER

AutoCAD SHX Text
SHORE SIDE HINGE

AutoCAD SHX Text
5" E-CHANNEL SIDE/END MEMBER (TYP)

AutoCAD SHX Text
3"x3" TUBE CROSS MEMBER (TYP)

AutoCAD SHX Text
58" ALUMINUM DECKING (TYP)

AutoCAD SHX Text
24" TREAD PLATE

AutoCAD SHX Text
SHORE SIDE HINGE

AutoCAD SHX Text
24" TREADPLATE

AutoCAD SHX Text
(2) 12"x36" WEAR PLATES

AutoCAD SHX Text
(2) UHMW ROLLER ASSEMBLIES

AutoCAD SHX Text
TOE RAIL

AutoCAD SHX Text
GRAB RAIL

AutoCAD SHX Text
2 " SCHD 40  12" SCHD 40  TOP RAIL (TYP)

AutoCAD SHX Text
3"x3" TUBE POST (TYP)

AutoCAD SHX Text
MID RAILS (TYP)

AutoCAD SHX Text
8 " ALUM DECKING58" ALUM DECKING

AutoCAD SHX Text
3"x3" TUBE CROSS MEMBER 

AutoCAD SHX Text
5" E-CHANNEL SIDE MEMBER (TYP) 

AutoCAD SHX Text
GRAB RAIL

AutoCAD SHX Text
TOE RAILS (TYP)

AutoCAD SHX Text
ADA COMPLIANT

AutoCAD SHX Text
PROJECT

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
CHK'D/DESIGNER

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
PROJECT NO.

AutoCAD SHX Text
SHEET TITLE

AutoCAD SHX Text
3/20/17	REVISED PER KENT COUNTY COMMENTS REVISED PER KENT COUNTY COMMENTS 6/22/17	60% DFM SUBMISSION 60% DFM SUBMISSION 9/4/17	REVISED PER DFW, DFM, DELDOT, & 	REVISED PER DFW, DFM, DELDOT, & 	KENT COUNTY COMMENTS 12/18/17	REVISED FOR FIXED FISHING PIER REVISED FOR FIXED FISHING PIER 1/2/18	REVISED PER KENT COUNTY COMMENTSREVISED PER KENT COUNTY COMMENTS

AutoCAD SHX Text
ADDENDUM

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
SCALE: 1/4"=1'-0"

AutoCAD SHX Text
SCALE: 1/2"=1'-0"

AutoCAD SHX Text
1.	ALL STRUCTURAL ALUMINUM IS ALLOY 6061-T6, MILL FINISH. ALL STRUCTURAL ALUMINUM IS ALLOY 6061-T6, MILL FINISH. 2.	ALL WELDED FABRICATION IN ACCORDANCE WITH AWS D1.2, UNLESS NOTED ALL WELDED FABRICATION IN ACCORDANCE WITH AWS D1.2, UNLESS NOTED OTHERWISE. FILLER METAL TO BE 5356 SERIES WIRE. 3.	ALL GANGWAYS, FLOATING DOCKS, HANDRAILS, AND ANCILLARY ITEMS TO BE ALL GANGWAYS, FLOATING DOCKS, HANDRAILS, AND ANCILLARY ITEMS TO BE HANDRAILS, AND ANCILLARY ITEMS TO BE PROVIDED BY OWNER AND INSTALLED BY THE CONTRACTOR PER MANUFACTURERS' SPECIFICATION AND RECOMMENDATIONS..

AutoCAD SHX Text
PROPOSED 8-BIKE CAPACITY LIGHTNING BOLT STYLE, DOUBLE-SIDED POST BIKE RACK. INSTALLATION SHALL BE BOLTED SURFACE MOUNT. SELECTION AND FINISH COATING TO BE CONFIRMED WITH OWNER PRIOR TO PURCHASING.  EXAMPLE MODELS INCLUDE: SCH ENTERPRISES, LLC (LR-XP 8) OR APPROVAL EQUAL.

AutoCAD SHX Text
PROPOSED BIKE RACK LOCATION, SEE DETAIL THIS SHEET FOR  SAMPLE RACK CONFIGURATION

AutoCAD SHX Text
DROP BAR

AutoCAD SHX Text
2'-6"

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
6'-0"

AutoCAD SHX Text
6'-0"

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
6" MIN. GABC

AutoCAD SHX Text
COMPACTED SUB-GRADE

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
10'-0" MAX

AutoCAD SHX Text
CENTER STOP

AutoCAD SHX Text
1'-6"

AutoCAD SHX Text
1'-6"

AutoCAD SHX Text
FOR DRAINAGE

AutoCAD SHX Text
SLOPE TOPS

AutoCAD SHX Text
CORNER POST

AutoCAD SHX Text
(TYP.)

AutoCAD SHX Text
4" GATE POST

AutoCAD SHX Text
4" GATE POST

AutoCAD SHX Text
4'-0"

AutoCAD SHX Text
2.875" O.D. LINE POST

AutoCAD SHX Text
2.875" O.D. CORNER POST

AutoCAD SHX Text
MINIMUM

AutoCAD SHX Text
8'-0"

AutoCAD SHX Text
3'-0"

AutoCAD SHX Text
1'-6"

AutoCAD SHX Text
2.875" O.D. LINE POST

AutoCAD SHX Text
4'-0"

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
316" x  "  34"  STRETCHER BAR

AutoCAD SHX Text
1.66" O.D. LONGITUDINAL PIPE

AutoCAD SHX Text
DOUBLE #13 GA TIE  WIRES @ 2'-0" C/C. TYPICAL ON EACH LONGITUDINAL RAIL.

AutoCAD SHX Text
1" x  " BRACE W/ 18" BRACE W/ 38" x 1 " CARRIAGE 14" CARRIAGE BOLT AND NUT, TYP.

AutoCAD SHX Text
2" - 9 GAUGE CHAIN LINK FENCE SCREEN, TYP.

AutoCAD SHX Text
CAP, TYP. ALL POSTS

AutoCAD SHX Text
1.66" O.D. LONGITUDINAL PIPE

AutoCAD SHX Text
DOUBLE #13 TIE



STOP

NOTE:

TYPICAL STOP SIGN DETAIL
 NOT TO SCALE

TELESCOPING STEEL SIGN POST BREAK AWAY ASSEMBLY
NOT TO SCALE

NOT TO SCALE

CONSTRUCTION DETAILS

C118

This drawing is the property of
Century Engineering and is prepared for

the exclusive use of its clients
at the location indicated.  No

other use is authorized or intended.

AD
DR

ES
S:

41
34

 N
O

RT
H 

DU
PO

NT
 H

IG
HW

AY
DO

VE
R,

 D
E 

19
90

1
P:

 (3
02

) 7
34

-9
18

8 
 F

: (
30

2)
 7

34
-4

58
9

EM
AI

L:
ce

i@
ce

nt
ur

ye
ng

.c
om

W
EB

SI
TE

:
ww

w.
ce

nt
ur

ye
ng

.c
om

E
 N

 G
 I

 N
 E

 E
 R

 I
 N

 G
C

E
N

T
U

R
Y

C
O

N
S

U
L
T
I
N

G
 
E

N
G

I
N

E
E

R
S

 
 
 
 
 
 
S

U
R

V
E

Y
O

R
S

KENT COUNTY - FINAL
DESIGN
JANUARY 2ND, 2018

CO
NS

TR
UC

TI
ON

 PL
AN

S
FO

R

DE
LA

W
AR

E 
DI

VI
SI

ON
 O

F F
IS

H 
& 

W
IL

DL
IF

E
LI

TT
LE

 C
RE

EK
 B

OA
T 

RA
M

P
BA

YS
ID

E 
DR

IV
E 

(S
R9

, K
CR

17
)

LI
TT

LE
 C

RE
EK

 H
UN

DR
ED

, K
EN

T 
CO

UN
TY

, D
EL

AW
AR

E

DLD / MDS AES

155001.03

ANCHORED PIPE BOLLARD DETAIL
NOT TO SCALE

TYPICAL SIDEWALK DETAIL
NOT TO SCALE

REMOVABLE PIPE BOLLARD DETAIL
NOT TO SCALE

UTILITY PANEL
SCALE: 1" = 2'

AutoCAD SHX Text
NOT LESS THAN 7'

AutoCAD SHX Text
NOT LESS THAN 7'

AutoCAD SHX Text
3'

AutoCAD SHX Text
3'

AutoCAD SHX Text
IF NO CURB, 4' FROM EDGE OF PAVEMENT.

AutoCAD SHX Text
SIGN TO BE INSTALLED ON BREAKAWAY POST

AutoCAD SHX Text
DESIGN, FABRICATION AND INSTALLATION OF ALL PERMANENT SIGNING SHALL BE AS OUTLINED IN THE 'GUIDE FOR FABRICATION AND INSTALLATION OF TRAFFIC CONTROL DEVICES' LATEST EDITION.

AutoCAD SHX Text
P.C.C. CURB

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
2  " SQUARE TUBING14" SQUARE TUBING

AutoCAD SHX Text
2  " SQUARE TUBING12" SQUARE TUBING

AutoCAD SHX Text
2" SQUARE TUBING

AutoCAD SHX Text
NOTES:  1.	SQUARE TUBES ARE TO BE FORMED FROM GALVANIZED SHEET STRUCTURAL (PHYSICAL) QUALITY, ASTM A 446, GRADE A,  SQUARE TUBES ARE TO BE FORMED FROM GALVANIZED SHEET STRUCTURAL (PHYSICAL) QUALITY, ASTM A 446, GRADE A,  COATING   DESIGNATION G 90, REGULAR SPANGLE, OR HOT ROLLED CARBON SHEET   STEEL STRUCTURAL (PHYSICAL) QUALITY, ASTM A 570, GRADE 33.  A. 	NOMINAL OUTSIDE DIMENSION, (INCHES):   NOMINAL OUTSIDE DIMENSION, (INCHES):   2 X 2  2 1/4 X 2 1/4   2 1/2 X 2 1/2   B. 	ALL FOUR SIDES ARE TO HAVE EVENLY SPACED 7/16" DIAMETER HOLES ON  1" ALL FOUR SIDES ARE TO HAVE EVENLY SPACED 7/16" DIAMETER HOLES ON  1" CENTERS THE ENTIRE LENGTH OF THE TUBE.  C. 	TOLERANCE ON HOLE SIZE IS   1/64". TOLERANCE ON HOLE SPACING IS   1/8"   TOLERANCE ON HOLE SIZE IS ± 1/64". TOLERANCE ON HOLE SPACING IS ± 1/8"IN 20 FEET.  D. 	STANDARD CORNER RADIUS SHALL BE  5/32"   1/64".  STANDARD CORNER RADIUS SHALL BE  5/32" ± 1/64".E. 	THE FASTENERS TO BE SUPPLIED UNDER THIS SPECIFICATION SHALL BE  5/16" GRADE 5 THE FASTENERS TO BE SUPPLIED UNDER THIS SPECIFICATION SHALL BE  5/16" GRADE 5 UNC CORNER BOLTS WITH CADMIUM OR ZINC PLATING, INSTALLATION OF SIGNS SHALL BE WITH 3/8" X 2.5" BOLT WITH LOCKNUT AND WASHER.    2.	REGULATORY SIGNS WIDER THAN 30" SHALL BE MOUNTED ON TWO POSTS.  WHEN MORE THAN ONE REGULATORY SIGN IS TO REGULATORY SIGNS WIDER THAN 30" SHALL BE MOUNTED ON TWO POSTS.  WHEN MORE THAN ONE REGULATORY SIGN IS TO BE INSTALLED ON THE SAME POST ASSEMBLY, THE MOUNTING HOLES SHALL BE DRILLED IN THE FIELD AS THE ASSEMBLY IS BEING CONSTRUCTED. 

AutoCAD SHX Text
SQUARE POST SHALL NOT BE LESS  THAN 2" X 2" WITH A WALL  THICKNESS OF 0.1092".

AutoCAD SHX Text
6:1 MAX

AutoCAD SHX Text
6:1 MAX

AutoCAD SHX Text
50:1 MAX.

AutoCAD SHX Text
NOTES: 1.	MARK IN 5' SQUARES, USE CORK EXPANSION JOINTS AT INTERVALS NOT MARK IN 5' SQUARES, USE CORK EXPANSION JOINTS AT INTERVALS NOT GREATER THAN 15'. 2.	CONCRETE SIDEWALKS SHALL BE CONSTRUCTED AS PER DELDOT CONCRETE SIDEWALKS SHALL BE CONSTRUCTED AS PER DELDOT SPECIFICATIONS. 3.	CROSS SLOPE OF SIDEWALK SHALL BE 1% MIN., 2% MAX. LONGITUDINAL CROSS SLOPE OF SIDEWALK SHALL BE 1% MIN., 2% MAX. LONGITUDINAL SLOPE AS SHOWN ON PLANS.

AutoCAD SHX Text
6:1 MAX

AutoCAD SHX Text
6:1 MAX

AutoCAD SHX Text
PROOF ROLLED AND COMPACTED SUBGRADE TO 95% OF ASTM D1557

AutoCAD SHX Text
4" GRADED AGGREGATE BASE COURSE, TYPE B (SEE NOTE 4)

AutoCAD SHX Text
P.C.C. SIDEWALK, 4 INCHES THICK (SEE NOTE 4)

AutoCAD SHX Text
SECTION

AutoCAD SHX Text
PLAN VIEW

AutoCAD SHX Text
4 3/4" O.D. POLYETHYLENE THERMOPLASTIC BOLLARD SLEEVE OVER 4" SCH. 40 PVC PIPE.

AutoCAD SHX Text
7/8"  HOLE THRU STEEL & PLASTIC

AutoCAD SHX Text
3/4"  X 8" ROUND BAR W/ 3/4" GRADE 8 USSFLAT WASHER WELDED TO END. DRILL 3/8" HOLE TO ACCEPT PADLOCK.

AutoCAD SHX Text
5" SCH. 40 STEEL PIPE

AutoCAD SHX Text
WELD 3/4"X13" REBAR

AutoCAD SHX Text
3/4"  HOLE THRU STEEL PIPE

AutoCAD SHX Text
4" SCH. 40 PVC PIPE.  ATTACH BOLLARD SLEEVE WITH 8 STAINLESS STEEL SELF TAPPING SCREWS PLACED IN GROUPS OF 2 AT 90 DEGREES TO EACH OTHER.

AutoCAD SHX Text
METER SIDE

AutoCAD SHX Text
TO EQUIPMENT

AutoCAD SHX Text
TO TRANSFORMER

AutoCAD SHX Text
SIDE VIEW

AutoCAD SHX Text
PROJECT

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
CHK'D/DESIGNER

AutoCAD SHX Text
SHEET NO.

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
PROJECT NO.

AutoCAD SHX Text
SHEET TITLE

AutoCAD SHX Text
3/20/17	REVISED PER KENT COUNTY COMMENTS REVISED PER KENT COUNTY COMMENTS 6/22/17	60% DFM SUBMISSION 60% DFM SUBMISSION 9/4/17	REVISED PER DFW, DFM, DELDOT, & 	REVISED PER DFW, DFM, DELDOT, & 	KENT COUNTY COMMENTS 12/18/17	REVISED FOR FIXED FISHING PIER REVISED FOR FIXED FISHING PIER 1/2/18	REVISED PER KENT COUNTY COMMENTSREVISED PER KENT COUNTY COMMENTS

AutoCAD SHX Text
ADDENDUM

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
CROWN TOP TO PROMOTE DRAINAGE

AutoCAD SHX Text
6" DIAMETER SCHEDULE 40 STEEL PIPE BOLLARD. FILL SOLID WITH CONCRETE. COVER WITH 0.25" NOMINAL WALL THICKNESS HDPE HEAVY-DUTY YELLOW SLEEVE.
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