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 SITE DATA
-------------------------------------------------------

1. DNREC SEDIMENT & STORMWATER PROGRAM #__________

2. REVIEW AGENCY: DNREC SEDIMENT & STORMWATER PROGRAM
89 KINGS HIGHWAY
DOVER, DE 19901
302-739-9921

OWNER ADDRESS:                                  STATE OF DELAWARE OMB/DFM
                                 ATTN: JOHN DUNHAM

                                                                   540 S. DUPONT HWY, SUITE 1
DOVER, DE 19901
(302) 744-1185

3. PROPERTY ADDRESS: 2311 MACARTHUR DRIVE
NEW CASTLE, DE 19720

4. TAX PARCEL NUMBER: 10-018.00-006 L0042

5. LOT SIZE: 9.88 ± ACRES

6. DEED REFERENCE: MF#201608160041105

7. ZONING: I (INDUSTRIAL)

8. LOTS: EXISTING: 1   PROPOSED: 1

9. DATUM: VERTICAL - NAVD 88
HORIZONTAL - NAVD 83

10. BENCHMARK: MAG NAIL SET#2
LATITUDE / LONGITUDE: N: 615736.5452'; E: 600276.3425';

ELEV: 6.73'

11. LIMIT OF DISTURBANCE: 0.30 ± ACRE

12. PROPOSED CONDITION: REPLACEMENT OF FAILING CONCRETE & ASPHALT

13. DISCHARGE POINT: EXISTING ONSITE STORM SEWER SYSTEM

14. SOIL TYPE: Up-URBAN

NOTES:

1. THE PURPOSE OF THIS PLAN REMOVE AND REPLACE THE DETERIORATING PAVED SURFACES AROUND THE
NEW CASTLE COUNTY FIRE MARSHAL PROPERTY.

2. THE TOPOGRAPHY DEPICTED ON THIS PLAN IS TAKEN FROM THE SURVEY CONDUCTED BY

TRANSITION ENGINEERING SURVEYING, ENTITLED "DELAWARE FIRE SERVICE CENTER; N.C.C.

STATE FIRE MARSHAL'S OFFICE - FIRE SCHOOL," DATE SEPTEMBER 16, 2016.  A BOUNDARY SURVEY

WAS NOT CONDUCTED.

SEDIMENT AND STORMWATER CONSTRUCTION NOTES:

LIMIT OF DISTURBANCE = 0.4 AC±

1. THE DNREC SEDIMENT AND STORMWATER MANAGEMENT PROGRAM MUST BE NOTIFIED IN WRITING
FIVE (5) DAYS PRIOR TO COMMENCING WITH CONSTRUCTION.  FAILURE TO DO SO CONSTITUTES A
VIOLATION OF THE APPROVED SEDIMENT AND STORMWATER MANAGEMENT PLAN.

2. REVIEW AND OR APPROVAL OF THE SEDIMENT AND STORMWATER MANAGEMENT PLAN SHALL NOT
RELIEVE THE CONTRACTOR FROM HIS OR HER RESPONSIBILITIES FOR COMPLIANCE WITH THE
REQUIREMENTS OF THE SEDIMENT AND STORMWATER REGULATIONS, NOR SHALL IT RELIEVE THE
CONTRACTOR FROM ERRORS OR OMISSIONS IN THE APPROVED PLAN.

3. IF THE APPROVED PLAN NEEDS TO BE MODIFIED, ADDITIONAL SEDIMENT AND STORMWATER CONTROL
MEASURES MAY BE REQUIRED AS DEEMED NECESSARY BY DNREC.

4. FOLLOWING SOIL DISTURBANCE OR REDISTURBANCE, PERMANENT OR TEMPORARY STABILIZATION
SHALL BE COMPLETED FOR ALL PERIMETER SEDIMENT CONTROLS, SOIL STOCKPILES, AND ALL OTHER
DISTURBED OR GRADED AREAS ON THE PROJECT SITE WITHIN 14 CALENDAR DAYS UNLESS MORE
RESTRICTIVE FEDERAL REQUIREMENTS APPLY.

5. ALL EROSION AND SEDIMENT CONTROL PRACTICES SHALL COMPLY WITH THE DELAWARE EROSION
AND SEDIMENT CONTROL HANDBOOK, LATEST EDITION.

6. AT ANY TIME A DEWATERING OPERATION IS USED, IT SHALL BE PREVIOUSLY APPROVED BY THE
AGENCY CONSTRUCTION SITE REVIEWER FOR A NON-EROSIVE POINT OF DISCHARGE, AND A
DEWATERING PERMIT SHALL BE APPROVED BY THE DNREC WELL PERMITTING BRANCH.

7. APPROVED PLANS REMAIN VALID FOR 5 YEARS FROM THE DATE OF APPROVAL.
8. POST CONSTRUCTION VERIFICATION DRAWINGS ARE TO BE SUBMITTED TO THE DISTRICT WITHIN

60-DAYS OF STORMWATER MANAGEMENT FACILITY COMPLETION.
9. APPROVAL OF A SEDIMENT AND STORMWATER PLAN DOES NOT GRANT OR IMPLY A RIGHT TO

DISCHARGE STORMWATER RUNOFF. THE OWNER/DEVELOPER IS RESPONSIBLE FOR ACQUIRING ANY
AND ALL AGREEMENTS, EASEMENTS, ETC., NECESSARY TO COMPLY WITH STATE DRAINAGE AND OTHER
APPLICABLE LAWS.

10. THE OWNER SHALL BE FAMILIAR WITH AND COMPLY WITH ALL ASPECTS OF THE NPDES CONSTRUCTION
GENERAL PERMIT ASSOCIATED WITH THE PROJECT, INCLUDING, BUT NOT LIMITED TO, PERFORMING
WEEKLY SITE INSPECTIONS DURING CONSTRUCTION AND AFTER RAIN EVENTS, AND MAINTAINING
WRITTEN LOGS OF THESE INSPECTIONS.

11. BEFORE ANY EARTHWORK OR EXCAVATION TAKES PLACE, THE CONTRACTOR SHALL CALL MISS UTILITY
AT 811 OR 1.800.282.8555 AT LEAST 48 HOURS PRIOR TO CONSTRUCTION, TO HAVE ALL EXISTING
UTILITIES MARKED ONSITE.

12. THE CONTRACTOR SHALL AT ALL TIMES PROTECT AGAINST SEDIMENT OF DEBRIS LADEN RUNOFF OR
WIND FROM LEAVING THE SIDE.  PERIMETER CONTROLS SHALL BE CHECKED DAILY AND ADJUSTED
AND/OR REPAIRED TO FULLY CONTAIN AND CONTROL SEDIMENT FROM LEAVING THE SITE.
ACCUMULATED SEDIMENT SHALL BE REMOVED WHEN IT HAS REACHED HALF OF THE EFFECTIVE
CAPACITY OF THE CONTROL.  IN ADDITION, THE CONTRACTOR MAY NEED TO ADJUST OR ALTER
MEASURES IN TIMES OF ADVERSE WEATHER CONDITIONS, OR AS DIRECTED BY THE AGENCY SITE
REVIEWER.

13. BEST AVAILABLE TECHNOLOGY (BAT) SHALL BE EMPLOYED TO MANAGE TURBID DISCHARGES IN
ACCORDANCE WITH REQUIREMENTS OF 7.  DEL C. CH 60, REGULATIONS GOVERNING THE
CONTROL OF WATER POLLUTION , SECTION 9.1.02, KNOWN AS SPECIAL CONDITIONS FOR
STORMWATER DISCHARGES ASSOCIATED WITH CONSTRUCTION ACTIVITIES AND DEPARTMENT
POLICIES, PROCEDURES, AND GUIDANCE.

14. DOCUMENTATION OF SOIL TESTING AND MATERIALS USED FOR TEMPORARY OR PERMANENT
STABILIZATION INCLUDING BUT NOT LIMITED TO SOIL TEST RESULTS, SEED TAGS, SOIL AMENDMENT
TAGS, ETC, SHALL BE PROVIDED TO THE DEPARTMENT OR DELEGATED AGENCY TO VERIFY THAT THE
PERMANENT OR TEMPORARY STABILIZATION HAS BEEN COMPLETED IN ACCORDANCE WITH THE
APPROVED PLAN AND THE STANDARDS AND SPECIFICATIONS OF THE DELAWARE EROSION AND
SEDIMENT CONTROL HANDBOOK , LATEST EDITION.  THE DEPARTMENT OF THE DELEGATED AGENCY
SHALL HAVE THE DISCRETION TO REQUIRE ADDITIONAL SOIL TESTING AND REAPPLICATION OF
PERMANENT OR TEMPORARY STABILIZATION IN ACCORDANCE WITH THE SPECIFICATION PROVIDED
WITHIN THE DELAWARE EROSION AND SEDIMENT CONTROL HANDBOOK, LATEST EDITION.

OWNER'S CERTIFICATION:

“I, THE UNDERSIGNED, CERTIFY THAT ALL LAND CLEARING, CONSTRUCTION AND DEVELOPMENT SHALL BE DONE
PURSUANT TO THE APPROVED PLAN AND THAT RESPONSIBLE PERSONNEL (I.E., BLUE CARD HOLDER) INVOLVED IN THE
LAND DISTURBANCE WILL HAVE A CERTIFICATION OF TRAINING PRIOR TO INITIATION OF THE PROJECT, AT A DNREC
SPONSORED OR APPROVED TRAINING COURSE FOR THE CONTROL OF EROSION AND SEDIMENT DURING CONSTRUCTION.
IN ADDITION, I GRANT THE DNREC SEDIMENT AND STORMWATER PROGRAM AND/OR THE RELEVANT DELEGATED
AGENCY THE RIGHT TO CONDUCT ON-SITE REVIEWS, AND I UNDERSTAND MY RESPONSIBILITIES UNDER THE NPDES
CONSTRUCTION GENERAL PERMIT, AS REFERENCED ON THIS COVERSHEET.”

__________________________________________________________________________________________________________________
OWNER'S REPRESENTATIVE:  DATE
STATE OF DELAWARE

SITE DESIGNER CERTIFICATION:

I HEREBY CERTIFY THAT THIS PLAN HAS BEEN PREPARED UNDER MY SUPERVISION AND TO THE BEST
OF MY KNOWLEDGE COMPLIES WITH THE APPLICABLE STATE AND LOCAL REGULATIONS AND
ORDINANCES.

____________________________________________________________________________________
WILLIAM J. MATHER, P.E. DATE
REGISTRATION# 10817
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PLAN VIEW:  EX. CONDITIONS / DEMOLITION - AREA A1

SCALE:  1" = 10'

PLAN VIEW:  GRADING / RESTORATION - AREA A1

SCALE:  1" = 10'

PLAN VIEW:  EX. CONDITIONS / DEMOLITION - AREA A2

SCALE:  1" = 5'

PLAN VIEW:  EX. CONDITIONS / DEMOLITION - AREA A2

SCALE:  1" = 5'

PLAN VIEW:  SAND FILTERS

SCALE:  1" =10'
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PLAN VIEW:  EX. CONDITIONS / DEMOLITION - AREA B

SCALE:  1" = 10'

DETAIL:  SIDEWALK / CURB GRADING

SCALE:  1" = 2'

SEE GRADING

DETAIL A THIS

SHEET

SEE GRADING

DETAIL B THIS

SHEET

FL=FLUSH CURB

VC = VERTICAL CURB

TR = TRANSITION CURB

TC = TOP OF CURB GRADE

BC = BOTTOM OF CURB GRADE

PLAN VIEW:  GRADING / RESTORATION - AREA B

SCALE:  1" = 10'

GRADING DETAIL "A"

GRADING DETAIL "B"

DETAIL:  SIDEWALK / CURB GRADING

SCALE:  1" = 2'
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PLAN VIEW:  EX. CONDITIONS / DEMOLITION - AREA C

SCALE:  1" = 5'

PLAN VIEW:  GRADING / RESTORATION - AREA C
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PLAN VIEW:  EX. CONDITIONS / DEMOLITION - AREA D

SCALE:  1" = 10'

PLAN VIEW:  GRADING / RESTORATION - AREA D

SCALE:  1" = 10'

PLAN VIEW:  NEW 30'x30' CONCETE PAD - ADD ALT. 1

SCALE:  1" = 10'

NOTE:

1. EXACT LOCATION OF CONCRETE PAD TO BE COORDINATED WITH OWNERS REPRESENTATIVE.

2. GRADE PAD AT 1% CROSS SLOPE;    GRADE TO LOW SIDE OF ADJACENT GRADE.

PLAN VIEW:  SAND FILTER - AREA E

SCALE:  1" = 10'
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1 FT

EX EDGE OF

PAVEMENT

A.S.T.M. A-82

WIRE MESH: 64 LB/ 100 S.F.

#2 WIRE (0.2625" DIA.) 6" O.C. LONGITUDINAL

#4 WIRE (0.2253" DIA.) 12" O.C. TRANSVERSE

(HINGED MATS MAY BE USED)

2 FT

 TRANSITION

SAND FILTER MAINTENANCE:

1. ALL SAND FILTERS ON SITE TO BE CLEANED AS PART OF THIS PROJECT.

2. CONTRACTOR TO VERIFY NUMBER, SIZE AND DIMENSIONS PRIOR TO BID.

3. EACH FILTER TO BE PUMPED OUT IF WATER IS PRESENT.

4. ALL DEBRIS SHALL BE REMOVED AND LEGALLY DISPOSED OFF, OFF SITE.

5. REMOVE ALL SAND AND LEGALLY DISPOSE OFF, OFF SITE.

6. INSPECT ALL WEIRS AND OUTLET PIPES, CLEAR ANY BLOCKAGES FOUND.

7. REPLACE SAND TO DEPTH FOUND.

6.  LOCATE CONSTRUCTION JOINTS EVERY 10 FEET, EXPANSION JOINTS EVERY 20 FEET.  EXPANSION MATERIAL IS NOT PERMISSIBLE WITHIN ADA RAMPS.

NOT FOR BIDDING




