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ABBREVIATIONS

GENERAL NOTES APPLICABLE CODES

ACT ACOUSTICAL CEILING TILE

AFF ABOVE FINISHED FLOOR

ALT ALTERNATE

ALUM ALUMINUM

ANS| AMERICAN NATIONAL STANDARDS INSTITUTE
ARCH ARCHITECTURAL, ARCHITECT
ASTM AMERICAN SOCIETY FOR TESTING AND MATERIALS
BD BOARD

BL BASE LINE

BLDG BUILDING

BM BEAM

BOT BOTTOM

BR& BEARING

BUR BUILT UP ROOF

cd CONTROL JOINT

cL CENTER LINE

clLe CEILING

CLG HT CEILING HEIGHT

cLO CLOSET

CLR CLEAR

MU CONCRETE MASONRY UNIT

cO CLEANOUT

CON CONNECT

CONC CONCRETE

CONSTR CONSTRUCTION

CONT CONTINVE

CONTR CONTRACT, CONTRACTOR
COORD COORDINATE

cPT CARPET

CcT CERAMIC TILE

CTR CENTER

D DEEP, DEPTH

DBL DOUBLE

DEC DETENTION EQUIPMENT CONTRACTOR
DEMO DEMOLITION, DEMOLISH

DET DETAIL

DF DRINKING FOUNTAIN

DIA DIAMETER

DIAG DIAGONAL

DIM DIMENSION

DR DOOR

DG DRANWING

EA EACH

EIFS EXTERIOR INSULATION FINISH SYSTEM
Ed EXPANSION JOINT

EL ELEVATION

ELEC ELECTRIC, ELECTRICAL

ELEV ELEVATOR

EPDM ETHYLENE PROPYLENE DIENE MONOMER
EQ EQUAL

EQUIP EQUIPMENT

ENW EACH WAY

EWC ELECTRIC WATER COOLER
EXIST EXISTING

EX EXISTING

EXP EXPANSION, EXPOSED

EXT EXTERIOR

FD FLOOR DRAIN

FDTN FOUNDATION

FE FIRE EXTINGUISHER

FEC FIRE EXTINGUISHER CABINET
FF EL FINISHED FLOOR ELEVATION
FHC FIRE HOSE CABINET

FIN FINISH

FIN FLR FINISH FLOOR

FLR FLOOR, FILLER

FR FIRE RATING, FIRE RESISTANT, FRAME
FRP FIBER REINFORCED PLASTIC / POLYESTER
FT FOOT, FEET

FT& FOOTER, FOOTING

GA GAUGE

GALV SALVANIZED

&C SGENERAL CONTRACTOR

&YP BD &TYPSUM BOARD

HC HANDIC AP

HCP HANDICAPPED

HDPE HIGH DENSITY POLYETHYLENE
HDW HARDIWARE

HM HOLLOW METAL

HORIZ HORIZONTAL

HT HEIGHT

HVAC HEATING VENTILATING, AND AIR CONDITIONING
IBC INTERNATIONAL BUILDING CODE
D INSIDE DIAMETER

INSUL INSULATION

INT INTERIOR

JAN JANITOR

L ANGLE

LAM LAMINATE

LAV LAVATORY
LH LEFT HAND

LHR LEFT HAND REVERSE

LLH LONG LEG HORIZONTAL

LLV LONG LEG VERTICAL

LPT LOW POINT

LT LIGHT

MAS MASONRY

MAX MAXIMUM

MDF MEDIUM-DENSITY FIBREBOARD
MECH MECHANICAL

MFD MANUFAC TURED

MFR MANUFACTURER

MIN MINIMUM

M MOVEMENT JOINT

MO MASONRY OPENING

MR MOISTURE RESISTANT

MT METAL THRESHOLD

MTD MOUNTED

MTL METAL

NA NOT APPLICABLE

NCOMBL NON-COMBUSTIBLE

NIC NOT IN CONTRACT

NO NUMBER

NTS NOT TO SCALE

oC ON CENTER

oD OUTSIDE DIAMETER, OUTSIDE DIMENSION
OFD OVERFLOW DRAIN

OHDR OVERHEAD DOOR

OPH OPPOSITE HAND

OPN& OPENING

oPP OPPOSITE

PLAM PLASTIC LAMINATE

PLAS PLASTIC

PLYWD PLYWOOD

POL POLISHED

PR PAIR

PREFIN PREFINISHED

PRO PROJECT, PROJECTED

PoF POUNDS PER SQUARE FOOT
Pol POUNDS PER SQUARE INCH
PT PAINT, PAINTED, PRESSURE TREATED
PTN PARTITION

PVC POLY-VINYL CHLORIDE THERMOPLASTIC
QT QUARRY TILE

R RADIUS

RCP REFLECTED CEILING PLAN
RD ROOF DRAIN

REF REFERENCE, REFRIGERATOR
REINF REINFORCING

RENOV RENOVATION

REGD REQUIRED

REV REVERSE, REVISED, REVISION
RHR RIGHT HAND REVERSE

RL ROOF LADDER

RM ROOM

RO ROUGH OPENING

RTU ROOF TOP UNIT

RINC RAIN WATER CONDUCTOR
RIAL RAIN WATER LEADER

SCHED SCHEDULE

SECT SECTION

SF SQUARE FOOT / FEET

s6L SINGLE

SHT SHEET

SIM SIMILAR

SPEC SPECIFICATION

soT STAINLESS STEEL

STD STANDARD

STL STEEL

STRUC STRUCTURAL

SUSP SUSPENDED

STMM SYMMETRICAL

515 STSTEM

TEMP TEMPORARY

TER TERRAZZO

THK THICK, THIC

THRES THRESHOLD

TOJ

TOM

TOS

TOW

TPO POLYOLEFIN
TYP

UL UNDE ERS LABORATORIES
UNO UNLESS NOTED OTHERWISE
UTIL UTILITY

VeT VINYL COMPOSITION TILE
VERT VERTICAL

VEST VESTIBULE

DOOR TAG

@7 WINDOW TAG
q

'0 12 £l EVATION TAG

VIF VERIFY IN FIELD

VTR VENT THROUGH ROOF <>> DEMOLITION TAG .

W WIDE, WIDTH 0 DETAIL TAG

W WITH @ KEYNOTE TAG -

WD WNOOD

il NINDON Room No— RCOMNAME - RooM AND FINISH TAG
NP WORKING POINT A 001\ N

WNT WEIGHT BASE FIN.

NINF WELDED WIRE FABRIC WAL TYPE TAG

NAM WELDED WIRE MESH C

IBC- International Building Code- 2029
IPC- International Plumbing Code- 2215
(State of Delaware Requirements)

IMC- International Mechanical Code- 2215
(State of Delaware Requirements)

I[ECC- International Energy Conservation
Code- (2012 + Delaware’s
AmendmentsDNREC)

I[EBC- International Existing Building Code-
2029

ICCPC- International Code Council
Performance Code- 2029

ANS| AlT-23- 2023 local, 2012 Federal
IFC- International Fire Code- 2029

2015 NFPA | Fire Code (NFPA: National Fire
Protection Association)

2QIENFPA 121 Life Safety Code (NFPAL
National Fire Protection Association)

22132 NFPA 12 National Fire Alarm and
Sighaling Code (NFFPA)

2212 NFPA 12 Installation of Sprinkler Systems
(NFPA)

Latest editions of all other NFPA Codes as
defined by the Delaware State Fire
Prevention Regulations

2015 Delaware State Fire Prevention
Regulations

City of Dover Code of Ordinances

. ON-SITE VERIFICATION OF ALL
DIMENSIONS AND CONDITIONS SHALL BE
THE RESPONSIBILITY OF THE
CONTRACTORS.

2. NOTED DIMENSIONS TAKE PRE
OVER SCALE.

3. THE PROJECT ARCHITECT
NOTIFIED SHOULD ANY
OR QUESTIONS ARISE
THESE DRAUWINGS.
BE MAKE WITHOUT
ARCHITECT.

4. NOTES ON
ALL SIMI
THEY A

LEAD ABATE

E OF WORK

PROVIDED BY: HARVARD ENVIRONMENTAL, INC.

THIS DOCUMENT 1S ASSOCIATED WITH THE GEORGE V. MASSEY STATION EXTERIOR RESTORATI
ABATEMENT SCOPE OF WORK, HARVARD REFERENCE NUMBER H-21518, AND SHALL BE INCOR
CONTRACT DOCUMENTS. THIS DOCUMENT 1S A SUPPLEMENT AND WILL BE APPENDED TO TH
SPECIFICATIONS DEVELOPED BY RG ARCHITECTS, LLC, (RGA). THIS SCOPE OF WORK SHAL
SUIDANCE AND A COMPLIANCE STANDARD FOR THE GENERAL CONSTRUCTION AND LEAD PA
PAINTING COMPANY .

LEAD PAINT EXTERIOR BUILDING STRUCTURES AND COMPONENTS HAVE BEEN IDE
ASSESSMENTS AND PAINT TESTING. THE AREAS AND SURFACES SCHEDULED F
AND RE-PAINTING UNDER THIS CONTRACT ARE PRESUMED HOMOGENOUS AN
PREVIOUSLY ANALYZED AS LEAD-CONTAINING. THE SUMMARY OF THE PRE
SCHEDULED FOR LEAD PAINT ABATEMENT ARE:

TO THE PAINT
TED COMPONENTS

2. EXTERIOR TWO-STORY COLUMNS AND SOFFITS AND FASCIA -
ESTIMATED &0 LINEAR FEET TOTAL OF SOFFITS AND FASCIA
(RGA DRAWING NOTE 9A)

ILDING FRONT:
D REAR

[.2.2 EXTERIOR BEAD BOARDS AND CEILINGS ESTIMATED SA DRAWING NOTE 49C)

[.2.3 EXTERIOR ARCHITRAVE - ESTIMATED 100 LINEAR T (RGA DRAWING NOTE 9dD)
.2.4 EXTERIOR FRIEZE - ESTIMATED 10O LINEAR FEET T (RGA DRAWING NOTE 49E)
.25 EXTERIOR TRIGLYPHS & GUTTAE - APPRO N ALL 4 SIDES (RGA DRAWING NOTE 9F)
|.2.6 EXTERIOR CORNICE - ESTIMATED 100 BUINPING FRONT (RGA DRAWING NOTE 9&)

.27 EXTERIOR COLUMN CAP - 4 EACH ON BS RGA DRANWING NOTE 9dH)
.2.6 EXTERIOR PILASTERS AND CQ H ON BUILDING FRONT ( R&GA DRAWING NOTE 4J)
[.2.9 EXTERIOR PEDIMENTS - 2 N& PRONT AND REAR (RGA DRAWING NOTE 9dK)

THE WORK SCHEDULES A
DETERMINED.

LY. ANTICIPATED FOR THE START OF THE PROJECT TO BE

DEPARTMENT OF LABOR'S
DESIEN SPECIFIC

GE RATES (2020-2021) FOR THE PROJECT IS INCLUDED IN THE RGA

THE FOLLOWI
5.1 ISOLAT RK AREAS USING DANGER LEAD WORK AREA SIENS AND CAUTION TAPE.

5.2 RESTRICT A
VISITORS.

EGULATED WORK AREAS TO ALL UNAUTHORIZED PERSONNEL, BUILDING STAFE AND

" SHEETING DROP CLOTHES SHALL BE PLACED BENEATH THE WORK AREAS TO COLLECT ANY LEAD
US WASTE, CHEMICAL PRODUCT WASTE AND DEBRIS GENERATED.

LE, APPLY POLY SHEETING SEALS OVER WINDOW AND DOOR OFPENINGS DURING LEAD PAINT
ROXIMITY TO THE WORK. *SEE ITEM |1.5.5 FOR APPLICABLE CONDITIONS.

INDUSTRY STANDARD, VOC (VOLATILE ORGANIC COMPOUND) REGULATORY COMPLIANT PAINT STRIPPING
S. REMOVE ALL PAINT TO BARE WOOD, WHILE COLLECTING ALL RESULTING WASTE GENERATED FROM
ASTE-LIKE PRODUCTS AND STRIPPED PAINT ONTO PROTECTIVE POLY SHEETING AND PLACE WITHIN HAZARDOUS
ASTE ACCEPTABLE DRUMS. *SHOULD THE CONTRACTOR DECIDE THAT ANY SANDING AND AGGRESSIVE PAINT
ISTURBANCE 1S NECESSARY, BUILDING OPENINGS SHALL E SEALED AS DESCRIBED IN 1.5.4.

CONTRACTOR IS RESPONSIBLE FOR PERFORMING THE PAINT STRIPPING PROCESS IN ACCORDANCE WITH THE
PRODUCT MANUFACTURER'S TECHNICAL DATA SHEETS AND ANY PAINT MANUFACTURER'S INSTRUCTIONS AND/OR
REQUIREMENTS FOR SURFACE NEUTRALIZATION PRIOR TO PRIMING AND PAINTING.

CONTRACTOR SHALL PROVIDE THE OWNER AND OWNER'S REPRESENTATIVES, FOR THEIR REVIEW, COPIES OF THE
SAFETY DATA SHEETS (5DS) OF ALL MANUFACTURERS' PAINT STRIPPING CHEMICALS AND PAINT AND PRIMER
PRODUCTS.

FEDERAL STANDARDS FOR CLASSIFICATION, HANDLING AND DISPOSAL OF POTENTIALLY HAZARDOUS

WASTE APPLY WITH THE DETAILED EPA'S RESOURCE CONSERVATION AND RECOVERY ACT (RCRA) OF |976.
WASTE SHALL BE CATEGORIZED AS HAZARDOUS UNLESS TOXICITY CHARACTERISTIC LEACHING PROCEDURE
(TCLP) RESULTS INDICATE BELOW THE REGULATORY LIMIT OF 5 PPM (PARTS PER MILLION OF LEAD) UNDER THE
ANALYSIS SIN&46 TEST METHOD 311, HARVARD WILL PROVIDE THE TESTING AND SUBMIT FOR THE INDEPENDENT
LAB ANALYSIS ON BERHALFE OF THE STATE OF DELAWARE. ALL WASTE DRUMS SHALL BE PLACED IN A LOCKED
AND SECURED LOCATION ONSITE UNTIL THE CHARACTERIZATION OF THE WASTE PROVIDED. WASTE DRUMS SHALL
NOT BE STORED INSIDE OF THE BUILDING.

RESPIRATORY PROTECTION AND PERSONAL PROTECTIVE CLOTHING (PPE), AS WELL AS ANY OSHA PERSONAL AIR
MONITORING FOR LEAD IS OF THE RESPONSIBILITY OF THE CONTRACTOR. CONTRACTOR SUPERINTENDENTS ARE
RESPONSIBLE TO INSTRUCTING THE ABATEMENT WORKERS TO DON THE PPE AT TIMES WHEN EXPOSURE TO
AIRBORNE LEAD DUST AND PHYSICAL HAZARDOUS WASTE ARE IMMINENT. OWNER'S REPRESENTATIVE, HARVARD,
WILL NOT BE PRESENT THROUGHOUT THE ENTIRE PROCESS OF ABATEMENT. THE CONTRACTOR SHALL AGREE TO
HOLD HARVARD AND THE STATE OF DELAWARE HARMLESS FOR VALIDATING PERSONAL PROTECTION USE AND
ACTIONS PERTAINING TO PPE USE.

4. ABATEMENT CONTRACTOR/PAINTER SHALL ONLY USE WORKERS AND SUPERVISORS WHO HAVE THE
EXPERIENCE AND KNOWLEDGE OF THE LEAD PAINT OSHA REGULATIONS. CFR 1926.62 LEAD IN CONSTRUCTION
STANDARD APPLIES TO THE METHODS OF PERSONAL PROTECTION USE, PERMISSIBLE EXPOSURE LIMITS, MEDICAL
TRAINING AND SURVEILLANCE REQUIREMENTS. REFERENCE THE LINK
https://Wnn.osha.gov/lans-regs/regulations/standardnumber/I1926/1926.62. ALTHOUGH NOT REQUIRED UNDER THIS
PROJECT, THE CONTRACTOR SHOULD HAVE KNOWLEDGE OF AND AN UNDERSTANDING OF EPA REGULATION 40
CFR PART 745 (RRP - ABATEMENT OF LEAD IN RESIDENCES). TRAINING AND METHODS FOR THE ABATEMENT OF
THE LEAD PAINT ARE QUALIFIED IN THE REGULATION. THEREFORE RRP TRAINED PERSONNEL IS ADVISED TO BE
USED.

1O

2.l

2.2

23

25

26

2.7

2.8

24

EQUIPMENT DECONTAMINATION |S REQUIRED WHEN WORKING ON STATE OF DELAWARE GROUNDS.
NON-DISPOSABLE EQUIPMENT AND TOOLS USED TO ABATE THE LEAD PAINT SHALL NOT LEAVE THE PROJECT
SITE UNTIL PROPER DECONTAMINATION IS PERFORMED. ALL DECONTAMINATION PROCEDURES SHALL BE
PERFORMED THE REGULATED AREA DESCRIBED IN PART I.5.

THIS WORK WILL HAVE A PRE-COMMENCEMENT MEETING ONSITE CONDUCTED BY HARVARD, ACTING AS THE
ONNERS' REPRESENTATIVE. ADDITIONALLY, PERIODIC QUALITY ASSURANCE CHECKS WILL BE PERFORMED DURING
THE WORK TO ENSURE THAT THE OWNER'S BUILDING OCCUPANTS AND BUILDING GROUNDS ARE AMPLY PROTECTED
DURING THE ABATEMENT PROCESS. A FINAL VISUAL INSPECTION OF THE GROUNDS AND SAMPLING OF THE WASTE
GENERATED WILL BE PROVIDED BY HARVARD. NO WORK SHALL COMMENCE WITHOUT THE PRESENCE OF THE
HARVARD TO VALIDATE THAT THE CONTRACTOR UNDERSTANDS THIS SCOPE OF WORK.

REFER TO DRAWINGS Al & A2, ELEVATION DRANINGS, SHOWING THE AREAS AND MATERIALS TO HAVE
PAINT REMOVED AS REFERENCED IN PART I OF THIS SCOPE OF WORK.

PUBLIC ACCESS ENCLOSURE SCOPE OF WORK

ADDITIONAL ENGINEERING CONTROLS INCLUDED IN THE LEAD ABATEMENT SCOPE FOR THE PUBLIC ACCESS
ENTRY.

2.1 SECTION |53 SHALL INCLUDE ADDITIONAL AND SPECIFIC DETAILS FOR PROTECTING THE BUILDING
OCCUPANTS AND GROUNDS SURROUNDING THE PUBLIC ACCESS ENTRY AREAS AT THE FRONT OF THE BUILDING.
ITEMS .2 THROUGH .6 OF THIS SCOPE OF WORK ADDRESSES THE ADDITIONAL PROTECTION CONTROLS.

AN APPROXIMATE LENGTH OF THIRTY-SIX (36) FEET LONG BY APPROXIMATELY SIX (6) WIDE OF THE FULL LIMIT
OF DISTURBANCE AREA WILL BE USED FOR ADA PUBLIC ACCESS.

STATIONARY SCAFFOLDING WILL BE REQUIRED TO REACH ALL AREAS OF THE PAINT REMOVAL (ABATEMENT)
ABOVE THE ADA PUBLIC ACCESS.

2.3.1 THE SCAFFOLDING SHALL BE CONSTRUCTION ALONG THE 26' L X 6' W AREAS TO ADEQUATELY ALLOW ADA
PUBLIC ACCESS UNDERNEATH THE FIRST TIER OF PLANKING. THE FIRST TIER OF SCAFFOLDING SHALL HAVE A
COMPLETE PLANKED FLOOR.

232 THIS FIRST TIER OF A FULL PLANKED FLOOR SHALL BE COVERED COMPLETELY USING A MINIMUM OF TWO
(2) LAYERS OF A MINIMUM THICKNESS OF 4 MIL THICK POLYETHYLENE (POLY) SHEETING TO COLLECT ANY PAINT
CHIPS, STRIPPING WASTE AND OTHER DEBRIS.

2.3.3 ADDITIONALLY, THE SIDES AND ENDS OF THIS TIER OF SCAFFOLDING SHALL HAVE AT LEAST A 20' HIGH
SINGLE LATYER OF A MINIMUM OF 4 MIL THICK POLY SHEETING TO COLLECT ANY PAINT CHIPS, STRIPPING WASTE
AND OTHER DEBRIS. POLY NEEDS TO BE SECURED TO THE BRICK FACADE USING VINYL TAPE TO ENSURE THAT
NO HAZARDOUS PAINT OR CHEMICALS FALL BEHIND THE SCAFFOLDING AT THE BUILDING ENTRANCE. DUCT TAPE
IS NOT RECOMMENDED ON BRICK AS IT IS KNOWN TO DELAMINATE LEAVING ADHESIVE RESIDUE THAT 1S VERY
DIFFICULT TO CLEAN FROM BRICK.

234 IF FEASIBLE, USE NON-POROUS METAL PLANKS INSTEAD OF WOOD TO PROVIDE A MORE EFFECTIVE
SURFACE DECON PROCESS. IF WOOD 1S USED, PROTECT THE SURFACE WITH POLY SHEETING.

2.3.4.1 PROVIDE SUFFICIENTLY SIZED EQUIPMENT DECON AREA ONSITE TO CLEAN AND DECONTAMINATE THE
METAL SCAFFOLDING PLANKS USING WATER AND LEAD CLEANING SOLUTIONS SUCH AS TSP (TRI-SODIUM
PHOSPHATE). SEE ITEM IO OF THE SCOPE OF WORK THAT REQUIRES THE USE OF AN ONSITE DECON AREA.

APPROPRIATE SIGNAGE DENOTING THE LEAD HAZARDS PRESENT, AND THE AUTHORIZED OR RESTRICTED AREA
USE SHALL BE POSITIONED ON THE OUTSIDE OF THE SCAFFOLDING ENTRYWAY, AS WELL AS ON THE OUTSIDE OF
THE SIDE AND/OR END WALLS OF POLY.

CONDITIONS OF THE POLY SHEETING SHALL BE MAINTAINED INTACT DURING THE ENTIRE LEAD ABATEMENT
PORTION OF THE PROJECT. CONTRACTOR SHALL REPLACE ANY SEVERELY DAMAGED POLY SHEETING THAT IS
NOT ABLE TO BE REPAIRED WITH DUCT OR VINYL TAPE.

POLY PROTECTION WOULD ALSO BE REQUIRED WITHIN THE LIMIT OF DISTURBANCE SCAFFOLDED AREA DURING
THE PREPPING, PRIMING, AND PAINTING PROCESS AS OVERHEAD WORK COULD CREATE A FALLING DEBRIS
HAZARD. CONTRACTOR |S RESPONSIBLE FOR PROTECTING THE ENTRYWAY PATHS FOR BUILDING OCCUPANTS AT
ALL TIMES DURING THE CONSTRUCTION PERIOD.

BRICK SURFACES ON THE GROUND PAVERS AND FACADE WALLS SHALL BE CAUTIOUSLY PROTECTED FROM THE
ACIDIC STRIPPING CHEMICALS. ANY ACCIDENTAL SPILLAGE AND OR CONTACT WITH BRICK SHALL BE
THOROUGHLY CLEANED IMMEDIATELY USING THE MANUFACTURER'S RECOMMENDED CLEANING AGENTS.

REFER TO DRAWING O3 ¢ Al FOR REFERENCED AREAS OF WORK.

THIS SCOPE OF WORK MUST ALWATS REMAIN IN POSSESSION OF THE CONTRACTOR DURING THE PROJECT'S
SHIFT'S.
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REMO\/E EXISTING PAINT IN ITS
ENTIRITY DOWN TO WOOD SURFACE,
PRIME & PAINT AS SPECIFIED

REMOVE EXISTING ROTTED WOOD
AS REQUIRED FROM ENTIRE FASCIA
AND PROVIDE NEW TO
MATCH EXISTING SIZE ¢ PROFILE,
PRIME ¢ PAINT AS SPECIFIED

REMO\/E EXISTING PAINT IN ITS
ENTIRITY DOWN TO WOOD SURFACE
FROM BEAD BOARD CEILING, PRIME ¢
PAINT AS SPECIFIED

REMO\/E EXISTING PAINT IN ITS
ENTIRITY DOWN TO WOOD SURFACE
FROM ARCHITRAVE, PRIME ¢ PAINT AS
SPECIFIED

REMO\/E EXISTING PAINT IN ITS
ENTIRITY DOWN TO WOOD SURFACE
FROM FRIEZE, PRIME ¢ PAINT AS
SPECIFIED

REMO\/E EXISTING PAINT IN ITS
ENTIRITY DOWN TO WOOD SURFACE
FROM TRIGLYPHS AND GUTTAE, PRIME
¢ PAINT AS SPECIFIED

REMO\/E EXISTING PAINT IN ITS
ENTIRITY DOWN TO WOOD SURFACE
FROM CORNICE, PRIME & PAINT AS
SPECIFIED

REMO\/E EXISTING PAINT IN ITS
ENTIRITY DOWN TO WOOD SURFACE
FROM COLUMN CAP, PRIME ¢ PAINT AS
SPECIFIED

REMO\/E EXISTING PAINT IN ITS
ENTIRITY DOWN TO WOOD SURFACE
FROM PILASTER/COLUMN BASE, PRIME
¢ PAINT AS SPECIFIED

REMO\/E EXISTING PAINT IN ITS
ENTIRITY DOWN TO WOOD SURFACE
FROM PEDIMENT, PRIME ¢ PAINT AS
SPECIFIED

EXISTING LOUWER TO BE CLEANED,
PREPPED & PAINTED

REMOVE EXISTING SEALANT IN TS
ENTIRETY FROM ENTIRE WINDOW
SURROUND, INSTALL NEW WINDOW
SEALANT AS SPECIFIED. REFER TO
DTL. /A3 FOR EXTENT OF WORK

PAINT EXISTING EXTERIOR WOOD
WINDOW FRAME ¢ PORTION OF
EXTERIOR ALUM. STORM WINDOW
FRAME SYSTEM. REFER TO DTL. 1/A3
FOR EXTENT OF WORK.

EXISTING HM DOOR/FRAME TO BE
PREPAIRED, PRIMED AND PAINTED

PUBLIC ACCESS ENTRY COVERED
WALKINAY . REFER TO DRAWING 0.2
FOR SCOPE OF WORK.
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