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ADDENDUM NO. 2 

 

TO 

 

RED CLAY CONSOLIDATED SCHOOL DISTRICT  

WILMINGTON CAMPUS RENOVATIONS  

BID PACKAGE ‘B’ 

 

This addendum is hereby made part of the Project Manual and Drawings dated 28 May 2013. 

 

The Project Manual and Drawings shall be supplemented or amended as specified herein. 

 

This Addendum contains changes to the requirement of the Project Manual.  Such changes shall be 

incorporated into the Contract Documents and shall apply to work with the same meaning and force as if 

they had been included in the original Documents.  Whenever this Addendum modifies a portion of a 

paragraph of the Project Manual, the remainder of the paragraph affected shall remain in force. Added 

information is shown as Bold, deleted information is shown as strikethrough. 

 

This Addendum contains changes to the requirement of the Drawings.  Such changes shall be 

incorporated into the Contract Documents and shall apply to work with the same meaning and force as if 

they had been included in the original Documents.  Whenever this Addendum modifies a portion of any 

drawing, the remainder of the drawing affected shall remain in force. Added, deleted or revised 

information is shown as ʺcloudedʺ. 

 

The conditions and terms of the basic Contract Documents shall govern work unless otherwise described 

in this Addendum.  Whenever the conditions of work, and the quality or quantity of materials, or 

workmanship are not fully described in this Addendum, the conditions of work included in the basic 

Contract Documents for similar items of work shall apply to the work described in this Addendum. 

 

If no similar items of work are included in the basic Contract Document, the best quality of material and 

workmanship shall apply and all work shall be subject to the written acceptance of the Architect. 

 

THE BID OPENING DATE HAS BEEN CHANGED. ALL BIDS ARE DUE AT THE MAIN OFFICE OF 

THE CAB CALLOWAY SCHOOL OF THE ARTS, 100 NORTH DUPONT ROAD, WILMINGTON, 

DELAWARE 19807 UNTIL 3:30 PM LOCAL TIME ON TUESDAY JULY 2, 2013. 

 

THE LAST DAY FOR QUESTIONS IS TUESDAY 25 JUNE 2013 

 

BIDDERS ARE ADVISED THAT THE ONLY RELIABLE SOURCE OF DOCUMENTS FOR THIS 

SOLICITATION IS THE EDIS FTP SITE. BIDDERS THAT RELY ON INFORMATION PUBLISHED 

ON ANY OTHER COMMERCIAL WEBSITES DO SO AT THEIR OWN RISK. 

 

BIDDERS CAN CONTACT CRAIG HENRY TO SCHEDULE A SITE VISIT AT 302‐753‐2405 
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Addendum No. 2 – Consists of the following: 

 

I. Response to Bidders’ Questions 

 

II. Revisions to Project Manual/Specifications 

 

III. Revisions to Drawings 
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I. RESPONSES TO BIDDERS’ QUESTIONS 

A.   A copy of the response to RFI No. 2, 3, 5, 6, 7, 9, 11, 12, 14, 16, 17 , 18, 21 & 23 is attached 

hereto. 

 

II. REVISIONS TO PROJECT MANUAL/SPECIFICATIONS 
 

A. SECTION 004100 – BID FORMS 
1. Contract B‐6 Concrete 

a) DELETE pages 004100‐1 through 004100‐7 in their entirety.  INSERT revised 

pages 004100‐1 through 004100‐7 annotated Addendum No. 2. 

 This revision adds Unit Price No. 1 to the bid form.   

 

2. Contract B‐13 Acoustical Ceilings 

a) DELETE pages 004100‐1 through 004100‐7 in their entirety.  INSERT revised 

pages 004100‐1 through 004100‐7 annotated Addendum No. 2.  

 This revision adds Unit Price No. 2 and 3 to the bid form.   

 

B. SECTION 000110 – TABLE OF CONTENTS ‐ Make the following pen and ink changes to 

this section and annotate these changes as Addendum No. 2. 

1. ADD Section 10 44 00 – FIRE PROTECTION SPECIALTIES to Division 10 on page 

000110‐03. 

2. DELETE Division 14 – CONVEYING EQUIPMENT and associated Section 14 42 00 

VERTICAL PLATFORM LIFT on page 000110‐3. 

 

C. SECTION 011100 – SUMMARY OF WORK 
1. Contract B‐05 Demolition  

a) DELETE item 5‐12 on page 011100‐9 and INSERT revised item: 

 

“5‐12 The Demolition Contractor shall saw cut, remove the concrete slab and 

provide protection of exposed trenches as required per Dwg. A‐101, keynote 36.  

The Electrical Contractor shall provide layout of the area to be removed.” 

 

b) DELETE item 5‐13 on page 011100‐9 and INSERT revised item: 

 

“5‐13 The Demolition Contractor shall saw cut, remove the concrete slab and 

provide protection of exposed openings as required per Dwg. A‐101, keynote 37.  

The Plumbing Contractor shall provide layout of the areas to be removed.”   

 

c) ADD the following NEW item after item 5‐39 on page 011100‐11: 

     

“5‐40 The asbestos abatement contractor will wrap the existing ductwork above 

the theater ceilings, in place, and cut back the mastic and insulation from 

locations where the duct will be cut into manageable sections by the Demolition 

Contractor. The Demolition Contractor cut the sections apart and remove the 

ducts from their supports and lower them from the installed location to the floor 
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below. The asbestos abatement contractor will then transport the wrapped ducts 

to an area for holding until they can be placed into a containment nearby to be 

stripped, or they will be final wrapped for disposal of the metal duct with the 

insulation and mastic as a whole. The salvage of the metal ductwork will be 

given to the asbestos contractor. 

 

2. Contract B‐06 – Concrete 

a) ADD the following NEW item after item 6‐30 on page 011100‐14: 

 

“6‐31 Provide concrete slab infill at areas to be removed for Electrical and 

Plumbing work.  Reference Dwg. A‐101, keynotes 36 & 37.” 

 

3. Contract B‐07 – Carpentry and General Work 

a) DELETE Section 14 42 00 Vertical Platform Lift from the Technical Specifications 

Section on page 011100‐15 in response to RFI #2 dated 20 JUN 13 included in this 

Addendum:  

 

b) INSERT the following NEW Specification after Technical Specification Section 12 

36 00 Countertops and Backsplashes on page 011100‐15: 

 

10 44 00 Fire Protection Specialties   

 

c) ADD the following NEW items after item 7‐29 on page 011100‐17 

   

“7‐30 Provide Fire Extinguishers and Cabinets.” 

“7‐31 Provide prefabricated stands for temporary fire extinguishers.”  

“7‐32 Provide 400’ of 6’ high temporary construction fence panels.  This 

contractor shall maintain during construction and remove upon completion of 

the project.” 

 

4. Contract B‐08 – Masonry 

a) ADD the following NEW item after item 8‐25 on page 011100‐19: 

 

“8‐26 Provide saw cutting, selective demo, disposal, temporary shoring and any 

relative masonry work at any new or reconfigured masonry openings as 

indicated on the architectural, mechanical, plumbing or electrical drawings.” 

 

5. Contract B‐11 – Metal Studs and Drywall 

a) INSERT the following NEW Specification after Technical Specification Section 

 

09 21 16 Gypsum Board Assemblies on page 011100‐25: 

09 51 00 Acoustical Tile Ceilings  

 

b) ADD the following NEW item after item 11‐15 on page 011100‐26: 
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“11‐16 Provide Acoustical Ceiling Panels ACP‐3.” 

 

6. Contract B‐12 – Painting 

a) ADD the following NEW item after item 12‐18 on page 011100‐28: 

 

“12‐19 Paint Acoustical Ceiling Panels ‐ ACP‐3.” 

 

7. Contract B‐13 – Acoustical Ceilings 

a) ADD the following NEW items after item 13‐9 on page 011100‐29: 

 

“13‐10 Remove / Store / Reinstall the Acoustical Ceiling System Reference DWG 

A‐101 Key Note 13.  Replace ANY grid & tile damaged during the completion of 

this contractors work.  This contractor shall support all light fixtures, diffusers 

etc. where ceiling grid is being removed and placed back in kind during 

reinstallation of the ceiling grid.”  

 

8. Contract B‐17 – Mechanical and Plumbing – Theater 

a) ADD the following NEW item after item 17‐31 on page 011100‐36: 

 

“17‐32 The Demolition Contractor shall saw cut, remove the concrete slab as 

required per Dwg. A‐101, keynote 37.  The Mechanical and Plumbing Contractor 

shall provide the layout of the areas to be removed.”   

 

9. Contract B‐18 – Electrical, Fire Alarm & Special Systems 

a) ADD the following NEW item after 18‐28 on page 011100‐39: 

“18‐29 The Demolition Contractor shall saw cut, remove the concrete slab of 

exposed trenches as required per Dwg. A‐101, keynote 36.  The Electrical 

Contractor shall provide layout of the area to be removed.” 

 

D. SECTION 012200 – UNIT PRICES. Add section included in this addendum. 

 

E. SECTION 04 20 00 ‐ UNIT MASONRY 
1. Page 1, Article 1.01: 

ADD the following Paragraph: 

F. Flashings 

 

2. Page 1, Article 2.07: 

ADD the following Paragraph 

A. Copper/Kraft Paper Flashings: 5 oz/sq ft sheet copper bonded to fiber 

reinforced asphalt treated Kraft paper. 

1. Manufacturers: 

a. Hohmann & Barnard, Inc; C‐Kraft Duplex: www.h‐b.com. 

 

F. SECTION 10 44 00 ‐ FIRE PROTECTION SPECIALTIES.  ADD section included in this 
addendum. 
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G. SECTION 12 61 16 – FIXED AUDIENCE SEATING.  DELETE Section and REPLACE with 

new section of the same name, included in this addendum.  

 

III. REVISIONS TO DRAWINGS 
 

A. G‐001 COVER SHEET:  REPLACE drawing in its entirety with attached drawing annotated 

Addendum No. 2, dated 06‐07‐13. 

 

B. A‐002 PARTITION SCHEDULE:   
1. Partition Type GF8F: CHANGE DOUBLE‐SIDED to SINGLE‐SIDED. 

2. Refer to attached sketch A‐702 for changes to Partition type G3. 

 

C. A‐101‐SECOND FLOOR DEMOLITION PLAN: 
1. Coordinate Lobby Ceiling demolition with revisions made to Sheet A‐121. 

2. Refer to attached sketch A‐703 for revision to detail A1. 

 

D. A‐111‐SECOND FLOOR PLAN: 
1. CHANGE Detail tag E2/A‐407 to B5/A‐407. 

 

E. A‐114 ROOF PLAN: 
1. DELETE Sheet Keynote 11. 

 

F. A‐121 SECOND FLOOR REFLECTED CEILING PLAN: REPLACE drawing in its entirety 

with attached drawing annotated Addendum No. 2, dated 06‐24‐13. 

 

G. A‐201 BUILDING ELEVATIONS: 
1. DELETE Sheet Keynote 13. 

 

H. A‐401‐ENLARGED DRESSING ROOM PLANS, ELEVATIONS &DETAILS: 
1. Detail A‐11 Masonry infill @ RM 228 Green Rm to be Partition Type MG8. 

 

I. A‐402 ENLARGED TICKET BOOTH PLANS: REPLACE drawing in its entirety with 

attached drawing annotated Addendum No. 2, dated 06‐24‐13. 

 

J. A‐403 ENLARGED PLANS SECTIONS DETIALS TIERED SEATING: 

1. Attached sketch A‐ 701 replaces detail A5. 

 

K. A‐407 LOBBY CASEWORK: REPLACE drawing in its entirety with attached drawing 

annotated Addendum No. 2, dated 06‐24‐13. 

 

L. A‐502  SOFFIT  DETAILS:  REPLACE  drawing  in  its  entirety  with  attached  drawing 

annotated Addendum No. 2, dated 06‐24‐13. 

 

M. A‐506 ROOFING DETAILS: 
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1. DELETE Detail C5. 

 

N. A‐601 DOOR SCHEDULE AND DETAILS: REPLACE drawing in its entirety with attached 

drawing annotated Addendum No. 2, dated 06‐24‐13. 

 

O. A‐602 DOOR DETAILS: REPLACE drawing in its entirety with attached drawing annotated 

Addendum No. 2, dated 06‐24‐13. 

 

P. S‐101 FOUNDATION PLAN 
1. See revisions detail 1 on attached sketch S‐701 dated 06‐24‐13. 

 

Q. S‐102 LOW ROOF /MEZZANINE /STADIUM SEATING FRAMING PLAN 
1. See revisions detail 2 on attached sketch S‐701 dated 06‐24‐13. 

 

R. S‐102A MEZZANINE PLANS ENLARGED: REPLACE drawing in its entirety with attached 

drawing annotated Addendum No. 2, dated 06‐24‐13. 

 

S. S‐103 LOW ROOF /MEZZANINE /CATWALK FRAMING PLAN 
1. See revisions detail 1 on attached sketch S‐702 dated 06‐24‐13. 

 

T. S‐107 SECTIONS: 
1. See details 2 and 3 on attached sketch S‐702 dated 06‐24‐13. 

2. See details 1 on attached sketch S‐703 dated 06‐24‐13. 

3. See detail 3 on attached sketch S‐704 dated 06‐24‐13. 

 

U. S‐109 SECTIONS: 
1. ADD detail 2 on attached sketch S‐703 dated 06‐24‐13. 

2. ADD details shown on attached sketch S‐704 dated 06‐24‐13. 

 

END OF ADDENDUM NO. 2 



  

REQUEST FOR INFORMATION 

 

   

TO:  CHANDRA NILEKANI, ABHA                   PRE‐BID RFI#:            2   

 

FROM:     VINNIE COLONNA        DATE:   14 JUNE 2013      

 

PROJECT:  WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’   

 

DWG. # / DETAIL:        SPEC. SECTIONS:  14 42 00              PAGE:      

 

REQUEST: 

 

1.  I plan on bidding the lift but did not see it in the drawings and the specs call for an Aerial work 

platform Genie model AWP‐25s. Please clarify need for a Vertical Platform Lift and specs and 

drawing info. 
 
 
 

 
Submitted By:     Bill Michelinie, BCI    Date:      13 June 13     

 

 

RESPONSE: 

1. The Vertical Platform Lift and Genie Lift shall be purchased by the owner and noted in 

Addendum No. 2. 

 

 

 

 

 

 

Response By:     Vinnie Colonna         Date:      20‐June‐13   

 



  

REQUEST FOR INFORMATION 

 

   

TO:  CHANDRA NILEKANI, ABHA                   PRE‐BID RFI#:            3   

 

FROM:     VINNIE COLONNA        DATE:   14 JUNE 2013      

 

PROJECT:  WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’   

 

DWG. # / DETAIL:        SPEC. SECTIONS:  12 34 00              PAGE:      

 

REQUEST: 

 

1.  Please see the attached request from Mastercraft to be an approved manufacturer for laminate 
clad casework and countertops and backsplashes. 
 
 
 
 

 
Submitted By:     Bill Michelinie, BCI    Date:      14 June 13     

 

 

RESPONSE: 
1. We already list Mastercraft as approved if they meet project specifications. 
 

 

 

 

 

 

 

Response By:     Chandra Nilekani / ABHA      Date:      17‐JUNE‐13   

 



  

REQUEST FOR INFORMATION 

 

   

TO:  CHANDRA NILEKANI, ABHA                   PRE‐BID RFI#:            5   

 

FROM:     VINNIE COLONNA        DATE:   19 JUNE 2013      

 

PROJECT:  WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’   

 

DWG. # / DETAIL:        SPEC. SECTIONS:              PAGE:      

 

REQUEST: 

 
1.  Drawing A-103 note 39 saw cut exterior wall for duct penetration. Who owns cutting these 

holes? 
 

2. Who owns installing HVAC louvers? The summary of work states mechanical provides the 
louvers, but it’s not clear as to who installs them 

 
 
 

 
Submitted By:     John McGirk, Merit Mechanical    Date:      14 June 13     

 

 

RESPONSE: 

1. Saw cutting of the exterior wall for the duct penetration shall be assigned  to Contract No. B‐

08 – Masonry and issued as part of Addendum No. 2. 

 

2. The roof screens have been deleted per Addendum No. 1 

 

 

 

 

 

Response By:     Vinnie Colonna / EDiS          Date:    20 JUNE 13  

 



  

REQUEST FOR INFORMATION 

 

   

TO:  CHANDRA NILEKANI, ABHA                   PRE‐BID RFI#:            6   

 

FROM:     VINNIE COLONNA        DATE:   20 JUNE 2013      

 

PROJECT:  WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’   

 

DWG. # / DETAIL:        SPEC. SECTIONS:              PAGE:      

 

REQUEST: 

 
1. The Hardware Specification only shows 1 set.  Please see if additional information on 

hardware will be released in an Addendum.   
 

2. We are trying to bid on the doors frames and hardware on the above project. We cannot find 
any hardware schedule and the drawings do not show hardware sets assigned to the 
openings.  
 

 
 
 

 
Submitted By:     Bill Michelinie, BCI    Date:      18 June 13     

 

 

RESPONSE: 

1. Refer to Addendum No. 1 

 

2. Refer to Addendum No. 1 

 

 

 

 

 

Response By:     Vinnie Colonna / EDiS          Date:    20 JUNE 13  

 



  

REQUEST FOR INFORMATION 

 

   

TO:  CHANDRA NILEKANI, ABHA                   PRE‐BID RFI#:            7   

 

FROM:     VINNIE COLONNA        DATE:   20 JUNE 2013      

 

PROJECT:  WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’   

 

DWG. # / DETAIL:        SPEC. SECTIONS:              PAGE:      

 

REQUEST: 
I am with Secoa – we are a stage/theatrical contractor who will be bidding Contract B15, Stage 
Rigging and associated equipment, including stage lighting.  Below are a few questions that I did not 
find in the bid documents – they are as follows: 
 

1) Is there a date cut-off for RFI’s? 
 

2) What is the completion date for our SOW 
 

3) Do you have a list of confirmed GC’s/EC’s bidding this project?  
 
4) Will there be multiple prime contracts on this project, or a single prime bidding all contract 
categories? 

 
 
 
 

 
Submitted By:     Dawn McKenzie, Secoa    Date:      18 June 13     

 

 

RESPONSE: 

1. Tuesday, 25 JUNE 2013 

 

2. Refer to the construction scheduled issued as part of Addendum No. 1. 

 
3. Refer to the pre‐bid meeting sign in sheets issued as part of Addendum No. 1. 

 
4. Multiple prime contracts. 

 

 

Response By:     Vinnie Colonna / EDiS          Date:    20 JUNE 13  



  

REQUEST FOR INFORMATION 

 

   

TO:  CHANDRA NILEKANI, ABHA                   PRE‐BID RFI#:            9   

 

FROM:     VINNIE COLONNA        DATE:   19 JUNE 2013      

 

PROJECT:  WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’   

 

DWG. # / DETAIL:        SPEC. SECTIONS:              PAGE:      

 

REQUEST: 

 
1. The drawings show lined ductwork and double wall ductwork but there is no liner 

specification, please advise the type and thickness of the liner required. 
 
 

 
 
 

 
Submitted By:     Allen Wells, Worth & Company.    Date:      19 June 13     

 

 

RESPONSE: 

 

6‐20‐13 

 

Refer to Specifications Section 230230 for duct liner. 

 

 

 

 

Response By:   Dwayne E. Gauthier – Furlow Associates, Inc.    Date:  June 20, 2013       

 



  

REQUEST FOR INFORMATION 

 

   

TO:  CHANDRA NILEKANI, ABHA                   PRE‐BID RFI#:            11   

 

FROM:     VINNIE COLONNA        DATE:   21 JUNE 2013      

 

PROJECT:  WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’   

 

DWG. # / DETAIL:        SPEC. SECTIONS:              PAGE:      

 

REQUEST: 
 

  Reference A‐122 and Spec section 09 51 00.   
1) ACP‐4 per the spec is a 2 X 2 Ceramaguard tile in Prelude Plus Grid.  

Section 09 51 00, 2.01, E: Delete ACP‐4 type. 
Drawings A‐121 & A‐122 Reflected ceiling plan legend: Change ACP‐4 to ACP‐2 

2) Detail 1 on A‐122 shows ACP‐4 as fabric wrapped absorptive panels. Please confirm which 
should be included in base bid.  Should this be referenced as ACP‐2 Fabric Faced Glass Fiber? 
Provide spec. 
Change note from Fabric Wrap to ACP‐2 

3) Per the spec section 09 51 00, please clarify the extent of ACP‐5 & ACP‐6. No Locations on 
drawings.  
A‐121 with ACP types shown will be reissued 

4) What contract is responsible for the Acoustical Banners (Alternate #6) 
To be under Stage Rigging Contract – EdiS to confirm  (alt 5) 

4)      On A‐122 between C and 3 there is an unmarked cloud assumed to be ACP‐3. Please 
confirm. 
Yes Cloud is ACP‐3 

 
Submitted By:     Trevor Mulford, Mason Building Group    Date:      21 June 13 

   

 

 

RESPONSE: 

 

See Above Responses 

 

 

 

 

Response By:     David Barisa          Date:    06‐25‐2013 

 



  

REQUEST FOR INFORMATION 

 

   

TO:  CHANDRA NILEKANI, ABHA                   PRE‐BID RFI#:            12   

 

FROM:     VINNIE COLONNA        DATE:   21 JUNE 2013      

 

PROJECT:  WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’   

 

DWG. # / DETAIL:        SPEC. SECTIONS:              PAGE:      

 

REQUEST: 
1.  What is the extent of the terrazzo patching in the lobby. Do we just need to provide a 1’ 

border of the green terrazzo and run it 6” up the wall? Please confirm. 
 

 
 

 
 
 

 
Submitted By:     Mike Boyle, Tri Sate Carpet    Date:      20 June 13     

 

 

RESPONSE: 

No terrazzo base. Wall base shall be wood – see detail D1/A‐311 

No terrazzo inside of ticket booth.  Concrete slab with RT‐1 as called out on A1/I‐111 

  Terrazzo patch at exterior of ticket booth.  Colors and pattern shall match existing.  

There is not a new pattern or border. 

 

 

 

Response By:   David Barisa            Date:    06‐25‐2013 

 



  

REQUEST FOR INFORMATION 

 

   

TO:  CHANDRA NILEKANI, ABHA                   PRE‐BID RFI#:            14   

 

FROM:     VINNIE COLONNA        DATE:   21 JUNE 2013      

 

PROJECT:  WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’   

 

DWG. # / DETAIL:        SPEC. SECTIONS:              PAGE:      

 

REQUEST:  
1. Note 5 on drawing E-113 does not indicate what panel you get your feed from (its left blank) 

 
2. Also who supplies the acoustical banner starter/controller in the same note 15? 

 

 
 

 
 
 

 
Submitted By:     Matt Healy, Nickle Electric    Date:      21 June 13     

 

 

RESPONSE: 

 

1.  Circuits called out on floor plan. 

 

2.  Provided by Banner Installing Contractor. Installed and wired by this Contractor. 

 

 

 

Response By:   Douglas M Green – Furlow Associates, Inc.  Date:     6/24/13     

 



  

 

REQUEST FOR INFORMATION 

 

  

TO: CHANDRA NILEKANI, ABHA                PRE-BID RFI#:            16  

 

FROM:    VINNIE COLONNA    DATE:  24 JUNE 2013     

 

PROJECT: WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’  

 

DWG. # / DETAIL:     SPEC. SECTIONS:            PAGE:     

 

REQUEST:  
Catwalk Grating  
 

1. The depth is given as 1-1/4” in Section 1/S-108 and 1/4” in Section 2/S-108. 
Sections and details on A-507 state: Painted 1-1/4” Steel Grate (see Structural). 
Our grating suppliers responded that Section 055305 was insufficient for them to price.  

 
2. Confirm if welded steel grating with 1-1/4 x 3/16” rectangular bearing bars at 1-3/16” o.c. 

and cross-bars spaced at 4 inches, type 19w4 by Ohio Grating is acceptable. 
The surface would be ‘plain’ (not serrated and without a non-slip surface added). 
The finish would be their standard ‘black’ paint. 

 
 

 

 
 

 

 
 

 
Submitted By:    Bill Baum, Kinsley Manufacturing  Date:      20 June 13   

 

 

RESPONSE: 

 
1. Grating is to be 1 ¼” 

 
2. 1 ¼”x 3/16” 19w4 by Ohio Grating is acceptable. 

 

 

Response By:        Date:    6/25/13 

 



  

 

REQUEST FOR INFORMATION 

 

   

TO:  CHANDRA NILEKANI, ABHA                   PRE‐BID RFI#:            17   

 

FROM:     VINNIE COLONNA        DATE:   24 JUNE 2013      

 

PROJECT:  WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’   

 

DWG. # / DETAIL:        SPEC. SECTIONS:              PAGE:      

 

REQUEST:  
1. The Main fed relay panel ND-2 calls out for a 120/208V 3 phase power in but a 240V power 

out…which one is it?  It will not change the pricing but I want to put in the proper panel.  
PB-15 thru PB-26 are not detailed anywhere and are coming off of 2 non-dim circuits from 
the Sensor rack.  Are these something I am to provide? It looks like in detail 7 on TL-109 I 
should but…  The other relay circuits from ND-1 were all twistlock  so I was thinking of 
doing all single circuit twistlock boxes pipe mounted for this unless you know otherwise.  

 
 

 
Submitted By:     James Ruth, ETC Systems Quotations    Date:      20 June 13     

 

 

RESPONSE: 

 

ND2 power feed is 120/208V 3 phase. “240 V” is used to describe branch circuits that are in all 

technical detail a circuit with two hots (208V). This designation is used to distinguish these circuits 

from “true 3 phase 120/208V” circuits (which none exist on this job). Taken in the light of this 

description the drawing is correct. 

 

PB‐15 thru PB‐26 are supplied by the Stage Lighting Contractor. See sheet TL‐104 for additional 

mounting details. The spec calls for pipe mount outlet boxes to have L5‐20 connectors for 120V non‐

dim circuits. 

 

 

 

Response By:   Rusty Cadaret            Date:  25 June 13 

 



  

 

REQUEST FOR INFORMATION 

 

  

TO: CHANDRA NILEKANI, ABHA                PRE-BID RFI#:            18  

 

FROM:    VINNIE COLONNA    DATE:  24 JUNE 2013     

 

PROJECT: WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’  

 

DWG. # / DETAIL:     SPEC. SECTIONS:            PAGE:     

 

REQUEST:  
1. With regard to drawing S-104, showing headers and hangers for acoustic banners (alternate 

#5 or #6?), what is the type material and sizes for the headers?  
 

 

 
 

 

 
 

 
Submitted By:    Scott Little, Kinsley Manufacturing Inc.  Date:      24 June 13   

 

 

RESPONSE: 

 

Headers and hangers for acoustic banners are L4x4x1/4 and L4x4x3/8, respectively, as noted on 

auditorium roof framing plan 1/S-104 

 

 

 

Response By:        Date:    6/25/13 

 



  

 

REQUEST FOR INFORMATION 

 

   

TO:  CHANDRA NILEKANI, ABHA                   PRE‐BID RFI#:            21   

 

FROM:     VINNIE COLONNA        DATE:   24 JUNE 2013      

 

PROJECT:  WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’   

 

DWG. # / DETAIL:        SPEC. SECTIONS:              PAGE:      

 

REQUEST:  
 

Are there any 'As-builts' for the Auditorium which shows the structural elements, i.e. slabs, 
foundations, suspended slabs, etc.? 
 
 

 
Submitted By:     Dan Copans, Mid-Atlantic Dismantlement Corporation   Date:    24 June 13 
   
 

 

RESPONSE: 

   Limited drawings from original 1958 set construction drawings are available. 

  As‐builts are not available. 

 

 

 

 

Response By:   David Barisa          Date:    06‐25‐2013 

 



  

 

REQUEST FOR INFORMATION 

 

   

TO:  CHANDRA NILEKANI, ABHA                   PRE‐BID RFI#:            23   

 

FROM:     VINNIE COLONNA        DATE:   25 JUNE 2013      

 

PROJECT:  WILMINGTON CAMPUS RENOVATIONS – BID PACK ‘B’   

 

DWG. # / DETAIL:        SPEC. SECTIONS:              PAGE:      

 

REQUEST:  
 

1. Where does Section D6/A407 occur? There are no references in the Lobby elevations. 
2. Are the interior of the cabinets in the Lobby finished? 
 
 

 
Submitted By:     Bill Michelinie, BCI    Date:      25 June 13     

 

 

RESPONSE: 

 

Sheet A‐407 revised per addendum 2. Details have been updated and keyed in. 

Interior of TV monitor case to be painted black. (Detail B3/a‐407) 

 

 

 

Response By:     David Barisa          Date:    06‐25‐2013 
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CONTRACT B‐06 CONCRETE  

BID FORM AND ATTACHMENTS    004100‐1 

PU09, Revised 5/2012 

CONTRACT B‐06 CONCRETE 

BID FORM 

 

For Bids Due:                 To:  Red Clay Consolidated School District       

                1502 Spruce Avenue           

                Wilmington, Delaware 19805         

 

Name of Bidder:                           

 

Bidder Address:                           

 

                               

 

Contact Name:              E‐Mail Address:             

 

Delaware Business License No.:            Taxpayer ID No.:             

 

(Other License Nos.):                             

 

Phone No.:  (            )                              ‐                           Fax No.:  (             )                 ‐       

 

The undersigned, representing that he has read and understands the Bidding Documents and that this bid is made in 

accordance therewith, that he has visited the site and has familiarized himself with the local conditions under which the 

Work is to be performed, and that his bid is based upon the materials, systems and equipment described in the Bidding 

Documents without exception, hereby proposes and agrees to provide all labor, materials, plant, equipment, supplies, 

transport and other facilities required to execute the work described by the aforesaid documents for the lump sum 

itemized  below: 

 

$                     ($                                                               ) 

 

ALTERNATES   (Bidders must review Section 012300 Alternates for a complete description of alternates)    

 

Alternate No. 1: Add Relocation of Instrumental Classroom Corridor 

 

Add/Deduct                     ($      ) 

 

UNIT PRICES    

 

Unit prices conform to applicable project specification section.  Refer to the specifications for a complete description of the 

following Unit Prices: 

           Add   Deduct 

 

1. Unit Price No. 1 Price per square foot for 4” concrete slab‐on‐grade 

  and 6” stone subbase                              
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CONTRACT B‐06 CONCRETE  

BID FORM AND ATTACHMENTS    004100‐2 

PU09, Revised 5/2012 

 

NOTE:   The difference in price between Add and Deduct in the above Unit Prices should not exceed ten percent (10%).   

 

I/We acknowledge Addendums numbered            and the price(s) submitted include any 

cost/schedule impact they may have. 

 

This bid shall remain valid and cannot be withdrawn for sixty (60) days from the date of opening of bids, and the 

undersigned shall abide by the Bid Security forfeiture provisions.  Bid Security is attached to this Bid (if required).   

 

The Owner shall have the right to reject any or all bids, and to waive any informality or irregularity in any bid received. 

 

This bid is based upon work being accomplished by the Sub‐Contractors named on the list attached to this bid. 

 

The undersigned represents and warrants that he has complied and shall comply with all requirements of local, state, and 

national laws; that no legal requirement has been or shall be violated in making or accepting this bid, in awarding the 

contract to him or in the prosecution of the work required; that the bid is legal and firm; that he has not, directly or 

indirectly, entered into any agreement, participated in any collusion, or otherwise taken action in restraint of free 

competitive bidding. 

 

Upon receipt of written notice of the acceptance of this Bid, the Bidder shall, within twenty (20) calendar days, execute the 

agreement in the required form and deliver the Contract Bonds, and Insurance Certificates, required by the Contract 

Documents. 

 

I am / We are an Individual / a Partnership / a Corporation 

 

By                  Trading as               

           (Individual’s / General Partner’s / Corporate Name) 

                      

           (State of Corporation) 

 

 

 

Business Address:               

                   

                   

                   

 

   

Witness:               By:                

                        ( Authorized Signature ) 

 (SEAL)                                      

                        ( Title ) 

                         Date:                 

 



Red Clay Consolidated School District  Addendum No. 2 

Wilmington Campus Renovations                   26 Jun 13 

Bid Pack B 

May 28, 2013 
                   
 

CONTRACT B‐06 CONCRETE  

BID FORM AND ATTACHMENTS    004100‐3 

PU09, Revised 5/2012 

 

 

ATTACHMENTS 

  Sub‐Contractor List 

  Non‐Collusion Statement 

  Bid Bond 

  Consent of Surety 

  (Others as Required by Project Manuals) 
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CONTRACT B‐06 CONCRETE  

BID FORM AND ATTACHMENTS    004100‐4 

PU09, Revised 5/2012 

SUBCONTRACTOR LIST 

 

In accordance with Title 29, Chapter 6962 (d)(10)b Delaware Code, the following sub‐contractor listing must accompany 

the bid submittal. The name and address of the sub‐contractor must be listed for each category where the bidder intends 

to use a sub‐contractor to perform that category of work. In order to provide full disclosure and acceptance of the bid by 

the Owner, it is required that bidders list themselves as being the sub‐contractor for all categories where he/she is 

qualified and intends to perform such work. 

 

 

 

Subcontractor Category   Subcontractor              Address (City & State) 

 

 

1. Concrete                               

 

 

2. Reinforcing Steel                             
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CONTRACT B‐06 CONCRETE  

BID FORM AND ATTACHMENTS    004100‐5 

PU09, Revised 5/2012 

NON‐COLLUSION STATEMENT 

 

This is to certify that the undersigned bidder has neither directly nor indirectly, entered into any agreement, participated 

in any collusion or otherwise taken any action in restraint of free competitive bidding in connection with this proposal 

submitted this date  

 

All the terms and conditions of B‐06 Concrete have been thoroughly examined and are understood. 

 

NAME OF BIDDER:                         

 

AUTHORIZED REPRESENTATIVE 

(TYPED):                           

 

AUTHORIZED REPRESENTATIVE 

(SIGNATURE):                           

 

 

TITLE:                             

 

ADDRESS OF BIDDER:                        

 

                             

 

                             

 

PHONE NUMBER:                         

 

 

 

 

Sworn to and Subscribed before me this           day of          20  . 

 

My Commission expires          .   NOTARY PUBLIC            . 

 

 

 

 

 

THIS PAGE MUST BE SIGNED AND NOTARIZED FOR YOUR BID TO BE CONSIDERED. 
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CONTRACT B‐06 CONCRETE  

BID FORM AND ATTACHMENTS    004100‐6 

PU09, Revised 5/2012 

BID BOND 

 

TO ACCOMPANY PROPOSAL 

(Not necessary if security is used) 

 

KNOW ALL MEN BY THESE PRESENTS That:                          of 

_____________________________in the County of ____________________________ and State of ___________________ as 

Principal, and                   of _________________________in the County of ____________________ 

          and State of        as Surety, legally authorized to do business in the State of Delaware 

(‘State”), are held and firmly unto the Red Clay Consolidated School District in the sum of        

   Dollars (S____________________), or percent not to exceed              

       Dollars (S______________________) of amount of bid on Contract No. B‐06 Concrete to be paid to the 

Red Clay Consolidated School District for the use and benefit of the Red Clay Consolidated School District for which 

payment well and truly to be made, we do bind ourselves, our and each of our heirs, executors, administrators. and 

successors, jointly and severally for and in the whole firmly by these presents. 

 

NOW THE CONDITION OF THIS OBLIGATION IS SUCH That if the above bounden Principal who has submitted to the 

Red Clay Consolidated School District a certain proposal to enter into this contract for the furnishing of certain material 

and/or services within the State, shall be awarded this Contract, and if said Principal shall well and truly enter into and 

execute this Contract as may be required by the terms of this Contract and approved by the Red Clay Consolidated School 

District this Contract to be entered into within twenty days after the date of official notice of the award thereof in 

accordance with the terms of said proposal, then this obligation shall be void or else to be and remain in full force and 

virtue. 

 

Sealed with ____________seal and dated this  day of         in the year of our Lord two thousand 

and ______________________(20__). 

 

SEALED, AND DELIVERED IN THE  PRESENCE OF 

                   

                        Name of Bidder (Organization) 

 

                        Corporate     By:   

                           Seal                            Authorized Signature 

Attest         

      Title 

         

      Name of Surety 

Witness       

   

         

      Title 



Red Clay Consolidated School District  Addendum No. 2 

Wilmington Campus Renovations                   26 Jun 13 

Bid Pack B 

May 28, 2013 
                   
 

CONTRACT B‐06 CONCRETE  

BID FORM AND ATTACHMENTS    004100‐7 

PU09, Revised 5/2012 

CONSENT OF SURETY 

 

 

DATE           

   

 

To:   

   

 

Gentlemen: 

 

We, the                               

 

 

                               

                                                     (Surety Companyʹs Address) 

 

                               

 

a Surety Company authorized to do business in the State of Delaware hereby agrees that if     

 

 

                               

            (Contractor) 

 

                               

            (Address) 

 

                               

 

 

is awarded the Contract No.                           

 

We will write the required Performance and/or Labor and Material Bond required by Paragraph 9 of the Instructions to 

Bidders. 

 

                   

                         (Surety Company) 

 

  By                   

                         (Attorney‐in‐Fact) 

 

END OF SECTION 
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CONTRACT B‐13 ACOUSTICAL CEILINGS 

BID FORM 

 

For Bids Due:                 To:  Red Clay Consolidated School District       

                1502 Spruce Avenue           

                Wilmington, Delaware 19805         

 

Name of Bidder:                           

 

Bidder Address:                           

 

                               

 

Contact Name:              E‐Mail Address:             

 

Delaware Business License No.:            Taxpayer ID No.:             

 

(Other License Nos.):                             

 

Phone No.:  (            )                              ‐                           Fax No.:  (             )                 ‐       

 

The undersigned, representing that he has read and understands the Bidding Documents and that this bid is made in 

accordance therewith, that he has visited the site and has familiarized himself with the local conditions under which the 

Work is to be performed, and that his bid is based upon the materials, systems and equipment described in the Bidding 

Documents without exception, hereby proposes and agrees to provide all labor, materials, plant, equipment, supplies, 

transport and other facilities required to execute the work described by the aforesaid documents for the lump sum 

itemized  below: 

 

$                     ($                                                               ) 

 

ALTERNATES   (Bidders must review Section 012300 Alternates for a complete description of alternates)    

 

Alternate No. 1: Add Relocation of Instrumental Classroom Corridor 

 

Add/Deduct                     ($      ) 

 

UNIT PRICES    

 

Unit prices conform to applicable project specification section.  Refer to the specifications for a complete description of the 

following Unit Prices: 

                  Add                Deduct 

 

1. Unit Price No. 2: Price per square foot to furnish and install new acoustical  

ceiling grid and tiles. This price includes the demolition of the existing grid, 
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supporting of existing electrical, mechanical, fire alarm, fire sprinkler,  

speaker, etc,; preparation of the existing surfaces, and all required grid anchors 

and accessories.                                 

                                                   

2. Unit Price No. 3: Price per square foot to furnish and install new acoustical tiles.  

  This price includes the removal and disposal of the existing acoustical tiles.                         

 

                            

NOTE:   The difference in price between Add and Deduct in the above Unit Prices should not exceed ten percent (10%).   

 

I/We acknowledge Addendums numbered            and the price(s) submitted include any 

cost/schedule impact they may have. 

 

This bid shall remain valid and cannot be withdrawn for sixty (60) days from the date of opening of bids, and the 

undersigned shall abide by the Bid Security forfeiture provisions.  Bid Security is attached to this Bid (if required).   

 

The Owner shall have the right to reject any or all bids, and to waive any informality or irregularity in any bid received. 

 

This bid is based upon work being accomplished by the Sub‐Contractors named on the list attached to this bid. 

 

The undersigned represents and warrants that he has complied and shall comply with all requirements of local, state, and 

national laws; that no legal requirement has been or shall be violated in making or accepting this bid, in awarding the 

contract to him or in the prosecution of the work required; that the bid is legal and firm; that he has not, directly or 

indirectly, entered into any agreement, participated in any collusion, or otherwise taken action in restraint of free 

competitive bidding. 

 

Upon receipt of written notice of the acceptance of this Bid, the Bidder shall, within twenty (20) calendar days, execute the 

agreement in the required form and deliver the Contract Bonds, and Insurance Certificates, required by the Contract 

Documents. 

 

I am / We are an Individual / a Partnership / a Corporation 

 

By                  Trading as               

           (Individual’s / General Partner’s / Corporate Name) 

                      

           (State of Corporation) 

 

 

 

Business Address:               
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Witness:               By:                

                        ( Authorized Signature ) 

 (SEAL)                                      

                        ( Title ) 

                         Date:                 

 

 

 

ATTACHMENTS 

  Sub‐Contractor List 

  Non‐Collusion Statement 

  Bid Bond 

  Consent of Surety 

  (Others as Required by Project Manuals) 
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SUBCONTRACTOR LIST 

 

In accordance with Title 29, Chapter 6962 (d)(10)b Delaware Code, the following sub‐contractor listing must accompany 

the bid submittal. The name and address of the sub‐contractor must be listed for each category where the bidder intends 

to use a sub‐contractor to perform that category of work. In order to provide full disclosure and acceptance of the bid by 

the Owner, it is required that bidders list themselves as being the sub‐contractor for all categories where he/she is 

qualified and intends to perform such work. 

 

 

 

Subcontractor Category   Subcontractor              Address (City & State) 

 

1. Acoustical Ceilings                             

 

2. Acoustical Panels                             

 

3. Acoustical Wood Panels                             
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NON‐COLLUSION STATEMENT 

 

This is to certify that the undersigned bidder has neither directly nor indirectly, entered into any agreement, participated 

in any collusion or otherwise taken any action in restraint of free competitive bidding in connection with this proposal 

submitted this date  

 

All the terms and conditions of B‐13 Acoustical Ceilings have been thoroughly examined and are understood. 

 

NAME OF BIDDER:                         

 

AUTHORIZED REPRESENTATIVE 

(TYPED):                           

 

AUTHORIZED REPRESENTATIVE 

(SIGNATURE):                           

 

 

TITLE:                             

 

ADDRESS OF BIDDER:                        

 

                             

 

                             

 

PHONE NUMBER:                         

 

 

 

 

Sworn to and Subscribed before me this           day of          20  . 

 

My Commission expires          .   NOTARY PUBLIC            . 

 

 

 

 

 

THIS PAGE MUST BE SIGNED AND NOTARIZED FOR YOUR BID TO BE CONSIDERED. 
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BID BOND 

 

TO ACCOMPANY PROPOSAL 

(Not necessary if security is used) 

 

KNOW ALL MEN BY THESE PRESENTS That:                          of 

_____________________________in the County of ____________________________ and State of ___________________ as 

Principal, and                   of _________________________in the County of ____________________ 

          and State of        as Surety, legally authorized to do business in the State of Delaware 

(‘State”), are held and firmly unto the Red Clay Consolidated School District in the sum of        

   Dollars (S____________________), or percent not to exceed              

       Dollars (S______________________) of amount of bid on Contract No. B‐13 Acoustical Ceilings to be paid 

to the Red Clay Consolidated School District for the use and benefit of the Red Clay Consolidated School District for 

which payment well and truly to be made, we do bind ourselves, our and each of our heirs, executors, administrators. and 

successors, jointly and severally for and in the whole firmly by these presents. 

 

NOW THE CONDITION OF THIS OBLIGATION IS SUCH That if the above bounden Principal who has submitted to the 

Red Clay Consolidated School District a certain proposal to enter into this contract for the furnishing of certain material 

and/or services within the State, shall be awarded this Contract, and if said Principal shall well and truly enter into and 

execute this Contract as may be required by the terms of this Contract and approved by the Red Clay Consolidated School 

District this Contract to be entered into within twenty days after the date of official notice of the award thereof in 

accordance with the terms of said proposal, then this obligation shall be void or else to be and remain in full force and 

virtue. 

 

Sealed with ____________seal and dated this  day of         in the year of our Lord two thousand 

and ______________________(20__). 

 

SEALED, AND DELIVERED IN THE  PRESENCE OF 

                   

                        Name of Bidder (Organization) 

 

                        Corporate     By:   

                           Seal                            Authorized Signature 

Attest         

      Title 

         

      Name of Surety 

Witness       

   

         

      Title 
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CONSENT OF SURETY 

 

 

DATE           

   

 

To:   

   

 

Gentlemen: 

 

We, the                               

 

 

                               

                                                     (Surety Companyʹs Address) 

 

                               

 

a Surety Company authorized to do business in the State of Delaware hereby agrees that if     

 

 

                               

            (Contractor) 

 

                               

            (Address) 

 

                               

 

 

is awarded the Contract No.                           

 

We will write the required Performance and/or Labor and Material Bond required by Paragraph 9 of the Instructions to 

Bidders. 

 

                   

                         (Surety Company) 

 

  By                   

                         (Attorney‐in‐Fact) 

 

END OF SECTION 
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SECTION 012200 ‐ UNIT PRICES 

 

1.  GENERAL PROVISIONS 

 

  1.1  The  general  provision  of  the  Contract,  including  the  Conditions  of  the  Contract 

(General, Supplementary and other conditions, if any) and Division 1 as appropriate, 

apply to the Work specified in this Section. 

 

  1.2  Refer  to  provisions  in  AIA  Document  A232  –  2009  EDITION,  GENERAL 

CONDITIONS  OF  THE  CONTRACT  FOR  CONSTRUCTION,  CONSTRUCTION 

MANAGER AS ADVISOR EDITION, for requirements in addition to those specified 

in Division 1. 

 

  1.3  For work being constructed under separate prime contract, provisions of this Section 

apply to each contract being bid. 

 

2.  BASE BID 

 

  2.1  The Base Bid shall consist of all work shown or specified in the Contract Documents, 

exclusive of any Additive Unit Prices specified herein. 

 

  .2.2  The Base Bid shall include all work in any Subtractive Unit Prices specified herein. 

 

3.  UNIT PRICES 

 

  3.1  State in the Bid Form the amount to be added to (or subtracted from) the Base Bid per 

unit of measurement  for each Unit Price specified.   State  this amount  to  include all 

overhead  and  profit.    No  surcharge  in  addition  to  the  Unit  Price  listed  will  be 

permitted. 

 

  3.2  See Section 002113, INSTRUCTIONS TO BIDDERS for related information. 

 

  3.3  For  description  of Unit  Prices  requested,  refer  to  the  specification.  The method  of 

stating the Unit Prices is described in the Bid Form. 

 

  3.4  Where both add and deduct unit prices are requested, there shall not be more that a 

10% variation between the two.   

 

4.  APPLICATION OF UNIT PRICES 

 

  4.1  Unit prices stated in the Bid Form will apply from the time the Bid is submitted until 

Contract completion. 
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5.  MEASUREMENT OF QUANTITIES 

 

  5.1  Quantities shall be determined by field measurement by contractor personnel and as 

verified by the Construction Manager. 

 

  5.2  At  the  Contractorʹs  option,  and  at  his  expense, measurement may  be made  by  a 

registered surveyor. 

 

6.  LIST AND DESCRIPTION OF UNIT PRICES  

 

6.1 Unit  Price No.  1:  Price  per  square  foot  for  4”  concrete  slab‐on‐grade  and  6”  stone 
subbase.  This  price  includes  the  demolition  and  removal  of  existing  concrete  and 

subbase; and preparation of subgrade.  

 

6.2 Unit Price No. 2: Price per square foot to furnish and install new acoustical ceiling grid 
and tiles. This price includes the demolition of the existing grid, supporting of existing 

electrical, mechanical, fire alarm, fire sprinkler, speaker, etc,; preparation of the existing 

surfaces, and all required grid anchors and accessories. 

 

6.3 Unit Price No. 3: Price per square foot to furnish and install new acoustical tiles. This 
price includes the removal and disposal of the existing acoustical tiles. 

 

 

 

 

END OF SECTION 
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SECTION 10 44 00 

FIRE PROTECTION SPECIALTIES 

PART 1 GENERAL 

1.01 SECTION INCLUDES 

A. Refer to Scope Information Sheets for this contract bound in the Project Manual under 

Section 01 10 00, Summary of Work. The Scope Information Sheets describe generally 

the work included in each contract, but the work is not necessarily limited to that 

described. 

B. Fire extinguishers. 

C. Fire extinguisher cabinets. 

D. Accessories. 

1.02 RELATED REQUIREMENTS 

A. Section 06 10 00 - Rough Carpentry: Wood blocking product and execution requirements. 

1.03 REFERENCE STANDARDS 

A. NFPA 10 - Standard for Portable Fire Extinguishers; 2013. 

B. UL (FPED) - Fire Protection Equipment Directory; Underwriters Laboratories Inc.; 

current edition. 

1.04 SUBMITTALS 

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures. 

B. Shop Drawings: Indicate cabinet physical dimensions. 

C. Product Data: Provide extinguisher operational features, color and finish, and anchorage 

details. 

D. Manufacturer's Installation Instructions: Indicate special criteria and wall opening 

coordination requirements. 

1.05 FIELD CONDITIONS 

A. Do not install extinguishers when ambient temperature may cause freezing of 

extinguisher ingredients. 

PART 2 PRODUCTS 

2.01 MANUFACTURERS 

A. Fire Extinguishers: 

1. JL Industries, Inc. 

2. Larsen's Manufacturing Co. 

3. Substitutions: See Section 01 60 00 - Product Requirements. 

B. Fire Extinguisher Cabinets and Accessories: 

1. JL Industries, Inc: www.jlindustries.com. 

2. Larsen's Manufacturing Co: www.larsensmfg.com. 

3. Substitutions: See Section 01 60 00 - Product Requirements. 

2.02 FIRE EXTINGUISHERS 

A. Fire Extinguishers - General: Comply with product requirements of NFPA 10 and 

applicable codes, whichever is more stringent. 

1. Provide extinguishers labeled by UL for the purpose specified and indicated. 

B. Dry Chemical Type Fire Extinguishers: Carbon steel tank, with pressure gage. 

1. Class: A:B:C. 
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2. Size: 10 pound. 

3. Finish: Baked polyester powder coat, red color. 

4. Quantity: Provide 10 fire extinguishers for installation in cabinets and on brackets. 

2.03 FIRE EXTINGUISHER CABINETS 

A. Metal: Formed primed steel sheet; 0.036 inch thick base metal. 

B. Door: 12 gage steel door, reinforced for flatness and rigidity; lock with key access. Hinge 

doors for 180 degree opening with continuous piano hinge. Provide roller type catch. 

C. Door Glazing: Glass, clear, 1/8 inch thick laminated. Set in resilient channel gasket 

glazing. 

D. Cabinet Mounting Hardware: Appropriate to cabinet. Pre-drill for anchors. 

E. Finish of Cabinet Interior: White enamel. 

2.04 FIRE EXTINGUISHER CABINET TYPES 

A. Type FEC Cabinet Configuration: Recessed type. 

1. Finish of Cabinet Exterior Trim and Door: No. 4 Stainless Steel. 

2. Trim: Flat, 3/8 inch wide face. 

3. Sized to accommodate accessories. 

B. Type FVC-1 Cabinet Configuration: Surface mounted type. 

1. Finish of Cabinet Exterior Trim and Door: Red enamel. 

2. Trim: Rolled edge, 1-3/4 inch wide face. 

3. Exterior nominal dimensions of 29 inch wide x 29 inch high x 10 inch deep. 

C. Type FVC-2 Cabinet Configuration: Surface mounted type. 

1. Finish of Cabinet Exterior Trim and Door: No. 4 Stainless Steel. 

2. Trim: Rolled edge, 1-3/4 inch wide face. 

3. Exterior nominal dimensions of 29 inch wide x 29 inch high x 10 inch deep. 

2.05 ACCESSORIES 

A. Extinguisher Brackets: Formed steel, galvanized and enamel finished. 

PART 3 EXECUTION 

3.01 EXAMINATION 

A. Verify existing conditions before starting work. 

B. Verify rough openings for cabinet are correctly sized and located. 

3.02 INSTALLATION 

A. Install in accordance with manufacturer's instructions. 

B. Install cabinets plumb and level in wall openings, 48 inches from finished floor to the top 

of the cabinet. 

C. Secure rigidly in place. 

D. Place extinguishers in cabinets. 

3.03 SCHEDULES 

A. Stage: Type FVC-1 with Valve and 10 pound Dry Chemical Type. 

B. Theater: Type FVC-2 with Valve and 10 pound Dry Chemical Type. 

C. Type FEC: 10 pound Dry Chemical Type located as shown. 

D. Type FE: 10 pound Dry Chemical Type Fire extinguisher on bracket, as shown or 

directed. 

END OF SECTION 
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SECTION 12 61 16 

FIXED AUDIENCE SEATING 

PART 1 GENERAL 

1.01 RELATED DOCUMENTS 

A. Refer to Scope Information Sheets for this contract bound in the Project Manual under 

Section 01 10 00, Summary of Work. The scope Information Sheets describe generally 

the work included in each contract, but the work is not necessarily limited to that 

described. 

B. Provide all material, labor, equipment and services and perform all operations necessary 

or required for the work of the section, in accordance with Drawings and Specifications, 

and including fabrication and installation of fixed audience seating. 

1.02 SUMMARY 

A. Deliver and install fixed padded and upholstered chairs as specified, floor mounted, with 

self-lifting seat which rises to a uniform full safety fold position. 

1.03 COORDINATION 

A. Do not deliver or install seating until space is free of lifts and/or scaffolding used by other 

trades which may interfere with installation and/or damage seating. 

B. Coordinate concrete requirements needed for proper installation. 

1.04 ACTION SUBMITTALS 

A. Product data for each chair model specified to include construction details, material 

descriptions and finish options 

B. Seating layout (shop drawings) developed from the contract drawings which show aisle 

widths, chair spacing for each row, row-lettering and chair-numbering scheme, chair 

dimensions and back pitch. Layout drawings to also include locations for accessories, 

electrical devices, accessibility provisions and attachments to other work. 

C. Samples for verification & finish selection to include: 

1. Finish selections to be made from manufacturer's standard color and fabric guides. 

D. Maintenance instructions and inspection guidelines furnished for each chair model 

specified. 

E. Manufacturer's standard warranty. 

1.05 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 

1.06 QUALITY ASSURANCE 

A. Source Limitations: 

1. Obtain each type of fixed seating required, including accessories and mounting 

components, from a single manufacturer. 

2. Obtain fabric of a single dye lot for each color and pattern of fabric required except 

when yardage requirement exceeds maximum dye lot. Multiple dye lots shall be 

color matched for quality assurance. 

B. Fire Performance Characteristics of Upholstered Seating: 

1. Fabric shall be Class 1 according to DOC CS 191 and 16 CFR 1610.61, tested 

according to California Technical Bulletin 117. 

2. Padding shall comply with California Technical Bulletin 117. 

1.07 PROJECT CONDITIONS 

A. Environmental Limitations: 
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1. Do not deliver or install seating until spaces are enclosed and weather tight, wet 

work in spaces is complete and dry, work above ceilings is complete, and temporary 

or permanent HVAC system is operating and maintaining ambient temperature and 

humidity at occupancy levels during the remainder of the construction period. 

B. Field Measurements: 

1. Take field measurements to verify or supplement dimensions indicated on contract 

drawings prior to manufacturing. 

1.08 WARRANTY 

A. Provide a manufacturer's warranty covering the material and workmanship for the 

specified warranty period from date of final acceptance. 

B. Warranty Periods: 

1. Structural Components: five years. 

2. Operating Mechanisms: five years. 

3. Plastic, Wood and Painted Components: five years. 

4. Upholstery Fabric: one year. 

5. Electrical components: one year. 

PART 2 PRODUCTS 

2.01 MATERIALS AND FINISHES 

A. Steel shall meet requirements for ASTM A 36/A 36M plates, shapes, and bars; ASTM A 

513 mechanical tubing; ASTM A 1008/A 1008M cold-rolled sheet; and ASTM A 1011 

hot-rolled sheet and strip. 

B. All exposed metal parts shall be powder coated. The powder coat finish shall be applied 

by electrostatic means to a thickness of 2 - 5 mils. Manufacturer's standard color range 

shall be used. 

C. Exposed plywood shall meet requirements for HPVA HP-1, Face Grade A, hardwood 

veneer core with color-matched hardwood-veneer faces, made with adhesive containing 

no urea formaldehyde. 

1. Hardwood lumber and veneer faces shall be maple selected to be free of visible 

defects. Exposed wood shall be sanded smooth and stained to color selected with 

low-VOC water-based stain and top coat to provide with a high quality finish. Color 

to be chosen from manufacturer's standard offering. 

D. Plastic Laminate shall meet requirements NEMA LD 3, Grade VGS for vertical surfaces 

and Grade HGS. Color and pattern to be chosen from manufacturer's standard offering. 

E. Fabric: Shall meet Class 1 flammability requirements of the U.S. Department of 

Commerce Commercial Standard 191-53 per Bulletin #117 (California Code). 

F. Upholstery padding shall be molded or slab polyurethane foam. 

G. Molded Plastics: 

1. Structural components shall be mar and dent resistant high density glass-filled 

polypropylene with UV stabilizers 

2. Decorative components shall be mar and dent resistant high density polyethylene 

(HDPE) with UV stabilizers. 

3. Plastic components shall be chosen from manufacturer's standard offering. 

2.02 MANUFACTURERS 

A. Manufacturers: 

1. Approved Manufacturer shall furnish list of at least 5 similar school projects with 

chairs installed for a minimum of 5 years. 
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2. Manufacturer shall have been in business for a minimum of 15 years with at least 10 

years of experience in manufacturing auditorium type seating similar to 

specifications. 

2.03 FIXED AUDITORIUM SEATING 

A. Basis-of-Design:  

1. Subject to compliance with requirements, the following are approved. 

a. Irwin Seating Company No. 90.12.10.4 Citation. 

b. Seating Concepts LLC; Product: BW-220, Contour. 

B. Chair Mounting Minimum Standards 

1. Center standards: Pedestal design with a 1” x 3” rectangular 16 gauge steel tube 

attached by concealed weld to a 3-1/4” x 8” 14 gauge deep formed steel foot with 

four holes for attachment of the standard to a concrete floor with lead shielded 

expansion bolts. 

2. Seat pan attachment: ¼” steel bracket integrated into the standard at mid point. 

3. Anchor for seat pan to standard: 5/16” hexagon fusion nut and hexagon bolt of 5/16” 

x ¾” through a threaded insert on the steel seat bracket. 

4. Back attachment: 14 gauge sheet metal lug support. 

5. Armrest attachment: 16 gauge plate welded to the top of the column. 

6. Aisle standards: Oval, fabricated same as the center standards with 20 gauge steel 

frame welded to the column to accept a end panel. 

7. End Panel: laminated plastic, upholstery or with the finish to be selected by 

architect. 

8. End panels to be furnished as shown on seating plan. 

C. End Aisle Panels: 

1. Oval design. 

2. LED aisle light. 

D. Armrests: 

1. Armrests: solid hardwood, stained to a finish, all as specified fastened with four lag 

screws of cold-rolled galvanized steel 1/8” x 19/32". 

2. The armrest for the center standards shall be substantially similar in size to the aisle 

standard armrests. 

E. Chair Backs 

1. Chair back padding: cold molded polyurethane foam of 2” thickness at the top 

increasing to 3” at the bottom of the back. 

2. The foam shall be cemented to 5 ply 7/16” plywood base with four ¼” threaded 

inserts for the attachment of two die formed metal supports (back wings), 14 gauge, 

with four cold-rolled galvanized flat head steel screws ¼” by ¾”. 

3. All attachment screws shall be fully concealed. 

4. Back wings shall have provision for 16 degree, 20 degree or 24 degree pitch. 

5. Overall height of the chair from floor to top of the back is a minimum 34” as 

measured in the 20 degree back pitch. 

F. Seats: 

1. Seat cushion: Arch-spring type. 

2. Frame: One piece reinforced injection molded polypropylene. 

3. Serpentine springs: normalized 10 gauge steel epoxy painted, covered by a chafing 

barrier inter-liner 

4. Seat cushion: Cold molded to the contour of the springs to provide raised outer edge 

5. foam density: 3.4 +/- 0.2 

6. Seat frame hinge: 14 gauge 7/8”  diameter cold rolled steel hinge rod. 
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7. Flanges for attachment to the standards: 7 gauge steel. 

8. Stops: stamped-died from 9 gauge steel and are filled with high impact resistance 

neoprene rubber. 

9. High resistant nylon bushings are used at the pivot points to prevent metal to metal 

contact. 

10. The specified fabric: panel side construction and manufactured as a slip cover with a 

draw string application. 

11. The slip cover fits over the entire assembly in order to allow ease in replacement. 

12. Self lifting mechanism: counter balance system integrated within the seat frame and 

which utilizes a weight inserted into the interior of the seat frame which allows the 

seat pan to return to a 90 degree vertical position by means of gravity or spring. 

13. Stops: two ½” square tube stops, two counter-stops and two 1” cold rolled steel 

bushings, all reinforced. 

14. Enclose seat frame and return mechanism with injection molded polypropylene 

cover with a decorative embossment and attaches to the frame without screws or 

other fasteners but which can be removed with the use of a specially supplied tool. 

15. The rear of the seat pan shall be vented to allow the foam to breathe. 

G. Chair width shall vary to accommodate row lengths. 

H. Back height and pitch shall be fixed as shown on seating layout drawings. 

I. Fabric 

1. Basis-of-Design: Guilford of Maine 

J. Accessories 

1. Number and letter plates (Manufacturer Standard Rectangular Size: 11/16” X 1 5/8”, 

Brass or Silver) 

2. Swing away ADA aisle standard 

3. Aisle lights (concealed or external mounted, incandescent or LED) 

4. Perforated seat pan 

K. Accessible Seating: 

1. Shall be designated on the seating layout drawings and designed to allow an 

individual to transfer from a wheelchair to the theatre chair. 

2. The aisle standard shall be equipped with an armrest capable of lifting to a position 

parallel with the support column, opening sideways access to the seat. 

3. Aisle standards so equipped shall be provided with a label, displaying an easily 

recognizable "handicapped" symbol. 

4. Decorative requirements of aisle standards are waived for the handicapped access 

standards. 

L. Extra Materials: 

1. Furnish extra materials from the same production run that match products installed 

and that are packaged with protective covering for storage and identified with labels 

describing contents. 

2. Provide 10 yards of additional fabric ( 5 yards of each color). 

3. Replacement Seat and Back Covers: A quantity of cut and sewn seat and back 

upholstery covers shall be provided. Covers shall be pro-rated according to sizes & 

colors of chairs in the seating layout. Quantity of covers to be provided shall be 

sufficient to re-upholster 5% of the chairs. 

M. Fabrication: 

1. Manufacture fabric-covered cushions with molded padding beneath fabric and with 

fabric covering free of welts, creases, stretch lines, and wrinkles. For each 

upholstered component, install pile and pattern run in a consistent direction. 
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2. Fabricate floor attachment plates to conform to floor slope. 

PART 3 EXECUTION 

3.01 EXAMINATION 

A. Prior to layout and installation examine floors, risers, and other adjacent work and 

conditions, with Installer present, for compliance with requirements and other conditions 

affecting performance of the work including, but not limited to, plumb of riser faces and 

concrete conditions. 

B. Examine locations of electrical connections. 

C. Examine locations of HVAC supply ducts. 

D. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.02 INSTALLATION 

A. Install seating in locations indicated and fastened securely to substrates according to 

manufacturer's written installation instructions. 

B. Use installation methods and fasteners that produce fixed audience seating assemblies 

with individual chairs capable of supporting an evenly distributed 600-lb static load 

applied 3” from front edge of the seat without failure or other conditions that might 

impair the chair's usefulness. 

C. Install seating with chair end standards aligned from first to last row and with backs and 

seats varied in width and spacing to optimize sightlines. 

D. Install chairs in curved rows at a smooth radius. 

E. Install seating so moving components operate smoothly and quietly. 

3.03 ADJUSTING 

A. Adjust chair backs so that they are properly aligned with each other. 

B. Adjust self-rising seat mechanisms so seats in each row are aligned when in upright 

position. 

C. Verify that all components and devices are operating properly. 

D. Repair minor abrasions and imperfections in finishes with coating that matches factory-

applied finish. 

E. Replace upholstery fabric damaged during installation. 

3.04 CLEANING 

A. All debris caused by this work shall be removed from the auditorium and other work 

areas, and the areas left clean and free of debris. Cardboard from cartons shall be broken 

down into manageable piles and stacked neatly in the designated trash collection area on 

site. 

END OF SECTION 

END OF ADDENDUM NO. 2 



1621 N. Lincoln Street
Wilmington, DE 19806

(P) 302 . 658 . 6426
(F) 302 . 658 . 8431

abhagen@ABHA.com
www.ABHA.com

CONSULTANTS

PROJECT

OWNER

SHEET TITLE

WILMINGTON CAMPUSWILMINGTON CAMPUSWILMINGTON CAMPUSWILMINGTON CAMPUS

RENOVATIONSRENOVATIONSRENOVATIONSRENOVATIONS

100 NORTH DUPONT ROAD100 NORTH DUPONT ROAD100 NORTH DUPONT ROAD100 NORTH DUPONT ROAD

WILMINGTON, DE 19807WILMINGTON, DE 19807WILMINGTON, DE 19807WILMINGTON, DE 19807

CHECKED BY:

DRAWN BY:

FILE NAME:

PROJECT NUMBER:

The professional services of ABHA Architects, Inc. are undertaken for and

performed in the interest of RCCSD.  No contractual obligation is assumed

by ABHA Architects, Inc. for the benefit of any other person involved in the

project.

These documents are owned by ABHA Architects, Inc. and shall not be used

without written permission. Copyright ABHA Architects, Inc.  c  2013

654321

654321

E

D

C

B

A

E

D

C

B

A

1502 SPRUCE AVENUE1502 SPRUCE AVENUE1502 SPRUCE AVENUE1502 SPRUCE AVENUE

WILMINGTON, DE 19805WILMINGTON, DE 19805WILMINGTON, DE 19805WILMINGTON, DE 19805

1219 - CAB CALLOWAY.rvt

1219

Furlow Associates

Mechanical/Electrical Engineers

1206 Society Drive

Claymont, DE 19703

Larsen & Landis

Structural Engineers
1615 Sunset Lane

Wilmington, DE 19810

Scheu Consulting Service, Inc.

Theater Consultant

210 Falls Boulevard

Chittenango, NY 13037

RED CLAY CONSOLIDATEDRED CLAY CONSOLIDATEDRED CLAY CONSOLIDATEDRED CLAY CONSOLIDATED

SCHOOL DISTRICTSCHOOL DISTRICTSCHOOL DISTRICTSCHOOL DISTRICT

(BID PAC B)

G-001

KJR/ DDB

CK

COVER SHEET

WILMINGTON CAMPUS

RENOVATIONS

BID PACK B
WILMINGTON, DELAWARE

RED CLAY CONSOLIDATED SCHOOL DISTRICT
1502 SPRUCE AVENUE

WILMINGTON, DELAWARE  19805

OWNER

ABHA ARCHITECTS, INC.
1621 NORTH LINCOLN STREET

WILMINGTON, DELAWARE  19806

ARCHITECT
302-658-6426

FAX 302-658-8431

FURLOW ASSOCIATES
1206 SOCIETY DRIVE

CLAYMONT, DELAWARE  19703

MECH/ELECT ENGINEERS
302-798-3515

FAX 302-798-9799

SCHEU CONSULTING SERVICE, INC.
210 FALLS BOULEVARD

CHITTENANGO, NEW YORK  13037

THEATER CONSULTANT
315-510-3368

FAX 315-266-9292

LARSEN & LANDIS
1615 SUNSET LANE

WILMINGTON, DELAWARE  19801

STRUCTURAL ENGINEERS
302-475-3175

FAX 302-475-3176

LOCATION MAP

DRAWING LIST

Sheet Number Sheet Name

STAGE LIGHTING

TL-100 STAGE LIGHTING SYSTEM STAGE LIGHT PLOT

TL-101 STAGE LIGHTING SYSTEM MEZZANINE FLOOR LIGHT PLOT

TL-102 STAGE LIGHTING SYSTEM AUDITORIUM FIRST FLOOR LIGHT PLOT

TL-103 STAGE LIGHTING SYSTEM ORCHESTRA CEILING LIGHTING PLAN

TL-104 STAGE LIGHTING SYSTEM APRON STAGE LIGHTING PLAN

TL-105 STAGE LIGHTING SYSTEM AUDITORIUM SYSTEM ONELINE

TL-106 STAGE LIGHTING SYSTEM AUDITORIUM DISTRIBUTION

TL-107 STAGE LIGHTING SYSTEM AUDITORIUM DISTRIBUTION

TL-108 STAGE LIGHTING SYSTEM AUDITORIUM CONDIUT RISER

TL-109 STAGE LIGHTING SYSTEM AUDITORIUM CIRCUIT SCHEDULE

TL-110 STAGE LIGHTING SYSTEM THIRD FLOOR AUDITORIUM DEVICE LOCATION

TL-111 STAGE LIGHTING SYSTEM AUDITORIUM FIRST FLOOR DEVICE LOCATION

TL-112 STAGE LIGHTING SYSTEM ORCHESTRA PIT DEVICE LOCATION PLAN

THEATER SOUND

TS-100 A/V SYSTEM SOUND ONE-LINE DIAGRAM #1

TS-101 A/V SYSTEM SOUND ONE-LINE DIAGRAM #2

TS-102 A/V SYSTEM VIDEO ONE-LINE DIAGRAM #1

TS-103 A/V SYSTEM VIDEO ONE-LINE DIAGRAM #2

TS-104 A/V SYSTEM DETAILS #1

TS-105 A/V SYSTEM DETAILS #2

TS-106 A/V SYSTEM DEVICE LOCATIONS STAGE LEVEL

TS-107 A/V SYSTEM DEVICE LOCATIONS CONTROL BOOTH LEVEL

TS-108 A/V SYSTEM DEVICE LOCATIONS UPPER LEVEL

TS-109 A/V SYSTEM SYMBOL KEY

TS-110 A/V SYSTEM INTERCOM CONDUIT RISER

TS-111 A/V SYSTEM SPEAKER CONDUIT RISER

TS-112 A/V SYSTEM VIDEO & ANTENNA CONDUIT RISER

TS-113 A/V SYSTEM DANTE & AUDIO NETWORK CONDUIT RISER

TS-114 A/V SYSTEM MICROPHONE CONDUIT RISER

THEATER EQUIPMENT

TH-100 STAGE RIGGING SYSTEMS PLAN AT FLOOR BATTENS AND DRAPERY

TH-101 STAGE RIGGING SYSTEMS PLAN AT GRID STAGE RIGGING EQUIPMENT

TH-102 STAGE RIGGING SYSTEMS SECTION AT CENTER AND SCHEDULES

TH-103 STAGE RIGGING SYSTEMS ELEVATION - TYPICAL MANUAL CONTERWEIGHT LINESET

TH-104 STAGE RIGGING SYSTEMS ELEVATION - TYPCIAL STAGE ELECTRICS MOTORIZED

COUNTERWEIGHT ASSIST LINESET

TH-105 STAGE RIGGING SYSTEMS ELEVATION - TYPICAL SHELL CEILING MOTORIZED

COUNTERWEIGHT ASSIST LINESET

TH-106 STAGE RIGGING SYSTEMS ELEVATION - FIRE SAFETY CURTAIN RIGGING

TH-107 STAGE RIGGING SYSTEMS MISCELLANEOUS DETAILS

TH-108 STAGE RIGGING SYSTEMS SECTION AT ORCHESTRA PIT ACOUSTIC CURTAIN & TRACK

AND AUDITORIUM LIGHT LADDERS

TH-109 STAGE RIGGING SYSTEMS ADJUSTABLE ACOUSTIC BANNERS ALTERNATE #5

TH-200 CONCERT SHELL SYSTEM

TH-201 CONCERT SHELL SYSTEM REMOVABLE TOWER TOPS

TH-202 ORCHESTRA PIT FILLER SYSTEM

DRAWING LIST

Sheet Number Sheet Name

GENERAL

G-001 COVER SHEET

G-101 CODE REVIEW

G-111 CODE REVIEW PLAN - SECOND FLOOR

G-112 CODE REVIEW PLAN - MEZZANINE

G-113 CODE REVIEW PLAN - THIRD FLOOR

STRUCTURAL

S-001 STRUCTURAL NOTES, SCHEDULES & ABBREVIATIONS

S-101 FOUNDATION PLAN

S-102 LOW ROOF/ MEZZANINE/ STADIUM SEATING FRAMING PLAN

S-102A MEZZANINE FRAMING PLANS - ENLARGED

S-103 LOW ROOF/ MEZZANINE/ CATWALK FRAMING PLAN

S-104 ROOF FRAMING & GRID-IRON FRAMING PLANS

S-105 SECTIONS

S-106 SECTIONS

S-107 SECTIONS

S-108 SECTIONS

S-109 SECTIONS

ARCHITECTURAL

A-001 GENERAL NOTES, SYMBOLS, & ABBREVIATIONS

A-002 PARTITION SCHEDULE

A-101 SECOND FLOOR DEMOLITION PLAN

A-102 MEZZANINE DEMOLITION PLAN

A-103 THIRD FLOOR DEMOLITION PLAN

A-104 ROOF DEMOLITION PLAN

A-111 SECOND FLOOR PLAN

A-112 MEZZANINE

A-113 THIRD FLOOR PLAN

A-114 ROOF PLAN

A-121 SECOND FLOOR REFLECTED CEILING PLAN

A-122 MEZZANINE REFLECTED CEILING PLAN

A-201 BUILDING ELEVATIONS

A-301 BUILDING SECTIONS

A-311 WALL SECTIONS

A-312 VESTIBULE 236 ENLARGED PLANS & WALL SECTION

A-313 VESTIBULE 237 ENLARGED PLANS & WALL SECTION

A-401 ENLARGE DRESSING ROOM PLANS, ELEVATIONS AND DETAILS

A-402 ENLARGED TICKET BOOTH PLANS

A-403 ENLARGED PLANS, SECTIONS AND DETAILS - TIERED SEATING

A-404 DECORATIVE PROSCENIUM DETAILS

A-405 ENLARGED PLAN - ORCHESTRA PIT

A-406 SPIRAL STAIR  PLANS & DETAILS

A-407 LOBBY CASEWORK

A-501 ACOUSTICAL PANEL DETAILS

A-502 SOFFIT DETAILS

A-503 CASEWORK / LOCKER ELEVATIONS & DETAILS

A-506 ROOFING DETAILS

A-507 GRID IRON & CATWALK DETAILS

A-508 REMOVABLE PIT RAILING

A-601 DOOR SCHEDULE & DETAILS

A-602 DOOR DETAILS

INTERIORS

I-111 INTERIOR SECOND FLOOR FINISH PLAN - BASE BID

I-112 INTERIOR MEZZANINE FINISH PLAN - BASE BID

I-121 INTERIOR SECOND FLOOR PLAN - FURNITURE LAYOUT

MECHANICAL

M-100 MECHANICAL LEGEND & ABBREVIATIONS

M-101 SECOND FLOOR MECHANICAL DEMOLITION

M-102 MEZZANINE MECHANICAL DEMOLITION

M-103 CATWALK & ROOF MECHANICAL DEMOLITION

M-111 SECOND FLOOR MECHANICAL PLANS

M-112 MEZZANINE MECHANICAL PLANS

M-113 CATWALKS & ROOF MECHANICAL PLANS

M-201 MECHANICAL DETAILS

M-202 MECHANICAL DETAILS

M-301 MECHANICAL SCHEDULES

PLUMBING

P-100 PLUMBING & FIRE PROTECTION LEGEND, NOTES & SCHEDULES

P-101 SECOND FLOOR PLUMBING DEMOLITION

P-111 SECOND FLOOR PLUMBING PLANS

ELECTRICAL

E-100 ELECTRIAL LEGEND AND SCHEDULES

E-101 SECOND FLOOR ELECTRICAL DEMOLITION

E-102 MEZZANINE ELECTRICAL DEMOLITION

E-103 CATWALK ELECTRICAL DEMOLITION

E-111 SECOND FLOOR ELECTRICAL LIGHTING PLANS

E-112 MEZZANINE ELECTRICAL LIGHTING PLANS

E-113 CATWALK ELECTRICAL LIGHTING & POWER PLANS

E-210 FIRST FLOOR POWER PLAN

E-211 SECOND FLOOR POWER PLAN

E-212 MEZZANINE POWER PLANS

E-300 ELECTRICAL DETAILS AND SCHEDULES

DRAWING LIST

SITE

MARK DATE DESCRIPTION

1 05-28-13 ISSUED FOR BID PACK B

2 06-07-13 ADDENDUM 1

EDiS CONSTRUCTION COMPANY
110 S. POPLAR STREET

WILMINGTON, DLEAWARE 19801

CONSTRUCTION MANAGER
(302) 421-5700

FAX (302) 421-5715

SLINKY
Cloud

SLINKY
Cloud

SLINKY
Cloud

SLINKY
Rectangle

SLINKY
Typewritten Text
2



(8'�0")

(8'�0")

(8'�0")

(8'�0")

(8'�0")

(8'�0")

(8'�6")

(9'�0")

(EXIST)

(EXIST)

(EXIST)

(EXIST)

(EXPOSED)

(EXPOSED)

(EXPOSED)

(8'�0")

(8'�0")

(EXPOSED)

(EXPOSED)

(EXPOSED)

(EXPOSED)

(EXPOSED) (SEE UPPER LEVEL PLAN)

(8'�6") (8'�6")

(8'�6")

(8'�0")

A6

A�502

C5

A�502

(8'�0")

(9'�0")

(8'�0")

(8'�0")

(8'�0")

(10'�0")
(8'�0")

(8'�0")

B6

A�502

EDGE OF WALL ABOVE

B3

A�311

B3

A�311

(7'�4")

(7'�4")

4' � 0"

(6'�8")

(EXIST)

(9'�0")

(9'�0")

(10'�0")

C2

A�502

+/� 7' �2"

REINSTALL EXISTING CEILING AND LIGHTS AT EXISTING ELEVATION
PER BID PACK A

MODIFIED PER
BID PACK A

2

2

2

2

B4

A�407

B2

A�407

B3

A�407

B4

A�407

B2

A�407

B3

A�407

REINSTALL EXISTING LIGHTS AND TILE IN SAME CONFIGURATION
PROVIDE NEW GRID AND TILE AS REQ'D

2

2

2

2

2

2

REINSTALL EXISTING LIGHTS AND TILE IN SAME CONFIGURATION
PROVIDE NEW GRID AND TILE AS REQ'D

2

2

56x20

56x20

2X2 ACOUSTICAL CEILING AND GRID

GYPSUM BOARD CEILING/SOFFIT

ACOUSTICAL CEILING PANEL � ACP�3

ACOUSTICAL CEILING PANEL � ACP�4

2'X2' LIGHT FIXTURE

RECESSED LIGHT FIXTURE

PENDANT LIGHT FIXTURE

WALL WASHER

SUPPLY AIR DIFFUSER/ EXHAUST REGISTER (SEE MECH)

RETURN AIR GRILLE (SEE MECH)

LINEAR SUPPLY AIR DIFFUSER (SEE MECH)

REFLECTED CEILING PLAN LEGEND

GENERAL RCP SHEET NOTES

A. SEE SPECIFICATIONS FOR ACOUSTIC CEILING TILE AND GRID SUSPENSION
SYSTEM TYPES.

B. ACOUSTIC CEILING TILES TO BE TYPE 1 U.O.N.

C. SEE MECH. & ELEC. DWGS & SPECS FOR SIZES & TYPES OF FIXTURES,
DIFFUSERS, GRILLES, ETC.

D. (X'�X") DENOTES HEIGHT OF CEILING A.F.F.

E. LIGHTING SHOWN FOR REFERENCE ONLY IN LECTURE ROOM (SEE ELECT. FOR
ALL LIGHTING WORK)

ALTERNATE #4ALTERNATE #2
� RELOCATE CORRIDOR

(8'�0")(8'�0")

(8'�0")

(8'�6")

1621 N. Lincoln Street
Wilmington, DE 19806

(P) 302 . 658 . 6426
(F) 302 . 658 . 8431

abhagen@ABHA.com
www.ABHA.com

CONSULTANTS

PROJECT

OWNER

SHEET TITLE

WILMINGTON CAMPUSWILMINGTON CAMPUSWILMINGTON CAMPUSWILMINGTON CAMPUS

RENOVATIONSRENOVATIONSRENOVATIONSRENOVATIONS

100 NORTH DUPONT ROAD100 NORTH DUPONT ROAD100 NORTH DUPONT ROAD100 NORTH DUPONT ROAD

WILMINGTON, DE 19807WILMINGTON, DE 19807WILMINGTON, DE 19807WILMINGTON, DE 19807

CHECKED BY:

DRAWN BY:

FILE NAME:

PROJECT NUMBER:

The professional services of ABHA Architects, Inc. are undertaken for and

performed in the interest of RCCSD.  No contractual obligation is assumed

by ABHA Architects, Inc. for the benefit of any other person involved in the

project.

These documents are owned by ABHA Architects, Inc. and shall not be used

without written permission. Copyright ABHA Architects, Inc.  c  2013

654321

654321

E

D

C

B

A

E

D

C

B

A

1502 SPRUCE AVENUE1502 SPRUCE AVENUE1502 SPRUCE AVENUE1502 SPRUCE AVENUE

WILMINGTON, DE 19805WILMINGTON, DE 19805WILMINGTON, DE 19805WILMINGTON, DE 19805

1219 ; CAB CALLOWAY.rvt

1219

Furlow Associates

Mechanical/Electrical Engineers

1206 Society Drive

Claymont, DE 19703

Larsen & Landis

Structural Engineers
1615 Sunset Lane

Wilmington, DE 19810

Scheu Consulting Service, Inc.

Theater Consultant

210 Falls Boulevard

Chittenango, NY 13037

RED CLAY CONSOLIDATEDRED CLAY CONSOLIDATEDRED CLAY CONSOLIDATEDRED CLAY CONSOLIDATED

SCHOOL DISTRICTSCHOOL DISTRICTSCHOOL DISTRICTSCHOOL DISTRICT

(BID PAC B)

A�121

KJR / DDB

CK

SECOND FLOOR

REFLECTED CEILING PLAN

 1/8" = 1'�0"
A1

REFLECTED CEILING PLAN � SECOND
FLOOR

N

TRUE N
ORTH

 1/8" = 1'�0"
E1

REFLECTED CEILING PLAN � SECOND
FLOOR � ALTERNATE

N

TRUE N
ORTH

MARK DATE DESCRIPTION

1 05;28;13 ISSUED FOR BID PACK B

2 06;24;13 ADDENDUM 2



DN

UP

UP

DN

C2

A�402

LIGHTING
BOOTH

246
SOUND
BOOTH

245

A�402

B4

246

7' � 10"
9' � 0"

DN

A�402E3

D3

A�403

A�402

E5

5' � 2" 2' � 0"

G2
G1

G1

G1

G1

6
' �

 0
"

1
2
' �

 0
"

ALIGN

245

4
' �

 6
"

1
' �

 6
"

3
' �

 1
0
"

4
' �

 3
"

3
' �

 1
1
"

2' � 0"

9' � 5" +/�

1
3
' �

 4
".

1
5
.0

0
°

1
5
.0

0
°

A�402E4

R 22' � 0"

G4A

G4A

G4A

WALL ABOVE

E
Q

E
Q

A4

A�502

1' � 10".

2
' �

 2
 1

/2
"

FEC

G2

G2

G2

CENTER LINE OF
THEATRE

9' � 0"

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

22

2

VP1

2

M
.O

.

+
/�

 4
' �

 6
"

M
.O

.

+
/�

4
' �

 2
"

MAINTAIN CONTINUITY BETWEEN HAND RAILS

2

TICKET
BOOTH

244

A�402

A4

2' � 8".1' � 4"

M.O.

3' � 4"

IN FILL

244

FACE O
F C

MU
R 22' � 

0"

9' � 0" 1' � 0"

FACE OF CMU

12' � 0"

7' � 10" +/�

244B

90.00°

2
5
' �

 8
"

1
2
' �

 1
0
"

1
2
' �

 1
0
"

+
/�

 5
' �

 7
"

+
/�

 1
4
' �

 5
"

+
/�

 5
' 
� 

7
 "

M4

A�402

D1

A�402

B1

R 22' � 4"

R 19' � 10"

A�402E1

2
' �

 2
 1

/2
"

GF8F

C2

A�402

CENTER LINE OF
TICKETBOOTH

CENTER LINE OF
THEATRE

2

2

2

2

2

2

2

2

2

SECOND FLOOR
0"

MEZZANINE
9' � 0"

A2

A�402

A�502

C2

A�502

A1

A�502

A2

STORAGE

241

SOUND
BOOTH

245

LIGHTING
BOOTH

246

TICKET
BOOTH

244

3
' �

 0
"

C' D'' E'

4
' �

 6
"

9
' �

 6
"

4' � 4"
A�502

D6

3
' �

 0
"

1
' �

 2
"

2

2

2

2

2

2

2

SECOND FLOOR
0"

MEZZANINE
9' � 0"

LOBBY ROOF
17' � 9 3/32"

A1

A�402

7
 (

R
) 

@
 7

"
9
 (

R
) 

@
 7

"

LIGHTING
BOOTH

246

A�502

E5

A�502

B6

3
' �

 0
"

3
' �

 0
"

2 1/4"

HAND RAIL
(TYP.)

MTL. STAIR

TICKET
BOOTH

244

2

2

2

A2

A�402

A1

A�4023
' �

 1
0
 1

/4
"

8
 (

T
) 

@
 1

1
"

6' � 11 5/8"

HANDRAIL (TYP.)

11
0.

00
°

3' � 4" 7 5/8" 3' � 4 5/8"

GF6F

G2M4

M6

GF6F

2 1/4" 2 1/4"

1
1
"

M8

8
' �

 8
".

4
' �

 8
".

2

2

2

2

2

2
2

2

A2

A�402

A1

A�402

+
/�

 1
0
"

6
 (

T
) 

@
 1

1
"

3
' �

 1
0
 1

/4
"

3' � 0" 11 5/8" 3' � 0"

1
' �

 0
"

2 1/4"3 1/2"

G1

G2

G1

G1

G1

G3

G1

2

2

2

2

2
2

2

2

2

CASEWORK NOTES

1. CASEWORK AND COUNTERS ARE PLASTIC LAMINATE, TYP. U.O.N. REFER TO
SPECIFICATION SECTION 12340:  PLASTIC LAMINATE CASEWORK FOR
INFORMATION

2. CONFIRM ALL DIMENSIONS IN THE FIELD PRIOR TO FABRICATION OF
CASEWORK.

3. REFER TO MECH. & ELEC. DOCUMENTS FOR ADDITIONAL INFORMATION.

4. PROVIDE 4" RESILIENT BASE ON CASEWORK TOE SPACES, (U.O.N.)

5. PROVIDE END FILLERS TO MATCH CASEWORK FINISH, (U.O.N.)

6. ALL WALL CABINETS TO BE 14�1/4" DEEP, (U.O.N.)

7. ALL BASE CABINETS AND TALL STOR. CABINETS TO BE 24�1/4" DEEP, (U.O.N.)

8. PROVIDE 4" HIGH BACK & SIDE SPLASHES (TYP.) WHERE COUNTERS ABUT
PARTITIONS.

9. PROVIDE LOCKS FOR ALL DOORS & DRAWERS OF CASEWORK, U.O.N. KEY
ALIKE BY ROOM.

10. INDICATES FILLER AS REQ'D.

11. INDICATES GROMMET

12. ALL EXPOSED SURFACES SHALL BE PLASTIC LAMINATE, U.O.N. PROVIDE
FINISHED BOTTOMS FOR ALL CABINETS (TYP.)

F

G

SECOND FLOOR
0"

MEZZANINE
9' � 0"

4" CMU BEYOND

6" GOURND FACE
CMU STACKED BOND

GYP. SOFFIT

WD. BASE

6" CMU

2

22

3
' �

 6
"

2' � 0"

OPEN

3' � 0" MIN.

F

1' � 0"

ROUND GROMMET W/
2�7/8" OPENING

1' � 6" 2' � 4" 1' � 6"

METAL COUNTERTOP
SUPPORT BRACKET

1' � 6"

3
' �

 0
"

METAL COUNTERTOP
SUPPORT BRACKET

3' � 0"

OPEN OPEN OPEN

3' � 0"3' � 0"

ROUND GROMMET
W/ 2�7/8" OPENING

9"1' � 6"1' � 9" 1' � 6" 1' � 9"1' � 6"

SECOND FLOOR
0"

MEZZANINE
9' � 0"

A2

A�402

BULLNOSED TOP COARSE

HAND RAIL (TYP.)

3
' �

 0
"

A�502

E5
SimA�502

E4

MEZZANINE
9' � 0"

WD. CAP

WD. BASE

G2

GF6F

FACE OF CMU
WALL BELOW

SOLID SURFACE
COUNTER TOP

M6 HORIZONTAL COIL DOOR
RECIEVER

MASONRY PIER

WD. BLKG AS
REQ'D

+
/� 4

"

R
 4

"

+/� 1
' � 4

"

3' � 0".

COIL DOOR HOUSING
ON STL PEDESTAL BY
DOOR MANUFACTURER

G2

GF8F

GF6F

G2

G2

1
' �

 4
".

5
' �

 0
".

FACE OF CMU WALL
BELOW

SOLID SURFACE
COUNTER TOP

MASONRY
PIER

MASONRY PIER

1
6
0
.0

0
°

R
 4

"

+
/�

3
 1

/4
"

1621 N. Lincoln Street
Wilmington, DE 19806

(P) 302 . 658 . 6426
(F) 302 . 658 . 8431

abhagen@ABHA.com
www.ABHA.com

CONSULTANTS

PROJECT

OWNER

SHEET TITLE

WILMINGTON CAMPUSWILMINGTON CAMPUSWILMINGTON CAMPUSWILMINGTON CAMPUS

RENOVATIONSRENOVATIONSRENOVATIONSRENOVATIONS

100 NORTH DUPONT ROAD100 NORTH DUPONT ROAD100 NORTH DUPONT ROAD100 NORTH DUPONT ROAD

WILMINGTON, DE 19807WILMINGTON, DE 19807WILMINGTON, DE 19807WILMINGTON, DE 19807

CHECKED BY:

DRAWN BY:

FILE NAME:

PROJECT NUMBER:

The professional services of ABHA Architects, Inc. are undertaken for and

performed in the interest of RCCSD.  No contractual obligation is assumed

by ABHA Architects, Inc. for the benefit of any other person involved in the

project.

These documents are owned by ABHA Architects, Inc. and shall not be used

without written permission. Copyright ABHA Architects, Inc.  c  2013

654321

654321

E

D

C

B

A

E

D

C

B

A

1502 SPRUCE AVENUE1502 SPRUCE AVENUE1502 SPRUCE AVENUE1502 SPRUCE AVENUE

WILMINGTON, DE 19805WILMINGTON, DE 19805WILMINGTON, DE 19805WILMINGTON, DE 19805

1219 ; CAB CALLOWAY.rvt

1219

Furlow Associates

Mechanical/Electrical Engineers

1206 Society Drive

Claymont, DE 19703

Larsen & Landis

Structural Engineers
1615 Sunset Lane

Wilmington, DE 19810

Scheu Consulting Service, Inc.

Theater Consultant

210 Falls Boulevard

Chittenango, NY 13037

RED CLAY CONSOLIDATEDRED CLAY CONSOLIDATEDRED CLAY CONSOLIDATEDRED CLAY CONSOLIDATED

SCHOOL DISTRICTSCHOOL DISTRICTSCHOOL DISTRICTSCHOOL DISTRICT

(BID PAC B)

A�402

KJR / DDB

CK

ENLARGED TICKET BOOTH

PLANS

 1/4" = 1'�0"
B5

ENLARGED PLAN � MEZZANINE BASE BID

 1/4" = 1'�0"
A5

ENLARGED PLAN � 2ND FLOOR � BASE
BID

 1/4" = 1'�0"
C2

PARTIAL SECTION � BASE BID

 1/2" = 1'�0"
A2

SECTION � STAIR � BASE BID

 1/2" = 1'�0"
A4

ENLARGED PLAN � 2ND FLOOR � BASE
BID

N

TRUE N
ORTH

 1/2" = 1'�0"
B4

ENLARGED PLAN � MEZZANINE � BASE
BID

N

TRUE N
ORTH

N

TRUE N
ORTH

N

TRUE N
ORTH

MARK DATE DESCRIPTION

1 05;28;13 ISSUED FOR BID PACK B

2 06;24;13 ADDENDUM 2

 1/4" = 1'�0"
E1

INTERIOR ELEVATION � TICKETBOOTH

 1/4" = 1'�0"
E3

LIGHTING BOOTH CASEWORK
ELEVATION

 1/4" = 1'�0"
E4

SOUND BOOTH CASEWORK ELEVATION

 1/2" = 1'�0"
A1

Section 40

 1/4" = 1'�0"
E5

2 � a

 3/4" = 1'�0"
D1

PLAN DETAIL

 3/4" = 1'�0"
B1

PLAN DETAIL

N

TRUE N
ORTH

N

TRUE N
ORTH

2

2

2

2

2

2



DN

UP

DN

CABINET

2' � 4"

EXISTING MASONRY WALL

3/4" STAINED
PLYWOOD VENEER

6" SINGLE SIDED
GROUND FACE CMU

1' � 7 1/4"

4' � 0"

7
' �

 4
"

A�311

D1

A�407

1

5
' �

 9
 3

/4
"

2
 1

/4
"

1
' �

 4
"

2' � 6"

2

2

2

2

2

2

2

A�407

C6

2

6
"

1
' �

 8
"

3 5/8" MTL. STUDS

5/8" GYP. BD. (TYP.)

ACT

2

1' � 0"

EXISTING MASONRY
WALL

3/4" STAINED
PLYWOOD VENEER

2
 1

/4
"

1
' �

 4
"

BENCH

1' � 7 1/2"

4' � 0"

6
"

1
' �

 8
"

7
' �

 4
"

A�311

D1

2' � 6"

A�407

2

2

2

2

2
2

2

A�407

C6

2

3 5/8" MTL. STUDS

5/8" GYP. BD. (TYP.)

ACT

2

CABINET

2' � 4"

EXISTING MASONRY
WALL

3/4" STAINED
PLYWOOD VENEER

6" SINGLE SIDED
GROUND FACE CMU

4' � 0"

BRACKET (SEE TS
DRAWINGS.)

VIDEO MONITOR
(SEE TS DRAWINGS)

R
E

V
E

A
L

3
/8

"

(V
ID

E
O

 M
O

N
IT

O
R

, 
V

.I
.F

.)

R
E

V
E

A
L

3
/8

"

E
Q

.
E

Q
.

6
"

1
' �

 8
"

7
' �

 4
"

A�311

D1

A�407

1
2
 1

/4
"

1
' �

 4
"

2' � 6"

2

2

2

2

2

2

2

A�407

C6

2

3 5/8" MTL. STUDS

5/8" GYP. BD. (TYP.)

ACT

2

B' C' D'' E'

1'

2'

4'

5'

6'

7'

8'

9'

R1�1/2"
(TYP.)

A�407
A2

A�407
A4

S
im

A�407

B5

2
' � 0

"
7
' � 8

"
2
' � 0

"

2
' � 0

"
7
' � 8

"
+

/� 2
' � 2

"

1
1
' � 8

"

7
' � 0

"

+
/� 1

1
' � 1

0
"

+
/� 3

0
' � 6

"

2
' 
� 

0
"

7
' 
� 

8
"

2
' 
� 

0
"

1
1
' �

 8
"

2
' 
� 

0
"

7
' 
� 

8
"

2
' 
� 

0
"

7
' 
� 

0
"

1
1

' �
 8

"

3
0

' �
 4

"

2' � 6"

3' � 0"

1' � 0"

2' � 6"

+
/�

 1
' �

 0
"

2
' �

 0
"

1
4
' �

 0
"

1' � 6"

1
6
' �

 0
"

60.00°

1' � 2".

3' � 0"

2' � 6"

6"
2' � 6"

6"
2' � 6"

1
2
' �

 1
0
"

1
4
' � 0

"

2
' � 0

".

1
6
' � 0

".

1
2
' � 1

0
".

1' � 0"

2' � 6"

1' � 6"

60
.0

0°

1' � 2".

+
/�

 4
' �

 0
"

D4

A�407

Sim

2

2

1
' �

 6
 1

/4
".

E
Q

2
"

E
Q

2
"

9
' �

 0
"

7
' �

 4
"

PLAQUES WOOD BENCH

B3

A�407

B4

A�407

B2

A�407VIDEO MONITOR A�407

D3

2' � 0" 4" 7' � 0". 4" 2' � 0" 7' � 0". 2' � 0" 4" 7' � 0". 4" 2' � 0" 4" 13' � 4". 4" 2' � 0"

2

GYP BOARD SOFFIT

3/4" PLYWOOD VENEER

WOOD TRIM (TYP.)

3
"

6" SINGLE SIDED
GROUND FACE CMU

STAINED WOOD BULLNOSE

1 x 2 STAINED WOOD TRIM

1 1/2"

3/4" STAINED WOOD
QUARTER ROUND

2' � 0"

E
Q

.
2
"

E
Q

.

7
' �

 4
"

3

A�407

2

2

B3

A�407

B4

A�407

B2

A�407
VIDEO MONITOR

9
' �

 0
"

7
' �

 4
"

WOOD BENCH PLAQUES

A�407

D3

2' � 0". 4" 13' � 4". 4" 2' � 0" 4" 7' � 0". 4" 2' � 0" 7' � 0". 2' � 0" 4" 7' � 0". 4" 2' � 0"

2
"

E
Q

2
"

E
Q

1
' �

 6
 1

/4
".

GYP BOARD SOFFIT

3/4" PLYWOOD VENEER

WOOD TRIM (TYP.)

3
"

6" SINGLE SIDED
GROUND FACE CMU

STAINED WOOD BULLNOSE

1 x 2 STAINED WOOD TRIM

3/4" STAINED WOOD
QUARTER ROUND

7
' �

 4
"

PIANO HINGE

CAM LOCK

FINGER PULL

CAM LOCK

3' � 0"

1
' �

 6
 1

/4
".

E
Q

5
' �

 9
 3

/4
".

4
' �

 1
0
"

E
Q

.

4" 2' � 0" 8"

2

2

2

2

2

1 5/8"

GYP BOARD SOFFIT

EXISTING MASONRY
WALL

PLYWOOD BLOCKING AS
REQUIRED (TYP.)

3/4" VENEER PLYWOOD

1 x 2 STAINED WOOD TRIM
(ALIGN W/ ADJACENT)

3/4" STAINED QUARTER ROUND

7
' �

 4
"

1 5/8" 25 GA. STL.
STUD @ 16" O.C.

1"
1 5/8"
3/4"

A�311

D1
2

REMOVE MASONRY PIER

1/2" SAW CUT EXISTING CMU
 � SEE STRUCT

EXISTING MASONRY WALL

1/2" SEALANT
TYPE 5

EXISTING CL OF COLUMN

1/2" SAW CUT EXISTING CMU
 � SEE STRUCT

1/2" SEALANT
TYPE 9

SEALANT TYPE 9

1 5/8" MTL.
STUDS

3/4" VENEERED
FACE PLYWD

WD. BASE

SEALANT TYPE 2
W/ BACKER ROD

WALL

EXIST.

WOOD BLOCKING
AS REQUIRED

(TYP.)

STAINED WOOD TRIM
(TYP.)

1/4" SEALANT
TYPE 2

STAINED WOOD
BULLNOSE

2
"

1
"

1
"

3
"

1/2"

1 1/4"

6" GROUND FACE
CMU

3/4" WD. PANEL

WOOD BLOCKING
AS REQUIRED

(TYP.) 3/4" VENEER
PLYWOOD

WOOD
BLOCKING

1
"

1
"

2
"

3
"

1 1/4"

1/2"

STAINED WOOD
TRIM (TYP.)

EXISTING MASONRY WALL

3/4" STAINED
PLYWOOD VENEER

6" GROUND FACE CMU

1' � 0"

4' � 0"

6
"

1
' �

 8
"

7
' �

 4
"

A�311

D1

E
Q

2
"

E
Q

2
 1

/4
"

1
' �

 4
"

3' � 0"

ALIGN
A�407

1

3 5/8" MTL. STUDS

5/8" GYP. BD. (TYP.)

ACT

1
"

1
"

2
"

1 1/4"

1/2"

4
"

STAINED
WOOD TRIM (TYP.)

1621 N. Lincoln Street
Wilmington, DE 19806

(P) 302 . 658 . 6426
(F) 302 . 658 . 8431

abhagen@ABHA.com
www.ABHA.com

CONSULTANTS

PROJECT

OWNER

SHEET TITLE

WILMINGTON CAMPUSWILMINGTON CAMPUSWILMINGTON CAMPUSWILMINGTON CAMPUS

RENOVATIONSRENOVATIONSRENOVATIONSRENOVATIONS

100 NORTH DUPONT ROAD100 NORTH DUPONT ROAD100 NORTH DUPONT ROAD100 NORTH DUPONT ROAD

WILMINGTON, DE 19807WILMINGTON, DE 19807WILMINGTON, DE 19807WILMINGTON, DE 19807

CHECKED BY:

DRAWN BY:

FILE NAME:

PROJECT NUMBER:

The professional services of ABHA Architects, Inc. are undertaken for and

performed in the interest of RCCSD.  No contractual obligation is assumed

by ABHA Architects, Inc. for the benefit of any other person involved in the

project.

These documents are owned by ABHA Architects, Inc. and shall not be used

without written permission. Copyright ABHA Architects, Inc.  c  2013

654321

654321

E

D

C

B

A

E

D

C

B

A

1502 SPRUCE AVENUE1502 SPRUCE AVENUE1502 SPRUCE AVENUE1502 SPRUCE AVENUE

WILMINGTON, DE 19805WILMINGTON, DE 19805WILMINGTON, DE 19805WILMINGTON, DE 19805

1219 ; CAB CALLOWAY.rvt

1219

Furlow Associates

Mechanical/Electrical Engineers

1206 Society Drive

Claymont, DE 19703

Larsen & Landis

Structural Engineers
1615 Sunset Lane

Wilmington, DE 19810

Scheu Consulting Service, Inc.

Theater Consultant

210 Falls Boulevard

Chittenango, NY 13037

RED CLAY CONSOLIDATEDRED CLAY CONSOLIDATEDRED CLAY CONSOLIDATEDRED CLAY CONSOLIDATED

SCHOOL DISTRICTSCHOOL DISTRICTSCHOOL DISTRICTSCHOOL DISTRICT

(BID PAC B)

A�407

KD

CK

LOBBY CASEWORK

MARK DATE DESCRIPTION

1 05;28;13 ISSUED FOR BID PACK B

2 06;24;13 ADDENDUM 2

 1" = 1'�0"
B2

Lobby Cabinet Section

 1" = 1'�0"
B4

Lobby Bench Section

 1" = 1'�0"
B3

Lobby Cabinet Section @ Video Monitor

 3/16" = 1'�0"
A1

Enlarged Plan � Lobby Casework

 1/4" = 1'�0"
A4

Lobby Casework Elevation � East

 1" = 1'�0"
D3

Lobby Pilaster Section

 1/4" = 1'�0"
A2

Lobby Casework Elevation � West

 1" = 1'�0"
D2

Cabinet Access Elevation

 1" = 1'�0"
D4

LOBBY CABINET WALL FURR�OUT

 1 1/2" = 1'�0"
B5

PLAN DETAIL

 3" = 1'�0"
1

Lobby Casework Detail

 3" = 1'�0"
2

Lobby Bench Detail

 1" = 1'�0"
3

Lobby Cabinet PIER Section

2

2
2

2

2

2 2

2

2

2

 3" = 1'�0"
C6

TYPICAL � LOBBY CABINET TRIM

2



MEZZANINE
9' � 0"

SERVER RM
10' � 0"

6
"

6
"

5/8" GYP. BD

3 5/8" MTL. STUDS

EXIST. SLAB

ACOUST. CLG

MEZZANINE
9' � 0"

CONC. SLAB
SEE STRUCT.

MTL DECK
SEE STRUCT. STL BEAM

SEE STRUCT.

STL ANGLE
SEE STRUCT.

5/8" GYP. BD.

3 5/8" MTL. STUDS.

1
' �

 0
".

MEZZANINE
9' � 0"

6" CMU

5/8" GYP. BD. (TYP.)

7/8" HAT CHANNEL (TYP.)

MTL STAIR

STL ANGLE. SEE STRUCT.

4" CONC. SLAB

MTL DECK

SEALANT TYPE 2

5
 5

/8
"

GROUND FACED CMU

5
 1

/2
"

1
1
/1

6
"

1 1/4"

1 1/4" STAINED WOOD TRIM
EASE EDGES

3/4" WOOD BLOCKING
COUNTER SINK ANCHORS
INTO BOND BEAM

3/4" x 3/4"  "Z" TRIM REVEAL
BLACK � SECURE
@ TOP OF BLOCKING �
ALIGN EDGE WITH BOND BEAM

SECOND FLOOR
0"

MEZZANINE
9' � 0"

2' � 6"

3
' �

 1
0
"

2
' �

 1
0
"

SOLID SURFACE

METAL COUNTERTOP
SUPPORT BRACKET

1
 1

/2
"

2
' �

 4
"

2' � 0".2' � 0".

1
' �

 5
"

+/� 1' � 4"

CONC. SLAB
SEE STRUCT.

MTL. DECK
SEE STRUCT.

3 5/8" MTL. STUD

5/8" GYP. BD.
TYP.

1 5/8" MTL.
STUDS

1
' �

 0
"

ACT

1
' �

 0
"

TICKET
BOOTH

244

THEATRE
LOBBY

202

LIGHTING
BOOTH

246

A�311

D1

6" GROUND FACE
CMU

5/8" GYP. BD

1 5/8" MTL STUDS
TYP.

C CHANNEL
SEE STRUCT.

HORIZONTAL COIL
DOOR TRACK

STL BEAM
SEE STRUCT.

HORIZONTAL COIL DOOR

ALIGN

MEZZANINE
9' � 0"

RESIL. BASE

PLAM BASE
CABINET (TYP.)

PLAM OVER PLYWOOD
AT COUNTER

SOLID WOOD BULLNOSE
EDGE (STAINED) � TYP.

4" 1' � 6" 1' � 0"

ROUND GROMMET
LOCATED PER
ENLARGED PLAN

2' � 10"

3
' �

 0
"

8"

3
 1

/2
"

1
' �

 2
"

1
' �

 2
"

2
' �

 2
"

A�502

D1

A�311

D1

T.O.S.

STL. BEAM
SEE STRUCT.

CONC. SLAB
SEE STRUCT.

STL. PLATE
SEE STRUCT.

ACOUST. PANEL
AL�1

STL. ANGLE
SEE STRUCT.

2

2

2

2

2

2

2

2

MEZZANINE
9' � 0"

SOLID WOOD BULLNOSE
EDGE (STAINED) � TYP.

PLAM OVER PLYWOOD
AT COUNTER

RESIL. BASE

PLAM BASE CABINET (TYP.)

1' � 0"

1
 1

/2
"

FINISHED PLAM
TOP AND BACK PANEL

1' � 6"

ROUND GROMMET
LOCATED PER
ELEVATION

METAL SUPPORT BRACKET
AS REQ'D

3
' �

 5
"

3
' �

 6
"

1
' �

 2
"

10.00°

RESIL. BASE

5/8" GYP. BD
TYP.

3 5/8" MTL STUDS.
TYP.

CONC. SLAB TYP.
(SEE STRUCT.)

STL. BEAM
(SEE STRUCT.)

GYP. CEILING

EXIST. JOIST
STL. BEAM
(SEE STRUCT.)

STIL. PLATE
(SEE STRUCT.)

1' � 8 1/2"

5/8" 3 5/8"

WALL

EXIST. 3 5/8" 5/8"

4" CMU

MTL. DECK
TYP. (SEE STRUCT.)

WALL

EXIST.

2

2

2
2

2

2

A�602

D1

A�602

B1

1
0
.0

0
°

.

WD. BLOCKING AS REQ'D

5/8" GYP BD.

1
' �

 0
"

6" MTL. STUDS

STL. TUBE
SEE STRUCT.

MEZZANINE
9' � 0"

BULLNOSED INSIDE
FACE OF STAIR

SEALANT TYPE 2

3 5/8" MTL. STUDS

5/8" GYP. BD
TYP.

GROUND FACE CMU

MEZZANINE
9' � 0"

1
' �

 2
"

11" 11"

2 1/4" CLEAR

7
"

7
"

1' � 0"

3
"

1
' �

 8
"

WALL

EXIST.

S.S. HAND RAIL
(TYP.)

2
' �

 1
0
"

2
' �

 1
0
"

CONC. STEP (SEE
STRUCT.)

MTL. DECK
(SEE STRUCT.)

CONC. SLAB
(SEE STRUCT.)

STL. BEAM
(SEE STRUCT.)

WD. BASE

STL. PLATE
(SEE STRUCT.)

EXIST. JOIST

STL PLATE
(SEE STRUCT.)

STL. BEAM
(SEE STRUCT.)

3 5/8" MTL. STUDS

5/8" GYP. BD.

EXIST. WALL BEYOND

7
' �

 0
"

WALL

EXIST.
EXIST. ROOF

RETURN RAIL
TO WALL

GYP. BD. CLG

MAINTAIN CONTINUITY
WITH HAND RAIL ON
ADJACENT WALL

4" CMU

+/� 2"

3 5/8" MTL. STUD
CHANNEL

1
 1

/4
"

3
/4

"

7 1/2"

1 1/4" STAINED WOOD TRIM
EASE EDGES

3/4" X 3/4" "Z' TRIM REVEAL
BLACK � SECURE @ TOP OF
BLOCKING � ALIGN EDGE WITH GYP. BD.

3/4" WD. BLOCKING
COUNTER SINK

ANCHORS 6" CHANNEL STUD

5/8" GYP. BD.

STL. TUBE
(SEE STRUCT.)

ACOUST. PANEL
WD. BLKG AS REQ'D

MEZZANINE
9' � 0"

BULLNOSED SIDES
OF CMU

SEALANT TYPE 2
EACH SIDE

3 5/8" MTL. STUDS

5/8" GYP. BD
TYP.

GROUND FACE CMU

CASEWORK NOTES

1. CASEWORK AND COUNTERS ARE PLASTIC LAMINATE, TYP. U.O.N. REFER TO
SPECIFICATION SECTION 12340:  PLASTIC LAMINATE CASEWORK FOR
INFORMATION

2. CONFIRM ALL DIMENSIONS IN THE FIELD PRIOR TO FABRICATION OF
CASEWORK.

3. REFER TO MECH. & ELEC. DOCUMENTS FOR ADDITIONAL INFORMATION.

4. PROVIDE 4" RESILIENT BASE ON CASEWORK TOE SPACES, (U.O.N.)

5. PROVIDE END FILLERS TO MATCH CASEWORK FINISH, (U.O.N.)

6. ALL WALL CABINETS TO BE 14�1/4" DEEP, (U.O.N.)

7. ALL BASE CABINETS AND TALL STOR. CABINETS TO BE 24�1/4" DEEP, (U.O.N.)

8. PROVIDE 4" HIGH BACK & SIDE SPLASHES (TYP.) WHERE COUNTERS ABUT
PARTITIONS.

9. PROVIDE LOCKS FOR ALL DOORS & DRAWERS OF CASEWORK, U.O.N. KEY
ALIKE BY ROOM.

10. INDICATES FILLER AS REQ'D.

11. INDICATES GROMMET

12. ALL EXPOSED SURFACES SHALL BE PLASTIC LAMINATE, U.O.N. PROVIDE
FINISHED BOTTOMS FOR ALL CABINETS (TYP.)

F

G
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SOFFIT DETAILS

MARK DATE DESCRIPTION

1 05;28;13 ISSUED FOR BID PACK B

2 06;24;13 ADDENDUM 2

 1 1/2" = 1'�0"
A6

SOFFIT DETAIL

 1 1/2" = 1'�0"
B6

SOFFIT DETAIL

 1 1/2" = 1'�0"
C5

SOFFIT DETAIL @ STAIR

 3" = 1'�0"
E1

TYPICAL WD CAP � PLAN

 1" = 1'�0"
C2

Callout of Section 35

 1" = 1'�0"
A1

SECTION AT SOUND BOOTH CASEWORK

 1" = 1'�0"
A2

SECTION AT LIGHTING BOOTH
CASEWORK

 3" = 1'�0"
D6

Callout (4) of Section 35

 3" = 1'�0"
E5

DETAIL � GROUND FACE BULLNOSE

 1" = 1'�0"
A4

Section 58

 3" = 1'�0"
D1

DETAIL � WD. CAP @ SOUND BOOTH

 3" = 1'�0"
E4

Detail 7

2
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HOLLOW METAL
FRAME � GROUT

SOLID

SEALANT TYPE 2
(EACH SIDE)

JAMB ANCHORS �
3 PER SIDE

8" CMU

CONTINUOUS
GASKET

2
"

8 3/4"

CONTINUOUS
GASKET

8 3/4"

2
"

8" CMU

4" PCC LINTEL �
SEE STRUCT

SEALANT TYPE 1
EACH SIDE

HOLLOW METAL
FRAME � GROUT

SOLID

6" CMU

6" PCC LINTEL �
SEE STRUCT

SEALANT TYPE 1
EACH SIDE

CONTINUOUS
GASKET

6 3/4"

2
"

HOLLOW METAL
FRAME � GROUT

SOLID

HOLLOW METAL
FRAME � GROUT

SOLID

SEALANT TYPE 2
(EACH SIDE)

JAMB ANCHORS �
3 PER SIDE

6" CMU

CONTINUOUS
GASKET

2
"

6 3/4"

HOLLOW METAL FRAME
� GROUT SOLID

SEALANT TYPE 2
(EACH SIDE)

JAMB ANCHORS �
3 PER SIDE

EXISTING
6" CMU

CONTINUOUS
GASKET

2
"

6 3/4" VIF RECESS ANCHOR �
FILL & GRIND SMOOTH

HOLLOW METAL FRAME
� GROUT SOLID

SEALANT TYPE 2
(EACH SIDE)

JAMB ANCHORS �
3 PER SIDE

EXISTING
 8" CMU

CONTINUOUS
GASKET

2
"

8 3/4" VIF RECESS ANCHOR �
FILL & GRIND SMOOTH

HOLLOW METAL
FRAME

SEALANT TYPE 2
(EACH SIDE)

JAMB ANCHORS �
3 PER SIDE

3 5/8" 20 GA
METAL STUDS

@ 16" OC

CONTINUOUS
GASKET

2
"

6"

5/8" GYPSUM BOARD
� EACH SIDE

HOLLOW METAL
FRAME

SEALANT TYPE 2
(EACH SIDE)

JAMB ANCHORS �
3 PER SIDE

3 5/8" 20 GA
METAL STUDS

@ 16" OC

CONTINUOUS
GASKET

2
"

8 3/8"

5/8" GYPSUM BOARD
� EACH SIDE

RESILIENT FLOORING

HOLLOW METAL
FRAME � BEYOND

SOLID SURFACE
THRESHOLD

NOTE:
1. 1/4" MAXIMUM VERTICAL EDGE
2. 1/2" MAXIMUM CHANGE IN 

SLOPE SURFACE LEVEL AT 2:1

TILE  FLOORING

1"  MINIMUM

1
/2

" 
M

A
X

IM
U

M

1
/4

" 
M

A
X

IM
U

M

HOLLOW METAL FRAME
� GROUT SOLID

SEALANT TYPE 2
(EACH SIDE)

JAMB ANCHORS �
3 PER SIDE

EXISTING
 4" CMU

CONTINUOUS
GASKET

2
"

5 3/4"
RECESS ANCHOR �
FILL & GRIND SMOOTH

EXISTING
4" BRICK

HOLLOW METAL FRAME
� GROUT SOLID

SEALANT TYPE 2
(EACH SIDE)

JAMB ANCHORS �
3 PER SIDE

EXISTING
 4" CMU

CONTINUOUS
GASKET

2
"

8 3/4"
RECESS ANCHOR �
FILL & GRIND SMOOTH

EXISTING
4" STRUCTURAL
GLAZED TILE

HOLLOW METAL FRAME
� GROUT SOLID

SEALANT TYPE 2
(EACH SIDE)

JAMB ANCHORS �
3 PER SIDE

 4" CMU
(TOOTH�IN AT

EXISTING WALL)

CONTINUOUS
GASKET

2
"

8 3/4"

4" STRUCTURAL
GLAZED TILE
(TOOTH�IN AT
EXISTING WALL)

DOOR TYPE A
FLUSH

O
P

E
N

IN
G

 S
IZ

E

OPENING
SIZE

DOOR TYPE AA
FLUSH / FLUSH

O
P

E
N

IN
G

 S
IZ

E

OPENING
SIZE

(UNO)

EQ

(UNO)

EQ

DOOR TYPE B
NARROW LITE

O
P

E
N

IN
G

 S
IZ

E

OPENING
SIZE

DOOR TYPE BB
NARROW LITE / NARROW LITE

O
P

E
N

IN
G

 S
IZ

E

OPENING
SIZE

EQ EQ

3
' �

 6
"

3
' �

 0
"

6" 6" 6" 6"6" 6"

3
' �

 6
"

3
' �

 0
"

DOOR TYPE E
OVERHEAD COILING DOOR

O
P

E
N

IN
G

 S
IZ

E

OPENING SIZE

OVERHEAD COIL

DOOR TYPE F
SIDE COILING DOOR

2
' �

 1
0
"

3
' �

 2
"

12' � 0"  ARC LENGTH

S
ID

E
 C

O
IL

DOOR TYPE 1
WELDED FRAME

O
P

E
N

IN
G

 S
IZ

E
2
"

2"
OPENING

SIZE
2"

DOOR TYPE 1A
KNOCK�DOWN FRAME

O
P

E
N

IN
G

 S
IZ

E
2
"

2"
OPENING

SIZE
2"

2
 1

/4
"

HOLLOW METAL
FRAME (BEYOND)

ALUMINUM
THRESHOLD

� SECURE TO
CONCRETE SLAB

1/4" MASONITE
� COUNTERSINK SCREWS,
PUTTY & SAND SMOOTH

1/2" PLYWOOD DECK

1/2" x 6" DIMENSIONAL PINE

PERFORMANCE PAD

CONCRETE SLAB

1 1/2" MIN

DOOR � SEE SCHED
FOR MATERIAL

AUTOMATIC
DOOR BOTTOM

THRESHOLD STOP

ALUMINUM THRESHOLD
W/ THERMAL BREAK

FINISH FLOOR

HOLLOW METAL
DOOR

DOOR BOTTOM
SWEEP

HOLLOW METAL
FRAME (BEYOND)

INTERIOR EXTERIOR

HOLLOW METAL
FRAME (BEYOND)

ALUMINUM
THRESHOLD

FINISH FLOOR

DOOR � SEE SCHED
FOR MATERIAL

AUTOMATIC
DOOR BOTTOM
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DOOR SCHEDULE &

DETAILS

DOOR SCHEDULE

Level

DOOR

NO.

DOOR

HARD

WARE

GLASS

TYPE RATING

FRAME DETAIL

NOTES

OPENING SIZE

MT

RL

T

Y

P

E FIN

M

T

R

L

T

Y

P

E FIN HEAD JAMB SILLWIDTH HEIGHT

SECOND FLOOR 204 6' - 0" 7' - 0" WD BB ST 1 2 60 HM 1A PT D3/A-601 D3/A-601 -

SECOND FLOOR 221 3' - 0" 7' - 0" HM A PT 7 - - HM 1A PT A2/A-601 A2/A-601 - 7, 9

SECOND FLOOR 222 3' - 0" 7' - 0" HM A PT 7 - - HM 1 PT C2/A-601 B2/A-601 - 7, 9

SECOND FLOOR 223A 6' - 0" 7' - 0" WD BB ST 3 1 - HM 1A PT A3/A-601 D2/A-601 E3/A-601 8

SECOND FLOOR 223B 6' - 0" 7' - 0" WD BB ST 4 1 - HM 1 PT C3/A-601 D1/A-601 E3/A-601 8

SECOND FLOOR 223C 6' - 0" 7' - 2" WD BB ST 3 1 - HM 1A PT A3/A-601 D2/A-601 E3/A-601 9

SECOND FLOOR 223D 6' - 0" 7' - 2" WD BB ST 4 1 - HM 1 PT C3/A-601 D1/A-601 E3/A-601 9

SECOND FLOOR 226 3' - 0" 7' - 0" WD A ST 2 - - HM 1 PT C2/A-601 B2/A-601 -

SECOND FLOOR 226A 3' - 0" 7' - 0" - - - - - - HM 1 PT C2/A-601 B2/A-601 - 1

SECOND FLOOR 227 3' - 0" 7' - 0" - - - - - - HM 1 PT C2/A-601 B2/A-601 - 1

SECOND FLOOR 227A 3' - 0" 7' - 0" WD A ST 5 - - HM 1 PT C2/A-601 B2/A-601 A1/A-601

SECOND FLOOR 228 3' - 0" 7' - 0" WD B ST 8 1 - HM 1 PT C3/A-601 D1/A-601 -

SECOND FLOOR 229 3' - 0" 7' - 0" WD A ST 2 - - HM 1 PT C2/A-601 B2/A-601 -

SECOND FLOOR 229A 3' - 0" 7' - 0" - - - - - - HM 1 PT C2/A-601 B2/A-601 - 1

SECOND FLOOR 230A 6' - 0" 7' - 0" HM BB PT 18 1 - HM EX
IST

PT - - A2/A-601 3

SECOND FLOOR 230B 6' - 0" 7' - 0" WD BB ST 19 1 - HM EX
IST

PT - - - 3, 5

SECOND FLOOR 231A 6' - 0" 7' - 2" WD BB ST 6 2 45 HM EX
IST

PT - - - 2, 3

SECOND FLOOR 232 3' - 0" 7' - 0" HM A PT 7 - - HM 1 PT C2/A-601 B2/A-601 -

SECOND FLOOR 233 8' - 0" 10' - 0" HM AA PT 9 - - HM EX
IST

PT - - E2/A-601 3

SECOND FLOOR 235A 6' - 0" 7' - 0" WD AA ST 10 - 90 HM EX
IST

PT - - E1/A-601 2, 3

SECOND FLOOR 235B 3' - 0" 7' - 0" HM A PT 11 - 90 HM 1 PT D6/A-602 C6/A-602 E1/A-601

SECOND FLOOR 235C 12' - 0" 16' - 0" STL E PT - - 90 STL EX
IST

PT - - E1/A-601
SIM

SECOND FLOOR 235D 3' - 0" 7' - 0" HM A PT 11 - 90 HM 1 PT D6/A-602 C6/A-602 E1/A-601

SECOND FLOOR 235E 3' - 0" 7' - 0" HM A PT 11 - 90 HM 1A PT D6/A-602 SIM C6/A-602
SIM

E1/A-601

SECOND FLOOR 236A 6' - 0" 7' - 2" WD AA ST 10 - 45 HM 1 PT D5/A-602 E6/A-602
SIM

E3/A-601

SECOND FLOOR 236B 6' - 0" 7' - 2" WD AA ST 4 - - HM 1 PT D5/A-602 SIM E6/A-602
SIM

E1/A-601

SECOND FLOOR 237A 6' - 0" 7' - 0" HM AA PT 12 - - HM 1 PT B4/A-602 D4/A-602 E2/A-601

SECOND FLOOR 237B 6' - 0" 7' - 2" WD AA ST 4 - - HM 1 PT D5/A-602 SIM E6/A-602
SIM

E1/A-601

SECOND FLOOR 239 6' - 0" 7' - 2" WD AA ST 14 - - HM 1 PT E5/A-602 A5/A-602,
E6/A-602

-

SECOND FLOOR 240A 6' - 0" 7' - 2" WD AA ST 15 - 60 HM 1 PT B5/A-602 A5/A-602 E3/A-601

SECOND FLOOR 240B 6' - 0" 7' - 2" WD AA ST 4 - - HM 1 PT D5/A-602 A4/A-602 E3/A-601

SECOND FLOOR 241A 6' - 0" 7' - 2" WD AA ST 14 - - HM 1 PT E5/A-602 A5/A-602,
E6/A-602

-

SECOND FLOOR 241B 6' - 0" 7' - 2" WD AA ST 14 - - HM 1 PT E5/A-602 A5/A-602,
E6/A-602

-

SECOND FLOOR 242A 6' - 0" 7' - 2" WD AA ST 15 - 60 HM 1 PT B5/A-602 A5/A-602 E3/A-601

SECOND FLOOR 242B 6' - 0" 7' - 2" WD AA ST 4 - - HM 1 PT D5/A-602 A4/A-602 E3/A-601

SECOND FLOOR 243 6' - 0" 7' - 2" WD AA ST 14 - - HM 1 PT E5/A-602 A5/A-602,
E6/A-602

-

SECOND FLOOR 244 3' - 0" 7' - 0" WD A ST 8 - 60 HM 1 PT D5/A-602 SIM E6/A-602
SIM

-

SECOND FLOOR 244A 14' - 4" 3' - 2" STL F PT - - 60 - - - C2/A-502 B1/A-402,
D1/A-402

C2/A-502

MEZZANINE 246 2' - 10" 7' - 0" WD A ST 8 - - HM 1 PT C1/A-601 C1/A-601 -

SERVER RM 245 3' - 0" 7' - 0" WD A ST 16 - - HM 1 PT B1/A-601 B1/A-601 -

SERVER RM 247 5' - 0" 7' - 0" HM AA PT 17 - 90 HM 1 PT C3/A-601 B3/A-601 E3/A-601 4

SERVER RM 248 3' - 0" 7' - 0" HM A PT - - HM EX
IST

PT - - - 3

CATWALK-HOUSE 354 3' - 0" 7' - 0" HM A PT 20 - 60 HM 1 PT B4/A-602 D4/A-602 E2/A-601

CATWALK-HOUSE 354A 3' - 0" 7' - 0" HM A PT 21 - 90 HM 1 PT D6/A-602 C6/A-602 A6/A-602

CATWALK-HOUSE 354B 3' - 0" 7' - 0" HM A PT 21 - 90 HM 1 PT D6/A-602 C6/A-602 A6/A-602

 3" = 1'�0"
B3

DOOR JAMB DETAIL

 3" = 1'�0"
C3

DOOR HEAD DETAIL

 3" = 1'�0"
C2

DOOR HEAD DETAIL

 3" = 1'�0"
B2

DOOR JAMB DETAIL

DOOR TYPES 1/4"=1'�0"

 3" = 1'�0"
A2

DOOR JAMB DETAIL � HEAD SIM

 3" = 1'�0"
A3

DOOR JAMB DETAIL � HEAD SIM

 3" = 1'�0"
B1

DOOR JAMB DETAIL � HEAD SIM

 3" = 1'�0"
C1

DOOR JAMB DETAIL � HEAD SIM

 3" = 1'�0"
A1

SOLID SURFACE THRESHOLD

 3" = 1'�0"
D3

DOOR JAMB DETAIL � HEAD SIM

 3" = 1'�0"
D2

DOOR JAMB DETAIL

 3" = 1'�0"
D1

DOOR JAMB DETAIL

1/4"=1'�0" FRAME TYPES

GENERAL DOOR NOTES

DOOR SCHEDULE NOTES

1. ALL DOORS SHALL BE 1 3/4" THICKNESS � UNO.

2. SEE PLANS FOR DIRECTION OF SWING

3. SEE STRUCTURAL FOR LINTEL SIZES

4. PROVIDE SEALANT ON BOTH SIDES OF FRAMES

5. ALL FRAME SIZES DETERMIND BY OPENING SIZES � UNO.

6. LABEL FRAMES SAME AS CORRESPONDING DOOR

7. GROUT SOLID HOLLOW METAL FRAMES AT MASONRY CONDITIONS.

8. JAMBS TO HAVE 3 ANCHORS � MINIMUM

9. KNOCK�DOWN CORNERS SHALL BE FILLED AND GROUND SMOOTH

10. KNOCK�DOWN ANCHORS SHALL BE COUNTER SUNK, FILLED & GROUND SMOOTH

1. CASED OPENING � NO STOP

2. TEST EXISTING FRAME � PROVIDE FIRE RATED LABEL

3. EXISTING FRAME � PATCH EXISTING HARDWARE LOCATIONS AS REQUIRED.
PROVIDE FILLER PLATES AND GRIND SMOOTH.

4. UNEQUAL LEAVES � 3�0" ACTIVE LEAF, 2'�0" INACTIVE LEAF

5. PROVIDE CARPET TO RELIENT FLOOR REDUCER (MANINGTON SYNC 165)

6. PROVIDE CARPET REDUCER (MANINGTON SYNC  800)

7. PROVIDE RESILIENT FLOORING REDUCER (MANINGTON SYNC 735)

8. PROVIDE DOOR UNDER BASE BID.  REMOVE DOOR UNDER ALTERNATE 1

9. PROVIDE DOOR UNDER ALTERNATE 1.

 3" = 1'�0"
E1

THRESHOLD DETAIL

MARK DATE DESCRIPTION

1 05;28;13 ISSUED FOR BID PACK B

2 06;24;13 ADDENDUM 2

 3" = 1'�0"
E2

THRESHOLD DETAIL

 3" = 1'�0"
E3

THRESHOLD DETAIL

2

2



SEALANT TYPE 2
(EACH SIDE)

PRE�CAST CONCRETE
LINTELS � SEE STRUCTURAL

CONTINUOUS
GASKET

EXISTING MASONRY WALL ( 1' � 0" +/�)

2
"

5 3/4"

HOLLOW METAL
FRAME � GROUT SOLID

1 1/4" STEEL GRATE �
SEE STRUCTURAL

8" MIN CONCRETE
THRESHOLD

1/4" CHAMFER
� EACH SIDE

ALUMINUM THRESHOLD

HOLLOW METAL DOOR HOLLOW METAL
FRAME � BEYOND

C6X8.2
 � SEE STRUCT

RE�INSTALLED
1/4" DIAMOND
PLATE STEEL

EXISTING MASONRY WALL ( 1' � 0" +/�)

REBAR � EPOXY ANCHOR
INTO EXISTING MASONRY

WALL � SEE STRUCT

EPOXY ANCHORS
 � SEE STRUCT

HOLLOW METAL
FRAME � GROUT

SOLID

SEALANT TYPE 2
(EACH SIDE)

CONTINUOUS
GASKET

2
"

5 3/4"

JAMB ANCHORS
� 3 PER JAMB

12" CMU
(TOOTH�IN

AT EXISTING)

HOLLOW METAL FRAME �
GROUT SOLID

STEEL ANGLE �
SEE STRUCT

4" GROUND
FACE CMU

4" PCC LINTEL �
SEE STRUCT

8" GROUND
FACE CMU

ACCOUSTICAL
CEILING TILE

CONTINUOUS
GASKET

4" BRICK VENEER
(MATCH EXIST)

EXIST BRICK
VENEER

EXIST CMU

STEEL ANGLE �
SEE STRUCT

8 3/4"

SEALANT TYPE 1
EACH SIDE

2
"

HOLLOW METAL
FRAME

SEALANT TYPE 2
(EACH SIDE)

STEEL ANGLE �
SEE STRUCT

4" GROUND
FACE CMU

ACCOUSTICAL
CEILING TILE

CONTINUOUS
GASKET8 3/4"

2
"

8" GROUND
FACE CMU

4" PCC LINTEL �
SEE STRUCT

HOLLOW METAL
FRAME � GROUT

SOLID

8" GROUND FACE
CMU �TYPICAL

2
"

8 3/4"

CONTINUOUS
GASKET

JAMB ANCHORS �
3 PER JAMB

SEALANT TYPE 1
EACH SIDE

HOLLOW METAL
FRAME � GROUT SOLID

SEALANT TYPE 2
(EACH SIDE)

CONTINUOUS
GASKET

STEEL ANGLE �
SEE STRUCT

ACCOUSTICAL
CEILING TILE

8 3/4"

8" GROUND
 FACE CMU

3
/1

6
"

4" GROUND
 FACE CMU

SEALANT TYPE 2
(EACH SIDE)

EXIST BRICK
VENEER

TOOTH�IN 4" BRICK
VENEER (MATCH EXIST)

CONTINUOUS
GASKET

EXIST CMU

8" GROUND FACE
CMU

SEALANT TYPE 2
(EACH SIDE)

HOLLOW METAL
FRAME � GROUT

SOLID

2"

8
 3

/4
"

2
"

8 3/4"

JAMB ANCHORS �
3 PER JAMB (TYP)

HOLLOW METAL
FRAME � GROUT

SOLID

SEALANT TYPE 2
(EACH SIDE)

JAMB ANCHORS �
3 PER SIDE

8" GROUND FACE
CMU

CONTINUOUS
GASKET

2
"

8 3/4"

HOLLOW METAL FRAME �
GROUT SOLID

4" GROUND
FACE CMU

4" PCC LINTEL �
SEE STRUCT

8" CMU

CONTINUOUS
GASKET

4" BRICK VENEER
(MATCH EXIST)

EXIST BRICK
VENEER

EXIST CMU

STEEL ANGLE �
SEE STRUCT

8 3/4"

SEALANT TYPE 1
EACH SIDE

2
"

FLASHING
TYPE 2

SEALANT TYPE 1
(EACH SIDE)

EXIST BRICK
VENEER

TOOTH�IN
4" BRICK
VENEER
(MATCH EXIST)

CONTINUOUS
GASKET

EXIST CMU

 TOOTH�IN
8" CMU

HOLLOW METAL
FRAME � GROUT

SOLID

2
"

8 3/4"

JAMB ANCHORS �
3 PER JAMB (TYP)

2" 2' � 2" 2" 3' � 0" 2" 2' � 2" 2"

2
"

1
' �

 6
"

2
"

1
' �

 6
"

2
"

3
' �

 6
"

3
' �

 6
"

8' � 0"

D1

A�602

B1

A�602

C1

A�602

VISION PANEL TYPE 1
ALUM.

PLAM OVER PLYWOOD COUNTER
TOP

WINDOW FRAME

5/8" GYP. BD
TYP.

3 5/8" MTL. STUDS
TYP.

5
/8

"
1
 5

/8
"

E
X

IS
T

. 
W

A
L
L

3
 5

/8
"

5
/8

"

R
 3

"

SEALANT TYPE 2
EACH SIDE

SHIM

5/8" GYP. BD

SEALANT TYPE 2
EACH SIDE

WINDOW FRAME

WOOD BLOCKING
AS REQ'D

3 5/8" MTL. STUDS

STL. BEAM
(SEE STRUCT.)

1
0
.0

0
°

WINDOW FRAME

SEALANT TYPE 2
EACH SIDE

PLAM OVER PLYWOOD
AT COUNTER (TYP.)

SOLID WOOD BULLNOSE
EDGE

(STAINED) TYP.

SEALANT TYPE 2

WOOD BLOCKING AS
REQ'D

5/8" GYP. BD

3 5/8" MTL. STUDS

EXIST. WALL

1' � 8"

SHIM
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B5

A�403

A2

A�403

D'

D''
E'

7'

8'

VEST.

240

241A

240A

239

240B

1' � 0"

DN

STORAGE

239

STORAGE

241

S.S.

HAND RAIL

1' � 2 1/8"

0"
�11"

SLOPE 1 : 12

6
"

11' � 0" 5' � 0" 2' � 6"

M.O.

6' � 4"

GF8

GF8A

GF8A

GF6

GF6

8
' � 2

 1
/2

"

1' � 3 1/2"

3
' 
� 

6
"

3
' 
� 

6
"

7
' 
� 

0
"

4
"

M
.O

.

6
' 
� 

4
"

4
"

M
.O

.

6
'  
� 

4
"

2' � 6"

M.O.

6' � 4"

2

2

2
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G3
PARTITION TYPE
EXTEND TO UNDERSIDE OF DECK

SEALANT

18 GA. STL STUD

MTL DECK (FILL FLUTES W/
MINERAL WOOL)

CLG., TYP.

5/8" TYPE X GYPSUM
BOARD, TYP.

SEALANT AT PERIMETER
TRACK

ACCOUSTICAL BATT.
INSULATION

5/8" TYPE X GYPSUM
BOARD, TYP.

[HEAD]

[PLAN]

[BASE]

SMOKE TIGHT PARTITION

2 1/4"

1 5/8"
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A1

B

COORDINATE EXTENT OF CONC. REMOVAL
WITH NEW LANDING AND STAIR DETAILS ON
SHEET A 313.
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