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DETAILS

(BASE & ALTERNATE  NO.  1)
NO SCALE

REMOVE EXISTING TRACK SURFACE MATERIAL AND INSTALL NEW SYNTHETIC
TRACK SURFACING SYSTEM - SPURTAN BS, BY ADVANCED POLYMER
TECHNOLOGY, OR APPROVED EQUAL.  SEE PROJECT SPECIFICATIONS.

SCALE: 1" = 5'

LONG  JUMP / TRIPLE JUMP  RUNWAY

9'
 +

/-

EXISTING  JUMP  PIT:  29' +/-

WASHED  SAND

SURFACE

8' - GIRL'S  LONG  JUMP

12' - BOY'S  LONG  JUMP

24' - GIRL'S  TRIPLE  JUMP

32' - BOY'S  TRIPLE  JUMP

EXISTING  RUNWAY  LENGTH : 133' +/-

NOTES :
INCLINATION SHALL BE LIMITED TO 2% LATERALLY AND 0.1% IN THE JUMPING DIRECTION.1.

2.

THE LANDING PIT SHALL BE REFRESHED WITH CLEAN, WASHED SAND AND SHALL HAVE THE SAME ELEVATION AS THE TAKE-OFF BOARD.3.

TRACK SURFACE

15' +/-

15
' +

/-
SCALE: 1" = 5'

POLE  VAULT  RUNWAY  AND  LANDING  PAD  AREA

EXISTING RUNWAY LENGTH : 131' +/-

NOTES :
INCLINATION SHALL BE LIMITED TO 2% LATERALLY AND 0.1% IN THE RUNNING DIRECTION.1.

(RE-SET OR ADJUST IF NECESSARY)

TRACK  PAVEMENT  SECTION  1
(BASE & ALTERNATE  NO.  2)
NO SCALE

REMOVE EXISTING TRACK SURFACE MATERIAL AND INSTALL NEW SYNTHETIC
TRACK SURFACING SYSTEM - SPURTAN BS3, BY ADVANCED POLYMER
TECHNOLOGY, OR APPROVED EQUAL.  SEE PROJECT SPECIFICATIONS.

TRACK  PAVEMENT  SECTION  2

OVERLAY EXISTING ASPHALT WITH 1-1/2" SUPERPAVE TYPE "C"
DELDOT 9.5mm 160 GYRATIONS, PG 76-22

OVERLAY EXISTING ASPHALT WITH 1-1/2" SUPERPAVE TYPE "C"
DELDOT 9.5mm 160 GYRATIONS, PG 76-22

(BASE, ALTERNATES  1 & 3)
NO SCALE

TRACK  PAVEMENT  SECTION  3

MILL 1-1/2" OF EXISTING ASPHALT AND OVERLAY WITH 1-1/2"
SUPERPAVE TYPE "C"  DELDOT 9.5mm 160 GYRATIONS, PG 76-22

EXISTING HOT-MIX (SURFACE  COURSE)
TACK  COAT

EXISTING  SUBGRADE

EXISTING  G.A.B.C.

EXISTING HOT-MIX (SURFACE  COURSE)
TACK  COAT

EXISTING HOT-MIX (BASE  COURSE)

EXISTING  SUBGRADE

EXISTING  G.A.B.C.

TACK  COAT

EXISTING HOT-MIX (BASE  COURSE)

REMOVE EXISTING TRACK SURFACE MATERIAL AND INSTALL NEW SYNTHETIC
TRACK SURFACING SYSTEM - SPURTAN BS, BY ADVANCED POLYMER
TECHNOLOGY, OR APPROVED EQUAL.  SEE PROJECT SPECIFICATIONS.

EXISTING  SUBGRADE

EXISTING  G.A.B.C.

EXISTING HOT-MIX (BASE  COURSE)

THE TAKE-OFF BOARD SYSTEM SHALL BE MANUFACTURED FROM WOOD OR SYNTHETIC MATERIAL WITH AN ALUMINUM
SPACER AND STAINLESS STEEL BASE TRAY TO PROVIDE A FIRM BASE.  ALUMINUM SPACER SHALL BE COATED WITH TRACK
SURFACE ON ON ONE SIDE.  SPORTSFIELD SPECIALTIES #TFLT008SS, OR APPROVED EQUAL.

SYSTEMS
SCRATCH  LINES

ACCESSIBLE  PARKING  SIGN

EXISTING  PARKING SPACES SHALL BE RE-PAINTED BLUE AT LOCATIONS SHOWN.

SEE DETAIL, THIS SHEET
BLUE ACCESSIBLE SYMBOL

PAINT ACCESSIBLE SYMBOL AS DETAILED ON EACH ACCESSIBLE SPACE.

NOTE:

BLUE  PAINTED  STRIPES

OF  PAVEMENT
EXISTING  EDGE  

SEE  DETAIL, THIS  SHEET
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ACCESSIBLE  PARKING  SPACE  PLAN
NO SCALE BMG NO. : SW-4B

VAN  ACCESSIBLE  PARKING  SIGN

BLUE  PAINTED  STRIPES

SEE  DETAIL, THIS  SHEET
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NOTE :

PIPE SLEEVE

12" DIA CONCRETE ENCASEMENT
AROUND PIPE SLEEVE

CONCRETE WALK OR 
FINISHED GRADE

INTERNATIONAL ACCESSIBLE
SIGN BY "SAFETY SIGN CO.",
CLEVELAND, OHIO - OR AS
REQUIRED BY LOCAL CODE

PROVIDE ONE SIGN
PER ACCESSIBLE STALL

2" DIA GALVANIZED
PIPE WITH CAP.
PAINT FINISH.

BMG NO. : SW-4DNO SCALE

ACCESSIBLE  PARKING  SIGN & POLE  DETAIL
2. HANDICAPPED SPACES SHALL BE 9'-0" WIDE.

SYMBOL SHALL BE 4" WIDE (MIN.) AND PAINTED BLUE ON EACH ACCESSIBLE SPACE.1.

NOTES :

1'-0" RADIUS

8" DIA.

ACCESSIBLE  SYMBOL  DETAIL
NO SCALE BMG NO. : SW-4E

VAN  ACCESSIBLE  PARKING  SIGN  DETAIL
NO SCALE BMG NO. : SW-4C-2

NOTES:

2" DIA. GALVANIZED PIPE WITH CAP. PAINT FINISH
BURIED TO A MINIMUM DEPTH OF 36"

WHITE

BLUE

GREEN

2" HIGH LETTERING
(GREEN)

18"

12"

1.

2.

THE BOTTOM EDGE OF SIGN SHALL BE A MINIMUM OF 5.0' AND A MAXIMUM
OF 7.0'  ABOVE FINISHED GRADE.  CONTRACTOR SHALL  INSTALL ONE SIGN
PER ACCESSIBLE PARKING SPACE.  SIGNS ARE TO BE CENTERED ON STALL
WIDTH, FACING PARKING.
THE SIGN BE INACCORDANCE WITH THE STANDARDS AND SPECIFICATIONS
AS DEFINED BY THE CURRENT AMERICANS WITH DISABILITIES ACT (ADA)
REGULATIONS.

FOR VAN ACCESSIBLE SPACES ONLY

2" HIGH LETTERING
(GREEN)

GREEN

WHITE

6"

1


