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SECTION 084113 - ALUMINUM-FRAMED ENTRANCES AND STOREFRONTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Exterior and interior storefront framing. 
2. Storefront framing for punched openings. 
3. Exterior and interior manual-swing entrance doors and door-frame units. 

B. Related Requirements: 

1. Section 042000 "Unit Masonry" for adjacent surfaces 

2. Section 084413 “Glazed Aluminum Curtainwalls” 

3. Section 087100 “Door Hardware” 

4. Section 088000 “Glazing” 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of product. 

1. Include construction details, material descriptions, dimensions of individual components and 
profiles, and finishes. 

B. Shop Drawings:  For aluminum-framed entrances and storefronts.  Include plans, elevations, sections, 
full-size details, and attachments to other work. 

1. Include details of provisions for assembly expansion and contraction and for draining moisture 
occurring within the assembly to the exterior. 

2. Include full-size isometric details of each vertical-to-horizontal intersection of aluminum-framed 
entrances and storefronts, showing the following: 

a. Joinery, including concealed welds. 
b. Anchorage. 
c. Expansion provisions. 
d. Glazing. 
e. Flashing and drainage. 

3. Show connection to and continuity with adjacent thermal, weather, air, and vapor barriers. 
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C. Samples for Initial Selection:  For units with factory-applied color finishes. 

D. Samples for Verification:  For each type of exposed finish required, in manufacturer's standard sizes. 

E. Entrance Door Hardware Schedule:  Prepared by or under supervision of supplier, detailing fabrication 
and assembly of entrance door hardware, as well as procedures and diagrams.  Coordinate final entrance 
door hardware schedule with doors, frames, and related work to ensure proper size, thickness, hand, 
function, and finish of entrance door hardware. 

F. Delegated-Design Submittal:  For aluminum-framed entrances and storefronts indicated to comply with 
performance requirements and design criteria, including analysis data signed and sealed by the qualified 
professional engineer responsible for their preparation. 

1.4 INFORMATIONAL SUBMITTALS 

A. Sample Warranties:  For special warranties. 

1.5 CLOSEOUT SUBMITTALS 

A. Maintenance Data:  For aluminum-framed entrances and storefronts to include in maintenance manuals. 

1.6 QUALITY ASSURANCE 

A. Installer Qualifications:  An entity that employs installers and supervisors who are trained and approved 
by manufacturer. 

B. Product Options:  Information on Drawings and in Specifications establishes requirements for aesthetic 
effects and performance characteristics of assemblies.  Aesthetic effects are indicated by dimensions, 
arrangements, alignment, and profiles of components and assemblies as they relate to sightlines, to one 
another, and to adjoining construction. 

1. Do not change intended aesthetic effects, as judged solely by Architect, except with Architect's 
approval.  If changes are proposed, submit comprehensive explanatory data to Architect for 
review. 

1.7 WARRANTY 

A. Special Warranty:  Manufacturer agrees to repair or replace components of aluminum-framed entrances 
and storefronts that do not comply with requirements or that fail in materials or workmanship within 
specified warranty period. 

1. Failures include, but are not limited to, the following: 

a. Structural failures including, but not limited to, excessive deflection. 
b. Noise or vibration created by wind and thermal and structural movements. 
c. Deterioration of metals, metal finishes, and other materials beyond normal weathering. 
d. Water penetration through fixed glazing and framing areas. 
e. Failure of operating components. 

2. Warranty Period:   10 years from date of Substantial Completion. 
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B. Special Finish Warranty:  Standard form in which manufacturer agrees to repair finishes or replace 
aluminum that shows evidence of deterioration of factory-applied finishes within specified warranty 
period. 

1. Deterioration includes, but is not limited to, the following: 

a. Color fading more than 5 Hunter units when tested according to ASTM D 2244. 
b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214. 
c. Cracking, checking, peeling, or failure of paint to adhere to bare metal. 

2. Warranty Period:  10 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Delegated Design:  Engage a professional engineer licensed in Delaware to design aluminum-framed 
entrances and storefronts. 

B. General Performance:  Comply with performance requirements specified, as determined by testing of 
aluminum-framed entrances and storefronts representing those indicated for this Project without failure 
due to defective manufacture, fabrication, installation, or other defects in construction. 

1. Aluminum-framed entrances and storefronts shall withstand movements of supporting structure 
including, but not limited to, story drift, twist, column shortening, long-term creep, and deflection 
from uniformly distributed and concentrated live loads. 

2. Failure also includes the following: 

a. Thermal stresses transferring to building structure. 
b. Glass breakage. 
c. Noise or vibration created by wind and thermal and structural movements. 
d. Loosening or weakening of fasteners, attachments, and other components. 
e. Failure of operating units. 

C. Structural Loads: 

1. Wind Loads:  As indicated on Drawings. 
2. Other Design Loads:  As indicated on Drawings. 

D. Deflection of Framing Members:  At design wind pressure, as follows: 

1. Deflection Normal to Wall Plane:  Limited to edge of glass in a direction perpendicular to glass 
plane not exceeding 1/175 of the glass edge length for each individual glazing lite or an amount 
that restricts edge deflection of individual glazing lites to 3/4 inch (19.1 mm), whichever is less. 

2. Deflection Parallel to Glazing Plane:  Limited to amount not exceeding that which reduces glazing 
bite to less than 75 percent of design dimension and that which reduces edge clearance between 
framing members and glazing or other fixed components to less than 1/8 inch (3.2 mm). 

a. Operable Units:  Provide a minimum 1/16-inch (1.6-mm) clearance between framing 
members and operable units. 

3. Cantilever Deflection:  Where framing members overhang an anchor point, as follows: 
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a. Perpendicular to Plane of Wall:  No greater than 1/240 of clear span plus 1/4 inch (6.35 
mm) for spans greater than 11 feet 8-1/4 inches (3.6 m) or 1/175 times span, for spans less 
than 11 feet 8-1/4 inches (3.6 m). 

E. Air Infiltration:  Test according to ASTM E 283 for infiltration as follows: 

1. Fixed Framing and Glass Area: 

a. Maximum air leakage of 0.06 cfm/sq. ft. at a static-air-pressure differential of 1.57 lbf/sq. 
ft.  

2. Entrance Doors: 

a. Pair of Doors:  Maximum air leakage of 1.0 cfm/sq. ft. at a static-air-pressure differential of 
1.57 lbf/sq. ft. (75 Pa). 

b. Single Doors:  Maximum air leakage of 0.5 cfm/sq. ft. at a static-air-pressure differential of 
1.57 lbf/sq. ft. (75 Pa). 

F. Water Penetration under Static Pressure:  Test according to ASTM E 331 as follows: 

1. No evidence of water penetration through fixed glazing and framing areas when tested according 
to a minimum static-air-pressure differential of 20 percent of positive wind-load design pressure, 
but not less than 6.24 lbf/sq. ft.  

G. Energy Performance:  Certify and label energy performance according to NFRC as follows: 

1. Thermal Transmittance (U-factor):  Fixed glazing and framing areas shall have U-factor of not 
more than 0.45 Btu/sq. ft. x h x deg F as determined according to NFRC 100. 

2. Solar Heat Gain Coefficient: Fixed glazing and framing areas shall have a solar heat gain 
coefficient of no greater than 0.35 as determined according to NFRC 200. 

3. Condensation Resistance:  Fixed glazing and framing areas shall have an NFRC-certified 
condensation resistance rating of no less than 45 as determined according to NFRC 500. 

H. Thermal Movements:  Allow for thermal movements resulting from ambient and surface temperature 
changes: 

1. Temperature Change:  120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material surfaces. 
2. Thermal Cycling:  No buckling; stress on glass; sealant failure; excess stress on framing, anchors, 

and fasteners; or reduction of performance when tested according to AAMA 501.5. 

a. High Exterior Ambient-Air Temperature:  That which produces an exterior metal-surface 
temperature of 180 deg F. 

b. Low Exterior Ambient-Air Temperature:  0 deg F. 
c. Interior Ambient-Air Temperature:  75 deg F. 

2.2 MANUFACTURERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the following: 
 
1. YKK AP America Inc. 

a. Exterior: YES 45 TU 
b. Interior: YES 45 FS 

 
2. Kawneer North America. –  

http://www.specagent.com/LookUp/?uid=123456898309&mf=&src=wd
http://www.specagent.com/LookUp/?uid=123456898302&mf=&src=wd
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a. Exterior: Trifab VG 451-T 
b. Interior: Trifab VG 450 

 
3. Oldcastle Building Envelope– 

a. Exterior: Series 3000 
b. Interior: FG-2000 

B. Source Limitations:  Obtain all components of aluminum-framed entrance and storefront system, 
including venting windows and accessories, from single manufacturer. 

2.3 FRAMING 

A. Framing Members:  Manufacturer's extruded- or formed-aluminum framing members of thickness 
required and reinforced as required to support imposed loads. 

1. Construction:  Exterior - Thermally improved. 
2. Glazing System:  Retained mechanically with gaskets on four sides. 
3. Glazing Plane:  Front. 
4. Finish:  Clear anodic finish. 
5. Fabrication Method:  Field-fabricated stick system. 
6. Reinforce doors and frames to receive nontemplated, mortised, and surface-mounted door 

hardware. 
 

B. Backer Plates:  Manufacturer's standard, continuous backer plates for framing members, if not integral, 
where framing abuts adjacent construction. 

C. Brackets and Reinforcements:  Manufacturer's standard high-strength aluminum with nonstaining, 
nonferrous shims for aligning system components. 

D. Materials: 

1. Aluminum:  Alloy and temper recommended by manufacturer for type of use and finish indicated. 

a. Sheet and Plate:  ASTM B 209 (ASTM B 209M). 
b. Extruded Bars, Rods, Profiles, and Tubes:  ASTM B 221 (ASTM B 221M). 
c. Extruded Structural Pipe and Tubes:  ASTM B 429/B 429M. 
d. Structural Profiles:  ASTM B 308/B 308M. 

2. Steel Reinforcement:  Manufacturer's standard zinc-rich, corrosion-resistant primer complying 
with SSPC-PS Guide No. 12.00; applied immediately after surface preparation and pretreatment.  
Select surface preparation methods according to recommendations in SSPC-SP COM, and prepare 
surfaces according to applicable SSPC standard. 

a. Structural Shapes, Plates, and Bars:  ASTM A 36/A 36M. 
b. Cold-Rolled Sheet and Strip:  ASTM A 1008/A 1008M. 
c. Hot-Rolled Sheet and Strip:  ASTM A 1011/A 1011M. 

2.4 VENTING WINDOWS 

A. Aluminum Windows:  Manufacturer's standard units, complying with 
AAMA/WDMA/CSA 101/I.S.2/A440, with self-flashing mounting fins, and as follows: 
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1. Window Type:  Awning 
2. Minimum Performance Class:  AW. 
3. Minimum Performance Grade:  40. 
4. Aluminum Extrusions:  ASTM B 221 (ASTM B 221M), alloy and temper recommended by 

manufacturer for strength, corrosion resistance, and application of required finish, but not less than 
0.064-inch (1.63-mm) thickness at any location for main frame and sash members. 

a. Thermally Improved Construction:  Fabricate window units with an integral, concealed, 
low-conductance thermal barrier; located between exterior materials and window members 
exposed on interior side; in a manner that eliminates direct metal-to-metal contact. 

5. Mullions:  Between adjacent windows, fabricated of extruded aluminum matching finish of 
window units. 

6. Fasteners, Anchors, and Clips:  Nonmagnetic stainless steel, aluminum, or other noncorrosive 
material, compatible with aluminum window members, trim, hardware, anchors, and other 
components of window units.  Fasteners shall not be exposed, except for attaching hardware. 

a. Reinforcement:  Where fasteners screw-anchor into aluminum less than 0.128 inch (3.26 
mm) thick, reinforce interior with aluminum or nonmagnetic stainless steel to receive 
screw threads, or provide standard, noncorrosive, pressed-in, spline grommet nuts. 

7. Projected Window Hardware (Awning): 
a. Gear-Type Rotary Operators:  Complying with AAMA 901 when tested according to 

ASTM E 405, Method A.  Provide operators that function without requiring the removal of 
interior screens or using screen wickets. 
1) Type and Style:  As selected by Architect from manufacturer's full range of types 

and styles. 
b. Hinges:  Non-friction type, not less than two per sash. 
c. Lock:  Lever handle and cam-action lock with keeper. 

 
8. Insect Screens:  Provide removable insect screen on each operable exterior sash, with screen frame 

finished to match window unit, complying with SMA 1004 or SMA 1201, and as follows: 

a. Aluminum Wire Fabric:  18-by-18 (1.1-by-1.1-mm), 18-by-16 (1.1-by-1.3-mm), or 18-by-
14 (1.1-by-1.5-mm) mesh of 0.013-inch- (0.3-mm-) diameter, coated aluminum wire. 

B. Glazing:  Same as adjacent aluminum-framed entrances and storefront glazing. 

C. Finish:  Match adjacent aluminum-framed entrances and storefront finish. 

2.5 ENTRANCE DOOR SYSTEMS 

A. Entrance Doors:  Manufacturer's standard glazed entrance doors for manual-swing operation. 

1. Door Construction:  2-inch overall thickness, with minimum 0.188-inch- thick, extruded-
aluminum tubular rail and stile members.  Mechanically fasten corners with reinforcing brackets 
that are deeply penetrated and fillet welded or that incorporate concealed tie rods. 

2. Door Design:  As indicated. 
3. Glazing Stops and Gaskets:  Square, snap-on, extruded-aluminum stops and preformed gaskets. 

a. Provide nonremovable glazing stops on outside of door. 
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2.6 ENTRANCE DOOR HARDWARE 

A. Entrance Door Hardware:  Hardware not specified in this Section is specified in Section 087100 "Door 
Hardware." 

B. Designations:  Requirements for design, grade, function, finish, size, and other distinctive qualities of 
each type of entrance door hardware are indicated in "Entrance Door Hardware Sets" Article.  Products 
are identified by using entrance door hardware designations as follows: 

1. Named Manufacturers' Products:  Manufacturer and product designation are listed for each door 
hardware type required for the purpose of establishing minimum requirements.  Manufacturers' 
names are abbreviated in "Entrance Door Hardware Sets" Article. 

2. References to BHMA Standards:  Provide products complying with these standards and 
requirements for description, quality, and function. 

C. Continuous-Gear Hinges:  Manufacturer's standard with stainless-steel bearings between knuckles, 
fabricated to full height of door and frame. 

D. Mortise Auxiliary Locks:  BHMA A156.5, Grade 1. 

E. Automatic and Self-Latching Flush Bolts:  BHMA A156.3, Grade 1. 

F. Panic Exit Devices:  BHMA A156.3, Grade 1, listed and labeled by a testing and inspecting agency 
acceptable to authorities having jurisdiction, for panic protection, based on testing according to UL 305. 

G. Cylinders:  As specified in Section 087100 "Door Hardware."  

H. Strikes:  Provide strike with black-plastic dust box for each latch or lock bolt; fabricated for aluminum 
framing. 

I. Operating Trim:  BHMA A156.6. 

J. Removable Mullions:  BHMA A156.3, extruded aluminum. 

1. When used with panic exit devices, provide removable mullions listed and labeled by a testing and 
inspecting agency acceptable to authorities having jurisdiction, for panic protection, based on 
testing according to UL 305.  Use only mullions that have been tested with exit devices to be used. 

K. Closers:  BHMA A156.4, Grade 1, with accessories required for a complete installation, sized as required 
by door size, exposure to weather, and anticipated frequency of use; adjustable to comply with field 
conditions and requirements for opening force. 

L. Concealed Overhead Holders:  BHMA A156.8, Grade 1. 

M. Surface-Mounted Holders:  BHMA A156.16, Grade 1. 

N. Door Stops:  BHMA A156.16, Grade 1, floor or wall mounted, as appropriate for door location indicated, 
with integral rubber bumper. 

O. Weather Stripping:  Manufacturer's standard replaceable components. 

1. Compression Type:  Made of ASTM D 2000, molded neoprene, or ASTM D 2287, molded PVC. 
2. Sliding Type:  AAMA 701/702, made of wool, polypropylene, or nylon woven pile with nylon-

fabric or aluminum-strip backing. 
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P. Weather Sweeps:  Manufacturer's standard exterior-door bottom sweep with concealed fasteners on 
mounting strip. 

Q. Silencers:  BHMA A156.16, Grade 1. 

R. Thresholds:  BHMA A156.21, raised thresholds beveled with a slope of not more than 1:2, with 
maximum height of 1/2 inch (12.7 mm). 

S. Finger Guards:  Manufacturer's standard collapsible neoprene or PVC gasket anchored to frame hinge-
jamb at center-pivoted doors. 

2.7 GLAZING 

A. Glazing:  Comply with Section 088000 "Glazing." 

2.8 ACCESSORIES 

A. Fasteners and Accessories:  Manufacturer's standard corrosion-resistant, nonstaining, nonbleeding 
fasteners and accessories compatible with adjacent materials. 

1. Use self-locking devices where fasteners are subject to loosening or turning out from thermal and 
structural movements, wind loads, or vibration. 

2. Reinforce members as required to receive fastener threads. 

B. Anchors:  Three-way adjustable anchors with minimum adjustment of 1 inch that accommodate 
fabrication and installation tolerances in material and finish compatible with adjoining materials and 
recommended by manufacturer. 

1. Masonry Inserts:  Hot-dip galvanized cast-iron, malleable-iron, or steel inserts complying with 
ASTM A 123/A 123M or ASTM A 153/A 153M requirements. 

C. Concealed Flashing:  Manufacturer's standard corrosion-resistant, nonstaining, nonbleeding flashing 
compatible with adjacent materials. 

D. Bituminous Paint:  Cold-applied asphalt-mastic paint complying with SSPC-Paint 12 requirements except 
containing no asbestos, formulated for 30-mil (0.762-mm) thickness per coat. 

2.9 FABRICATION 

A. Form or extrude aluminum shapes before finishing. 

B. Weld in concealed locations to greatest extent possible to minimize distortion or discoloration of finish.  
Remove weld spatter and welding oxides from exposed surfaces by descaling or grinding. 

C. Fabricate components that, when assembled, have the following characteristics: 

1. Profiles that are sharp, straight, and free of defects or deformations. 
2. Accurately fitted joints with ends coped or mitered. 
3. Physical and thermal isolation of glazing from framing members. 
4. Accommodations for thermal and mechanical movements of glazing and framing to maintain 

required glazing edge clearances. 
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5. Provisions for field replacement of glazing from interior for vision glass and exterior for spandrel 
glazing or metal panels. 

6. Fasteners, anchors, and connection devices that are concealed from view to greatest extent 
possible. 

D. Mechanically Glazed Framing Members:  Fabricate for flush glazing without projecting stops. 

E. Storefront Framing:  Fabricate components for assembly using shear-block system. 

F. Entrance Door Frames:  Reinforce as required to support loads imposed by door operation and for 
installing entrance door hardware. 

1. At exterior doors, provide compression weather stripping at fixed stops. 
2. At interior doors, provide silencers at stops to prevent metal-to-metal contact.  Install three 

silencers on strike jamb of single-door frames and two silencers on head of frames for pairs of 
doors. 

G. Entrance Doors:  Reinforce doors as required for installing entrance door hardware. 

1. At pairs of exterior doors, provide sliding-type weather stripping retained in adjustable strip and 
mortised into door edge. 

2. At exterior doors, provide weather sweeps applied to door bottoms. 

H. Entrance Door Hardware Installation:  Factory install entrance door hardware to the greatest extent 
possible.  Cut, drill, and tap for factory-installed entrance door hardware before applying finishes. 

I. After fabrication, clearly mark components to identify their locations in Project according to Shop 
Drawings. 

2.10 ALUMINUM FINISHES 

A. Clear Anodic Finish:  AAMA 611, AA-M12C22A41, Class I, 0.018 mm or thicker. 

2.11 SOURCE QUALITY CONTROL 

A. Structural Sealant:  Perform quality-control procedures complying with ASTM C 1401 recommendations 
including, but not limited to, assembly material qualification procedures, sealant testing, and assembly 
fabrication reviews and checks. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas, with Installer present, for compliance with requirements for installation tolerances and 
other conditions affecting performance of the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 
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3.2 PREPARATION 

A. Prepare surfaces that are in contact with structural sealant according to sealant manufacturer's written 
instructions to ensure compatibility and adhesion.  Preparation includes, but is not limited to, cleaning 
and priming surfaces. 

3.3 INSTALLATION 

A. General: 

1. Comply with manufacturer's written instructions. 
2. Do not install damaged components. 
3. Fit joints to produce hairline joints free of burrs and distortion. 
4. Rigidly secure nonmovement joints. 
5. Install anchors with separators and isolators to prevent metal corrosion and electrolytic 

deterioration and to prevent impeding movement of moving joints. 
6. Seal perimeter and other joints watertight unless otherwise indicated. 

B. Metal Protection: 

1. Where aluminum is in contact with dissimilar metals, protect against galvanic action by painting 
contact surfaces with materials recommended by manufacturer for this purpose or by installing 
nonconductive spacers. 

2. Where aluminum is in contact with concrete or masonry, protect against corrosion by painting 
contact surfaces with bituminous paint. 

C. Set continuous sill members and flashing in full sealant bed as specified in Section 079200 "Joint 
Sealants" to produce weathertight installation. 

D. Install components plumb and true in alignment with established lines and grades. 

E. Install operable units level and plumb, securely anchored, and without distortion.  Adjust weather-
stripping contact and hardware movement to produce proper operation. 

F. Install glazing as specified in Section 088000 "Glazing." 

G. Install weatherseal sealant according to Section 079200 "Joint Sealants" and according to sealant 
manufacturer's written instructions to produce weatherproof joints.  Install joint filler behind sealant as 
recommended by sealant manufacturer. 

H. Entrance Doors:  Install doors to produce smooth operation and tight fit at contact points. 

1. Exterior Doors:  Install to produce weathertight enclosure and tight fit at weather stripping. 
2. Field-Installed Entrance Door Hardware:  Install surface-mounted entrance door hardware 

according to entrance door hardware manufacturers' written instructions using concealed fasteners 
to greatest extent possible. 

3.4 ERECTION TOLERANCES 

A. Erection Tolerances:  Install aluminum-framed entrances and storefronts to comply with the following 
maximum tolerances: 

1. Plumb:  1/8 inch in 10 feet (3.2 mm in 3 m); 1/4 inch in 40 feet (6.35 mm in 12.2 m). 
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2. Level:  1/8 inch in 20 feet (3.2 mm in 6 m); 1/4 inch in 40 feet (6.35 mm in 12.2 m). 
3. Alignment: 

a. Where surfaces abut in line or are separated by reveal or protruding element up to 1/2 inch 
(12.7 mm) wide, limit offset from true alignment to 1/16 inch (1.6 mm). 

b. Where surfaces are separated by reveal or protruding element from 1/2 to 1 inch (12.7 to 
25.4 mm) wide, limit offset from true alignment to 1/8 inch (3.2 mm). 

c. Where surfaces are separated by reveal or protruding element of 1 inch (25.4 mm) wide or 
more, limit offset from true alignment to 1/4 inch (6 mm). 

4. Location:  Limit variation from plane to 1/8 inch in 12 feet (3.2 mm in 3.6 m); 1/2 inch (12.7 mm) 
over total length. 

END OF SECTION 084113 
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	1. Do not change intended aesthetic effects, as judged solely by Architect, except with Architect's approval.  If changes are proposed, submit comprehensive explanatory data to Architect for review.


	1.7 WARRANTY
	A. Special Warranty:  Manufacturer agrees to repair or replace components of aluminum-framed entrances and storefronts that do not comply with requirements or that fail in materials or workmanship within specified warranty period.
	1. Failures include, but are not limited to, the following:
	a. Structural failures including, but not limited to, excessive deflection.
	b. Noise or vibration created by wind and thermal and structural movements.
	c. Deterioration of metals, metal finishes, and other materials beyond normal weathering.
	d. Water penetration through fixed glazing and framing areas.
	e. Failure of operating components.

	2. Warranty Period:   10 years from date of Substantial Completion.

	B. Special Finish Warranty:  Standard form in which manufacturer agrees to repair finishes or replace aluminum that shows evidence of deterioration of factory-applied finishes within specified warranty period.
	1. Deterioration includes, but is not limited to, the following:
	a. Color fading more than 5 Hunter units when tested according to ASTM D 2244.
	b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214.
	c. Cracking, checking, peeling, or failure of paint to adhere to bare metal.

	2. Warranty Period:  10 years from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.1 PERFORMANCE REQUIREMENTS
	A. Delegated Design:  Engage a professional engineer licensed in Delaware to design aluminum-framed entrances and storefronts.
	B. General Performance:  Comply with performance requirements specified, as determined by testing of aluminum-framed entrances and storefronts representing those indicated for this Project without failure due to defective manufacture, fabrication, installa�
	1. Aluminum-framed entrances and storefronts shall withstand movements of supporting structure including, but not limited to, story drift, twist, column shortening, long-term creep, and deflection from uniformly distributed and concentrated live loads.
	2. Failure also includes the following:
	a. Thermal stresses transferring to building structure.
	b. Glass breakage.
	c. Noise or vibration created by wind and thermal and structural movements.
	d. Loosening or weakening of fasteners, attachments, and other components.
	e. Failure of operating units.


	C. Structural Loads:
	1. Wind Loads:  As indicated on Drawings.
	2. Other Design Loads:  As indicated on Drawings.

	D. Deflection of Framing Members:  At design wind pressure, as follows:
	1. Deflection Normal to Wall Plane:  Limited to edge of glass in a direction perpendicular to glass plane not exceeding 1/175 of the glass edge length for each individual glazing lite or an amount that restricts edge deflection of individual glazing lites �
	2. Deflection Parallel to Glazing Plane:  Limited to amount not exceeding that which reduces glazing bite to less than 75 percent of design dimension and that which reduces edge clearance between framing members and glazing or other fixed components to les�
	a. Operable Units:  Provide a minimum 2T1/16-inch2T6T (1.6-mm)6T clearance between framing members and operable units.

	3. Cantilever Deflection:  Where framing members overhang an anchor point, as follows:
	a. Perpendicular to Plane of Wall:  No greater than 1/240 of clear span plus 2T1/4 inch2T6T (6.35 mm)6T for spans greater than 2T11 feet 8-1/4 inches2T6T (3.6 m)6T or 1/175 times span, for spans less than 2T11 feet 8-1/4 inches2T6T (3.6 m)6T.


	E. Air Infiltration:  Test according to ASTM E 283 for infiltration as follows:
	1. Fixed Framing and Glass Area:
	a. Maximum air leakage of 2T0.06 cfm/sq. ft.2T at a static-air-pressure differential of 2T1.57 lbf/sq. ft.2T

	2. Entrance Doors:
	a. Pair of Doors:  Maximum air leakage of 2T1.0 cfm/sq. ft.2T at a static-air-pressure differential of 2T1.57 lbf/sq. ft.2T6T (75 Pa)6T.
	b. Single Doors:  Maximum air leakage of 2T0.5 cfm/sq. ft.2T at a static-air-pressure differential of 2T1.57 lbf/sq. ft.2T6T (75 Pa)6T.


	F. Water Penetration under Static Pressure:  Test according to ASTM E 331 as follows:
	1. No evidence of water penetration through fixed glazing and framing areas when tested according to a minimum static-air-pressure differential of 20 percent of positive wind-load design pressure, but not less than 2T6.24 lbf/sq. ft.2T

	G. Energy Performance:  Certify and label energy performance according to NFRC as follows:
	1. Thermal Transmittance (U-factor):  Fixed glazing and framing areas shall have U-factor of not more than 2T0.45 Btu/sq. ft. x h x deg F2T as determined according to NFRC 100.
	2. Solar Heat Gain Coefficient: Fixed glazing and framing areas shall have a solar heat gain coefficient of no greater than 0.35 as determined according to NFRC 200.
	3. Condensation Resistance:  Fixed glazing and framing areas shall have an NFRC-certified condensation resistance rating of no less than 45 as determined according to NFRC 500.

	H. Thermal Movements:  Allow for thermal movements resulting from ambient and surface temperature changes:
	1. Temperature Change:  2T120 deg F2T6T (67 deg C)6T, ambient; 2T180 deg F2T6T (100 deg C)6T, material surfaces.
	2. Thermal Cycling:  No buckling; stress on glass; sealant failure; excess stress on framing, anchors, and fasteners; or reduction of performance when tested according to AAMA 501.5.
	a. High Exterior Ambient-Air Temperature:  That which produces an exterior metal-surface temperature of 2T180 deg F2T6T.
	b. Low Exterior Ambient-Air Temperature:  2T0 deg F2T6T.
	c. Interior Ambient-Air Temperature:  2T75 deg F2T6T.



	2.2 MANUFACTURERS
	A. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	1. 5TUYKK AP America IncU5T.
	a. Exterior: YES 45 TU
	b. Interior: YES 45 FS

	2. 5TUKawneer North AmericaU5T. –
	a. Exterior: Trifab VG 451-T
	b. Interior: Trifab VG 450

	3. 5TUOldcastle Building Envelope–
	a. Exterior: Series 3000
	b. Interior: FG-2000


	B. Source Limitations:  Obtain all components of aluminum-framed entrance and storefront system, including venting windows and accessories, from single manufacturer.

	2.3 FRAMING
	A. Framing Members:  Manufacturer's extruded- or formed-aluminum framing members of thickness required and reinforced as required to support imposed loads.
	1. Construction:  Exterior - Thermally improved.
	2. Glazing System:  Retained mechanically with gaskets on four sides.
	3. Glazing Plane:  Front.
	4. Finish:  Clear anodic finish.
	5. Fabrication Method:  Field-fabricated stick system.

	B. Backer Plates:  Manufacturer's standard, continuous backer plates for framing members, if not integral, where framing abuts adjacent construction.
	C. Brackets and Reinforcements:  Manufacturer's standard high-strength aluminum with nonstaining, nonferrous shims for aligning system components.
	D. Materials:
	1. Aluminum:  Alloy and temper recommended by manufacturer for type of use and finish indicated.
	a. Sheet and Plate:  2TASTM B 2092T6T (ASTM B 209M)6T.
	b. Extruded Bars, Rods, Profiles, and Tubes:  2TASTM B 2212T6T (ASTM B 221M)6T.
	c. Extruded Structural Pipe and Tubes:  ASTM B 429/B 429M.
	d. Structural Profiles:  ASTM B 308/B 308M.

	2. Steel Reinforcement:  Manufacturer's standard zinc-rich, corrosion-resistant primer complying with SSPC-PS Guide No. 12.00; applied immediately after surface preparation and pretreatment.  Select surface preparation methods according to recommendations �
	a. Structural Shapes, Plates, and Bars:  ASTM A 36/A 36M.
	b. Cold-Rolled Sheet and Strip:  ASTM A 1008/A 1008M.
	c. Hot-Rolled Sheet and Strip:  ASTM A 1011/A 1011M.



	2.4 VENTING WINDOWS
	A. Aluminum Windows:  Manufacturer's standard units, complying with AAMA/WDMA/CSA 101/I.S.2/A440, with self-flashing mounting fins, and as follows:
	1. Window Type:  Awning
	2. Minimum Performance Class:  AW.
	3. Minimum Performance Grade:  40.
	4. Aluminum Extrusions:  2TASTM B 2212T6T (ASTM B 221M)6T, alloy and temper recommended by manufacturer for strength, corrosion resistance, and application of required finish, but not less than 2T0.064-inch2T6T (1.63-mm)6T thickness at any location for mai�
	a. Thermally Improved Construction:  Fabricate window units with an integral, concealed, low-conductance thermal barrier; located between exterior materials and window members exposed on interior side; in a manner that eliminates direct metal-to-metal cont�

	5. Mullions:  Between adjacent windows, fabricated of extruded aluminum matching finish of window units.
	6. Fasteners, Anchors, and Clips:  Nonmagnetic stainless steel, aluminum, or other noncorrosive material, compatible with aluminum window members, trim, hardware, anchors, and other components of window units.  Fasteners shall not be exposed, except for at�
	a. Reinforcement:  Where fasteners screw-anchor into aluminum less than 2T0.128 inch2T6T (3.26 mm)6T thick, reinforce interior with aluminum or nonmagnetic stainless steel to receive screw threads, or provide standard, noncorrosive, pressed-in, spline grom�

	7. Projected Window Hardware (Awning):
	a. Gear-Type Rotary Operators:  Complying with AAMA 901 when tested according to ASTM E 405, Method A.  Provide operators that function without requiring the removal of interior screens or using screen wickets.
	1) Type and Style:  As selected by Architect from manufacturer's full range of types and styles.

	b. Hinges:  Non-friction type, not less than two per sash.
	c. Lock:  Lever handle and cam-action lock with keeper.

	8. Insect Screens:  Provide removable insect screen on each operable exterior sash, with screen frame finished to match window unit, complying with SMA 1004 or SMA 1201, and as follows:
	a. Aluminum Wire Fabric:  2T18-by-182T6T (1.1-by-1.1-mm)6T, 2T18-by-162T6T (1.1-by-1.3-mm)6T, or 2T18-by-142T6T (1.1-by-1.5-mm)6T mesh of 2T0.013-inch-2T6T (0.3-mm-)6T diameter, coated aluminum wire.


	B. Glazing:  Same as adjacent aluminum-framed entrances and storefront glazing.
	C. Finish:  Match adjacent aluminum-framed entrances and storefront finish.

	2.5 ENTRANCE DOOR SYSTEMS
	A. Entrance Doors:  Manufacturer's standard glazed entrance doors for manual-swing operation.
	1. Door Construction:  2T2-inch2T overall thickness, with minimum 2T0.188-inch-2T thick, extruded-aluminum tubular rail and stile members.  Mechanically fasten corners with reinforcing brackets that are deeply penetrated and fillet welded or that incorpora�
	2. Door Design:  As indicated.
	3. Glazing Stops and Gaskets:  Square, snap-on, extruded-aluminum stops and preformed gaskets.
	a. Provide nonremovable glazing stops on outside of door.



	2.6 ENTRANCE DOOR HARDWARE
	A. Entrance Door Hardware:  Hardware not specified in this Section is specified in Section 087100 "Door Hardware."
	B. Designations:  Requirements for design, grade, function, finish, size, and other distinctive qualities of each type of entrance door hardware are indicated in "Entrance Door Hardware Sets" Article.  Products are identified by using entrance door hardwar�
	1. Named Manufacturers' Products:  Manufacturer and product designation are listed for each door hardware type required for the purpose of establishing minimum requirements.  Manufacturers' names are abbreviated in "Entrance Door Hardware Sets" Article.
	2. References to BHMA Standards:  Provide products complying with these standards and requirements for description, quality, and function.

	C. Continuous-Gear Hinges:  Manufacturer's standard with stainless-steel bearings between knuckles, fabricated to full height of door and frame.
	D. Mortise Auxiliary Locks:  BHMA A156.5, Grade 1.
	E. Automatic and Self-Latching Flush Bolts:  BHMA A156.3, Grade 1.
	F. Panic Exit Devices:  BHMA A156.3, Grade 1, listed and labeled by a testing and inspecting agency acceptable to authorities having jurisdiction, for panic protection, based on testing according to UL 305.
	G. Cylinders:  As specified in Section 087100 "Door Hardware."
	H. Strikes:  Provide strike with black-plastic dust box for each latch or lock bolt; fabricated for aluminum framing.
	I. Operating Trim:  BHMA A156.6.
	J. Removable Mullions:  BHMA A156.3, extruded aluminum.
	1. When used with panic exit devices, provide removable mullions listed and labeled by a testing and inspecting agency acceptable to authorities having jurisdiction, for panic protection, based on testing according to UL 305.  Use only mullions that have b�

	K. Closers:  BHMA A156.4, Grade 1, with accessories required for a complete installation, sized as required by door size, exposure to weather, and anticipated frequency of use; adjustable to comply with field conditions and requirements for opening fo...
	L. Concealed Overhead Holders:  BHMA A156.8, Grade 1.
	M. Surface-Mounted Holders:  BHMA A156.16, Grade 1.
	N. Door Stops:  BHMA A156.16, Grade 1, floor or wall mounted, as appropriate for door location indicated, with integral rubber bumper.
	O. Weather Stripping:  Manufacturer's standard replaceable components.
	1. Compression Type:  Made of ASTM D 2000, molded neoprene, or ASTM D 2287, molded PVC.
	2. Sliding Type:  AAMA 701/702, made of wool, polypropylene, or nylon woven pile with nylon-fabric or aluminum-strip backing.

	P. Weather Sweeps:  Manufacturer's standard exterior-door bottom sweep with concealed fasteners on mounting strip.
	Q. Silencers:  BHMA A156.16, Grade 1.
	R. Thresholds:  BHMA A156.21, raised thresholds beveled with a slope of not more than 1:2, with maximum height of 2T1/2 inch2T6T (12.7 mm)6T.
	S. Finger Guards:  Manufacturer's standard collapsible neoprene or PVC gasket anchored to frame hinge-jamb at center-pivoted doors.

	2.7 GLAZING
	A. Glazing:  Comply with Section 088000 "Glazing."

	2.8 ACCESSORIES
	A. Fasteners and Accessories:  Manufacturer's standard corrosion-resistant, nonstaining, nonbleeding fasteners and accessories compatible with adjacent materials.
	1. Use self-locking devices where fasteners are subject to loosening or turning out from thermal and structural movements, wind loads, or vibration.
	2. Reinforce members as required to receive fastener threads.

	B. Anchors:  Three-way adjustable anchors with minimum adjustment of 2T1 inch2T that accommodate fabrication and installation tolerances in material and finish compatible with adjoining materials and recommended by manufacturer.
	1. Masonry Inserts:  Hot-dip galvanized cast-iron, malleable-iron, or steel inserts complying with ASTM A 123/A 123M or ASTM A 153/A 153M requirements.

	C. Concealed Flashing:  Manufacturer's standard corrosion-resistant, nonstaining, nonbleeding flashing compatible with adjacent materials.
	D. Bituminous Paint:  Cold-applied asphalt-mastic paint complying with SSPC-Paint 12 requirements except containing no asbestos, formulated for 2T30-mil2T6T (0.762-mm)6T thickness per coat.

	2.9 FABRICATION
	A. Form or extrude aluminum shapes before finishing.
	B. Weld in concealed locations to greatest extent possible to minimize distortion or discoloration of finish.  Remove weld spatter and welding oxides from exposed surfaces by descaling or grinding.
	C. Fabricate components that, when assembled, have the following characteristics:
	1. Profiles that are sharp, straight, and free of defects or deformations.
	2. Accurately fitted joints with ends coped or mitered.
	3. Physical and thermal isolation of glazing from framing members.
	4. Accommodations for thermal and mechanical movements of glazing and framing to maintain required glazing edge clearances.
	5. Provisions for field replacement of glazing from interior for vision glass and exterior for spandrel glazing or metal panels.
	6. Fasteners, anchors, and connection devices that are concealed from view to greatest extent possible.

	D. Mechanically Glazed Framing Members:  Fabricate for flush glazing without projecting stops.
	E. Storefront Framing:  Fabricate components for assembly using shear-block system.
	F. Entrance Door Frames:  Reinforce as required to support loads imposed by door operation and for installing entrance door hardware.
	1. At exterior doors, provide compression weather stripping at fixed stops.
	2. At interior doors, provide silencers at stops to prevent metal-to-metal contact.  Install three silencers on strike jamb of single-door frames and two silencers on head of frames for pairs of doors.

	G. Entrance Doors:  Reinforce doors as required for installing entrance door hardware.
	1. At pairs of exterior doors, provide sliding-type weather stripping retained in adjustable strip and mortised into door edge.
	2. At exterior doors, provide weather sweeps applied to door bottoms.

	H. Entrance Door Hardware Installation:  Factory install entrance door hardware to the greatest extent possible.  Cut, drill, and tap for factory-installed entrance door hardware before applying finishes.
	I. After fabrication, clearly mark components to identify their locations in Project according to Shop Drawings.

	2.10 ALUMINUM FINISHES
	A. Clear Anodic Finish:  AAMA 611, AA-M12C22A41, Class I, 0.018 mm or thicker.

	2.11 SOURCE QUALITY CONTROL
	A. Structural Sealant:  Perform quality-control procedures complying with ASTM C 1401 recommendations including, but not limited to, assembly material qualification procedures, sealant testing, and assembly fabrication reviews and checks.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine areas, with Installer present, for compliance with requirements for installation tolerances and other conditions affecting performance of the Work.
	B. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Prepare surfaces that are in contact with structural sealant according to sealant manufacturer's written instructions to ensure compatibility and adhesion.  Preparation includes, but is not limited to, cleaning and priming surfaces.

	3.3 INSTALLATION
	A. General:
	1. Comply with manufacturer's written instructions.
	2. Do not install damaged components.
	3. Fit joints to produce hairline joints free of burrs and distortion.
	4. Rigidly secure nonmovement joints.
	5. Install anchors with separators and isolators to prevent metal corrosion and electrolytic deterioration and to prevent impeding movement of moving joints.
	6. Seal perimeter and other joints watertight unless otherwise indicated.

	B. Metal Protection:
	1. Where aluminum is in contact with dissimilar metals, protect against galvanic action by painting contact surfaces with materials recommended by manufacturer for this purpose or by installing nonconductive spacers.
	2. Where aluminum is in contact with concrete or masonry, protect against corrosion by painting contact surfaces with bituminous paint.

	C. Set continuous sill members and flashing in full sealant bed as specified in Section 079200 "Joint Sealants" to produce weathertight installation.
	D. Install components plumb and true in alignment with established lines and grades.
	E. Install operable units level and plumb, securely anchored, and without distortion.  Adjust weather-stripping contact and hardware movement to produce proper operation.
	F. Install glazing as specified in Section 088000 "Glazing."
	G. Install weatherseal sealant according to Section 079200 "Joint Sealants" and according to sealant manufacturer's written instructions to produce weatherproof joints.  Install joint filler behind sealant as recommended by sealant manufacturer.
	H. Entrance Doors:  Install doors to produce smooth operation and tight fit at contact points.
	1. Exterior Doors:  Install to produce weathertight enclosure and tight fit at weather stripping.
	2. Field-Installed Entrance Door Hardware:  Install surface-mounted entrance door hardware according to entrance door hardware manufacturers' written instructions using concealed fasteners to greatest extent possible.


	3.4 ERECTION TOLERANCES
	A. Erection Tolerances:  Install aluminum-framed entrances and storefronts to comply with the following maximum tolerances:
	1. Plumb:  2T1/8 inch in 10 feet2T6T (3.2 mm in 3 m)6T; 2T1/4 inch in 40 feet2T6T (6.35 mm in 12.2 m)6T.
	2. Level:  2T1/8 inch in 20 feet2T6T (3.2 mm in 6 m)6T; 2T1/4 inch in 40 feet2T6T (6.35 mm in 12.2 m)6T.
	3. Alignment:
	a. Where surfaces abut in line or are separated by reveal or protruding element up to 2T1/2 inch2T6T (12.7 mm)6T wide, limit offset from true alignment to 2T1/16 inch2T6T (1.6 mm)6T.
	b. Where surfaces are separated by reveal or protruding element from 2T1/2 to 1 inch2T6T (12.7 to 25.4 mm)6T wide, limit offset from true alignment to 2T1/8 inch2T6T (3.2 mm)6T.
	c. Where surfaces are separated by reveal or protruding element of 2T1 inch2T6T (25.4 mm)6T wide or more, limit offset from true alignment to 2T1/4 inch2T6T (6 mm)6T.

	4. Location:  Limit variation from plane to 2T1/8 inch in 12 feet2T6T (3.2 mm in 3.6 m)6T; 2T1/2 inch2T6T (12.7 mm)6T over total length.




