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SECTION 330500 - COMMON WORK RESULTS FOR UTILITIES

PART 1 - GENERAL
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RELATED DOCUMENTS

Drawings and general provisions of the Contraatluiding General and Supplementary Conditions and
Division 01 Specification Sections, apply to thicgon.

SUMMARY

This Section includes the following:
1. Grout.

2. Flowable fill.

3. Piped utility demolition.
DEFINITIONS

Exposed Installations: Exposed to view outdoorsutnject to outdoor ambient temperatures and weathe
conditions.

Concealed Installations: Concealed from view anctgeted from weather conditions and physical
contact by building occupants but subject to outdambient temperatures. Examples include
installations within unheated shelters.

DELIVERY, STORAGE, AND HANDLING

Deliver pipes and tubes with factory-applied enpgscaMaintain end caps through shipping, storagd, a
handling to prevent pipe end damage and to preargnance of dirt, debris, and moisture.

Store plastic pipes protected from direct sunlightipport to prevent sagging and bending.

PART 2 - PRODUCTS
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GROUT
Description: ASTM C 1107, Grade B, nonshrink andmetallic, dry hydraulic-cement grout.

1. Characteristics: Post hardening, volume adjustimaystaining, noncorrosive, nongaseous, and
recommended for interior and exterior applications.

2. Design Mix: 5000-psi , 28-day compressive strength

3. Packaging: Premixed and factory packaged.

FLOWABLE FILL
Description: Low-strength-concrete, flowable-syumix.

Cement: ASTM C 150, Type I, portland.

Density: 115- to 145-Ib/cu. ft..

Aggregates: ASTM C 33, natural sand, fine andleedgravel or stone, coarse.
Water: Comply with ASTM C 94/C 94M.

Strength: 100 to 200 psig at 28 days.

agprwONRE
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PART 3 - EXECUTION
3.1 PIPED UTILITY DEMOLITION

A. Refer to Division 01 Section "Cutting and Patchingfid Division 02 Section "Selective Structure
Demolition" for general demolition requirements grdcedures.

B. Disconnect, demolish, and remove piped utility eyst, equipment, and components indicated to be
removed.
1. Piping to Be Removed: Remove portion of pipingi¢dated to be removed and cap or plug

remaining piping with same or compatible piping enl.
2. Piping to Be Abandoned in Place: Drain pipingll #bandoned piping with flowable fill, and cap
or plug piping with same or compatible piping mager

C. If pipe, insulation, or equipment to remain is dged in appearance or is unserviceable, remove
damaged or unserviceable portions and replacengithproducts of equal capacity and quality.

3.2 GROUTING
A. Mix and install grout for equipment base bearingates, pump and other equipment base plates, and
anchors.
B. Clean surfaces that will come into contact withugro

C. Provide forms as required for placement of grout.

D. Avoid air entrapment during placement of grout.

E. Place grout, completely filling equipment bases.

F. Place grout on concrete bases and provide smoatingesurface for equipment.
G. Place grout around anchors.

H. Cure placed grout.

END OF SECTION 330500
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