
SECTION 26 28 13

FUSES

PART 1  GENERAL

1.01 SECTION INCLUDES

A. Fuses.

1.02 REFERENCE STANDARDS

A. NEMA FU 1 - Low Voltage Cartridge Fuses; National Electrical Manufacturers Association.

B. NFPA 70 - National Electrical Code; National Fire Protection Association.

C. UL 248-1 - Low-Voltage Fuses - Part 1: General Requirements.

1.03 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.

B. Product Data:  Provide manufacturer's standard data sheets including voltage and current 
ratings, interrupting ratings, time-current curves, and current limitation curves.

1.04 QUALITY ASSURANCE

A. Conform to requirements of NFPA 70.

B. Manufacturer Qualifications:  Company specializing in manufacturing the products specified 
in this section with minimum three years documented experience and with service facilities 
within 100 miles of Project.

C. Products:  Listed and classified by Underwriters Laboratories Inc. as suitable for the purpose 
specified and indicated.

1.05 MAINTENANCE MATERIALS

A. See Section 01 60 00 - Product Requirements, for additional provisions.

B. Furnish two fuse pullers.

C. Furnish three of each size and type fuse installed.

PART 2  PRODUCTS

2.01 MANUFACTURERS

A. Cooper Bussmann, a division of Cooper Industries:  www.cooperindustries.com.

B. Mersen (formerly Ferraz Shawmut):  ferrazshawmut.mersen.com.

C. Littelfuse, Inc:  www.littelfuse.com.

D. Substitutions:  See Section 01 60 00 - Product Requirements.

2.02 FUSES

A. Provide products listed and classified by Underwriters Laboratories Inc. as suitable for the 
purpose indicated.

B. Unless specifically indicated to be excluded, provide fuses for all fusible equipment as 
required for a complete operating system.
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C. Provide fuses of the same type, rating, and manufacturer within the same switch.

D. Comply with UL 248-1.

E. Unless otherwise indicated, provide cartridge type fuses complying with NEMA FU 1, Class 
and ratings as indicated.

F. Voltage Rating:  Suitable for circuit voltage.

G. Power Load Feeder Switches:  Class RK1 (time delay).

H. Motor Load Feeder Switches:  Class RK1 (time delay).

I. Other Feeder Switches:  Class RK1 (time delay).

J. General Purpose Branch Circuits:  Class RK1 (time delay).

K. Motor Branch Circuits:  Class L time delay.

L. Lighting Branch Circuits:  Class G.

2.03 CLASS RK1 (TIME DELAY) FUSES

A. Manufacturers:
1. Bussman Corp.
2. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Construction:  Current limiting, dual-element fuse, 10 seconds minimum at 500% rated 
amps, with copper fuse element.  

2.04 CLASS G FUSES

PART 3  EXECUTION

3.01 INSTALLATION

A. Do not install fuses until circuits are ready to be energized.

B. Install fuses with label oriented such that manufacturer, type, and size are easily read.

END OF SECTION
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