
SECTION 26 05 53

IDENTIFICATION FOR ELECTRICAL SYSTEMS

PART 1  GENERAL

1.01 SECTION INCLUDES

A. Electrical identification requirements.

B. Identification nameplates and labels.

C. Wire and cable markers.

D. Voltage markers.

E. Warning signs and labels.

F. Field-painted identification of conduit.

1.02 RELATED REQUIREMENTS

A. Section 09 90 00 - Painting and Coating.

1.03 REFERENCE STANDARDS

A. ANSI Z535.2 - American National Standard for Environmental and Facility Safety Signs.

B. ANSI Z535.4 - American National Standard for Product Safety Signs and Labels.

C. NFPA 70 - National Electrical Code; National Fire Protection Association.

D. UL 969 - Marking and Labeling Systems.

1.04 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements for submittals procedures.

B. Product Data:  Provide catalog data for nameplates, labels, and markers.

C. Manufacturer's Instructions:  Indicate application conditions and limitations of use stipulated 
by product testing agency.  Include instructions for storage, handling, protection, 
examination, preparation and installation of product.

1.05 QUALITY ASSURANCE

A. Conform to requirements of NFPA 70.

1.06 EXTRA MATERIALS

A. See Section 01 60 00 - Product Requirements for additional requirements.

PART 2  PRODUCTS

2.01 IDENTIFICATION REQUIREMENTS

A. Identification for Equipment:
1. Use identification nameplate to identify each piece of electrical distribution and control 

equipment and associated sections, compartments, and components.

B. Identification for Conductors and Cables:
1. Color Coding for Power Conductors 600 V and Less:  Comply with Section 26 05 19.
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2. Use identification nameplate or identification label to identify color code for ungrounded 
and grounded power conductors inside door or enclosure at each piece of feeder or 
branch-circuit distribution equipment when premises has feeders or branch circuits 
served by more than one nominal voltage system.

2.02 MANUFACTURERS

A. Brady Corporation:  www.bradycorp.com.

B. Seton Identification Products:  www.seton.com/aec.

C. HellermannTyton:  www.hellermanntyton.com.

D. Substitutions:  See Section 01 60 00 - Product Requirements.

2.03 IDENTIFICATION NAMEPLATES AND LABELS

A. Identification Nameplates:
1. Materials:
2. Mounting Holes for Mechanical Fasteners:  Two, centered on sides for sizes up to 1 

inch high; Four, located at corners for larger sizes.

B. Identification Labels:
1. Materials:  Use self-adhesive laminated plastic labels; UV, chemical, water, heat, and 

abrasion resistant.
2. Text:  Use factory pre-printed or machine-printed text. Do not use handwritten text 

unless otherwise indicated.

C. Nameplates:  Engraved three-layer laminated plastic, black letters on white background.

D. Locations:
1. Each electrical distribution and control equipment enclosure.
2. Communication cabinets.
3. Disconnect switches, and starters.

E. Letter Size:
1. Use 1/8 inch letters for identifying individual equipment and loads.
2. Use 1/4 inch letters for identifying grouped equipment and loads.

2.04 WIRE AND CABLE MARKERS

A. Manufacturers:
1. Panduit Corp.
2. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Markers for Conductors and Cables:  Use wrap-around self-adhesive vinyl cloth, wrap-around 
self-adhesive vinyl self-laminating, heat-shrink sleeve, plastic sleeve, plastic clip-on, or vinyl 
split sleeve type markers suitable for the conductor or cable to be identified.

C. Markers for Conductor and Cable Bundles:  Use plastic marker tags secured by nylon cable 
ties.

D. Legend:  Power source and circuit number or other designation indicated.

E. Text:  Use factory pre-printed or machine-printed text, all capitalized unless otherwise 
indicated.

F. Minimum Text Height:  1/8 inch.
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G. Color:  Black text on white background unless otherwise indicated.

H. Description:  split sleeve type wire markers.

I. Locations:  Each conductor at panelboard gutters, pull boxes, outlet boxes, and junction 
boxes each load connection.

J. Legend:
1. Power and Lighting Circuits:  Branch circuit or feeder number indicated on drawings.
2. Control Circuits:  Control wire number indicated on shop drawings.

2.05 VOLTAGE MARKERS

A. Manufacturers: Panduit Corp
1. Substitutions:  See Section 01 60 00 - Product Requirements.

B. Minimum Size:
1. Markers for Equipment:  1 1/8 by 4 1/2 inches.
2. Markers for Conduits:  As recommended by manufacturer for conduit size to be 

identified.
3. Markers for Pull Boxes:  1 1/8 by 4 1/2 inches.
4. Markers for Junction Boxes:  1/2 by 2 1/4 inches.

C. Legend:
1. Markers for Voltage Identification:  Highest voltage present.
2. Markers for System Identification:

a. Emergency Power System:  Text "EMERGENCY".
b. Other Systems:  Type of service.

D. Color:  Black text on orange background unless otherwise indicated.

E. Location:  Furnish markers for each conduit longer than 6 feet.

F. Spacing:  20 feet on center.

G. Color:
1. 480 Volt System:  Brown.
2. 208 Volt System:  Yellow.
3. Fire Alarm System:  Red.

H. Legend:
1. 480 Volt System:  brown.
2. 208 Volt System:  yellow.
3. Fire Alarm System:  red.

2.06 WARNING SIGNS AND LABELS

A. Comply with ANSI Z535.2 or ANSI Z535.4 as applicable.

B. Warning Signs:
1. Materials:
2. Minimum Size:  7 by 10 inches unless otherwise indicated.

C. Warning Labels:
1. Materials:  Use factory pre-printed or machine-printed self-adhesive polyester, or 

self-adhesive vinyl labels; UV, chemical, water, heat, and abrasion resistant; produced 
using materials recognized to UL 969.

2. Machine-Printed Labels:  Use thermal transfer process printing machines and 
accessories recommended by label manufacturer. 
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3. Minimum Size:  2 by 4 inches unless otherwise indicated.

PART 3  EXECUTION

3.01 PREPARATION

A. Clean surfaces to receive adhesive products according to manufacturer's instructions.

B. Degrease and clean surfaces to receive nameplates and labels.

3.02 INSTALLATION

A. Install products in accordance with manufacturer's instructions.

B. Install identification products to be plainly visible for examination, adjustment, servicing, and 
maintenance. Unless otherwise indicated, locate products as follows:
1. Surface-Mounted Equipment:  Enclosure front.
2. Flush-Mounted Equipment:  Inside of equipment door.
3. Free-Standing Equipment:  Enclosure front; also enclosure rear for equipment with rear 

access.
4. Elevated Equipment:  Legible from the floor or working platform.
5. Interior Components:  Legible from the point of access.
6. Conductors and Cables:  Legible from the point of access.

C. Install identification products centered, level, and parallel with lines of item being identified.

D. Secure nameplates to exterior surfaces of enclosures using stainless steel screws and to 
interior surfaces using self-adhesive backing, or epoxy cement.

E. Install self-adhesive labels and markers to achieve maximum adhesion, with no bubbles or 
wrinkles and edges properly sealed.

END OF SECTION

WILLIAM F. COOKE ELEMENTARY SCHOOL - CD SUBMISSION 2012080.00

IDENTIFICATION FOR ELECTRICAL SYSTEMS  26 05 53 - 4 




