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SECTION 26 28 18

ENCLOSED SWITCHES

PART 1 GENERAL
1.01 SECTION INCLUDES

A. Fusible switches.

B. Nonfusible switches.
1.02 RELATED REQUIREMENTS

Section 26 05 26 - Grounding and Bonding for Electrical Systems.
B. Section 26 05 29 - Hangers and Supports for Electrical Systems.

C. Section 26 05 53 - Identification for Electrical Systems: Identification products and
requirements.

D. Section 26 28 13 - Fuses.
1.03 REFERENCE STANDARDS

A. NECA 1 - Standard for Good Workmanship in Electrical Construction; National Electrical
Contractors Association.

B. NEMA FU 1 - Low Voltage Cartridge Fuses; National Electrical Manufacturers Association.

C. NEMA KS 1 - Enclosed and Miscellaneous Distribution Equipment Switches (600 Volts
Maximum); National Electrical Manufacturers Association.

D. NETA STD ATS - Acceptance Testing Specifications for Electrical Power Distribution
Equipment and Systems; International Electrical Testing Association.

E. NFPA 70 - National Electrical Code; National Fire Protection Association.
1.04 SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.

B. Product Data: Provide manufacturer's standard catalog pages and data sheets for enclosed
switches and other installed components and accessories.

C. Project Record Documents: Record actual locations of enclosed switches.
1.05 QUALITY ASSURANCE

A. Conform to requirements of NFPA 70.
PART 2 PRODUCTS
2.01 MANUFACTURERS
Eaton Corporation; Cutler-Hammer Products; Model : www.eaton.com.
General Electric Company; Model : www.geindustrial.com.

Schneider Electric; Square D Products; Model : www.schneider-electric.us.
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Substitutions: See Section 01 60 00 - Product Requirements.
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2.02 COMPONENTS

A.

PART 3

Fusible Switch Assemblies: NEMA KS 1, Type HD enclosed load interrupter knife switch.

1. Externally operable handle interlocked to prevent opening front cover with switch in ON
position.

2. Handle lockable in OFF position.

3. Fuseclips: Designed to accommodate NEMA FU1, Class R fuses.

Nonfusible Switch Assemblies: NEMA KS 1, Type HD enclosed load interrupter knife switch.

1. Externally operable handle interlocked to prevent opening front cover with switch in ON
position.

2.  Handle lockable in OFF position.

Enclosures: NEMA KS 1.
1. Interior Dry Locations: Type 1.
2. Exterior Locations: Type 3R.

EXECUTION

3.01 INSTALLATION

A.
B.

Install enclosed switches in accordance with manufacturer's instructions.

Install enclosed switches securely, in a neat and workmanlike manner in accordance with
NECA 1.

Arrange equipment to provide minimum clearances in accordance with manufacturer's
instructions and NFPA 70.

Provide required supports in accordance with Section 26 05 29.
Install enclosed switches plumb.

Except where indicated to be mounted adjacent to the equipment they supply, mount
enclosed switches such that the highest position of the operating handle does not exceed 79
inches above the floor or working platform.

Provide grounding and bonding in accordance with Section 26 05 26.

Provide identification nameplate for each enclosed switch in accordance with Section 26 05
53.

Provide arc flash warning labels in accordance with NFPA 70.
Install fuses in fusible disconnect switches.

Apply adhesive tag on inside door of each fused switch indicating NEMA fuse class and size
installed.

3.02 FIELD QUALITY CONTROL

O ow

Perform field inspection, testing, and adjusting in accordance with Section 01 40 00.
Inspect and test in accordance with NETA STD ATS, except Section 4.
Perform inspections and tests listed in NETA STD ATS, Section 7.5.1.1.

Correct deficiencies and replace damaged or defective enclosed safety switches or
associated components.
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END OF SECTION
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