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SECTION 26 05 37

BOXES
PART 1 GENERAL
1.01 SECTION INCLUDES

A. Outlet and device boxes up to 100 cubic inches, including those used as junction and pull
boxes.

Cabinets and enclosures, including junction and pull boxes larger than 100 cubic inches.
Wall and ceiling outlet boxes.

Floor boxes.
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Pull and junction boxes.

1.02 RELATED REQUIREMENTS

Section 07 84 00 - Firestopping.

Section 26 05 26 - Grounding and Bonding for Electrical Systems.
Section 26 05 29 - Hangers and Supports for Electrical Systems.

Section 26 27 26 - Wiring Devices:
1. Wall plates.

O 0w >

m

Section 26 27 16 - Electrical Cabinets and Enclosures.

Section 26 27 26 - Wiring Devices: Wall plates in finished areas, floor box service fittings,
fire-rated poke-through fittings, and access floor boxes.

1.03 REFERENCE STANDARDS

A. NECA 1 - Standard for Good Workmanship in Electrical Construction; National Electrical
Contractors Association.

B. NECA 130 - Standard for Installing and Maintaining Wiring Devices; National Electrical
Contractors Association.

C. NEMA FB 1 - Fittings, Cast Metal Boxes, and Conduit Bodies for Conduit, Electrical Metallic
Tubing, and Cable; National Electrical Manufacturers Association (ANSI/NEMA FB 1).

D. NEMA OS 1 - Sheet-Steel Outlet Boxes, Device Boxes, Covers, and Box Supports; National
Electrical Manufacturers Association (ANSI/NEMA OS 1).

E. NEMA OS 2 - Nonmetallic Outlet Boxes, Device Boxes, Covers and Box Supports; National
Electrical Manufacturers Association (ANSI/NEMA OS 2).

F. NEMA 250 - Enclosures for Electrical Equipment (1000 Volts Maximum); National Electrical
Manufacturers Association.

NFPA 70 - National Electrical Code; National Fire Protection Association.
H. UL 50 - Enclosures for Electrical Equipment, Non-Environmental Considerations.
I. UL 50E - Enclosures for Electrical Equipment, Environmental Considerations.
J. UL 508A - Industrial Control Panels.
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K. UL 514A - Metallic Outlet Boxes.
1.04 ADMINISTRATIVE REQUIREMENTS

A. Coordination:

1.

Coordinate the work with other trades to avoid placement of ductwork, piping,
equipment, or other potential obstructions within the dedicated equipment spaces and
working clearances for electrical equipment required by NFPA 70.

Coordinate arrangement of electrical equipment with the dimensions and clearance
requirements of the actual equipment to be installed.

Coordinate minimum sizes of boxes with the actual installed arrangement of conductors,
clamps, support fittings, and devices, calculated according to NFPA 70.

Coordinate minimum sizes of pull boxes with the actual installed arrangement of
connected conduits, calculated according to NFPA 70.

Coordinate the placement of boxes with millwork, furniture, devices, equipment, etc.
installed under other sections or by others.

Coordinate the work with other trades to preserve insulation integrity.

Coordinate the work with other trades to provide walls suitable for installation of
flush-mounted boxes where indicated.

Notify Architect of any conflicts with or deviations from the contract documents. Obtain
direction before proceeding with work.

1.05 SUBMITTALS

A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.

B. Project Record Documents: Record actual locations and mounting heights of outlet, pull, and
junction boxes on project record documents.

1.06 QUALITY ASSURANCE
A. Conform to requirements of NFPA 70.

PART 2 PRODUCTS

2.01 BOXES

A. General Requirements:

1.

2.

3.

Do not use boxes and associated accessories for applications other than as permitted
by NFPA 70 and product listing.

Provide all boxes, fittings, supports, and accessories required for a complete raceway
system and to accommodate devices and equipment to be installed.

Provide products listed, classified, and labeled by Underwriter's Laboratories Inc. (UL)
or testing firm acceptable to authority having jurisdiction as suitable for the purpose
indicated.

Where box size is not indicated, size to comply with NFPA 70 but not less than
applicable minimum size requirements specified.

Provide grounding terminals within boxes where equipment grounding conductors
terminate.

B. Outlet and Device Boxes Up to 100 cubic inches, Including Those Used as Junction and Pull

Boxes:

1. Use sheet-steel boxes for dry locations unless otherwise indicated or required.

2. Use cast iron boxes or cast aluminum boxes for damp or wet locations unless otherwise
indicated or required; furnish with compatible weatherproof gasketed covers.

3. Use suitable concrete type boxes where flush-mounted in concrete.

4. Use suitable masonry type boxes where flush-mounted in masonry walls.

BOXES

260537 -2



WILLIAM F. COOKE ELEMENTARY SCHOOL - CD SUBMISSION 2012080.00

5. Use raised covers suitable for the type of wall construction and device configuration

where required.

Use shallow boxes where required by the type of wall construction.

Do not use "through-wall" boxes designed for access from both sides of wall.

Sheet-Steel Boxes: Comply with NEMA OS 1, and list and label as complying with UL

514A.

9. Cast Metal Boxes: Comply with NEMA FB 1, and list and label as complying with UL
514A; furnish with threaded hubs.

10. Boxes for Supporting Luminaires and Ceiling Fans: Listed as suitable for the type and
weight of load to be supported; furnished with fixture stud to accommodate mounting of
luminaire where required.

11. Boxes for Ganged Devices: Use multigang boxes of single-piece construction. Do not
use field-connected gangable boxes.

12. Wall Plates: Comply with Section 26 27 26.
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Cabinets and Enclosures, Including Junction and Pull Boxes Larger Than 100 cubic inches:
1. Comply with NEMA 250, and list and label as complying with UL 50 and UL 50E, or UL
508A.
2. NEMA 250 Environment Type, Unless Otherwise Indicated:
3. Junction and Pull Boxes Larger Than 100 cubic inches:
a. Provide screw-cover or hinged-cover enclosures unless otherwise indicated.

2.02 MANUFACTURERS

A.
B.
C.

Appleton Electric: www.appletonelec.com.
Steel City

Substitutions: Reco, Inc. See Section 01 60 00 - Product Requirements.

2.03 OUTLET BOXES

A.

C.

D.

Sheet Metal Outlet Boxes: NEMA OS 1, galvanized steel.

1. Luminaire and Equipment Supporting Boxes: Rated for weight of equipment supported;
include 1/2 inch male fixture studs where required.

2. Concrete Ceiling Boxes: Concrete type.

Nonmetallic Outlet Boxes: NEMA OS 2.

Cast Boxes: NEMA FB 1, Type FD, aluminum. Provide gasketed cover by box
manufacturer. Provide threaded hubs.

Wall Plates for Finished Areas: As specified in Section 26 27 26.

2.04 FLOOR BOXES

A.

B
C.
D

Floor Boxes: NEMA OS 1, fully adjustable, _4 inches deep.
Material: Cast metal.
Shape: Rectangular.

Service Fittings: As specified in Section 26 27 26.

2.05 PULL AND JUNCTION BOXES

A.
B.

BOXES

Sheet Metal Boxes: NEMA OS 1, galvanized steel.
Hinged Enclosures: As specified in Section 26 27 16.
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Surface Mounted Cast Metal Box: NEMA 250, Type 4; flat-flanged, surface mounted junction
box:

1. Material: Galvanized cast iron; Cast Aluminum.

2. Cover: Furnish with ground flange, neoprene gasket, and stainless steel cover screws.

In-Ground Cast Metal Box: NEMA 250, Type 6, outside flanged, recessed cover box for
flush mounting:

1. Material: Galvanized cast iron; Cast Aluminum.

2. Cover: Nonskid cover with neoprene gasket and stainless steel cover screws.

3. Cover Legend: "ELECTRIC".

PART 3 EXECUTION
3.01 EXAMINATION

3.02

o w »

Verify that field measurements are as shown on drawings.
Verify that mounting surfaces are ready to receive boxes.
Verify that conditions are satisfactory for installation prior to starting work.

Verify locations of floor boxes and outlets in offices and work areas prior to rough-in.

3.03 INSTALLATION

A.
B.

BOXES

Install products in accordance with manufacturer's instructions.

Perform work in a neat and workmanlike manner in accordance with NECA 1 and, where
applicable, NECA 130, including mounting heights specified in those standards where
mounting heights are not indicated.

Arrange equipment to provide minimum clearances in accordance with manufacturer's
instructions and NFPA 70.

Box Supports:

1. Secure and support boxes in accordance with NFPA 70 and Section 26 05 29 using
suitable supports and methods approved by the authority having jurisdiction.

2. Provide independent support from building structure except for cast metal boxes (other
than boxes used for fixture support) supported by threaded conduit connections in
accordance with NFPA 70. Do not provide support from piping, ductwork, or other
systems.

Install boxes plumb and level.

Flush-Mounted Boxes:

1. Install boxes in noncombustible materials such as concrete, tile, gypsum, plaster, etc.
so that front edge of box or associated raised cover is not set back from finished surface
more than 1/4 inch or does not project beyond finished surface.

2. Install boxes in combustible materials such as wood so that front edge of box or
associated raised cover is flush with finished surface.

3. Repair rough openings around boxes in noncombustible materials such as concrete, tile,
gypsum, plaster, etc. so that there are no gaps or open spaces greater than 1/8 inch at
the edge of the box.

Install boxes as required to preserve insulation integrity.
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AA.

AB.

AC.

AD.
AE.
AF.
AG.

BOXES

Install permanent barrier between ganged wiring devices when voltage between adjacent
devices exceeds 300 V.

Install firestopping to preserve fire resistance rating of partitions and other elements, using
materials and methods specified in Section 07 84 00.

Close unused box openings.

Install blank wall plates on junction boxes and on outlet boxes with no devices or equipment
installed or designated for future use.

Provide grounding and bonding in accordance with Section 26 05 26.
Install boxes securely, in a neat and workmanlike manner, as specified in NECA 1.

Install in locations as shown on Drawings, and as required for splices, taps, wire pulling,
equipment connections, and as required by NFPA 70.

Coordinate installation of outlet boxes for equipment connected under Section 26 27 17.
Set wall mounted boxes at elevations to accommodate mounting heights indicated.

Electrical boxes are shown on Drawings in approximate locations unless dimensioned.
1. Adjust box locations up to 10 feet if required to accommodate intended purpose.

Orient boxes to accommodate wiring devices oriented as specified in Section 26 27 26.
Maintain headroom and present neat mechanical appearance.
Install pull boxes and junction boxes above accessible ceilings and in unfinished areas only.

Inaccessible Ceiling Areas: Install outlet and junction boxes no more than 6 inches from
ceiling access panel or from removable recessed luminaire.

Install boxes to preserve fire resistance rating of partitions and other elements, using
materials and methods specified in Section 07 84 00.

Coordinate mounting heights and locations of outlets mounted above counters, benches, and
backsplashes.

Locate outlet boxes to allow luminaires positioned as shown on reflected ceiling plan.
Align adjacent wall mounted outlet boxes for switches, thermostats, and similar devices.
Use flush mounting outlet box in finished areas.

Locate flush mounting box in masonry wall to require cutting of masonry unit corner only.
Coordinate masonry cutting to achieve neat opening.

Do not install flush mounting box back-to-back in walls; provide minimum 6 inches
separation. Provide minimum 24 inches separation in acoustic rated walls.

Secure flush mounting box to interior wall and partition studs. Accurately position to allow for
surface finish thickness.

Use stamped steel bridges to fasten flush mounting outlet box between studs.
Install flush mounting box without damaging wall insulation or reducing its effectiveness.
Use adjustable steel channel fasteners for hung ceiling outlet box.

Do not fasten boxes to ceiling support wires.
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AH. Support boxes independently of conduit, except cast box that is connected to two rigid metal
conduits both supported within 12 inches of box.

Al.  Use gang box where more than one device is mounted together. Do not use sectional box.
AJ. Use gang box with plaster ring for single device outlets.
AK. Use cast outlet box in exterior locations exposed to the weather and wet locations.

AL. Use cast floor boxes for installations in slab on grade; formed steel boxes are acceptable for
other installations.

AM. Set floor boxes level.

AN. Large Pull Boxes: Use hinged enclosure in interior dry locations, surface-mounted cast
metal box in other locations.

3.04 ADJUSTING
A. Adjust floor boxes flush with finish flooring material.
B. Adjust flush-mounting outlets to make front flush with finished wall material.
C. Install knockout closures in unused box openings.
3.05 CLEANING
A. Clean interior of boxes to remove dirt, debris, plaster and other foreign material.
3.06 PROTECTION
A. Immediately after installation, protect boxes from entry of moisture and foreign material until

ready for installation of conductors.

END OF SECTION
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