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SECTION 104200 - PLAQUES 
 
PART 1 - GENERAL 
 
1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of Contract, including General and Supplementary Conditions 
and Division 1 Specification sections, apply to work of this section. 

 
1.2 DESCRIPTION OF WORK 
 

A. Work includes furnishing two plaques and all required accessories.    
 

B. Related work not included in this Section consists of: 
 

1. Installation of plaques is part of Section 061000. 
 
1.3 SUBMITTALS 
 

A. Submit shop drawings for initial approval. 
 

B. Submit rubbing of final plaque for final approval before casting. 
 

C. Submit complete catalogs and specifications of approved equal. 
 
PART 2 - MATERIALS 
 
2.1 GENERAL 
 

A. Equivalent to the Southwell Company, San Antonio, Texas  78291. 
 

B. Approved equivalents: 
 
1. Spanjer Brothers, Inc., Parsippany, New Jersey. 
2. United States Bronze Sign Co., Inc., New York, New York. 
3. James H. Matthews & Company, Pittsburgh, Pennsylvania. 

 
C. Specified items and requirements are for Southwell plaques and letters. 

 
2.2 PLAQUES 
 

A. Type:  Bronze, 85-5-5-5 standard U.S. bronze alloy. 
 

B. Sizes: 
1) 18” W x 24” H each. 
 

C. Background:  Stippled and oxidized. 
 

D. Border and Face:  Raised letters, satin finish. 
 

E. Border:  Single line. 
 

F. Letter Style:  Ribbon. 
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G.        Custom Logos: Manufacturer will pay all costs attributed to production of graphics necessary,   
              including conversion of graphic found at the end of this section to a vector image. 
 
H. Mounting:  Concealed, on masonry. 

 
I. Quantity:  Two. 

 
J. Locations: As designated on drawings. 

 
PART 3 - EXECUTION 
 
3.1 GENERAL 
 

A. According to manufacturer's printed instruction. 
 

B. Should it be decided to erect plaques before final completion of building, Contractor shall box-in 
plaques to protect from damage.  Remove before final inspection. 

 
C. Persons named on enclosed samples shall be checked by Contractor with the Architect prior to 

initial sample submission of the sign samples in order to verify persons so named are still 
maintaining said state and local office positions following most recent elections. 

 
3.2 LAYOUT:  EXAMPLE OF INFORMATION FOLLOWS THIS SECTION. 
 
 
END OF SECTION 104200 


