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SECTION 00 11 13 
 

ADVERTISEMENT FOR BIDS 
 
 
Sealed bids for CONTRACT NO. SUS201373_CONST_FIELD - SUSSEX TECH HIGH SCHOOL  
UNDERGROUND PIPE DRAINAGE FOOTBALL FIELD will be received by the State of Delaware, 
Office of Management and Budget, Division of Facilities Management, in the reception area of the 
Facilities Management Office in the Thomas Collins Building, 540 S. DuPont Highway, Suite 1 (Third 
Floor), Dover, DE 19901 until 12:00 p.m. local time on April 7, 2020, at which time they will be publicly 
opened and read aloud in the Conference Room. Bidder bears the risk of late delivery. Any bids received 
after the stated time will be returned unopened. 
 
Project involves removal of existing storm drain system and replacing with approximately 1,530 LF of various 
sized HDPE storm drain pipe and associated structures.  
 
A MANDATORY Pre-Bid Meeting will be held on March 24, 2020, at 12:00 p.m. in the board room 
at the Sussex Tech High School, 17099 County Seat Highway, Georgetown, Delaware, 19947 for 
the purpose of establishing the list of subcontractors and to answer questions. Representatives of each party 
to any Joint Venture must attend this meeting. ATTENDANCE OF THIS MEETING IS A 
PREREQUISITE FOR BIDDING ON THIS CONTRACT. 
 
Sealed bids shall be addressed to the Division of Facilities Management, 540 S. DuPont Highway, Suite 1 
(Third Floor), Dover, DE 19901.  The outer envelope should clearly indicate: " CONTRACT NO. 
SUS201373_CONST_FIELD - SUSSEX TECH HIGH SCHOOL - UNDERGROUND PIPE 
DRAINAGE FOOTBALL FIELD – SEALED BID - DO NOT OPEN." 
 
Contract documents may be obtained at Davis, Bowen & Friedel, 1 Park Avenue, Milford, Delaware 19963 
phone (302) 424-1441, upon receipt of $50.00 per set, non-refundable.  Checks are to be made payable to 
“Davis Bowen & Friedel, Inc.”  Please phone ahead to ensure availability of documents at the pre-bid 
meeting. 
 
Bidders will not be subject to discrimination on the basis of race, creed, color, sex, sexual orientation, 
gender identity or national origin in consideration of this award, and Minority Business Enterprises, 
Disadvantaged Business Enterprises, Women-Owned Business Enterprises and Veteran-Owned Business 
Enterprises will be afforded full opportunity to submit bids on this contract. This project is subject to 
State wage rates.  Each bid must be accompanied by a bid security equivalent to ten percent of the total 
base bid amount.  The successful bidder must post a performance bond and payment bond in a sum equal 
to 100 percent of the contract price upon execution of the contract. The Owner reserves the right to reject 
any or all bids and to waive any informalities therein. The Owner may extend the time and place for the 
opening of the bids from that described in the advertisement, with not less than two calendar days notice 
by certified delivery, facsimile machine or other electronic means to those bidders receiving plans. 
 
 

END OF ADVERTISEMENT FOR BIDS  
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ARTICLE 1: GENERAL 
 
1.1  DEFINITIONS 
 
1.1.1 Whenever the following terms are used, their intent and meaning shall be interpreted as  

follows: 
 
1.2   STATE:  The State of Delaware. 
 
1.3  AGENCY:  Contracting State Agency as noted on cover sheet. 
 
1.4  DESIGNATED OFFICIAL:  The agent authorized to act for the Agency. 
 
1.5 BIDDING DOCUMENTS:  Bidding Documents include the Bidding Requirements and the 

proposed Contract Documents.  The Bidding Requirements consist of the Advertisement for 
Bid, Invitation to Bid, Instructions to Bidders, Supplementary Instructions to Bidders (if 
any), General Conditions, Supplementary General Conditions, General Requirements, 
Special Provisions (if any), the Bid Form (including the Non-collusion Statement), and other 
sample bidding and contract forms.  The proposed Contract Documents consist of the form 
of Agreement between the Owner and Contractor, as well as the Drawings, Specifications 
(Project Manual) and all Addenda issued prior to execution of the Contract. 

 
1.6 CONTRACT DOCUMENTS:  The Contract Documents consist of the, Instructions to 

Bidders, Supplementary Instructions to Bidders (if any), General Conditions, Supplementary 
General Conditions, General Requirements, Special Provisions (if any), the form of 
agreement between the Owner and the Contractor, Drawings (if any), Specifications (Project 
Manual), and all addenda. 

 
1.7 AGREEMENT:  The form of the Agreement shall be AIA Document A101, Standard Form 

of Agreement between Owner and Contractor where the basis of payment is a 
STIPULATED SUM.  In the case of conflict between the instructions contained therein and 
the General Requirements herein, these General Requirements shall prevail. 

 
1.8 GENERAL REQUIREMENTS (or CONDITIONS):  General Requirements (or conditions) 

are instructions pertaining to the Bidding Documents and to contracts in general.  They 
contain, in summary, requirements of laws of the State; policies of the Agency and 
instructions to bidders. 

 
1.9 SPECIAL PROVISIONS:  Special Provisions are specific conditions or requirements 

peculiar to the bidding documents and to the contract under consideration and are 
supplemental to the General Requirements.  Should the Special Provisions conflict with the 
General Requirements, the Special Provisions shall prevail. 

 
1.10 ADDENDA:  Written or graphic instruments issued by the Owner/Architect prior to the 

execution of the contract which modify or interpret the Bidding Documents by additions, 
deletions, clarifications or corrections. 

 
1.11 BIDDER OR VENDOR:  A person or entity who formally submits a Bid for the material or 

Work contemplated, acting directly or through a duly authorized representative who meets 
the requirements set forth in the Bidding Documents. 



Sussex Tech High School  Underground Pipe Drainage Football Field 
Georgetown, Delaware SUS201373_CONST_FIELD  
 

1147A004.A01  Instructions to Bidders / 00 21 13 
  Page 3 

 
1.12 SUB-BIDDER:  A person or entity who submits a Bid to a Bidder for materials or labor, or 

both for a portion of the Work. 
 
1.13 BID:  A complete and properly executed proposal to do the Work for the sums stipulated 

therein, submitted in accordance with the Bidding Documents. 
 
1.14 BASE BID:  The sum stated in the Bid for which the Bidder offers to perform the Work 

described in the Bidding Documents as the base, to which Work may be added or from 
which Work may be deleted for sums stated in Alternate Bids (if any are required to be 
stated in the bid). 

 
1.15 ALTERNATE BID (or ALTERNATE):  An amount stated in the Bid, where applicable, to 

be added to or deducted from the amount of the Base Bid if the corresponding change in the 
Work, as described in the Bidding Documents is accepted. 

 
1.16 UNIT PRICE:  An amount stated in the Bid, where applicable, as a price per unit of 

measurement for materials, equipment or services or a portion of the Work as described in 
the Bidding Documents. 

 
1.17 SURETY:  The corporate body which is bound with and for the Contract, or which is liable, 

and which engages to be responsible for the Contractor's payments of all debts pertaining to 
and for his acceptable performance of the Work for which he has contracted. 

 
1.18 BIDDER'S DEPOSIT:  The security designated in the Bid to be furnished by the Bidder as a 

guaranty of good faith to enter into a contract with the Agency if the Work to be performed 
or the material or equipment to be furnished is awarded to him. 

 
1.19 CONTRACT:  The written agreement covering the furnishing and delivery of material or 

work to be performed. 
 
1.20 CONTRACTOR:  Any individual, firm or corporation with whom a contract is made by the 

Agency. 
 
1.21 SUBCONTRACTOR:  An individual, partnership or corporation which has a direct contract 

with a contractor to furnish labor and materials at the job site, or to perform construction 
labor and furnish material in connection with such labor at the job site. 

 
1.22 CONTRACT BOND:  The approved form of security furnished by the contractor and his 

surety as a guaranty of good faith on the part of the contractor to execute the work in 
accordance with the terms of the contract. 

 
ARTICLE 2: BIDDER'S REPRESENTATIONS 
 
2.1  PRE-BID MEETING 
 
2.1.1 A pre-bid meeting for this project will be held at the time and place designated.  Attendance 

at this meeting is a pre-requisite for submitting a Bid, unless this requirement is specifically 
waived elsewhere in the Bid Documents. 

 
2.2  By submitting a Bid, the Bidder represents that: 
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2.2.1  The Bidder has read and understands the Bidding Documents and that the Bid is made in 

accordance therewith. 
 
2.2.2 The Bidder has visited the site, become familiar with existing conditions under which the 

Work is to be performed, and has correlated the Bidder’s his personal observations with the 
requirements of the proposed Contract Documents. 

 
2.2.3 The Bid is based upon the materials, equipment, and systems required by the Bidding 

Documents without exception. 
 
2.3  JOINT VENTURE REQUIREMENTS 
 
2.3.1 For Public Works Contracts, each Joint Venturer shall be qualified and capable to complete 

the Work with their own forces. 
 
2.3.2 Included with the Bid submission, and as a requirement to bid, a copy of the executed Joint 

Venture Agreement shall be submitted and signed by all Joint Venturers involved. 
 
2.3.3 All required Bid Bonds, Performance Bonds, Material and Labor Payment Bonds must be 

executed by both Joint Venturers and be placed in both of their names.  
 
2.3.4  All required insurance certificates shall name both Joint Venturers. 
 
2.3.5 Both Joint Venturers shall sign the Bid Form and shall submit a copy of a valid Delaware 

Business License with their Bid. 
 
2.3.6  Both Joint Venturers shall include their Federal E.I. Number with the Bid. 
 
2.3.7 In the event of a mandatory Pre-bid Meeting, each Joint Venturer shall have a representative 

in attendance. 
  
2.3.8 Due to exceptional circumstances and for good cause shown, one or more of these 

provisions may be waived at the discretion of the State. 
 
2.4  ASSIGNMENT OF ANTITRUST CLAIMS 
 
2.4.1 As consideration for the award and execution by the Owner of this contract, the Contractor 

hereby grants, conveys, sells, assigns and transfers to the State of Delaware all of its right, 
title and interests in and to all known or unknown causes of action it presently has or may 
now or hereafter acquire under the antitrust laws of the United States and the State of 
Delaware, relating to the particular goods or services purchased or acquired by the Owner 
pursuant to this contract. 

 
ARTICLE 3: BIDDING DOCUMENTS 
 
3.1  COPIES OF BID DOCUMENTS 
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3.1.1 Bidders may obtain complete sets of the Bidding Documents from the 
Architectural/Engineering firm designated in the Advertisement or Invitation to Bid in the 
number and for the deposit sum, if any, stated therein. 

 
3.1.2 Bidders shall use complete sets of Bidding Documents for preparation of Bids.  The issuing 

Agency nor the Architect assumes no responsibility for errors or misinterpretations resulting 
from the use of incomplete sets of Bidding Documents. 

 
3.1.3 Any errors, inconsistencies or omissions discovered shall be reported to the Architect 

immediately. 
 
3.1.4 The Agency and Architect may make copies of the Bidding Documents available on the 

above terms for the purpose of obtaining Bids on the Work.  No license or grant of use is 
conferred by issuance of copies of the Bidding Documents. 

 
3.2  INTERPRETATION OR CORRECTION OF BIDDING DOCUMENTS 
 
3.2.1 The Bidder shall carefully study and compare the Bidding Documents with each other, and 

with other work being bid concurrently or presently under construction to the extent that it 
relates to the Work for which the Bid is submitted, shall examine the site and local 
conditions, and shall report any errors, inconsistencies, or ambiguities discovered to the 
Architect. 

 
3.2.2 Bidders or Sub-bidders requiring clarification or interpretation of the Bidding Documents 

shall make a written request to the Architect at least seven days prior to the date for receipt 
of Bids.  Interpretations, corrections and changes to the Bidding Documents will be made by 
written Addendum.  Interpretations, corrections, or changes to the Bidding Documents made 
in any other manner shall not be binding. 

 
3.2.3 The apparent silence of the specifications as to any detail, or the apparent omission from it of 

detailed description concerning any point, shall be regarded as meaning that only the best 
commercial practice is to prevail and only material and workmanship of the first quality are 
to be used.  Proof of specification compliance will be the responsibility of the Bidder. 

 
3.2.4 Unless otherwise provided in the Contract Documents, the Contractor shall provide and pay 

for all permits, labor, materials, equipment, tools, construction equipment and machinery, 
water, heat, utilities, transportation, and other facilities and services necessary for the proper 
execution and completion of the Work. 

 
3.2.5 The Owner will bear the costs for all impact and user fees associated with the project. 
 
3.3  SUBSTITUTIONS  
 
3.3.1 The materials, products and equipment described in the Bidding Documents establish a 

standard of quality, required function, dimension, and appearance to be met by any proposed 
substitution.  The specification of a particular manufacturer or model number is not intended 
to be proprietary in any way.  Substitutions of products for those named will be considered, 
providing that the Vendor certifies that the function, quality, and performance characteristics 
of the material offered is equal or superior to that specified.  It shall be the Bidder's 
responsibility to assure that the proposed substitution will not affect the intent of the design, 
and to make any installation modifications required to accommodate the substitution. 
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3.3.2 Requests for substitutions shall be made in writing to the Architect at least ten days prior to 

the date of the Bid Opening.  Such requests shall include a complete description of the 
proposed substitution, drawings, performance and test data, explanation of required 
installation modifications due the substitution, and any other information necessary for an 
evaluation.  The burden of proof of the merit of the proposed substitution is upon the 
proposer.  The Architect’s decision of approval or disapproval shall be final.  The Architect 
is to notify Owner prior to any approvals. 

 
3.3.3 If the Architect approves a substitution prior to the receipt of Bids, such approval shall be set 

forth in an Addendum.  Approvals made in any other manner shall not be binding. 
 
3.3.4 The Architect shall have no obligation to consider any substitutions after the Contract award. 
 
3.4   ADDENDA 
 
3.4.1 Addenda will be mailed or delivered to all who are known by the Architect to have received 

a complete set of the Bidding Documents. 
 
3.4.2 Copies of Addenda will be made available for inspection wherever Bidding Documents are 

on file for that purpose. 
 
3.4.3 No Addenda will be issued later than 4 days prior to the date for receipt of Bids except an 

Addendum withdrawing the request for Bids or one which extends the time or changes the 
location for the opening of bids. 

 
3.4.4 Each bidder shall ascertain prior to submitting his Bid that they have received all Addenda 

issued, and shall acknowledge their receipt in their Bid in the appropriate space.  Not 
acknowledging an issued Addenda could be grounds for determining a bid to be non-
responsive. 

 
ARTICLE 4: BIDDING PROCEDURES 
 
4.1  PREPARATION OF BIDS 
 
4.1.1 Submit the bids on the Bid Forms included with the Bidding Documents. 
 
4.1.2 Submit the original Bid Form for each bid.  Bid Forms may be removed from the project 

manual for this purpose. 
 
4.1.3  Execute all blanks on the Bid Form in a non-erasable medium (typewriter or manually in 

ink). 
 
4.1.4 Where so indicated by the makeup on the Bid Form, express sums in both words and 

figures, in case of discrepancy between the two, the written amount shall govern. 
 
4.1.5 Interlineations, alterations or erasures must be initialed by the signer of the Bid. 
 
4.1.6 BID ALL REQUESTED ALTERNATES AND UNIT PRICES, IF ANY.  If there is no 

change in the Base Bid for an Alternate, enter “No Change”.  The Contractor is responsible 
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for verifying that they have received all addenda issued during the bidding period.  Work 
required by Addenda shall automatically become part of the Contract. 

 
4.1.7 Make no additional stipulations on the Bid Form and do not qualify the Bid in any other 

manner. 
 
4.1.8 Each copy of the Bid shall include the legal name of the Bidder and a statement whether the 

Bidder is a sole proprietor, a partnership, a corporation, or any legal entity, and each copy 
shall be signed by the person or persons legally authorized to bind the Bidder to a contract.  
A Bid by a corporation shall further give the state of incorporation and have the corporate 
seal affixed.  A Bid submitted by an agent shall have a current Power of Attorney attached, 
certifying agent's authority to bind the Bidder. 

 
4.1.9 Bidder shall complete the Non-Collusion Statement form included with the Bid Forms and 

include it with their Bid.  
 
4.1.10 In the construction of all Public Works projects for the State of Delaware or any agency 

thereof, preference in employment of laborers, workers or mechanics shall be given to bona 
fide legal citizens of the State who have established citizenship by residence of at least 90 
days in the State. 

 
4.1.11 Each bidder shall include in their bid a copy of a valid Delaware Business License.’ 
 
4.1.12 Each bidder shall include a signed Affidavit for the Bidder certifying compliance with OMB 

Regulation 4104 - “Regulations for the Drug Testing of Contractor and Subcontractor 
Employees Working on “Large Public Works Projects.”  “Large Public Works” is based 
upon the current threshold required for bidding Public Works as set by the Purchasing and 
Contracting Advisory Council. 

 
4.2  BID SECURITY 
 
4.2.1 All bids shall be accompanied by a deposit of either a good and sufficient bond to the agency 

for the benefit of the agency, with corporate surety authorized to do business in this State, 
the form of the bond and the surety to be approved by the agency, or a security of the bidder 
assigned to the agency, for a sum equal to at least 10% of the bid plus all add alternates, or in 
lieu of the bid bond a security deposit in the form of a certified check, bank treasurer’s 
check, cashier’s check, money order, or other prior approved secured deposit assigned to the 
State.  The bid bond need not be for a specific sum, but may be stated to be for a sum equal 
to 10% of the bid plus all add alternates to which it relates and not to exceed a certain stated 
sum, if said sum is equal to at least 10% of the bid.  The Bid Bond form used shall be the 
standard OMB form (attached). 

 
4.2.2 The Agency has the right to retain the bid security of Bidders to whom an award is being 

considered until either a formal contract has been executed and bonds have been furnished 
or the specified time has elapsed so the Bids may be withdrawn or all Bids have been 
rejected. 

 
4.2.3 In the event of any successful Bidder refusing or neglecting to execute a formal contract and 

bond within 20 days of the awarding of the contract, the bid bond or security deposited by 
the successful bidder shall be forfeited. 
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4.3  SUBCONTRACTOR LIST 
 
4.3.1 As required by Delaware Code, Title 29, section 6962(d)(10)b, each Bidder shall submit 

with their Bid a completed List of Sub-Contractors included with the Bid Form.  NAME 
ONLY ONE SUBCONTRACTOR FOR EACH TRADE.  A Bid will be considered non-
responsive unless the completed list is included. 

 
4.3.2 Provide the Name and Address for each listed subcontractor.  Addresses by City, Town or 

Locality, plus State, will be acceptable. 
 
4.3.3 It is the responsibility of the Contractor to ensure that their Subcontractors are in compliance 

with the provisions of this law.  Also, if a Contractor elects to list themselves as a 
Subcontractor for any category, they must specifically name themselves on the Bid Form 
and be able to document their capability to act as Subcontractor in that category in 
accordance with this law. 

 
4.4 EQUALITY OF EMPLOYMENT OPPORTUNITY ON PUBLIC WORKS   
 
4.4.1 During the performance of this contract, the contractor agrees as follows: 
 

A. The Contractor will not discriminate against any employee or applicant for 
employment because of race, creed, sex, color, sexual orientation, gender identity or 
national origin.  The Contractor will take affirmative action to ensure the applicants 
are employed, and that employees are treated during employment, without regard to 
their race, creed, sex, color, sexual orientation, gender identity or national origin.  
Such action shall include, but not be limited to, the following:  Employment, 
upgrading, demotion or transfer; recruitment or recruitment advertising; layoff or 
termination; rates of pay or other forms of compensation; and selection for training, 
including apprenticeship.  The Contractor agrees to post in conspicuous places 
available to employees and applicants for employment notices to be provided by the 
contracting agency setting forth this nondiscrimination clause. 

 
B. The Contractor will, in all solicitations or advertisements for employees placed by 

or on behalf of the Contractor, state that all qualified applicants will receive 
consideration for employment without regard to race, creed, sex, color, sexual 
orientation, gender identity or national origin."  

 
4.5  PREVAILING WAGE REQUIREMENT 
  
4.5.1 Wage Provisions: For renovation and new construction projects whose costs exceed the 

thresholds contained in Delaware Code, Title 29, Section 6960, the minimum wage rates for 
various classes of laborers and mechanics shall be as determined by the Department of 
Labor, Division of Industrial Affairs of the State of Delaware. 

 
4.5.2 The employer shall pay all mechanics and labors employed directly upon the site of work, 

unconditionally and not less often than once a week and without subsequent deduction or 
rebate on any account, the full amounts accrued at time of payment, computed at wage rates 
not less than those stated in the specifications, regardless of any contractual relationship 
which may be alleged to exist between the employer and such laborers and mechanics. 
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4.5.3 The scale of the wages to be paid shall be posted by the employer in a prominent and easily 
accessible place at the site of the work. 

 
4.5.4 Every contract based upon these specifications shall contain a stipulation that sworn payroll 

information, as required by the Department of Labor, be furnished weekly.  The Department 
of Labor shall keep and maintain the sworn payroll information for a period of 6 months 
from the last day of the work week covered by the payroll. 

 
4.6  SUBMISSION OF BIDS 
 
4.6.1 Enclose the Bid, the Bid Security, and any other documents required to be submitted with 

the Bid in a sealed opaque envelope.  Address the envelope to the party receiving the Bids.  
Identify with the project name, project number, and the Bidder's name and address.  If the 
Bid is sent by mail, enclose the sealed envelope in a separate mailing envelope with the 
notation "BID ENCLOSED" on the face thereof.  The State is not responsible for the 
opening of bids prior to bid opening date and time that are not properly marked. 

 
4.6.2 Deposit Bids at the designated location prior to the time and date for receipt of bids indicated 

in the Advertisement for Bids.  Bids received after the time and date for receipt of bids will 
be marked “LATE BID” and returned. 

 
4.6.3 Bidder assumes full responsibility for timely delivery at location designated for receipt of 

bids. 
 
4.6.4 Oral, telephonic or telegraphic bids are invalid and will not receive consideration. 
 
4.6.5 Withdrawn Bids may be resubmitted up to the date and time designated for the receipt of 

Bids, provided that they are then fully in compliance with these Instructions to Bidders. 
 
4.7  MODIFICATION OR WITHDRAW OF BIDS 
 
4.7.1 Prior to the closing date for receipt of Bids, a Bidder may withdraw a Bid by personal 

request and by showing proper identification to the Architect.  A request for withdraw by 
letter or fax, if the Architect is notified in writing prior to receipt of fax, is acceptable.  A fax 
directing a modification in the bid price will render the Bid informal, causing it to be 
ineligible for consideration of award.  Telephone directives for modification of the bid price 
shall not be permitted and will have no bearing on the submitted proposal in any manner. 

 
4.7.2 Bidders submitting Bids that are late shall be notified as soon as practicable and the bid shall 

be returned. 
 
4.7.3   A Bid may not be modified, withdrawn or canceled by the Bidder during a ninety (90) day 

period following the time and date designated for the receipt and opening of Bids, and 
Bidder so agrees in submitting their Bid.  Bids shall be binding for 90 days after the date of 
the Bid opening.   

 
ARTICLE 5: CONSIDERATION OF BIDS 
 
5.1  OPENING/REJECTION OF BIDS 
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5.1.1 Unless otherwise stated, Bids received on time will be publicly opened and will be read 
aloud.  An abstract of the Bids will be made available to Bidders. 

 
5.1.2 The Agency shall have the right to reject any and all Bids.  A Bid not accompanied by a 

required Bid Security or by other data required by the Bidding Documents, or a Bid which is 
in any way incomplete or irregular is subject to rejection. 

 
5.1.3 If the Bids are rejected, it will be done within thirty (30) calendar day of the Bid opening.  
 
5.2  COMPARISON OF BIDS 
 
5.2.1 After the Bids have been opened and read, the bid prices will be compared and the result of 

such comparisons will be made available to the public.  Comparisons of the Bids may be 
based on the Base Bid plus desired Alternates.  The Agency shall have the right to accept 
Alternates in any order or combination.   

 
5.2.2 The Agency reserves the right to waive technicalities, to reject any or all Bids, or any portion 

thereof, to advertise for new Bids, to proceed to do the Work otherwise, or to abandon the 
Work, if in the judgment of the Agency or its agent(s), it is in the best interest of the State. 

 
5.2.3 An increase or decrease in the quantity for any item is not sufficient grounds for an increase 

or decrease in the Unit Price. 
 
5.2.4 The prices quoted are to be those for which the material will be furnished F.O.B. Job Site 

and include all charges that may be imposed during the period of the Contract. 
 
5.2.5 No qualifying letter or statements in or attached to the Bid, or separate discounts will be 

considered in determining the low Bid except as may be otherwise herein noted.  Cash or 
separate discounts should be computed and incorporated into Unit Bid Price(s). 

 
5.3 DISQUALIFICATION OF BIDDERS 
 
5.3.1 An agency shall determine that each Bidder on any Public Works Contract is responsible 

before awarding the Contract.  Factors to be considered in determining the responsibility 
of a Bidder include: 

 
A. The Bidder’s financial, physical, personnel or other resources including 

Subcontracts; 
 

B. The Bidder’s record of performance on past public or private construction 
projects, including, but not limited to, defaults and/or final adjudication or 
admission of violations of the Prevailing Wage Laws in Delaware or any other 
state; 

 
C. The Bidder’s written safety plan; 

 
D. Whether the Bidder is qualified legally to contract with the State; 

 
E. Whether the Bidder supplied all necessary information concerning its 

responsibility; and, 
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F. Any other specific criteria for a particular procurement, which an agency may 

establish;  provided however, that, the criteria be set forth in the Invitation to Bid 
and is otherwise in conformity with State and/or Federal law. 

 
5.3.2 If an agency determines that a Bidder is nonresponsive and/or nonresponsible, the 

determination shall be in writing and set forth the basis for the determination.  A copy of 
the determination shall be sent to the affected Bidder within five (5) working days of said 
determination. 

 
5.3.3 In addition, any one or more of the following causes may be considered as sufficient for the 

disqualification of a Bidder and the rejection of their Bid or Bids. 
 
5.3.3.1 More than one Bid for the same Contract from an individual, firm or corporation under the 

same or different names.  
  
5.3.3.2  Evidence of collusion among Bidders. 
 
5.3.3.3  Unsatisfactory performance record as evidenced by past experience. 
 
5.3.3.4 If the Unit Prices are obviously unbalanced either in excess or below reasonable cost 

analysis values. 
 
5.3.3.5 If there are any unauthorized additions, interlineation, conditional or alternate bids or 

irregularities of any kind which may tend to make the Bid incomplete, indefinite or 
ambiguous as to its meaning. 

 
5.3.3.6 If the Bid is not accompanied by the required Bid Security and other data required by the 

Bidding Documents. 
 
5.3.3.7  If any exceptions or qualifications of the Bid are noted on the Bid Form. 
 
5.4  ACCEPTANCE OF BID AND AWARD OF CONTRACT 
 
5.4.1 A formal Contract shall be executed with the successful Bidder within twenty (20) calendar 

days after the award of the Contract. 
 
5.4.2 Per Section 6962(d)(13) a., Title 29, Delaware Code, “The contracting agency shall 

award any public works contract within thirty (30) days of the bid opening to the lowest 
responsive and responsible Bidder, unless the Agency elects to award on the basis of best 
value, in which case the election to award on the basis of best value shall be stated in the 
Invitation To Bid.” 

 
5.4.3 Each Bid on any Public Works Contract must be deemed responsive by the Agency to be 

considered for award.  A responsive Bid shall conform in all material respects to the 
requirements and criteria set forth in the Contract Documents and specifications. 

 
5.4.4 The Agency shall have the right to accept Alternates in any order or combination, and to 

determine the low Bidder on the basis of the sum of the Base Bid, plus accepted Alternates. 
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5.4.5 The successful Bidder shall execute a formal contract, submit the required Insurance 
Certificate, and furnish good and sufficient bonds, unless specifically waived in the General 
Requirements, in accordance with the General Requirement, within twenty (20) days of 
official notice of contract award.  The successful Bidder shall provide, at least two business 
days prior to contract execution, copies of the Employee Drug Testing Program for the 
Bidder and all listed Subcontractors.  Bonds shall be for the benefit of the Agency with 
surety in the amount of 100% of the total contract award.  Said Bonds shall be conditioned 
upon the faithful performance of the contract.  Bonds shall remain in affect for period of one 
year after the date of substantial completion. 

 
5.4.6 If the successful Bidder fails to execute the required Contract, Bond and all required 

information, as aforesaid, within twenty (20) calendar days after the date of official Notice 
of the Award of the Contract, their Bid guaranty shall immediately be taken and become the 
property of the State for the benefit of the Agency as liquidated damages, and not as a 
forfeiture or as a penalty.  Award will then be made to the next lowest qualified Bidder of 
the Work or readvertised, as the Agency may decide. 

 
5.4.7 Each bidder shall supply with its bid its taxpayer identification number (i.e., federal 

employer identification number or social security number) and a copy of its Delaware 
business license, and should the vendor be awarded a contract, such vendor shall provide to 
the agency the taxpayer identification license numbers of such subcontractors.  
Such numbers shall be provided on the later of the date on which such subcontractor is 
required to be identified or the time the contract is executed.  The successful Bidder shall 
provide to the agency to which it is contracting, within 30 days of entering into such public 
works contract, copies of all Delaware Business licenses of subcontractors and/or 
independent contractors that will perform work for such public works contract.  However, if 
a subcontractor or independent contractor is hired or contracted more than 20 days after the 
Bidder entered the public works contract the Delaware Business license of such 
subcontractor or independent contractor shall be provided to the agency within 10 days of 
being contracted or hired. 

 
5.4.8 The Bid Security shall be returned to the successful Bidder upon the execution of the formal 

contract.  The Bid Securities of unsuccessful bidders shall be returned within thirty (30) 
calendar days after the opening of the Bids. 

 
ARTICLE 6:  POST-BID INFORMATION 
 
6.1 CONTRACTOR’S QUALIFICATION STATEMENT 
 
6.1.1 Bidders to whom award of a Contract is under consideration shall, if requested by the 

Agency, submit a properly executed AIA Document A305, Contractor’s Qualification 
Statement, unless such a statement has been previously required and submitted. 

 
6.2 BUSINESS DESIGNATION FORM 
 
6.2.1 Successful bidder shall be required to accurately complete an Office of Management and 

Budget Business Designation Form for Subcontractors. 
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ARTICLE 7:  PERFORMANCE BOND AND PAYMENT BOND 
 
7.1 BOND REQUIREMENTS 
 
7.1.1 The cost of furnishing the required Bonds, that are stipulated in the Bidding Documents, 

shall be included in the Bid. 
 
7.1.2 If the Bidder is required by the Agency to secure a bond from other than the Bidder’s usual 

sources, changes in cost will be adjusted as provide in the Contract Documents. 
 
7.1.3 The Performance and Payment Bond forms used shall be the standard OMB forms 

(attached). 
 
7.2 TIME OF DELIVERY AND FORM OF BONDS 
 
7.2.1 The bonds shall be dated on or after the date of the Contract. 
 
7.2.2 The Bidder shall require the attorney-in-fact who executes the required bonds on behalf of 

the surety to affix a certified and current copy of the power of attorney. 
 
ARTICLE 8:  FORM OF AGREEMENT BETWEEN AGENCY AND CONTRACTOR 
 
8.1 Unless otherwise required in the Bidding Documents, the Agreement for the Work will be 

written on AIA Document A101, Standard Form of Agreement Between Owner and 
Contractor Where the Basis of Payment is a Stipulated Sum. 

 
ARTICLE 9:  CONSTRUCTION REQUIREMENTS AND LIQUIDATED DAMAGES 
 
9.1 Mobilization and actual physical construction associated with this project shall not 

begin until the school year ends on June 8, 2020. 
 
9.2 All project work including, but not limited to, full site stabilization and completion 

of all punch list items must be completed on or before July 31, 2020. 
 
9.3 Should the Contractor not complete the project by July 31, 2020, they shall be 

subject to liquidated damages in the amount of $2,500.00 per calendar day for each 
day the work remains uncompleted past the above date. 

 
 
 
 
 END OF INSTRUCTIONS TO BIDDERS 
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SECTION 00 41 13 

BID FORM 
 
For Bids Due:            To: State of Delaware 
        Division of Facilities Management 
        Thomas Collins Building 
        540 S. DuPont Highway, Suite 1 
        Dover, DE 19901 
 
Name of Bidder:               
 
Delaware Business License No.:       Taxpayer ID No.:        
(A copy of Bidder’s Delaware Business License must be attached to this form.) 

 

(Other License Nos.):                

 
Phone No.:  (            )                              -                                          Fax No.:  (             )               -     
 
 
The undersigned, representing that he has read and understands the Bidding Documents and that this bid is made in accordance 
therewith, that he has visited the site and has familiarized himself with the local conditions under which the Work is to be performed, 
and that his bid is based upon the materials, systems and equipment described in the Bidding Documents without exception, hereby 
proposes and agrees to provide all labor, materials, plant, equipment, supplies, transport and other facilities required to execute the 
work described by the aforesaid documents for the lump sum itemized  below: 
 
 
 
LUMP SUM BASE BID 
 
 
$                

 
($                                                               ) 
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UNIT PRICES 
 
Unit Prices conform to the applicable project specification section 01 22 00 – Unit Prices.    
 
Provide unit prices for the following additional work outside of the Base Bid as listed above.  Unit price work may be awarded as is in 
the best interest of the State or as needed to properly complete other work. 
 
 

UNIT PRICES - ITEM NO. & DESCRIPTION UNIT 
UNIT 
PRICE 

1. Excavation below subgrade and GABC refill. CY  

2. Furnish, install and compact select fill. CY  

3. Secure modified proctor test. EA  

4. Perform field density tests. EA  
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BID FORM 

 
 
I/We acknowledge Addendums numbered    and the price(s) submitted include any cost/schedule impact they may have. 
 
This bid shall remain valid and cannot be withdrawn for thirty (30) days from the date of opening of bids (60 days for School Districts 
and Department of Education), and the undersigned shall abide by the Bid Security forfeiture provisions.  Bid Security is attached to 
this Bid. 
 
The Owner shall have the right to reject any or all bids, and to waive any informality or irregularity in any bid received. 
 
This bid is based upon work being accomplished by the Sub-Contractors named on the list attached to this bid. 
 
Should I/We be awarded this contract, I/We pledge to achieve project completion of all the work on or before July 31, 2020.  By 
submitting this bid the Contractor acknowledges that they understand physical project construction shall not begin until June 8, 2020. 
 
Should the Contractor not complete the project by July 31, 2020 they shall be subject to liquidated damages in the amount of 
$2,500.00 per calendar day for each day the work remains uncompleted. 
 
The undersigned represents and warrants that he has complied and shall comply with all requirements of local, state, and national 
laws; that no legal requirement has been or shall be violated in making or accepting this bid, in awarding the contract to him or in the 
prosecution of the work required; that the bid is legal and firm; that he has not, directly or indirectly, entered into any agreement, 
participated in any collusion, or otherwise taken action in restraint of free competitive bidding. 
 
Upon receipt of written notice of the acceptance of this Bid, the Bidder shall, within twenty (20) calendar days, execute the agreement 
in the required form and deliver the Contract Bonds, and Insurance Certificates, required by the Contract Documents. 
 
I am / We are an Individual / a Partnership / a Corporation 
 
By           Trading as         
           (Individual’s / General Partner’s / Corporate Name) 
               
           (State of Corporation) 
 
Business Address:        
          
          
          
 
  
Witness:         By:         
                 ( Authorized Signature ) 
 (SEAL)                         
                 ( Title ) 
                   Date:          
 
 
ATTACHMENTS 
 Sub-Contractor List 
 Non-Collusion Statement 
 Affidavit of Employee Drug Testing Program 
 Affidavit of Contractor Qualifications 
 Bid Security 
 (Others as Required by Project Manuals) 
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BID FORM 

SUBCONTRACTOR LIST 
In accordance with Title 29, Chapter 69, Section 6962(d)(10)b of the Delaware Code, the following subcontractor listing must accompany any bid submittal.  The bidder must list in each category the 
full name and address (City & State) of the sub-contractor that the bidder will be using to perform the work and provide material for that subcontractor category.  Should the bidder’s listed 
subcontractor intend to provide any of their subcontractor category of work through a third-tier contractor, the bidder shall list that third-tier contractor’s full name and address (City & State).  If the 
bidder intends to perform any category of work itself, it must list its full name and address.  For clarification, if the bidder intends to perform the work themselves, the bidder may not insert “not 
applicable”, “N/A”, “self” or anything other than its own full name and address (City & State).  To do so shall cause the bid to be rejected.  In addition, the failure to produce a completed 
subcontractor list with the bid submittal shall cause the bid to be rejected. 
 
 

Subcontractor Category  Subcontractor         Address (City & State)    Subcontractors tax-payer ID # 
               or Delaware Business license # 
 
1.                         
 
 A.                        
  
 B.                        
 
 C.                        
 
 
2.                         
  

A.                        
  
 B.                        
 
 C.                        
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AFFIDAVIT 
OF 

CONTRACTOR QUALIFICATIONS 
 
 
We hereby certify that we will abide by the contractor’s qualifications outlined in the construction bid specifications 
for the duration of the contract term. 
 
In accordance with Title 29, Chapter 69, Section 6962(d)(10)b.3 of the Delaware Code, after a contract has been 
awarded the successful bidder shall not substitute another subcontractor whose name was submitted on the 
Subcontractor Form except for the reasons in the statute and not without written consent from the awarding agency. 
Failure to utilize the subcontractors on the list will subject the successful bidder to penalties as outlined in the General 
Requirements Section 5.2 of the contract.    
 
 
 
Contractor Name:                    
 
Contractor Address:            
 
              
 
              
 
Authorized Representative (typed or printed):         
 
Authorized Representative (signature):          
 
Title:              
 
 
 
 
Sworn to and Subscribed before me this    day of       20 . 
 
NOTARY PUBLIC                                                              . 
 
My Commission expires      .    
 
 
 
 
 
 

THIS PAGE MUST BE SIGNED AND NOTARIZED FOR YOUR BID TO BE CONSIDERED. 
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BID FORM 

NON-COLLUSION STATEMENT 
 

 
 
This is to certify that the undersigned bidder has neither directly nor indirectly, entered into any agreement, 
participated in any collusion or otherwise taken any action in restraint of free competitive bidding in connection with 
this proposal submitted this date (to the Office of Management and Budget, Division of Facilities Management). 
 
All the terms and conditions of  Contract No. SUS201373_CONST_FIELD have been thoroughly examined and are 
understood. 
 
NAME OF BIDDER:            
 
AUTHORIZED REPRESENTATIVE 
(TYPED):             
 
AUTHORIZED REPRESENTATIVE 
(SIGNATURE):             
 
 
TITLE:              
 
ADDRESS OF BIDDER:            
 
              
 
              
 
E-MAIL:    _________________________________________________________  
 
PHONE NUMBER:            
 
 
 
 
Sworn to and Subscribed before me this      day of      20 . 
 
 NOTARY PUBLIC                                                                                          . 
 
My Commission expires      . 
 
 
 

THIS PAGE MUST BE SIGNED AND NOTARIZED FOR YOUR BID TO BE CONSIDERED. 
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AFFIDAVIT 
OF 

EMPLOYEE DRUG TESTING PROGRAM 
 

 
4104 Regulations for the Drug Testing of Contractor and Subcontractor Employees Working on Large Public Works 
Projects requires that Contractors and Subcontractors implement a program of mandatory drug testing for Employees 
who work on Large Public Works Contracts funded all or in part with public funds. 
 
 
 
We hereby certify that we have in place or will implement during the entire term of the contract a Mandatory Drug 
Testing Program for our employees on the jobsite, including subcontractors, that complies with this regulation: 
 
 
Contractor/Subcontractor Name:           
 
Contractor/Subcontractor Address:          
 
              
 
              
 
Authorized Representative (typed or printed):         
 
Authorized Representative (signature):          
 
Title:              
 
 
 
 
Sworn to and Subscribed before me this    day of       20 . 
 
NOTARY PUBLIC                                                                                     . 
 
My Commission expires      .    
 
 
 
 

THIS PAGE MUST BE SIGNED AND NOTARIZED FOR YOUR BID TO BE CONSIDERED. 
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BID BOND 
 

TO ACCOMPANY PROPOSAL 
(Not necessary if security is used) 

 
 

KNOW ALL MEN BY THESE PRESENTS That:        
     of       in the County of   
   and State of       as Principal, and    
     of      in the County of     
and State of     as Surety, legally authorized to do business in the State of Delaware 
(“State”), are held and firmly unto the State in the sum of       
    Dollars ($   ), or    percent not to exceed   
          Dollars ($   ) 
of amount of bid on Contract No. __________________, to be paid to the State for the use and benefit of 
OMB/DFM for which payment well and truly to be made, we do bind ourselves, our and each of our heirs, 
executors, administrators, and successors, jointly and severally for and in the whole firmly by these presents. 
 
 NOW THE CONDITION OF THIS OBLIGATION IS SUCH That if the above bonded Principal 
who has submitted to the OMB/DFM a certain proposal to enter into this contract for the furnishing of 
certain material and/or services within the State, shall be awarded this Contract, and if said Principal shall 
well and truly enter into and execute this Contract as may be required by the terms of this Contract and 
approved by the OMB/DFM this Contract to be entered into within twenty days after the date of official 
notice of the award thereof in accordance with the terms of said proposal, then this obligation shall be void or 
else to be and remain in full force and virtue.  
 
Sealed with    seal and dated this   day of     in the year of our Lord two 
thousand and      (20 ). 
 
SEALED, AND DELIVERED IN THE 
   Presence of 
 
              

       Name of Bidder (Organization) 
 
 Corporate  By:         

      Seal             Authorized Signature 
 
Attest               
                 Title 
 
              
         Name of Surety 
 
Witness:    By:         
 
              
                 Title
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SECTION 00 52 13 
 

STANDARD FORM OF AGREEMENT BETWEEN OWNER AND CONTRACTOR A101-2017 
 
 
 
The contract to be utilized on this project shall be the “Standard Form of Agreement Between Owner and 
Contractor” AIA Document A101-2017, including AIA Document A101 – 2017 Exhibit A, as well as 
Supplements to A101-2017 and Exhibit A and the State of Delaware’s General Requirements. 
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SECTION 00 54 14 
 

SUPPLEMENT TO A101-2017 – EXHIBIT A  INSURANCE AND BONDS 
 
 

 
The following supplements modify the “Standard Form of Agreement Between Owner and Contractor,” AIA Document A101-2007 
Exhibit A Insurance and Bonds.  Where a portion of the Standard Form of Agreement is modified or deleted by the following, the 
unaltered portions of the Standard Form of Agreement shall remain in effect. 
 

 
 
ARTICLE A.2 OWNER’S INSURANCE 
 
A.2.1 General    
 
 Delete paragraph A.2.1 in its entirety.  
 
A.2.2 Liability Insurance 
  
 Delete paragraph A.2.2 in its entirety, except in the case of school projects this paragraph shall 

remain. 
   
A.2.3 Required Property Insurance 
 
 Delete paragraph A.2.3 in its entirety. 
 
A.2.4 Optional Extended Property Insurance 
 
 Delete paragraph A.2.4 in its entirety. 
 
A.2.5 Other Optional Insurance 
 
 Delete paragraph A.2.5 in its entirety. 
 
ARTICLE A.3 CONTRACTORS INSURANCE AND BONDS 
 
A.3.1.3 Additional Insured Obligations 
 
 In the first sentence after “coverage to include (1)” delete “(1) the Owner,”. 
 
 
 Strike the remainder of the first sentence beginning at the semicolon “; and (2) the Owner” through 

the end of the sentence. 
 
 Delete the second sentence in its entirety. 
 
A.3.3.2.1 Delete paragraph 3.3.2.1 in its entirety and replace with the following: 
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 Property Insurance of the same type and scope satisfying the requirements identified in Section 
A.2.3, The Contractor shall comply with all obligations of the Owner under A.2.3 except to the 
extent provided below. Upon request, the Contractor shall provide the Owner with a copy of the 
property insurance policy or policies required. 

 
 
 

 
END OF SECTION 
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SECTION 00 54 13 

 
SUPPLEMENT TO AGREEMENT BETWEEN OWNER AND CONTRACTOR A101-2017 

 
 
The following supplements modify the “Standard Form of Agreement Between Owner and Contractor,” AIA Document A101-2017.  
Where a portion of the Standard Form of Agreement is modified or deleted by the following, the unaltered portions of the Standard 
Form of Agreement shall remain in effect. 
 
 
ARTICLE 3:  DATE OF COMMENCEMENT AND SUBSTANTIAL COMPLETION 
 
3.1  Delete paragraph 3.1 in its entirety and replace with the following: 
 

“The date of Commencement of the Work shall be a date set forth in a notice to proceed 
issued by the Owner.” 

 
ARTICLE 5:  PAYMENTS 
 
5.1  PROGRESS PAYMENTS 
 
5.1.3  Delete paragraph 5.1.3 in its entirety and replace with the following: 
 

“Provided that a valid Application for Payment is received by the Architect that meets all 
requirements of the Contract, payment shall be made by the Owner not later than 30 days 
after the Owner receives the valid Application for Payment.” 

 
5.3  Insert the interest rate of “1% per month not to exceed 12% per annum.” 
 
ARTICLE 6:  DISPUTE RESOLUTION 
 
6.2  BINDING DISPUTE RESOLUTION 
 

 Check Other – and add the following sentence: 
 

"Any remedies available in law or in equity." 
 
ARTICLE 7:  TERMINATION or SUSPENSION 
 
7.1.1  Delete paragraph 7.1.1 in its entirety. 

 
ARTICLE 8:  MISCELLANEOUS PROVISIONS 
 
8.4  Delete paragraph 8.4 in its entirety and replace with the following: 
 

“The Contractor’s representative shall not be changed without ten days written notice to the 
Owner.” 

 
END OF SUPPLEMENT TO AGREEMENT BETWEEN OWNER AND CONTRACTOR 
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PERFORMANCE BOND 

 
STATE OF DELAWARE 

OFFICE OF MANAGEMENT AND BUDGET 
 
        Bond Number:  ___________________ 
 
KNOW ALL PERSONS BY THESE PRESENTS, that we, ______________________, as principal 
(“Principal”), and ______________________, a ______________________ corporation, legally authorized 
to do business in the State of Delaware, as surety (“Surety”), are held and firmly bound unto the  
_______________________ (“Owner”), in the amount of _________________ ($___________), to be paid 
to Owner, for which payment well and truly to be made, we do bind ourselves, our and each and every of 
our heirs, executors, administrations, successors and assigns, jointly and severally, for and in the whole, 
firmly by these presents. 
 
Sealed with our seals and dated this __________ day of ____________, 20__. 
 
NOW THE CONDITION OF THIS OBLIGATION IS SUCH, that if Principal, who has been awarded by 
Owner that certain contract known as SUS201373_CONST_FIELD dated the __________ day of 
____________, 20__ (the “Contract”), which Contract is incorporated herein by reference, shall well and 
truly provide and furnish all materials, appliances and tools and perform all the work required under and 
pursuant to the terms and conditions of the Contract and the Contract Documents (as defined in the Contract) 
or any changes or modifications thereto made as therein provided, shall make good and reimburse Owner 
sufficient funds to pay the costs of completing the Contract that Owner may sustain by reason of any failure 
or default on the part of Principal, and shall also indemnify and save harmless Owner from all costs, 
damages and expenses arising out of or by reason of the performance of the Contract and for as long as 
provided by the Contract; then this obligation shall be void, otherwise to be and remain in full force and 
effect. 
 
Surety, for value received, hereby stipulates and agrees, if requested to do so by Owner, to fully perform 
and complete the work to be performed under the Contract pursuant to the terms, conditions and covenants 
thereof, if for any cause Principal fails or neglects to so fully perform and complete such work. 
 
Surety, for value received, for itself and its successors and assigns, hereby stipulates and agrees that the 
obligation of Surety and its bond shall be in no way impaired or affected by any extension of time, 
modification, omission, addition or change in or to the Contract or the work to be performed thereunder, or 
by any payment thereunder before the time required therein, or by any waiver of any provisions thereof, or 
by any assignment, subletting or other transfer thereof or of any work to be performed or any monies due or 
to become due thereunder; and Surety hereby waives notice of any and all such extensions, modifications, 
omissions, additions, changes, payments, waivers, assignments, subcontracts and transfers and hereby 
expressly stipulates and agrees that any and all things done and omitted to be done by and in relation to 
assignees, subcontractors, and other transferees shall have the same effect as to Surety as though done or 
omitted to be done by or in relation to Principal. 
 
Surety hereby stipulates and agrees that no modifications, omissions or additions in or to the terms of the 
Contract shall in any way whatsoever affect the obligation of Surety and its bond. 
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Any proceeding, legal or equitable, under this Bond may be brought in any court of competent jurisdiction in 
the State of Delaware.  Notices to Surety or Contractor may be mailed or delivered to them at their 
respective addresses shown below. 
 
IN WITNESS WHEREOF, Principal and Surety have hereunto set their hand and seals, and such of them as 
are corporations have caused their corporate seal to be hereto affixed and these presents to be signed by their 
duly authorized officers, the day and year first above written. 
 

PRINCIPAL 
 

     Name:                            
 
Witness or Attest:      Address:         
 
      By:         (SEAL) 
Name:      Name: 
      Title: 
 (Corporate Seal) 
 
 

SURETY 
 
      Name:                       
 
Witness or Attest:      Address:         
 
      By:         (SEAL) 
Name:      Name: 
      Title: 
 (Corporate Seal) 
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PAYMENT BOND 
 

STATE OF DELAWARE 
OFFICE OF MANAGEMENT AND BUDGET 

 
 
        Bond Number:  ___________________ 
 
 
KNOW ALL PERSONS BY THESE PRESENTS, that we, ____________________, as principal 
(“Principal”), and __________________, a ____________________ corporation, legally authorized to do 
business in the State of Delaware, as surety (“Surety”), are held and firmly bound unto the 
________________________ (“Owner”), in the amount of _________________ ($___________), to be 
paid to Owner, for which payment well and truly to be made, we do bind ourselves, our and each and every 
of our heirs, executors, administrations, successors and assigns, jointly and severally, for and in the whole 
firmly by these presents. 
 
Sealed with our seals and dated this _____________ day of____________, 20__. 
 
NOW THE CONDITION OF THIS OBLIGATION IS SUCH, that if Principal, who has been awarded by 
Owner that certain contract known as SUS201373_CONST_FIELD dated the _______ day of 
_____________, 20__ (the “Contract”), which Contract is incorporated herein by reference, shall well and 
truly pay all and every person furnishing materials or performing labor or service in and about the 
performance of the work under the Contract, all and every sums of money due him, her, them or any of them, 
for all such materials, labor and service for which Principal is liable, shall make good and reimburse Owner 
sufficient funds to pay such costs in the completion of the Contract as Owner may sustain by reason of any 
failure or default on the part of Principal, and shall also indemnify and save harmless Owner from all costs, 
damages and expenses arising out of or by reason of the performance of the Contract and for as long as 
provided by the Contract; then this obligation shall be void, otherwise to be and remain in full force and 
effect. 
 
Surety, for value received, for itself and its successors and assigns, hereby stipulates and agrees that the 
obligation of Surety and its bond shall be in no way impaired or affected by any extension of time, 
modification, omission, addition or change in or to the Contract or the work to be performed thereunder, or 
by any payment thereunder before the time required therein, or by any waiver of any provisions thereof, or 
by any assignment, subletting or other transfer thereof or of any work to be performed or any monies due or 
to become due thereunder; and Surety hereby waives notice of any and all such extensions, modifications, 
omissions, additions, changes, payments, waivers, assignments, subcontracts and transfers and hereby 
expressly stipulates and agrees that any and all things done and omitted to be done by and in relation to 
assignees, subcontractors, and other transferees shall have the same effect as to Surety as though done or 
omitted to be done by or in relation to Principal. 
 
Surety hereby stipulates and agrees that no modifications, omission or additions in or to the terms of the 
Contract shall in any way whatsoever affect the obligation of Surety and its bond. 
 
Any proceeding, legal or equitable, under this Bond may be brought in any court of competent jurisdiction in 
the State of Delaware.  Notices to Surety or Contractor may be mailed or delivered to them at their 
respective addresses shown below. 
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IN WITNESS WHEREOF, Principal and Surety have hereunto set their hand and seals, and such of them as 
are corporations have caused their corporate seal to be hereto affixed and these presents to be signed by their 
duly authorized officers, the day and year first above written. 
 
 

PRINCIPAL 
 
      Name:                           
 
Witness or Attest:      Address:         
 
 
      By:        (SEAL) 
Name:        Name: 
      Title: 
 (Corporate Seal) 
 
 

SURETY 
 
 

      Name:                         
   
Witness or Attest:      Address:         
 
 
      By:        (SEAL) 
Name:      Name: 
      Title: 
 (Corporate Seal) 
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SECTION 00 62 76 
 
 APPLICATION AND CERTIFICATE FOR PAYMENT FORMS 
 
 
 
The Application and Certificate for Payment Forms (AIA G702 & G703) are part of this project manual as 
included herein.   
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SECTION 00 72 13 
 
 GENERAL CONDITIONS OF THE CONTRACT 
 
 
 
The General Conditions of this Contract are as stated in the American Institute of Architects Document AIA 
A201 (2017 Edition) entitled General Conditions of the Contract for Construction and is part of this project 
manual as included herein. 
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SECTION 00 73 13 
 

SUPPLEMENTARY GENERAL CONDITIONS A201-2017 
 

 
 
The following supplements modify the “General Conditions of the Contract for Construction,” AIA Document A201-2017.  Where a 
portion of the General Conditions is modified or deleted by the Supplementary Conditions, the unaltered portions of the General 
Conditions shall remain in effect. 
 

 
 
 
TABLE OF ARTICLES 
 
 
 
1. GENERAL PROVISIONS 
 
2. OWNER 
 
3. CONTRACTOR 
 
4. ADMINISTRATION OF THE CONTRACT 
 
5. SUBCONTRACTORS 
 
6. CONSTRUCTION BY OWNER OR BY SEPARATE CONTRACTORS 
 
7. CHANGES IN THE WORK 
 
8. TIME 
 
9. PAYMENTS AND COMPLETION 
 
10. PROTECTION OF PERSONS AND PROPERTY 
 
11. INSURANCE AND BONDS 
 
12. UNCOVERING AND CORRECTION OF WORK 
 
13. MISCELLANEOUS PROVISIONS 
 
14. TERMINATION OR SUSPENSION OF THE CONTRACT 
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ARTICLE 1:  GENERAL PROVISIONS 
 
1.1 BASIC DEFINITIONS 
 
1.1.1 THE CONTRACT DOCUMENTS 
 
 Strike the last sentence of Section 1.1.1 in its entirety and replace with the following: 
 
 “The Contract Documents also include Advertisement for Bid, Instructions to Bidder, sample 

forms, the Bid Form, the Contractor’s completed Bid and the Award Letter.” 
 
 
 Add the following Section: 
 
 “1.1.1.1  In the event of conflict or discrepancies among the Contract Documents, the 

Documents prepared by the State of Delaware, Division of Facilities Management shall take 
precedence over all other documents.” 

 
1.1.8 INITIAL DECISION MAKER 
 
 Strike the last sentence of Section 1.1.8 in its entirety and add the following to the end of the 

remaining sentence: 
 
 “ and certify termination of the Agreement under Section 14.2.2.”  
 
1.2 CORRELATION AND INTENT OF THE CONTRACT DOCUMENTS 
 
1.2.1.1 Insert “if possible” at the end of the second sentence. 
 
 Add the following Sections: 
 
 “1.2.4  In the case of an inconsistency between the Drawings and the Specifications, or 

within either document not clarified by addendum, the better quality or greater quantity of 
work shall be provided in accordance with the Architect’s interpretation.” 

 
 “1.2.5  The word “PROVIDE” as used in the Contract Documents shall mean 

“FURNISH AND INSTALL” and shall include, without limitation, all labor, materials, 
equipment, transportation, services and other items required to complete the Work.” 

 
 “1.2.6  The word “PRODUCT” as used in the Contract Documents means all 

materials, systems and equipment.” 
 
1.5 OWNERSHIP AND USE OF DRAWINGS, SPECIFICATIONS AND OTHER 

INSTRUMENTS OF SERVICE 
 
 Strike Section 1.5.1 in its entirety and replace with the following: 
 
 “All pre-design studies, drawings, specifications and other documents, including those in 

electronic form, prepared by the Architect under this Agreement are, and shall remain, the 
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property of the Owner whether the Project for which they are made is executed or not.  
Such documents may be used by the Owner to construct one or more like Projects without the 
approval of, or additional compensation to, the Architect.  The Contractor, Subcontractors, Sub-
subcontractors, and Material or Equipment Suppliers are authorized to use and reproduce 
applicable portions of the Drawings, Specifications and other documents prepared by the 
Architect and the Architect’s consultants appropriate to and for use in the execution of their 
Work under the Contract Documents.  They are not to be used by the Contractor or any 
Subcontractor, Sub-subcontractor or Material and Equipment Supplier on other Projects or for 
additions to this Project outside the scope of the Work without the specific written consent of the 
Owner, Architect and Architect’s consultants. 

 
 The Architect shall not be liable for injury or damage resulting from the re-use of drawings and 

specifications if the Architect is not involved in the re-use Project.  Prior to re-use of construction 
documents for a Project in which the Architect is not also involved, the Owner will remove from 
such documents all identification of the original Architect, including name, address and 
professional seal or stamp.” 

 
 Strike Section 1.5.2 in its entirety.  
 
1.7  DIGITAL DATA USE AND TRANSMISSION 
 

Strike Section 1.7 in its entirety and replace with the following: 
 
“The parties shall agree upon protocols governing transmission and use of Instruments of 
Service or any other information or documentation in digital form.” 
 

 
1.8  BUILDING INFORMATION MODELS USE AND RELIANCE 
 
 Strike Section 1.8 in its entirety. 
 
ARTICLE 2:  OWNER 
 
2.2 EVIDENCE OF THE OWNERS FINANCIAL ARRANGEMENTS 
 
 Strike Section 2.2 in its entirety. 
 
2.3 INFORMATION AND SERVICES REQUIRED OF THE OWNER 
 
2.3.3 Strike 2.3.3 in its entirety. 
 
2.3.4 Add the following sentence at the end of the paragraph: 
 
 “The Contractor, at their expense shall bear the costs to accurately identify the location of all 

underground utilities in the area of their excavation and shall bear all cost for any repairs 
required, out of failure to accurately identify said utilities.” 

 
 Strike Section 2.3.6 in its entirety and replace with the following: 
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 “2.3.6  The Contractor shall be furnished free of charge (1) electronic set of the 

Drawings and Project Manuals.  Additional sets will be furnished at the cost of reproduction, 
postage and handling.” 

 
2.5 OWNER’S RIGHT TO CARRY OUT THE WORK 
 
 Add   “, except as outlined in Section 3.15” after the reference to “Article 15” at the end of 

the last sentence of the Section.  
 
 
ARTICLE 3:  CONTRACTOR 
 
3.2 REVIEW OF CONTRACT DOCUMENTS AND FIELD CONDITIONS BY 

CONTRACTOR 
  
3.2.2  Add “and Owner” after “report to the Architect” in the second sentence. 
  
 
3.2.4  Strike “subject to Section 15.1.7” in the second sentence. 
 
3.2.4 Strike the third sentence. 
 
3.3 SUPERVISION AND CONSTRUCTION PROCEDURES 
 
 Add the following Sections: 
 
 “3.3.2.1 The Contractor shall immediately remove from the Work, whenever requested to 

do so by the Owner, any person who is considered by the Owner or Architect to be incompetent 
or disposed to be so disorderly, or who for any reason is not satisfactory to the Owner, and that 
person shall not again be employed on the Work without the consent of the Owner or the 
Architect.” 

  
 “3.3.4  The Contractor must provide suitable storage facilities at the Site for the proper 

protection and safe storage of their materials, or as otherwise identified by the specifications.  
Consult the Owner and the Architect before storing any materials.” 

 
 “3.3.5  When any room is used as a shop, storeroom, office, etc., by the Contractor or 

Subcontractor(s) during the construction of the Work, the Contractor making use of these areas 
will be held responsible for any repairs, patching or cleaning arising from such use.” 

 
3.4 LABOR AND MATERIALS 
 
 Add the Following Sections: 
 
 “3.4.4 Before starting the Work, each Contractor shall carefully examine all preparatory Work 

that has been executed to receive their Work.  Check carefully, by whatever means are required, 
to insure that its Work and adjacent, related Work, will finish to proper contours, planes and 
levels.  Promptly notify the Architect & Owner of any defects or imperfections in preparatory 
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Work which will in any way affect satisfactory completion of its Work.  Absence of such 
notification will be construed as an acceptance of preparatory Work and later claims of defects 
will not be recognized.” 

 
 “3.4.5  Under no circumstances shall the Contractor’s Work proceed prior to preparatory 

Work having been completely cured, dried and/or otherwise made satisfactory to receive this 
Work.  Responsibility for timely installation of all materials rests solely with the Contractor 
responsible for that Work, who shall maintain coordination at all times.” 

 
3.5 WARRANTY 
 
 Add the following Sections: 
  
 “3.5.3  The Contractor will guarantee all materials and workmanship against original 

defects, except injury from proper and usual wear when used for the purpose intended, for two 
years after Acceptance by the Owner, and will maintain all items in perfect condition during the 
period of warranty.” 

 
 “3.5.4  Defects appearing during the period of warranty will be made good by the 

Contractor at his expense upon demand of the Owner, it being required that all work will be in 
perfect condition when the period of warranty will have elapsed.” 

 
 “3.5.5  Upon notification by the Owner of a defect covered by the Contractor’s warranty, 

the Contractor shall respond within 4 hours of the notification.” 
 
 “3.5.6  In addition to the General Warranty there are other warranties required for certain 

items for different periods of time than the two years as above, and are particularly so stated in 
that part of the specifications referring to same.  The said warranties will commence at the same 
time as the General Warranty.” 

 
 “3.5.7  If the Contractor fails to remedy any failure, defect or damage within a reasonable 

time after receipt of notice, the Owner will have the right to replace, repair, or otherwise remedy 
the failure, defect or damage at the Contractor’s expense.” 

 
3.8  ALLOWANCES 
 
 Add the following Section: 
 
 “3.8.1.1 For costs to be covered under a project allowance, (included in the schedule of 

values) the Contractor shall submit a summary of those costs anticipated and an Allowance 
Access Authorization Form to the Architect and Owner, reflecting the projected costs.  The 
Allowance Access Authorization Form must be signed by the Owner prior to initiating any work 
associated with the allowance.” 

 
3.10   CONTRACTOR’S CONSTRUCTION AND SUBMITTAL SCHEDULES 
 
3.10.1 Add “estimated” after “and the” and before “date of” in the second sentence.  
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3.10.2 Strike “and thereafter as necessary to maintain a current submittal schedule” in the first sentence. 
 
3.11 DOCUMENTS AND SAMPLES AT THE SITE 
 
 Add the following Sections: 
 
 “3.11.1 During the course of the Work, the Contractor shall maintain a record set of 

drawings on which the Contractor shall mark the actual physical location of all piping, valves, 
equipment, conduit, outlets, access panels, controls, actuators, including all appurtenances that 
will be concealed once construction is complete, etc., including all invert elevations.” 

 
 “3.11.2 At the completion of the project, the Contractor shall obtain a set of the 

conformed contract drawings from the Architect, and neatly transfer all information outlined in 
3.11.1 to provide a complete record of the as-built conditions.”  

 
 “3.11.3 Upon completion of the work noted in 3.11.2 the contractor shall schedule a 

meeting with the Architect/Engineer and Owner to review the final record drawings and closeout 
documents prior to submission.  After this meeting the Contractor shall make adjustments per the 
review, and submit one (1) original markup and (2) copies of the red line drawings (as-built 
conditions, to the Owner and one (1) print to the Architect. In addition, attach one complete set 
of the as-built documents to each of the Operating and Maintenance Instructions/Manuals.  The 
Contractor will include (2) USB drives, each containing all “red line drawings (as-built) and 
Closeout Documents properly tabbed in accordance with closeout requirements as defined 
elsewhere in the contract documents.” 

 
3.12 SHOP DRAWINGS, PRODUCT DATA AND SAMPLES 
 
3.12.10.2 Strike “If the Contract Documents require” from the beginning of the sentence. 
 
3.12.10.2 Strike “to” between “professional” and certify” and replace with “shall”. 
 
3.17 Insert “indemnify and” between “shall” and “hold” in the second sentence.  
 
 
ARTICLE 4:  ADMINISTRATION OF THE CONTRACT 
 
4.2 ADMINISTRATION OF THE CONTRACT 
 
4.2.7  Strike the first sentence and replace with the following:   
 
 “The Architect will review and approve or take other appropriate action upon the Contractor’s 

submittals such as Shop Drawings, Product Data and Samples for the purpose of checking for 
conformance with the Contract Documents.” 

 
4.2.7 Strike the second sentence and replace with the following:   
 
 “The Architect’s action will be taken with such reasonable promptness as to cause no delay in 

the Work in the activities of the Owner, Contractor or separate Contractors, while allowing 
sufficient time in the Owner’s professional judgment to permit adequate review.” 
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 Add the following Section: 
  
 “4.2.10.1 There will be no full-time Project Representative provided by the Owner or 

Architect on this project.” 
 
 “4.2.13 Add “and in compliance with all local requirements.” to the end of the sentence.” 
 
 
ARTICLE 5:  SUBCONTRACTORS 
 
5.2 AWARD OF SUBCONTRACTS AND OTHER CONTRACTS FOR PORTIONS OF THE 

WORK 
 
5.2.3 Strike Section 5.2.3 in its entirety and replace with the following:   
 
 “If the Owner or Architect has reasonable objection to a person or entity proposed by the 

Contractor, the Contractor shall propose another to whom the Owner or Architect has no 
reasonable objection, subject to the statutory requirements of 29 Delaware Code § 6962(d) (10) 
b.3 and 4.” 

 
5.2.4 Strike Section 5.2.4 in its entirety and replace with the following: 
 
 “The Contractor may not substitute any Subcontractor listed in its Bid unless the Contractor 

complies with the requirements of 29 Delaware Code § 6962(d)(10)b.3 and 4. Failure to comply 
with this requirement shall subject the Contractor to a penalty as outlined in Section 5.2 of the 
Owner’s General Requirements.” 

 
 Add the following Section: 
 
 “5.2.5  The Contractor shall comply and shall ensure all Subcontractors comply with all 

requirements for drug testing as set forth in TITLE 19 LABOR DELAWARE  
ADMINISTRATIVE   CODE 4000 Office of Management and Budget 4100 Division of 
Facilities Management 4104 Regulations for the Drug Testing of Contractor and 
Subcontractor Employees Working on Large Public Works Projects.” 

 
 
ARTICLE 6:  CONSTRUCTION BY OWNER OR BY SEPARATE CONTRACTORS 
 
6.1 OWNER’S RIGHT TO PERFORM CONSTRUCTION AND TO AWARD SEPARATE 

CONTRACTS 
 
6.1.1 Strike “and waiver of subrogation” from the end of the second sentence.  
 
6.1.4 Strike Section 6.1.4 in its entirety. 
 
6.2 MUTUAL RESPONSIBILITY 
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6.2.3 Strike “shall” and replace with “may” in the second sentence.  
 
 
ARTICLE 7:  CHANGES IN THE WORK 
  
 (SEE ARTICLE 7: CHANGES IN WORK IN THE STATE OF DELAWARE DIVISION OF 

FACILITIES MANAGEMENT GENERAL REQUIREMENTS) 
 
7.3.4.1 Strike “and other employee costs approved by the Architect” after “worker’s compensation 

insurance,” 
 
7.3.4.4      Add “work attributable to the” before “change” at the end of the sentence. 
 
7.4      MINOR CHANGES IN WORK 
      Add  “unless such changes are approved” at the end of the third sentence. 
 
 
ARTICLE 8:  TIME 
  
8.2 PROGRESS AND COMPLETION 
 
8.2.1 Add the following Section: 
 
 “8.2.1.1 Refer to Project Specifications Section SUMMARY OF WORK for Contract time 

requirements.” 
 
8.2.2 After “by the Contractor” strike “and” and insert “to”. 
 
8.2.4 Add the following Section: 
 
 “8.2.4  If the Work falls behind the Progress Schedule as submitted by the Contractor, the 

Contractor shall employ additional labor and/or equipment necessary to bring the Work into 
compliance with the Progress Schedule at no additional cost to the Owner.” 

 
8.3 DELAYS AND EXTENSION OF TIME 
 
8.3.1 Strike “binding dispute resolution” and insert “any and all remedies at law or in equity”.  
 
 Add the following Section: 
 
 “8.3.2.1 The Contractor shall update the status of the suspension, delay, or interruption of 

the Work with each Application for Payment.  (The Contractor shall report the termination of 
such cause immediately upon the termination thereof.)  Failure to comply with this procedure 
shall constitute a waiver for any claim for adjustment of time or price based upon said cause.” 

 
Strike Section 8.3.3 in its entirety and replace with the following: 
 

8.3.3.1 “Except in the case of a suspension of the Work directed by the Owner, an extension of 
time under the provisions of Section 8.3.1 shall be the Contractor’s sole remedy in the 
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progress of the Work and there shall be no payment or compensation to the Contractor 
for any expense or damage resulting from the delay.” 

 
 Add the following Section: 
 
 “8.3.4  By permitting the Contractor to work after the expired time for completion of the 

project, the Owner does not waive their rights under the Contract.” 
 
 
ARTICLE 9:  PAYMENTS AND COMPLETION 
 
9.2 SCHEDULE OF VALUES 
 
 Add the following Sections: 
  
 “9.2.1  The Schedule of Values shall be submitted using AIA Document G703, 

Continuation Sheet to G702.” 
 
 “9.2.2  The Schedule of Values is to include a line item for Project Closeout Document 

Submittal.  The value of this item is to be no less than 1.5% of the initial contract amount.” 
 
9.3 APPLICATIONS FOR PAYMENT 
 
9.3.1 Strike Section 9.3.1 in its entirety and replace with the following: 
 
 “At least ten days before the date established for each progress payment, the Contractor shall 

submit to the Architect an itemized Application for Payment prepared in accordance with the 
schedule of values for completed portions of the Work.  The application shall be notarized, and 
supported by all data substantiating the Contractor’s right to payment that the Owner or 
Architect require, such as copies of requisitions, and releases and waivers of liens from 
Subcontractors and suppliers, and shall reflect retainage.”  

 
 Add the following Sections: 
  
 “9.3.1.3 Application for Payment shall be submitted on AIA Document G702 

“Application and Certificate for Payment”, supported by AIA Document G703 “Continuation 
Sheet”.  Said Applications shall be fully executed and notarized.” 

 
  
 “9.3.4  Until Closeout Documents have been received and outstanding items completed 

the Owner will pay 95% (ninety-five percent) of the amount due the Contractor on account of 
progress payments.” 

  
 “9.3.5  The Contractor shall provide a current and updated Progress Schedule to the 

Architect with each Application for Payment.  Failure to provide Schedule will be just cause for 
rejection of Application for Payment.” 
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9.5 DECISIONS TO WITHHOLD CERTIFICATION 
 
 Add the following Subsections to 9.5.1: 
 
 .8 failure to provide a current Progress Schedule; 
 .9 a lien or attachment is filed; 
 .10 failure to comply with mandatory requirements for maintaining Record Documents. 
 
9.6 PROGRESS PAYMENTS 
 
9.6.1 Strike Section 9.6.1 in its entirety and replace with the following:   
 
 “9.6.1  After the Architect has approved and issued a Certificate for Payment, payment 

shall be made by the Owner within 30 days after Owner’s receipt of the Certificate for 
Payment.” 

 
9.6.8 Strike “Provided the Owner has fulfilled its payment obligations under the Contract 

Documents,” in the first sentence.  
 
9.7 FAILURE OF PAYMENT 
 
 Strike Section 9.7 in its entirety and replace with the following: 
 
 “If the Architect does not issue a Certificate for Payment, through no fault of the Contractor, 

within fourteen days after receipt of the Contractor’s Application for Payment, or if the Owner 
does not pay the Contractor within thirty days after the date established in the Contract 
Documents, the amount certified by the Architect, then the Contractor may, upon thirty 
additional days’ notice to the Owner and Architect, stop the Work until payment of the amount 
owing has been received. The Contract Time shall be extended appropriately and the Contract 
Sum shall be increased by the amount of the Contractor’s reasonable costs of shutdown, delay 
and start-up, plus interest as provided for in the Contract Documents.” 

 
9.8 SUBSTANTIAL COMPLETION 
 
9.8.3 At the end of Section 9.8.3, add the following sentence: 
 
 “If the Architect is required to make more than 2 inspections of the same portion of work, the 

Contractor shall be responsible for all costs associated with subsequent inspections including but 
not limited to any Architect’s fees.” 

 
9.8.5 Strike “shall” and insert “may” in the second sentence.  
 
9.8.5 Insert “1/2 of the” after “make payment of” in the second sentence. 
 
9.9 PARTIAL OCCUPANCY OR USE 
 
9.9.1 Strike the first sentence and replace with the following (the remainder of the Section remains as 

written): 
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 “The Owner may occupy or use any completed or partially completed portion of the Work at any 
stage when such portion is designated by separate agreement with the Contractor, provided such 
occupancy or use authorized by public authorities having jurisdiction over the Project.” 

 
9.10.2 Strike “to remain in force after final payment is currently in effect” after “required by the 

Contract Documents” and replace with “shall remain in force until final payment is completed” 
in the first sentence. 

 
9.10.4.4 Strike “if permitted by the Contract Documents,”  
 
 
ARTICLE 10:  PROTECTION OF PERSONS AND PROPERTY 
 
10.1 SAFETY PRECAUTIONS AND PROGRAMS 
 
 Add the following Sections: 
 
10.1.1 Each Contractor shall develop a safety program in accordance with the Occupational Safety and 

Health Act of 1970.  A copy of said plan shall be furnished to the Owner and Architect prior to 
the commencement of that Contractor’s Work. 

 
10.1.2 Each Contractor shall appoint a Safety Representative.  Safety Representatives shall be someone 

who is on site on a full time basis.  If deemed necessary by the Owner or Architect, Contractor 
Safety meetings will be scheduled.  The attendance of all Safety Representatives will be 
required.  Minutes will be recorded of said meetings by the Contractor and will be distributed to 
all parties as well as posted in all job offices/trailers etc. 

 
10.2 SAFETY OF PERSONS AND PROPERTY 
 
 Add the following Section: 
 
10.2.4.1 As required in the Hazardous Chemical Act of June 1984, all vendors supplying any material 

that may be defined as hazardous must provide Material Safety Data Sheets for those products.  
Any chemical product should be considered hazardous if it has a caution warning on the label 
relating to a potential physical or health hazard, if it is known to be present in the work place, 
and if employees may be exposed under normal conditions or in foreseeable emergency 
situations.  Material Safety Data Sheets shall be provided directly to the Owner, along with the 
shipping slips that include those products. 

 
10.2.5 Strike the second sentence in its entirety. 
 
10.3 HAZARDOUS MATERIALS AND SUBSTANCES 
 
10.3.3 Strike Section 10.3.3 in its entirety. 
 
10.3.4 Insert “hazardous” in the last sentence after “handling of such”. 
 
10.3.6 Strike Section 10.3.6 in its entirety. 
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ARTICLE 11:  INSURANCE AND BONDS 
 
11.1 CONTRACTOR’S INSURANCE AND BONDS 
 
11.1.1 Strike “Owner” from the third sentence. 
 
11.2  OWNER’S LIABILITY INSURANCE 
 
 Strike 11.2in its entirety, except that in the case of school projects in which case Section 11.2 

shall remain.  
 
11.3 WAIVERS OF SUBROGATION 
  
 Delete Section 11.3 in its entirety 
 
11.4  LOSS OF USE, BUSINESS INTERRUPTION, AND DELAY IN COMPLETION 

INSURANCE 
 
 Delete Section 11.4 in its entirety 
 
 
ARTICLE 12:  UNCOVERING AND CORRECTION OF WORK 
 
12.2.2 AFTER SUBSTANTIAL COMPLETION 
 
 Add the following Section: 
 
 “12.2.2.1.1 At any time during the progress of the Work, or in any case where the nature of 

the defects will be such that it is not expedient to have corrected, the Owner, at its option, will 
have the right to deduct such sum, or sums, of money from the amount of the Contract as it 
considers justified to adjust the difference in value between the non-conforming work and that 
required under contract including any damage to the structure.” 

 
12.2.2.1 Strike all references to “one year” or “one-year” and replace with “two years”. 
 
12.2.2.2 Strike “one-year” and replace with “two years”. 
 
12.2.2.3 Strike “one-year” and replace with “two years”. 
 
12.2.5 Strike “one-year” and replaced with “two years”. 
  
 
ARTICLE 13:  MISCELLANEOUS PROVISIONS 
 
13.1 GOVERNING LAW 
 
 Strike the last sentence.  
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13.4 TESTS AND INSPECTIONS 
 
13.4.1 Strike the last sentence and replace with the following: 
 
 “The Owner shall pay for tests, inspections, or approvals where building codes or applicable 

laws or regulations prohibit the Owner from delegating their cost to the Contractor.” 
 
13.5 INTEREST 
 
 Strike “the date payment is due at such rate as the parties may agree upon in writing or, in the 

absence thereof, at the legal rate prevailing from time to time at the place where the Project is 
located”  and replace with “30 days of presentment of the authorized Certificate of Payment at 
the annual rate of 12% or 1% per month.” 

 
Insert the following Section: 
 
 “13.6 CONFLICTS WITH FEDERAL STATUTES OR REGULATIONS 
 
 13.6.1  If any provision, specifications or requirement of the Contract Documents conflict 

or is inconsistent with any statute, law or regulation of the government of the United State of 
America, the Contractor shall notify the Architect and Owner immediately upon discovery.” 

 
 
ARTICLE 14: TERMINATION OR SUSPENSION OF THE CONTRACT  
 
14.1       TERMINATION BY THE CONTRACTOR 
 
14.1.1.4 Insert “, upon the Contractors’ request,” after “furnish to the Contractor” . 
 
14.1.3 Strike “and profit on Work not executed, and” after “as well as reasonable overhead” and 

replace with “, profit, and reasonable” 
  
14.3 SUSPENSION BY OWNER FOR CONVENIENCE 
 
14.3.2 Strike “Adjustment of the Contract Sum shall include profit”. 
 
14.4 TERMINATION BY THE OWNER FOR CONVENIENCE 
 
14.4.3 Strike Section 14.4.3 in its entirety and replace with the following:   
 
 “In case of such termination for the Owner’s convenience, the Contractor shall be entitled to 

receive payment for Work executed, and reasonable costs incurred by reason of such termination 
along with reasonable overhead.” 

 
  
ARTICLE 15: CLAIMS AND DISPUTES 
 
15.1 CLAIMS 
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15.1.2 TIME LIMITS ON CLAIMS 
 
 Strike the last sentence. 
 
15.1.3 NOTICE OF CLAIM 
 
 Strike all references to “21” and replace with “45”.  
 
15.1.5 CLAIMS FOR ADDITIONAL COSTS 
 
 Strike the first sentence and replace with the following: 
 
 “Contractor shall not proceed to execute any portion of the Work that is subject to the Claim 

without prior approval of the costs or method of payment for the costs associated with the 
Claim as determined by the Architect and approved by the Owner.” 

 
15.1.7 WAIVER OF CLAIMS FOR CONSEQUENTIAL DAMAGES 
 
 Strike Section 15.1.7 in its entirety. 
 
15.2 INITIAL DECISION 
 
15.2.1 Strike “and binding dispute resolution” in the fourth sentence and replace with “or any and all 

remedies at law or in equity”. 
 
15.2.5 Strike Section 15.2.5 in its entirety and replace with the following:   
 
 “The Architect will approve or reject Claims by written decision, which shall state the reasons 

therefore and shall notify the parties of any change in the Contract Sum or Contract Time or 
both.  The approval or rejection of a Claim by the Architect shall be subject to mediation and any 
or all remedies at law or in equity.” 

 
15.2.6 Strike Section 15.2.6 and its sub Sections in their entirety.  
 
15.3 MEDIATION 
 
15.3.1 Strike “binding dispute resolution” and replace with “any or all remedies at law or in equity”.  
 
15.3.2 Strike “, shall be administered by the American Arbitration Association in accordance with its 

Construction Industry Mediation Procedure in effect on the date of the Agreement,” in the first 
sentence. 

 
15.3.2 Strike all references to “binding dispute resolution” and replace with “any or all remedies at law 

and in equity”.  
 
15.3.3 Strike Section 15.3.3 in its entirety. 
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15.4 ARBITRATION 
 
 Strike Section 15.4 and its Subsections in their entirety. 
 
 

END OF SUPPLEMENTARY GENERAL CONDITIONS 
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 SECTION 00 73 43 
 
 WAGE RATE REQUIREMENTS 
 
 
PART 1 - GENERAL 
 

A. A certified copy of the March 15, 2019, Prevailing Wage Rates for Building Construction are 
included in section 00 73 46.  In the event that a contract is not executed within one hundred 
twenty (120) days from the earliest date the specifications are published, the rates in effect at 
the time of the execution of the contract shall be the applicable rates for the project. 

 
B. The Contractor will not be entitled to increases in the contract sum as a result of changing 

Prevailing Wage Rates which may occur during the bidding or construction phases of this 
project. 

 
C. Public agencies (covered by the provisions of 29 Del.C. §6960) are required to use the rates 

which are in effect on the date of the publication of specifications for a given project. “Date 
of publication” means the date on which the specifications are made available to interested 
persons (as specified in the published bid notice). In the event that a contract is not executed 
within one hundred and twenty (120) days from the earliest date the specifications were 
published, the rates in effect at the time of the execution of the contract shall be the 
applicable rates for the project. 
 

D. It is the contractor=s responsibility to: 
 

1. Verify with the Department of Labor that the State of Delaware prevailing wage rate 
schedule presented by the architect inside the project manual is current and 
certified for use for each project/contract. 

2. Post in prominent locations at each contract=s work site all prevailing wage rate 
schedules applicable to said contract. 

3. Verify that the contractor and sub-contractors furnish weekly the sworn payroll 
information for each said Public Construction Contract to the Delaware Department 
of Labor. 

 
E. The following sample payroll report is provided for informational purposes only and is to be 

utilized as required by the State of Delaware Department of Labor. 
 
PART 2 - PRODUCTS 
 Not Used 
 
PART 3 - EXECUTION 
 Not Used 
 
 
 

END OF SECTION 
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SECTION 00 73 46 
 
 WAGE RATE DETERMINATION SCHEDULE 
 
 
 
The Delaware Department of Labor Division of Industrial Affairs has established the category and associated 
prevailing wage rate for this project.  The project approved prevailing wage rate determination schedule 
follows.   
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SECTION 00 81 13 
 

GENERAL REQUIREMENTS 
(State of Delaware Front End Documents 2018) 

 
 
 
 
TABLE OF ARTICLES 
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3. CONTRACTOR 
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14. TERMINATION OR SUSPENSION OF THE CONTRACT 
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ARTICLE 1: GENERAL 
 
1.1     CONTRACT DOCUMENTS 
 
1.1.1 The intent of the Contract Documents is to include all items necessary for the proper 

execution and completion of the Work by the Contractor.  The Contract Documents are 
complementary and what is required by one shall be as binding as if required by all.  
Performance by the Contractor shall be required to an extent consistent with the Contract 
Documents and reasonably inferable from them as being necessary to produce the intended 
results. 

 
1.1.2 Work including material purchases shall not begin until the Contractor is in receipt of a 

bonafide State of Delaware Purchase Order.  Any work performed or material purchases 
prior to the issuance of the Purchase Order is done at the Contractor’s own risk and cost. 

 
1.2    EQUALITY OF EMPLOYMENT OPPORTUNITY ON PUBLIC WORKS 
 
1.2.1 For Public Works Projects financed in whole or in part by state appropriation the Contractor 

agrees that during the performance of this contract: 
 

1. The Contractor will not discriminate against any employee or applicant for 
employment because of race, creed, sex, color, sexual orientation, gender identity 
or national origin.  The Contractor will take positive steps to ensure that 
applicants are employed and that employees are treated during employment 
without regard to their race, creed, sex, color, sexual orientation, gender identity or 
national origin.  Such action shall include, but not be limited to, the following: 
employment, upgrading, demotion or transfer; recruitment or recruitment 
advertising; layoff or termination; rates of pay or other forms of compensation; 
and selection for training, including apprenticeship.  The Contractor agrees to 
post in conspicuous places available to employees and applicants for employment 
notices to be provided by the contracting agency setting forth this 
nondiscrimination clause. 

 
2. The Contractor will, in all solicitations or advertisements for employees placed 

by or on behalf of the Contractor, state that all qualified applicants will receive 
consideration for employment without regard to race, creed, sex, color, sexual 
orientation, gender identity or national origin.” 

 
ARTICLE 2: OWNER 

 
(NO ADDITIONAL GENERAL REQUIREMENTS – SEE SUPPLEMENTARY 
GENERAL CONDITIONS) 

 
ARTICLE 3: CONTRACTOR 
 
3.1 Schedule of Values:  The successful Bidder shall within twenty (20) days after receiving 

notice to proceed with the work, furnish to the Owner a complete schedule of values on the 
various items comprising the work. 
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3.2 Subcontracts:  Upon approval of Subcontractors, the Contractor shall award their 
Subcontracts as soon as possible after the signing of their own contract and see that all 
material, their own and those of their Subcontractors, are promptly ordered so that the work 
will not be delayed by failure of materials to arrive on time. 

 
3.3 Before commencing any work or construction, the General Contractor is to consult with the 

Owner as to matters in connection with access to the site and the allocation of Ground Areas 
for the various features of hauling, storage, etc. 

 
3.4 The Contractor shall supervise and direct the Work, using the Contractor's best skill and 

attention.  The Contractor shall be solely responsible for and have control over construction 
means, methods, techniques, sequences and procedures and for coordinating all portions of 
the Work under the Contract, unless the Contract Documents give other specific instructions. 

 
3.5 The Contractor shall enforce strict discipline and good order among the Contractor's 

employees and other persons carrying out the Contract.  The Contractor shall not permit 
employment of unfit persons or persons not skilled in tasks assigned to them. 

 
3.6 The Contractor warrants to the Owner that materials and equipment furnished will be new 

and of good quality, unless otherwise permitted, and that the work will be free from defects 
and in conformance with the Contract Documents.  Work not conforming to these 
requirements, including substitutions not properly approved, may be considered defective.  
If required by the Owner, the Contractor shall furnish evidence as to the kind and quality of 
materials and equipment provided. 

 
3.7 Unless otherwise provided, the Contractor shall pay all sales, consumer, use and other 

similar taxes, and shall secure and pay for required permits, fees, licenses, and inspections 
necessary for proper execution of the Work. 

 
3.8 The Contractor shall comply with and give notices required by laws, ordinances, rules, 

regulations, and lawful orders of public authorities bearing on performance of the Work.  
The Contractor shall promptly notify the Owner if the Drawings and Specifications are 
observed to be at variance therewith. 

 
3.9 The Contractor shall be responsible to the Owner for the acts and omissions of the 

Contractor's employees, Subcontractors and their agents and employees, and other persons 
performing portions of the Work under contract with the Contractor. 

 
3.10 The Contractor shall keep the premises and surrounding area free from accumulation of 

waste materials or rubbish caused by operations under the Contract.  At completion of the 
Work the Contractor shall remove from and about the Project all waste materials, rubbish, 
the Contractor's tools, construction equipment, machinery and surplus materials.  The 
Contractor shall be responsible for returning all damaged areas to their original conditions. 

 
3.11  STATE LICENSE AND TAX REQUIREMENTS   
 
3.11.1 Each Contractor and Subcontractor shall be licensed to do business in the State of 

Delaware and shall pay all fees and taxes due under State laws.  In conformance with 
Section 2503, Chapter 25, Title 30, Delaware Code, "the Contractor shall furnish the 
Delaware Department of Finance within ten (10) days after entering into any contract 
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with a contractor or subcontractor not a resident of this State, a statement of total value of 
such contract or contracts together with the names and addresses of the contracting 
parties.” 

 
3.12 The Contractor shall comply with all requirements set forth in Section 6962, Chapter 69, 

Title 29 of the Delaware Code. 
 
3.13 During the contract Work, the Contractor and each Subcontractor, shall implement an 

Employee Drug Testing Program in accordance with OMB Regulation 4104 - 
“Regulations for the Drug Testing of Contractor and Subcontractor Employees Working 
on “Large Public Works Projects”.  “Large Public Works” is based upon the current 
threshold required for bidding Public Works as set by the Purchasing and Contracting 
Advisory Council.   

 
ARTICLE 4: ADMINISTRATION OF THE CONTRACT 
 
4.1  CONTRACT SURETY 
 
4.1.1  PERFORMANCE BOND AND LABOR AND MATERIAL PAYMENT BOND 
 
4.1.2 All bonds will be required as follows unless specifically waived elsewhere in the Bidding 

Documents. 
 
4.1.3 Contents of Performance Bonds – The bond shall be in the form approved by the Office 

of Management and Budget.  The bond shall be conditioned upon the faithful compliance 
and performance by the successful bidder of each and every term and condition of the 
contract and the proposal, plans, specifications, and bid documents thereof.  Each term 
and condition shall be met at the time and in the manner prescribed by the Contract, Bid 
documents and the specifications, including the payment in full to every person 
furnishing materiel or performing labor in the performance of the Contract, of all sums of 
money due the person for such labor and materiel.  (The bond shall also contain the 
successful bidder’s guarantee to indemnify and save harmless the State and the agency 
from all costs, damages and expenses growing out of or by reason of the Contract in 
accordance with the Contract.) 

 
4.1.4 Invoking a Performance Bond – The agency may, when it considers that the interest of 

the State so requires, cause judgement to be confessed upon the bond.  
 
4.1.5 Within twenty (20) days after the date of notice of award of contract, the Bidder to whom the 

award is made shall furnish a Performance Bond and Labor and Material Payment Bond, 
each equal to the full amount of the Contract price to guarantee the faithful performance of 
all terms, covenants and conditions of the same.  The bonds are to be issued by an acceptable 
Bonding Company licensed to do business in the State of Delaware and shall be issued in 
duplicate. 

 
4.1.6 Performance and Payment Bonds shall be maintained in full force (warranty bond) for a 

period of two (2) years after the date of the Certificate for Final Payment.  The Performance 
Bond shall guarantee the satisfactory completion of the Project and that the Contractor will 
make good any faults or defects in his work which may develop during the period of said 
guarantees as a result of improper or defective workmanship, material or apparatus, whether 
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furnished by themselves or their Sub-Contractors.  The Payment Bond shall guarantee that 
the Contractor shall pay in full all persons, firms or corporations who furnish labor or 
material or both labor and material for, or on account of, the work included herein.  The 
bonds shall be paid for by this Contractor.  The Owner shall have the right to demand that 
the proof parties signing the bonds are duly authorized to do so. 

 
4.2  FAILURE TO COMPLY WITH CONTRACT 
 
4.2.1 If any firm entering into a contract with the State, or Agency that neglects or refuses to 

perform or fails to comply with the terms thereof, the Agency which signed the Contract 
may terminate the Contract and proceed to award a new contract in accordance with this 
Chapter 69, Title 29 of the Delaware Code or may require the Surety on the Performance 
Bond to complete the Contract in accordance with the terms of the Performance Bond.  
Nothing herein shall preclude the Agency from pursing additional remedies as otherwise 
provided by law. 

 
4.3  CONTRACT INSURANCE AND CONTRACT LIABILITY 
 
4.3.1 In addition to the bond requirements stated in the Bid Documents, each successful Bidder 

shall purchase adequate insurance for the performance of the Contract and, by submission 
of a Bid, agrees to indemnify and save harmless and to defend all legal or equitable 
actions brought against the State, any Agency, officer and/or employee of the State, for 
and from all claims of liability which is or may be the result of the successful Bidder’s 
actions during the performance of the Contract.   

 
4.3.2 The purchase or nonpurchase of such insurance or the involvement of the successful 

Bidder in any legal or equitable defense of any action brought against the successful 
Bidder based upon work performed pursuant to the Contract will not waive any defense 
which the State, its agencies and their respective officers, employees and agents might 
otherwise have against such claims, specifically including the defense of sovereign 
immunity, where applicable, and by the terms of this section, the State and all agencies, 
officers and employees thereof shall not be financially responsible for the consequences 
of work performed, pursuant to said contract. 

 
4.4  RIGHT TO AUDIT RECORDS 
 
4.4.1 The Owner shall have the right to audit the books and records of a Contractor or any 

Subcontractor under any Contract or Subcontract to the extent that the books and records 
relate to the performance of the Contract or Subcontract. 

   
4.4.2 Said books and records shall be maintained by the Contractor for a period of seven (7) 

years from the date of final payment under the Prime Contract and by the Subcontractor 
for a period of seven (7) years from the date of final payment under the Subcontract. 

 
ARTICLE 5: SUBCONTRACTORS 
 
5.1  SUBCONTRACTING REQUIREMENTS 
 
5.1.1 All contracts for the construction, reconstruction, alteration or repair of any public 

building (not a road, street or highway) shall be subject to the following provisions: 
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1. A contract shall be awarded only to a Bidder whose Bid is accompanied by a 

statement containing, for each Subcontractor category, the name and address 
(city or town and State only – street number and P.O. Box addresses not 
required) of the subcontractor whose services the Bidder intends to use in 
performing the Work and providing the material for such Subcontractor category. 

 
2. A Bid will not be accepted nor will an award of  any Contract be made to any 

Bidder which, as the Prime Contractor, has listed itself as the Subcontractor for 
any Subcontractor unless: 

 
A. It has been established to the satisfaction of the awarding Agency that the 

Bidder has customarily performed the specialty work of such 
Subcontractor category by artisans regularly employed by the Bidder’s 
firm; 

 
B. That the Bidder is duly licensed by the State to engage in such specialty 

work, if the State requires licenses; and 
 

C. That the Bidder is recognized in the industry as a bona fide 
Subcontractor or Contractor in such specialty work and Subcontractor 
category. 

 
5.1.2 The decision of the awarding Agency as to whether a Bidder who list itself as the 

Subcontractor for a Subcontractor category shall be final and binding upon all Bidders, 
and no action of any nature shall lie against any awarding agency or its employees or 
officers because of its decision in this regard. 

 
5.1.3 After such a Contract has been awarded, the successful Bidder shall not substitute another 

Subcontractor for any Subcontractor whose name was set forth in the statement which 
accompanied the Bid without the written consent of the awarding Agency.   

 
5.1.4 No Agency shall consent to any substitution of Subcontractors unless the Agency is 

satisfied that the Subcontractor whose name is on the Bidders accompanying statement: 
 

A. Is unqualified to perform the work required; 
 
B. Has failed to execute a timely reasonable Subcontract; 

 
C. Has defaulted in the performance on the portion of the work covered by the 

Subcontract; or 
 

D. Is no longer engaged in such business. 
 
5.1.5 Should a Bidder be awarded a contract, such successful Bidder shall provide to the agency 

the taxpayer identification license numbers of such subcontractors.  Such numbers shall be 
provided on the later of the date on which such subcontractor is required to be identified or 
the time the contract is executed.    The successful Bidder shall provide to the agency to 
which it is contracting, within 30 days of entering into such public works contract, copies of 
all Delaware Business licenses of subcontractors and/or independent contractors that will 
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perform work for such public works contract.  However, if a subcontractor or independent 
contractor is hired or contracted more than 20 days after the Bidder entered the public works 
contract the Delaware Business license of such subcontractor or independent contractor shall 
be provided to the agency within 10 days of being contracted or hired. 

 
5.1.6 The Contractor may employ additional Subcontractors on the jobsite only after 

submitting a copy of the Subcontractor’s Employee Drug Testing Program to the Owner 
for approval.  A Contractor or Subcontractor shall not commence work until the Owner 
has concluded its review and determined that the submitted Employee Drug Testing 
Program complies with OMB Regulation 4104. 

 
5.2  PENALTY FOR SUBSTITUTION OF SUBCONTRACTORS 
 
5.2.1 Should the Contractor fail to utilize any or all of the Subcontractors in the Contractor’s Bid 

statement in the performance of the Work on the public bidding, the Contractor shall be 
penalized in the amount of (project specific amount*).  The Agency may determine to 
deduct payments of the penalty from the Contractor or have the amount paid directly to the 
Agency.  Any penalty amount assessed against the Contractor may be remitted or refunded, 
in whole or in part, by the Agency awarding the Contract, only if it is established to the 
satisfaction of the Agency that the Subcontractor in question has defaulted or is no longer 
engaged in such business.  No claim for the remission or refund of any penalty shall be 
granted unless an application is filed within one year after the liability of the successful 
Bidder accrues.  All penalty amounts assessed and not refunded or remitted to the contractor 
shall be reverted to the State. 

 
 *one (1) percent of contract amount not to exceed $10,000 

 
5.3  ASBESTOS ABATEMENT 
 
5.3.1 The selection of any Contractor to perform asbestos abatement for State-funded projects 

shall be approved by the Office of Management and Budget, Division of Facilities 
Management pursuant to Chapter 78 of Title 16. 

 
5.4 STANDARDS OF CONSTRUCTION FOR THE PROTECTION OF THE 

PHYSICALLY HANDICAPPED 
 
5.4.1 All Contracts shall conform with the standard established by the Delaware Architectural 

Accessibility Board unless otherwise exempted by the Board. 
 
5.5  CONTRACT PERFORMANCE 
 
5.5.1 Any firm entering into a Public Works Contract that neglects or refuses to perform or 

fails to comply with its terms, the Agency may terminate the Contract and proceed to 
award a new Contract or may require the Surety on the Performance Bond to complete 
the Contract in accordance with the terms of the Performance Bond. 

 
ARTICLE 6:  CONSTRUCTION BY OWNER OR SEPARATE CONTRACTORS 
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6.1 The Owner reserves the right to simultaneously perform other construction or operations 
related to the Project with the Owner's own forces, and to award separate contracts in 
connection with other portions of the Project or other Projects at the same site. 

 
6.2 The Contractor shall afford the Owner and other Contractors reasonable opportunity for 

access and storage of materials and equipment, and for the performance of their activities, 
and shall connect and coordinate their activities with other forces as required by the Contract 
Documents. 

 
ARTICLE 7: CHANGES IN THE WORK 
 
7.1 The Owner, without invalidating the Contract, may order changes in the Work consisting of 

Additions, Deletions, Modifications or Substitutions, with the Contract Sum and Contract 
completion date being adjusted accordingly.   Such changes in the Work shall be authorized 
by written Change Order signed by the Professional, as the duly authorized agent, the 
Contractor and the Owner. 

 
7.2 The Contract Sum and Contract Completion Date shall be adjusted only by a fully executed 

Change Order. 
 
7.3 The additional cost, or credit to the Owner resulting from a change in the Work shall be by 

mutual agreement of the Owner, Contractor and the Architect.  In all cases, this cost or credit 
shall be based on the ‘DPE’ wages required and the “invoice price” of the 
materials/equipment needed. 

 
7.3.1 “DPE” shall be defined to mean “direct personnel expense”.  Direct payroll expense includes 

prevailing wage rates plus a maximum multiplier of 1.35 times DPE.   For example, if the 
prevailing wage rate is $50/hour, the DPE would be $67.50/hour (50 x 1.35). 

 
7.3.2 “Invoice price” of materials/equipment shall be defined to mean the actual cost of materials 

and/or equipment that is paid by the Contractor, (or subcontractor), to a material distributor, 
direct factory vendor, store, material provider, or equipment leasing entity.  Rates for 
equipment that is leased and/or owned by the Contractor or subcontractor(s) shall not exceed 
those listed in the latest version of the “Means Building Construction Cost Data” 
publication. 

 
7.3.3 In addition to the above, the General Contractor is allowed a fifteen percent (15%) 

markup for overhead and profit for additional work performed by the General 
Contractor’s own forces.  For additional subcontractor work, the Subcontractor is allowed 
a fifteen (15) percent overhead and profit on change order work above and beyond the 
direct costs stated previously.  To this amount, the General Contractor will be allowed a 
mark-up not exceeding seven and one half percent (7.5%) on the subcontractors work.  
These mark-ups shall include all costs including, but not limited to:  overhead, profit, 
bonds, insurance, supervision, etc.  No markup is permitted on the work of the 
subcontractors subcontractor. No additional costs shall be allowed for changes related to 
the Contractor’s onsite superintendent/staff, or project manager, unless a change in the 
work changes the project duration and is identified by the CPM schedule.  There will be 
no other costs associated with the change order. 

 
ARTICLE 8: TIME 
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8.1 Time limits, if any, are as stated in the Project Manual.  By executing the Agreement, the 

Contractor confirms that the stipulated limits are reasonable, and that the Work will be 
completed within the anticipated time frame. 

 
8.2 If progress of the Work is delayed at any time by changes ordered by the Owner, by labor 

disputes, fire, unusual delay in deliveries, abnormal adverse weather conditions, unavoidable 
casualties or other causes beyond the Contractor's control, the Contract Time shall be 
extended for such reasonable time as the Owner may determine. 

 
8.3 Any extension of time beyond the date fixed for completion of the construction and 

acceptance of any part of the Work called for by the Contract, or the occupancy of the 
building by the Owner, in whole or in part, previous to the completion shall not be deemed a 
waiver by the Owner of his right to annul or terminate the Contract for abandonment or 
delay in the matter provided for, nor relieve the Contractor of full responsibility. 

 
8.4  SUSPENSION AND DEBARMENT  
 
8.4.1 Per Section 6962(d)(14), Title 29, Delaware Code, “Any Contractor who fails to perform a 

public works contract or complete a public works project within the time schedule 
established by the Agency in the Invitation To Bid, may be subject to Suspension or 
Debarment for one or more of the following reasons:  a) failure to supply the adequate labor 
supply ratio for the project; b) inadequate financial resources; or, c) poor performance on the 
Project.” 

 
8.4.2 “Upon such failure for any of the above stated reasons, the Agency that contracted for the 

public works project may petition the Director of the Office of Management and Budget 
for Suspension or Debarment of the Contractor.  The Agency shall send a copy of the 
petition to the Contractor within three (3) working days of filing with the Director.  If the 
Director concludes that the petition has merit, the Director shall schedule and hold a 
hearing to determine whether to suspend the Contractor, debar the Contractor or deny the 
petition.  The Agency shall have the burden of proving, by a preponderance of the 
evidence, that the Contractor failed to perform or complete the public works project 
within the time schedule established by the Agency and failed to do so for one or more of 
the following reasons:  a) failure to supply the adequate labor supply ratio for the project; 
b) inadequate financial resources; or, c) poor performance on the project.  Upon a finding 
in favor of the Agency, the Director may suspend a Contractor from Bidding on any 
project funded, in whole or in part, with public funds for up to 1 year for a first offense, 
up to 3 years for a second offense and permanently debar the Contractor for a third 
offense.  The Director shall issue a written decision and shall send a copy to the 
Contractor and the Agency.  Such decision may be appealed to the Superior Court within 
thirty (30) days for a review on the record.”  

 
8.5  RETAINAGE 
 
8.5.1 Per Section 6962(d)(5) a.3, Title 29, Delaware Code: The Agency may at the beginning 

of each public works project establish a time schedule for the completion of the project.  
If the project is delayed beyond the completion date due to the Contractor’s failure to 
meet their responsibilities, the Agency may forfeit, at its discretion, all or part of the 
Contractor’s retainage. 
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8.5.2 This forfeiture of retainage also applies to the timely completion of the punchlist.  A 

punchlist will only be prepared upon the mutual agreement of the Owner, Architect and 
Contractor.  Once the punchlist is prepared, all three parties will by mutual agreement, 
establish a schedule for its completion.  Should completion of the punchlist be delayed 
beyond the established date due to the Contractor’s failure to meet their responsibilities, 
the Agency may hold permanently, at its discretion, all or part of the Contractor’s 
retainage. 

 
 
 
ARTICLE 9: PAYMENTS AND COMPLETION 
 
9.1  APPLICATION FOR PAYMENT 
 
9.1.1 Applications for payment shall be made upon AIA Document G702.  There will be a five 

percent (5%) retainage on all Contractor's monthly invoices until completion of the project.  
This retainage may become payable upon receipt of all required closeout documentation, 
provided all other requirements of the Contract Documents have been met. 

 
9.1.2 A date will be fixed for the taking of the monthly account of work done.  Upon receipt of 

Contractor's itemized application for payment, such application will be audited, modified, if 
found necessary, and approved for the amount.  Statement shall be submitted to the Owner. 

 
9.1.3 Section 6516, Title 29 of the Delaware Code annualized interest is not to exceed 12% per 

annum beginning thirty (30) days after the “presentment” (as opposed to the date) of the 
invoice.  

 
9.2 PARTIAL PAYMENTS  
 
9.2.1 Any public works Contract executed by any Agency may provide for partial payments at 

the option of the Owner with respect to materials placed along or upon the sites or stored 
at secured locations, which are suitable for use in the performance of the contract. 

 
9.2.2 When approved by the agency, partial payment may include the values of tested and 

acceptable materials of a nonperishable or noncontaminative nature which have been 
produced or furnished for incorporation as a permanent part of the work yet to be 
completed, provided acceptable provisions have been made for storage.   

 
9.2.2.1  Any allowance made for materials on hand will not exceed the delivered cost of the 

materials as verified by invoices furnished by the Contractor, nor will it exceed the 
contract bid price for the material complete in place. 

 
9.2.3 If requested by the Agency, receipted bills from all Contractors, Subcontractors, and 

material, men, etc., for the previous payment must accompany each application for payment.  
Following such a request, no payment will be made until these receipted bills have been 
received by the Owner. 

 
9.3  SUBSTANTIAL COMPLETION 
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9.3.1 When the building has been made suitable for occupancy, but still requires small items of 
miscellaneous work, the Owner will determine the date when the project has been 
substantially completed. 

 
9.3.2 If, after the Work has been substantially completed, full completion thereof is materially 

delayed through no fault of the Contractor, and without terminating the Contract, the Owner 
may make payment of the balance due for the portion of the Work fully completed and 
accepted.  Such payment shall be made under the terms and conditions governing final 
payment that it shall not constitute a waiver of claims. 

 
9.3.3 On projects where commissioning is included, the commissioning work as defined in the 

specifications must be complete prior to the issuance of substantial completion. 
 
9.4  FINAL PAYMENT 
 
9.4.1 Final payment, including the five percent (5%) retainage if determined appropriate, shall be 

made within thirty (30) days after the Work is fully completed and the Contract fully 
performed and provided that the Contractor has submitted the following closeout 
documentation (in addition to any other documentation required elsewhere in the Contract 
Documents): 

 
9.4.1.1 Evidence satisfactory to the Owner that all payrolls, material bills, and other indebtedness 

connected with the work have been paid, 
 
9.4.1.2  An acceptable RELEASE OF LIENS, 
 
9.4.1.3  Copies of all applicable warranties, 
 
9.4.1.4  As-built drawings, 
 
9.4.1.5  Operations and Maintenance Manuals, 
 
9.4.1.6  Instruction Manuals, 
 
9.4.1.7  Consent of Surety to final payment. 
 
9.4.1.8 The Owner reserves the right to retain payments, or parts thereof, for its protection until the 

foregoing conditions have been complied with, defective work corrected and all 
unsatisfactory conditions remedied. 

 
ARTICLE 10:  PROTECTION OF PERSONS AND PROPERTY 
 
10.1 The Contractor shall be responsible for initiating, maintaining, and supervising all safety 

precautions and programs in connection with the performance of the Contract.  The 
Contractor shall take all reasonable precautions to prevent damage, injury or loss to: 
workers, persons nearby who may be affected, the Work, materials and equipment to be 
incorporated, and existing property at the site or adjacent thereto.  The Contractor shall give 
notices and comply with applicable laws ordinances, rules regulations, and lawful orders of 
public authorities bearing on the safety of persons and property and their protection from 
injury, damage, or loss.  The Contractor shall promptly remedy damage and loss to property 
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at the site caused in whole or in part by the Contractor, a Subcontractor, or anyone directly 
or indirectly employed by any of them, or by anyone for whose acts they may be liable. 

 
10.2 The Contractor shall notify the Owner in the event any existing hazardous material such as 

lead, PCBs, asbestos, etc. is encountered on the project.  The Owner will arrange with a 
qualified specialist for the identification, testing, removal, handling and protection against 
exposure or environmental pollution, to comply with applicable regulation laws and 
ordinances.  The Contractor and Architect will not be required to participate in or to perform 
this operation.  Upon completion of this work, the Owner will notify the Contractor and 
Architect in writing the area has been cleared and approved by the authorities in order for the 
work to proceed.  The Contractor shall attach documentation from the authorities of said 
approval. 

 
10.3 As required in the Hazardous Chemical Information Act of June 1984, all vendors supplying 

any materials that may be defined as hazardous, must provide Material Safety Data Sheets 
for those products.  Any chemical product should be considered hazardous if it has a 
warning caution on the label relating to a potential physical or health hazard, if it is known to 
be present in the work place, and if employees may be exposed under normal conditions or 
in any foreseeable emergency situation.  Material Safety Data Sheets must be provided 
directly to the Owner along with the shipping slips that include those products. 

 
10.4 The Contractor shall certify to the Owner that materials incorporated into the Work are free 

of all asbestos.  This certification may be in the form of Material Safety Data Sheet (MSDS) 
provided by the product manufacturer for the materials used in construction, as specified or 
as provided by the Contractor. 

 
ARTICLE 11:  INSURANCE AND BONDS 
 
11.1 The Contractor shall carry all insurance required by law, such as Unemployment Insurance, 

etc.  The Contractor shall carry such insurance coverage as they desire on their own property 
such as a field office, storage sheds or other structures erected upon the project site that 
belong to them and for their own use.  The Subcontractors involved with this project shall 
carry whatever insurance protection they consider necessary to cover the loss of any of their 
personal property, etc. 

 
11.2 Upon being awarded the Contract, the Contractor shall obtain a minimum of two (2) copies 

of all required insurance certificates called for herein, and submit one (1) copy of each 
certificate, to the Owner, within 20 days of contract award. 

 
11.3 Bodily Injury Liability and Property Damage Liability Insurance shall, in addition to the 

coverage included herein, include coverage for injury to or destruction of any property 
arising out of the collapse of or structural injury to any building or structure due to 
demolition work and evidence of these coverages shall be filed with and approved by the 
Owner. 

 
11.4 The Contractor's Property Damage Liability Insurance shall, in addition to the coverage 

noted herein, include coverage on all real and personal property in their care, custody and 
control damaged in any way by the Contractor or their Subcontractors during the entire 
construction period on this project. 
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11.5 Builders Risk (including Standard Extended Coverage Insurance) on the existing building 
during the entire construction period, may be provided by the Contractor under this contract.  
The Owner shall insure the existing building and all of its contents and all this new alteration 
work under this contract during entire construction period for the full insurable value of the 
entire work at the site.  Note, however, that the Contractor and their Subcontractors shall be 
responsible for insuring building materials (installed and stored) and their tools and 
equipment whenever in use on the project, against fire damage, theft, vandalism, etc. 

 
11.6 Certificates of the insurance company or companies stating the amount and type of 

coverage, terms of policies, etc., shall be furnished to the Owner, within 20 days of contract 
award. 

 
11.7 The Contractor shall, at their own expense, (in addition to the above) carry the following 

forms of insurance: 
 
11.7.1  Contractor's Contractual Liability Insurance 
 
  Minimum coverage to be: 
 

Bodily Injury $500,000 for each person 
 $1,000,000 for each occurrence 
 $1,000,000 aggregate 

 
Property Damage $500,000 for each occurrence 

 $1,000,000 aggregate 
  
11.7.2  Contractor's Protective Liability Insurance 
 
  Minimum coverage to be: 
 

Bodily Injury $500,000 for each person 
 $1,000,000 for each occurrence 
 $1,000,000 aggregate 

 
Property Damage $500,000 for each occurrence 

 $500,000 aggregate 
 
11.7.3  Automobile Liability Insurance 
 
  Minimum coverage to be: 
 

Bodily Injury $1,000,000 for each person 
 $1,000,000 for each occurrence 

Property Damage $500,000 per accident 
  
11.7.4 Prime Contractor's and Subcontractors' policies shall include contingent and contractual 

liability coverage in the same minimum amounts as 11.7.1 above. 
 
11.7.5  Workmen's Compensation (including Employer's Liability): 
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11.7.5.1  Minimum Limit on employer's liability to be as required by law. 
 
11.7.5.2  Minimum Limit for all employees working at one site. 
 
11.7.6  Certificates of Insurance must be filed with the Owner guaranteeing fifteen (15) days prior 

notice of cancellation, non-renewal, or any change in coverages and limits of liability shown 
as included on certificates. 

 
11.7.7    Social Security Liability 
 
11.7.7.1 With respect to all persons at any time employed by or on the payroll of the Contractor or 

performing any work for or on their behalf, or in connection  with or arising out of the 
Contractor’s business, the Contractor shall accept full and exclusive liability for the payment 
of any and all contributions or taxes or unemployment insurance, or old age retirement 
benefits, pensions or annuities now or hereafter imposed by the Government of the United 
States and the State or political subdivision thereof, whether the same be measured by 
wages, salaries or other remuneration paid to such persons or otherwise. 

 
11.7.7.2 Upon request, the Contractor shall furnish Owner such information on payrolls or 

employment records as may be necessary to enable it to fully comply with the law imposing 
the aforesaid contributions or taxes. 

 
11.7.7.3 If the Owner is required by law to and does pay any and/or all of the aforesaid contributions 

or taxes, the Contractor shall forthwith reimburse the Owner for the entire amount so paid by 
the Owner. 

 
ARTICLE 12:  UNCOVERING AND CORRECTION OF WORK 
 
12.1 The Contractor shall promptly correct Work rejected by the Owner or failing to conform to 

the requirements of the Contract Documents, whether observed before or after Substantial 
Completion and whether or not fabricated, installed or completed, and shall correct any 
Work found to be not in accordance with the requirements of the Contract Documents within 
a period of two years from the date of Substantial Completion, or by terms of an applicable 
special warranty required by the Contract Documents.  The provisions of this Article apply 
to work done by Subcontractors as well as to Work done by direct employees of the 
Contractor. 

 
12.2 At any time during the progress of the work, or in any case where the nature of the defects 

shall be such that it is not expedient to have them corrected, the Owner, at their option, shall 
have the right to deduct such sum, or sums, of money from the amount of the contract as 
they consider justified to adjust the difference in value between the defective work and that 
required under contract including any damage to the structure. 

 
ARTICLE 13:  MISCELLANEOUS PROVISIONS 
 
13.1  CUTTING AND PATCHING 
 
13.1.1 The Contractor shall be responsible for all cutting and patching.  The Contractor shall 

coordinate the work of the various trades involved. 
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13.2  DIMENSIONS 
 
13.2.1 All dimensions shown shall be verified by the Contractor by actual measurements at the 

project site.  Any discrepancies between the drawings and specifications and the existing 
conditions shall be referred to the Owner for adjustment before any work affected thereby 
has been performed. 

 
13.3  LABORATORY TESTS   
 
13.3.1 Any specified laboratory tests of material and finished articles to be incorporated in the work 

shall be made by bureaus, laboratories or agencies approved by the Owner and reports of 
such tests shall be submitted to the Owner.  The cost of the testing shall be paid for by the 
Contractor. 

 
13.3.2 The Contractor shall furnish all sample materials required for these tests and shall deliver 

same without charge to the testing laboratory or other designated agency when and where 
directed by the Owner. 

 
13.4  ARCHAEOLOGICAL EVIDENCE 
 
13.4.1 Whenever, in the course of construction, any archaeological evidence is encountered on the 

surface or below the surface of the ground, the Contractor shall notify the authorities of the 
State Historic Preservation Office and suspend work in the immediate area for a reasonable 
time to permit those authorities, or persons designated by them, to examine the area and 
ensure the proper removal of the archaeological evidence for suitable preservation by the 
Division of Historical and Cultural Affairs. 

 
13.5  GLASS REPLACEMENT AND CLEANING  
 
13.5.1 The General Contractor shall replace without expense to the Owner all glass broken during 

the construction of the project.  If job conditions warrant, at completion of the job the 
General Contractor shall have all glass cleaned and polished. 

 
13.6  WARRANTY  
 
13.6.1 For a period of two (2) years from the date of substantial completion, as evidenced by the 

date of final acceptance of the work, the contractor warrants that work performed under this 
contract conforms to the contract requirements and is free of any defect of equipment, 
material or workmanship performed by the contractor or any of his subcontractors or 
suppliers.  However, manufacturer's warranties and guarantees, if for a period longer than 
two (2) years, shall take precedence over the above warranties.  The contractor shall remedy, 
at his own expense, any such failure to conform or any such defect.  The protection of this 
warranty shall be included in the Contractor's Performance Bond. 

 
ARTICLE 14:  TERMINATION OF CONTRACT 
 
14.1 If the Contractor defaults or persistently fails or neglects to carry out the Work in accordance 

with the Contract Documents or fails to perform a provision of the Contract, the Owner, 
after seven days written notice to the Contractor, may make good such deficiencies and may 
deduct the cost thereof from the payment then or thereafter due the Contractor.  
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Alternatively, at the Owner's option, and the Owner may terminate the Contract and take 
possession of the site and of all materials, equipment, tools, and machinery thereon owned 
by the Contractor and may finish the Work by whatever method the Owner may deem 
expedient.  If the costs of finishing the Work exceed any unpaid compensation due the 
Contractor, the Contractor shall pay the difference to the Owner. 

 
14.2 “If the continuation of this Agreement is contingent upon the appropriation of adequate 

state, or federal funds, this Agreement may be terminated on the date beginning on the 
first fiscal year for which funds are not appropriated or at the exhaustion of the 
appropriation.  The Owner may terminate this Agreement by providing written notice to 
the parties of such non-appropriation.  All payment obligations of the Owner will cease 
upon the date of termination.  Notwithstanding the foregoing, the Owner agrees that it 
will use its best efforts to obtain approval of necessary funds to continue the Agreement 
by taking appropriate action to request adequate funds to continue the Agreement.” 

 
 
 END OF GENERAL REQUIREMENTS 
 



(00 81 14- 2017) 

EMPLOYEE DRUG TESTING REPORT FORM 
 Period Ending:     

 
4104 Regulations for the Drug Testing of Contractor and Subcontractor Employees Working on Large 
Public Works Projects requires that Contractors and Subcontractors who work on Large Public Works 
Contracts funded all or in part with public funds maintain testing data that includes but is not limited to 
the data elements below. 
 
 
Project Number:           
 
Project Name:            
 
Contractor/Subcontractor Name:         
 
Contractor/Subcontractor Address:         
             
             
 
Number of employees who worked on the jobsite during the report period:    
 
Number of employees subject to random testing during the report period:    
 
Number of Negative Results       Number of Positive Results    
 
Action taken on employee(s) in response to a failed or positive random test: 
              
              
              
 
Date: _______________ 
 
 
 
 
This form is not required to be submitted to the Owner.  Included as a reference to show information 
required to be maintained by the Contractor.  The Owner shall have the right to periodically audit all 
Contractor and Subcontractor test results at the Contractor’s or Subcontractor’s offices (or by other means 
to make the data available for inspection by the Owner). 
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(00 81 14- 2017) 

EMPLOYEE DRUG TESTING  
REPORT OF POSITIVE RESULTS 

 
4104 Regulations for the Drug Testing of Contractor and Subcontractor Employees Working on Large 
Public Works Projects requires that Contractors and Subcontractors who work on Large Public Works 
Contracts funded all or in part with public funds to notify the Owner in writing of a positive random drug 
test. 
 
 
Project Number:           
 
Project Name:            
 
Contractor/Subcontractor Name:         
 
Contractor/Subcontractor Address:         
             
             
 
Name of employee with positive test result:       
 
Last 4 digits of employee SSN:    
 
Date test results received:     
 
Action taken on employee in response to a positive test result: 
              
              
              
 
 
Authorized Representative of Contractor/Subcontractor:        

(typed or printed) 
 
Authorized Representative of Contractor/Subcontractor:        

     (signature) 
 
Date: _______________ 
 
 
This form shall be sent by mail to the Owner within 24 hours of receipt of test results.    
 
Enclose this test results form in a sealed envelope with the notation "Drug Testing Form – DO NOT 
OPEN" on the face thereof and place in a separate mailing envelope. 
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SECTION 00 81 14 
 
 DRUG TESTING FORMS 
 
 
The Office of Management and Budget (OMB) has developed the 4014 regulations as part of the Delaware 
Code that requires Contractors and Subcontractors to implement a program of mandatory drug testing for 
Employees who work on Large Public Works Contracts funded all or in part with public funds pursuant to 29 
Del.C. §6908(a)(6).  The regulations establish the mechanism, standards and requirements of a Mandatory 
Drug Testing Program that will be incorporated by reference into this Contract awarded pursuant to 29 Del.C. 
§6962.  Sample copies of Testing Report Forms maintained and/or submitted pursuant to the requirements of 
4014 regulations for this Project are included herewith. 
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SECTION 01 11 00 

 
 SUMMARY OF WORK 
 
PART 1 - GENERAL 

 
1.1 WORK COVERED BY CONTRACT DOCUMENTS 
 

Work to be accomplished in accord with this contract includes removal of existing storm drain 
system and replace with 1,530 LF of various sizes of HDPE storm drain pipe and associated 
structures as shown and noted on the project construction plans. 

 
1.2 RELATED DOCUMENTS 
 

Drawings, specifications and general provisions of the Contract, including General and 
Supplementary Conditions and other Division 01 specifications sections apply to this section.  

 
1.3 CONTRACT 
 

The specified work is to be accomplished under a single Base Bid. 
 
1.4 WORK SCHEDULE 
 

Building will be occupied during construction.  Contractor will work with abatement contractor, 
who will be under separate contract, to coordinate demolition and installation of window units.  
A construction schedule based upon the contracted work shall be submitted by the contractor for 
discussion at the preconstruction meeting and revised as agreed to and submitted to Architect and 
Owner.   

 
1.5 CONTRACT DURATION 
 
 Project is estimated to have a three (3) month construction time.  However, no physical 

construction shall begin before June 8, 2020 and must be completed by July 31, 2020. 
 
1.6 USE OF PREMISES 

 
Use of premises by Contractor to be limited to specified work areas and approved storage and 
staging areas.   

 
1.7 CODES 
 

All work shall be performed in accordance with the applicable codes and rules and regulations of 
the regulatory agencies which have jurisdiction over this project and its location. 
 

1.8 PROGRESS MEETINGS 
 

In addition to a pre-construction meeting, progress meetings will be held bi-weekly during the 
course of the project at dates and times to be announced. 
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1.9 DELIVERED MATERIALS 
 

Under no circumstances will Sussex Tech sign as received any materials delivered to the job. 
  

1.10 PERMITS AND LICENSES 
 

All required permits will be paid for and obtained by the Contractor.  In addition, all Contractors 
must be licensed by the State of Delaware. 
 

1.11 MANDATORY EMPLOYEE DRUG TESTING 
 
 The Contractor shall provide mandatory employee drug testing in accordance with 29 Del. C 

§6908(a)(6). 
 

PART 2 - PRODUCTS 
 Not Used 
 
PART 3 - EXECUTION 
 Not Used 
 

 
 

 END OF SECTION 



Sussex Tech High School  Underground Pipe Drainage Football Field 
Georgetown, Delaware SUS201373_CONST_FIELD  
 
 

 �
1147A004.A01 Measurement and Payment / 01 20 00 

Page 1 

 SECTION 01025 
 
 MEASUREMENT AND PAYMENT 
 
 
PART 1 - GENERAL 
 

A. Payment for materials furnished and work done under this contract will be made as herein 
below stipulated, for the actual amount of materials supplied and work done under 
authorization of the Engineer and in accordance with the prices bid in the Bid Form; and 
the Contractor shall not be entitled to receive additional compensation for anything 
furnished or done, except for such extra work as shall be authorized by written order. 

 
B. It is intended that all work shown on the contract drawings and included in the 

specifications is to be paid for under the items listed in the bid form.  The absence from 
the Bid Form of bid items for any specific category of work shall be interpreted as 
meaning that the cost of such work, accomplished as defined by the contract documents, 
shall be included in the prices bid for related items listed in the Bid Form. 

 
C. Contractor shall determine the location of all right-of-way lines and property lines to his 

own satisfaction.  All utilities are to be constructed within the street right-of-way and 
easement areas.  Any disturbed areas beyond the right-of-way of streets and easement 
lines shall be restored immediately to their original condition.  Payment for this work 
shall be included in the cost of items bid. 

 
D. Contractor shall provide stakeout survey necessary for the installation of utility work and 

appurtenances, and determination of right-of-way.  Payment for this work shall be 
included in the cost of items bid. 

 
E. Contractor shall remove and immediately replace, relocate, reset or reconstruct at no 

additional cost all obstructions in the work area, including, but not limited to, mailboxes, 
signs, landscaping, lighting, planters, culverts, driveways, parking areas, curbs, gutters, 
fences or other natural or man-made obstructions.  Traffic control, regulatory, warning 
and informational signs shall remain functional and visible to the appropriate lanes of 
traffic at all times, with their relocation kept to a minimum distance.  The cost shall be 
included in the cost of items bid. 

 
 
PART 2 - DESCRIPTION 
 
2.1 BASE BID LUMP SUM 

 
A. The unit price bid for remove existing CMP and replace with HPDE storm drain pipe 

shall include, but not be limited to, the following: 
 

1. HPDE pipe of the class specified; 
2. cast-in-place or precast structure; 
3. sawcut and removal of pavement surface; 
4. unclassified excavation, removal, storage, re-hauling and replacement of all 
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material encountered during excavation of the trenches for pipe; 
5. removal and disposal of existing piping to be removed; 
6. demolition and disposal of existing structures as required to install the new storm 

drain system; 
7. disposal of excavated material not suitable for refill or in excess of the quantities 

required for refill including sidewalk and curb; 
8. furnishing and placing of all pipe, structures and appurtenances; 
9. connection of existing or new pipe to existing or new manholes, catch basins and 

storm drain; 
10. cut, plug and grout full sections of CMP pipe to be abandoned in place. 
11. placing and removal of sheeting and bracing; 
12. de-watering or other disposal of water; 
13. Maintenance of traffic; 
14. replace asphalt paving including stone base (per applicable detail), curbing, 

sidewalk, brick pavers, and driveway (in kind), which is disturbed, removed, or 
damaged as a result of the installation; 

15. restoring all disturbed areas, including topsoil and sod; 
16. support and protection of all utilities and structures to remain; 
17. repair and/or replacement of any portions of turf irrigation system damaged by 

construction; 
18. backfilling of the trench with material from the excavation as detailed; 
19. replacement of all traffic markings if damaged, and  
20. all else necessary and incidental to the complete and acceptable installation. 

 
B. No measurement will be made.  

 
C. Payment will be for the lump sum price provided. 

 
2.2 BID ITEM FOR EXCAVATION BELOW SUBGRADE, FURNISH AND INSTALL GABC AT 

THE DIRECTION OF THE ENGINEER (Unit Price Bid Item 1) 
 

A. The price bid for excavation below subgrade and furnish and install GABC at the 
directions of the Engineer shall include and cover the furnishing of all equipment, labor, 
tools, materials, excavation, hauling, additional placing and removal of sheeting, 
disposing of unsuitable material, furnishing, placing and compacting GABC (crusher run) 
and all incidentals necessary to complete this item of work as authorized by the Engineer. 
 This item will only be used for excavation of subgrade when, in the opinion of the 
Engineer, suitable existing subgrade material does not exist. 

 
B. Measurement for quantities of excavation below subgrade and refill with GABC (crusher 

run) will be based upon the authorized depth and length and trench width shown on the 
drawings. 

 
C. Payment for all work in connection with excavation below subgrade and refill with 

GABC (crusher run) will be made at the unit price bid for the volume of GABC placed 
within the limits defined herein. 

 
2.3 BID ITEM FOR FURNISH, INSTALL, AND COMPACT SELECT FILL AT THE DIRECTION 

OF THE ENGINEER (Unit Price Bid Item 2)  
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A. Furnishing and placing select backfill shall include and cover furnishing, placing and 
compacting select backfill, disposal of unsuitable material and all other incidental work 
as authorized by the Engineer. This item is only to be used if sufficient suitable material 
is not available from on-site sources. 

 
B. Measurement for quantities of select backfill will be based upon the authorized depth of 

placement in trench and trench payment width and length. 
 

C. Payment for all work in connection with select backfill will be made at the unit price bid 
for the volume actually furnished and placed within the limits defined herein and as 
authorized by the Engineer.  

 
2.4 BID ITEM FOR SECURING MODIFIED PROCTOR TESTS ASTM D1557 (Unit Price Bid 

Item 3) 
 

A. The price bid shall include excavation to secure samples for testing in locations as 
directed by the Engineer, paying a testing laboratory for all tests performed including 
travel for testing agency to obtain sample, and furnishing a copy of test results directly to 
the Engineer. 

 
B. Payment will be made for each test at the unit bid price. 

 
2.5 BID ITEM FOR FIELD DENSITY TESTS (Unit Price Bid Item 4) 
 

A. The price bid shall include excavation and backfill to secure the test in locations as 
directed by the Engineer, paying a testing laboratory for all tests performed, travel, and 
furnishing a copy of test results to the Engineer. 

 
B. Payment will be made, at the unit price bid, for only those tests which confirm 

compliance with specification requirements for compacting of backfill or fill material. 
 
 
 

END OF SECTION 
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SECTION 01 22 00 

UNIT PRICES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for unit prices. 

B. Related Requirements: 

1. Section 01 26 00 "Contract Modification Procedures" for procedures for submitting and 
handling Change Orders. 

2. Section 01 40 00 "Quality Requirements" for general testing and inspecting requirements. 

1.3 DEFINITIONS 

A. Unit price is an amount incorporated in the Agreement, applicable during the duration of the 
Work as a price per unit of measurement for materials, equipment, or services, or a portion of 
the Work, added to or deducted from the Contract Sum by appropriate modification, if the scope 
of Work or estimated quantities of Work required by the Contract Documents are increased or 
decreased. 

1.4 PROCEDURES 

A. Unit prices include all necessary material, plus cost for delivery, installation, insurance, 
applicable taxes, overhead, and profit. 

B. Measurement and Payment:  See individual Specification Sections for work that requires 
establishment of unit prices.  Methods of measurement and payment for unit prices are specified 
in those Sections. 

C. Owner reserves the right to reject Contractor's measurement of work-in-place that involves use 
of established unit prices and to have this work measured, at Owner's expense, by an 
independent surveyor acceptable to Contractor. 

D. List of Unit Prices:  A schedule of unit prices is included in Part 4.  Specification Sections 
referenced in the schedule contain requirements for materials described under each unit price. 
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PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

PART 4  - UNIT PRICES 
 
Unit Prices conform to the applicable project specification section 01 22 00 – Unit Prices.    
 
 

UNIT PRICES - ITEM NO. & DESCRIPTION UNIT 

1. Excavation below subgrade and GABC refill. CY 

2. Furnish, install and compact select fill. CY 

3. Secure modified proctor test. EA 

4. Perform field density tests. EA 

 

 

END OF SECTION 
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SECTION 01 26 00 

CONTRACT MODIFICATION PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for handling and processing 
Contract modifications. 

1.3 CHANGES IN THE WORK 

A. Architect will issue supplemental instructions authorizing changes in the Work.  

1.4 PROPOSAL REQUESTS 

A. Owner-Initiated Proposal Requests:  Architect will issue a detailed description of proposed 
changes in the Work that may require adjustment to the Contract Sum or the Contract Time.  If 
necessary, the description will include supplemental or revised Drawings and Specifications. 

1. Work Change Proposal Requests issued by Architect are not instructions either to stop 
work in progress or to execute the proposed change. 

2. Within time specified in Proposal Request or 20 days, when not otherwise specified, after 
receipt of Proposal Request, submit a quotation estimating cost adjustments to the 
Contract Sum and the Contract Time necessary to execute the change. 

a. Include a list of quantities of products required or eliminated and unit costs, with 
total amount of purchases and credits to be made.  If requested, furnish survey data 
to substantiate quantities. 

b. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade 
discounts. 

c. Include costs of labor and supervision directly attributable to the change. 
d. Include an updated Contractor's construction schedule that indicates the effect of 

the change, including, but not limited to, changes in activity duration, start and 
finish times, and activity relationship.  Use available total float before requesting 
an extension of the Contract Time. 

e. Quotation Form:  Use forms acceptable to Architect. 
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B. Contractor-Initiated Proposals:  If latent or changed conditions require modifications to the 
Contract, Contractor may initiate a claim by submitting a request for a change to Architect. 

1. Include a statement outlining reasons for the change and the effect of the change on the 
Work.  Provide a complete description of the proposed change.  Indicate the effect of the 
proposed change on the Contract Sum and the Contract Time. 

2. Include a list of quantities of products required or eliminated and unit costs, with total 
amount of purchases and credits to be made.  If requested, furnish survey data to 
substantiate quantities. 

3. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade 
discounts. 

4. Include costs of labor and supervision directly attributable to the change. 
5. Include an updated Contractor's construction schedule that indicates the effect of the 

change, including, but not limited to, changes in activity duration, start and finish times, 
and activity relationship.  Use available total float before requesting an extension of the 
Contract Time. 

6. Proposal Request Form:  Use form acceptable to Architect. 

1.5 ADMINISTRATIVE CHANGE ORDERS 

A. Unit-Price Adjustment:  See Section 01 22 00 "Unit Prices" for administrative procedures for 
preparation of Change Order Proposal for adjusting the Contract Sum to reflect measured scope 
of unit-price work. 

1.6 CHANGE ORDER PROCEDURES 

A. On Owner's approval of a Work Changes Proposal Request, Architect will issue a Change Order 
for signatures of Owner and Contractor on AIA Document G701. 

1.7 CONSTRUCTION CHANGE DIRECTIVE 

A. Work Change Directive:  Architect may issue a Work Change Directive on 
AIA Document G714.  Work Change Directive instructs Contractor to proceed with a change in 
the Work, for subsequent inclusion in a Change Order. 

1. Work Change Directive contains a complete description of change in the Work.  It also 
designates method to be followed to determine change in the Contract Sum or the 
Contract Time. 

B. Documentation:  Maintain detailed records on a time and material basis of work required by the 
Work Change Directive. 

1. After completion of change, submit an itemized account and supporting data necessary to 
substantiate cost and time adjustments to the Contract. 
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PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 
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SECTION 01 29 00 

PAYMENT PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements necessary to prepare and process 
Applications for Payment. 

B. Related Requirements: 

1. Section 01 22 00 "Unit Prices" for administrative requirements governing the use of unit 
prices. 

2. Section 01 26 00 "Contract Modification Procedures" for administrative procedures for 
handling changes to the Contract. 

3. Section 01 32 00 "Construction Progress Documentation" for administrative requirements 
governing the preparation and submittal of the Contractor's construction schedule. 

1.3 DEFINITIONS 

A. Schedule of Values:  A statement furnished by Contractor allocating portions of the Contract 
Sum to various portions of the Work and used as the basis for reviewing Contractor's 
Applications for Payment. 

1.4 SCHEDULE OF VALUES 

A. Coordination:  Coordinate preparation of the schedule of values with preparation of Contractor's 
construction schedule. 

1. Coordinate line items in the schedule of values with other required administrative forms 
and schedules, including the following: 

a. Application for Payment forms with continuation sheets. 
b. Submittal schedule. 
c. Items required to be indicated as separate activities in Contractor's construction 

schedule. 
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2. Submit the schedule of values to Architect at earliest possible date, but no later than 
seven days before the date scheduled for submittal of initial Applications for Payment. 

B. Format and Content:  Use Project Manual table of contents as a guide to establish line items for 
the schedule of values.  Provide at least one line item for each Specification Section. 

1. Identification:  Include the following Project identification on the schedule of values: 

a. Project name and location. 
b. Name of Architect. 
c. Architect's project number. 
d. Contractor's name and address. 
e. Date of submittal. 

2. Arrange schedule of values consistent with format of AIA Document G703. 

3. Provide a breakdown of the Contract Sum in enough detail to facilitate continued 
evaluation of Applications for Payment and progress reports.  Coordinate with Project 
Manual table of contents.  Provide multiple line items for principal subcontract amounts 
in excess of five percent of the Contract Sum. 

a. Include separate line items under Contractor and principal subcontracts for Project 
closeout requirements in an amount totaling five percent of the Contract Sum and 
subcontract amount. 

4. Round amounts to nearest whole dollar; total shall equal the Contract Sum. 
5. Provide a separate line item in the schedule of values for each part of the Work where 

Applications for Payment may include materials or equipment purchased or fabricated 
and stored, but not yet installed. 

a. Differentiate between items stored on-site and items stored off-site.  If required, 
include evidence of insurance. 

6. Provide separate line items in the schedule of values for initial cost of materials, for each 
subsequent stage of completion, and for total installed value of that part of the Work. 

7. Each item in the schedule of values and Applications for Payment shall be complete.  
Include total cost and proportionate share of general overhead and profit for each item. 

a. Temporary facilities and other major cost items that are not direct cost of actual 
work-in-place may be shown either as separate line items in the schedule of values 
or distributed as general overhead expense, at Contractor's option. 

8. Schedule Updating:  Update and resubmit the schedule of values before the next 
Applications for Payment when Change Orders or Construction Change Directives result 
in a change in the Contract Sum. 
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1.5 APPLICATIONS FOR PAYMENT 

A. Each Application for Payment following the initial Application for Payment shall be consistent 
with previous applications and payments as certified by Architect and paid for by Owner. 

1. Initial Application for Payment, Application for Payment at time of Substantial 
Completion, and final Application for Payment involve additional requirements. 

B. Payment Application Times:  The date for each progress payment is indicated in the Agreement 
between Owner and Contractor.  The period of construction work covered by each Application 
for Payment is the period indicated in the Agreement. 

C. Application for Payment Forms:  Use AIA Document G702 and AIA Document G703 as form 
for Applications for Payment. 

D. Application Preparation:  Complete every entry on form.  Notarize and execute by a person 
authorized to sign legal documents on behalf of Contractor.  Architect will return incomplete 
applications without action. 

1. Entries shall match data on the schedule of values and Contractor's construction schedule.  
Use updated schedules if revisions were made. 

2. Include amounts for work completed following previous Application for Payment, 
whether or not payment has been received.  Include only amounts for work completed at 
time of Application for Payment. 

3. Include amounts of Change Orders and Construction Change Directives issued before last 
day of construction period covered by application. 

4. Indicate separate amounts for work being carried out under Owner-requested project 
acceleration. 

E. Stored Materials:  Include in Application for Payment amounts applied for materials or 
equipment purchased or fabricated and stored, but not yet installed.  Differentiate between items 
stored on-site and items stored off-site. 

1. Provide certificate of insurance, evidence of transfer of title to Owner, and consent of 
surety to payment, for stored materials. 

2. Provide supporting documentation that verifies amount requested, such as paid invoices.  
Match amount requested with amounts indicated on documentation; do not include 
overhead and profit on stored materials. 

3. Provide summary documentation for stored materials indicating the following: 

a. Value of materials previously stored and remaining stored as of date of previous 
Applications for Payment. 

b. Value of previously stored materials put in place after date of previous Application 
for Payment and on or before date of current Application for Payment. 

c. Value of materials stored since date of previous Application for Payment and 
remaining stored as of date of current Application for Payment. 

F. Transmittal:  Submit three signed and notarized original copies of each Application for Payment 
to Architect by a method ensuring receipt within 24 hours.  One copy shall include waivers of 
lien and similar attachments if required. 
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1. Transmit each copy with a transmittal form listing attachments and recording appropriate 
information about application. 

G. Waivers of Mechanic's Lien:  With each Application for Payment, submit waivers of mechanic's 
lien from entities lawfully entitled to file a mechanic's lien arising out of the Contract and 
related to the Work covered by the payment. 

1. Submit partial waivers on each item for amount requested in previous application, after 
deduction for retainage, on each item. 

2. When an application shows completion of an item, submit conditional final or full 
waivers. 

3. Owner reserves the right to designate which entities involved in the Work must submit 
waivers. 

4. Waiver Forms:  Submit executed waivers of lien on forms acceptable to Owner. 

H. Initial Application for Payment:  Administrative actions and submittals that must precede or 
coincide with submittal of first Application for Payment include the following: 

1. List of subcontractors. 
2. Schedule of values. 
3. Contractor's construction schedule (preliminary if not final). 
4. Schedule of unit prices. 
5. Submittal schedule (preliminary if not final). 
6. List of Contractor's staff assignments. 
7. List of Contractor's principal consultants. 
8. Copies of authorizations and licenses from authorities having jurisdiction for 

performance of the Work. 
9. Initial progress report. 
10. Report of preconstruction conference. 
11. Certificates of insurance and insurance policies. 
12. Performance and payment bonds. 
13. Data needed to acquire Owner's insurance. 

I. Application for Payment at Substantial Completion:  After Architect issues the Certificate of 
Substantial Completion, submit an Application for Payment showing 100 percent completion 
for portion of the Work claimed as substantially complete. 

1. Include documentation supporting claim that the Work is substantially complete and a 
statement showing an accounting of changes to the Contract Sum. 

2. This application shall reflect Certificate(s) of Substantial Completion issued previously 
for Owner occupancy of designated portions of the Work. 

J. Final Payment Application:  After completing Project closeout requirements, submit final 
Application for Payment with releases and supporting documentation not previously submitted 
and accepted, including, but not limited, to the following: 

1. Evidence of completion of Project closeout requirements. 
2. Insurance certificates for products and completed operations where required and proof 

that taxes, fees, and similar obligations were paid. 
3. Updated final statement, accounting for final changes to the Contract Sum. 
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4. AIA Document G706, "Contractor's Affidavit of Payment of Debts and Claims." 
5. AIA Document G706A, "Contractor's Affidavit of Release of Liens." 
6. AIA Document G707, "Consent of Surety to Final Payment." 
7. Evidence that claims have been settled. 
8. Final meter readings for utilities, a measured record of stored fuel, and similar data as of 

date of Substantial Completion or when Owner took possession of and assumed 
responsibility for corresponding elements of the Work. 

9. Final liquidated damages settlement statement. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

 

END OF SECTION 
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SECTION 01 31 00 

PROJECT MANAGEMENT AND COORDINATION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative provisions for coordinating construction operations on Project 
including, but not limited to, the following: 

1. General coordination procedures. 
2. Coordination drawings. 
3. Requests for Information (RFIs). 
4. Project meetings. 

B. Each contractor shall participate in coordination requirements.  Certain areas of responsibility 
are assigned to a specific contractor. 

C. Related Requirements: 

1. Section 01 32 00 "Construction Progress Documentation" for preparing and submitting 
Contractor's construction schedule. 

2. Section 01 73 00 "Execution" for procedures for coordinating general installation and 
field-engineering services, including establishment of benchmarks and control points. 

3. Section 01 77 00 "Closeout Procedures" for coordinating closeout of the Contract. 

1.3 DEFINITIONS 

A. RFI:  Request from Owner, Architect, or Contractor seeking information required by or 
clarifications of the Contract Documents. 

1.4 INFORMATIONAL SUBMITTALS 

A. Subcontract List:  Prepare a written summary identifying individuals or firms proposed for each 
portion of the Work, including those who are to furnish products or equipment fabricated to a 
special design. Include the following information in tabular form: 

1. Name, address, and telephone number of entity performing subcontract or supplying 
products. 
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2. Number and title of related Specification Section(s) covered by subcontract. 
3. Drawing number and detail references, as appropriate, covered by subcontract. 

B. Key Personnel Names:  Within 15 days of starting construction operations, submit a list of key 
personnel assignments, including superintendent and other personnel in attendance at Project 
site.  Identify individuals and their duties and responsibilities; list addresses and telephone 
numbers, including home, office, and cellular telephone numbers and e-mail addresses.  Provide 
names, addresses, and telephone numbers of individuals assigned as alternates in the absence of 
individuals assigned to Project. 

1. Post copies of list in project meeting room, in temporary field office and by each 
temporary telephone.  Keep list current at all times. 

1.5 GENERAL COORDINATION PROCEDURES 

A. Coordination:  Coordinate construction operations included in different Sections of the 
Specifications to ensure efficient and orderly installation of each part of the Work.  Coordinate 
construction operations, included in different Sections that depend on each other for proper 
installation, connection, and operation. 

1. Schedule construction operations in sequence required to obtain the best results where 
installation of one part of the Work depends on installation of other components, before 
or after its own installation. 

2. Coordinate installation of different components to ensure maximum performance and 
accessibility for required maintenance, service, and repair. 

3. Make adequate provisions to accommodate items scheduled for later installation. 

B. Prepare memoranda for distribution to each party involved, outlining special procedures 
required for coordination.  Include such items as required notices, reports, and list of attendees 
at meetings. 

1. Prepare similar memoranda for Owner and separate contractors if coordination of their 
Work is required. 

C. Administrative Procedures:  Coordinate scheduling and timing of required administrative 
procedures with other construction activities to avoid conflicts and to ensure orderly progress of 
the Work.  Such administrative activities include, but are not limited to, the following: 

1. Preparation of Contractor's construction schedule. 
2. Preparation of the schedule of values. 
3. Installation and removal of temporary facilities and controls. 
4. Delivery and processing of submittals. 
5. Progress meetings. 
6. Pre-installation conferences. 
7. Project closeout activities. 
8. Startup and adjustment of systems. 
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D. Conservation:  Coordinate construction activities to ensure that operations are carried out with 
consideration given to conservation of energy, water, and materials.  Coordinate use of 
temporary utilities to minimize waste. 

1. Salvage materials and equipment involved in performance of, but not actually 
incorporated into, the Work.  See other Sections for disposition of salvaged materials that 
are designated as Owner's property. 

1.6 REQUESTS FOR INFORMATION (RFIs) 

A. General:  Immediately on discovery of the need for additional information or interpretation of 
the Contract Documents, Contractor shall prepare and submit an RFI in the form specified. 

1. Architect will return RFIs submitted to Architect by other entities controlled by 
Contractor with no response. 

2. Coordinate and submit RFIs in a prompt manner so as to avoid delays in Contractor's 
work or work of subcontractors. 

B. Content of the RFI:  Include a detailed, legible description of item needing information or 
interpretation and the following: 

1. Project name. 
2. Project number. 
3. Date. 
4. Name of Contractor. 
5. Name of Architect. 
6. RFI number, numbered sequentially. 
7. RFI subject. 
8. Specification Section number and title and related paragraphs, as appropriate. 
9. Drawing number and detail references, as appropriate. 
10. Field dimensions and conditions, as appropriate. 
11. Contractor's suggested resolution.  If Contractor's suggested resolution impacts the 

Contract Time or the Contract Sum, Contractor shall state impact in the RFI. 
12. Contractor's signature. 
13. Attachments:  Include sketches, descriptions, measurements, photos, Product Data, Shop 

Drawings, coordination drawings, and other information necessary to fully describe items 
needing interpretation. 

a. Include dimensions, thicknesses, structural grid references, and details of affected 
materials, assemblies, and attachments on attached sketches. 

C. RFI Forms:  Acceptable to Architect. 

1. Attachments shall be electronic files in Adobe Acrobat PDF format. 

D. Architect's Action:  Architect will review each RFI, determine action required, and respond.  
Allow seven working days for Architect's response for each RFI.  RFIs received by Architect 
after 1:00 p.m. will be considered as received the following working day. 
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1. The following Contractor-generated RFIs will be returned without action: 

a. Requests for approval of submittals. 
b. Requests for approval of substitutions. 
c. Requests for approval of Contractor's means and methods. 
d. Requests for coordination information already indicated in the Contract 

Documents. 
e. Requests for adjustments in the Contract Time or the Contract Sum. 
f. Requests for interpretation of Architect's actions on submittals. 
g. Incomplete RFIs or inaccurately prepared RFIs. 

2. Architect's action may include a request for additional information, in which case 
Architect's time for response will date from time of receipt of additional information. 

3. Architect's action on RFIs that may result in a change to the Contract Time or the 
Contract Sum may be eligible for Contractor to submit Change Proposal according to 
Section 012600 "Contract Modification Procedures." 

a. If Contractor believes the RFI response warrants change in the Contract Time or 
the Contract Sum, notify Architect in writing within 10 days of receipt of the RFI 
response. 

E. RFI Log:  Prepare, maintain, and submit a tabular log of RFIs organized by the RFI number.  
Submit log bi-weekly.  Use log acceptable to Architect with not less than the following: 

1. Project name. 
2. Name and address of Contractor. 
3. Name and address of Architect. 
4. RFI number including RFIs that were returned without action or withdrawn. 
5. RFI description. 
6. Date the RFI was submitted. 
7. Date Architect's response was received. 

F. On receipt of Architect's action, update the RFI log and immediately distribute the RFI response 
to affected parties.  Review response and notify Architect within seven days if Contractor 
disagrees with response. 

1. Identification of related Minor Change in the Work, Construction Change Directive, and 
Proposal Request, as appropriate. 

2. Identification of related Field Order, Work Change Directive, and Proposal Request, as 
appropriate. 

1.7 PROJECT MEETINGS 

A. General:  Schedule and conduct meetings and conferences at Project site unless otherwise 
indicated. 

1. Attendees:  Inform participants and others involved, and individuals whose presence is 
required, of date and time of each meeting.  Notify Owner and Architect of scheduled 
meeting dates and times. 
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2. Agenda:  Prepare the meeting agenda.  Distribute the agenda to all invited attendees. 
3. Minutes:  Entity responsible for conducting meeting will record significant discussions 

and agreements achieved.  Distribute the meeting minutes to everyone concerned, 
including Owner and Architect, within three days of the meeting. 

B. Preconstruction Conference:  Architect will schedule and conduct a preconstruction conference 
before starting construction, at a time convenient to Owner and Architect, but no later than 15 
days after execution of the Agreement. 

1. Conduct the conference to review responsibilities and personnel assignments. 
2. Attendees:  Authorized representatives of Owner, Architect, and their consultants; 

Contractor and its superintendent; major subcontractors; suppliers; and other concerned 
parties shall attend the conference.  Participants at the conference shall be familiar with 
Project and authorized to conclude matters relating to the Work. 

3. Agenda:  Discuss items of significance that could affect progress, including the 
following: 

a. Tentative construction schedule. 
b. Phasing. 
c. Critical work sequencing and long-lead items. 
d. Designation of key personnel and their duties. 
e. Lines of communications. 
f. Procedures for processing field decisions and Change Orders. 
g. Procedures for RFIs. 
h. Procedures for testing and inspecting. 
i. Procedures for processing Applications for Payment. 
j. Distribution of the Contract Documents. 
k. Submittal procedures. 
l. Preparation of record documents. 
m. Use of the premises and existing building. 
n. Work restrictions. 
o. Working hours. 
p. Owner's occupancy requirements. 
q. Responsibility for temporary facilities and controls. 
r. Procedures for disruptions and shutdowns. 
s. Construction waste management and recycling. 
t. Parking availability. 
u. Office, work, and storage areas. 
v. Equipment deliveries and priorities. 
w. First aid. 
x. Security. 
y. Progress cleaning. 

4. Minutes:  Entity responsible for conducting meeting will record and distribute meeting 
minutes. 

C. Project Closeout Conference:  Schedule and conduct a project closeout conference, at a time 
convenient to Owner and Architect, but no later than 30 days prior to the scheduled date of 
Substantial Completion. 
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1. Conduct the conference to review requirements and responsibilities related to Project 
closeout. 

2. Attendees:  Authorized representatives of Owner, Architect, and their consultants; 
Contractor and its superintendent; major subcontractors; suppliers; and other concerned 
parties shall attend the meeting.  Participants at the meeting shall be familiar with Project 
and authorized to conclude matters relating to the Work. 

3. Agenda:  Discuss items of significance that could affect or delay Project closeout, 
including the following: 

a. Preparation of record documents. 
b. Procedures required prior to inspection for Substantial Completion and for final 

inspection for acceptance. 
c. Submittal of written warranties. 
d. Preparation of Contractor's punch list. 
e. Procedures for processing Applications for Payment at Substantial Completion and 

for final payment. 
f. Submittal procedures. 
g. Responsibility for removing temporary facilities and controls. 

4. Minutes:  Entity conducting meeting will record and distribute meeting minutes. 

D. Progress Meetings:  Conduct progress meetings at biweekly intervals. 

1. Coordinate dates of meetings with preparation of payment requests. 
2. Attendees:  In addition to representatives of Owner and Architect, each contractor, 

subcontractor, supplier, and other entity concerned with current progress or involved in 
planning, coordination, or performance of future activities shall be represented at these 
meetings.  All participants at the meeting shall be familiar with Project and authorized to 
conclude matters relating to the Work. 

3. Agenda:  Review and correct or approve minutes of previous progress meeting.  Review 
other items of significance that could affect progress.  Include topics for discussion as 
appropriate to status of Project. 

a. Contractor's Construction Schedule:  Review progress since the last meeting.  
Determine whether each activity is on time, ahead of schedule, or behind schedule, 
in relation to Contractor's construction schedule.  Determine how construction 
behind schedule will be expedited; secure commitments from parties involved to 
do so.  Discuss whether schedule revisions are required to ensure that current and 
subsequent activities will be completed within the Contract Time. 

1) Review schedule for next period. 

b. Review present and future needs of each entity present, including the following: 
1) Sequence of operations. 
2) Status of submittals. 
3) Deliveries. 
4) Access. 
5) Site utilization. 
6) Temporary facilities and controls. 
7) Progress cleaning. 
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8) Quality and work standards. 
9) Status of correction of deficient items. 
10) Field observations. 
11) Status of RFIs. 
12) Status of proposal requests. 
13) Pending changes. 
14) Status of Change Orders. 
15) Pending claims and disputes. 
16) Documentation of information for payment requests. 

4. Minutes:  Entity responsible for conducting the meeting will record and distribute the 
meeting minutes to each party present and to parties requiring information. 

a. Schedule Updating:  Revise Contractor's construction schedule after each progress 
meeting where revisions to the schedule have been made or recognized.  Issue 
revised schedule concurrently with the report of each meeting. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 
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SECTION 01 32 00 

CONSTRUCTION PROGRESS DOCUMENTATION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for documenting the progress of 
construction during performance of the Work, including the following: 

1. Startup construction schedule. 
2. Contractor's construction schedule. 
3. Construction schedule updating reports. 
4. Daily construction reports. 
5. Material location reports. 
6. Site condition reports. 
7. Special reports. 

B. Related Requirements: 

1. Section 01 33 00 "Submittal Procedures" for submitting schedules and reports. 
2. Section 01 40 00 "Quality Requirements" for submitting a schedule of tests and 

inspections. 

1.3 DEFINITIONS 

A. Activity:  A discrete part of a project that can be identified for planning, scheduling, monitoring, 
and controlling the construction project.  Activities included in a construction schedule consume 
time and resources. 

1. Critical Activity:  An activity on the critical path that must start and finish on the planned 
early start and finish times. 

2. Predecessor Activity:  An activity that precedes another activity in the network. 
3. Successor Activity:  An activity that follows another activity in the network. 

B. Cost Loading:  The allocation of the schedule of values for the completion of an activity as 
scheduled.  The sum of costs for all activities must equal the total Contract Sum unless 
otherwise approved by Architect. 
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C. CPM:  Critical path method, which is a method of planning and scheduling a construction 
project where activities are arranged based on activity relationships.  Network calculations 
determine when activities can be performed and the critical path of Project. 

D. Critical Path:  The longest connected chain of interdependent activities through the network 
schedule that establishes the minimum overall Project duration and contains no float. 

E. Event:  The starting or ending point of an activity. 

F. Float:  The measure of leeway in starting and completing an activity. 

1. Float time is not for the exclusive use or benefit of either Owner or Contractor, but is a 
jointly owned, expiring Project resource available to both parties as needed to meet 
schedule milestones and Contract completion date. 

2. Free float is the amount of time an activity can be delayed without adversely affecting the 
early start of the successor activity. 

3. Total float is the measure of leeway in starting or completing an activity without 
adversely affecting the planned Project completion date. 

G. Resource Loading:  The allocation of manpower and equipment necessary for the completion of 
an activity as scheduled. 

1.4 INFORMATIONAL SUBMITTALS 

A. Format for Submittals:  Submit required submittals in the following format: 

1. Working electronic copy of schedule file, where indicated. 
2. PDF electronic file. 

B. Contractor's Construction Schedule:  Initial schedule, of size required to display entire schedule 
for entire construction period. 

1. Submit a working electronic copy of schedule, using software indicated, and labeled to 
comply with requirements for submittals.  Include type of schedule (initial or updated) 
and date on label. 

C. CPM Reports:  Concurrent with CPM schedule, submit each of the following reports.  Format 
for each activity in reports shall contain activity number, activity description, cost and resource 
loading, original duration, remaining duration, early start date, early finish date, late start date, 
late finish date, and total float in calendar days. 

1. Activity Report:  List of all activities sorted by activity number and then early start date, 
or actual start date if known. 

2. Logic Report:  List of preceding and succeeding activities for all activities, sorted in 
ascending order by activity number and then early start date, or actual start date if known. 

3. Total Float Report:  List of all activities sorted in ascending order of total float. 
4. Earnings Report:  Compilation of Contractor's total earnings from commencement of the 

Work until most recent Application for Payment. 
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D. Construction Schedule Updating Reports:  Submit with Applications for Payment. 

E. Daily Construction Reports:  Submit at weekly intervals. 

F. Material Location Reports:  Submit at weekly intervals. 

G. Site Condition Reports:  Submit at time of discovery of differing conditions. 

H. Special Reports:  Submit at time of unusual event. 

I. Qualification Data:  For scheduling consultant. 

1.5 QUALITY ASSURANCE 

A. Scheduling Consultant Qualifications:  An experienced specialist in CPM scheduling and 
reporting, with capability of producing CPM reports and diagrams within 24 hours of 
Architect's request. 

B. Prescheduling Conference:  Conduct conference at Project site to comply with requirements in 
Section 01 31 00 "Project Management and Coordination." Review methods and procedures 
related to the preliminary construction schedule and Contractor's construction schedule, 
including, but not limited to, the following: 

1. Review software limitations and content and format for reports. 
2. Verify availability of qualified personnel needed to develop and update schedule. 
3. Discuss constraints, including phasing. 
4. Review submittal requirements and procedures. 
5. Review time required for review of submittals and resubmittals. 
6. Review requirements for tests and inspections by independent testing and inspecting 

agencies. 
7. Review time required for Project closeout. 
8. Review and finalize list of construction activities to be included in schedule. 
9. Review procedures for updating schedule. 

1.6 COORDINATION 

A. Coordinate Contractor's construction schedule with the schedule of values, list of subcontracts, 
submittal schedule, progress reports, payment requests, and other required schedules and 
reports. 

1. Secure time commitments for performing critical elements of the Work from entities 
involved. 

2. Coordinate each construction activity in the network with other activities and schedule 
them in proper sequence. 
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PART 2 - PRODUCTS 

2.1 CONTRACTOR'S CONSTRUCTION SCHEDULE, GENERAL 

A. Time Frame:  Extend schedule from date established for the Notice to Proceed to date of final 
completion. 

1. Contract completion date shall not be changed by submission of a schedule that shows an 
early completion date, unless specifically authorized by Change Order. 

B. Activities:  Treat each story or separate area as a separate numbered activity for each main 
element of the Work.  Comply with the following: 

1. Activity Duration:  Define activities so no activity is longer than 20 days, unless 
specifically allowed by Architect. 

2. Procurement Activities:  Include procurement process activities for the following long 
lead items and major items, requiring a cycle of more than 60 days, as separate activities 
in schedule.  Procurement cycle activities include, but are not limited to, submittals, 
approvals, purchasing, fabrication, and delivery. 

3. Submittal Review Time:  Include review and resubmittal times indicated in 
Section 013300 "Submittal Procedures" in schedule.  Coordinate submittal review times 
in Contractor's construction schedule with submittal schedule. 

4. Substantial Completion:  Indicate completion in advance of date established for 
Substantial Completion, and allow time for Architect's administrative procedures 
necessary for certification of Substantial Completion. 

5. Punch List and Final Completion:  Include not more than 30 days for completion of 
punch list items and final completion. 

C. Constraints:  Include constraints and work restrictions indicated in the Contract Documents and 
as follows in schedule, and show how the sequence of the Work is affected. 

1. Phasing:  Arrange list of activities on schedule by phase. 
2. Work under More Than One Contract:  Include a separate activity for each contract. 
3. Work by Owner:  Include a separate activity for each portion of the Work performed by 

Owner. 
4. Products Ordered in Advance:  Include a separate activity for each product.  Include 

delivery date indicated in Section 01 10 00 "Summary." Delivery dates indicated stipulate 
the earliest possible delivery date. 

5. Owner-Furnished Products:  Include a separate activity for each product.  Include 
delivery date indicated in Section 01 10 00 "Summary." Delivery dates indicated stipulate 
the earliest possible delivery date. 

6. Work Restrictions:  Show the effect of the following items on the schedule: 

a. Coordination with existing construction. 
b. Limitations of continued occupancies. 
c. Uninterruptible services. 
d. Partial occupancy before Substantial Completion. 
e. Use of premises restrictions. 
f. Provisions for future construction. 
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g. Seasonal variations. 
h. Environmental control. 

7. Work Stages:  Indicate important stages of construction for each major portion of the 
Work, including, but not limited to, the following: 

a. Subcontract awards. 
b. Submittals. 
c. Purchases. 
d. Deliveries. 
e. Installation. 
f. Tests and inspections. 
g. Adjusting. 
h. Curing. 

8. Construction Areas:  Identify each major area of construction for each major portion of 
the Work.  Indicate where each construction activity within a major area must be 
sequenced or integrated with other construction activities to provide for the following: 

a. Phase completion. 
b. Substantial Completion. 

D. Milestones:  Include milestones indicated in the Contract Documents in schedule, including, but 
not limited to, the Notice to Proceed, Substantial Completion, and final completion, and the 
following interim milestones: 

1. Phase completion. 

E. Upcoming Work Summary:  Prepare summary report indicating activities scheduled to occur or 
commence prior to submittal of next schedule update.  Summarize the following issues: 

1. Unresolved issues. 
2. Unanswered Requests for Information. 
3. Rejected or unreturned submittals. 
4. Notations on returned submittals. 
5. Pending modifications affecting the Work and Contract Time. 

F. Recovery Schedule:  When periodic update indicates the Work is 14 or more calendar days 
behind the current approved schedule, submit a separate recovery schedule indicating means by 
which Contractor intends to regain compliance with the schedule.  Indicate changes to working 
hours, working days, crew sizes, and equipment required to achieve compliance, and date by 
which recovery will be accomplished. 

G. Computer Scheduling Software:  Prepare schedules using current version of a program that has 
been developed specifically to manage construction schedules. 

1. Use Microsoft Project for Windows 7 operating system. 
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2.2 REPORTS 

A. Daily Construction Reports:  Prepare a daily construction report recording the following 
information concerning events at Project site: 

1. List of subcontractors at Project site. 
2. List of separate contractors at Project site. 
3. Approximate count of personnel at Project site. 
4. Equipment at Project site. 
5. Material deliveries. 
6. High and low temperatures and general weather conditions, including presence of rain or 

snow. 
7. Accidents. 
8. Meetings and significant decisions. 
9. Unusual events (see special reports). 
10. Stoppages, delays, shortages, and losses. 
11. Meter readings and similar recordings. 
12. Emergency procedures. 
13. Orders and requests of authorities having jurisdiction. 
14. Change Orders received and implemented. 
15. Work Change Directives received and implemented. 
16. Services connected and disconnected. 
17. Equipment or system tests and startups. 
18. Partial completions and occupancies. 
19. Substantial Completions authorized. 

B. Site Condition Reports:  Immediately on discovery of a difference between site conditions and 
the Contract Documents, prepare and submit a detailed report.  Submit with a Request for 
Information.  Include a detailed description of the differing conditions, together with 
recommendations for changing the Contract Documents. 

2.3 SPECIAL REPORTS 

A. General:  Submit special reports directly to Owner within one day(s) of an occurrence.  
Distribute copies of report to parties affected by the occurrence. 

B. Reporting Unusual Events:  When an event of an unusual and significant nature occurs at 
Project site, whether or not related directly to the Work, prepare and submit a special report.  
List chain of events, persons participating, response by Contractor's personnel, evaluation of 
results or effects, and similar pertinent information.  Advise Owner in advance when these 
events are known or predictable. 
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PART 3 - EXECUTION 

3.1 CONTRACTOR'S CONSTRUCTION SCHEDULE 

A. Scheduling Consultant:  Engage a consultant to provide planning, evaluation, and reporting 
using CPM scheduling. 

1. In-House Option:  Owner may waive the requirement to retain a consultant if Contractor 
employs skilled personnel with experience in CPM scheduling and reporting techniques.  
Submit qualifications. 

2. Meetings:  Scheduling consultant shall attend all meetings related to Project progress, 
alleged delays, and time impact. 

B. Contractor's Construction Schedule Updating:  At monthly intervals, update schedule to reflect 
actual construction progress and activities.  Issue schedule one week before each regularly 
scheduled progress meeting. 

1. Revise schedule immediately after each meeting or other activity where revisions have 
been recognized or made.  Issue updated schedule concurrently with the report of each 
such meeting. 

2. Include a report with updated schedule that indicates every change, including, but not 
limited to, changes in logic, durations, actual starts and finishes, and activity durations. 

3. As the Work progresses, indicate final completion percentage for each activity. 

C. Distribution:  Distribute copies of approved schedule to Architect, Owner, separate contractors, 
testing and inspecting agencies, and other parties identified by Contractor with a need-to-know 
schedule responsibility. 

1. Post copies in Project meeting rooms and temporary field offices. 
2. When revisions are made, distribute updated schedules to the same parties and post in the 

same locations.  Delete parties from distribution when they have completed their assigned 
portion of the Work and are no longer involved in performance of construction activities. 

 

END OF SECTION 
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SECTION 01 32 33 

PHOTOGRAPHIC DOCUMENTATION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for the following: 

1. Preconstruction photographs. 
2. Periodic construction photographs. 
3. Final completion construction photographs. 

B. Related Requirements: 

1. Section 01 22 00 "Unit Prices" for procedures for unit prices for extra photographs. 
2. Section 01 33 00 "Submittal Procedures" for submitting photographic documentation. 
3. Section 01 77 00 "Closeout Procedures" for submitting photographic documentation as 

project record documents at Project closeout. 
4. Section 02 41 19 "Selective Structure Demolition" for photographic documentation 

before selective demolition operations commence. 
5. Section 31 10 00 "Site Clearing" for photographic documentation before site clearing 

operation commences. 

1.3 INFORMATIONAL SUBMITTALS 

A. Digital Photographs:  Submit image files within three days of taking photographs. 

1. Digital Camera:  Minimum sensor resolution of 8 megapixels. 
2. Format:  Minimum 640 x 480 pixels, in unaltered original files, with same aspect ratio as 

the sensor, uncropped, date and time stamped, in folder named by date of photograph, 
accompanied by key plan file. 

3. Identification:  Provide the following information with each image description in file 
metadata tag: 

a. Name of Project. 
b. Name and contact information for photographer. 
c. Name of Architect. 
d. Name of Contractor. 
e. Date photograph was taken. 



Underground Pipe Drainage Football Field Sussex Tech High School 
SUS201373_CONST_FIELD Georgetown, Delaware 
 
 

01 32 33 \ Photographic Documentation  1147A004.A01 
Page 2 

f. Description of vantage point, indicating location, direction (by compass point), and 
elevation or story of construction. 

g. Unique sequential identifier keyed to accompanying key plan. 

B. Construction Photographs:  Submit two prints of each photographic view within seven days of 
taking photographs. 

1. Format:  5-by-7-inch smooth-surface matte prints on single-weight, commercial-grade 
photographic paper;  punched for standard three-ring binder. 

2. Identification:  On back of each print, provide an applied label or rubber-stamped 
impression with the following information: 

a. Name of Project. 
b. Name and contact information for photographer. 
c. Name of Architect. 
d. Name of Contractor. 
e. Date photograph was taken if not date stamped by camera. 
f. Description of vantage point, indicating location, direction (by compass point), and 

elevation or story of construction. 
g. Unique sequential identifier keyed to accompanying key plan. 

PART 2 - PRODUCTS 

2.1 PHOTOGRAPHIC MEDIA 

A. Digital Images:  Provide images in JPG format, produced by a digital camera with minimum 
sensor size of 8 megapixels, and at an image resolution of not less than 640 x 480 pixels. 

PART 3 - EXECUTION 

3.1 CONSTRUCTION PHOTOGRAPHS 

A. Photographer:  Engage a qualified photographer to take construction photographs. 

B. General:  Take photographs using the maximum range of depth of field, and that are in focus, to 
clearly show the Work.  Photographs with blurry or out-of-focus areas will not be accepted. 

C. Digital Images:  Submit digital images exactly as originally recorded in the digital camera, 
without alteration, manipulation, editing, or modifications using image-editing software. 

1. Date and Time:  Include date and time in file name for each image. 
2. Field Office Images:  Maintain one set of images accessible in the field office at Project 

site, available at all times for reference.  Identify images in the same manner as those 
submitted to Architect. 
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D. Preconstruction Photographs:  Before starting construction, take photographs of Project site and 
surrounding properties, including existing items to remain during construction, from different 
vantage points, as directed by Architect. 

1. Flag construction limits before taking construction photographs. 
2. Take 20 photographs to show existing conditions adjacent to property before starting the 

Work. 
3. Take 20 photographs of existing buildings either on or adjoining property to accurately 

record physical conditions at start of construction. 
4. Take additional photographs as required to record settlement or cracking of adjacent 

structures, pavements, and improvements. 

E. Periodic Construction Photographs:  Take 20 photographs weekly with the cutoff date 
associated with each Application for Payment.  Select vantage points to show status of 
construction and progress since last photographs were taken. 

F. Architect-Directed Construction Photographs:  From time to time, Architect will instruct 
photographer about number and frequency of photographs and general directions on vantage 
points.  Select actual vantage points and take photographs to show the status of construction and 
progress since last photographs were taken. 

G. Final Completion Construction Photographs:  Take 20 color photographs after date of 
Substantial Completion for submission as project record documents.  Architect will inform 
photographer of desired vantage points. 

1. Do not include date stamp. 

H. Additional Photographs:  Architect may request photographs in addition to periodic 
photographs specified.  Additional photographs will be paid for by Change Order and are not 
included in the Contract Sum. 

1. Three days' notice will be given, where feasible. 
2. In emergency situations, take additional photographs within 24 hours of request. 
3. Circumstances that could require additional photographs include, but are not limited to, 

the following: 

a. Special events planned at Project site. 
b. Immediate follow-up when on-site events result in construction damage or losses. 
c. Photographs to be taken at fabrication locations away from Project site.  These 

photographs are not subject to unit prices or unit-cost allowances. 
d. Substantial Completion of a major phase or component of the Work. 
e. Extra record photographs at time of final acceptance. 
f. Owner's request for special publicity photographs. 

END OF SECTION 
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SECTION 01 33 00 

SUBMITTAL PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes requirements for the submittal schedule and administrative and procedural 
requirements for submitting Shop Drawings, Product Data, Samples, and other submittals. 

B. Related Requirements: 

1. Section 01 29 00 "Payment Procedures" for submitting Applications for Payment and the 
schedule of values. 

2. Section 01 32 00 "Construction Progress Documentation" for submitting schedules and 
reports, including Contractor's construction schedule. 

3. Section 01 78 39 "Project Record Documents" for submitting record Drawings, record 
Specifications, and record Product Data. 

1.3 DEFINITIONS 

A. Action Submittals:  Written and graphic information and physical samples that require 
Architect's responsive action.  Action submittals are those submittals indicated in individual 
Specification Sections as "action submittals." 

B. Informational Submittals:  Written and graphic information and physical samples that do not 
require Architect's responsive action.  Submittals may be rejected for not complying with 
requirements.  Informational submittals are those submittals indicated in individual 
Specification Sections as "informational submittals." 

C. File Transfer Protocol (FTP):  Communications protocol that enables transfer of files to and 
from another computer over a network and that serves as the basis for standard Internet 
protocols.  An FTP site is a portion of a network located outside of network firewalls within 
which internal and external users are able to access files. 

D. Portable Document Format (PDF):  An open standard file format licensed by Adobe Systems 
used for representing documents in a device-independent and display resolution-independent 
fixed-layout document format. 
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1.4 ACTION SUBMITTALS 

A. Submittal Schedule:  Submit a schedule of submittals, arranged in chronological order by dates 
required by construction schedule.  Include time required for review, ordering, manufacturing, 
fabrication, and delivery when establishing dates.  Include additional time required for making 
corrections or revisions to submittals noted by Architect and additional time for handling and 
reviewing submittals required by those corrections. 

1. Coordinate submittal schedule with list of subcontracts, the schedule of values, and 
Contractor's construction schedule. 

2. Initial Submittal:  Submit concurrently with startup construction schedule.  Include 
submittals required during the first 60 days of construction.  List those submittals 
required to maintain orderly progress of the Work and those required early because of 
long lead time for manufacture or fabrication. 

3. Final Submittal:  Submit concurrently with the first complete submittal of Contractor's 
construction schedule. 

a. Submit revised submittal schedule to reflect changes in current status and timing 
for submittals. 

4. Format:  Arrange the following information in a tabular format: 

a. Scheduled date for first submittal. 
b. Specification Section number and title. 
c. Submittal category:  Action; informational. 
d. Name of subcontractor. 
e. Description of the Work covered. 
f. Scheduled date for Architect's final release or approval. 
g. Scheduled date of fabrication. 
h. Scheduled dates for purchasing. 
i. Scheduled dates for installation. 
j. Activity or event number. 

1.5 SUBMITTAL ADMINISTRATIVE REQUIREMENTS 

A. Architect's Digital Data Files:  Electronic digital data files of the Contract Drawings will not be 
provided by Architect for Contractor's use in preparing submittals. 

B. Coordination:  Coordinate preparation and processing of submittals with performance of 
construction activities. 

1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other 
submittals, and related activities that require sequential activity. 

2. Submit all submittal items required for each Specification Section concurrently unless 
partial submittals for portions of the Work are indicated on approved submittal schedule. 

3. Submit action submittals and informational submittals required by the same Specification 
Section as separate packages under separate transmittals. 
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4. Coordinate transmittal of different types of submittals for related parts of the Work so 
processing will not be delayed because of need to review submittals concurrently for 
coordination. 

a. Architect reserves the right to withhold action on a submittal requiring 
coordination with other submittals until related submittals are received. 

C. Processing Time:  Allow time for submittal review, including time for resubmittals, as follows.  
Time for review shall commence on Architect's receipt of submittal.  No extension of the 
Contract Time will be authorized because of failure to transmit submittals enough in advance of 
the Work to permit processing, including resubmittals. 

1. Initial Review:  Allow 15 days for initial review of each submittal.  Allow additional time 
if coordination with subsequent submittals is required.  Architect will advise Contractor 
when a submittal being processed must be delayed for coordination. 

2. Intermediate Review:  If intermediate submittal is necessary, process it in same manner 
as initial submittal. 

3. Resubmittal Review:  Allow 15 days for review of each resubmittal. 

D. Electronic Submittals:  Identify and incorporate information in each electronic submittal file as 
follows: 

1. Assemble complete submittal package into a single indexed file incorporating submittal 
requirements of a single Specification Section and transmittal form with links enabling 
navigation to each item. 

2. Name file with submittal number or other unique identifier, including revision identifier. 

a. File name shall use project identifier and Specification Section number followed 
by a decimal point and then a sequential number (e.g., LNHS-061000.01).  
Resubmittals shall include an alphabetic suffix after another decimal point (e.g., 
LNHS-061000.01.A). 

3. Provide means for insertion to permanently record Contractor's review and approval 
markings and action taken by Architect. 

4. Transmittal Form for Electronic Submittals:  Use electronic form acceptable to Owner, 
containing the following information: 

a. Project name. 
b. Date. 
c. Name and address of Architect. 
d. Name of Construction Manager. 
e. Name of Contractor. 
f. Name of firm or entity that prepared submittal. 
g. Names of subcontractor, manufacturer, and supplier. 
h. Category and type of submittal. 
i. Submittal purpose and description. 
j. Specification Section number and title. 
k. Specification paragraph number or drawing designation and generic name for each 

of multiple items. 
l. Drawing number and detail references, as appropriate. 
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m. Location(s) where product is to be installed, as appropriate. 
n. Related physical samples submitted directly. 
o. Indication of full or partial submittal. 
p. Transmittal number. 
q. Submittal and transmittal distribution record. 
r. Other necessary identification. 
s. Remarks. 

E. Deviations and Additional Information:  On an attached separate sheet, prepared on Contractor's 
letterhead, record relevant information, requests for data, revisions other than those requested 
by Architect on previous submittals, and deviations from requirements in the Contract 
Documents, including minor variations and limitations.  Include same identification information 
as related submittal. 

F. Resubmittals:  Make resubmittals in same form and number of copies as initial submittal. 

1. Note date and content of previous submittal. 
2. Note date and content of revision in label or title block and clearly indicate extent of 

revision. 
3. Resubmit submittals until they are marked with approval notation from Architect's action 

stamp. 

G. Distribution:  Furnish copies of final submittals to manufacturers, subcontractors, suppliers, 
fabricators, installers, authorities having jurisdiction, and others as necessary for performance of 
construction activities.  Show distribution on transmittal forms. 

H. Use for Construction:  Retain complete copies of submittals on Project site.  Use only final 
action submittals that are marked with approval notation from Architect's action stamp. 

PART 2 - PRODUCTS 

2.1 SUBMITTAL PROCEDURES 

A. General Submittal Procedure Requirements:  Prepare and submit submittals required by 
individual Specification Sections.  Types of submittals are indicated in individual Specification 
Sections. 

1. Submit electronic submittals via email as PDF electronic files. 

a. Architect will return annotated file.  Annotate and retain one copy of file as an 
electronic Project record document file. 

2. Certificates and Certifications Submittals:  Provide a statement that includes signature of 
entity responsible for preparing certification.  Certificates and certifications shall be 
signed by an officer or other individual authorized to sign documents on behalf of that 
entity. 

a. Provide a digital signature with digital certificate on electronically submitted 
certificates and certifications where indicated. 
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B. Product Data:  Collect information into a single submittal for each element of construction and 
type of product or equipment. 

1. If information must be specially prepared for submittal because standard published data 
are not suitable for use, submit as Shop Drawings, not as Product Data. 

2. Mark each copy of each submittal to show which products and options are applicable. 
3. Include the following information, as applicable: 

a. Manufacturer's catalog cuts. 
b. Manufacturer's product specifications. 
c. Standard color charts. 
d. Statement of compliance with specified referenced standards. 
e. Testing by recognized testing agency. 
f. Application of testing agency labels and seals. 
g. Notation of coordination requirements. 
h. Availability and delivery time information. 

4. Submit Product Data before or concurrent with Samples. 
5. Submit Product Data in the following format: 

a. PDF electronic file. 

C. Shop Drawings:  Prepare Project-specific information, drawn accurately to scale.  Do not base 
Shop Drawings on reproductions of the Contract Documents or standard printed data. 

1. Preparation:  Fully illustrate requirements in the Contract Documents.  Include the 
following information, as applicable: 

a. Identification of products. 
b. Schedules. 
c. Compliance with specified standards. 
d. Notation of coordination requirements. 
e. Notation of dimensions established by field measurement. 
f. Relationship and attachment to adjoining construction clearly indicated. 
g. Seal and signature of professional engineer if specified. 

2. Sheet Size:  Except for templates, patterns, and similar full-size drawings, submit Shop 
Drawings on sheets at least 8-1/2 by 11 inches, but no larger than 30 by 42 inches. 

3. Submit Shop Drawings in the following format: 

a. PDF electronic file. 

D. Samples:  Submit Samples for review of kind, color, pattern, and texture for a check of these 
characteristics with other elements and for a comparison of these characteristics between 
submittal and actual component as delivered and installed. 

1. Transmit Samples that contain multiple, related components such as accessories together 
in one submittal package. 

2. Identification:  Attach label on unexposed side of Samples that includes the following: 
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a. Generic description of Sample. 
b. Product name and name of manufacturer. 
c. Sample source. 
d. Number and title of applicable Specification Section. 
e. Specification paragraph number and generic name of each item. 

3. For projects where electronic submittals are required, provide corresponding electronic 
submittal of Sample transmittal, digital image file illustrating Sample characteristics, and 
identification information for record. 

4. Disposition:  Maintain sets of approved Samples at Project site, available for quality-
control comparisons throughout the course of construction activity.  Sample sets may be 
used to determine final acceptance of construction associated with each set. 

a. Samples that may be incorporated into the Work are indicated in individual 
Specification Sections.  Such Samples must be in an undamaged condition at time 
of use. 

b. Samples not incorporated into the Work, or otherwise designated as Owner's 
property, are the property of Contractor. 

5. Samples for Initial Selection:  Submit manufacturer's color charts consisting of units or 
sections of units showing the full range of colors, textures, and patterns available. 

a. Number of Samples:  Submit one full set(s) of available choices where color, 
pattern, texture, or similar characteristics are required to be selected from 
manufacturer's product line.  Architect will return submittal with options selected. 

6. Samples for Verification:  Submit full-size units or Samples of size indicated, prepared 
from same material to be used for the Work, cured and finished in manner specified, and 
physically identical with material or product proposed for use, and that show full range of 
color and texture variations expected.  Samples include, but are not limited to, the 
following:  partial sections of manufactured or fabricated components; small cuts or 
containers of materials; complete units of repetitively used materials; swatches showing 
color, texture, and pattern; color range sets; and components used for independent testing 
and inspection. 

a. Number of Samples:  Submit three sets of Samples.  Architect will retain two 
Sample sets; remainder will be returned. 

1) Submit a single Sample where assembly details, workmanship, fabrication 
techniques, connections, operation, and other similar characteristics are to 
be demonstrated. 

2) If variation in color, pattern, texture, or other characteristic is inherent in 
material or product represented by a Sample, submit at least three sets of 
paired units that show approximate limits of variations. 

E. Product Schedule:  As required in individual Specification Sections, prepare a written summary 
indicating types of products required for the Work and their intended location.  Include the 
following information in tabular form: 
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1. Type of product.  Include unique identifier for each product indicated in the Contract 
Documents or assigned by Contractor if none is indicated. 

2. Manufacturer and product name, and model number if applicable. 
3. Number and name of room or space. 
4. Location within room or space. 
5. Submit product schedule in the following format: 

a. PDF electronic file. 

F. Contractor's Construction Schedule:  Comply with requirements specified in Section 01 32 00 
"Construction Progress Documentation." 

G. Application for Payment and Schedule of Values:  Comply with requirements specified in 
Section 01 29 00 "Payment Procedures." 

H. Test and Inspection Reports and Schedule of Tests and Inspections Submittals:  Comply with 
requirements specified in Section 01 40 00 "Quality Requirements." 

I. Closeout Submittals and Maintenance Material Submittals:  Comply with requirements 
specified in Section 01 77 00 "Closeout Procedures." 

J. Qualification Data:  Prepare written information that demonstrates capabilities and experience 
of firm or person.  Include lists of completed projects with project names and addresses, contact 
information of architects and owners, and other information specified. 

K. Welding Certificates:  Prepare written certification that welding procedures and personnel 
comply with requirements in the Contract Documents.  Submit record of Welding Procedure 
Specification and Procedure Qualification Record on AWS forms.  Include names of firms and 
personnel certified. 

L. Installer Certificates:  Submit written statements on manufacturer's letterhead certifying that 
Installer complies with requirements in the Contract Documents and, where required, is 
authorized by manufacturer for this specific Project. 

M. Manufacturer Certificates:  Submit written statements on manufacturer's letterhead certifying 
that manufacturer complies with requirements in the Contract Documents.  Include evidence of 
manufacturing experience where required. 

N. Product Certificates:  Submit written statements on manufacturer's letterhead certifying that 
product complies with requirements in the Contract Documents. 

O. Material Certificates:  Submit written statements on manufacturer's letterhead certifying that 
material complies with requirements in the Contract Documents. 

P. Material Test Reports:  Submit reports written by a qualified testing agency, on testing agency's 
standard form, indicating and interpreting test results of material for compliance with 
requirements in the Contract Documents. 

Q. Product Test Reports:  Submit written reports indicating that current product produced by 
manufacturer complies with requirements in the Contract Documents.  Base reports on 



Underground Pipe Drainage Football Field Sussex Tech High School 
SUS201373_CONST_FIELD Georgetown, Delaware 
 
 

01 33 00 \ Submittal Procedures  1147A004.A01 
Page 8 

evaluation of tests performed by manufacturer and witnessed by a qualified testing agency, or 
on comprehensive tests performed by a qualified testing agency. 

R. Research Reports:  Submit written evidence, from a model code organization acceptable to 
authorities having jurisdiction, that product complies with building code in effect for Project.  
Include the following information: 

1. Name of evaluation organization. 
2. Date of evaluation. 
3. Time period when report is in effect. 
4. Product and manufacturers' names. 
5. Description of product. 
6. Test procedures and results. 
7. Limitations of use. 

S. Preconstruction Test Reports:  Submit reports written by a qualified testing agency, on testing 
agency's standard form, indicating and interpreting results of tests performed before installation 
of product, for compliance with performance requirements in the Contract Documents. 

T. Compatibility Test Reports:  Submit reports written by a qualified testing agency, on testing 
agency's standard form, indicating and interpreting results of compatibility tests performed 
before installation of product.  Include written recommendations for primers and substrate 
preparation needed for adhesion. 

U. Field Test Reports:  Submit written reports indicating and interpreting results of field tests 
performed either during installation of product or after product is installed in its final location, 
for compliance with requirements in the Contract Documents. 

V. Design Data:  Prepare and submit written and graphic information, including, but not limited to, 
performance and design criteria, list of applicable codes and regulations, and calculations.  
Include list of assumptions and other performance and design criteria and a summary of loads.  
Include load diagrams if applicable.  Provide name and version of software, if any, used for 
calculations.  Include page numbers. 

PART 3 - EXECUTION 

3.1 CONTRACTOR'S REVIEW 

A. Action and Informational Submittals:  Review each submittal and check for coordination with 
other Work of the Contract and for compliance with the Contract Documents.  Note corrections 
and field dimensions.  Mark with approval stamp before submitting to Architect. 

B. Project Closeout and Maintenance Material Submittals:  See requirements in Section 017700 
"Closeout Procedures." 

C. Approval Stamp:  Stamp each submittal with a uniform, approval stamp.  Include Project name 
and location, submittal number, Specification Section title and number, name of reviewer, date 
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of Contractor's approval, and statement certifying that submittal has been reviewed, checked, 
and approved for compliance with the Contract Documents. 

3.2 ARCHITECT'S ACTION 

A. Action Submittals:  Architect will review each submittal, make marks to indicate corrections or 
revisions required, and return it.  Architect will stamp each submittal with an action stamp and 
will mark stamp appropriately to indicate action. 

B. Informational Submittals:  Architect will review each submittal and will not return it, or will 
return it if it does not comply with requirements.  Architect will forward each submittal to 
appropriate party. 

C. Partial submittals prepared for a portion of the Work will be reviewed when use of partial 
submittals has received prior approval from Architect. 

D. Incomplete submittals are unacceptable, will be considered nonresponsive, and will be returned 
for resubmittal without review. 

E. Submittals not required by the Contract Documents may be returned by the Architect without 
action. 

END OF SECTION 
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SECTION 01 40 00 

QUALITY REQUIREMENTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for quality assurance and quality 
control. 

B. Testing and inspecting services are required to verify compliance with requirements specified or 
indicated.  These services do not relieve Contractor of responsibility for compliance with the 
Contract Document requirements. 

1. Specific quality-assurance and -control requirements for individual construction activities 
are specified in the Sections that specify those activities.  Requirements in those Sections 
may also cover production of standard products. 

2. Specified tests, inspections, and related actions do not limit Contractor's other quality-
assurance and -control procedures that facilitate compliance with the Contract Document 
requirements. 

3. Requirements for Contractor to provide quality-assurance and -control services required 
by Architect, Owner, or authorities having jurisdiction are not limited by provisions of 
this Section. 

4. Specific test and inspection requirements are not specified in this Section. 

1.3 DEFINITIONS 

A. Quality-Assurance Services:  Activities, actions, and procedures performed before and during 
execution of the Work to guard against defects and deficiencies and substantiate that proposed 
construction will comply with requirements. 

B. Quality-Control Services:  Tests, inspections, procedures, and related actions during and after 
execution of the Work to evaluate that actual products incorporated into the Work and 
completed construction comply with requirements.  Services do not include contract 
enforcement activities performed by Architect. 

C. Product Testing:  Tests and inspections that are performed by an NRTL, an NVLAP, or a testing 
agency qualified to conduct product testing and acceptable to authorities having jurisdiction, to 
establish product performance and compliance with specified requirements. 
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D. Source Quality-Control Testing:  Tests and inspections that are performed at the source, e.g., 
plant, mill, factory, or shop. 

E. Field Quality-Control Testing:  Tests and inspections that are performed on-site for installation 
of the Work and for completed Work. 

F. Testing Agency:  An entity engaged to perform specific tests, inspections, or both.  Testing 
laboratory shall mean the same as testing agency. 

G. Installer/Applicator/Erector:  Contractor or another entity engaged by Contractor as an 
employee, Subcontractor, or Sub-subcontractor, to perform a particular construction operation, 
including installation, erection, application, and similar operations. 

1. Use of trade-specific terminology in referring to a trade or entity does not require that 
certain construction activities be performed by accredited or unionized individuals, or 
that requirements specified apply exclusively to specific trade(s). 

H. Experienced:  When used with an entity or individual, "experienced" means having successfully 
completed a minimum of five previous projects similar in nature, size, and extent to this Project; 
being familiar with special requirements indicated; and having complied with requirements of 
authorities having jurisdiction. 

1.4 CONFLICTING REQUIREMENTS 

A. Referenced Standards:  If compliance with two or more standards is specified and the standards 
establish different or conflicting requirements for minimum quantities or quality levels, comply 
with the most stringent requirement.  Refer conflicting requirements that are different, but 
apparently equal, to Architect for a decision before proceeding. 

B. Minimum Quantity or Quality Levels:  The quantity or quality level shown or specified shall be 
the minimum provided or performed.  The actual installation may comply exactly with the 
minimum quantity or quality specified, or it may exceed the minimum within reasonable limits.  
To comply with these requirements, indicated numeric values are minimum or maximum, as 
appropriate, for the context of requirements.  Refer uncertainties to Architect for a decision 
before proceeding. 

1.5 INFORMATIONAL SUBMITTALS 

A. Contractor's Quality-Control Plan:  For quality-assurance and quality-control activities and 
responsibilities. 

B. Qualification Data:  For Contractor's quality-control personnel. 

C. Testing Agency Qualifications:  For testing agencies specified in "Quality Assurance" Article to 
demonstrate their capabilities and experience.  Include proof of qualifications in the form of a 
recent report on the inspection of the testing agency by a recognized authority. 

D. Schedule of Tests and Inspections:  Prepare in tabular form and include the following: 
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1. Specification Section number and title. 
2. Entity responsible for performing tests and inspections. 
3. Description of test and inspection. 
4. Identification of applicable standards. 
5. Identification of test and inspection methods. 
6. Number of tests and inspections required. 
7. Time schedule or time span for tests and inspections. 
8. Requirements for obtaining samples. 
9. Unique characteristics of each quality-control service. 

1.6 CONTRACTOR'S QUALITY-CONTROL PLAN 

A. Quality-Control Plan, General:  Submit quality-control plan within 10 days of Notice of Award, 
and not less than five days prior to preconstruction conference.  Submit in format acceptable to 
Architect.  Identify personnel, procedures, controls, instructions, tests, records, and forms to be 
used to carry out Contractor's quality-assurance and quality-control responsibilities.  Coordinate 
with Contractor's construction schedule. 

B. Quality-Control Personnel Qualifications:  Engage qualified full-time personnel trained and 
experienced in managing and executing quality-assurance and quality-control procedures 
similar in nature and extent to those required for Project. 

1. Project quality-control manager may also serve as Project superintendent. 

C. Submittal Procedure:  Describe procedures for ensuring compliance with requirements through 
review and management of submittal process.  Indicate qualifications of personnel responsible 
for submittal review. 

D. Testing and Inspection:  In quality-control plan, include a comprehensive schedule of Work 
requiring testing or inspection, including the following: 

1. Contractor-performed tests and inspections including subcontractor-performed tests and 
inspections.  Include required tests and inspections and Contractor-elected tests and 
inspections. 

2. Special inspections required by authorities having jurisdiction and indicated on the 
"Statement of Special Inspections." 

3. Owner-performed tests and inspections indicated in the Contract Documents. 

E. Continuous Inspection of Workmanship:  Describe process for continuous inspection during 
construction to identify and correct deficiencies in workmanship in addition to testing and 
inspection specified.  Indicate types of corrective actions to be required to bring work into 
compliance with standards of workmanship established by Contract requirements and approved 
mockups. 

F. Monitoring and Documentation:  Maintain testing and inspection reports including log of 
approved and rejected results.  Include work Architect has indicated as nonconforming or 
defective.  Indicate corrective actions taken to bring nonconforming work into compliance with 
requirements.  Comply with requirements of authorities having jurisdiction. 
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1.7 REPORTS AND DOCUMENTS 

A. Test and Inspection Reports:  Prepare and submit certified written reports specified in other 
Sections.  Include the following: 

1. Date of issue. 
2. Project title and number. 
3. Name, address, and telephone number of testing agency. 
4. Dates and locations of samples and tests or inspections. 
5. Names of individuals making tests and inspections. 
6. Description of the Work and test and inspection method. 
7. Identification of product and Specification Section. 
8. Complete test or inspection data. 
9. Test and inspection results and an interpretation of test results. 
10. Record of temperature and weather conditions at time of sample taking and testing and 

inspecting. 
11. Comments or professional opinion on whether tested or inspected Work complies with 

the Contract Document requirements. 
12. Name and signature of laboratory inspector. 
13. Recommendations on retesting and reinspecting. 

B. Manufacturer's Technical Representative's Field Reports:  Prepare written information 
documenting manufacturer's technical representative's tests and inspections specified in other 
Sections.  Include the following: 

1. Name, address, and telephone number of technical representative making report. 
2. Statement on condition of substrates and their acceptability for installation of product. 
3. Statement that products at Project site comply with requirements. 
4. Summary of installation procedures being followed, whether they comply with 

requirements and, if not, what corrective action was taken. 
5. Results of operational and other tests and a statement of whether observed performance 

complies with requirements. 
6. Statement whether conditions, products, and installation will affect warranty. 
7. Other required items indicated in individual Specification Sections. 

1.8 QUALITY ASSURANCE 

A. General:  Qualifications paragraphs in this article establish the minimum qualification levels 
required; individual Specification Sections specify additional requirements. 

B. Professional Engineer Qualifications:  A professional engineer who is legally qualified to 
practice in jurisdiction where Project is located and who is experienced in providing 
engineering services of the kind indicated.  Engineering services are defined as those performed 
for installations of the system, assembly, or product that are similar in material, design, and 
extent to those indicated for this Project. 

C. Testing Agency Qualifications:  An NRTL, an NVLAP, or an independent agency with the 
experience and capability to conduct testing and inspecting indicated, as documented according 
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to ASTM E 329; and with additional qualifications specified in individual Sections; and, where 
required by authorities having jurisdiction, that is acceptable to authorities. 

1. NRTL:  A nationally recognized testing laboratory according to 29 CFR 1910.7. 
2. NVLAP:  A testing agency accredited according to NIST's National Voluntary 

Laboratory Accreditation Program. 

1.9 QUALITY CONTROL 

A. Owner Responsibilities:  Where quality-control services are indicated as Owner's responsibility, 
Owner will engage a qualified testing agency to perform these services. 

1. Owner will provide at Owner’s cost testing and inspection services. 

B. Contractor Responsibilities:  Tests and inspections not explicitly assigned to Owner are 
Contractor's responsibility.  Perform additional quality-control activities required to verify that 
the Work complies with requirements, whether specified or not. 

1. Unless otherwise indicated, provide quality-control services specified and those required 
by authorities having jurisdiction.  Perform quality-control services required of 
Contractor by authorities having jurisdiction, whether specified or not. 

2. Where services are indicated as Contractor's responsibility, engage a qualified testing 
agency to perform these quality-control services. 

a. Contractor shall not employ same entity engaged by Owner, unless agreed to in 
writing by Owner. 

3. Notify testing agencies at least 24 hours in advance of time when Work that requires 
testing or inspecting will be performed. 

4. Where quality-control services are indicated as Contractor's responsibility, submit a 
certified written report, in duplicate, of each quality-control service. 

5. Testing and inspecting requested by Contractor and not required by the Contract 
Documents are Contractor's responsibility. 

6. Submit additional copies of each written report directly to authorities having jurisdiction, 
when they so direct. 

C. Retesting/Reinspecting:  Regardless of whether original tests or inspections were Contractor's 
responsibility, provide quality-control services, including retesting and reinspecting, for 
construction that replaced Work that failed to comply with the Contract Documents. 

D. Testing Agency Responsibilities:  Cooperate with Architect and Contractor in performance of 
duties.  Provide qualified personnel to perform required tests and inspections. 

1. Notify Architect and Contractor promptly of irregularities or deficiencies observed in the 
Work during performance of its services. 

2. Determine the location from which test samples will be taken and in which in-situ tests 
are conducted. 

3. Conduct and interpret tests and inspections and state in each report whether tested and 
inspected work complies with or deviates from requirements. 
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4. Submit a certified written report, in duplicate, of each test, inspection, and similar 
quality-control service through Contractor. 

5. Do not release, revoke, alter, or increase the Contract Document requirements or approve 
or accept any portion of the Work. 

6. Do not perform any duties of Contractor. 

E. Associated Services:  Cooperate with agencies performing required tests, inspections, and 
similar quality-control services, and provide reasonable auxiliary services as requested.  Notify 
agency sufficiently in advance of operations to permit assignment of personnel.  Provide the 
following: 

1. Access to the Work. 
2. Incidental labor and facilities necessary to facilitate tests and inspections. 
3. Adequate quantities of representative samples of materials that require testing and 

inspecting.  Assist agency in obtaining samples. 
4. Facilities for storage and field curing of test samples. 
5. Delivery of samples to testing agencies. 
6. Preliminary design mix proposed for use for material mixes that require control by testing 

agency. 
7. Security and protection for samples and for testing and inspecting equipment at Project 

site. 

F. Coordination:  Coordinate sequence of activities to accommodate required quality-assurance 
and -control services with a minimum of delay and to avoid necessity of removing and 
replacing construction to accommodate testing and inspecting. 

1. Schedule times for tests, inspections, obtaining samples, and similar activities. 

G. Schedule of Tests and Inspections:  Prepare a schedule of tests, inspections, and similar quality-
control services required by the Contract Documents as a component of Contractor's quality-
control plan.  Coordinate and submit concurrently with Contractor's construction schedule.  
Update as the Work progresses. 

1. Distribution:  Distribute schedule to Owner, Architect, testing agencies, and each party 
involved in performance of portions of the Work where tests and inspections are required. 

1.10 SPECIAL TESTS AND INSPECTIONS 

A. Special Tests and Inspections:  Owner will engage a qualified special inspector to conduct 
special tests and inspections required by authorities having jurisdiction as the responsibility of 
Owner, and as follows: 

1. Verifying that manufacturer maintains detailed fabrication and quality-control procedures 
and reviews the completeness and adequacy of those procedures to perform the Work. 

2. Notifying Architect and Contractor promptly of irregularities and deficiencies observed 
in the Work during performance of its services. 

3. Submitting a certified written report of each test, inspection, and similar quality-control 
service to Architect with copy to Contractor and to authorities having jurisdiction. 
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4. Submitting a final report of special tests and inspections at Substantial Completion, 
which includes a list of unresolved deficiencies. 

5. Interpreting tests and inspections and stating in each report whether tested and inspected 
work complies with or deviates from the Contract Documents. 

6. Retesting and reinspecting corrected work. 
 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION 

3.1 ACCEPTABLE TESTING AGENCIES 

A. TBD 

3.2 TEST AND INSPECTION LOG 

A. Test and Inspection Log:  Prepare a record of tests and inspections.  Include the following: 

1. Date test or inspection was conducted. 
2. Description of the Work tested or inspected. 
3. Date test or inspection results were transmitted to Architect. 
4. Identification of testing agency or special inspector conducting test or inspection. 

B. Maintain log at Project site.  Post changes and revisions as they occur.  Provide access to test 
and inspection log for Architect's reference during normal working hours. 

3.3 REPAIR AND PROTECTION 

A. General:  On completion of testing, inspecting, sample taking, and similar services, repair 
damaged construction and restore substrates and finishes. 

1. Provide materials and comply with installation requirements specified in other 
Specification Sections or matching existing substrates and finishes.  Restore patched 
areas and extend restoration into adjoining areas with durable seams that are as invisible 
as possible.  Comply with the Contract Document requirements for cutting and patching 
in Section 017300 "Execution." 

B. Protect construction exposed by or for quality-control service activities. 

C. Repair and protection are Contractor's responsibility, regardless of the assignment of 
responsibility for quality-control services. 

END OF SECTION  
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SECTION 01 50 00 

TEMPORARY FACILITIES AND CONTROLS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes requirements for temporary utilities, support facilities, and security and 
protection facilities. 

B. Related Requirements: 

1. Section 01 10 00 "Summary" for work restrictions and limitations on utility interruptions. 
2. Section 32 12 16 "Asphalt Paving" for construction and maintenance of asphalt pavement 

for temporary roads and paved areas. 
3. Section 32 13 13 "Concrete Paving" for construction and maintenance of cement concrete 

pavement for temporary roads and paved areas. 

1.3 USE CHARGES 

A. General:  Installation and removal of and use charges for temporary facilities shall be included 
in the Contract Sum unless otherwise indicated.  Allow other entities to use temporary services 
and facilities without cost, including, but not limited to Architect, testing agencies, and 
authorities having jurisdiction. 

B. Electric Power Service:  Pay electric-power-service use charges for electricity used by all 
entities for construction operations. 

C. Water and Sewer Service from Existing System:  Water from Owner's existing water system is 
available for use without metering and without payment of use charges.  Provide connections 
and extensions of services as required for construction operations. 

1.4 INFORMATIONAL SUBMITTALS 

A. Site Plan:  Show temporary facilities, utility hookups, staging areas, and parking areas for 
construction personnel. 

B. Erosion- and Sedimentation-Control Plan:  Show compliance with requirements of EPA 
Construction General Permit or authorities having jurisdiction, whichever is more stringent. 



Underground Pipe Drainage Football Field Sussex Tech High School 
SUS201373_CONST_FIELD Georgetown, Delaware 
 
 

01 50 00 \ Temporary Facilities and Controls  1147A004.A01 
Page 2 

1.5 QUALITY ASSURANCE 

A. Electric Service:  Comply with NECA, NEMA, and UL standards and regulations for temporary 
electric service.  Install service to comply with NFPA 70. 

B. Tests and Inspections:  Arrange for authorities having jurisdiction to test and inspect each 
temporary utility before use.  Obtain required certifications and permits. 

C. Accessible Temporary Egress:  Comply with applicable provisions in the U.S. Architectural & 
Transportation Barriers Compliance Board's ADA-ABA Accessibility Guidelines and 
ICC/ANSI A117.1. 

1.6 PROJECT CONDITIONS 

A. Temporary Use of Permanent Facilities:  Engage Installer of each permanent service to assume 
responsibility for operation, maintenance, and protection of each permanent service during its 
use as a construction facility before Owner's acceptance, regardless of previously assigned 
responsibilities. 

PART 2 - PRODUCTS 

2.1 TEMPORARY FACILITIES 

A. Field Offices, General:  Prefabricated or mobile units with serviceable finishes, temperature 
controls, and foundations adequate for normal loading. 

2.2 EQUIPMENT 

A. Fire Extinguishers:  Portable, UL rated; with class and extinguishing agent as required by 
locations and classes of fire exposures. 

PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Locate facilities where they will serve Project adequately and result in minimum interference 
with performance of the Work.  Relocate and modify facilities as required by progress of the 
Work. 

1. Locate facilities to limit site disturbance as specified in Section 01 10 00 "Summary." 

B. Provide each facility ready for use when needed to avoid delay.  Do not remove until facilities 
are no longer needed or are replaced by authorized use of completed permanent facilities. 
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3.2 TEMPORARY UTILITY INSTALLATION 

A. General:  Install temporary service or connect to existing service. 

1. Arrange with utility company, Owner, and existing users for time when service can be 
interrupted, if necessary, to make connections for temporary services. 

B. Sanitary Facilities:  Provide temporary toilets, wash facilities, and drinking water for use of 
construction personnel.  Comply with requirements of authorities having jurisdiction for type, 
number, location, operation, and maintenance of fixtures and facilities. 

C. Electric Power Service:  Provide electric power service and distribution system of sufficient 
size, capacity, and power characteristics required for construction operations. 

1. Install electric power service overhead unless otherwise indicated. 
2. Connect temporary service to Owner's existing power source, as directed by Owner. 

D. Lighting:  Provide temporary lighting with local switching that provides adequate illumination 
for construction operations, observations, inspections, and traffic conditions. 

1. Install and operate temporary lighting that fulfills security and protection requirements 
without operating entire system. 

2. Install lighting for Project identification sign. 

E. Telephone Service:  Provide temporary telephone service in common-use facilities for use by all 
construction personnel.  Install one telephone line(s) for each field office. 

1. At each telephone, post a list of important telephone numbers. 

a. Police and fire departments. 
b. Ambulance service. 
c. Contractor's home office. 
d. Contractor's emergency after-hours telephone number. 
e. Architect's office. 
f. Engineers' offices. 
g. Owner's office. 
h. Principal subcontractors' field and home offices. 

2. Provide superintendent with cellular telephone or portable two-way radio for use when 
away from field office. 

3.3 SUPPORT FACILITIES INSTALLATION 

A. General:  Comply with the following: 

1. Provide construction for temporary offices, shops, and sheds located within construction 
area or within 10 feet of building lines that is noncombustible according to ASTM E 136.  
Comply with NFPA 241. 
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2. Maintain support facilities until Architect schedules Substantial Completion inspection.  
Remove before Substantial Completion.  Personnel remaining after Substantial 
Completion will be permitted to use permanent facilities, under conditions acceptable to 
Owner. 

B. Temporary Roads and Paved Areas:  Construct and maintain temporary roads and paved areas 
adequate for construction operations.  Locate temporary roads and paved areas as indicated on 
Drawings. 

1. Provide dust-control treatment that is nonpolluting and nontracking.  Reapply treatment 
as required to minimize dust. 

C. Traffic Controls:  Comply with requirements of authorities having jurisdiction. 

1. Protect existing site improvements to remain including curbs, pavement, and utilities. 
2. Maintain access for fire-fighting equipment and access to fire hydrants. 

D. Parking:  Use designated areas of Owner's existing parking areas for construction personnel. 

E. Project Signs:  Provide Project signs as indicated.  Unauthorized signs are not permitted. 

1. Identification Signs:  Provide Project identification signs as indicated on Drawings. 
2. Temporary Signs:  Provide other signs as indicated and as required to inform public and 

individuals seeking entrance to Project. 

a. Provide temporary, directional signs for construction personnel and visitors. 

3. Maintain and touchup signs so they are legible at all times. 

F. Waste Disposal Facilities:  Comply with requirements specified in Section 017419 
"Construction Waste Management and Disposal." 

3.4 SECURITY AND PROTECTION FACILITIES INSTALLATION 

A. Protection of Existing Facilities:  Protect existing vegetation, equipment, structures, utilities, 
and other improvements at Project site and on adjacent properties, except those indicated to be 
removed or altered.  Repair damage to existing facilities. 

B. Environmental Protection:  Provide protection, operate temporary facilities, and conduct 
construction as required to comply with environmental regulations and that minimize possible 
air, waterway, and subsoil contamination or pollution or other undesirable effects. 

1. Comply with work restrictions specified in Section 01 10 00 "Summary." 

C. Temporary Erosion and Sedimentation Control:  Comply with requirements of 2003 EPA 
Construction General Permit or authorities having jurisdiction, whichever is more stringent and 
requirements specified in Section 311000 "Site Clearing." 
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D. Stormwater Control:  Comply with requirements of authorities having jurisdiction.  Provide 
barriers in and around excavations and subgrade construction to prevent flooding by runoff of 
stormwater from heavy rains. 

E. Tree and Plant Protection:  Comply with requirements specified in Section 01 56 39 
"Temporary Tree and Plant Protection." 

F. Security Enclosure and Lockup:  Install temporary enclosure around partially completed areas 
of construction.  Provide lockable entrances to prevent unauthorized entrance, vandalism, theft, 
and similar violations of security.  Lock entrances at end of each work day.  Any and all 
equipment and materials left on site must be secured from access. 

G. Barricades, Warning Signs, and Lights:  Comply with requirements of authorities having 
jurisdiction for erecting structurally adequate barricades, including warning signs and lighting. 

H. Temporary Egress:  Maintain temporary egress from existing occupied facilities as indicated 
and as required by authorities having jurisdiction. 

3.5 OPERATION, TERMINATION, AND REMOVAL 

A. Supervision:  Enforce strict discipline in use of temporary facilities.  To minimize waste and 
abuse, limit availability of temporary facilities to essential and intended uses. 

B. Maintenance:  Maintain facilities in good operating condition until removal. 

1. Maintain operation of temporary enclosures, heating, cooling, humidity control, 
ventilation, and similar facilities on a 24-hour basis where required to achieve indicated 
results and to avoid possibility of damage. 

C. Operate Project-identification-sign lighting daily from dusk until 12:00 midnight. 

D. Temporary Facility Changeover:  Do not change over from using temporary security and 
protection facilities to permanent facilities until Substantial Completion. 

E. Termination and Removal:  Remove each temporary facility when need for its service has 
ended, when it has been replaced by authorized use of a permanent facility, or no later than 
Substantial Completion.  Complete or, if necessary, restore permanent construction that may 
have been delayed because of interference with temporary facility.  Repair damaged Work, 
clean exposed surfaces, and replace construction that cannot be satisfactorily repaired. 

1. Materials and facilities that constitute temporary facilities are property of Contractor.  
Owner reserves right to take possession of Project identification signs. 

2. Remove temporary roads and paved areas not intended for or acceptable for integration 
into permanent construction.  Where area is intended for landscape development, remove 
soil and aggregate fill that do not comply with requirements for fill or subsoil.  Remove 
materials contaminated with road oil, asphalt and other petrochemical compounds, and 
other substances that might impair growth of plant materials or lawns.  Repair or replace 
street paving, curbs, and sidewalks at temporary entrances, as required by authorities 
having jurisdiction. 



Underground Pipe Drainage Football Field Sussex Tech High School 
SUS201373_CONST_FIELD Georgetown, Delaware 
 
 

01 50 00 \ Temporary Facilities and Controls  1147A004.A01 
Page 6 

3. At Substantial Completion, repair, renovate, and clean permanent facilities used during 
construction period.  Comply with final cleaning requirements specified in Section 01 77 
00 "Closeout Procedures." 

END OF SECTION 
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SECTION 01 56 39 

TEMPORARY TREE AND PLANT PROTECTION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes general protection and pruning of existing trees and plants that are affected by 
execution of the Work, whether temporary or permanent construction. 

B. Related Sections: 

1. Section 01 50 00 "Temporary Facilities and Controls" for temporary site fencing. 
2. Section 31 10 00 "Site Clearing" for removing existing trees and shrubs. 

1.3 DEFINITIONS 

A. Caliper:  Diameter of a trunk measured by a diameter tape or the average of the smallest and 
largest diameters at 6 inches above the ground for trees up to, and including, 4-inch size; and 12 
inches above the ground for trees larger than 4-inch size. 

B. Plant-Protection Zone:  Area surrounding individual trees, groups of trees, shrubs, or other 
vegetation to be protected during construction, and indicated on Drawings. 

C. Tree-Protection Zone:  Area surrounding individual trees or groups of trees to be protected 
during construction, and indicated on Drawings. 

D. Vegetation:  Trees, shrubs, groundcovers, grass, and other plants. 

1.4 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Qualification Data:  For qualified arborist and tree service firm. 

C. Certification:  From arborist, certifying that trees indicated to remain have been protected 
during construction according to recognized standards and that trees were promptly and 
properly treated and repaired when damaged. 
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D. Maintenance Recommendations:  From arborist, for care and protection of trees affected by 
construction during and after completing the Work. 

E. Existing Conditions:  Documentation of existing trees and plantings indicated to remain, which 
establishes preconstruction conditions that might be misconstrued as damage caused by 
construction activities. 

1. Use sufficiently detailed photographs or videotape. 
2. Include plans and notations to indicate specific wounds and damage conditions of each 

tree or other plants designated to remain. 

1.5 QUALITY ASSURANCE 

A. Arborist Qualifications:  Current member of ASCA. 

B. Tree Service Firm Qualifications:  An experienced tree service firm that has successfully 
completed temporary tree and plant protection work similar to that required for this Project and 
that will assign an experienced, qualified arborist to Project site during execution of the Work. 

1.6 PROJECT CONDITIONS 

A. The following practices are prohibited within protection zones: 

1. Storage of construction materials, debris, or excavated material. 
2. Parking vehicles or equipment. 
3. Foot traffic. 
4. Erection of sheds or structures. 
5. Impoundment of water. 
6. Excavation or other digging unless otherwise indicated. 
7. Attachment of signs to or wrapping materials around trees or plants unless otherwise 

indicated. 

B. Do not direct vehicle or equipment exhaust toward protection zones. 

C. Prohibit heat sources, flames, ignition sources, and smoking within or near protection zones and 
organic mulch. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Topsoil:  Imported or manufactured topsoil complying with ASTM D 5268. 

B. Organic Mulch:  Free from deleterious materials and suitable as a top dressing for trees and 
shrubs, consisting of one of the following: 

1. Type:  Shredded hardwood. 
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2. Size Range:  3 inches maximum, 1/2 inch minimum. 
3. Color:  Natural. 

C. Protection-Zone Fencing:  Fencing fixed in position and meeting one of the following 
requirements.  Previously used materials may be used when approved by Architect. 

1. Chain-Link Protection-Zone Fencing:  Galvanized-steel fencing fabricated from 
minimum 2-inch opening, 0.148-inch-  diameter wire chain-link fabric; with pipe posts, 
minimum 2-3/8-inch- OD line posts, and 2-7/8-inch- OD corner and pull posts and 0.177-
inch- (4.5-mm-) diameter bottom tension wire; with tie wires, hog ring ties, and other 
accessories for a complete fence system. 

a. Height: 4 feet. 

2. Plastic Protection-Zone Fencing:  Plastic construction fencing constructed of high-density 
extruded and stretched polyethylene fabric with 2-in maximum opening in pattern and 
weighing a minimum of 0.4 lb/ft.; remaining flexible from minus 60 to plus 200 deg F; 
inert to most chemicals and acids; minimum tensile yield strength of 2000 psi and 
ultimate tensile strength of 2680 psi; secured with plastic bands or galvanized-steel or 
stainless-steel wire ties; and supported by tubular or T-shape galvanized-steel posts 
spaced not more than 8 feet apart. 

a. Height:  4 feet. 
b. Color:  High-visibility orange, nonfading. 

3. Gates:  Single swing access gates matching material and appearance of fencing, to allow 
for maintenance activities within protection zones; leaf width 36 inches. 

D. Protection-Zone Signage:  Shop-fabricated, rigid plastic or metal sheet with attachment holes 
prepunched and reinforced; legibly printed with nonfading lettering and as follows: 

1. Size and Text:  As shown on Drawings. 
2. Lettering:  3-inch- high minimum, black characters on orange background. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Erosion and Sedimentation Control:  Examine the site to verify that temporary erosion- and 
sedimentation-control measures are in place.  Verify that flows of water redirected from 
construction areas or generated by construction activity do not enter or cross protection zones. 

B. For the record, prepare written report, endorsed by arborist, listing conditions detrimental to tree 
and plant protection. 
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3.2 PREPARATION 

A. Locate and clearly identify trees, shrubs, and other vegetation to remain or to be relocated.  Flag 
each tree trunk at 54 inches above the ground. 

B. Protect tree root systems from damage caused by runoff or spillage of noxious materials while 
mixing, placing, or storing construction materials.  Protect root systems from ponding, eroding, 
or excessive wetting caused by dewatering operations. 

C. Tree-Protection Zones:  Mulch areas inside tree-protection zones and other areas indicated. 

1. Apply 4-inch average thickness of organic mulch.  Do not place mulch within 6 inches of 
tree trunks. 

3.3 TREE- AND PLANT-PROTECTION ZONES 

A. Protection-Zone Fencing:  Install protection-zone fencing along edges of protection zones 
before materials or equipment are brought on the site and construction operations begin in a 
manner that will prevent people and animals from easily entering protected area except by 
entrance gates.  Construct fencing so as not to obstruct safe passage or visibility at vehicle 
intersections where fencing is located adjacent to pedestrian walkways or in close proximity to 
street intersections, drives, or other vehicular circulation. 

1. Chain-Link Fencing:  Install to comply with ASTM F 567 and with manufacturer's 
written instructions. 

2. Posts:  Set or drive posts into ground one-third the total height of the fence without 
concrete footings.  Where a post is located on existing paving or concrete to remain, 
provide appropriate means of post support acceptable to Architect. 

3. Access Gates:  Install in a convenient location; adjust to operate smoothly, easily, and 
quietly, free of binding, warp, excessive deflection, distortion, nonalignment, 
misplacement, disruption, or malfunction, throughout entire operational range.  Confirm 
that latches and locks engage accurately and securely without forcing or binding. 

B. Protection-Zone Signage:  Install protection-zone signage in visibly prominent locations in a 
manner approved by Architect.  Install one sign spaced approximately every 20 feet on 
protection-zone fencing, but no fewer than four signs with each facing a different direction. 

C. Maintain protection zones free of weeds and trash. 

D. Repair or replace trees, shrubs, and other vegetation indicated to remain or be relocated that are 
damaged by construction operations, in a manner approved by Architect. 

E. Maintain protection-zone fencing and signage in good condition as acceptable to Architect and 
remove when construction operations are complete and equipment has been removed from the 
site. 

1. Do not remove protection-zone fencing, even temporarily, to allow deliveries or 
equipment access through the protection zone. 
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2. Temporary access is permitted subject to preapproval in writing by arborist if a root 
buffer effective against soil compaction is constructed as directed by arborist.  Maintain 
root buffer so long as access is permitted. 

3.4 EXCAVATION 

A. General:  Excavate at edge of protection zones and for trenches indicated within protection 
zones according to requirements in Section 312000 "Earth Moving." 

B. Trenching near Trees:  Where utility trenches are required within protection zones, hand 
excavate under or around tree roots or tunnel under the roots by drilling, auger boring, or pipe 
jacking.  Do not cut main lateral tree roots or taproots; cut only smaller roots that interfere with 
installation of utilities.  Cut roots as required for root pruning. 

C. Redirect roots in backfill areas where possible.  If encountering large, main lateral roots, expose 
roots beyond excavation limits as required to bend and redirect them without breaking.  If 
encountered immediately adjacent to location of new construction and redirection is not 
practical, cut roots approximately 3 inches back from new construction and as required for root 
pruning. 

D. Do not allow exposed roots to dry out before placing permanent backfill.  Provide temporary 
earth cover or pack with peat moss and wrap with burlap.  Water and maintain in a moist 
condition.  Temporarily support and protect roots from damage until they are permanently 
relocated and covered with soil. 

3.5 ROOT PRUNING 

A. Prune roots that are affected by temporary and permanent construction.  Prune roots as shown 
on Drawings and as follows: 

1. Cut roots manually by digging a trench and cutting exposed roots with sharp pruning 
instruments; do not break, tear, chop, or slant the cuts.  Do not use a backhoe or other 
equipment that rips, tears, or pulls roots. 

2. Cut Ends:  Coat cut ends of roots more than 1-1/2 inches in diameter with an emulsified 
asphalt or other coating formulated for use on damaged plant tissues and that is 
acceptable to arborist. 

3. Temporarily support and protect roots from damage until they are permanently redirected 
and covered with soil. 

4. Cover exposed roots with burlap and water regularly. 
5. Backfill as soon as possible according to requirements in Section 312000 "Earth 

Moving." 

B. Root Pruning at Edge of Protection Zone:  Prune roots 12 inches (300 mm) inside of the 
protection zone, by cleanly cutting all roots to the depth of the required excavation. 

C. Root Pruning within Protection Zone:  Clear and excavate by hand to the depth of the required 
excavation to minimize damage to root systems.  Use narrow-tine spading forks, comb soil to 
expose roots, and cleanly cut roots as close to excavation as possible. 
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3.6 CROWN PRUNING 

A. Prune branches that are affected by temporary and permanent construction.  Prune branches as 
shown on Drawings and as follows: 

1. Prune trees to remain to compensate for root loss caused by damaging or cutting root 
system.  Provide subsequent maintenance during Contract period as recommended by 
arborist. 

2. Pruning Standards:  Prune trees according to ANSI A300 (Part 1). 
3. Cut branches with sharp pruning instruments; do not break or chop. 
4. Do not apply pruning paint to wounds. 

B. Chip removed branches and dispose of off-site. 

3.7 REGRADING 

A. Lowering Grade:  Where new finish grade is indicated below existing grade around trees, slope 
grade beyond the protection zone.  Maintain existing grades within the protection zone. 

B. Lowering Grade within Protection Zone:  Where new finish grade is indicated below existing 
grade around trees, slope grade away from trees as recommended by arborist unless otherwise 
indicated. 

1. Root Pruning:  Prune tree roots exposed by lowering the grade.  Do not cut main lateral 
roots or taproots; cut only smaller roots.  Cut roots as required for root pruning. 

C. Raising Grade:  Where new finish grade is indicated above existing grade around trees, slope 
grade beyond the protection zone.  Maintain existing grades within the protection zone. 

D. Minor Fill within Protection Zone:  Where existing grade is 2 inches or less below elevation of 
finish grade, fill with topsoil.  Place topsoil in a single uncompacted layer and hand grade to 
required finish elevations. 

3.8 FIELD QUALITY CONTROL 

A. Inspections:  Engage a qualified arborist to direct plant-protection measures in the vicinity of 
trees, shrubs, and other vegetation indicated to remain and to prepare inspection reports. 

3.9 REPAIR AND REPLACEMENT 

A. General:  Repair or replace trees, shrubs, and other vegetation indicated to remain or be 
relocated that are damaged by construction operations, in a manner approved by Architect. 

1. Submit details of proposed root cutting and tree and shrub repairs. 
2. Have arborist perform the root cutting, branch pruning, and damage repair of trees and 

shrubs. 
3. Treat damaged trunks, limbs, and roots according to arborist's written instructions. 
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4. Perform repairs within 24 hours. 
5. Replace vegetation that cannot be repaired and restored to full-growth status, as 

determined by Architect. 

B. Trees:  Remove and replace trees indicated to remain that are more than 25 percent dead or in 
an unhealthy condition or are damaged during construction operations that Architect determines 
are incapable of restoring to normal growth pattern. 

1. Provide new trees of same size and species as those being replaced for each tree that 
measures 6 inches or smaller in caliper size. 

2. Provide one new tree(s) of 6-inch caliper size for each tree being replaced that measures 
more than 6 inches in caliper size. 

a. Species:  Species same as those being replaced. 

3. Plant and maintain new trees as specified in Section 329300 "Plants." 

C. Soil Aeration:  Where directed by Architect, aerate surface soil compacted during construction.  
Aerate 10 feet beyond drip line and no closer than 36 inches to tree trunk.  Drill 2-inch diameter 
holes a minimum of 12 inches deep at 24 inches o.c.  Backfill holes with an equal mix of 
augered soil and sand. 

3.10 DISPOSAL OF SURPLUS AND WASTE MATERIALS 

A. Disposal:  Remove excess excavated material, displaced trees, trash and debris, and legally 
dispose of them off Owner's property. 

END OF SECTION 
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 SECTION 01 57 00 
 
 TEMPORARY EROSION AND SEDIMENT CONTROL 
 
 
PART 1 - GENERAL 
 
1.1 DESCRIPTION 
 

Provide necessary equipment, labor and supplies for erosion and sediment control throughout 
project.  Work consists of installing inlet protection as required for effective control.  Sediment 
and erosion control work shall be in compliance with applicable requirements of the governing 
authorities having jurisdiction.  The receipt of a proposal by a bona fide bidder shall be 
interpreted to mean the Contractor has familiarized himself with these Regulations and Rules of 
Procedure and is fully cognizant of exactly what is required. 

 
1.2 SUBMITTAL 
 

A. Erosion and Sediment Control Schedule. 
 

1. At pre-construction conference or prior to start of actual construction, submit for 
acceptance, schedules for accomplishment of temporary and permanent erosion 
control work.  Submit schedule for each of the following procedures:  Grading, 
construction and paving.  No work shall be started until erosion control 
schedules and methods of operation have been approved. 

2. Schedule should be prepared on Contractor's letterhead.  Send original and one 
(1) copy to Owner. 

 
1.3 EXECUTION 
 

A. Throughout the duration of the project, control erosion and minimize siltation to rivers, 
streams and impoundments.  Erosion and sediment control measures as described herein 
and on the drawings shall be applied to erodible materials exposed by any project 
activity. 

 
B. Coordinate erosion and sediment control measures with the construction of the permanent 

drainage facilities which shall be constructed prior to the grading operation to assure 
economical, effective and continuous erosion and siltation control. 

 
C. Dress, prepare, and seed slopes immediately following the completion of each portion of 

work and immediately following suspension of grading operations. 
 

D. Fill slopes shall be dressed, prepared and seeded as the embankment proceeds to the 
extent needed to stop erosion and sedimentation. 

 
E. The Contractor shall incorporate permanent erosion control features into the project at the 

earliest practicable time.  Temporary erosion control measures shall be used to correct 
conditions that develop during construction that were not foreseen during the design 
stage, that are needed prior to installation of permanent erosion control features, or that 
are needed temporarily to control erosion that develops during normal construction 
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practices that are not associated with permanent control features of the project. 
 

F. On all existing and new catch basins Contractor shall install catch basin inlet protection 
as shown on the Drawings. 

 
PART 2 - PRODUCTS 
 Not Used 
 
PART 3 - EXECUTION 
 Not Used 
 
 

 
 
 END OF SECTION 
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SECTION 01 73 00 

EXECUTION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes general administrative and procedural requirements governing execution of the 
Work including, but not limited to, the following: 

1. Construction layout. 
2. Field engineering and surveying. 
3. Installation of the Work. 
4. Cutting and patching. 
5. Progress cleaning. 
6. Protection of installed construction. 
7. Correction of the Work. 

B. Related Requirements: 

1. Section 01 10 00 "Summary" for limits on use of Project site. 
2. Section 01 33 00 "Submittal Procedures" for submitting surveys. 
3. Section 01 77 00 "Closeout Procedures" for submitting final property survey with Project 

Record Documents, recording of Owner-accepted deviations from indicated lines and 
levels, and final cleaning. 

4. Section 02 41 19 "Selective Structure Demolition" for demolition and removal of selected 
portions of the building. 

1.3 DEFINITIONS 

A. Cutting:  Removal of in-place construction necessary to permit installation or performance of 
other work. 

B. Patching:  Fitting and repair work required to restore construction to original conditions after 
installation of other work. 
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1.4 QUALITY ASSURANCE 

A. Land Surveyor Qualifications:  A professional land surveyor who is legally qualified to practice 
in jurisdiction where Project is located and who is experienced in providing land-surveying 
services of the kind indicated. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. General:  Comply with requirements specified in other Sections. 

B. In-Place Materials:  Use materials for patching identical to in-place materials.  For exposed 
surfaces, use materials that visually match in-place adjacent surfaces to the fullest extent 
possible. 

1. If identical materials are unavailable or cannot be used, use materials that, when installed, 
will provide a match acceptable to Architect for the visual and functional performance of 
in-place materials. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Existing Conditions:  The existence and location of underground and other utilities and 
construction indicated as existing are not guaranteed.  Before beginning sitework, investigate 
and verify the existence and location of underground utilities, and other construction affecting 
the Work. 

1. Before construction, verify the location and invert elevation at points of connection of 
sanitary sewer, storm sewer, and water-service piping; underground electrical services, 
and other utilities. 

2. Furnish location data for work related to Project that must be performed by public 
utilities serving Project site. 

B. Examination and Acceptance of Conditions:  Before proceeding with each component of the 
Work, examine substrates, areas, and conditions, with Installer or Applicator present where 
indicated, for compliance with requirements for installation tolerances and other conditions 
affecting performance.  Record observations. 

1. Examine roughing-in for mechanical and electrical systems to verify actual locations of 
connections before equipment and fixture installation. 
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2. Examine walls, floors, and roofs for suitable conditions where products and systems are 
to be installed. 

3. Verify compatibility with and suitability of substrates, including compatibility with 
existing finishes or primers. 

C. Written Report:  Where a written report listing conditions detrimental to performance of the 
Work is required by other Sections, include the following: 

1. Description of the Work. 
2. List of detrimental conditions, including substrates. 
3. List of unacceptable installation tolerances. 
4. Recommended corrections. 

D. Proceed with installation only after unsatisfactory conditions have been corrected.  Proceeding 
with the Work indicates acceptance of surfaces and conditions. 

3.2 PREPARATION 

A. Existing Utility Information:  Furnish information to local utility or Owner that is necessary to 
adjust, move, or relocate existing utility structures, utility poles, lines, services, or other utility 
appurtenances located in or affected by construction.  Coordinate with authorities having 
jurisdiction. 

B. Field Measurements:  Take field measurements as required to fit the Work properly.  Recheck 
measurements before installing each product.  Where portions of the Work are indicated to fit to 
other construction, verify dimensions of other construction by field measurements before 
fabrication.  Coordinate fabrication schedule with construction progress to avoid delaying the 
Work. 

C. Space Requirements:  Verify space requirements and dimensions of items shown 
diagrammatically on Drawings. 

D. Review of Contract Documents and Field Conditions:  Immediately on discovery of the need for 
clarification of the Contract Documents caused by differing field conditions outside the control 
of Contractor, submit a request for information to Architect according to requirements in 
Section 01 31 00 "Project Management and Coordination." 

3.3 CONSTRUCTION LAYOUT 

A. Verification:  Before proceeding to lay out the Work, verify layout information shown on 
Drawings, in relation to the property survey and existing benchmarks.  If discrepancies are 
discovered, notify Architect promptly. 

B. General:  Engage a land surveyor to lay out the Work using accepted surveying practices. 

1. Establish benchmarks and control points to set lines and levels at each story of 
construction and elsewhere as needed to locate each element of Project. 

2. Establish limits on use of Project site. 
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3. Establish dimensions within tolerances indicated.  Do not scale Drawings to obtain 
required dimensions. 

4. Inform installers of lines and levels to which they must comply. 
5. Check the location, level and plumb, of every major element as the Work progresses. 
6. Notify Architect when deviations from required lines and levels exceed allowable 

tolerances. 
7. Close site surveys with an error of closure equal to or less than the standard established 

by authorities having jurisdiction. 

C. Site Improvements:  Locate and lay out site improvements, including pavements, grading, fill 
and topsoil placement, utility slopes, and rim and invert elevations. 

D. Building Lines and Levels:  Locate and lay out control lines and levels for structures, building 
foundations, column grids, and floor levels, including those required for mechanical and 
electrical work.  Transfer survey markings and elevations for use with control lines and levels.  
Level foundations and piers from two or more locations. 

E. Record Log:  Maintain a log of layout control work.  Record deviations from required lines and 
levels.  Include beginning and ending dates and times of surveys, weather conditions, name and 
duty of each survey party member, and types of instruments and tapes used.  Make the log 
available for reference by Architect. 

3.4 FIELD ENGINEERING 

A. Identification:  Owner will identify existing benchmarks, control points, and property corners. 

3.5 INSTALLATION 

A. General:  Locate the Work and components of the Work accurately, in correct alignment and 
elevation, as indicated. 

B. Comply with manufacturer's written instructions and recommendations for installing products in 
applications indicated. 

C. Install products at the time and under conditions that will ensure the best possible results.  
Maintain conditions required for product performance until Substantial Completion. 

D. Conduct construction operations so no part of the Work is subjected to damaging operations or 
loading in excess of that expected during normal conditions of occupancy. 

E. Sequence the Work and allow adequate clearances to accommodate movement of construction 
items on site and placement in permanent locations. 

F. Tools and Equipment:  Do not use tools or equipment that produce harmful noise levels. 

G. Joints:  Make joints of uniform width.  Where joint locations in exposed work are not indicated, 
arrange joints for the best visual effect.  Fit exposed connections together to form hairline joints. 
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H. Hazardous Materials:  Use products, cleaners, and installation materials that are not considered 
hazardous. 

3.6 PROGRESS CLEANING 

A. General:  Clean Project site and work areas daily, including common areas.  Enforce 
requirements strictly.  Dispose of materials lawfully. 

1. Comply with requirements in NFPA 241 for removal of combustible waste materials and 
debris. 

2. Do not hold waste materials more than seven days during normal weather or three days if 
the temperature is expected to rise above 80 deg F. 

3. Containerize hazardous and unsanitary waste materials separately from other waste.  
Mark containers appropriately and dispose of legally, according to regulations. 

a. Use containers intended for holding waste materials of type to be stored. 

4. Coordinate progress cleaning for joint-use areas where Contractor and other contractors 
are working concurrently. 

B. Site:  Maintain Project site free of waste materials and debris. 

C. Work Areas:  Clean areas where work is in progress to the level of cleanliness necessary for 
proper execution of the Work. 

1. Remove liquid spills promptly. 
2. Where dust would impair proper execution of the Work, broom-clean or vacuum the 

entire work area, as appropriate. 

D. Installed Work:  Keep installed work clean.  Clean installed surfaces according to written 
instructions of manufacturer or fabricator of product installed, using only cleaning materials 
specifically recommended.  If specific cleaning materials are not recommended, use cleaning 
materials that are not hazardous to health or property and that will not damage exposed surfaces. 

E. Concealed Spaces:  Remove debris from concealed spaces before enclosing the space. 

F. Exposed Surfaces in Finished Areas:  Clean exposed surfaces and protect as necessary to ensure 
freedom from damage and deterioration at time of Substantial Completion. 

G. Waste Disposal:  Do not bury or burn waste materials on-site.  Do not wash waste materials 
down sewers or into waterways.  Comply with waste disposal requirements in Section 017419 
"Construction Waste Management and Disposal." 

H. During handling and installation, clean and protect construction in progress and adjoining 
materials already in place.  Apply protective covering where required to ensure protection from 
damage or deterioration at Substantial Completion. 
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I. Clean and provide maintenance on completed construction as frequently as necessary through 
the remainder of the construction period.  Adjust and lubricate operable components to ensure 
operability without damaging effects. 

J. Limiting Exposures:  Supervise construction operations to assure that no part of the 
construction, completed or in progress, is subject to harmful, dangerous, damaging, or otherwise 
deleterious exposure during the construction period. 

END OF SECTION 



Sussex Tech High School  Underground Pipe Drainage Football Field 
Georgetown, Delaware SUS201373_CONST_FIELD  
 
 

1147A004.A01 Construction Waste Management and Disposal / 01 74 19 
  Page 1 

SECTION  01 74 19 
 

CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL 
 
PART 1 -  GENERAL 
  
1.1 SUMMARY 
 

A. Section includes: Administrative and procedural requirements for construction waste 
management activities. 

 
1.2 DEFINITIONS 

 
A. Construction, Demolition, and Land clearing (CDL) Waste: Includes all non-hazardous 

solid wastes resulting from construction, remodeling, alterations, repair, demolition and 
land clearing. Includes material that is recycled, reused, salvaged or disposed as garbage. 

 
B. Salvage: Recovery of materials for on-site reuse, sale or donation to a third party. 
 
C. Reuse: Making use of a material without altering its form. Materials can be reused on-site 

or reused on other projects off-site. Examples include, but are not limited to the 
following: Crushing or grinding of concrete for use as sub-base material. Chipping of 
land clearing debris for use as mulch. 

 
D. Recycling: The process of sorting, cleaning, treating, and reconstituting materials for the 

purpose of using the material in the manufacture of a new product. 
 
E. Source-Separated CDL Recycling: The process of separating recyclable materials in 

separate containers as they are generated on the job-site. The separated materials are 
hauled directly to a recycling facility or transfer station. 

 
F. Co-mingled CDL Recycling: The process of collecting mixed recyclable materials in one 

container on-site. The container is taken to a material recovery facility where materials 
are separated for recycling. 

 
G. Approved Recycling Facility: Any of the following: 
 
1. A facility that can legally accept CDL waste materials for the purpose of processing the 

materials into an altered form for the manufacture of a new product. 
 
2. Material Recovery Facility: A general term used to describe a waste-sorting facility. 

Mechanical, hand-separation, or a combination of both procedures, are used to recover 
recyclable materials. 

 
1.3 SUBMITTALS 
 

A. Contractor shall develop a Waste Management Plan: Submit 3 copies of plan within 14 
days of date established for the Notice to Proceed. 
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B. Contractor shall provide Waste Management Report: Concurrent with each Application 
for Payment, submit 3 copies of report. 

 
1.4 PERFORMANCE REQUIREMENTS 
 

A. General: Divert a minimum of 75% CDL waste, by weight, from the landfill by one, or a 
combination of the following activities: 

 
 1. Salvage 
 2. Reuse 
 3. Source-Separated CDL Recycling 
 4. Co-mingled CDL Recycling 

 
B. CDL waste materials that can be salvaged, reused or recycled include, but are not limited 

to, the following: 
 
 1. Acoustical ceiling tiles 
 2. Asphalt 
 3. Asphalt shingles 
 4. Cardboard packaging 
 5. Carpet and carpet pad 
 6. Concrete 
 7. Drywall 
 8. Fluorescent lights and ballasts 
 9. Land clearing debris (vegetation, stumpage, dirt) 
 10. Metals 
 11. Paint (through hazardous waste outlets) 
 12. Wood 
 13. Plastic film (sheeting, shrink wrap, packaging) 
 14. Window glass 
 15. Wood 
 16. Field office waste, including office paper, aluminum cans, glass, plastic, and 

office cardboard. 
 
1.5 QUALITY ASSURANCE 
 

A. Waste Management Coordinator Qualifications: Experienced firm, with a record of 
successful waste management coordination of projects with similar requirements, that 
employs a LEED Accredited Professional, certified by the USGBC as waste management 
coordinator. 

 
B. Refrigerant Recovery Technician Qualifications: Certified by EPA-approved certification 

program. 
 
C. Regulatory Requirements: Conduct construction waste management activities in 

accordance with hauling and disposal regulations of all authorities having jurisdiction and 
all other applicable laws and ordinances. 

 
D. Preconstruction Conference: Schedule and conduct meeting at Project site prior to 

construction activities. 
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1. Attendees: Inform the following individuals, whose presence is required, of date 

and time of meeting. 
 
  a. Owner 
  b. Architect 
  c. Contractor’s superintendent 
  d. Major subcontractors 
  e. Waste Management Coordinator 
 f. Other concerned parties 
 
2. Agenda Items: Review methods and procedures related to waste management 

including, but not limited to, the following: 
 
  a. Review and discuss waste management plan including responsibilities of 

Waste Management Coordinator. 
  b. Review requirements for documenting quantities of each type of waste 

and its disposition. 
  c. Review and finalize procedures for materials separation and verify 

availability of containers and bins needed to avoid delays. 
  d. Review procedures for periodic waste collection and transportation to 

recycling and disposal facilities. 
  e. Review waste management requirements for each trade. 
 
3. Minutes: Record discussion. Distribute meeting minutes to all participants. 
  Note: If there is a Project Architect, they will perform this role. 

 
1.6 WASTE MANAGEMENT PLAN — Contactor shall develop and document the following: 
 

A. Develop a plan to meet the requirements listed in this section at a minimum. Plan shall 
consist of waste identification, waste reduction plan and cost/revenue analysis. 
Distinguish between demolition and construction waste. Indicate quantities by weight 
throughout the plan. 

 
B. Indicate anticipated types and quantities of demolition, site-cleaning and construction 

waste generated by the project. List all assumptions made for the quantities estimates. 
 
C. List each type of waste and whether it will be salvaged, recycled, or disposed of in a 

landfill. The plan should include the following information: 
 

 1. Types and estimated quantities, by weight, of CDL waste expected to be 
generated during demolition and construction. 

 
 2. Proposed methods for CDL waste salvage, reuse, recycling and disposal during 

demolition including, but not limited to, one or more of the following: 
 

 a. Contracting with a deconstruction specialist to salvage materials 
generated, 

 b. Selective salvage as part of demolition contractor’s work, 
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 c. Reuse of materials on-site or sale or donation to a third party. 
 

 3. Proposed methods for salvage, reuse, recycling and disposal during construction 
including, but not limited to, one or more of the following: 

 
  a. Requiring subcontractors to take their CDL waste to a recycling facility; 
 b. Contracting with a recycling hauler to haul recyclable CDL waste to an 

approved recycling or material recovery facility; 
 c. Processing and reusing materials on-site; 
 d. Self-hauling to a recycling or material recovery facility. 

 
4. Name of recycling or material recovery facility receiving the CDL wastes. 

 
 5. Handling and Transportation Procedures: Include method that will be used for 

separating recyclable waste including sizes of containers, container labeling, and 
designated location on project site where materials separation will be located. 

 
D. Cost/Revenue Analysis: Indicate total cost of waste disposal as if there was no waste 

management plan and net additional cost or net savings resulting from implementing 
waste management plan. Include the following: 

 
 1. Total quantity of waste. 
 2. Estimated cost of disposal (cost per unit). Include hauling and tipping fees and 

cost of collection containers for each type of waste. 
 3. Total cost of disposal (with no waste management). 
 4. Revenue from salvaged materials. 
 5. Revenue from recycled materials. 
 6. Savings in hauling and tipping fees by donating materials. 
 7. Savings in hauling and tipping fees that are avoided. 
 8. Handling and transportation costs. Including cost of collection containers for 

each type of waste. 
 9. Net additional cost or net savings from waste management plan. 

 
 
PART 2 - PRODUCTS (Not Used) 
 
 
PART 3 - EXECUTION 
 
3.1 CONSTRUCTION WASTE MANAGEMENT, GENERAL 
 

A. Provide containers for CDL waste that is to be recycled clearly labeled as such with a list 
of acceptable and unacceptable materials. The list of acceptable materials must be the 
same as the materials recycled at the receiving material recovery facility or recycling 
processor. 

 
B. The collection containers for recyclable CDL waste must contain no more than 10% non-

recyclable material, by volume. 
 
C. Provide containers for CDL waste that is disposed in a landfill clearly labeled as such. 
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D. Use detailed material estimates to reduce risk of unplanned and potentially wasteful cuts. 
 
E. To the greatest extent possible, include in material purchasing agreements a waste 

reduction provision requesting that materials and equipment be delivered in packaging 
made of recyclable material, that they reduce the amount of packaging, that packaging be 
taken back for reuse or recycling, and to take back all unused product. Insure that 
subcontractors require the same provisions in their purchase agreements. 

 
F. Conduct regular visual inspections of dumpsters and recycling bins to remove 

contaminants. 
 

 
3.2 SOURCE SEPARATION 
 

A. General: Contractor shall separate recyclable materials from CDL waste to the maximum 
extent possible. 

 
 Separate recyclable materials by type. 

 
 1. Provide containers, clearly labeled, by type of separated materials or provide 

other storage method for managing recyclable materials until they are removed 
from Project site. 

 2. Stockpile processed materials on-site without intermixing with other materials. 
Place, grade, and shape stockpiles to drain surface water and to minimize pest 
attraction. Cover to prevent windblown dust.\ 

 3. Stockpile materials away from demolition area. Do not store within drip line of 
remaining trees. 

 4. Store components off the ground and protect from weather. 
 
3.3 CO-MINGLED RECYCLING 
 

A. General: Do not put CDL waste that will be disposed in a landfill into a co-mingled CDL 
waste recycling container. 

 
3.4 REMOVAL OF CONSTRUCTION WASTE MATERIALS 

 
A. Remove CDL waste materials from project site on a regular basis. Do not allow CDL 

waste to accumulate on-site. 
 
B. Transport CDL waste materials off Owner’s property and legally dispose of them. 
 
C. Burning of CDL waste is not permitted. 
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WASTE MANAGEMENT PROGRESS REPORT 

 
 
 
 

DISPOSED IN 
MUNICIPAL 

SOLID WASTE 
LANDFILL 

DIVERTED FROM LANDFILL BY RECYCLING, 
SALVAGE OR REUSE 

MATERIAL CATEGORY  RECYCLED SALVAGED REUSED 
1.   Acoustical Ceiling Tile     

2.   Asphalt     

3.   Asphalt Shingles     

4.   Cardboard Packaging     

5.   Carpet and Carpet Pad     

6.   Concrete     

7.   Drywall     

8.   Fluorescent Lights and    
      Ballasts 

    

9.   Land Clearing Debris  
      (vegetation, stumpage, dirt) 

    

10.  Metals      

11.  Paint (through hazardous 
       waste outlets) 

    

12.  Wood     

13.  Plastic Film (sheeting, shrink 
       wrap, packaging) 

    

14.  Window Glass     

15.  Field Office Waste (office 
       paper, aluminum cans, glass, 
       plastic, and coffee cardboard) 

    

16.  Other (insert description) 
 

    

17.  Other (insert description) 
 

    

TOTAL ( In Weight) 

 (TOTAL OF ALL ABOVE VALUES – IN WEIGHT) 

Percentage of Waste Diverted: 

(TOTAL WASTE DIVIDED BY TOTAL DIVERTED) 

 
 

END OF SECTION 
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SECTION 01 77 00 

CLOSEOUT PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for contract closeout, including, 
but not limited to, the following: 

1. Substantial Completion procedures. 
2. Final completion procedures. 
3. Final cleaning. 
4. Repair of the Work. 

B. Related Requirements: 

1. Section 01 32 33 "Photographic Documentation" for submitting final completion 
construction photographic documentation. 

2. Section 01 73 00 "Execution" for progress cleaning of Project site. 
3. Section 01 78 39 "Project Record Documents" for submitting record Drawings, record 

Specifications, and record Product Data. 

1.3 ACTION SUBMITTALS 

A. Contractor's List of Incomplete Items:  Initial submittal at Substantial Completion. 

B. Certified List of Incomplete Items:  Final submittal at Final Completion. 

1.4 CLOSEOUT SUBMITTALS 

A. Certificates of Release:  From authorities having jurisdiction. 

B. Certificate of Insurance:  For continuing coverage. 
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1.5 SUBSTANTIAL COMPLETION PROCEDURES 

A. Contractor's List of Incomplete Items:  Prepare and submit a list of items to be completed and 
corrected (Contractor's punch list), indicating the value of each item on the list and reasons why 
the Work is incomplete. 

B. Submittals Prior to Substantial Completion:  Complete the following a minimum of 10 days 
prior to requesting inspection for determining date of Substantial Completion.  List items below 
that are incomplete at time of request. 

1. Certificates of Release:  Obtain and submit releases from authorities having jurisdiction 
permitting Owner unrestricted use of the Work and access to services and utilities.  
Include occupancy permits, operating certificates, and similar releases. 

2. Submit closeout submittals specified in other Division 01 Sections, including project 
record documents, operation and maintenance manuals, final completion construction 
photographic documentation, damage or settlement surveys, property surveys, and similar 
final record information. 

3. Submit closeout submittals specified in individual Sections, including specific warranties, 
workmanship bonds, maintenance service agreements, final certifications, and similar 
documents. 

C. Procedures Prior to Substantial Completion:  Complete the following a minimum of 10 days 
prior to requesting inspection for determining date of Substantial Completion.  List items below 
that are incomplete at time of request. 

1. Advise Owner of pending insurance changeover requirements. 
2. Participate with Owner in conducting inspection and walkthrough with local emergency 

responders. 
3. Terminate and remove temporary facilities from Project site, along with mockups, 

construction tools, and similar elements. 
4. Complete final cleaning requirements, including touchup painting. 
5. Touch up and otherwise repair and restore marred exposed finishes to eliminate visual 

defects. 

D. Inspection:  Submit a written request for inspection to determine Substantial Completion a 
minimum of 10 days prior to date the work will be completed and ready for final inspection and 
tests.  On receipt of request, Architect will either proceed with inspection or notify Contractor 
of unfulfilled requirements.  Architect will prepare the Certificate of Substantial Completion 
after inspection or will notify Contractor of items, either on Contractor's list or additional items 
identified by Architect, that must be completed or corrected before certificate will be issued. 

1. Reinspection:  Request reinspection when the Work identified in previous inspections as 
incomplete is completed or corrected. 

2. Results of completed inspection will form the basis of requirements for final completion. 

1.6 FINAL COMPLETION PROCEDURES 

A. Submittals Prior to Final Completion:  Before requesting final inspection for determining final 
completion, complete the following: 
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1. Submit a final Application for Payment according to Section 012900 "Payment 
Procedures." 

2. Certified List of Incomplete Items:  Submit certified copy of Architect's Substantial 
Completion inspection list of items to be completed or corrected (punch list), endorsed 
and dated by Architect.  Certified copy of the list shall state that each item has been 
completed or otherwise resolved for acceptance. 

3. Certificate of Insurance:  Submit evidence of final, continuing insurance coverage 
complying with insurance requirements. 

4. Submit pest-control final inspection report. 
5. Submit the following AIA documents: 

 AIA G706A - Contractors Affidavit of Release of Liens 
 AIAG706 - Contractors Affidavit of Payment of Debts and Claims 
 AIA G707 - Consent of Surety to Final Payment 

B. Inspection:  Submit a written request for final inspection to determine acceptance a minimum of 
10 days prior to date the work will be completed and ready for final inspection and tests.  On 
receipt of request, Architect will either proceed with inspection or notify Contractor of 
unfulfilled requirements.  Architect will prepare a final Certificate for Payment after inspection 
or will notify Contractor of construction that must be completed or corrected before certificate 
will be issued. 

1. Reinspection:  Request reinspection when the Work identified in previous inspections as 
incomplete is completed or corrected. 

1.7 LIST OF INCOMPLETE ITEMS (PUNCH LIST) 

A. Organization of List:  Include name and identification of each space and area affected by 
construction operations for incomplete items and items needing correction including, if 
necessary, areas disturbed by Contractor that are outside the limits of construction. 

1. Include the following information at the top of each page: 

a. Project name. 
b. Date. 
c. Name of Architect. 
d. Name of Contractor. 
e. Page number. 

2. Submit list of incomplete items in the following format: 

a. PDF electronic file.  Architect will return annotated file. 

1.8 SUBMITTAL OF PROJECT WARRANTIES 

A. Time of Submittal:  Submit written warranties on request of Architect for designated portions of 
the Work where commencement of warranties other than date of Substantial Completion is 
indicated, or when delay in submittal of warranties might limit Owner's rights under warranty. 
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1. Warranty Electronic File:  Scan warranties and bonds and assemble complete warranty 
and bond submittal package into a single indexed electronic PDF file with links enabling 
navigation to each item.  Provide bookmarked table of contents at beginning of 
document. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Cleaning Agents:  Use cleaning materials and agents recommended by manufacturer or 
fabricator of the surface to be cleaned.  Do not use cleaning agents that are potentially 
hazardous to health or property or that might damage finished surfaces. 

1. Use cleaning products that comply with Green Seal's GS-37, or if GS-37 is not 
applicable, use products that comply with the California Code of Regulations maximum 
allowable VOC levels. 

PART 3 - EXECUTION 

3.1 FINAL CLEANING 

A. General:  Perform final cleaning.  Conduct cleaning and waste-removal operations to comply 
with local laws and ordinances and Federal and local environmental and antipollution 
regulations. 

B. Construction Waste Disposal:  Comply with waste disposal requirements in Section 017419 
"Construction Waste Management and Disposal." 

3.2 REPAIR OF THE WORK 

A. Complete repair and restoration operations before requesting inspection for determination of 
Substantial Completion. 

B. Repair or remove and replace defective construction. 

END OF SECTION 
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SECTION 01 78 39 

PROJECT RECORD DOCUMENTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for project record documents, 
including the following: 

1. Record Drawings. 
2. Record Specifications. 
3. Record Product Data. 
4. Miscellaneous record submittals. 

B. Related Requirements: 

1. Section 01 73 00 "Execution" for final property survey. 
2. Section 01 77 00 "Closeout Procedures" for general closeout procedures. 

1.3 CLOSEOUT SUBMITTALS 

A. Record Drawings:  Comply with the following: 

1. Number of Copies:  Submit two set(s) of marked-up record prints. 

B. Record Specifications:  Submit annotated PDF electronic files of Project's Specifications, 
including addenda and contract modifications. 

C. Miscellaneous Record Submittals:  See other Specification Sections for miscellaneous record-
keeping requirements and submittals in connection with various construction activities.  Submit 
annotated PDF electronic files and directories of each submittal. 

D. Reports:  Submit written report weekly indicating items incorporated into project record 
documents concurrent with progress of the Work, including revisions, concealed conditions, 
field changes, product selections, and other notations incorporated. 
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PART 2 - PRODUCTS 

2.1 RECORD DRAWINGS 

A. Record Prints:  Maintain one set of marked-up paper copies of the Contract Drawings and Shop 
Drawings, incorporating new and revised drawings as modifications are issued. 

1. Preparation:  Mark record prints to show the actual installation where installation varies 
from that shown originally.  Require individual or entity who obtained record data, 
whether individual or entity is Installer, subcontractor, or similar entity, to provide 
information for preparation of corresponding marked-up record prints. 

a. Give particular attention to information on concealed elements that would be 
difficult to identify or measure and record later. 

b. Accurately record information in an acceptable drawing technique. 
c. Record data as soon as possible after obtaining it. 
d. Record and check the markup before enclosing concealed installations. 
e. Cross-reference record prints to corresponding archive photographic 

documentation. 

2. Content:  Types of items requiring marking include, but are not limited to, the following: 

a. Dimensional changes to Drawings. 
b. Revisions to details shown on Drawings. 
c. Depths of foundations below first floor. 
d. Locations and depths of underground utilities. 
e. Revisions to routing of piping and conduits. 
f. Revisions to electrical circuitry. 
g. Actual equipment locations. 
h. Duct size and routing. 
i. Locations of concealed internal utilities. 
j. Changes made by Change Order or Work Change Directive. 
k. Changes made following Architect's written orders. 
l. Details not on the original Contract Drawings. 
m. Field records for variable and concealed conditions. 
n. Record information on the Work that is shown only schematically. 

3. Mark the Contract Drawings and Shop Drawings completely and accurately.  Use 
personnel proficient at recording graphic information in production of marked-up record 
prints. 

4. Mark record sets with erasable, red-colored pencil.  Use other colors to distinguish 
between changes for different categories of the Work at same location. 

5. Mark important additional information that was either shown schematically or omitted 
from original Drawings. 

6. Note Construction Change Directive numbers, alternate numbers, Change Order 
numbers, and similar identification, where applicable. 
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B. Record Digital Data Files:  Immediately before inspection for Certificate of Substantial 
Completion, review marked-up record prints with Architect.  When authorized, prepare a full 
set of corrected digital data files of the Contract Drawings, as follows: 
1. Format:  Annotated PDF electronic file with comment function enabled. 
2. Incorporate changes and additional information previously marked on record prints.  

Delete, redraw, and add details and notations where applicable. 
3. Refer instances of uncertainty to Architect for resolution. 
4. Architect will furnish Contractor one set of digital data files of the Contract Drawings for 

use in recording information. 

a. See Section 013300 "Submittal Procedures" for requirements related to use of 
Architect's digital data files. 

b. Architect will provide data file layer information.  Record markups in separate 
layers. 

C. Newly Prepared Record Drawings:  Prepare new Drawings instead of preparing record 
Drawings where Architect determines that neither the original Contract Drawings nor Shop 
Drawings are suitable to show actual installation. 

1. New Drawings may be required when a Change Order is issued as a result of accepting 
an alternate, substitution, or other modification. 

2. Consult Architect for proper scale and scope of detailing and notations required to record 
the actual physical installation and its relation to other construction.  Integrate newly 
prepared record Drawings into record Drawing sets; comply with procedures for 
formatting, organizing, copying, binding, and submitting. 

D. Format:  Identify and date each record Drawing; include the designation "PROJECT RECORD 
DRAWING" in a prominent location. 

1. Record Prints:  Organize record prints and newly prepared record Drawings into 
manageable sets.  Bind each set with durable paper cover sheets.  Include identification 
on cover sheets. 

2. Format:  Annotated PDF electronic file with comment function enabled. 
3. Record Digital Data Files:  Organize digital data information into separate electronic files 

that correspond to each sheet of the Contract Drawings.  Name each file with the sheet 
identification.  Include identification in each digital data file. 

4. Identification:  As follows: 

a. Project name. 
b. Date. 
c. Designation "PROJECT RECORD DRAWINGS." 
d. Name of Architect. 
e. Name of Contractor. 

2.2 RECORD SPECIFICATIONS 

A. Preparation:  Mark Specifications to indicate the actual product installation where installation 
varies from that indicated in Specifications, addenda, and contract modifications. 
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1. Give particular attention to information on concealed products and installations that 
cannot be readily identified and recorded later. 

2. Mark copy with the proprietary name and model number of products, materials, and 
equipment furnished, including substitutions and product options selected. 

3. Record the name of manufacturer, supplier, Installer, and other information necessary to 
provide a record of selections made. 

4. For each principal product, indicate whether record Product Data has been submitted in 
operation and maintenance manuals instead of submitted as record Product Data. 

5. Note related Change Orders and record Drawings where applicable. 

B. Format:  Submit record Specifications as scanned PDF electronic file(s) of marked-up paper 
copy of Specifications. 

2.3 MISCELLANEOUS RECORD SUBMITTALS 

A. Assemble miscellaneous records required by other Specification Sections for miscellaneous 
record keeping and submittal in connection with actual performance of the Work.  Bind or file 
miscellaneous records and identify each, ready for continued use and reference. 

B. Format:  Submit miscellaneous record submittals as scanned PDF electronic file(s) of marked-
up miscellaneous record submittals. 

1. Include miscellaneous record submittals directory organized by Specification Section 
number and title, electronically linked to each item of miscellaneous record submittals. 

PART 3 - EXECUTION 

3.1 RECORDING AND MAINTENANCE 

A. Recording:  Maintain one copy of each submittal during the construction period for project 
record document purposes.  Post changes and revisions to project record documents as they 
occur; do not wait until end of Project. 

B. Maintenance of Record Documents and Samples:  Store record documents and Samples in the 
field office apart from the Contract Documents used for construction.  Do not use project record 
documents for construction purposes.  Maintain record documents in good order and in a clean, 
dry, legible condition, protected from deterioration and loss.  Provide access to project record 
documents for Architect's reference during normal working hours. 

END OF SECTION 
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 SECTION 02 41 00 
 
 DEMOLITION 
 
 
PART 1 - GENERAL 
 
1.1  RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

 
1.2  SUMMARY 
 

A. This Section includes the following: 
 

1.  Relocation of utility poles, signs, etc. 
2. Demolition and removal of site improvements including paving, concrete and 

bituminous asphalt, curb and gutter and conduit, etc. 
3. Protection of site work and adjacent structures. 
4. Pollution control during demolition. 
5. Cutting of trees and removal of stumps. 

 
B. Related Sections:  The following Sections contain requirements that relate to this 

Section: 
 

1. Section 01 57 00 "Temporary Erosion and Sediment Control". 
2. Section 31 00 00 "Earthwork". 

 
1.3  DEFINITIONS 
 

A. Remove: Remove and legally dispose of items except those indicated to be reinstalled, 
salvaged, or to remain the Owner's property. 

 
1.4  MATERIALS OWNERSHIP 
 

A. Except for items or materials indicated to be reused, salvaged, or otherwise indicated to 
remain the Owner's property, demolished materials shall become the Contractor's 
property and shall be removed from the site and legally disposed of at an offsite location. 

 
 
1.5  SUBMITTALS 
 

A. General: 
 

Submit each item in this Article according to the Conditions of the Contract and 
Division 1 Specification Sections, unless otherwise indicated. 

 
B. Landfill records for acceptance of wastes. 

 

Commented [COMMENT1]: ADJUST LIST BELOW TO 
SUIT PROJECT. 
 

Commented [COMMENT2]: LIST BELOW ONLY 
PRODUCTS, CONSTRUCTION, AND EQUIPMENT FOR THIS 
PROJECT THAT THE READER MIGHT EXPECT TO FIND IN 
THIS SECTION BUT ARE SPECIFIED ELSEWHERE.  VERIFY 
THAT THE SECTION TITLES LISTED BELOW FOR THIS 
PROJECT'S SPECIFICATIONS ARE CORRECT. 
 

Commented [COMMENT3]: ADD OTHER PARAS FOR 
TERMS THAT WOULD BENEFIT FROM DEFINITION.  
REVISE DEFINITIONS WHEN REQUIRED. 
 



Underground Pipe Drainage Football Field Sussex Tech High School 
SUS201373_CONST_FIELD Georgetown, Delaware 
 
 

02 41 00 \ Demolition  1147A004.A01 
Page 2 

 
1.6  QUALITY ASSURANCE 
 

A. Demolition Firm Qualifications:  Engage an experienced firm that has successfully 
completed demolition Work similar to that indicated for this Project. 

 
B. Regulatory Requirements:  Comply with governing EPA notification regulations before 

starting demolition.  Comply with hauling and disposal regulations of authorities having 
jurisdiction. 

 
1.7  PROJECT CONDITIONS 
 

A. Contact Miss Utility at 1-800-441-8355 at least 48 hours prior to beginning of 
demolition. 

 
B. Storage or sale of removed items or materials on-site will not be permitted. 

 
C. Contractor shall submit landfill records for record purposes indicating receipt and 

acceptance of hazardous wastes, as applicable, by a landfill facility licensed to accept 
hazardous wastes. 

 
 
PART 2 - PRODUCTS 
 
2.1  SOIL MATERIALS 
 

A.  Requirements for satisfactory soil materials are specified in Division 2 Section 
“Earthwork”. 

 
B. Obtain approved borrow soil materials off-site when sufficient satisfactory soil materials 

are not available on-site. 
 
 

PART 3 - EXECUTION 
 
3.1 EXAMINATION 
 

A. Verify that utilities have been disconnected and capped. 
 

B. Survey existing conditions and correlate with requirements indicated to determine extent 
of demolition required. 

 
C. Survey the condition of the building to determine whether removing any element might 

result in a structural deficiency or unplanned collapse of any portion of the structure or 
adjacent structures during demolition.  Perform surveys as the work progresses to detect 
hazards resulting form demolition activities. 

 
3.2 UTILITY SERVICES 
 

A. Maintain existing utilities to remain in service and protect them against damage during 
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demolition operations.  Do not interrupt existing utilities serving occupied or operating 
facilities. 

 
3.3  PREPARATION 
 

A.  Conduct demolition operations and remove debris to ensure minimum interference with 
roads, streets, walks, and other adjacent occupied and used facilities.  Do not close or 
obstruct streets, walks, or other adjacent occupied or used facilities without permission 
from Owner.  Provide alternate routes around closed or obstructed traffic ways as 
required. 

 
  B. Conduct demolition operations to prevent injury to people and damage to adjacent 

buildings and facilities to remain.  Ensure safe passage of people around demolition area. 
 

1. Erect temporary protection, such as walks, fences, railings, canopies, and covered 
passageways, where required by authorities having jurisdiction and as shown. 

 
2. Provide and maintain interior and exterior shoring, bracing, or structural support to 

preserve stability and prevent movement, settlement, or collapse of buildings to be 
demolished and adjacent buildings to remain. 

 
3. Strengthen or add new supports when required during progress of demolition. 

 
4. Drain, purge, or otherwise remove, collect, and dispose of chemicals, gases, 

explosives, acids, flammables, or other dangerous materials before proceeding with 
demolition operations. 

 
3.4  EXPLOSIVES 
 

A.  Explosives:   Use of explosives will not be permitted for use on this project. 
 

3.5  POLLUTION CONTROLS 
 
A. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces 

and areas. 
 
B.  The Contractor shall take appropriate action to check the spread of dust and to avoid the 

creation of a nuisance in the surrounding area.  Do not use water if it results in hazardous 
or objectionable conditions such as ice, flooding, or pollution. 

 
3.6  DEMOLITION 
 

A. Clean adjacent buildings and improvements of dust, dirt, and debris caused by demolition 
operations.  Return adjacent areas to condition existing before start of demolition. 

 
B. Site Demolition: 

 
Break up and completely remove concrete paving, sidewalks, curb and gutter, etc., and 
hot mix asphalt and base material, unless otherwise shown to remain. 
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C. Filling Below-Grade Areas: 

 
Completely fill below-grade areas and voids resulting from demolition of buildings and 
pavements with soil materials according to requirements specified in Division 2 Section 
“Earthwork”. 
 

3.7 DISPOSAL OF DEMOLISHED MATERIALS 
 

A. Title to materials and equipment to be removed, except as specified otherwise, is vested 
in the Contractor upon receipt of notice to proceed.  The Owner will not be responsible 
for the condition or loss of, or damage to, such property after notice to proceed. 

 
B. Remove and transport debris and rubbish in a manner that will prevent spillage on streets 

or adjacent areas. 
 

C. Comply with Federal, State, and Local hauling and disposal regulations. 
 
D. Promptly dispose of demolished materials.  Do not allow demolished materials to 

accumulate on-site. 
 

E. Do not burn demolished material onsite. 
 

 
 

END OF SECTION      
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 SECTION 03 41 00 
 
 PRECAST STRUCTURAL CONCRETE 
 
 
PART 1 -  SCOPE OF WORK 
 
1.1 Furnish all engineering, supervision, labor, equipment and materials to complete all precast concrete 

construction as shown on the drawings.  This shall include but not be limited to manholes, pumping 
stations, and valve vaults.  Anchorage plates, lifting devices, sheathing, couplings, gaskets, grout, 
sealants and all work directly related to precast work shall be included. 

 
PART 2 - REQUIREMENTS 
 
2.1 The manufacture of the precast concrete box sections shall be in accordance with ASTM C478 

Standard Specification for Precast Reinforced Concrete Manhole Sections and in accordance with the 
drawings. 

 
2.2 The precast manufacturer and erector must have been regularly engaged for a period of at least two 

years in the manufacture and erection of precast concrete sections similar to the requirements of this 
project. 

 
2.3 Deviations to precast concrete sections will be allowed upon approval by the engineer.  Deviations 

shall be certified by a registered professional engineer. 
 
2.4 Shop drawings shall be submitted to the Engineer for approval and manufacture shall not proceed 

prior to receiving approval of the Engineer. 
 
2.5 All concrete work shall conform to "Building Code Requirements for Reinforced Concrete", ACI 

318. 
 
PART 3 - MATERIALS 
 
3.1 Portland Cement - ASTM C-150. 
 
3.2 Aggregates - ASTM C-33. 
 
3.3 Water - Clean, fresh, free from oil, acid, organic matter, or other substances harmful to concrete and 

embedded steel. 
 
3.4 Reinforcing Bars - ASTM A-615. 
 
3.5 Welded Wire Fabric - ASTM A-185. 
 
3.6 Joint Sealant - AASHTO M-198 and Federal Specification SS-S-210-A, Butyl-Lok or approved 

equal. 
 
3.7 Resilient Connectors wherever gravity sewer penetrates concrete - ASTM C-923, A-Lok by A-Lok 

Corp., or approved equal. 
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3.8 Hydrostatic Seal wherever force main penetrates concrete - ASTM D-2000, Link-seal by Thunderline 

Corp., or approved equal. 
 
3.9 Grout - Grout materials shall be non-metallic, non-shrinking, high strength grout. 
 
PART 4 - CONCRETE MIX 
 
4.1 Concrete shall have a minimum 28-day compressive strength of 4000 PSI. 
 
4.2 Use of calcium chloride, chloride ions, or other salts is not permitted. 
 
PART 5 - MANUFACTURER 
 
5.1 Manufacturing procedures shall be in general compliance with ASTM C-478. 
 
5.2 Manufacturer shall provide all openings as required and as detailed on the drawings. 
 
5.3 Manufacturer shall cast all inserts as required and as detailed on the drawings. 
 
PART 6 - ERECTION 
 
6.1 General Contractor shall be responsible for supplying and placing embedded anchorage plates and 

hardware in the base slab as detailed by the precast manufacturer's erection drawings. 
 
6.2 Installation of precast concrete shall be performed by a competent erector.  Members shall be lifted 

by means of suitable lifting devices at points provided by the manufacturer.  Temporary shoring and 
bracing, if necessary, shall comply with manufacturer's recommendations. 

 
6.3 Members shall be properly aligned and leveled as required by the approved shop drawings.   
 
6.4 Contractor shall apply joint sealant system.  Joint surfaces shall be clean and dry.  Place butt ends of 

preformed sealant together.  Do not overlap.   
 
6.5 The exterior surface of the pumping stations and valve vaults receive a minimum two coat application 

of a 68 percent solids coal tar type protective coating.  The total average dry film thickness shall 
measure 24 mils with no single measurement to be less than 20 mils.  Surfaces shall be prepared in 
accordance with the manufacturer's instructions and coatings applied in the field or precasting shop in 
a manner acceptable to the Engineer.  The coating material shall be Bitumastic Super Service Black 
manufactured by Koppers Co., Inc., Pittsburgh, Pennsylvania, Tar-Jet Super Black XX-32-B-22 
manufactured by Pennsbury Coatings Corp., New Britain, Pennsylvania, or equal. 

 
 
6.6 Final inspection and acceptance of erected precast concrete shall be made by the Engineer.  Any work 

not meeting the requirements of this and/or related sections shall be corrected at no cost to the 
Owner. 

 
 END OF SECTION 
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 SECTION 31 00 00 
 
 EARTHWORK 
 
 
PART 1 - GENERAL 
 
1.1 DESCRIPTION 
 

A. Earthwork includes clearing, excavation, filling and grading. 
 

B. The extent of clearing, excavation, filling and grading is shown on the drawing. 
 

1. Remove shrubs, trees, grass or obstructions which interfere with new 
construction and are not noted to be removed by Owner.  Preparation of 
subgrade for slabs and pavements is also included as part of this work. 

2. Owner shall reuse or store suitable removed items at his discretion.  Contractor 
shall transport removed items to Owner approved location. 

3. Replant existing shrubs per owners approved location. 
 
1.2 QUALITY ASSURANCE 
 

Codes and Standards:  Perform excavation work in compliance with applicable requirements of 
governing authorities having jurisdiction.  Earthwork shall also conform to Section 202, 
Excavation & Embankment of the DelDOT Specifications. 

 
 
1.3 FIELD QUALITY CONTROL 
 

A. Quality Control Testing During Construction:  Testing agency will inspect and owner 
will approve subgrades and fill layers before further construction work is performed 
thereon. 

 
B. If, based on reports of Testing Agency and inspection, subgrade or fills which have been 

placed are below specified density, provide additional compaction and testing at no 
additional expense. 

 
1.4 JOB CONDITIONS 
 

A. Existing Utilities:  Locate existing underground utilities in the areas of work. 
 

1. Should uncharged or incorrectly charged piping or other utilities be encountered 
during excavation, consult the Owner immediately for directions as to proceed. 

 
2. Contact "Miss Utility" and Owner for assistance in locating existing utilities. 

 
B. Protection of Persons and Property:  Barricade open excavations occurring as part of this 

work and post with warning lights.  Operate warning lights during hours from dusk to 
dawn each day and as otherwise required. 
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1. Protect structures, utilities, sidewalks, pavements, and other facilities from 
damage caused by settlement, lateral movement, undermining, washout and other 
hazards created by earthwork operations. 

 
1.5 RELATED WORK SPECIFIED ELSEWHERE: 
 

Temporary Erosion and Sediment Control:  Section 01 57 00 
Excavation and Fill: Section 31 23 00 

 
 
PART 2 - PRODUCTS 
 
2.1 SOIL MATERIALS 
 

A. Subgrade Material:  Naturally or artificially graded mixture of natural or crushed gravel, 
crushed stone, crushed slag, natural or crushed sand, as acceptable to the Owner. 

 
B. Backfill and Fill Materials:  Provide acceptable soil materials for backfill and fill from 

borrow, or on-site stockpile, free of clay, rock, or gravel larger than 1" in any dimension, 
debris, waste, frozen materials, organic and other deleterious matter.  Borrow "Select 
Material" to conform with Delaware DOT type G. 

 
 
PART 3 - EXECUTION 
 
3.1 INSPECTION 
 

Examine the areas and conditions under which excavating, filling and grading are to be 
performed and determine suitability of stockpiled soil for use as backfill and fill material.  Do 
not proceed with the work until unsatisfactory conditions have been corrected in an acceptable 
manner. 

 
3.2. EXCAVATION 
 

A. Excavation consists of removal and disposal of material encountered when establishing 
required grade elevations. 

 
B. Earth excavation consists of removal and disposal of pavements and other obstructions 

visible on ground surface. 
 

C. Unauthorized excavation consists of removal of materials beyond indicated subgrade 
elevations or dimensions without specific direction of Owner. 

 
D. Underfootings, foundation bases or slabs fill unauthorized excavation by extending the 

indicated bottom elevation of the footing or base to the excavation bottom, without 
altering required top elevation.  Lean concrete fill may be used to bring elevations to 
proper position, only when acceptable to the Owner. 

 
E. Elsewhere, backfill and compact unauthorized excavation as specified for authorized 

excavations of same classification, unless otherwise directed by the Owner. 



Sussex Tech High School  Underground Pipe Drainage Football Field 
Georgetown, Delaware SUS201373_CONST_FIELD   
 
 

1147A004.A01 Earthwork / 31 00 00 
 Page 3 

 
F. Stability of Excavations:  Slope side of excavation to comply with local codes and 

ordinances having jurisdiction.  Shore and brace where sloping is not possible either 
because of space restrictions or stability of material excavated. 

 
1. Maintain sides and slopes of excavations in a safe condition until completion of 

backfilling. 
 

G. Shoring and Bracing:  Provide materials for shoring and bracing, such as sheet piling, 
uprights, stringers and crossbraces, in good serviceable condition. 

 
1. Provide minimum requirements for trench shoring and bracing to comply with 

local codes and authorities having jurisdiction. 
2. Maintain shoring and bracing in excavations regardless of time period 

excavations will be open.  Carry down shoring and bracing as excavation 
progresses. 

 
H. Dewatering:  Prevent surface water and subsurface or ground water from flowing into 

excavations and from flooding project site and surrounding area. 
 

1. Do not allow water to accumulate in excavations.  Remove water to prevent 
softening of foundation bottoms, undercutting footings, and soil changes 
detrimental to stability of subgrades and foundations.  Provide and maintain 
pumps, sumps, suction and discharge lines, and other dewatering system 
components necessary to convey water away from excavations. 

2. Convey water removed from excavations and rainwater to collecting or run-off 
areas.  Provide and maintain temporary drainage ditches and other diversions 
outside excavation limits for each structure.  Comply with applicable sediment 
control measures.  Do not use trench excavations as temporary drainage ditches. 

 
I. Material Storage:  Stockpile satisfactory excavated materials where directed, until 

required for backfill or fill.  Place, grade and shape stockpiles for proper drainage. 
 

1. Locate and retain soil materials away from edge of excavations. 
2. Dispose of excess and/or unsatisfactory soil material and waste materials as 

specified hereinafter. 
 

J. Excavation for Structures:  Conform to elevations and dimensions shown within a 
tolerance of plus or minus 0.10', and extending a sufficient distance from footings and 
foundations to permit placing and removal of concrete form work, installation of services, 
other construction required, and for inspection.  In excavating for footings and 
foundations, take care not to disturb bottom of excavation.  Excavate by hand to final 
grade just before concrete is placed.  Trim bottoms to required lines and grades to leave 
solid base to receive concrete. 

 
K. Excavation for Pavements:  Cut surface under pavements to comply with cross sections, 

elevations and grades as shown. 
 

L. Removal of Unsatisfactory Soil Materials:  Excavate unsatisfactory soil materials 
encountered that extend below required elevations, to additional depth directed by the 
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Engineer.  Unsatisfactory material is defined as clay, wet soil, silt, etc. which would not, 
in the Engineer=s opinion, provide adequate strength and would not compact properly.  
Unsatisfactory material shall be removed from the site. 

 
3.3 COMPACTION 
 

A. General:  Control soil compaction during construction providing minimum percentage of 
density specified for each area classification. 

 
B. Percentage of Maximum Density Requirements:  Provide not less than the following 

percentages of maximum density of soil material compacted to -2 to +2% of optimum 
moisture content, as measured by ASTM D1557, for the actual density of each layer of 
soil material-in-place. 

 
1. Structures:  Compact top 12" of subgrade and each layer of backfill or fill 

material at 95% maximum density. 
2. Lawn or Unpaved Areas:  Compact top 6" of subgrade and each layer of backfill 

or fill material at 90% maximum density. 
3. Walkways:  Compact top 6" of subgrade and each layer of backfill or fill 

material at 95% maximum density. 
4. Pavements:  Compact top 12" of subgrade and each layer of backfill or fill 

material at 95% maximum density. 
 

C. Moisture Control:  Where subgrade or layer of soil material must be moisture 
conditioned before compaction, uniformly apply water to surface of subgrade, or layer of 
soil material. 

 
3.4 BACKFILL AND FILL 
 

A. General:  Place satisfactory excavated, borrow or stockpiled material in layers to 
required subgrade elevations, in excavations under grass areas, under walks and 
pavements and under steps. 

 
B. Backfill excavations as promptly as work permits, but not until completion of the 

following: 
 

1. Acceptance by Engineer of construction below finish grade including, where 
applicable, damp proofing, and perimeter insulation. 

2. Inspection, testing, approval, and recording locations of underground utilities. 
3. Removal of concrete form work. 
4. Removal of shoring and bracing, and backfilling of voids with satisfactory 

materials. 
5. Removal of trash and debris. 

 
C. Ground Surface Preparation:  Remove vegetation, topsoil, debris, unsatisfactory soil 

materials, obstructions, and deleterious materials from ground surface prior to placement 
of fills.  Plow, strip or break-up sloped surfaces steeper than 1 vertical to 4 horizontal so 
that fill material will bond with existing surface. 

 
1. When existing ground surface has a density less than that specified under 
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"Compaction" for the particular area classification, break up the ground surface, 
pulverize, moisture-condition to the optimum moisture content and compact to 
required depth and percentage of maximum density. 

 
D. Placement and Compaction:  Place backfill and fill materials in layers not more than 8" 

in loose depth.  Before compaction, moisten or aerate each layer as necessary to provide 
the optimum moisture content.  Compact each layer to required percentage of maximum 
density for each area classification.  Do not place backfill or fill material on surfaces that 
are muddy, frozen, or contain frost or ice. 

 
1. Place backfill and fill materials evenly adjacent to structures, to required 

elevations.  Take care to prevent wedging action of backfill against structures by 
carrying the material uniformly around structure to approximately same elevation in 
each lift. 
 

3.5 GRADING 
 

A. General:  Uniformly grade areas within limits of grading under this section, including 
adjacent transition areas.  Smooth finished surface within specified tolerances, compact 
with uniform levels or slopes between points where elevations are shown, or between 
such points and existing grades. 

 
B. Grading Outside Building Lines:  Grade areas adjacent to building lines to drain away 

from structures and to prevent ponding.  Finish surfaces free from irregular surface 
changes, and as follows: 

 
1. Grassed Areas:  Finish areas to receive topsoil to within not more than 0.10' 

above or below the required subgrade elevations. 
2. Walks:  Shape surface of areas under walks to line, grade and cross-section, with 

finish surface not more than 0.10' above or below the required subgrade 
elevations. 

3. Pavements:  Shape surface of areas under pavement to line, grade and 
cross-section, with finish surface not more than 0.10' above or below the required 
subgrade elevation. 

 
C. Grading Surface of Fill Under Building Slabs:  Grade smooth and even, free of voids, 

compacted as specified, and to required elevation.  Provide final grades within a 
tolerance of 0.2'. 
 

D. Compaction:  After grading, compact subgrade surfaces to the depth and percentage of 
maximum density for each area classification. 

 
3.6 MAINTENANCE 
 

A. Protection of Graded Areas:  Protect newly graded areas from traffic and erosion, and 
keep free of trash and debris. 

 
1. Repair and re-establish grades in settled, eroded, and rutted areas to specified 

tolerances. 
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B. Reconditioning Compacted Areas:  Where completed compacted areas are disturbed by 
subsequent construction operations or adverse weather, scarify surface, re-shape, and 
compact to required density prior to further construction. 

 
 
 
 END OF SECTION 
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 SECTION 31 23 00 
 

EXCAVATION AND FILL 
 
 
PART 1 -  GENERAL 
 
1.1 DESCRIPTION 
 

A. The Contractor shall perform all excavation, backfilling grubbing and grading required 
for construction and installation of pipelines, structures and appurtenances.  Excavation 
shall include removal of pavement, concrete, rock, earth and debris, regardless of 
character.  Trenches and excavations shall be sheeted, shored and braced by the 
Contractor, as necessary to allow construction and provide safe working conditions. 
Additionally, the Contractor shall be responsible for maintaining a dry excavation by 
dewatering.  He shall also locate, support and protect existing utilities and structures 
encountered in the work, provide traffic control, dispose of surplus and unsuitable 
excavated materials and restore backfilled areas to original condition or as required by 
the drawings and specifications.  All backfilled and restored areas shall be maintained by 
the Contractor, in a proper condition, for the duration of the project. 

 
B. The Contractor is responsible for direct or indirect damage to existing structures, 

pipelines, conduits, poles, wires and utilities of every description in the vicinity of his 
work whether above or below ground, or that may be encountered in trench or structure 
excavation.  This responsibility shall include the cost of protection by sheeting, bracing, 
hand excavation, when warranted, and the expense to repair or replace any existing 
facility damaged directly or indirectly by construction activities under this contract, 
whether such facility is or is not shown on the drawings.  

 
C. The Contractor shall verify the location, size and elevation of all existing utilities at the 

various points of connection and/or crossings prior to starting any work.  Any 
discrepancies in locations or elevations shall be brought to the attention of the Engineer 
in order that the designs may be adjusted accordingly.  Damages suffered or additional 
costs incurred by the Contractor as a result of his failure to conform to the requirements 
of this paragraph shall be the sole responsibility of the Contractor.  Connections to 
existing utilities shall be made by the Contractor at such a time and in such a manner as 
the Engineer may direct, and the cost shall be included in the price bid for pipeline and 
structures, unless otherwise defined in the proposal. 

 
D. Excavation and backfill, within an area where a State agency has jurisdiction, shall be 

done in accordance with requirements and provisions of the permits issued by the 
agencies for the construction within their respective rights-of-way.  Such requirements 
and provisions, where applicable, shall take precedence and supersede the provisions of 
these specifications. 

 
PART 2 - PRODUCTS 
 
2.1 MATERIALS 
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No classification of excavated materials will be made.  Excavation and trenching work shall 
include the removal and subsequent handling of all materials excavated or otherwise removed in 
performance of the contract work, regardless of the type, character, composition, or condition 
thereof. 

 
 
PART 3 - EXECUTION 
 
3.1 PIPELINE TRENCH EXCAVATION 
 

A. The Contractor shall excavate, maintain and backfill all excavation necessary for 
completing the work under the contract.  Unless otherwise specified or approved, 
excavation shall be open cut.  No extra compensation will be allowed for hand 
excavation and backfill necessary to complete the work or required by the Engineer. 

 
B. Trenches shall be excavated to the necessary width and depth, as shown on the drawings 

and as required for the protective sheeting, pull boxes, etc.  No extra compensation will 
be allowed for trenches wider than that detailed on the drawings. 

  
C. The sides of the trenches shall be practically plumb and shall not be sloped unless 

approved in writing by the Engineer.  Trench sides shall be supported or sheeted as 
required to protect pavement surfaces, curbing, utilities, etc., and required for safety.  
Safety regulations shall be as required by State safety codes and OSHA. 

 
D. In paved areas, the Contractor shall mill the paving as necessary for the excavation of the 

trench or as detailed.  Pavement edges at the trench shall be saw cut neat and straight 
prior to the start of any excavation.  Should the Contractor disturb or damage pavement 
for a greater width than detailed on the drawings or should pavement damage result from 
cave-ins, settlement, etc., Contractor shall replace such paving at his own expense.  Saw 
cuts shall be carried out to the full depth of existing bituminous or concrete paving or 
combination thereof.  Millings should be stockpiled on-site and used daily as temporary 
roadbed as detailed. 

 
E. In non-paved areas strip surface vegetation and topsoil and place in stockpiles which are 

separated from the trench excavated materials.  Topsoil shall not be used for general 
trench refill. 

 
F. The excavation of all trenches shall be fully completed at least twenty (20) feet in 

advance of pipe laying, unless otherwise authorized or directed.  The Engineer may 
require the backfilling of open trench, over completed pipelines, or ahead of the pipe 
laying operation, if in his judgement such action is necessary, and the Contractor shall 
have no claim for extra compensation. 

 
G. Should work be stopped for any reason and any excavation is left open for an 

unreasonable length of time, the Contractor shall refill the excavation at his own expense 
if so directed, by the Engineer.  He shall not reopen the excavation until he is ready to 
complete the facility.  Should the Contractor refuse or fail to refill any excavation 
completely within forty-eight (48) hours or immediately if it poses a safety hazard after a 
proper notice has been given by the Engineer the Owner shall be authorized to do the 
work.  The resulting expenses shall be deducted from monies due the Contractor. 
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H. The Contractor shall complete excavation as nearly as practicable to the lines of the 

pipeline to be installed as detailed.  All cavities in the bottom of the trench shall be filled 
to the required level with compacted crushed stone or gravel.  Unless the cavities have 
been made on direction of the Engineer and classified as "Excavation Below Subgrade" 
for unsuitable material, no extra compensation shall be due the Contractor 

 
I. Excavated materials shall be graded, hauled, stored and protected as such material found 

suitable will be required for backfilling, repaving or other purposes.  Material classified 
as unsuitable shall be disposed of by the Contractor at a location approved by the 
Engineer.  Hauling of excavated materials for any purpose shall not entitle the 
Contractor to additional compensation.  Only those excavated materials designated by 
the Owner shall become property of the Contractor. 

 
J. All stockpiled materials shall be placed in such a way to prevent damage to the trench, 

structures, drainage areas or private property.  Excavated materials shall not be placed on 
private property, unless written permission is obtained from the property Owner by the 
Contractor. 

 
K. The Contractor shall remove, relocate, change or protect all structures including but not 

limited to signs, mailboxes, overhead and buried utilities as required for construction 
whether shown on drawings or not.  No extra compensation will be allowed for property 
damage, injury or loss of time due to obstructions encountered not shown on plans. 

 
L. The Contractor shall be responsible for any damage to curb, gutter, sidewalk, traffic 

control devices, pavement material and lawns.  Any damage resulting directly or 
indirectly during construction shall be replaced in kind by the Contractor without 
additional compensation.  The reuse of disturbed curb, gutter or sidewalk is prohibited.  
New sections shall be installed to the nearest undisturbed control joint.  Cost for 
replacement shall be included in the linear foot cost for pipe. 

 
 
3.2 PIPELINE TRENCH BACKFILL 
 

A. Materials excavated from the trench except topsoil shall be used for trench backfill, 
provided that, in the opinion of the Engineer, the excavated material is suitable for this 
purpose.  Backfill material shall be free from large lumps, pavement, pieces of concrete 
and stones. 

 
B. Suitable material, as approved by the Engineer, shall be carefully deposited in the trench 

by methods which will not damage or disturb the pipeline or structure, and shall be 
solidly tamped around the pipe or structure.  Backfill material shall be placed in 8-inch 
layers.  Compaction shall be accomplished by mechanical tampers.  Care shall be taken 
in the use of mechanical tampers not to injure or move the pipe or to cause the pipe to be 
supported unevenly.  Each layer shall be mechanically tamped for the full trench width 
unless an alternative method is approved in writing by the Engineer. 

 
C. Every backfill layer shall be compacted to 95% of maximum density at optimum 

moisture content as determined by the Modified Proctor Test, ASTM D1557 Method C. 
Materials containing an excess of moisture shall be permitted to dry until the moisture 
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content is within the specified range.  Materials too dry shall be wetted uniformly until 
the moisture content is in the specified range.   

 
D. No compacting shall be done when the material is too wet to be compacted properly.  At 

such times the work shall be suspended until the backfill materials have dried sufficiently 
to permit proper compaction or such other precautions shall be taken as may be necessary 
to obtain proper compaction.  The Contractor is responsible for hauling, storing and 
drying of excavated material to be used in backfill operations within the prices bid. 

 
E. The Engineer may request compaction tests of the backfilled trenches at any time during 

construction or upon completion of the backfill operations.  As a minimum field density 
testing shall be performed at a rate of 1 test per 100 linear feet of trench, at a depth and 
location specified by the Engineer or his representative.  Such testing shall be arranged 
by the Contractor and performed by an independent testing agency approved by the 
Engineer.  The Contractor shall pay the testing laboratory for all tests performed 
inclusive of sample collection, preparation and transportation.  The Contractor will be 
paid, at the unit price bid, for all Proctor tests.  For those field density tests which 
indicate that compaction satisfies specification requirements, the Contractor will be paid 
for testing at the unit price bid.  For those tests which indicate that compaction does not 
satisfy specification requirements, the Contractor will not be paid.  Whenever test results 
indicate compaction densities less than specified, the Contractor shall, at his own 
expense, secure the specified compaction using methods approved by the Engineer.  The 
testing agency, so employed by the Contractor, shall submit a copy of all testing reports 
directly to the Engineer.  Each report shall contain the project identification name and 
number, name of Contractor, name of testing agency, and location of sample tested by 
station, street and depth, as a minimum. 

 
F. The Contractor shall, at his own expense, maintain all refilled excavations in proper 

condition.  Trench surfaces shall be reshaped when necessary.  If the Contractor fails to 
make repairs within forty eight (48) hours after receipt of written notice from the Owner, 
the Owner may refill said depression wherever necessary and the cost of so doing will be 
retained from any monies due or to become due the Contractor under the Contract.  The 
Contractor shall be fully responsible for any injury or damage that may result from lack 
of maintenance of any refilled excavation at any time prior to final acceptance. 

 
G. All unauthorized excavations made by the Contractor shall be immediately backfilled in 

accordance with the requirements of the specifications for trench backfill at the 
Contractor's expense. 

 
H. After completion of backfilling, all material not used shall be disposed of as approved by 

the Engineer, and all places on the line of the work shall be left clean and in good 
condition.  This cleaning up shall be done by the Contractor without extra compensation. 
 If he fails to do this work within a reasonable time after receipt of notice, it will be 
performed by the Owner, and the cost will be retained from the monies due the 
Contractor under the contract. 

 
I. No backfilling of pipelines will be allowed until measurements of pipe and an inspection 

has been performed by the Owner's representative, and until the Engineer has authorized 
the backfill.  Any unauthorized backfill of pipelines shall be uncovered by the 
Contractor at his expense if required by the Engineer. 
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3.3 EXCAVATION FOR STRUCTURES 
 

A. Excavate for structures, walls, foundations, footings, etc., to the depth and width required 
for construction and stripping of forms. Structural excavation shall consist of the 
excavation of all earth, rock boulders existing concrete and masonry foundations and 
walls, and all other materials encountered regardless of type, which the Contractor may 
encounter. 

 
B. Excavated materials shall be segregated as they are excavated, with the suitable and 

unsuitable material and topsoil being piled separately.  All suitable material shall be used 
for backfill.  All unsuitable material shall be removed, at the Contractor's expense, and 
disposed of at a approved off-site location.  No excavated material shall be deposited at 
any time so as to endanger partly finished structures either by direct pressure, or 
indirectly by overloading banks contiguous to the operation. 

 
C. The Contractor shall be responsible for the condition of all excavations made by him.  

All slides and cave-ins shall be removed without extra compensation, at whatever time 
and under whatever circumstances they may occur. 

 
D. All provisions of the sub-section "Pipeline Trench Excavation" which apply to 

"Excavation for Structures" shall be included under this section. 
 
3.4  BACKFILL FOR STRUCTURES 
 

A. Backfill around structures with suitable material from the excavation to the original 
surface grades or the finished grades shown on the plans or defined by the Engineer.  If 
additional material is needed to fill around the structure, Special Backfill shall be 
furnished and placed by the Contractor at the price bid in the proposal. 

  
B. No backfill shall be placed against new concrete or masonry structures until properly 

cured.   
 

C. Backfill shall be placed in eight (8) inch loose layers and compacted by mechanical 
tampers. Compaction shall conform with the requirements for compaction already set 
forth in this specification. 

 
D. The Contractor shall exercise caution in backfill and compaction to prevent damage to 

structures. 
 
3.5 FLOWABLE FILL 
 

A. Flowable fill shall consist of a combination of the following materials: Portland cement, 
ground granulated blast furnace slag, fly ash, fine aggregate, water, and chemical 
admixtures. The exact mixture design, including chemical admixtures, shall be submitted 
by the Contractor showing the proportions of the above referenced materials that will 
meet the Specifications. 
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1. Portland Cement shall meet the requirements of Section 801 of the DelDOT 
Standard Specifications. 

 
2. Ground Granulated Blast Furnace Slag shall meet the requirements of AASHTO 

M302, Grade 100 or Grade 120. 
 

3. Fly Ash shall meet the requirements of Section 822 of the DelDOT Standard 
Specifications. The fly ash shall be free of lumps, dirt, debris, and other 
contamination. Material test data of fly ash representative of the source shall be 
submitted to the Engineer a minimum of 30 days prior to use. Test data shall 
include characteristics of the ash leachate as determined by the Toxicity 
Characteristics Leaching Procedure (TCLP) in accordance with EPA SW-846, 
with respect to leachate metals 

 
4. Fine Aggregates shall meet the requirements of Section 804 of the DelDOT 

Standard Specifications.  
 

5. Water shall meet the requirements of Section 803 of the DelDOT Standard 
Specifications. 

 
6. Chemical Admixtures shall meet the requirements and be used according to the 

manufacturer’s recommendations. 
 

 
B. The sources of all materials and the mix design shall be submitted to the Engineer a 

minimum of 30 days prior to use, in order to allow testing of the mix design (using 
representative material samples) by the Engineer. The design shall produce a material 
with a 28-day compressive strength of 50 to 200 psi. Flowable fill is not intended to be 
used where a quick strength development is required, although the addition of an 
accelerator may be allowed where an early gain in strength is desirable. 

 
C. Compliance with compressive strength requirements shall be tested in accordance with 

the following AASHTO test methods: 
 

T-22, Compressive Strength of Cylindrical Concrete Specimens. T-23, Making 
and Curing Concrete Test Specimens in the Field. 

 
D. Materials for this item shall be central mixed, truck mixed, or as approved by the 

Engineer. 
 

E. Flowable fill shall be transported to the project in ready-mix trucks or as approved by the 
Engineer. The elapsed time between introduction of water and placement of the fill shall 
not exceed three hours. 

 
F. The ambient temperature shall be a minimum of 40 degrees Fahrenheit and rising to 

begin placement of flowable fill. The temperature of the flowable fill shall be a minimum 
of 50 degrees Fahrenheit at time of placement. Flowable fill shall not be placed against 
frozen surfaces and shall be protected from freezing for at least 36 hours using insulation. 
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G. Prior to placement, the Contractor shall provide positive containment of the fill material 
to prevent flow beyond the desired placement location. Flowable backfill shall be 
discharged at a rate that will allow the material to flow into the placement location, fill all 
voids, and not dislodge the existing containment or interior items. Relief holes shall be 
made wherever necessary to ensure that all voids are filled. 

 
3.6 MISCELLANEOUS EXCAVATION AND BACKFILL 
 

A. The Contractor shall do such miscellaneous excavation as may be necessary or directed.  
Such excavation shall be subject to the same conditions and requirements as specified for 
trench excavation, but will be paid for as "Miscellaneous Excavation and Backfill". 

 
B. Miscellaneous Excavation shall include the digging of test pits in the areas not called out 

on the project plans, extra width of trench made necessary by change in its location, or 
excavation for any special structures outside the trench that may not be shown on the 
drawings or described in the specifications, where such excavation is done at the 
direction of the Engineer. 

 
C. Test pits shall be dug by the Contractor whenever directed or as necessary to determine 

location, depth or materials of existing utilities. The depth and size shall be such as 
required by the Engineer.  Test pits shall be dug by the Contractor, without being 
directed to do so, along the lines of the trenches as shown on the drawings in advance of 
the excavation, or prior to use of mechanical moles, for the purpose of satisfying himself 
as to the location and elevation of underground obstructions or conditions.   

 
3.7 EXCAVATION BELOW SUBGRADE AND GRAVEL REFILL 

 
A. Materials below the excavation limit for pipelines and structures (below subgrade), which 

in the judgement of the Engineer should be removed, shall be removed as directed.  All 
spaces created by the removal of unsuitable material below subgrade shall be refilled and 
compacted with crushed stone or gravel.  Payment for Excavation Below Subgrade and 
Gravel Refill shall be made at the unit price bid. 

 
B. Should the Contractor elect to excavate suitable material below subgrade and install stone 

for the purpose of securing a dry trench bottom, in lieu of dewatering by mechanical 
methods, no payment will be made for Excavation Below Subgrade and Gravel Refill. 

 
3.8 DEWATERING 
 

A. All excavations must be kept free of water below the subgrade of the work while work is 
in progress.  This may be accomplished by ordinary pumping methods or by well points, 
whichever will produce the required results.  Upon removal of dewatering equipment, 
the Contractor shall backfill all holes and restore disturbed areas to their original 
condition. 

 
B. Dewatering for the structures and pipelines shall commence when groundwater is first 

encountered and shall be continued until such time as backfill has been completed.  No 
concrete or pipe shall be laid in water nor shall water be allowed to rise over them until 
the concrete or mortar has set at least eight (8) hours.  Groundwater shall not be allowed 
to rise around the pipe until the trench is backfilled. 
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C. The Contractor shall dispose of the water from the work in a suitable manner without 

damage to adjacent property.  No water shall be drained into work built or under 
construction without prior consent of the Engineer.  Water shall be disposed of in such a 
manner as not to be a menace to the Public Health. 

 
D. In the event the Contractor's dewatering operations affect any water supplies within the 

project area, the Contractor shall take whatever steps that are required to provide 
uninterrupted water service. 

 
E. The Contractor shall remove any siltation deposits in storm sewer systems, resulting from 

his dewatering or construction operations.  He shall also be responsible for conveyance 
of dewatering flows and for erosion and sediment control. 

 
3.9 SHEETING, SHORING AND BRACING 
 

A. The Contractor shall furnish and install all sheeting, shoring and bracing necessary to 
insure safe working conditions and to prevent damage to public and private property and 
structures.  If, in the opinion of the Engineer, the sheeting, shoring, or bracing is not of 
proper quality or is not properly placed to insure safe working conditions and to prevent 
property damage, the Contractor shall remedy such inadequacy at his own expense as 
may be directed by the Engineer.  Sheeting, shoring, and bracing shall be removed as 
backfilling progresses, except at such locations as the Engineer may direct or approve it 
to be left in place. 

 
B. The condition of all excavations made by the Contractor shall be the responsibility of the 

Contractor.  No extra compensation will be allowed for property damage, injury or loss 
of time, due to excavation slides or cave-ins at any time under any circumstances. 

 
C. The Contractor shall cut off any sheeting left in place, at least eighteen (18) inches below 

finished grade, and shall remove the material cut off without compensation. 
 

D. Where necessary, in quicksand, soft ground, or for the protection of any structure or 
property, sheeting shall be driven to such depth below the bottom of the trench as may be 
required to protect all existing and/or proposed work. 

 
E. The cost for furnishing, placing and removal of sheeting, shoring or bracing shall be 

included in the prices bid. 
 

F. A trench box is an acceptable alternative to sheeting, shoring or bracing providing such 
boxes conform to safety codes. 

 
3.10 SELECT BACKFILL 
 

A. Should the Contractor encounter unsuitable material during excavation, he shall remove 
and dispose of such material at a location approved by the Engineer.  The cost of such 
disposal shall be included in the prices bid for pipe and structures. 
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B. Should sufficient suitable material from excavations on the project not be available for 
backfill, the Contractor shall furnish Select Backfill upon approval of the Engineer.  
Special backfill shall conform to Delaware D.O.T. Type G. 

 
C. Payment for authorized Select backfill will be made at the price bid for the material 

placed within the trench width detailed and for the length and depth approved. 
 

 
  
3.11 GRAVEL BEDDING 
 

Gravel bedding for installation of under structures shall meet the requirements of #57 stone per 
Section 813 of the Delaware Standard Specifications. 

 
 END OF SECTION 
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 SECTION 32 12 16 
 
 ASPHALT PAVING 
 
PART 1 - GENERAL 
 
1.1 DESCRIPTION 
 

A. The Contractor shall restore all surfaces damaged by his operations and install all new 
asphalt paving to the width and extent detailed and noted on the plans or specified herein. 

 
B. Surface restoration in streets and roads maintained by the State Department of Highways 

shall be accomplished in accordance with applicable utility construction permits. 
 
PART 2 - EXECUTION 
 
2.1 GENERAL 
 

A. Various conditions and types of surface restoration are shown on the drawings.  
Materials and construction methods to be in accordance with the following specification 
and the Delaware DOT Standard Specifications dated August 2001. 

 
B. Existing pavement not subject to complete repavement shall be trimmed to secure a 

straight clean edge for repaving.  Saw cut bituminous pavement as shown on the 
drawings and as directed to obtain a clean pavement edge. 

 
C. No staggered or irregular longitudinal trench repair widths shall be allowed in each block 

of work.  Repairs shall be of a uniform width and in a straight line. 
 

D. Minimum pavement restoration width is five (5) feet including edge of roads.  Actual 
width shall be as detailed or noted on the plans.  Should the Contractor damage or 
disturb larger areas, he shall replace the additional area at his cost. 

 
E. Undermined areas shall be grout filled or cut back. 

 
F. A 2" inch layer of cold patch shall be placed on all lateral and main utility trenches for 

temporary paving at the end of every workday. 
 

G. Catch basins, inlets, curbs and all other appurtenances shall be adequately covered and 
protected prior to application of bituminous materials.  No earth or bituminous materials 
shall be allowed to enter any storm drainage system and suitable containment provisions 
shall be employed to prevent surface runoff of bituminous materials. 

 
H. Unless otherwise noted the final surface shall match grades existing prior to construction 

and shall be such that a smooth transition free of abrupt changes in grade is made with 
adjacent pavements and/or sidewalks.  No depressions or other misalignment shall 
obstruct, trap or otherwise misdirect the flow of surface water drainage. 
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2.2 MAINTENANCE OF REFILLED EXCAVATIONS 
 

A. The Contractor shall maintain, at his own expense, all refilled excavations and surfacing 
in proper condition as specified herein.  All depressions appearing in the refilled 
excavation, stabilized base and temporary paving shall be properly refilled.  If the 
Contractor fails to make repairs within 48 hours after receipt of written notice from the 
Engineer, the Owner may refill said depressions and the cost thereof shall be deducted 
from any monies due the Contractor.  In case of emergency the Owner may refill any 
depressions to protect with barricades without giving previous notice to the Contractor, 
and the cost of so doing shall be retained from any monies due or to become due the 
Contractor. 

 
B. The Contractor shall be responsible for any injury or damage that may result from lack of 

maintenance of any refilled excavation at any time. 
 
2.3 CRUSHER RUN BASE COURSE 
 

A. Crusher run base course (Type "B") shall be spread on prepared and compacted refilled 
excavations to the compacted depth shown on the drawing details. 

 
B. Materials and methods of construction shall meet the provisions of Section 821 of the 

referenced standard specification. 
 
2.4 BITUMINOUS CONCRETE PAVEMENT 
 

A. Hot mix, hot laid bituminous concrete shall consist of placing bituminous concrete base 
and or wearing courses on a prepared base to the minimum compacted thickness shown 
on the drawings. 

 
B. The hot-mix bituminous concrete surface and base courses shall conform to the Delaware 

DOT Standard Specifications for Type C & B, respectively and shall be constructed in 
accordance with the applicable Articles of Section 401 "Hot-Mix, Hot Laid Bituminous 
Concrete Pavement" of the referenced standard specifications. 

 
C. The subgrade shall be properly prepared, graded and compacted. 

 
D. Materials and methods of construction shall meet the provisions of Section 401 of 

referenced standard specification.  All thicknesses detailed shall be compacted 
thicknesses. 

 
E. Cold mix temporary roadway material shall be furnished and placed as shown on the 

drawings and or directed by the Engineer.  Cold mix shall meet the provisions of Section 
402 of referenced standard specification.  Separate payment shall not be made for 
temporary paving.  The cost therefore shall be included in the price bid for pipe and 
fittings. 
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2.5 FIELD QUALITY CONTROL 
 

A. General:  Test in-place bituminous concrete courses for compliance with requirements 
for thickness and surface smoothness.  Repair or remove and replace unacceptable 
paving as directed by the Owner. 

 
B. Thickness:  In-place compacted thickness will not be acceptable if exceeding following 

allowable variation from required thicknesses: 
 

1. Binder Course:  1/2" plus or minus. 
2. Surface Course:  1/4" plus or minus. 

 
C. Surface Smoothness:  Test finish surface of each asphalt concrete course for smoothness, 

using 10' straightedge applied parallel with, and at right angles to centerline of paved 
area.  Surfaces will not be acceptable if exceeding the following tolerances for 
smoothness: 

 
1. Base Course Surface:  1/4". 
2. Wearing Course Surfaces:  3/16". 

 
 
 
PART 3 - EXECUTION 
 Not Used 
 
 
 
 END OF SECTION 
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SECTION 32 92 23 

 
SODDING 

 
PART 1 - GENERAL 
 
1.1 REFERENCES 
 
 A. The publications listed below form a part of this specification to the extent referenced.  The 

publications are referred to within the text by the basic designation only. 
 

- ASTM INTERNATIONAL (ASTM) 
- ASTM D4427 (2013) Peat Samples by Laboratory Testing 
- ASTM D4972 (2013) pH of Soils 

 
  TURFGRASS PRODUCERS INTERNATIONAL (TPI) 
 

- TPI GSS (1995) Guideline Specifications to Turfgrass Sodding 
 
  U.S. DEPARTMENT OF AGRICULTURE (USDA) 
 

- DOA SSIR 42 (1996) Soil Survey Investigation Report No. 42, Soil Survey Laboratory 
Methods Manual, Version 3.0 

 
1.2 DEFINITIONS 
 
 A. Stand of Turf:  100 percent ground cover of the established species. 
 
1.3 RELATED REQUIREMENTS 
 
 A. Section 31 00 00 - EARTHWORK applies to this section for pesticide use and plant 

establishment requirements, with additions and modifications herein. 
 
1.4 SUBMITTALS 
 
 A. The following shall be submitted: 
 
  1. Product Data 
 

o Fertilizer -Include physical characteristics, and recommendations. 
 
  2. Test Reports 
 

o Topsoil composition tests (reports and recommendations). 
 
  3. Certificates 
 

o Sod farm certification for sods.  Indicate type of sod in accordance with TPI 
GSS. 
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1.5 DELIVERY, STORAGE, AND HANDLING 
 
 A. Delivery 
 
  1. Sod Protection: Protect from drying out and from contamination during delivery, 

on-site storage, and handling. 
 
 B. Storage 
 
  1. Sod Storage:  Lightly sprinkle with water, cover with moist burlap, straw, or other 

approved covering; and protect from exposure to wind and direct sunlight until 
planted.  Provide covering that will allow air to circulate so that internal heat will 
not develop. Do not store sod longer than 24 hours. Do not store directly on 
concrete or bituminous surfaces. 

 
  2. Topsoil:  Prior to stockpiling topsoil, treat growing vegetation with application of 

appropriate specified non-selective herbicide.  Clear and grub existing vegetation 
three to four weeks prior to stockpiling topsoil. 

 
  3. Handling:  Do not drop or dump materials from vehicles. 
 
1.6 TIME RESTRICTIONS AND PLANTING CONDITIONS 
 
 A. Restrictions 
 
  Do not plant when the ground is frozen, snow covered, muddy, or when air temperature 

exceeds 90 degrees Fahrenheit. 
 
1.7 TIME LIMITATIONS 
 
 A. Sod 
 
  Place sod a maximum of thirty-six hours after initial harvesting, in accordance with TPI 

GSS as modified herein. 
 
 
PART 2 - PRODUCTS 
 
2.1 SODS 
 
 A. Classification 
 
  Nursery grown, certified as classified in the TPI GSS.  Machine cut sod at a uniform 

thickness of 3/4 inch within a tolerance of 1/4 inch, excluding top growth and thatch.  Each 
individual sod piece shall be strong enough to support its own weight when lifted by the 
ends.  Broken pads, irregularly shaped pieces, and torn or uneven ends will be rejected.  
Wood pegs and wire staples for anchorage shall be as recommended by sod supplier. 

 
 B Purity 
 
  Sod species shall be genetically pure, free of weeds, pests, and disease. 
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 C Planting Dates 
 
  Lay sod from 3/1 to 5/15 for warm season spring planting and from 9/1 to 11/15 for cool 

season fall planting. 
 
 D. Composition 
 
  1.   Proportion 
 
   Proportion grass species as follows. 
 

Botanical Name Common Name Percent 

SR8200 Tall Fescue 45% 

SR8300 Tall Fescue 45% 

SR2000 Bluegrass 10% 

 
2.2 TOPSOIL 
 
 A. On-Site Topsoil 
 
  Surface soil stripped and stockpiled on site and modified as necessary to meet the 

requirements specified for topsoil in paragraph entitled "Composition."  When available 
topsoil shall be existing surface soil stripped and stockpiled on-site in accordance with 
Section 31 00 00 - EARTHWORK. 

 
 B. Composition 
 
  Containing from 5 to 10 percent organic matter as determined by the topsoil composition 

tests of the Organic Carbon, 6A, Chemical Analysis Method described in DOA SSIR 42.  
Maximum particle size, 3/4 inch, with maximum 3 percent retained on 1/4 inch screen.  
The pH shall be tested in accordance with ASTM D4972.  Topsoil shall be free of sticks, 
stones, roots, and other debris and objectionable materials.  Other components shall 
conform to the following limits: 

 
 

Silt 25-50 percent 

Clay 10-30 percent 

Sand 20-35 percent 

pH 5.5 to 7.0 

Soluble Salts 600 ppm maximum 
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 2.3 SOIL CONDITIONERS 
 
  A. Add conditioners to topsoil as required to bring into compliance with 

"composition" standard for topsoil as specified herein. 
 
   1. Aluminum Sulfate 
 

 2. Commercial grade. 
 
   2. Sulfur 
 

 100 percent elemental 
 
   3. Iron 
 

 100 percent elemental 
 
   4. Peat 
 

 Natural product of peat moss derived from a freshwater site and 
conforming to ASTM D4427.  Shred and granulate peat to pass a 1/2 
inch mesh screen and condition in storage pile for minimum 6 months 
after excavation. 

 
   5. Sand 
 

 Clean and free of materials harmful to plants. 
 
   6. Perlite 
 

 Horticultural grade. 
 
   7. Composted Derivatives 
 

 Ground bark, nitrolized sawdust, humus or other green wood waste 
material free of stones, sticks, and soil stabilized with nitrogen and 
having the following properties: 

 
 Particle Size 

 
      Minimum percent by weight passing: 
      No. 4 mesh screen      95 
      No. 8 mesh screen      80 
 

 2.3.7.2   Nitrogen Content 
 
      Minimum percent based on dry weight: 
      Fir Sawdust            0.7 
      Fir or Pine Bark       1.0 
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   8. Gypsum 
 

 Coarsely ground gypsum comprised of calcium sulfate dihydrate 91 
percent, calcium 22 percent, sulfur 17 percent; minimum 96 percent 
passing through 20 mesh screen, 100 percent passing thru 16 mesh 
screen. 

 
   9. Calcined Clay 
 

 Calcined clay shall be granular particles produced from 
montmorillonite clay calcined to a minimum temperature of 1200 
degrees F.  Gradation:  A minimum 90 percent shall pass a No. 8 sieve; 
a minimum 99 percent shall be retained on a No. 60 sieve; and a 
maximum 2 percent shall pass a No. 100 sieve.  Bulk density:  A 
maximum 40 pounds per cubic foot. 

 
2.4  FERTILIZER 
 
 A. Granular Fertilizer 
 
  Organic, granular controlled release fertilizer containing the following minimum 

percentages, by weight, of plant food nutrients: 
 
   10 percent available nitrogen 
   10 percent available phosphorus 
   10 percent available potassium 
 
2.5 WATER 
 
 A. Source of water shall be approved by Contracting Officer and of suitable quality for 

irrigation containing no element toxic to plant life. 
 
 
PART 3 - EXECUTION 
 
3.1 PREPARATION 
 
 A. Extent of Work 
 
  Provide soil preparation (including soil conditioners), fertilizing, and sodding of all newly 

graded finished earth surfaces, unless indicated otherwise, and at all areas inside or outside 
the limits of construction that are disturbed by the Contractor's operations. 

 
 B. Soil Preparation 
 
  Provide 6 inches of on-site topsoil to meet indicated finish grade. After areas have been 

brought to indicated finish grade, incorporate fertilizer into soil a minimum depth of 6 
inches by disking, harrowing, tilling or other method approved by the Contracting Officer. 
Remove debris and stones larger than 3/4 inch in any dimension remaining on the surface 
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after finish grading. Correct irregularities in finish surfaces to eliminate depressions. 
Protect finished topsoil areas from damage by vehicular or pedestrian traffic. 

 
  1. Soil Conditioner Application Rates 
 

o Apply soil conditioners at rates as determined by laboratory soil analysis of 
the soils at the job site. For bidding purposes only apply at rates for the 
following: 

 
 Lime:  92 pounds per 1000 square feet. 

 
  2. Fertilizer Application Rates 
 

o Apply fertilizer at rates as determined by laboratory soil analysis of the soils 
at the job site. For bidding purposes only apply at rates for the following: 

 
 Organic Granular Fertilizer:  23 pounds per 1000 square feet. 
 Synthetic Granular Fertilizer:  23 pounds per 1000 square feet. 

 
3.2 SODDING 
 
 A. Finished Grade and Topsoil 
 
  1. Prior to the commencement of the sodding operation, the Contractor shall verify 

that finished grades are as indicated on drawings; the placing of topsoil, smooth 
grading, and compaction requirements have been completed in accordance with 
Section 31 00 00  -EARTHWORK, 31 23 00 - EXCAVATION AND FILL. 

 
  2. The prepared surface shall be a maximum 1 inch below the adjoining grade of any 

surfaced area.  New surfaces shall be blended to existing areas.  The prepared 
surface shall be completed with a light raking to remove from the surface debris 
and stones over a minimum 5/8 inch in any dimension. 

 
 B. Placing 
 
  Place sod a maximum of 36 hours after initial harvesting, in accordance with TPI GSS as 

modified herein. 
 
 C. Sodding Slopes and Ditches 
 
  For slopes 2:1 and greater, lay sod with long edge perpendicular to the contour.  For V-

ditches and flat-bottomed ditches, lay sod with long edge perpendicular to flow of water. 
Anchor each piece of sod with wood pegs or wire staples maximum 2 feet on center.  

 
 D. Finishing 
 
  After completing sodding, blend edges of sodded area smoothly into surrounding area.  Air 

pockets shall be eliminated and a true and even surface shall be provided.  Frayed edges 
shall be trimmed and holes and missing corners shall be patched with sod. 
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 E. Rolling 
 
  Immediately after sodding, firm entire area except for slopes in excess of 3 to 1 with a 

roller not exceeding 90 pounds for each foot of roller width. 
 
 F. Watering 
 
  Start watering areas sodded as required by daily temperature and wind conditions. Apply 

water at a rate sufficient to ensure thorough wetting of soil to minimum depth of 6 inches.  
Run-off, puddling, and wilting shall be prevented.  Unless otherwise directed, watering 
trucks shall not be driven over turf areas.  Watering of other adjacent areas or plant material 
shall be prevented. 

 
3.3 PROTECTION OF TURF AREAS 
 
 A. Immediately after turfing, protect area against traffic and other use. 
 
3.4 RESTORATION 
 
 A. Restore to original condition existing turf areas which have been damaged during turf 

installation operations.  Keep clean at all times at least one paved pedestrian access route 
and one paved vehicular access route to each building.  Clean other paving when work in 
adjacent areas is complete. 

 
     

END OF SECTION 
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 SECTION 33 40 00 
 
 STORMWATER UTILITIES 
 
 
PART 1 - GENERAL 
 
1.1 DESCRIPTION 
 

A. This section covers storm sewer pipe, precast manholes, and precast catch basins. 
 

B. The Contractor shall furnish and install all storm drains and appurtenances as specified 
herein and as defined on the drawings or as directed by the Engineer.  

 
C. The Contractor shall submit certifications to the Engineer that all pipes, fittings and joints 

are as specified herein. 
 
 
PART 2 - PRODUCTS 
 
2.01 HIGH DENSITY POLYETHYLENE PIPE (HDPE) 
 

A. HDPE pipe shall be smooth interior, AASHTO designation M252 and M294, with a 
maximum diameter of 48 inches. 

 
B. Pipe joints and fittings shall conform to AASHTO M252 and M294. 

 
C. HDPE pipe shall be manufactured by Advanced Drainage Systems, Inc., (ADS –N12), 

Hancor, Inc., (Hi-Q), or approved equal and shall be installed per manufacturer’s 
guidelines. 

 
D. All pipe joints shall be watertight. 
 

2.02 PRECAST CONCRETE MANHOLES AND INLETS 
 

A. The Contractor shall construct structures of precast reinforced concrete risers and base 
sections.  All catch basins and junction boxes shall be constructed as per most recent State 
of Delaware Department of Transportation (DelDOT) Standard Construction Details.   

 
B. Structures shall be built at such points on the pipelines and of such form and dimensions, 

as are shown on the drawings or as may be directed.  Structures shall be installed as pipe 
laying progresses and the Owner may stop work entirely on laying pipe if manhole and 
inlet construction is delayed to such an extent as to be hazardous to construction or the 
public. 

 
C. Precast reinforced concrete base riser sections shall be as manufactured by National 

Concrete Products, Gillespie Precast, or approved equal. 
 
D. Interior and exterior joint spaces of all structure risers shall be filled prior to application of 



Underground Pipe Drainage Football Field Sussex Tech High School 
SUS201373_CONST_FIELD Georgetown, Delaware 
  
 

33 40 00 \ Stormwater Utilities  1147A004.A01 
Page 2 

the exterior waterproofing.  The interior and exterior joint shall be mortared. 
 

E. Lifting holes in the walls of precast reinforced concrete risers will be allowed, but shall be 
plugged with rubber stoppers and grouted flush with face of manhole and inlet wall after 
installation of manhole and inlets riser sections.  Not more than two (2) holes shall be cast 
in the walls of each riser section for the purpose of handling. 

 
F. The exterior surface of all precast manholes and inlets shall receive a minimum two (2) 

coat application of 68% solid coal tar type protective coating. The total average dry film 
thickness shall measure 24 mils with no single measurement to be less than 20 mils.  
Surfaces shall be prepared in accordance with the manufacturer's instructions and coatings 
applied in the field in an acceptable manner. 

 
G. Inlet flow channels and benches shall be constructed of brick with care taken to secure 

smooth and even surfaces.  Channel sections shall be built up to true line and radius, and 
curved sections shall provide a uniform transition in the flow direction. Materials and 
construction of flow channels shall be in accordance with appropriate sections for materials 
so used, as hereinbefore specified. 

 
2.03 CASTINGS 
 

A. Frames and covers or grates for structures shall be set by the Contractor as the work 
progresses.  

 
B. Material and sizes and types of frames and covers shall be as per current DelDOT Standard 

Construction Details and of the sizes and types specified on the plans. 
 

C. All catch basin grates shall be as called out on the project construction plans. 
 
 
2.04 BRICK AND MORTAR FOR INLET FLOW CHANNELS 
 

A. All brick shall conform to the "Standard Specs. for Sewer Brick", ASTM C-32, Grade SS. 
 

B. Mortar shall be in accordance with the "Standard Specifications for Portland Cement," 
ASTM C-150 for Type II. 

 
2.05 MANHOLE AND INLET STEPS 
 

A. Steps in structures shall be made of (3/8) three-eights inch diameter (No.3) steel bars, 
ASTM Designation A-615, Grade 60, encased in polypropylene plastic. Manhole steps 
shall have tread ridge with retainer lug on each side.  

 
B. Steps in structures shall be cast in place during manufacture of precast reinforced concrete 

risers and eccentric top sections, or embedded during construction of brick manholes.  
Embedment length shall be suitable for minimum five (5)-inch thick, precast reinforced 
concrete riser walls.   

 
C. Steps in structures shall be OSHA approved and as manufactured by; M.A. Industries, Inc., 

Peachtree City, Georgia; ICM, Inc., Jacksonville, Arkansas, or equal. 
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D. Steps in structures shall be spaced twelve (12)-inches apart.  The maximum spacing from 

top of manhole to the first step shall not exceed sixteen (16)-inches. 
 
 
PART 3 - EXECUTION 
 
3.1 EXCAVATION AND BACKFILL 
 

Excavation and backfill shall be in accordance with Section 02221, "Excavation for Pipelines and 
Structures.” 

 
3.2 MATERIAL STORAGE 
 

Materials required in the work shall be located and retained a sufficient distance from the edge of 
excavations to prevent such material falling or sliding into the excavations and to prevent cave-ins. 

 
3.3 PIPE INSTALLATION 
 

A. Installation of pipe materials shall conform to the written or published instructions of the 
manufacturer, except as otherwise specified.  The manufacturer's written or published 
instructions shall supersede referenced national association or trade standard installation 
practices such as ASTM C12, for the specified material.  Where the Contractor proposes 
to deviate from specified instructions, the proposed deviation shall be submitted for 
approval. 

 
B. Should the pipe require cutting to fit in the line or to bring it to the required location, the 

work shall be done without extra compensation, in a satisfactory manner so as to leave a 
smooth end, perpendicular to the axis of the pipe. 

 
C. Before making joints, each pipe shall be well bedded on a solid foundation and no pipe 

shall be brought into position until the preceding length has been thoroughly embedded 
and secured in place.  No pipe shall be laid in wet trench conditions that preclude proper 
bedding or on a frozen trench or weather conditions are unsuitable for proper installation. 

 
E. In laying pipe, special care shall be taken to insure that each length shall abut against the 

next in such a manner that there shall be no shoulder or unevenness of any kind along the 
inside of the pipeline. 

 
F. No wedging or blocking will be permitted in laying any pipe unless by written order from 

the Engineer.  
 

G. Pipe and appurtenances shall be thoroughly cleaned before they are laid and shall be kept 
clean until the acceptance of the completed work.  The open end shall be kept closed with 
a plug until the next length is laid.  At the close of work each day, the end of the pipeline 
shall be tightly closed with an expansion stopper so that no dirt or other foreign substances 
may enter the line, and this stopper shall be kept in place until pipe laying is again resumed. 

 
H. Pipe laying shall not begin until all stakeout and cut sheets have been approved by the 
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Engineer. 
 

I. The Contractor shall utilize proper and suitable tools and equipment for the safe handling 
and laying of the pipe and fittings in accordance with the manufacturer's standards. Pipe 
and fittings shall be carefully handled and lowered into the trench. 

 
J. Pipe shall be checked to determine whether line displacement or other defects have 

occurred.  Inspection shall take place when 2 feet of earth cover is in place and upon 
completion of project.  A flashlight or mirror-reflected sunlight shall be flashed between 
manholes.  If the illuminated interior indicates poor alignment, debris, displaced pipe 
infiltration, or other defects, the defects designated shall be remedied by the Contractor. 

 
3.4 GRADING 
 

Grading shall conform to Section 31 00 00, "Earthwork". 
 
3.5 DISPOSAL OF EXCESS AND WASTE MATERIALS 
 

Excess excavated material, trash, debris, and waste materials shall be removed from the project site 
and legally disposed at no additional cost to the Owner.  Permits and fees for disposal shall be paid 
by the Contractor. 

 
 
 

END OF SECTION 
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