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INVITATION TO BID

Sealed bids for DTCC Contract No. DTCC C9004050003, will be received by the Delaware Technical
Community College, at the Stanton Campus, 400 Stanton-Christiana Rd, Newark, DE 19713 until 1:00
PM local time on November 5, 2026, at which time they will be publicly opened and read aloud in the
Conference Room. Bidder bears the risk of late delivery. Any bids received after the stated time will be
returned unopened.

Project involves storm drain replacement, subgrade repairs due to sinkhole erosion, pavement, sidewalk,
and curb improvements at Delaware Technical Community College’s Stanton Campus.

A MANDATORY Pre-Bid Meeting will be held October 21, 2026, at 10:00 AM at the Stanton Campus,
400 Stanton-Christiana Rd, Newark, DE 19173 for the purpose of establishing the listing of
subcontractors and to answer questions. ATTENDANCE OF THIS MEETING IS REQUIRED TO BE ABLE
TO BID ON THIS CONTRACT.

Please contact Verdantas LLC, Shane Christie, P.E. (schristie@verdantas.com) with any questions related
to this bid. All questions should be submitted by e-mail only to Shane Christie with the following reference:
DTCC STANTON CAMPUS STANTON PARKING LOT SINKHOLE IMPROVEMENTS- C9004050003.

Sealed bids shall be addressed to DTCC, Mr. Mark DeVore P.E., Collegewide Director of Facilities.
The outer envelope should clearly indicate: "DTCC STANTON CAMPUS STANTON PARKING LOT
SINKHOLE IMPROVEMENTS- C C9004050003_- SEALED BID - DO NOT OPEN."

Complete digital bid documents in PDF file format may be obtained by contacting Audrey Jones of
Verdantas LLC. at ajones@verdantas.com.

Bidders will not be subject to discrimination on the basis of race, creed, color, sex, sexual orientation,
gender identity or national origin in consideration of this award, and Minority Business Enterprises,
Disadvantaged Business Enterprises, Women-Owned Business Enterprises and Veteran-Owned Business
Enterprises will be afforded full opportunity to submit bids on this contract. Each bid must be accompanied
by a bid security equivalent to ten percent of the bid amount and all additive alternates. The successful
bidder must post a performance bond and payment bond in a sum equal to 100 percent of the contract
price upon execution of the contract. The Owner reserves the right to reject any or all bids and to waive any
informalities therein. The Owner may extend the time and place for the opening of the bids from that
described in the advertisement, with not less than two calendar days notice by certified delivery, facsimile
machine or other electronic means to those bidders receiving plans.

END OF SECTION

VERDANTAS INVITATION TO BID
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1. ARTICLE1: GENERAL

1.1 DEFINITIONS

1.1.1 Whenever the following terms are used, their intent and meaning shall be interpreted as
follows:

1.2 STATE: The State of Delaware.

1.3 AGENCY: Contracting State Agency as noted on cover sheet.

1.4 DESIGNATED OFFICIAL: The agent authorized to act for the Agency.

1.5 BIDDING DOCUMENTS: Bidding Documents include the Bidding Requirements and the

proposed Contract Documents. The Bidding Requirements consist of the Advertisement for
Bid, Invitation to Bid, Instructions to Bidders, Supplementary Instructions to Bidders (if any),
General Conditions, Supplementary General Conditions, General Requirements, Special
Provisions (if any), the Bid Form (including the Non-collusion Statement), and other sample
bidding and contract forms. The proposed Contract Documents consist of the form of
Agreement between the Owner and Contractor, as well as the Drawings, Specifications
(Project Manual) and all Addenda issued prior to execution of the Contract.

1.6 CONTRACT DOCUMENTS: The Contract Documents consist of the, Instructions to
Bidders, Supplementary Instructions to Bidders (if any), General Conditions, Supplementary
General Conditions, General Requirements, Special Provisions (if any), the form of
agreement between the Owner and the Contractor, Drawings (if any), Specifications (Project
Manual), and all addenda.

1.7 AGREEMENT: The form of the Agreement shall be AIA Document A101 as modified by the
Owner's amendment, Standard Form of Agreement between Owner and Contractor where
the basis of payment is a STIPULATED SUM. In the case of conflict between the
instructions contained therein and the General Requirements herein, these General
Requirements shall prevail.

1.8 GENERAL REQUIREMENTS (or CONDITIONS): General Requirements (or conditions) are
instructions pertaining to the Bidding Documents and to contracts in general. They contain,
in summary, requirements of laws of the State; policies of the Agency and instructions to
bidders.

1.9 SPECIAL PROVISIONS: Special Provisions are specific conditions or requirements peculiar
to the bidding documents and to the contract under consideration and are supplemental to
the General Requirements. Should the Special Provisions conflict with the General
Requirements, the Special Provisions shall prevail.

1.10 ADDENDA: Written or graphic instruments issued by the Owner/Architect prior to the
execution of the contract which modify or interpret the Bidding Documents by additions,
deletions, clarifications or corrections.

1.11 BIDDER OR VENDOR: A person or entity who formally submits a Bid for the material or
Work contemplated, acting directly or through a duly authorized representative who meets
the requirements set forth in the Bidding Documents.

1.12 SUB-BIDDER: A person or entity who submits a Bid to a Bidder for materials or labor, or
both for a portion of the Work.

VERDANTAS INSTRUCTIONS TO BIDDERS
PROJECT NO. 37555 002113-2
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BID: A complete and properly executed proposal to do the Work for the sums stipulated
therein, submitted in accordance with the Bidding Documents.

BASE BID: The sum stated in the Bid for which the Bidder offers to perform the Work
described in the Bidding Documents as the base, to which Work may be added or from
which Work may be deleted for sums stated in Alternate Bids (if any are required to be
stated in the bid).

ALTERNATE BID (or ALTERNATE): An amount stated in the Bid, where applicable, to be
added to or deducted from the amount of the Base Bid if the corresponding change in the
Work, as described in the Bidding Documents is accepted.

UNIT PRICE: An amount stated in the Bid, where applicable, as a price per unit of
measurement for materials, equipment or services or a portion of the Work as described in
the Bidding Documents.

SURETY: The corporate body which is bound with and for the Contract, or which is liable,
and which engages to be responsible for the Contractor's payments of all debts pertaining to
and for his acceptable performance of the Work for which he has contracted.

BIDDER'S DEPOSIT: The security designated in the Bid to be furnished by the Bidder as a
guaranty of good faith to enter into a contract with the Agency if the Work to be performed or
the material or equipment to be furnished is awarded to him.

CONTRACT: The written agreement covering the furnishing and delivery of material or work
to be performed.

CONTRACTOR: Any individual, firm or corporation with whom a contract is made by the
Agency.

SUBCONTRACTOR: An individual, partnership or corporation which has a direct contract
with a contractor to furnish labor and materials at the job site, or to perform construction
labor and furnish material in connection with such labor at the job site.

CONTRACT BOND: The approved form of security furnished by the contractor and his
surety as a guaranty of good faith on the part of the contractor to execute the work in
accordance with the terms of the contract.

CUSTOM FABRICATION: As defined in 29 Del. C. § 6902, the term “custom
fabrication” means the offsite fabrication, assembly, or other production of non-standard
goods or materials, including components, fixtures or parts thereof, specifically for a public
works project. Such goods and materials shall include those used in the following trades or
systems: (1) Plumbing or pipe fitting systems, including heating, ventilating, air-conditioning,
refrigeration systems, sheet metal or other duct systems; (2) Electrical systems; (3)
Mechanical insulation work; (4) Ornamental iron work; and (5) Commercial signage that
does not attempt or appear to direct the movement of traffic on highways or roadways or
interfere with, imitate, or resemble any official traffic sign, signal or device.

BIDDER'S REPRESENTATION

PRE-BID MEETING

INSTRUCTIONS TO BIDDERS
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A pre-bid meeting for this project will be held at the time and place designated. Attendance
at this meeting is a pre-requisite for submitting a Bid, unless this requirement is specifically
waived elsewhere in the Bid Documents.

By submitting a Bid, the Bidder represents that:

The Bidder has read and understands the Bidding Documents and that the Bid is made in
accordance therewith.

The Bidder has visited the site, become familiar with existing conditions under which the
Work is to be performed, and has correlated the Bidder's personal observations with the
requirements of the proposed Contract Documents.

The Bid is based upon the materials, equipment, and systems required by the Bidding
Documents without exception.

JOINT VENTURE REQUIREMENTS

For Public Works Contracts, each Joint Venturer shall be qualified and capable to complete
the Work with their own forces.

Included with the Bid submission, and as a requirement to bid, a copy of the executed Joint
Venture Agreement shall be submitted and signed by all Joint Venturers involved.

All required Bid Bonds, Performance Bonds, Material and Labor Payment Bonds must be
executed by both Joint Venturers and be placed in both of their names.

All required insurance certificates shall name both Joint Venturers.
Both Joint Venturers shall sign the Bid Form.
Both Joint Venturers shall include their Federal E.l. Number with the Bid.

In the event of a mandatory Pre-bid Meeting, each Joint Venturer shall have a representative
in attendance.

Due to exceptional circumstances and for good cause shown, one or more of these
provisions may be waived at the discretion of the State.

ASSIGNMENT OF ANTITRUST CLAIMS

As consideration for the award and execution by the Owner of this contract, the Contractor
hereby grants, conveys, sells, assigns and transfers to the State of Delaware all of its right,
title and interests in and to all known or unknown causes of action it presently has or may
now or hereafter acquire under the antitrust laws of the United States and the State of
Delaware, relating to the particular goods or services purchased or acquired by the Owner
pursuant to this contract.

BIDDING DOCUMENTS

COPIES OF BID DOCUMENTS

INSTRUCTIONS TO BIDDERS
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Bidders may obtain complete sets of the Bidding Documents from the
Architectural/Engineering firm designated in the Advertisement or Invitation to Bid in the
number and for the deposit sum, if any, stated therein.

Bidders shall use complete sets of Bidding Documents for preparation of Bids. The issuing
Agency nor the Architect assumes no responsibility for errors or misinterpretations resulting
from the use of incomplete sets of Bidding Documents.

Any errors, inconsistencies or omissions discovered shall be reported to the Architect
immediately.

The Agency and Architect may make copies of the Bidding Documents available on the
above terms for the purpose of obtaining Bids on the Work. No license or grant of use is
conferred by issuance of copies of the Bidding Documents.

INTERPRETATION OR CORRECTION OF BIDDING DOCUMENTS

The Bidder shall carefully study and compare the Bidding Documents with each other, and
with other work being bid concurrently or presently under construction to the extent that it
relates to the Work for which the Bid is submitted, shall examine the site and local
conditions, and shall report any errors, inconsistencies, or ambiguities discovered to the
Architect.

Bidders or Sub-bidders requiring clarification or interpretation of the Bidding Documents shall
make a written request to the Architect at least seven days prior to the date for receipt of
Bids. Interpretations, corrections and changes to the Bidding Documents will be made by
written Addendum. Interpretations, corrections, or changes to the Bidding Documents made
in any other manner shall not be binding.

The apparent silence of the specifications as to any detail, or the apparent omission from it
of detailed description concerning any point, shall be regarded as meaning that only the best
commercial practice is to prevail and only material and workmanship of the first quality are to
be used. Proof of specification compliance will be the responsibility of the Bidder.

Unless otherwise provided in the Contract Documents, the Contractor shall provide and pay
for all permits, labor, materials, equipment, tools, construction equipment and machinery,
water, heat, utilities, transportation, and other facilities and services necessary for the proper
execution and completion of the Work.

The Owner will bear the costs for all impact and user fees associated with the project.
SUBSTITUTIONS

The materials, products and equipment described in the Bidding Documents establish a
standard of quality, required function, dimension, and appearance to be met by any
proposed substitution. The specification of a particular manufacturer or model number is not
intended to be proprietary in any way. Substitutions of products for those named will be
considered, providing that the Vendor certifies that the function, quality, and performance
characteristics of the material offered is equal or superior to that specified. It shall be the
Bidder's responsibility to assure that the proposed substitution will not affect the intent of the
design, and to make any installation modifications required to accommodate the substitution.

Requests for substitutions shall be made in writing to the Architect at least ten days prior to
the date of the Bid Opening. Such requests shall include a complete description of the

INSTRUCTIONS TO BIDDERS
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proposed substitution, drawings, performance and test data, explanation of required
installation modifications due the substitution, and any other information necessary for an
evaluation. The burden of proof of the merit of the proposed substitution is upon the
proposer. The Architect’s decision of approval or disapproval shall be final. The Architect is
to notify Owner prior to any approvals.

If the Architect approves a substitution prior to the receipt of Bids, such approval shall be set
forth in an Addendum. Approvals made in any other manner shall not be binding.

The Architect shall have no obligation to consider any substitutions after the Contract award.
ADDENDA

Addenda will be mailed or delivered to all who are known by the Architect to have received a
complete set of the Bidding Documents.

Copies of Addenda will be made available for inspection wherever Bidding Documents are
on file for that purpose.

No Addenda will be issued later than 2 calendar days prior to the date for receipt of Bids
except an Addendum withdrawing the request for Bids or one which extends the time or
changes the location for the opening of bids.

Each bidder shall ascertain prior to submitting his Bid that they have received all Addenda
issued, and shall acknowledge their receipt in their Bid in the appropriate space. Not
acknowledging an issued Addenda could be grounds for determining a bid to be non-
responsive.

BIDDING PROCEDURES

PREPARATION OF BIDS

Submit the bids on the Bid Forms included with the Bidding Documents.

Submit the original Bid Form for each bid. Bid Forms may be removed from the project
manual for this purpose.

Execute all blanks on the Bid Form in a non-erasable medium (typewriter or manually in ink).

Where so indicated by the makeup on the Bid Form, express sums in both words and
figures, in case of discrepancy between the two, the written amount shall govern.

Interlineations, alterations or erasures must be initialed by the signer of the Bid.

BID ALL REQUESTED ALTERNATES AND UNIT PRICES, IF ANY. If there is no change
in the Base Bid for an Alternate, enter “No Change”. The Contractor is responsible for
verifying that they have received all addenda issued during the bidding period. Work
required by Addenda shall automatically become part of the Contract.

Make no additional stipulations on the Bid Form and do not qualify the Bid in any other
manner.

Each copy of the Bid shall include the legal name of the Bidder and a statement whether the

Bidder is a sole proprietor, a partnership, a corporation, or any legal entity, and each copy
shall be signed by the person or persons legally authorized to bind the Bidder to a contract.

INSTRUCTIONS TO BIDDERS
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A Bid by a corporation shall further give the state of incorporation and have the corporate
seal affixed. A Bid submitted by an agent shall have a current Power of Attorney attached,
certifying agent's authority to bind the Bidder.

Bidder shall complete the Non-Collusion Statement form included with the Bid Forms and
include it with their Bid.

In the construction of all Public Works projects for the State of Delaware or any agency
thereof, preference in employment of laborers, workers or mechanics shall be given to bona
fide legal citizens of the State who have established citizenship by residence of at least 90
days in the State.

Each bidder shall include a signed Affidavit for the Bidder certifying compliance with OMB
Regulation 4104 - “Regulations for the Drug Testing of Contractor and Subcontractor
Employees Working on “Large Public Works Projects.” “Large Public Works” is based upon
the current threshold required for bidding Public Works as set by the Purchasing and
Contracting Advisory Council.

BID SECURITY

All bids shall be accompanied by a deposit of either a good and sufficient bond to the
agency for the benefit of the agency, with corporate surety authorized to do business in this
State, the form of the bond and the surety to be approved by the agency, or a security of the
bidder assigned to the agency, for a sum equal to at least 10% of the bid plus all add
alternates, or in lieu of the bid bond a security deposit in the form of a certified check, bank
treasurer’s check, cashier's check, money order, or other prior approved secured deposit
assigned to the State. The bid bond need not be for a specific sum, but may be stated to be
for a sum equal to 10% of the bid plus all add alternates to which it relates and not to exceed
a certain stated sum, if said sum is equal to at least 10% of the bid. The Bid Bond form used
shall be the standard OMB form (attached).

The Agency has the right to retain the bid security of Bidders to whom an award is being
considered until either a formal contract has been executed and bonds have been furnished
or the specified time has elapsed so the Bids may be withdrawn or all Bids have been
rejected.

In the event of any successful Bidder refusing or neglecting to execute a formal contract and
bond within 20 days of the awarding of the contract, the bid bond or security deposited by
the successful bidder shall be forfeited.

SUBCONTRACTOR LIST

In accordance with Title 29, Chapter 69, Section 6962(d)(10)b of the Delaware Code,
each Bidder shall submit with their Bid a completed List of Sub-Contractors included with
the Bid Form. NAME ONLY ONE SUBCONTRACTOR FOR EACH TRADE. The bidder
must list in each category the full name and address (City & State) of the sub-contractor
that the Bidder will be using to perform the work and provide material for that
subcontractor category. Should the Bidder’s listed subcontractor intend to provide any of
their subcontractor category of work through a third-tier contractor, the Bidder shall list
that third-tier contractor’s full name and address (City & State). If the Bidder intends to
perform any category of work itself, it must list its full name and address. For
clarification, if the Bidder intends to perform the work themselves, the Bidder may not
insert “not applicable”, “N/A”, “self’” or anything other than its own full name and address
(City & State). To do so shall cause the bid to be rejected. In addition, the failure to

INSTRUCTIONS TO BIDDERS
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produce a completed subcontractor list with the bid submittal shall cause the bid to be
rejected. If you have more than three (3) third-tier contractors to report in any
subcontractor category, print out additional page(s) containing the appropriate category,
complete the rest of your list of third-tier contractors for that category, notate the addition
in parentheses as (CONTINUATION) next to the subcontractor category and an asterisk
(*) next to any additional third-tier contractors, and submit it with your bid.

432 It is the responsibility of the Contractor to ensure that their Subcontractors are in compliance
with the provisions of this law. Also, if a Contractor elects to list themselves as a
Subcontractor for any category, they must specifically name themselves on the Bid Form
and be able to document their capability to act as Subcontractor in that category in
accordance with this law.

VERDANTAS INSTRUCTIONS TO BIDDERS
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AFFIDAVIT OF CONTRACTOR QUALIFICATIONS

In accordance with Title 29, Chapter 69, Section 6962(d)(10)b.3 of the Delaware Code,
each Bidder shall submit with their Bid the Affidavit of Contractor Qualifications certifying
that the Bidder will abide by the contractor’s qualifications outlined in the construction bid
specifications for the duration of the contract term. After a contract has been awarded the
successful bidder shall not substitute another subcontractor whose name was submitted
on the Subcontractor Form except for the reasons in the statute and not without written
consent from the awarding agency. Failure to utilize the subcontractors on the list will
subject the successful bidder to penalties as outlined in the General Requirements
Section 5.2 of the contract.

AFFIDAVIT OF CRAFT TRAINING COMPLIANCE
In accordance with Title 29, Chapter 69, Section 6962(c)(13) of the Delaware Code,

contractors and subcontractors must provide craft training for journeyman and apprentice
levels if all of the following apply:

A. A project meets the prevailing wage requirement under Title 29, Chapter 69,
Section 6960 of the Delaware Code.

B. The contractor employs 10 or more total employees.
C. The project is not a federal highway project

Failure to provide required craft training on the project may subject the successful
contractor and/or subcontractor(s) to penalties as outlined in Title 29, Chapter 69, Section
6962(c)(13) of the Delaware Code.

Bidders shall submit the Affidavit of Craft Training Compliance prior to contract execution.
EQUALITY OF EMPLOYMENT OPPORTUNITY ON PUBLIC WORKS
During the performance of this contract, the contractor agrees as follows:

A. The Contractor will not discriminate against any employee or applicant for
employment because of race, creed, sex, color, sexual orientation, gender identity
or national origin. The Contractor will take affirmative action to ensure the
applicants are employed, and that employees are treated during employment,
without regard to their race, creed, sex, color, sexual orientation, gender identity or
national origin. Such action shall include, but not be limited to, the following:
Employment, upgrading, demotion or transfer; recruitment or recruitment
advertising; layoff or termination; rates of pay or other forms of compensation; and
selection for training, including apprenticeship. The Contractor agrees to post in
conspicuous places available to employees and applicants for employment notices
to be provided by the contracting agency setting forth this nondiscrimination clause.

B. The Contractor will, in all solicitations or advertisements for employees placed by or
on behalf of the Contractor, state that all qualified applicants will receive
consideration for employment without regard to race, creed, sex, color, sexual
orientation, gender identity or national origin."

PREVAILING WAGE REQUIREMENT

INSTRUCTIONS TO BIDDERS

PROJECT NO. 37555 002113-9
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Wage Provisions: For renovation and new construction projects whose costs exceed the
thresholds contained in Delaware Code, Title 29, Section 6960, the minimum wage rates for
various classes of laborers and mechanics shall be as determined by the Department of
Labor, Division of Industrial Affairs of the State of Delaware.

The employer shall pay all mechanics and labors employed directly upon the site of work, or
engaged in custom fabrication work, as that term is defined in Article 1.23 herein and as also
as defined in 29 Del. C § 6902 and described in 29 Del. C. § 6960(b), regardless of where
the work is performed, unconditionally and not less often than once a week and without
subsequent deduction or rebate on any account, the full amounts accrued at time of
payment, computed at wage rates not less than those stated in the specifications, regardless
of any contractual relationship which may be alleged to exist between the employer and
such laborers and mechanics.

As per 29 Del. C. § 6960(b), the scale of the wages to be paid must be posted by the
employer in a prominent and easily accessible place at the site of the work. There may be
withheld from the employer so much of accrued payments as may be considered necessary
by the Department of Labor to pay laborers and mechanics employed by the employer the
difference between the rates of wages required by the contract to be paid laborers and
mechanics on the work and rates of wages received by such laborers and mechanics to be
remitted to the Department of Labor for distribution upon resolution of any claims.

Every contract based upon these specifications shall contain a stipulation that sworn payroll
information, as required by the Department of Labor, be furnished weekly. The Department
of Labor shall keep and maintain the sworn payroll information for a period of 6 months from
the last day of the work week covered by the payroll.

SUBMISSION OF BIDS

Enclose the Bid, the Bid Security, and any other documents required to be submitted with
the Bid in a sealed opaque envelope. Address the envelope to the party receiving the Bids.
Identify with the project name, project number, and the Bidder's name and address. If the
Bid is sent by mail, enclose the sealed envelope in a separate mailing envelope with the
notation "BID ENCLOSED" on the face thereof. The State is not responsible for the opening
of bids prior to bid opening date and time that are not properly marked.

Deposit Bids at the designated location prior to the time and date for receipt of bids indicated
in the Advertisement for Bids. Bids received after the time and date for receipt of bids will be
marked “LATE BID” and returned.

Bidder assumes full responsibility for timely delivery at location designated for receipt of
bids.

Oral, telephonic or telegraphic bids are invalid and will not receive consideration.

Withdrawn Bids may be resubmitted up to the date and time designated for the receipt of
Bids, provided that they are then fully in compliance with these Instructions to Bidders.

MODIFICATION OR WITHDRAW OF BIDS
Prior to the closing date for receipt of Bids, a Bidder may withdraw a Bid by personal request
and by showing proper identification to the Architect. A request for withdraw by letter or fax,

if the Architect is notified in writing prior to receipt of fax, is acceptable. A fax directing a
modification in the bid price will render the Bid informal, causing it to be ineligible for

INSTRUCTIONS TO BIDDERS

PROJECT NO. 37555 0021 13-10
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consideration of award. Telephone directives for modification of the bid price shall not be
permitted and will have no bearing on the submitted proposal in any manner.

49.2 Bidders submitting Bids that are late shall be notified as soon as practicable and the bid shall
be returned.

493 A Bid may not be modified, withdrawn or canceled by the Bidder during a thirty (30) day
period following the time and date designated for the receipt and opening of Bids, and
Bidder so agrees in submitting their Bid. Bids shall be binding for 30 days after the date of
the Bid opening.

ARTICLE 5: CONSIDERATION OF BIDS
5.1 OPENING/REJECTION OF BIDS

51.1 Unless otherwise stated, Bids received on time will be publicly opened and will be read
aloud. An abstract of the Bids will be made available to Bidders.

51.2 The Agency shall have the right to reject any and all Bids. A Bid not accompanied by a
required Bid Security or by other data required by the Bidding Documents, or a Bid which is
in any way incomplete or irregular is subject to rejection.

5.1.3 If the Bids are rejected, it will be done within thirty (30) calendar day of the Bid opening.
5.2 COMPARISON OF BIDS
5.2.1 After the Bids have been opened and read, the bid prices will be compared and the result of

such comparisons will be made available to the public. Comparisons of the Bids may be
based on the Base Bid plus desired Alternates. The Agency shall have the right to accept
Alternates in any order or combination.

5.2.2 The Agency reserves the right to waive technicalities, to reject any or all Bids, or any portion
thereof, to advertise for new Bids, to proceed to do the Work otherwise, or to abandon the
Work, if in the judgment of the Agency or its agent(s), it is in the best interest of the State.

523 An increase or decrease in the quantity for any item is not sufficient grounds for an increase
or decrease in the Unit Price.

524 The prices quoted are to be those for which the material will be furnished F.O.B. Job Site
and include all charges that may be imposed during the period of the Contract.

525 No qualifying letter or statements in or attached to the Bid, or separate discounts will be
considered in determining the low Bid except as may be otherwise herein noted. Cash or
separate discounts should be computed and incorporated into Unit Bid Price(s).

5.3 DISQUALIFICATION OF BIDDERS
5.3.1 An agency shall determine that each Bidder on any Public Works Contract is responsible
before awarding the Contract. Factors to be considered in determining the responsibility

of a Bidder include:

A. The Bidder’s financial, physical, personnel or other resources including
Subcontracts;

VERDANTAS INSTRUCTIONS TO BIDDERS
PROJECT NO. 37555 00 21 13- 11
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B. The Bidder's record of performance on past public or private construction
projects, including, but not limited to, defaults and/or final adjudication or
admission of violations of the Prevailing Wage Laws in Delaware or any other

state;
C. The Bidder’s written safety plan;
D. Whether the Bidder is qualified legally to contract with the State;
E. Whether the Bidder supplied all necessary information concerning its

responsibility; and,

F. Any other specific criteria for a particular procurement, which an agency may
establish; provided however, that, the criteria be set forth in the Invitation to Bid
and is otherwise in conformity with State and/or Federal law.

If an agency determines that a Bidder is nonresponsive and/or nonresponsible, the
determination shall be in writing and set forth the basis for the determination. A copy of
the determination shall be sent to the affected Bidder within five (5) working days of said
determination.

In addition, any one or more of the following causes may be considered as sufficient for the
disqualification of a Bidder and the rejection of their Bid or Bids.

More than one Bid for the same Contract from an individual, firm or corporation under the
same or different names.

Evidence of collusion among Bidders.
Unsatisfactory performance record as evidenced by past experience.

If the Unit Prices are obviously unbalanced either in excess or below reasonable cost
analysis values.

If there are any unauthorized additions, interlineation, conditional or alternate bids or
irregularities of any kind which may tend to make the Bid incomplete, indefinite or
ambiguous as to its meaning.

If the Bid is not accompanied by the required Bid Security and other data required by the
Bidding Documents.

If any exceptions or qualifications of the Bid are noted on the Bid Form.
ACCEPTANCE OF BID AND AWARD OF CONTRACT

A formal Contract shall be executed with the successful Bidder within twenty (20) calendar
days after the award of the Contract.

Per Section 6962(d)(13)a., Title 29, Delaware Code, “The contracting agency shall award
any public works contract within thirty (30) days of the bid opening to the lowest
responsive and responsible Bidder, unless the Agency elects to award on the basis of
best value, in which case the election to award on the basis of best value shall be stated
in the Invitation To Bid. Any public school district and its board shall award public works

INSTRUCTIONS TO BIDDERS
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contracts in accordance with this section’s requirements except it shall award the contract
within 60 days of the bid opening.”

Each Bid on any Public Works Contract must be deemed responsive by the Agency to be
considered for award. A responsive Bid shall conform in all material respects to the
requirements and criteria set forth in the Contract Documents and specifications.

The Agency shall have the right to accept Alternates in any order or combination, and to
determine the low Bidder on the basis of the sum of the Base Bid, plus accepted Alternates.

The successful Bidder shall execute a formal contract, submit the required Insurance
Certificate, and furnish good and sufficient bonds, unless specifically waived in the General
Requirements, in accordance with the General Requirement, within twenty (20) days of
official notice of contract award. The successful Bidder shall provide, at least two business
days prior to contract execution, copies of the Employee Drug Testing Program for the
Bidder and all listed Subcontractors. Bonds shall be for the benefit of the Agency with surety
in the amount of 100% of the total contract award. Said Bonds shall be conditioned upon
the faithful performance of the contract. Bonds shall remain in affect for period of two (2)
years after the date of the Certificate of Final Payment.

If the successful Bidder fails to execute the required Contract, Bond and all required
information, as aforesaid, within twenty (20) calendar days after the date of official Notice of
the Award of the Contract, their Bid guaranty shall immediately be taken and become the
property of the State for the benefit of the Agency as liquidated damages, and not as a
forfeiture or as a penalty. Award will then be made to the next lowest qualified Bidder of the
Work or readvertised, as the Agency may decide.

Each bidder shall supply with its bid its taxpayer identification number (i.e., federal employer
identification number or social security number) and should the vendor be awarded a
contract, such vendor shall provide to the agency the taxpayer identification license numbers
of such subcontractors. Such numbers shall be provided on the later of the date on which
such subcontractor is required to be identified or the time the contract is executed.
The successful Bidder shall provide to the agency to which it is contracting, within 30 days of
entering into such public works contract, copies of all Delaware Business licenses of
subcontractors and/or independent contractors that will perform work for such public works
contract. However, if a subcontractor or independent contractor is hired or contracted more
than 20 days after the Bidder entered the public works contract the Delaware Business
license of such subcontractor or independent contractor shall be provided to the agency
within 10 days of being contracted or hired.

The Bid Security shall be returned to the successful Bidder upon the execution of the formal
contract. The Bid Securities of unsuccessful bidders shall be returned within thirty (30)
calendar days after the opening of the Bids.

ARTICLE 6: POST-BID INFORMATION

6.1

6.2

VERDANTAS

CONTRACTOR’S QUALIFICATION STATEMENT

Bidders to whom an award of a Contract is under consideration shall, if requested by the
Agency, submit a properly executed AIA Document A305, Contractor's Qualification
Statement, unless such a statement has been previously required and submitted.

Bidders to whom an award of a Contract has been made must produce their Delaware
Business License before the Contract can be executed.

INSTRUCTIONS TO BIDDERS

PROJECT NO. 37555 002113-13
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ARTICLE 7: PERFORMANCE BOND AND PAYMENT BOND

7.1

7.2

7.2.1

722

BOND REQUIREMENTS

The cost of furnishing the required Bonds, that are stipulated in the Bidding Documents,
shall be included in the Bid.

If the Bidder is required by the Agency to secure a bond from other than the Bidder’s usual
sources, changes in cost will be adjusted as provide in the Contract Documents.

The Performance and Payment Bond forms used shall be the standard OMB forms
(attached).

TIME OF DELIVERY AND FORM OF BONDS
The bonds shall be dated on or after the date of the Contract.

The Bidder shall require the attorney-in-fact who executes the required bonds on behalf of
the surety to affix a certified and current copy of the power of attorney.

ARTICLE 8: FORM OF AGREEMENT BETWEEN OWNER AND CONTRACTOR

8.1

VERDANTAS

Unless otherwise required in the Bidding Documents, the Agreement for the Work will be
written on AIA Document A101 as modified by the Owner’s amendment, Standard Form of
Agreement Between Owner and Contractor Where the Basis of Payment is a Stipulated
Sum.

END OF SECTION

INSTRUCTIONS TO BIDDERS
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Delaware Technical Community College
Stanton Campus
Contract #: DTCC C9004050003

BID FORM

For Bids Due: To: Delaware Technical Community College
Facilities office,
Stanton Campus,
400 Stanton-Christiana Rd,
Newark, DE 19713

Name of Bidder:

Delaware Business License No.: Taxpayer ID No.:

(Other License Nos.):

Phone No.: ( ) - Fax No.: ( ) -

The undersigned, representing that he has read and understands the Bidding Documents and that this bid is made in accordance
therewith, that he has visited the site and has familiarized himself with the local conditions under which the Work is to be performed,
and that his bid is based upon the materials, systems and equipment described in the Bidding Documents without exception, hereby
proposes and agrees to provide all labor, materials, plant, equipment, supplies, transport and other facilities required to execute the
work described by the aforesaid documents for the lump sum itemized below:

$

($ )

VERDANTAS BID FORM
PROJECT NO. 37555 004113-1
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DTCC: C9004050003

DTCC STANTON CAMPUS
NEWARK, DELAWARE

Delaware Technical Community College
Stanton Campus
Contract #: DTCC C9004050003

BID FORM

UNIT PRICES

Unit prices conform to applicable project specification section. Refer to the specifications for a complete description of the following
Unit Prices:

ADD DEDUCT
UNIT PRICE No. 1: Full Depth Pavement — 14 inch (SY) $ $
UNIT PRICE No. 2: Mill & Overlay — 2 inch (SY) $ $
UNIT PRICE No. 3: Concrete Sidewalk (SF) $ $
UNIT PRICE No. 4: Undercut (CY) $ $
UNIT PRICE No. 5: Graded Aggregate (CY) $ $
ALLOWANCES
Include in your bid the allowances conform to applicable project specification section.

ADD DEDUCT
ALLOWANCE No. 1: Contingency of $ 30,000 for Owner Items $ 30,000.00 $ N/A
VERDANTAS BID FORM
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DTCC STANTON CAMPUS
NEWARK, DELAWARE

Delaware Technical Community College
Stanton Campus
Contract #: DTCC: C9004050003

BID FORM

I/We acknowledge Addendums numbered and the price(s) submitted include any cost/schedule impact they may have.
This bid shall remain valid and cannot be withdrawn for thirty (30) days from the date of opening of bids (60 days for School Districts
and Department of Education), and the undersigned shall abide by the Bid Security forfeiture provisions. Bid Security is attached to
this Bid.

The Owner shall have the right to reject any or all bids, and to waive any informality or irregularity in any bid received.

This bid is based upon work being accomplished by the Sub-Contractors named on the list attached to this bid.

Should I/We be awarded this contract, [/We pledge to achieve substantial completion of all the work within 102 calendar days of the
Notice to Proceed.

The undersigned represents and warrants that he has complied and shall comply with all requirements of local, state, and national
laws; that no legal requirement has been or shall be violated in making or accepting this bid, in awarding the contract to him or in the
prosecution of the work required; that the bid is legal and firm; that he has not, directly or indirectly, entered into any agreement,
participated in any collusion, or otherwise taken action in restraint of free competitive bidding.

Upon receipt of written notice of the acceptance of this Bid, the Bidder shall, within twenty (20) calendar days, execute the agreement
in the required form and deliver the Contract Bonds, and Insurance Certificates, required by the Contract Documents.

I 'am / We are an Individual / a Partnership / a Corporation / a Limited Liability Company

By Trading as
(Individual’s / General Partner’s / Corporate Name / LLC Name)

(State of Corporation)

Business Address:

Witness: By:
( Authorized Signature )
(SEAL)
( Title )
Date:
ATTACHMENTS

Sub-Contractor List

Non-Collusion Statement

Affidavit of Employee Drug Testing Program

Affidavit of Contractor Qualifications

Bid Security
VERDANTAS BID FORM
PROJECT NO. 37555 004113-3
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STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

DTCC STANTON CAMPUS
NEWARK, DELAWARE

Delaware Technical Community College
Stanton Campus
Contract #: DTCC: C9004050003

BID FORM
NON-COLLUSION STATEMENT

This is to certify that the undersigned bidder has neither directly nor indirectly, entered into any agreement, participated in any
collusion or otherwise taken any action in restraint of free competitive bidding in connection with this proposal submitted this date (7o
the Office of Management and Budget, Division of Facilities Management).

All the terms and conditions of (Project or Contract Number) have been thoroughly examined and are understood.

NAME OF BIDDER:

AUTHORIZED REPRESENTATIVE
(TYPED):

AUTHORIZED REPRESENTATIVE
(SIGNATURE):

TITLE:

ADDRESS OF BIDDER:

E-MAIL:

PHONE NUMBER:

Sworn to and Subscribed before me this day of 20

My Commission expires . NOTARY PUBLIC

THIS PAGE MUST BE SIGNED AND NOTARIZED FOR YOUR BID TO BE CONSIDERED.

VERDANTAS BID FORM
PROJECT NO. 37555 004113-6



STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

DTCC STANTON CAMPUS
NEWARK, DELAWARE

AFFIDAVIT
OF
EMPLOYEE DRUG TESTING PROGRAM

4104 Regulations for the Drug Testing of Contractor and Subcontractor Employees Working on Large Public Works Projects requires

that Contractors and Subcontractors implement a program of mandatory drug testing for Employees who work on Large Public Works
Contracts funded all or in part with public funds.

We hereby certify that we have in place or will implement during the entire term of the contract a Mandatory Drug Testing Program
for our employees on the jobsite, including subcontractors, that complies with this regulation:

Contractor/Subcontractor Name:

Contractor/Subcontractor Address:

Authorized Representative (typed or printed):

Authorized Representative (signature):

Title:
Sworn to and Subscribed before me this day of 20
My Commission expires . NOTARY PUBLIC
THIS PAGE MUST BE SIGNED AND NOTARIZED FOR YOUR BID TO BE CONSIDERED.
VERDANTAS BID FORM
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STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

DTCC STANTON CAMPUS
NEWARK, DELAWARE

Delaware Technical Community College
Stanton Campus
Contract #: DTCC: C9004050003

AFFIDAVIT
OF
CONTRACTOR QUALIFICATIONS

We hereby certify that we will abide by the contractor’s qualifications outlined in the construction bid specifications for the duration
of the contract term.

In accordance with Title 29, Chapter 69, Section 6962(d)(10)b.3 of the Delaware Code, after a contract has been awarded the
successful bidder shall not substitute another subcontractor whose name was submitted on the Subcontractor Form except for the
reasons in the statute and not without written consent from the awarding agency. Failure to utilize the subcontractors on the list will
subject the successful bidder to penalties as outlined in the General Requirements Section 5.2 of the contract.

Contractor Name:

Contractor Address:

Authorized Representative (typed or printed):

Authorized Representative (signature):

Title:
Sworn to and Subscribed before me this day of 20
My Commission expires . NOTARY PUBLIC
THIS PAGE MUST BE SIGNED AND NOTARIZED FOR YOUR BID TO BE CONSIDERED.
VERDANTAS BID FORM
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STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

DTCC STANTON CAMPUS
NEWARK, DELAWARE

Delaware Technical Community College
Stanton Campus
Contract #: DTCC: C9004050003

BID BOND

TO ACCOMPANY PROPOSAL
(Not necessary if security is used)

KNOW ALL MEN BY THESE PRESENTS That:

of in the County of
and State of as Principal, and

of in the County of
and State of as Surety, legally authorized to do business in the State of Delaware
(“State”), are held and firmly unto the State in the sum of

Dollars ($ ), or percent not to exceed
Dollars ($ )

of amount of bid on Contract No. , to be paid to the State for the use and
benefit of (insert State agency name) for which payment

well and truly to be made, we do bind ourselves, our and each of our heirs, executors, administrators, and
successors, jointly and severally for and in the whole firmly by these presents.

NOW THE CONDITION OF THIS OBLIGATION IS SUCH That if the above bonded Principal
who has submitted to the (insert State agency name) a
certain proposal to enter into this contract for the furnishing of certain material and/or services within the
State, shall be awarded this Contract, and if said Principal shall well and truly enter into and execute this
Contract as may be required by the terms of this Contract and approved by the
(insert State agency name) this Contract to be entered into within twenty days after
the date of official notice of the award thercof in accordance with the terms of said proposal, then this
obligation shall be void or else to be and remain in full force and virtue.

Sealed with seal and dated this day of in the year of our Lord two
thousand and (20 ).

SEALED, AND DELIVERED IN THE
Presence of

Name of Bidder (Organization)

Corporate By:
Seal Authorized Signature
Attest
Title
Name of Surety
Witness: By:
Title
VERDANTAS BID BOND

PROJECT NO. 37555 004313
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DTCC STANTON CAMPUS
NEWARK, DELAWARE

SECTION 00 52 13

STANDARD FORM OF AGREEMENT BETWEEN OWNER AND CONTRACTOR
A101-2017

The contract to be utilized on this project shall be the Standard Form of Agreement Between Owner and
Contractor AIA Document A101-2017, as modified by the Owner's amendment to the A101, and including
AIA Document A101- 2017 Exhibit A, as well as Supplements to A101-2017 and Exhibit A and the State
of Delaware's General Requirements.

VERDANTAS STANDARD FORM OF AGREEMENT BETWEEN OWNER AND CONTRACTOR A101 —2017
PROJECT NO. 37555 000 52 13
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BAIA
R Document A101® — 2017

Standard Form of Agreement Between Owner and Contractor where the basis
of payment is a Stipulated Sum

AGREEMENT made as of the day of in the year
(In words, indicate day, month and year.)

BETWEEN the Owner: This document has important legal

(Name, legal status, address and other information) ;ﬂ”;;jrﬁr;cizséri‘;ﬁ:gzzovtitwh'th

respect to its completion or
modification.

The parties should complete
A101°-2017, Exhibit A,
Insurance and Bonds,
and the Contractor: contemporaneously with this
(Name, legal status, address and other information) Agresment.

AIA Document A201©-2017,
General Conditions of the
Contract for Construction, is
adopted in this document by
reference. Do not use with other
general conditions unless this

for the following Project: document is modified.

(Name, location and detailed description)

The Architect:
(Name, legal status, address and other-information)

The Owner and Contractor agree as follows.

AIA Document A101® — 2017. Copyright © 1915, 1918, 1925, 1937, 1951, 1958, 1961, 1963, 1967, 1974, 1977, 1987, 1991, 1997, 2007 and 2017 by
The American Institute of Architects. All rights reserved. The “American Institute of Architects,” “AlA,” the AIA Logo, “A101,” and “AlA Contract Documents”
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EXHIBIT A INSURANCE AND BONDS

ARTICLE1 THE CONTRACT DOCUMENTS

The Contract Documents consist of this Agreement, Conditions of the Contract (General, Supplementary, and other
Conditions), Drawings, Specifications, Addenda issued prior to execution of this Agreement, other documents listed in
this Agreement, and Modifications issued after execution of this Agreement, all of which form the Contract, and are as
fully a part of the Contract as if attached to this Agreement or repeated herein. The Contract represents the entire and
integrated agreement between the parties hereto and.supersedes prior negotiations, representations, or agreements, either
written or oral. An enumeration of the Contract:‘Documents, other than a Modification, appears in Article 9.

ARTICLE2 THE WORK OF THIS CONTRACT

The Contractor shall fully execute the Wark described in the Contract Documents, except as specifically indicated in the
Contract Documents to be the responsibility of others.

ARTICLE 3 DATE OF COMMENCEMENT AND SUBSTANTIAL COMPLETION

§ 3.1 The date of commencement of the Work shall be:
(Check one of the following boxes.)

[ The date of this Agreement.
[] A date set forth in a notice to proceed issued by the Owner.

[] Established as follows:
(Insert a date or a means to determine the date of commencement of the Work.)

If a date of commencement of‘the Work is not selected, then the date of commencement shall be the date of this
Agreement.

§ 3.2 The Contract Time shall be measured from the date of commencement of the Work.

§ 3.3 Substantial Completion

§ 3.3.1 Subject to adjustments of the Contract Time as provided in the Contract Documents, the Contractor shall achieve

Substantial Completion of the entire Work:
(Check one of the following boxes and complete the necessary information.)

[] Not later than () calendar days from the date of commencement of the Work.
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] By the following date:
§ 3.3.2 Subject to adjustments of the Contract Time as provided in the Contract Documents, if portions of the Work are
to be completed prior to Substantial Completion of the entire Work, the Contractor shall achieve Substantial Completion
of such portions by the following dates:

Portion of Work Substantial Completion Date

§ 3.3.3 If the Contractor fails to achieve Substantial Completion as provided in this Section 3.3, liquidated damages, if
any, shall be assessed as set forth in Section 4.5.

ARTICLE 4 CONTRACT SUM

§ 4.1 The Owner shall pay the Contractor the Contract Sum in current funds for the Contractor’s performance of the
Contract. The Contract Sum shall be ($ ), subject to additions and deductions as provided in the Contract
Documents.

§ 4.2 Alternates
§4.2.1 Alternates, if any, included in the Contract Sum:

Item Price

§ 4.2.2 Subject to the conditions noted below, the following alternates may be accepted by the Owner following
execution of this Agreement. Upon acceptance, the Owner shall issue a Modification to this Agreement.
(Insert below each alternate and the conditions that must be met for the Owner to accept the alternate.)

[tem Price Conditions for Acceptance

§ 4.3 Allowances, if any, included in.the Contract Sum:
(Identify each allowance.)

Item Price

§ 4.4 Unit prices, if any:
(1dentify the item and state the unit price and quantity limitations, if any, to which the unit price will be applicable.)

[tem Units and Limitations Price per Unit ($0.00)

8 4.5 Liquidated damages, if any:
(Insert terms and conditions for liquidated damages, if any.)

§ 4.6 Other:
(Insert provisions for bonus or other incentives, if any, that might result in a change to the Contract Sum.)
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ARTICLE5 PAYMENTS

§ 5.1 Progress Payments

§5.1.1 Based upon Applications for Payment submitted to the Architect by the Contractor and Certificates for Payment
issued by the Architect, the Owner shall make progress payments on account of the Contract Sum to the Contractor as
provided below and elsewhere in the Contract Documents.

§5.1.2 The period covered by each Application for Payment shall be one calendar month ending on the last day of the
month, or as follows:

§ 5.1.3 Provided that an Application for Payment is received by the Architect not later than the day of a
month, the Owner shall make payment of the amount certified to the Contractor not later than the day of the
month. If an Application for Payment is received by the Architect after the application date fixed above, payment
of the amount certified shall be made by the Owner not later than () days after the Architect receives the
Application for Payment.

(Federal, state or local laws may require payment within a certain period of time.)

§ 5.1.4 Each Application for Payment shall be based on the most recent schedule of values submitted by the Contractor
in accordance with the Contract Documents. The schedule of values shall allocate the entire Contract Sum among the
various portions of the Work. The schedule of values shall be prepared in such form, and supported by such data to
substantiate its accuracy, as the Architect may require. This schedule of values shall be used as a basis for reviewing the
Contractor’s Applications for Payment.

§5.1.5 Applications for Payment shall show the percentage of completion of each portion of the Work as of the end of
the period covered by the Application for Payment.

§5.1.6 In accordance with AIA Document A201™-2017, General Conditions of the Contract for Construction, and
subject to other provisions of the Contract Documents, the amount of each progress payment shall be computed as
follows:

§5.1.6.1 The amount of each progress payment shall first include:

.1 That portion of the Contract Sum properly allocable to completed Work;

.2 That portion of the Contract Sum properly allocable to materials and equipment delivered and suitably
stored at the site for:subsequent incorporation in the completed construction, or, if approved in advance
by the Owner, suitably stored off the site at a location agreed upon in writing; and

.3 That portion of Construction Change Directives that the Architect determines, in the Architect’s
professional judgment, to be reasonably justified.

§5.1.6.2 The amount of each progress payment shall then be reduced by:

A" The aggregate of any amounts previously paid by the Owner;

.2 Theamount, if any, for Work that remains uncorrected and for which the Architect has previously
withheld.a Certificate for Payment as provided in Article 9 of AIA Document A201-2017;

.3 Any.amount for which the Contractor does not intend to pay a Subcontractor or material supplier, unless
the Work has been performed by others the Contractor intends to pay;

4. For Work performed or defects discovered since the last payment application, any amount for which the
Architect may withhold payment, or nullify a Certificate of Payment in whole or in part, as provided in
Article 9 of AIA Document A201-2017; and

.5 Retainage withheld pursuant to Section 5.1.7.

§5.1.7 Retainage

§5.1.7.1 For each progress payment made prior to Substantial Completion of the Work, the Owner may withhold the
following amount, as retainage, from the payment otherwise due:

(Insert a percentage or amount to be withheld as retainage from each Application for Payment. The amount of
retainage may be limited by governing law.)
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§5.1.7.1.1 The following items are not subject to retainage:
(Insert any items not subject to the withholding of retainage, such as general conditions, insurance, etc.)

§5.1.7.2 Reduction or limitation of retainage, if any, shall be as follows:

(If the retainage established in Section 5.1.7.1 is to be modified prior to Substantial Completion of the entire Work,
including modifications for Substantial Completion of portions of the Work as provided in Section.3.3.2, insert
provisions for such modifications.)

§5.1.7.3 Except as set forth in this Section 5.1.7.3, upon Substantial Completion of the Work, the Contractor may
submit an Application for Payment that includes the retainage withheld from prior Applications for Payment pursuant to
this Section 5.1.7. The Application for Payment submitted at Substantial Completion shall not include retainage as
follows:

(Insert any other conditions for release of retainage upon Substantial Completion.)

§5.1.8 If final completion of the Work is materially delayed through no fault of the Contractor, the Owner shall pay the
Contractor any additional amounts in accordance with Article 9 of AIA Document A201-2017.

§ 5.1.9 Except with the Owner’s prior approval, the Contractor shall not make advance payments to suppliers for
materials or equipment which have not been delivered and stored at the site.

§ 5.2 Final Payment
§ 5.2.1 Final payment, constituting the entire unpaid-balance of the Contract Sum, shall be made by the Owner to the
Contractor when
.1 the Contractor has fully performed the Contract except for the Contractor’s responsibility to correct
Work as provided in Article.12 of AIA Document A201-2017, and to satisfy other requirements, if any,
which extend beyond final payment; and
.2 afinal Certificate for Payment has been issued by the Architect.

§ 5.2.2 The Owner’s final payment-to the Contractor shall-be made no later than 30 days after the issuance of the
Architect’s final Certificate for.,Payment, or as follows:

§ 5.3 Interest

Payments-due and unpaid under the Contract shall bear interest from the date payment is due at the rate stated below, or
in the absence thereof, at the legal rate prevailing from time to time at the place where the Project is located.

(Insert rate of interest agreed-upon, if any.)

%

ARTICLE 6 DISPUTE RESOLUTION

§ 6.1 Initial Decision Maker

The Architect will serve as the Initial Decision Maker pursuant to Article 15 of AIA Document A201-2017, unless the
parties appoint below another individual, not a party to this Agreement, to serve as the Initial Decision Maker.

(If the parties mutually agree, insert the name, address and other contact information of the Initial Decision Maker, if
other than the Architect.)
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§ 6.2 Binding Dispute Resolution

For any Claim subject to, but not resolved by, mediation pursuant to Article 15 of AIA Document A201-2017, the
method of binding dispute resolution shall be as follows:

(Check the appropriate box.)

1 Arbitration pursuant to Section 15.4 of AIA Document A201-2017
] Litigation in a court of competent jurisdiction

C] other (Specify)

If the Owner and Contractor do not select a method of binding dispute resolution, or do not subsequently agree in
writing to a binding dispute resolution method other than litigation, Claims will be resolved by litigation in a court of
competent jurisdiction.

ARTICLE 7 TERMINATION OR SUSPENSION
§ 7.1 The Contract may be terminated by the Owner or the Contractor as provided in Article 14 of AIA Document
A201-2017.

§7.1.1 If the Contract is terminated for the Owner’s convenience in accordance with Article 14 of AIA Document
A201-2017, then the Owner shall pay the Contractor a termination fee as follows:

(Insert the amount of, or method for determining, the fee, if any, payable to the Contractor following a termination for
the Owner’s convenience.)

§ 7.2 The Work may be suspended by the Owner as provided.in Article 14 of AIA Document A201-2017.

ARTICLE 8 MISCELLANEOUS PROVISIONS

§ 8.1 Where reference is made in this Agreement to a provision of AIA Document A201-2017 or another Contract
Document, the reference refers to that provision as amended or supplemented by other provisions of the Contract
Documents.

§ 8.2 The Owner’s representative:
(Name, address, email address, and other information)

§ 8.3 The Contractor’s representative:
(Name, address, email address, and other information)

§ 8.4 Neither the Owner’s nor the Contractor’s representative shall be changed without ten days’ prior notice to the other
party.
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8 8.5 Insurance and Bonds

§8.5.1 The Owner and the Contractor shall purchase and maintain insurance as set forth in AIA Document A101™-—
2017, Standard Form of Agreement Between Owner and Contractor where the basis of payment is a Stipulated Sum,
Exhibit A, Insurance and Bonds, and elsewhere in the Contract Documents.

8§ 8.5.2 The Contractor shall provide bonds as set forth in AIA Document A101™-2017 Exhibit A, and elsewhere in the
Contract Documents.

§ 8.6 Notice in electronic format, pursuant to Article 1 of AIA Document A201-2017, may be given in accordance with
AIA Document E203™-2013, Building Information Modeling and Digital Data Exhibit, if completed, or as otherwise
set forth below:

(If other than in accordance with AIA Document E203-2013, insert requirements for delivering notice in electronic
format such as name, title, and email address of the recipient and whether and.how the system will be required to
generate a read receipt for the transmission.)

§ 8.7 Other provisions:

ARTICLE 9 ENUMERATION OF CONTRACT DOCUMENTS
8 9.1 This Agreement is comprised of the following documents:
.1 AlA Document A101™-2017, Standard Form of Agreement Between Owner and Contractor
.2 AlA Document A101™-2017, Exhibit A; Insurance and Bonds
.3 AlA Document A201™-2017, General/Conditions of the Contract for Construction
4 AIA Document E203™-2013, Building Information Modeling and Digital Data Exhibit, dated as
indicated below:
(Insert the date of the E203-2013 incorporated into this Agreement.)

5 Drawings

Number Title Date

.6 Specifications

Section Title Date Pages

.7 Addenda, if any:

Number Date Pages

Portions of Addenda relating to bidding or proposal requirements are not part of the Contract
Documents unless the bidding or proposal requirements are also enumerated in this Article 9.

.8 Other Exhibits:
(Check all boxes that apply and include appropriate information identifying the exhibit where required.)

[] AIA Document E204™-2017, Sustainable Projects Exhibit, dated as indicated below:
(Insert the date of the E204-2017 incorporated into this Agreement.)
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[ The Sustainability Plan:

Title Date Pages

] Supplementary and other Conditions of the Contract:

Document Title Date Pages

.9  Other documents, if any, listed below:
(List here any additional documents that are intended to form.part of the Contract Documents. AIA
Document A201™-2017 provides that #ze advertisement or invitation.to bid, Instructions to Bidders,
sample forms, the Contractor’s bid or proposal, portions of Addenda relating to bidding or proposal
requirements, and other information furnished by the Owner in anticipation of receiving bids or
proposals, are not part of the Contract Documents unless enumerated in this Agreement. Any such
documents should be listed here only if intended to be part of the Contract Documents.)

This Agreement entered into as of the day and year first written above.

OWNER (Signature) CONTRACTOR (Signature)

(Printed name and title) (Printed name and title)
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A1 A pocument A101° - 2017 Exhibit A

Insurance and Bonds

“ L)

Ty
]

This Insurance and Bonds Exhibit is part of the Agreement, between the Owner and the
Contractor, dated the day of in the year
(In words, indicate day, month and year.) .

for the following PROJECT:
(Name and location or address)

THE OWNER: : ""*--.:\VhThis‘t‘lﬁéumljétif'ls‘,"i'hievded to be
(Name, legal status and address) P \ .giig:;%%?ﬂ;gﬁ geAneraI
B “Ccndlﬁnns of the Contract for
% Construction. Article 11 of
. A201°-2017 contains additional
_ insurance provisions.

THE CONTRACTOR: S,
(Name, legal status and address) G

TABLE OF ARTICLES
A1 GENERAL

A2 OWNER'S INSURANCE

A3 CONTRACTOR’S INSURANCE A D_BONDS

A4  SPECIAL TERMS AND conmmns .

ARTICLEA.1 GENERAL !

The Owner and Contractor shall purchase and mamtam insurance, and provide bonds, as set forth in this Exhibit. As
used in this Exhibit;the term General C(mdltlons refers to AIA Document A201™-2017, General Conditions of the
Contract forﬂousmﬁon |

OWNER'S ]NSHQANCE

§A21 ﬁb:leral ST

Prior to &nmmencem it of the Wor _ihe Owner shall secure the insurance, and provide evidence of the coverage,
required amﬁeﬁh: Artlclc A2 and,' 'ﬁon the Contractor’s request, provide a copy of the property insurance policy or
policies recfxmed»by Section A.2.3. The copy of the policy or policies provided shall contain all applicable conditions,
definitions, exclusions, and endorsements.

i

o T—

§ A.2.2 Liability Insurance
The Owner shall be responsible for purchasing and maintaining the Owner’s usual general liability insurance.

§ A.2.3 Required Property Insurance

§ A.2.3.1 Unless this obligation is placed on the Contractor pursuant to Section A.3.3.2.1, the Owner shall purchase and
maintain, from an insurance company or insurance companies lawfully authorized to issue insurance in the jurisdiction
where the Project is located, property insurance written on a builder's risk “all-risks” completed value or equivalent
policy form and sufficient to cover the total value of the entire Project on a replacement cost basis. The Owner’s
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property insurance coverage shall be no less than the amount of the initial Contract Sum, plus the value of subsequent
Modifications and labor performed and materials or equipment supplied by others. The property insurance shall be
maintained until Substantial Completion and thereafter as provided in Section A.2.3.1.3, unless otherwise provided in
the Contract Documents or otherwise agreed in writing by the parties to this Agreement. This insurance shall include
the interests of the Owner, Contractor, Subcontractors, and Sub-subcontractors in the Project as insureds. This insurance
shall include the interests of mortgagees as loss payees.

§ A.2.3.1.1 Causes of Loss. The insurance required by this Section A.2.3.1 shall provide coverage far dn'ect physical loss
or damage, and shall not exclude the risks of fire, explosion, theft, vandalism, malicious m;iséhlef collapsﬁ earthquake,
flood, or windstorm. The insurance shall also provide coverage for ensuing loss or resultmgdamage from erfor,
omission, or deficiency in construction methods, design, specifications, workmansh1p, or matenals Sﬁb 11m1ts* af any,
are as follows: (S,
(Indicate below the cause of loss and any applicable sub-limit.) A Y

Cause of Loss Sub-Limit ’

§ A.2.3.1.2 Specific Required Coverages. The insurance required by thls Sectmn A 23 1 shall prov1de coverage for loss
or damage to falsework and other temporary structures, and to bulldlng systems from Eestmg and startup. The insurance
shall also cover debris removal, including demolition occasioned by enforcement of any applicable legal requirements,
and reasonable compensation for the Architect’s and Contractor’s sen?iccs and expenses teqmrcd as a result of such
insured loss, including claim preparation expenses. Sub-limits, if any, are as follows:

(Indicate below type of coverage and any applicable sub~1mzt ﬁ:}r speaf c reqmreicovemges )

Coverage Sﬂb Limit

e
9
-

§ A.2.3.1.3 Unless the parties agree otherwme upon Substantxai Completlon the Owner shall continue the insurance
required by Section A.2.3.1 or, if necessaty, replacc the i msuranca pﬁhcy required under Section A.2.3.1 with property
insurance written for the total value of the Project'that shall remain‘in effect until expiration of the period for correction
of the Work set forth in Section 12. 2 2 of the Gtmerai Condmons

§ A.2.3.1.4 Deductibles and Self- lnsured@aﬁnt;ons If the insurance required by this Section A.2.3 is subject to
deductibles or self-insured retenttons the _Wner shall be responsible for all loss not covered because of such
deductibles or retentions. ] . 1

§A.23.2 Occup.am:y or Use Friar to Sﬂhstantlal Gnimpletlon The Owner’s occupancy or use of any completed or partially
completed’ gemaf the Work pnqriﬂ Substan%zal Completion shall not commence until the insurance company or
companies providing the insurance ﬂﬁéﬁrﬂﬁc&an A.2.3.1 have consented in writing to the continuance of coverage. The
Owner and the Contractorshall.take no action ‘with respect to partial occupancy or use that would cause cancellation,
lapse;, or reductlon of'i msmame, I.mless they agree otherwise in writing.

§A 2 3 R!nsuranc& for Exustlng Stmctures

If the Work involves rcmodehng ﬁn existing structure or constructing an addition to an existing structure, the Owner
shall purchase and maintain, untﬂ ‘the expiration of the period for correction of Work as set forth in Sectmn 12.2.2 of the
General Conditions, “all- nsks” property insurance, on a replacement cost basis, protecting the existing structure against
direct physical loss or damagc from the causes of loss identified in Section A.2.3.1, notwithstanding the undertaking of
the Work. The Owner shall be responsible for all co-insurance penalties.

§ A.2.4 Optional Extended Property Insurance.

The Owner shall purchase and maintain the insurance selected and described below.

(Select the types of insurance the Owner is required to purchase and maintain by placing an X in the box(es) next to the
description(s) of selected insurance. For each type of insurance selected, indicate applicable limits of coverage or other
conditions in the fill point below the selected item.)
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] § A.2.4.1 Loss of Use, Business Interruption, and Delay in Completion Insurance, to reimburse the
Owner for loss of use of the Owner’s property, or the inability to conduct normal operations due to a
covered cause of loss.

U § A.2.4.2 Ordinance or Law Insurance, for the reasonable and necessary costs to satisfy the minimum
requirements of the enforcement of any law or ordinance regulating the demohtion, ﬂonsﬁ'uctlon
repair, replacement or use of the Project. 4 9

] § A.2.4.3 Expediting Cost Insurance, for the reasonable and nccessary cos fof the temporary rcpanr of
damage to insured property, and to expedite the permanent | repmf br, replaceﬂieﬁi‘ni the damaged
property. A

L] § A.2.4.4 Extra Expense Insurance, to provide relmbmfsement of the reasonablc zmd necessary excess
costs incurred during the period of restoration or.repair of the damagad property that are over and
above the total costs that would normally hav&begn mcurred during ﬁ{e same period of time had no
loss or damage occurred. -

] §A246 Ingreslegress Ins I Eb-, for loss due to  the necessary interruption of the insured’s business
due to physical preventmn of i mgres {o, or egress from, the Project as a direct result of physical

53 ""”Work arising out of physical loss or damage covered by the required property insurance: including
“_construction loan fex:s‘ leasing and marketing expenses; additional fees, including those of architects,
engmeers consultan%s‘ attbmeys and accountants, needed for the completion of the construction,
repan‘s, or rmonstruchan “and carrymg costs such as property taxes, building permits, additional

;"‘v‘

:/‘

§ A.2.5 Other Optional Insurance.

The Owner shallpiitchase and maintain the insurance selected below.

(Select the types of insurance the Owner is required to purchase and maintain by placing an X in the box(es)
next to the description(s) of selected insurance.)

] § A.2.5.1 Cyber Security Insurance for loss to the Owner due to data security and privacy breach,
including costs of investigating a potential or actual breach of confidential or private information.
(Indicate applicable limits of coverage or other conditions in the fill point below.)
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[] §A.2.5.2 Other Insurance
(List below any other insurance coverage to be provided by the Owner and any applicable limits.)

Coverage Limits

ARTICLE A.3 CONTRACTOR'S INSURANCE AND BONDS @

§ A.3.1 General faE i s

§ A.3.1.1 Certificates of Insurance. The Contractor shall provide certificates of insurance acct:ptable io«the mer
evidencing compliance with the requirements in this Article A.3 at the foilowmgmnes (1)};}.‘101‘ to commencea‘ient of
the Work; (2) upon renewal or replacement of each required policy of msuraﬂcﬁ“and (3) upqa the Owner’s written
request. An additional certificate evidencing continuation of commercial liability. co‘véxage 1nc{mimg{:o verage for
completed operations, shall be submitted with the final Application for Payment an&;h&ragfter upon renewal or
replacement of such coverage until the expiration of the periods required by Section A.3.2.1 and Section A.3.3.1. The
certificates will show the Owner as an additional insured on the Contractbr’s COInBlerclal Geneml Llablllty and excess
or umbrella liability policy or policies. o 8

§ A.3.1.2 Deductibles and Self-Insured Retentions. The Contractor, disclose to thev()wner any deductible or self-
insured retentions applicable to any insurance required to be prowdedby the Contractor.

N
-

§ A.3.1.3 Additional Insured Obligations. To the fullest extent, pcnmtted byia;w, the: Cen;:factor shall cause the
commercial general liability coverage to include (1) the: @wn, e Architect, and the Architect’s consultants as
additional insureds for claims caused in whole or in parz i)? the Con%;m;tor s ncgﬂgen‘r cts or omissions during the
Contractor’s operations; and (2) the Owner as an additional insured" ffaf ﬁ?&uns causeei A /hole or in part by the
Conftractor’s neghgent acts or omissions for which hﬁss ﬁgcurs durmg cemﬁated operaﬁﬁns The additional insured
coverage shall be primary and non—contnbutory to any of the Owner’s general liability insurance policies and shall
apply to both ongoing and completed operations. To the' extéﬁtcommermally available, the additional insured coverage
shall be no less than that provided by Insurance Services Office, Inc. (ISO) forms CG 20 10 07 04, CG 20 37 07 04,
and, with respect to the Architect and the’ Architect s consultants, CG‘ 203207 04.

..\‘

§ A.3.2 Contractor's Required Insurance Coverag&

§ A.3.2.1 The Contractor shall purchase and maintain. ﬂlﬁ fn_llowmg types and limits of insurance from an insurance
company or insurance compamcs IaWﬁII}y authonzed to Issue insurance in the jurisdiction where the Project is located.
The Contractor shall maintair the required insurance until the expiration of the period for correction of Work as set
forth in Section 12.2.2 of the General Condltloli’s mﬁcss a different duration is stated below:

(If the Contractor is requzre‘é t(f mamtam msura?tcefjbr a duration other than the expiration of the period for correction
of Work, staze tbe dymt:on )% i

e 4 [ L
. 3 .
7

§A. 3 2.2 Commefsiai Eeneral Llability
§A. 3,22.1"{3622!1181’3151] General I;Iabfzhty insurance for the Project written on an occurrence form with policy limits of not less
than - “($_)each ocglirence, ($_ ) general aggregate, and ($_ ) aggregate for products-
completed operanons hazard, picmdmg coverage for claims including
| daﬁwgc&bccanse of bodily injury, sickness or disease, including occupational sickness or disease, and
death of any person;
.2 personal injury and advertising injury;
.3 damages because of physical damage to, or destruction of, tangible property, including the loss of use of
such property;
4 bodily injury or property damage arising out of completed operations; and
the Contractor’s indemnity obligations under Section 3.18 of the General Conditions.

o
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Init,

§ A.3.2.2.2 The Contractor’s Commercial General Liability policy under this Section A.3.2.2 shall not contain an
exclusion or restriction of coverage for the following:

.1 Claims by one insured against another insured, if the exclusion or restriction is based solely on the fact

that the claimant is an insured, and there would otherwise be coverage for the claim.

.2 Claims for property damage to the Contractor’s Work arising out of the products-completed operations
hazard where the damaged Work or the Work out of which the damage arises was performed by a
Subcontractor.
Claims for bodily injury other than to employees of the insured.
4 Claims for indemnity under Section 3.18 of the General Conditions arising out ﬁfm] :
the msurcd A

w

y .;ﬁ“ployees of

.6 Claxms or Ioss due to physical damage under a pl’lOI' mjury endorsement or smular ex
language. '

| Claims related to residential, multi-family, or other habltatlonai p;‘;:)_}ects 1f the.ka is to be pcrformed
on such a project. ) 9 i ;

.8 Claims related to roofing, if the Work involves roofing. ey, R

.9  Claims related to exterior insulation finish systems (EIFS), synthetlc stuece or smnlar exterior coatings
or surfaces, if the Work involves such coatings or surfaces:” :

A0 Clalms related to earth subsuience or movement, wherethe work. mvafves sueh hazards

A1 ¢ 1€

limits of not less than ($_ ) per accident, fﬂr bodily 1n3ur¥,*Jﬁath of any pel‘SBn and property damage
arising out of the ownership, maintenance and use of those motor Vehm"fes aibng wrﬂumy other statutorily required
automobile coverage. :

nd coverage ﬁarCommereia{ General Liability and
nd excess or merella I1abrhty insurance, provided such

primary and excess or umbrella insurance poh
Section A.3.2.2 and A.3.2.3, and in no event sh ]

/

§ A.3.2.6 Employers’ Liability with pcf’wy‘ iumts not less than ($__ ) each accident, (S__)each
employee,and ___ (S/ }pohcy ln’mt.

§ A.3.2.7 Jones Act, and the I@ngshore & Haer: Wﬁrkers Compensation Act, as required, if the Work involves
hazards ar1s1ng fmm work on or nedt zsav:gable waterways including vessels and docks

§A3.2  If the Confraetor is required t Turnlshprofessmnal services as part of the Work, the Contractor shall procure
Professmnal Liability msufauce\covenng performance of the professional services, with policy limits of not less than

__($ )perclmmmé ($__) in the aggregate.

§A 3 23 If the Work 1nv01ves the ﬁ*ansport dissemination, use, or release of pollutants, the Contractor shall procure
Pollution Liability insurance, Wiﬂa ‘policy limits of not less than ($__ ) perclaim and (S__)inthe

aggregate.

§A3.210 Coverage under Sectlons A.3.2.8 and A.3.2.9 may be procured through a Combined Professional Liability and
Pollution Liability insurance policy, with combined policy limits of not less than (S__ ) perclaim and
($_ ) in the aggregate.

§ A.3.2.11 Insurance for maritime liability risks associated with the operation of a vessel, if the Work requires such
activities, with policy limits of not less than (S__ ) perclaim and ($_ ) inthe aggregate.

§ A.3.2.12 Insurance for the use or operation of manned or unmanned aircraft, if the Work requires such activities, with
policy limits of not less than ($_ ) perclaim and ($_ ) inthe aggregate.
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§ A.3.3 Contractor's Other Insurance Coverage

§ A.3.3.1 Insurance selected and described in this Section A.3.3 shall be purchased from an insurance company or
insurance companies lawfully authorized to issue insurance in the jurisdiction where the Project is located. The
Contractor shall maintain the required insurance until the expiration of the period for correction of Work as set forth in
Section 12.2.2 of the General Conditions, unless a different duration is stated below:

(If the Contractor is required to maintain any of the types of insurance selected below for a duration other than the
expiration of the period for correction of Work, state the duration.) jpm—

§ A.3.3.2 The Contractor shall purchase and maintain the following types and 11m1ts of i ms‘;ﬂmnce inf ac ordanc:e Wlth

Section A.3.3.1. '
(Select the types of insurance the Contractor is required to purchase cma’ ma fain-by placmg ,X in the box{es) next to
he ‘ ﬁtﬁ' appropriate fill

the description(s) of selected insurance. Where policy limits are provided, mcfm{e‘ -pohcy Iim
point.)

L] § A.3.3.2.1 Property insurance of the same type and scope sa!}sﬁrmg the Tequ __‘mcnts identified in
Section A.2.3, which, if selected in this section A.33.2.1, elieves the Owner of the responsibility to
purchase and maintain such insurance except msuranca rcqulred by ‘Section A.2.3.1.3 and Section
A.2.3.3. The Contractor shall comply with all obligations of the Owny imder Section A.2.3 except to
the extent provided below. The Contractor shall
deductible, and the Owner shall be responsible for. h’;’iﬁSﬁﬁ within the deductlble Upon request, the
Contractor shall provide the Owner with-a copy of. p;:epézty insurance policy or policies
required. The Owner shall adjust and settle the loss with the. insurer and be the trustee of the
proceeds of the property insurance m accurdance Wiﬂ‘l Art1cie 11 of the General Conditions unless
otherwise set forth below. : R,

(Where the Contractor’s obl:gaﬁon provzde property ;mnmnce di jférs from the Owner’s
obligations as described und SectrmtA 2.3, indicate such differences in the space below.
Additionally, if a party other than the amerwll be responsible for adjusting and settling a loss with
the insurer and acting as't stee of the pro;:e’eds of property insurance in accordance with Article
11 of the General Condition. ndacate the requmzble party below.)

(] §A3322 Railroad Protéctti*& Liabi[iiy 1ﬁ§u?ance, with policy limits of notlessthan ~~~ (§_ )
per claim and ($ }m the aggregate, for Work within fifty (50) feet of railroad pr property.

D §A332 3 Asbestos Abateme' |I|ty Insurance, with policy limits of not less than ($ )
2 pzr claimand | ($ in the aggregate, for liability arising from the encapsulation, removal,
handlmg, storage‘,-ir_ansportaﬁdn and disposal of asbestos-containing materials.

HEY 3,3 2 4Insu.rance for physu:al damage to property while it is in storage and in transit to the
_ carzsiructxon site on an “all-risks” completed value form.

>

— g )§ A.3.3.2.5 Property insurance on an “all-risks” completed value form, covering property owned by the
Contractorand used on the Project, including scaffolding and other equipment.

[1°§ A:3.3.2.6 Other Insurance

(List below any other insurance coverage to be provided by the Contractor and any applicable limits.)

Coverage Limits
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§ A.3.4 Performance Bond and Payment Bond

The Contractor shall provide surety bonds, from a company or companies lawfully authorized to issue surety bonds in
the jurisdiction where the Project is located, as follows:

(Specify type and penal sum of bonds.)

Type Penal Sum ($0.00)
Payment Bond
Performance Bond

Payment and Performance Bonds shall be AIA Document A312™, Payment Bond and Pe
provisions identical to AIA Document A312™ current as of the date of t ‘

ARTICLE A.4 SPECIAL TERMS AND CONDITIONS :
Special terms and conditions that modify this Insurance and Bonds Exhibit, if any,

Init AIA Document A101¢ — 2017 Exhibit A. Copyright © 2017 by The American Institute of Architects. All rights reserved. The “American Institute of
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STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

DTCC STANTON CAMPUS
NEWARK, DELAWARE

SECTION 00 54 13

SUPPLEMENT TO AGREEMENT BETWEEN OWNER AND CONTRACTOR A101-2017

The following supplements modify the “Standard Form of Agreement Between Owner and Contractor,” AIA Document A101-2017. Where
a portion of the Standard Form of Agreement is modified or deleted by the following, the unaltered portions of the Standard Form of
Agreement shall remain in effect.

Amendment to Contract for Construction
Between
Delaware Technical and Community College
And

The parties hereby agree and reaffirm that the AIA Document A101 — 2017 “Standard Form
of Agreement between Owner and Contractor” between Delaware Technical and Community College
(“Owner”) and ,a corporation (“Contractor”), dated _,201 , shall
govern this transaction as supplemented by A201-2017 General Conditions for Construction and
amended herein (“Contract Documents”). At times Owner and Contractor shall be collectively referred
to the “Parties”.

The parties expressly agree to enter into this amendment (“Amendment”) which shall govern
in the event of a conflict between the terms of the Contract Documents or any document referenced or
incorporated therein, and that any contrary provision of any such document shall be superseded hereby.
The parties agree to this Amendment as follows:

1. Contractor represents and warrants that it has not employed or retained any company or
person, other than a bona fide employee working primarily for the firm offering professional
services, to solicit or secure this agreement, and that he has not been paid or agreed to pay any
person, company, corporation, individual, or firm, other than a bona fide employee working
primarily for the firm offering professional services, any fee, commission, percentage, gift, or
any other consideration, contingent upon or resulting from the award or making of this
agreement;

2. All provisions of the Bid Package and Project manual are incorporated herein by reference as
though fully set forth. In the event of a conflict between any provision of the Bid Package or
Project Manual and the bid or proposal submitted by Contractor, the Bid Package and Project
Manual shall control.

3. §3.3 is amended to require substantial completion of all construction not later than 102 days
from the commencement of construction. Time is of the essence. If the Contractor fails to
complete the work within the time specified, the Contractor shall pay liquidated damages to
the Owner in the amount of $ for each calendar day of delay until the work is
completed or accepted. If the Owner terminates the Contractor’s right to proceed, liquidated

SUPPLEMENT TO AGREEMENT BETWEEN OWNER AND CONTRACTOR A101-2017 00 54 13-1
VERDANTAS
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damages will continue to accrue until the work is completed. These liquidated damages are in
addition to all sums and remedies available to Owner upon termination for cause.

In the event the attached contract or aggregate of contracts is in excess of $500,000 for new
construction (including painting and decorating) or $45,000 for alteration, repair, renovation,
rehabilitation, demolition or reconstruction (including painting and decorating of buildings or
works) and requires or involves the employment of mechanics and/or laborers, then the
minimum wages to be paid to the various classes of laborers and mechanics shall be based
upon greater of the Davis-Bacon Wage Rates (if the project is federally funded) or the wages
that will be determined by the Delaware Department of Labor, Division of Industrial Affairs,
to be prevailing in the county in which the work is to be performed.

Contractor shall pay all mechanics and laborers employed directly upon the site of the work,
unconditionally and not less often than once a week and without subsequent deduction or
rebate on any account, the full amounts accrued at time of payment, computed at wage rates
not less than the prevailing wages, regardless of any contractual relationship which may be
alleged to exist between the employer and such laborers and mechanics, and shall provide
sworn payroll information, as required by the Department of Labor, on a weekly basis.

All changes to the scope of construction shall be authorized in writing by Owner in advance.
Owner shall not be liable for payment of any change order that has not received prior written
authorization. The cost of any change order shall be set forth therein. If no such provision is
set forth in the change order, then the cost to the Owner shall be the Contractor's costs for
wages, labor costs other than wages, wage taxes, materiel, equipment rentals, insurance and
subcontracts attributable to the additional activity plus a reasonable sum for overhead and
profit not to exceed 5%;

Preference in employment of laborers, workers or mechanics shall be given to bona fide legal
citizens of the State who have established citizenship by residence of at least 90 days in the
State. Contractor shall pay a penalty to the Secretary of Finance equal to the amount of
compensation paid to any person in violation of this section;

Contractor shall not substitute another subcontractor for any subcontractor whose name was
set forth in the statement which accompanied the bid without the written consent of Owner.
Contractor shall pay a penalty equal to 150% of the amount of the proposal or subcontract
submitted by the subcontractor identified in the accompanying statement for violating this
paragraph.

Payments are due 30 days after receipt of a valid Application for Payment. Payments due and
unpaid after 30 days shall bear simple interest at the rate of 1 percent per month not greater
than 12% annual percentage rate;

Final payment shall not be due until all non-conforming work has been corrected and all other
provisions of the agreement have been met, including, but not limited to, all reporting
requirements. Furthermore, a written release of mechanics' liens signed by all persons who
would otherwise be entitled to avail themselves of the provisions of Chapter 27 of Tile 25 of
the Delaware Code, containing a notarized, verified certification signed by the Contractor that
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all of the persons signing the release constitute all of the persons who have furnished materials
and performed labor in and for the construction, erection, building, improvement, alteration
and repair to the date of the release and who would be entitled otherwise to file mechanics'
liens claims shall be provided simultaneously with the receipt of final payment;

Owner may terminate this agreement or suspend work hereunder for any reason authorized by
applicable Delaware law;

§6.2 is hereby deleted. The parties reserve all remedies available at law or equity for any
dispute not resolved in accordance with §6.1;

§7.1.1 is hereby deleted and there shall be no Termination Fee paid to Contractor. Any
reference to a Termination Fee in §14.4.3 of the A201-2017 is also deleted.

Any and all references to attorney’s fees in §10.3.3 of the A201-2017 is deleted.

Exhibit A Insurance and Bonds is hereby deleted except as noted in the Supplement to the
A101-2017.

Simultaneous with the execution of this contract, Contractor shall also execute a good and
sufficient bond for the benefit of Owner, with corporate surety authorized to do business in
this State, in a sum equal to 100% of the contract price and the bond form used shall be the
standard form issued by the Office of Management and Budget. The bond shall be conditioned
upon the faithful compliance and performance by the successful bidder of each and every term
and condition of the contract and the proposal and plans and specifications thereof, at the time
and in the manner prescribed by the contract and the plans and specifications, including the
payment in full, to every firm furnishing materiel or performing labor in the performance of
the contract, of all sums of money due it for such labor or materiel. The bond shall also contain
the Contractor’s guarantee to indemnify and save harmless the Owner from all costs, damages
and expenses growing out of or by reason of Contractor's failure to comply and perform the
work and complete the contract in accordance with its terms.

No firm or surety, in any action brought under 29 Del C §6962, or any successor law, or on
the bond required by such statute, shall assert as a defense to such action the claim that the
bond given contained a limitation or restriction not provided for by Chapter 69, Title 29 of the
Delaware Code, the provisions of which are incorporated herein by reference as though fully
set forth. Contractor shall obtain all insurance required by Owner and provide proof thereof
prior to execution.

Owner shall have the right to terminate the contract upon receipt of notice from Contractor’s
surety that bond claims have been made or are anticipated to be made against Contractor on
this or any other project of Contractor. If Owner elects to terminate the contract pursuant to
this paragraph, it shall be deemed a termination for cause.

Owner may, when it considers that its interests so require, cause judgment to be confessed
upon the bond. All sums received through confession of judgment shall be paid for the credit
of the Owner to the Secretary of Finance;
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Owner or any of its duly authorized representatives shall have access to any documents,
books, papers, and records of Contractor (which are directly pertinent to a specific grant
program) for the purpose of making an audit, examination, excerpts, and transcriptions.

Contractor shall maintain all required records for at least three years after Owner makes
final payment and all pending matters are closed;

Contractor shall submit a report to Owner not less frequently than monthly covering the general
progress of the job and describing any problems or factors contributing to delay;

During the performance of this contract, the contractor agrees as follows:

The contractor will not discriminate against any employee or applicant for
employment because of race, creed, color, sex, sexual orientation gender identity, pregnancy,
or national origin. The contractor will take positive steps to ensure that applicants are
employed and that employees are treated during employment without regard to their race,
creed, color, sex, sexual orientation, gender identity, pregnancy, or national origin. Such
action shall include, but not be limited to, the following: employment, upgrading, demotion
or transfer; recruitment or recruitment advertising; layoff or termination; rates of pay or other
forms of compensation; and selection for training, including apprenticeship. The contractor
agrees to post in conspicuous places available to employees and applicants for employment
notices to be provided by the contracting agency setting forth this nondiscrimination clause.

The contractor will, in all solicitations or advertisements for employees placed by or
on behalf of the contractor, state that all qualified applicants will receive consideration for
employment without regard to race, creed, color, sex, sexual orientation or national origin.

The parties agree that this agreement shall be governed by and construed pursuant to the laws
of The State of Delaware, and that the Delaware courts shall have sole and exclusive
jurisdiction of any dispute arising under this agreement.
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IN WITNESS WHEREOF, the parties, through their acknowledged and duly authorized
agents set forth below, have set their hand and seal on this indenture on this day of
, 2026.

Delaware Technical and Community College

(Seal)
Mark T. Brainard, President
(Contractor)
(Seal)By:
SUPPLEMENT TO AGREEMENT BETWEEN OWNER AND CONTRACTOR A101-2017 00 54 13-5
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SECTION 00 54 14

SUPPLEMENT TO A101-2017 — EXHIBIT A - INSURANCE & BONDS

The following supplements modify the “Standard Form of Agreement Between Owner and Contractor,” AIA Document A101-2017 Exhibit
A Insurance and Bonds. Where a portion of the Standard Form of Agreement is modified or deleted by the following, the unaltered portions
of the Standard Form of Agreement shall remain in effect.

ARTICLE A.2 OWNER’S INSURANCE
A.2.1 General

Delete paragraph A.2.1 in its entirety.
A.2.2 Liability Insurance

Delete paragraph A.2.2 in its entirety, except in the case of school projects this paragraph shall
remain.

A23 Required Property Insurance
Delete paragraph A.2.3 in its entirety.
A24 Optional Extended Property Insurance
Delete paragraph A.2.4 in its entirety.
A2.5 Other Optional Insurance
Delete paragraph A.2.5 in its entirety.
ARTICLE A.3 CONTRACTORS INSURANCE AND BONDS
A.3.1.1  Strike the last sentence of the paragraph.
A.3.1.3  Additional Insured Obligations
In the first sentence after “coverage to include (1)” delete “(1) the Owner,”.

Strike the remainder of the first sentence beginning at the semicolon “; and (2) the Owner” through
the end of the sentence.

Delete the second sentence in its entirety.
A.3.2.2.1 Insert “$1,000,000.00” in the blank for each occurrence.
Insert “$3,000,000.00” in the blank for general aggregate.
Insert “$3,000,000.00” in the blank for aggregate for products-completed operations hazard.

A.3.2.3 Insert“$1,000,000.00” in the blank for per accident.

VERDANTAS SUPPLEMENT TO A101-2017 — EXHIBIT A — INSURANCE & BONDS
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A3.2.6 Insert“$500,000.00” in the blank for each accident.
Insert “$500,000.00” in the blank for each employee.
Insert “$500,000.00” in the blank for policy limit.

A3.2.8 Insert“$1,000,000.00” in the blank for per claim.
Insert “$3,000,000.00” in the blank for in the aggregate.

A.3.2.9 Insert“$1,000,000.00” in the blank for per claim.
Insert “$3,000,000.00” in the blank for in the aggregate.

A.3.2.10 Insert “$2,000,000.00” in the blank for per claim.
Insert “$4,000,000.00” in the blank for in the aggregate.

A.3.2.11 Strike in its entirety.

A.3.2.12 Strike in its entirety.

A.3.3.2.1 Delete paragraph 3.3.2.1 in its entirety
A.3.3.2.2 Strike in its entirety.

A.3.3.2.3 Insert “$1,000,000.00” in the blanks for per claim.
Insert “$3,000,000.00” in the blanks for in the aggregate.

A34 Insert the actual contract price in both the Payment Bond and the Performance Bond Penal Sum

blanks. It must be 100% of the contract price.

Strike the last sentence in this section and replace with “Payment and Performance Bonds shall be

in the standard form issued by the Delaware Office of Management and Budget.”

END OF SECTION
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Delaware Technical Community College
Stanton Campus
Contract #: DTCC: C9004050003

PERFORMANCE BOND

Bond Number:

KNOW ALL PERSONS BY THESE PRESENTS, that we, , as principal
(“Principal”), and , a corporation, legally
authorized to do business in the State of Delaware, as surety (“Surety”), are held and firmly bound
unto the (“Owner”) (insert State agency
name), in the amount of (3 ), to be paid to Owner, for which
payment well and truly to be made, we do bind ourselves, our and each and every of our heirs,
executors, administrations, successors and assigns, jointly and severally, for and in the whole,
firmly by these presents.

Sealed with our seals and dated this day of , 20

NOW THE CONDITION OF THIS OBLIGATION IS SUCH, that if Principal, who has been
awarded by Owner that certain contract known as Contract No. dated the

day of , 20 (the “Contract”), which Contract is incorporated herein by
reference, shall well and truly provide and furnish all materials, appliances and tools and perform all
the work required under and pursuant to the terms and conditions of the Contract and the Contract
Documents (as defined in the Contract) or any changes or modifications thereto made as therein
provided, shall make good and reimburse Owner sufficient funds to pay the costs of completing the
Contract that Owner may sustain by reason of any failure or default on the part of Principal, and
shall also indemnify and save harmless Owner from all costs, damages and expenses arising out of
or by reason of the performance of the Contract and for as long as provided by the Contract; then
this obligation shall be void, otherwise to be and remain in full force and effect.

Surety, for value received, hereby stipulates and agrees, if requested to do so by Owner, to fully
perform and complete the work to be performed under the Contract pursuant to the terms,
conditions and covenants thereof, if for any cause Principal fails or neglects to so fully perform and
complete such work.

Surety, for value received, for itself and its successors and assigns, hereby stipulates and agrees that
the obligation of Surety and its bond shall be in no way impaired or affected by any extension of
time, modification, omission, addition or change in or to the Contract or the work to be performed
thereunder, or by any payment thereunder before the time required therein, or by any waiver of any
provisions thereof, or by any assignment, subletting or other transfer thereof or of any work to be
performed or any monies due or to become due thereunder; and Surety hereby waives notice of any
and all such extensions, modifications, omissions, additions, changes, payments, waivers,
assignments, subcontracts and transfers and hereby expressly stipulates and agrees that any and all
things done and omitted to be done by and in relation to assignees, subcontractors, and other

VERDANTAS PERFORMANCE BOND
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transferees shall have the same effect as to Surety as though done or omitted to be done by or in
relation to Principal.

Surety hereby stipulates and agrees that no modifications, omissions or additions in or to the terms
of the Contract shall in any way whatsoever affect the obligation of Surety and its bond.

Any proceeding, legal or equitable, under this Bond may be brought in any court of competent
jurisdiction in the State of Delaware. Notices to Surety or Contractor may be mailed or delivered
to them at their respective addresses shown below.

IN WITNESS WHEREOF, Principal and Surety have hereunto set their hand and seals, and such
of them as are corporations have caused their corporate seal to be hereto affixed and these presents
to be signed by their duly authorized officers, the day and year first above written.

PRINCIPAL
Name:
Witness or Attest: Address:
By: (SEAL)
Name: Name:
Title:
(Corporate Seal)
SURETY
Name:
Witness or Attest: Address:
Name: Name:
Title:
(Corporate Seal)
VERDANTAS PERFORMANCE BOND
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Delaware Technical Community College
Stanton Campus
Contract #: DTCC: C9004050003

PAYMENT BOND

Bond Number:

KNOW ALL PERSONS BY THESE PRESENTS, that we, , as principal
(“Principal”), and , a corporation, legally
authorized to do business in the State of Delaware, as surety (“Surety”), are held and firmly bound
unto the (“Owner”) (insert State agency
name), in the amount of ($ ), to be paid to Owner, for which
payment well and truly to be made, we do bind ourselves, our and each and every of our heirs,
executors, administrations, successors and assigns, jointly and severally, for and in the whole firmly
by these presents.

Sealed with our seals and dated this day of , 20

NOW THE CONDITION OF THIS OBLIGATION IS SUCH, that if Principal, who has been
awarded by Owner that certain contract known as Contract No. dated the

day of , 20 (the “Contract”), which Contract is incorporated herein by reference,
shall well and truly pay all and every person furnishing materials or performing labor or service in
and about the performance of the work under the Contract, all and every sums of money due him,
her, them or any of them, for all such materials, labor and service for which Principal is liable,
shall make good and reimburse Owner sufficient funds to pay such costs in the completion of the
Contract as Owner may sustain by reason of any failure or default on the part of Principal, and
shall also indemnify and save harmless Owner from all costs, damages and expenses arising out of
or by reason of the performance of the Contract and for as long as provided by the Contract; then
this obligation shall be void, otherwise to be and remain in full force and effect.

Surety, for value received, for itself and its successors and assigns, hereby stipulates and agrees that
the obligation of Surety and its bond shall be in no way impaired or affected by any extension of
time, modification, omission, addition or change in or to the Contract or the work to be performed
thereunder, or by any payment thereunder before the time required therein, or by any waiver of any
provisions thereof, or by any assignment, subletting or other transfer thereof or of any work to be
performed or any monies due or to become due thereunder; and Surety hereby waives notice of any
and all such extensions, modifications, omissions, additions, changes, payments, waivers,
assignments, subcontracts and transfers and hereby expressly stipulates and agrees that any and all
things done and omitted to be done by and in relation to assignees, subcontractors, and other
transferees shall have the same effect as to Surety as though done or omitted to be done by or in
relation to Principal.

VERDANTAS PAYMENT BOND
PROJECT NO. 37555 0061 13.16- 1
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Surety hereby stipulates and agrees that no modifications, omission or additions in or to the terms
of the Contract shall in any way whatsoever affect the obligation of Surety and its bond.

Any proceeding, legal or equitable, under this Bond may be brought in any court of competent
jurisdiction in the State of Delaware. Notices to Surety or Contractor may be mailed or delivered
to them at their respective addresses shown below.

IN WITNESS WHEREOQOF, Principal and Surety have hereunto set their hand and seals, and such
of them as are corporations have caused their corporate seal to be hereto affixed and these presents
to be signed by their duly authorized officers, the day and year first above written.

PRINCIPAL
Name:
Witness or Attest: Address:
By: (SEAL)
Name: Name:
Title:
(Corporate Seal)
SURETY
Name:
Witness or Attest: Address:
By: (SEAL)
Name: Name:
Title:
(Corporate Seal)
VERDANTAS PAYMENT BOND

PROJECT NO. 37555 0061 13.16- 2
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SECTION 00 62 76
APPLICATION AND CERTIFICATE FOR PAYMENT FORMS

VERDANTAS APPLICATION AND CERTIFICATE FOR PAYMENT FORMS
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APPLICATION AND CERTIFICATE FOR PAYMENT

AIA DOCUMENT G702
TO OWNER: PROJECT: APPLICATION NUMBER: Distribution to:
John G. Johnson Construction PERIOD TO: OWNER
1284 Riverbed Street PROJECT NO: . CONSTRUCTION
Cleveland, OH 44113 MANAGER
FROM CONTRACT DATE: ARCHITECT
CONTRACTOR: CONTRACTOR
CONTRACTOR'S APPLICATION FOR PAYMENT The undersigned Contractor certifies that to the best of the Contractor's knowledge,
Application is made for payment, as shown below, in accordance with the Contract. information and belief, the Work covered by this Application for Payment has been
Continuation Sheet, AIA Document G703, is attached. completed in accordance with the Contract Documents, that all amounts have been
1. ORIGINAL CONTRACT SUM $0.00 paid by the Contractor for Work for which previous Certificates for Payment were issued
and payments received from the Owner, and that current payment shown herein is now due.
2. Net Change By Change Orders............c..ceeerennnnnn. $0.00 CONTRACTOR:
3. CONTRACT SUM TO DATE (Line 1 +2)...... $ -
BY: DATE
4. TOTAL COMPLETED & STORED TO DATE.............. $0.00
(Column G on G703)
State of: County of :
5. RETAINAGE: Subscribed and sworn before me this day of 20
a. 10% of Completed Work $0.00 Notary Public:
(Columns D & E on G703) My Commission Expires:
b. 10% of Stored Material $0.00
(Column F on G703) CERTIFICATE FOR PAYMENT
Total Retainage (Line 5a + 5b or
Total in Column 1 of G703) $0.00 In accordance with the Contract Documents, based on on-site observations
and the data comprising the above application, the Construction Manager
6. TOTAL EARNED LESS RETAINAGE..............cceueeenn. $0.00 certifies that to the best of his knowledge, information and belief the Work
(Line 4 less Line 5 Total) has progressed as indicated, the quality of the Work is in accordance with
the Contract Documents, and the Contractor is entitled to payment of the
7. LESS PREVIOUS CERTIFICATES FOR PAYMENT AMOUNT CERTIFIED.
(Line 6 from prior Certificate) $0.00
AMOUNT CERTIFIED............ccovenennns $ -
8.  CURRENT PAYMENT DUE $0.00 (Attach explanation if amount certified differs from the amount applied for. Initial all figures on this
Application and on the Continuation Sheet that changed to conform to the amount certified.).
9. BALANCE TO FINISH, INCLUDING RETAINAGE CONSTRUCTION MGR:
(Line 3 less Line 6) $ - By: Date:
CHANGE ORDER SUMMARY ADDITIONS DEDUCTIONS ARCHITECT:
Total changes approved in By: Date:
previous months by Owner $0.00 $0.00 This certificate is not negotiable. The AMOUNT CERTIFIED is payable only
Total Approved this Month $0.00 $0.00 to the Contractor named herein. Issuance, payment and acceptance of payment
TOTALS $0.00 $0.00 are without prejudice to any rights of the Owner or Contractor under this Contract.
NET CHANGES by Change Order $0.00




CONTINUATION SHEET

AIA Document G702, APPLICATION AND CERTIFICATE FOR PAYMENT,

containing Contractor's signed Certification is attached.

APPLICATION NO:
APPLICATION DATE:
PERIOD TO:

ARCHITECT'S PROJECT NO:

10/31/21
01/00/00

A B C D E F G T T
TTEM DESCRIPTION OF WORK SCHEDULED WORK COMPLETED MATERIALS TOTAL % BALANCE RETAINAGE
NO. VALUE FROM PREVIOUS THIS PERIOD PRESENTLY COMPLETED (GIC) TO FINISH
APPLICATION STORED AND STORED (C-G)
(D+E) (NOT IN TO DATE
D ORE) (D+E+F)
100 $0.00 $0.00 $0.00 $0.00 $0.00[ #DIV/0! $0.00 $0.00
101 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
102 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
103 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
104 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
105 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
106 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
107 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
108 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
109 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
110 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
111 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
112 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
113 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
114 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
115 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
116 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
117 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
118 $0.00 $0.00 $0.00 $0.00 $0.00[ #DIV/0! $0.00 $0.00
119 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
120 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
121 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
122 $0.00 $0.00 $0.00 $0.00 $0.00( #DIV/0! $0.00 $0.00
TOTALS $0.00 $0.00 $0.00 $0.00 $0.00 | #DIV/0! $0.00 $0.00




STANTON PARKING LOT SINKHOLE
DTCC STANTON CAMPUS IMPROVEMENTS

NEWARK, DELAWARE DTCC: C9004050003

SECTION 00 72 13
GENERAL CONDITIONS OF THE CONTRACT FOR CONSTRUCTION A201-2017

The General Conditions of this Contract are as stated in the American Institute of Architects Document AIA
A201 (2017 Edition) entitled General Conditions of the Contract for Construction as revised by the
Supplementary General Conditions and is part of this project manual as if herein written in full.

VERDANTAS GENERAL CONDITIONS OF THE CONTRACT FOR CONSTRUCTION A201-2017
PROJECT NO. 37555 007213
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A AIA Document A201® — 2017

General Conditions of the Contract for Construction

for the following PROJECT:
(Name and location or address)

This document has important legal
consequences. Consultation with

THE OWNER: an attorney is encouraged with
(Name, legal status and address) respect to its completion or
modification.

For guidance in modifying this
document to include
supplementary conditions, see
AlA Document A503™, Guide for
Supplementary Conditions.

THE ARCHITECT:
(Name, legal status and address)

TABLE OF ARTICLES

1 GENERAL PROVISIONS

2 OWNER

3 CONTRACTOR

4 ARCHITECT

5 SUBCONTRACTORS

6 CONSTRUCTION BY OWNER OR BY SEPARATE CONTRACTORS
7 CHANGES IN THE WORK

8 TIME

9 PAYMENTS AND COMPLETION

10 PROTECTION-OF PERSONS AND PROPERTY
11 INSURANCE AND BONDS

12 UNCOVERING AND CORRECTION OF WORK

13 MISCELLANEOUS PROVISIONS

14 TERMINATION OR SUSPENSION OF THE CONTRACT

15 CLAIMS AND DISPUTES

AIA Document A201® — 2017. Copyright © 1911, 1915, 1918, 1925, 1937, 1951, 1958, 1961, 1963, 1966, 1970, 1976, 1987, 1997, 2007 and 2017 by
The American Institute of Architects. All rights reserved. The “American Institute of Architects,” “AlA,” the AIA Logo, “A201,” and “AlA Contract Documents”
are registered trademarks and may not be used without permission. To report copyright violations, e-mail copyright@aia.org.
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Acceptance of Nonconforming Work
9.6.6,9.9.3,12.3

Acceptance of Work
9.6.6,9.8.2,9.9.3,9.10.1, 9.10.3, 12.3
Access to Work

3.16,6.2.1,12.1

Accident Prevention

10

Acts and Omissions
3.2,3.3.2,3.12.8,3.18,4.2.3,8.3.1,9.5.1, 10.2.5,
10.2.8,13.3.2,14.1,15.1.2,15.2
Addenda

111

Additional Costs, Claims for
3.7.4,3.75,10.3.2,15.15

Additional Inspections and Testing
9.4.2,98.3,12.2.1,134

Additional Time, Claims for
3.2.4,3.7.4,3.75,3.10.2,8.3.2,15.1.6
Administration of the Contract
3.1.3,4.2,9.4,95

Advertisement or Invitation to Bid
111

Aesthetic Effect

4.2.13

Allowances

3.8

Applications for Payment
425,7.3.9,9.2,9.3,94,95.1,9.5.4,96.3,9.7,9.10
Approvals

21.1,231,25,3.1.3,3.10.2,3.12.8,3:12.9, 3.12.10.1,

427,9.32,13.4.1

Arbitration

8.3.1,15.3.2,154

ARCHITECT

4

Architect, Definition of

411

Architect, Extent of Authority
2.5,3127,4.12,4.2,52,6.3,7.1.2,7.3.4,7.4,9.2,
9.3.1,94,95,9.6.3,9.8,9.10.1, 9.10.3, 12.1, 12.2.1,
13.4.1,13.4.2,14:2.2,14.2.4,15.1.4,15.2.1
Architect, Limitations of Authority and Responsibility
2.1.1,3.12.4,3.12.8,3.12.10,4.1:2,4.2.1,4.2.2,4.2.3,
426,4.27,4.210,4.212,4213,5.2.1,7.4,9.4.2,
9.5.4,9.6.4,15.1.4,15.2

Architect’s Additional Services and Expenses
25,12.2.1,13.4.2,134.3,14.2.4

Architect’s Administration of the Contract
3.1.3,3.7.4,152,9.4.1,95

Architect’s Approvals

2.5,3.1.3,35,3.10.2,4.2.7

Architect’s Authority to Reject Work
3.5,426,12.1.2,12.2.1

Architect’s Copyright

117,15

Avrchitect’s Decisions
3.74,426,427,4211,4.212,42.13,4.2.14,6.3,
7.34,73.9,813,83.1,9.2,9.4.1,95,9.84,9.9.1,
13.4.2,15.2

Architect’s Inspections
3.74,422,429,94.2,9.83,9.9.2,9.10.1, 13.4
Avrchitect’s Instructions
3.24,331,4.26,4.2.7,13.42

Avrchitect’s Interpretations

4.2.11,4.2.12

Architect’s Project Representative

4.2.10

Avrchitect’s Relationship with Contractor
1.1.2,15,233,3.1.3,322,3.2.3,324,33.1,34.2,
3.5,3.7.4,3.75,3.9.2,39.3, 3.10, 3.11, 3.12, 3.16,
3.18,4.1.2,4:2,52,6.2.2,7,8.3.1,9.2,9.3,9.4, 9.5,
9.7,9.8,9.9,10.2.6, 10.3, 11.3,12, 13.3.2, 13.4, 15.2
Architect’s Relationship with Subcontractors
11.2,423,424,426,9.6.3,9.6.4,11.3
Architect’s Representations

9.4.2,9.5.1,9.10.1

Avrchitect’s Site Visits
3.7.4,422,429,94.2,95.1,9.9.2,9.10.1, 134
Asbestos

10.31

Attorneys’ Fees

3.18.1,9.6.8,9.10.2, 10.3.3

Award of Separate Contracts

6.1.1,6.1.2

Award of Subcontracts and Other Contracts for
Portions of the Work

5.2

Basic Definitions

1.1

Bidding Requirements

1.1.1

Binding Dispute Resolution
8.3.1,9.7,115,13.1,15.1.2,15.1.3, 15.2.1, 15.2.5,
15.2.6.1,15.3.1,15.3.2, 15.3.3,15.4.1

Bonds, Lien

7.3.4.4,9.6.8,9.10.2,9.10.3

Bonds, Performance, and Payment
7.34.4,9.6.7,9.10.3,11.1.2,11.1.3,11.5

Building Information Models Use and Reliance
1.8

Building Permit

3.71

Capitalization

1.3

Certificate of Substantial Completion
9.8.3,9.84,9.85

Certificates for Payment
421,425,429,9.33,94,95,9.6.1,9.6.6,9.7,
9.10.1,9.10.3,14.1.1.3,14.2.4,15.1.4

Certificates of Inspection, Testing or Approval
13.4.4

AlA Document A201® — 2017. Copyright © 1911, 1915, 1918, 1925, 1937, 1951, 1958, 1961, 1963, 1966, 1970, 1976, 1987, 1997, 2007 and 2017 by
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Certificates of Insurance

9.10.2

Change Orders

1.1.1,3.4.2,3.7.4,3.8.2.3,3.11, 3.12.8,4.2.8,5.2.3,
71.2,71.3,7.2,7.3.2,7.3.7,7.3.9,7.3.10, 8.3.1,
9.3.1.1,9.10.3,10.3.2, 11.2, 11.5, 12.1.2

Change Orders, Definition of

721

CHANGES IN THE WORK
2.2.2,311,4.28,7,7.2.1,7.3.1,7.4,8.3.1,9.3.1.1,
115

Claims, Definition of

15.1.1

Claims, Notice of

1.6.2,15.1.3

CLAIMS AND DISPUTES
3.24,6.1.1,6.3,7.3.9,9.3.3,9.10.4, 10.3.3, 15, 15.4
Claims and Timely Assertion of Claims

15.4.1

Claims for Additional Cost
3.24,3.3.1,3.74,7.3.9,95.2,10.2.5,10.3.2,15.1.5
Claims for Additional Time
3.24,3.3.1,3.7.4,6.1.1,8.3.2,9.5.2,10.3.2, 15.1.6
Concealed or Unknown Conditions, Claims for
3.7.4

Claims for Damages
3.2.4,3.18,8.3.3,9.5.1,9.6.7,10.2.5, 10.3.3, 11.3,
11.3.2,14.2.4,15.1.7

Claims Subject to Arbitration

15.4.1

Cleaning Up

3.15,6.3

Commencement of the Work, Conditions Relating to
2.2.1,32.2,341,3.7.1,3.10.1, 3.12.6,5.2.1,5.2.3,
6.2.2,8.1.2,8.2.2,8.3.1,11.1, 11.2, 15:.1:5
Commencement of the Work, Definition of

8.1.2

Communications

3.9.1,4.24

Completion, Conditions Relating to
3.4.1,3.11,3.15,4.2.2,429,682,9.4.2,9.8,9.9.1,
9.10,12.2,14.1.2,151.2

COMPLETION, PAYMENTS AND

9

Completion, Substantial

3.10.1,4.2.9,8.1:1,8.1.3, 8.2.3,9.4.2,9.8,9.9.1,
9.10.3,12.2,15.1.2

Compliance with Laws
2.3.2,3.2.3,3.6,3.7,3.12.10,3.13,9.6.4, 10.2.2, 13.1,
13.3,13.4.1,13.4.2,135,14.1.1, 14.2.1.3, 15.2.8,
15.4.2,15.4.3

Concealed or Unknown Conditions
3.7.4,4.28,83.1,10.3

Conditions of the Contract

1.11,6.1.1,6.1.4

Consent, Written
3.4.2,3.14.2,4.1.2,9.85,9.9.1,9.10.2,9.10.3, 13.2,
15.4.4.2

Consolidation or Joinder

15.4.4

CONSTRUCTION BY OWNER OR BY
SEPARATE CONTRACTORS

1.1.4,6

Construction Change Directive, Definition of

7.3.1

Construction Change Directives
1.1.1,3.4.2,3.11,3.128,4.28,7.1.1,7.1.2,7.1.3, 7.3,
9.3.11

Construction Schedules, Contractor’s
3.10,3.11,3.12.1, 3.12.2,6.1.3, 15.1:6.2
Contingent/Assignment of Subcontracts
5.4,14.2.2.2

Continuing Contract Performance

15.14

Contract, Definition of

1.1.2

CONTRACT, TERMINATION OR SUSPENSION
OF THE

54.1.1,54.2,115,14

Contract Administration

3.1.3,4,9.4,95

Contract Award.and Execution, Conditions Relating to
3.7.1,3.10,5.2,6.1

Contract Documents, Copies Furnished and Use of
1.5.2,2.3.6,5.3

Contract Documents, Definition of

11.1

Contract Sum
2.2.2,2.24,374,3.75,38,3.10.2,5.2.3,7.3,7.4,9.1,
9.2,94.2,95.14,96.7,9.7,10.3.2,11.5,12.1.2,12.3,
14.2.4,14.3.2,15.1.4.2,15.1.5,15.25

Contract Sum, Definition of

9.1

Contract Time
1.1.4,221,22.2,3.7.4,3.75,3.10.2,5.2.3,6.1.5,
7.21.3,731,735,736,7,7,7.3.10,7.4,8.1.1,8.2.1,
8.2.3,8.3.1,95.1,9.7,103.2,12.1.1,12.1.2, 14.3.2,
15.1.4.2,15.1.6.1,15.2.5

Contract Time, Definition of

8.1.1

CONTRACTOR

3

Contractor, Definition of

3.1,6.1.2

Contractor’s Construction and Submittal Schedules
3.10,3.12.1,3.12.2,4.2.3,6.1.3,15.1.6.2

Contractor’s Employees
2.2.4,33.2,3.4.3,3.8.1,3.9,3.18.2,4.2.3,4.2.6,10.2,
10.3,11.3,14.1,142.1.1

Contractor’s Liability Insurance

11.1

Contractor’s Relationship with Separate Contractors
and Owner’s Forces
3.125,3.14.2,42.4,6,11.3,12.2.4
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Contractor’s Relationship with Subcontractors
1.2.2,2.2.4,33.2,3.18.1,3.18.2,4.2.4,5,9.6.2,9.6.7,
9.10.2,11.2,11.3,114

Contractor’s Relationship with the Architect
11.2,15,233,3.13,322,323,3.24,3.3.1,3.4.2,
3.5.1,3.7.4,3.10, 3.11, 3.12, 3.16, 3.18, 4.2, 5.2, 6.2.2,
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Contractor’s Representations
3.2.1,3.2.2,35,3.12.6,6.2.2,8.2.1,9.3.3,9.8.2
Contractor’s Responsibility for Those Performing the
Work

3.3.2,3.18,5.3,6.1.3,6.2,9.5.1, 10.2.8

Contractor’s Review of Contract Documents

3.2

Contractor’s Right to Stop the Work

2.2.2,9.7

Contractor’s Right to Terminate the Contract

14.1

Contractor’s Submittals
3.10,3.11,3.12,4.2.7,5.2.1,5.2.3,9.2,9.3,9.8.2,
9.8.3,9.9.1,9.10.2, 9.10.3

Contractor’s Superintendent

3.9,10.2.6

Contractor’s Supervision and Construction Procedures
1.2.2,3.3,3.4,3.12.10,4.2.2,42.7,6.1.3,6.2.4,7.1.3,
7.3.4,7.3.6,82,10,12,14,15.1.4

Coordination and Correlation
1.2,3.2.1,3.3.1,3.10,3.12.6,6.1.3,6.2.1

Copies Furnished of Drawings and Specifications
15,23.6,3.11

Copyrights

15,3.17

Correction of Work
2.5,3.73,9.42,9.82,9.83,9.9.1, 12.1:2,12.2, 12.3,
15.1.3.1,15.1.3.2,15.2.1

Correlation and Intent of the Contract Documents
1.2

Cost, Definition of

7.3.4

Costs
2.5,324,873,382,3.15.2,5.4.2,6.1.1,6.2.3,
7.3.3.3,7.34,7.3.8,7.3.9,9.10.2, 10.3.2, 10.3.6, 11.2,
12.1.2,12.2.1,12.2.4, 13.4, 14

Cutting and Patching

3.14,6.25

Damage to Construction of Owner or Separate
Contractors
3.14.2,6.2.4,10.2.1.2,10.2.5,10.4,12.2.4

Damage to the Work

3.14.2,9.9.1,10.2.1.2,10.25, 10.4, 12.2.4

Damages, Claims for
3.2.4,3.18,6.1.1,8.3.3,9.5.1,9.6.7, 10.3.3, 11.3.2,
11.3,14.2.4,15.1.7

Damages for Delay

6.2.3,8.3.3,9.5.1.6,9.7,10.3.2, 14.3.2

Date of Commencement of the Work, Definition of
8.1.2

Date of Substantial Completion, Definition of
8.1.3

Day, Definition of

8.14

Decisions of the Architect
3.74,426,427,4211,4.212,42.13,6.3,7.3.4,
7.3.9,8.1.3,83.1,9.2,94,95.1,9.84,9.9.1,13.4.2,
14.2.2,14.2.4,15.1,15.2

Decisions to Withhold Certification
9.4.1,95,9.7,14.1.1.3

Defective or Nonconforming Work, Acceptance,
Rejection and Correction of
2.5,35,4.26,6.2.3,9.5.1,95.3, 9.6.6, 9.8.2,9.9.3,
9.104,12.2.1

Definitions

1.1,2.1.1,3.1.1,35,3.12.1, 3.12.2,3.12.3,4.1.1, 5.1,
6.1.2,7.21,73.1,8.1,91,98.1,151.1

Delays and-Extensions of Time
3.2,3.74,5.23,7.2.1,7.3.1,7.4,83,9.5.1,9.7, 10.3.2,
10.4,14.3.2,15.1.6, 15.2.5

Digital Data Use and Transmission

1.7

Disputes

6.3,7.3.9,15.1,15.2

Documents and Samples at the Site

3.11

Drawings; Definition of

1.15

Drawings and Specifications, Use and Ownership of
3.11

Effective Date of Insurance

8.2.2

Emergencies

10.4,14.1.1.2,15.15

Employees, Contractor’s
3.3.2,34.3,38.1,3.9,3.18.2,4.2.3,4.2.6,10.2, 10.3.3,
11.3,14.1,14.2.1.1

Equipment, Labor, or Materials
1.1.3,1.1.6,34,35,3.8.2,38.3,3.12, 3.13, 3.15.1,
426,427,521,6.21,7.34,9.32,9.3.3,95.1.3,
9.10.2,10.2.1,10.2.4,14.2.1.1,142.1.2

Execution and Progress of the Work
11.3,1.21,1.22,234,236,3.1,33.1,34.1,3.7.1,
3.10.1, 3.12,3.14,4.2,6.2.2,7.1.3,7.3.6,8.2,9.5.1,
9.9.1,10.2,10.3,12.1,12.2,14.2,14.3.1,15.1.4
Extensions of Time
3.24,3.74,523,7.21,7.3,74,95.1,9.7,10.3.2,
10.4,14.3,15.1.6,15.2.5

Failure of Payment
9.5.1.3,9.7,9.10.2,135,14.1.1.3,14.2.1.2

Faulty Work

(See Defective or Nonconforming Work)

Final Completion and Final Payment
42.1,4.29,9.82,9.10,12.3,14.2.4,14.4.3
Financial Arrangements, Owner’s
22.1,132.2,14.1.14

GENERAL PROVISIONS

1

AIA Document A201® — 2017. Copyright © 1911, 1915, 1918, 1925, 1937, 1951, 1958, 1961, 1963, 1966, 1970, 1976, 1987, 1997, 2007 and 2017 by
The American Institute of Architects. All rights reserved. The “American Institute of Architects,” “AlA,” the AIA Logo, “A201,” and “AlA Contract Documents”
are registered trademarks and may not be used without permission. To report copyright violations, e-mail copyright@aia.org.



Init.

Governing Law

13.1

Guarantees (See Warranty)

Hazardous Materials and Substances

10.2.4,10.3

Identification of Subcontractors and Suppliers

521

Indemnification

3.17,3.18,9.6.8,9.10.2, 10.3.3, 11.3

Information and Services Required of the Owner
2.1.2,2.2,23,3.2.2,3.12.10.1,6.1.3,6.1.4,6.2.5,
9.6.1,9.9.2,9.10.3,10.3.3,11.2, 13.4.1, 13.4.2,
14.1.1.4,14.1.4,15.1.4

Initial Decision

15.2

Initial Decision Maker, Definition of

1.1.8

Initial Decision Maker, Decisions
14.2.4,15.1.4.2,15.2.1,15.2.2,15.2.3,15.2.4,15.2.5
Initial Decision Maker, Extent of Authority
14.2.4,15.1.4.2,15.2.1,15.2.2,15.2.3,15.2.4,15.2.5
Injury or Damage to Person or Property
10.2.8,10.4

Inspections
3.1.3,333,3.7.1,4.22,4.26,4.29,9.4.2,9.8.3,9.9.2,
9.10.1,12.2.1,13.4

Instructions to Bidders

111

Instructions to the Contractor
3.24,331,381,5.21,7,82.2,12,13.4.2
Instruments of Service, Definition of

117

Insurance
6.1.1,7.3.4,82.2,9.3.2,9.84,99.1,9.10.2, 10.25, 11
Insurance, Notice of Cancellation or Expiration
11.1.4,11.2.3

Insurance, Contractor’s Liability

11.1

Insurance, Effective Date of

8.2.2,14.4.2

Insurance, Owner’s Liability

11.2

Insurance, Property

10.2.5,11.2,11.4,115

Insurance, Stored Materials

9.3.2

INSURANCE AND BONDS

11

Insurance Companies, Consent to Partial Occupancy
9.9.1

Insured loss, Adjustment and Settlement of

11.5

Intent of the Contract Documents
1.21,42.7,4212,42.13

Interest

135

Interpretation
1.18,123,14,411,51,6.1.2,15.1.1

Interpretations, Written

4.2.11,4.2.12

Judgment on Final Award

15.4.2

Labor and Materials, Equipment
1.1.3,1.1.6,3.4,35,3.8.2,3.8.3,3.12,3.13, 3.15.1,
5.2.1,6.2.1,7.34,9.3.2,9.3.3,9.5.1.3,9.10.2, 10.2.1,
10.2.4,14.2.1.1,14.2.1.2

Labor Disputes

8.3.1

Laws and Regulations
15,23.2,3.2.3,3.2.4,3.6,3.7, 3.1240, 3.13, 9.6 .4,
9.9.1,10.2.2,13.1, 13.3.1, 13.4.2,135, 14, 15.2.8,15.4
Liens

2.1.2,9.3.1,9.3.3,9.6.8,9.10.2,9.10.4,15.2.8
Limitations, Statutes of

12.25,15.1.2,154.1.1

Limitations.of Liability

3.2.2,35,3.12.10,3.12:10.1, 3.17, 3.18.1,4.2.6, 4.2.7,
6.2.2,9.4.2,9.6.4,9.6.7,9.6.8, 10.2.5, 10.3.3, 11.3,
12.2,5,13.3.1

Limitations of Time

2.1.2,2.2,25,3.2.2,3.10,3.11, 3.125,3.15.1,4.2.7,
5.2,5.3,5.4.1,6.2.4,7:3,7.4,8.2,9.2,9.3.1,9.3.3,
9.4.1,9.5,9.6,9.7,9.8,9.9,9.10, 12.2, 13.4, 14, 15,
15.1.2,15.1.3,15.1.5

Materials; Hazardous

10.2.4,10.3

Materials, Labor, Equipment and
1.1.3,1.1.6,34.1,35,3.8.2,3.8.3,3.12,3.13, 3.15.1,
52.1,6.2.1,7.34,9.3.2,9.3.3,9.5.1.3,9.10.2, 10.2.1.2,
10.2.4,14.2.1.1,14.2.1.2

Means, Methods, Techniques, Sequences and
Procedures of Construction
3.3.1,3.12.10,4.2.2,4.2.7,9.4.2

Mechanic’s Lien
2.1.2,9.3.1,9.3.3,9.6.8,9.10.2,9.10.4, 15.2.8
Mediation

8.3.1,15.1.3.2,15.2.1,15.2.5, 15.2.6, 15.3, 15.4.1,
15.4.1.1

Minor Changes in the Work
11.1,34.2,3128,428,7.1,7.4
MISCELLANEOUS PROVISIONS

13

Modifications, Definition of

111

Modifications to the Contract
1.1.1,1.1.2,25,3.11,4.1.2,4.2.1,5.2.3,7,8.3.1,9.7,
10.3.2

Mutual Responsibility

6.2

Nonconforming Work, Acceptance of
9.6.6,9.9.3,12.3

Nonconforming Work, Rejection and Correction of
2.4,25,35,4.2.6,6.24,95.1,9.8.2,9.9.3,9.10.4,
12.2
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Init.

Notice
16,16.1,16.2,2.1.2,22.2.,2.2.3,2.2.4,2.5,3.2.4,
3.3.1,3.7.4,3.75,39.2,3.12.9, 3.12.10,5.2.1, 7.4,
8.2.29.6.8,9.7,9.10.1, 10.2.8, 10.3.2, 11.5, 12.2.2.1,
13.4.1,13.4.2,14.1,14.2.2,14.4.2,15.1.3, 15.1.5,
15.1.6,154.1

Notice of Cancellation or Expiration of Insurance
11.1.4,11.2.3

Notice of Claims
16.2,2.1.2,3.74,9.6.8,10.2.8,15.1.3, 15.1.5, 15.1.6,
15.2.8,15.3.2,15.4.1

Notice of Testing and Inspections

13.4.1,13.4.2

Observations, Contractor’s

32,374

Occupancy

2.3.1,9.6.6,9.8

Orders, Written
1.1.1,2.4,39.2,7,8.22,115,12.1,12.2.2.1, 13.4.2,
14.3.1

OWNER

2

Owner, Definition of

2.1.1

Owner, Evidence of Financial Arrangements
22,132.2,14.1.14

Owner, Information and Services Required of the
2.1.2,2.2,2.3,32.2,3.12.10,6.1.3,6.1.4,6.2.5,9.3.2,
9.6.1,9.6.4,9.9.2,9.10.3, 10.3.3, 11.2, 13.4.1, 13.4:2,
14.1.1.4,14.1.4,15.1.4

Owner’s Authority
15,2.1.1,2332.4,25,3.4.2,3.8.1, 3.12.10,3.14.2,
412,424,429,521,524,54.1,6.1,6.3,7.2.1,
7.3.1,8.2.2,83.1,9.3.2,95.1,9.6.4,9.9.1, 9.10.2,
10.3.2,11.4,115,12.2.2,12.3, 13.2.2,14.3, 14 .4,
15.2.7

Owner’s Insurance

11.2

Owner’s Relationship with Subcontractors
1.1.2,52,5.3,5.4,9.6.4,9.10.2,14.2.2

Owner’s Right to Carry Out the Work

2.5,14.2.2

Owner’s Right to Clean Up

6.3

Owner’s Right to Perform Construction and to
Award Separate Contracts

6.1

Owner’s Right to Stop the Work

2.4

Owner’s Right to Suspend the Work

14.3

Owner’s Right to Terminate the Contract

14.2,14.4

Ownership and Use of Drawings, Specifications and
Other Instruments of Service
11.1,1.16,11.7,15,236,3.2.2,3.11, 3.17,4.2.12,
53

Partial Occupancy or Use

9.6.6,9.9

Patching, Cutting and

3.14,6.25

Patents

3.17

Payment, Applications for
425,7.399.2,93,9.4,95,9.6.3,9.7,9.85,9.10.1,
14.2.3,14.2.4,14.4.3

Payment, Certificates for
4.25,4.29,93.3,94,95,96.1,9.6.6/9.7,9.10.1,
9.10.3,14.1.1.3,14.2.4

Payment, Failure of

9.5.1.3,9.7,9.10.2,135, 14.1.1.3, 14.2.1.2
Payment, Final
42.1,4.29,9.10,123,14.2.4,14.433

Payment Bond, Performance Bond and
7.3.4.4,9.6.7,9.10:3, 11.1.2

Payments, Progress
9.3,9.6,9.8.5,9.10.3,14.2.3,15.14

PAYMENTS AND COMPLETION

9

Payments to. Subcontractors
5.4.2,9.51.3,9.6.2,9.6.3,9.6.4,9.6.7,14.2.1.2
PCB

10.3.1

Performance Bond and Payment Bond
7.3.4.4,9.6.7,9.10.3, 11.1.2

Permits, Fees, Notices and Compliance with Laws
2.3.1,3.7,3.13,7.3.4.4,10.2.2

PERSONS AND PROPERTY, PROTECTION OF
10

Polychlorinated Biphenyl

10.3.1

Product Data, Definition of

3.12.2

Product Data and Samples, Shop Drawings
3.11,3.12,4.2.7

Progress and Completion
422,82,9.8,991,14.1.4,1514

Progress Payments
9.3,9.6,9.85,9.10.3,14.2.3,15.14

Project, Definition of

1.1.4

Project Representatives

4.2.10

Property Insurance

10.2.5,11.2

Proposal Requirements

1.1.1

PROTECTION OF PERSONS AND PROPERTY
10

Regulations and Laws
15,23.2,323,3.6,3.7,3.12.10, 3.13,9.6.4, 9.9.1,
10.2.2,13.1,13.3,13.4.1,13.4.2,13.5, 14,15.2.8, 154
Rejection of Work

4.26,12.2.1
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Releases and Waivers of Liens

9.3.1,9.10.2

Representations
3.2.1,35,3.126,8.2.1,9.3.3,9.4.2,95.1,9.10.1
Representatives
2.1.1,3.1.1,39,4.1.1,4.210,13.2.1
Responsibility for Those Performing the Work
3.3.2,3.18,4.2.2,4.2.3,5.3,6.1.3,6.2,6.3,9.5.1, 10
Retainage

9.3.1,9.6.2,9.85,9.9.1,9.10.2,9.10.3

Review of Contract Documents and Field
Conditions by Contractor

3.2,3.12.7,6.1.3

Review of Contractor’s Submittals by Owner and
Avrchitect

3.10.1,3.10.2,3.11, 3.12,4.2,5.2,6.1.3,9.2,9.8.2
Review of Shop Drawings, Product Data and Samples
by Contractor

3.12

Rights and Remedies
11.2,2.4,25,35,3.7.4,3.15.2,4.2.6,5.3,5.4, 6.1,
6.3,7.3.1,83,9.5.1,9.7,10.25, 10.3,12.2.1, 12.2.2,
12.2.4,13.3, 14,154

Royalties, Patents and Copyrights

3.17

Rules and Notices for Arbitration

154.1

Safety of Persons and Property

10.2,10.4

Safety Precautions and Programs
3.3.1,42.2,42.7,5.3,10.1,10.2,10.4

Samples, Definition of

3.12.3

Samples, Shop Drawings, Product Data and
3.11,3.12,4.2.7

Samples at the Site, Documents and

3.11

Schedule of Values

9.2,9.3.1

Schedules, Construction
3.10,3.12.1,3:12.2,6.1.3, 15.1.6.2

Separate Contracts and Contractors
1.1.4,3125,3.14.2,4.2.4,4.2.7,6,8.3.1,12.1.2
Separate Contractors, Definition of

6.1.1

Shop Drawings; Definition of

3.12.1

Shop Drawings, Product Data.and Samples
3.11,3.12,4.2.7

Site, Use of

3.13,6.1.1,6.2.1

Site Inspections
3.2.2,333,37.1,3.74,42,99.2,94.2,9.10.1, 13.4
Site Visits, Architect’s
3.74,422,429,942,951,9.9.2,9.10.1, 13.4
Special Inspections and Testing

4.2.6,12.2.1,13.4

Specifications, Definition of

1.1.6

Specifications
1.1.1,1.16,1.2.2,15,3.12.10,3.17,4.2.14
Statute of Limitations

15.1.2,154.1.1

Stopping the Work

222,24,9.7,10.3,14.1

Stored Materials

6.2.1,9.3.2,10.2.1.2,10.2.4

Subcontractor, Definition of

51.1

SUBCONTRACTORS

5

Subcontractors, Work by
1.2.2,3.3.2,3.12.1,3.18,4.2.3,5.2.3,5.3,5.4,9.3.1.2,
9.6.7

Subcontractual Relations
5.3,5.4,9.3.1.2,9.6,9.10,10.2.1, 14.1, 14.2.1
Submittals

3.10,3.11, 3.12,4.2.7,5.2.1,5.2.3,7.3.4,9.2,9.3, 9.8,
9.9.1,9.10.2,9.10.3

Submittal Schedule

3.10.2,3.12.5,4.2.7

Subrogation, Waivers of

6.1.1,11.3

Substances, Hazardous

10.3

Substantial Completion
4.29,81.1,8.1.3,8.23,94.2,98,9.9.1,9.10.3, 12.2,
15:1.2

Substantial Completion, Definition of

9.8.1

Substitution of Subcontractors

5.23,5.24

Substitution of Architect

2.3.3

Substitutions of Materials

34.2,35,7.3.8

Sub-subcontractor, Definition of

512

Subsurface Conditions

3.74

Successors and Assigns

13.2

Superintendent

3.9,10.2.6

Supervision and Construction Procedures
1.2.2,3.3,3.4,3.12.10,4.2.2,42.7,6.1.3,6.2.4,7.1.3,
7.3.4,82,83.1,9.4.2,10,12,14,15.14
Suppliers
15,3.12.1,42.4,4.2.6,5.2.1,9.3,9.4.2,9.5.4, 9.6,
9.10.5,14.2.1

Surety

5.4.1.2,9.6.8,9.8.59.10.2,9.10.3,11.1.2, 14.2.2,
15.2.7

Surety, Consent of

9.8.5,9.10.2,9.10.3
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Surveys

117,234

Suspension by the Owner for Convenience
14.3

Suspension of the Work

3.75,54.2,14.3

Suspension or Termination of the Contract
5411, 14

Taxes

3.6,3821,7344

Termination by the Contractor
14.1,15.1.7

Termination by the Owner for Cause
54.11,142,151.7

Termination by the Owner for Convenience
14.4

Termination of the Architect

2.3.3

Termination of the Contractor Employment
14.2.2

TERMINATION OR SUSPENSION OF THE
CONTRACT

14

Tests and Inspections
3.13,333,3.7.1,4.22,4.26,4.29,9.4.2,9.8.3,9.9.2,
9.10.1,10.3.2,12.2.1,13.4

TIME

8

Time, Delays and Extensions of
3.24,37.4,523,72.1,73.1,74,8.3,95.1, 9.7,
10.3.2,10.4,14.3.2,15.1.6, 15.2.5

Time Limits

2.1.2,2.2,25,3.2.2,3.10,3.11, 3.125,3.15.1, 4.2, 5.2,
53,54,6.24,7.3,7.4,8.2,9.2,9.3.1,9:3.3,9.4.1, 95,
9.6,9.7,9.8,9.9,9.10, 12.2, 13.4, 14, 15.1.2, 15.1.3,
154

Time Limits on Claims

3.7.4,10.2.8,15.1.2,15.1.3

Title to Work

9.3.2,9.3.3

UNCOVERING AND CORRECTION OF WORK
12

Uncovering of Work

12.1

Unforeseen Conditions, Concealed or Unknown
3.7.4,8.3.1,10.3

Unit Prices

7.3.3.2,9.1.2

Use of Documents

1.1.1,15,236,3.12.6,5.3

Use of Site

3.13,6.1.1,6.2.1

Values, Schedule of

9.2,9.3.1

Waiver of Claims by the Architect

13.3.2

Waiver of Claims by the Contractor

9.10.5, 13.3.2,15:1.7

Waiver of Claims by the Owner
9.9.3,9.10.3,9.10.4,12.2.2.1,13.3.2,14.2.4, 15.1.7
Waiver of Consequential Damages

14:2.4,15.1.7

Waiver of Liens

9.3,9.10.2,9.10.4

Waivers of Subrogation

6.1.1,11.3

Warranty
3.5,4.2.9,9.3.:3,9.8.4,9.9.1,9.10.2,9.10.4, 12.2.2,
15.1.2

Weather Delays

8.3,15.1.6.2

Work; Definition of

1.1.3

Written Consent
15.2,3.4.2,3.7.4,3.12.8,3.14.2,4.1.2,9.3.2,9.10.3,
13.2,13.3.2,15.4.4.2

Written Interpretations

4.2.11,4.2.12

Written Orders
1.1.1,24,39,7,82.2,12.1,12.2,13.4.2,143.1
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Init.

ARTICLE 1 GENERAL PROVISIONS

§ 1.1 Basic Definitions

§ 1.1.1 The Contract Documents

The Contract Documents are enumerated in the Agreement between the Owner and Contractor (hereinafter the
Agreement) and consist of the Agreement, Conditions of the Contract (General, Supplementary and other Conditions),
Drawings, Specifications, Addenda issued prior to execution of the Contract, other documents listed in the Agreement,
and Modifications issued after execution of the Contract. A Modification is (1) a written amendment to the Contract
signed by both parties, (2) a Change Order, (3) a Construction Change Directive, or (4) a written order for a minor
change in the Work issued by the Architect. Unless specifically enumerated in the Agreement, the Contract Documents
do not include the advertisement or invitation to bid, Instructions to Bidders, sample forms, other information furnished
by the Owner in anticipation of receiving bids or proposals, the Contractor’s bid or proposal; or portions of Addenda
relating to bidding or proposal requirements.

§ 1.1.2 The Contract

The Contract Documents form the Contract for Construction. The Contract represents the entire and integrated
agreement between the parties hereto and supersedes prior negotiations, representations, or agreements, either written or
oral. The Contract may be amended or modified only by a Modification. The Contract Documents shall not be
construed to create a contractual relationship of any kind (1) between the Contractor and the Architect or the Architect’s
consultants, (2) between the Owner and a Subcontractor or a Sub-subcontractor, (3) between the Owner and the
Architect or the Architect’s consultants, or (4) between any persons or entities other than the Owner-and the Contractor.
The Architect shall, however, be entitled to performance and enforcement of obligations under the Contract intended to
facilitate performance of the Architect’s duties.

§ 1.1.3 The Work

The term “Work” means the construction and services required by the Contract Documents, whether completed or
partially completed, and includes all other labor, materials, equipment, and services provided or to be provided by the
Contractor to fulfill the Contractor’s obligations. The Waork may constitute the whole or a part of the Project.

§ 1.1.4 The Project
The Project is the total construction of which the'Work performed under the Contract Documents may be the whole or a
part and which may include construction by the Owner and by Separate Contractors.

§ 1.1.5 The Drawings
The Drawings are the graphic and pictorial portions of the Contract Documents showing the design, location and
dimensions of the Work, generally including plans, elevations, sections, details, schedules, and diagrams.

§ 1.1.6 The Specifications
The Specifications are that portion of the Contract Documents consisting of the written requirements for materials,
equipment, systems, standards and workmanship for the Work, and performance of related services.

§ 1.1.7 Instruments of Service

Instruments of Service are representations,.in.any medium of expression now known or later developed, of the tangible
and intangible creative work performed by the Architect and the Architect’s consultants under their respective
professional services agreements. Instruments of Service may include, without limitation, studies, surveys, models,
sketches, drawings, specifications, and other similar materials.

§ 1.1.8 Initial Decision Maker

The Initial Decision Maker is the'person identified in the Agreement to render initial decisions on Claims in accordance
with Section 15.2. The Initial. Decision Maker shall not show partiality to the Owner or Contractor and shall not be
liable for results of interpretations or decisions rendered in good faith.

§ 1.2 Correlation and Intent of the Contract Documents

§ 1.2.1 The intent of the Contract Documents is to include all items necessary for the proper execution and completion
of the Work by the Contractor. The Contract Documents are complementary, and what is required by one shall be as
binding as if required by all; performance by the Contractor shall be required only to the extent consistent with the
Contract Documents and reasonably inferable from them as being necessary to produce the indicated results.

§1.2.1.1 The invalidity of any provision of the Contract Documents shall not invalidate the Contract or its remaining
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provisions. If it is determined that any provision of the Contract Documents violates any law, or is otherwise invalid or
unenforceable, then that provision shall be revised to the extent necessary to make that provision legal and enforceable.
In such case the Contract Documents shall be construed, to the fullest extent permitted by law, to give effect to the
parties’ intentions and purposes in executing the Contract.

§ 1.2.2 Organization of the Specifications into divisions, sections and articles, and arrangement of Drawings shall not
control the Contractor in dividing the Work among Subcontractors or in establishing the extent of Work to be performed
by any trade.

§ 1.2.3 Unless otherwise stated in the Contract Documents, words that have well-known technical or construction
industry meanings are used in the Contract Documents in accordance with such recognized meanings.

§ 1.3 Capitalization
Terms capitalized in these General Conditions include those that are (1) specifically defined, (2) the titles of numbered
articles, or (3) the titles of other documents published by the American Institute of Architects.

§ 1.4 Interpretation

In the interest of brevity the Contract Documents frequently omit modifying.words-such as “all” and “any” and articles
such as “the” and “an,” but the fact that a modifier or an article is absent from one statement and appears in another is
not intended to affect the interpretation of either statement.

§ 1.5 Ownership and Use of Drawings, Specifications, and Other Instruments of Service

§ 1.5.1 The Architect and the Architect’s consultants shall be deemed the authors and owners of their respective
Instruments of Service, including the Drawings and Specifications, and retain all.common law, statutory, and other
reserved rights in their Instruments of Service, including copyrights: The Contractor, Subcontractors, Sub-
subcontractors, and suppliers shall not own or claim a copyright in the Instruments of Service. Submittal or distribution
to meet official regulatory requirements or for other purposes in connection with the Project is not to be construed as
publication in derogation of the Architect’s or Architect’s consultants’ reserved rights.

§ 1.5.2 The Contractor, Subcontractors, Sub-subcontractors, and suppliers are authorized to use and reproduce the
Instruments of Service provided to them, subject to any protocols established pursuant to Sections 1.7 and 1.8, solely
and exclusively for execution of the Work. All copies made under this authorization shall bear the copyright notice, if
any, shown on the Instruments of Service. The Contractor, Subcontractors, Sub-subcontractors, and suppliers may not
use the Instruments of Service on other projects or for additions to the Project outside the scope of the Work without the
specific written consent of the Owner, Architect, and the Architect’s consultants.

§ 1.6 Notice

§ 1.6.1 Except as otherwise provided in Section 1.6.2, where the Contract Documents require one party to notify or give
notice to the other party, such notice shall be provided in writing to the designated representative of the party to whom
the notice is addressed and shall be deemed to have been duly served if delivered in person, by mail, by courier, or by
electronic transmission if a method for electronictransmission is set forth in the Agreement.

8§ 1.6.2 Notice of Claims as provided in Section 15.1.3 shall be provided in writing and shall be deemed to have been
duly served only if delivered to the designated representative of the party to whom the notice is addressed by certified or
registered mail, or by courier providing proof of delivery.

§ 1.7 Digital Data Use and Transmission

The parties shall agree upon protocols governing the transmission and use of Instruments of Service or any other
information or documentation<n digital form. The parties will use AIA Document E203™-2013, Building Information
Modeling and Digital Data Exhibit, to establish the protocols for the development, use, transmission, and exchange of
digital data.

§ 1.8 Building Information Models Use and Reliance

Any use of, or reliance on, all or a portion of a building information model without agreement to protocols governing
the use of, and reliance on, the information contained in the model and without having those protocols set forth in AIA
Document E203™-2013, Building Information Modeling and Digital Data Exhibit, and the requisite AIA Document
G202™-2013, Project Building Information Modeling Protocol Form, shall be at the using or relying party’s sole risk
and without liability to the other party and its contractors or consultants, the authors of, or contributors to, the building
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information model, and each of their agents and employees.

ARTICLE2 OWNER

§ 2.1 General

§ 2.1.1 The Owner is the person or entity identified as such in the Agreement and is referred to throughout the Contract
Documents as if singular in number. The Owner shall designate in writing a representative who shall have express
authority to bind the Owner with respect to all matters requiring the Owner’s approval or authorization. Except as
otherwise provided in Section 4.2.1, the Architect does not have such authority. The term “Owner” means the Owner or
the Owner’s authorized representative.

§ 2.1.2 The Owner shall furnish to the Contractor, within fifteen days after receipt of a written request, information
necessary and relevant for the Contractor to evaluate, give notice of, or enforce mechanic’s lien rights. Such information
shall include a correct statement of the record legal title to the property on which the Project is located, usually referred
to as the site, and the Owner’s interest therein.

§ 2.2 Evidence of the Owner’s Financial Arrangements

§2.2.1 Prior to commencement of the Work and upon written request by the Contractor, the Owner shall furnish to the
Contractor reasonable evidence that the Owner has made financial arrangements-to-fulfill the Owner’s obligations under
the Contract. The Contractor shall have no obligation to commence the Work until the Owner provides such evidence. If
commencement of the Work is delayed under this Section 2.2.1, the Contract Time shall be extended appropriately.

§ 2.2.2 Following commencement of the Work and upon written request by. the Contractor, the Owner shall furnish to
the Contractor reasonable evidence that the Owner has made financial arrangements to fulfill the Owner’s obligations
under the Contract only if (1) the Owner fails to make payments to the Contractor as the' Contract Documents require;
(2) the Contractor identifies in writing a reasonable concern.regarding the Owner’s ability to make payment when due;
or (3) a change in the Work materially changes the Contract Sum. If the Owner fails to provide such evidence, as
required, within fourteen days of the Contractor’s request, the Contractor may immediately stop the Work and, in that
event, shall notify the Owner that the Work has stopped. However, if the request is made because a change in the Work
materially changes the Contract Sum under (3) above, the Contractor may immediately stop only that portion of the
Work affected by the change until reasonable evidence is provided. If the Work is stopped under this Section 2.2.2, the
Contract Time shall be extended appropriately and the Contract Sum shall be increased by the amount of the
Contractor’s reasonable costs of shutdown, delay and start-up, plus interest as provided in the Contract Documents.

§ 2.2.3 After the Owner furnishes evidence of financial arrangements under this Section 2.2, the Owner shall not
materially vary such financial arrangements . without prior notice to the Contractor.

§ 2.2.4 Where the Owner has designated information furnished under this Section 2.2 as “confidential,” the Contractor
shall keep the information confidential and shall not disclose it to any other person. However, the Contractor may
disclose “confidential” information, after seven (7) days’ notice to the Owner, where disclosure is required by law,
including a subpoena or other form of compulsory legal process issued by a court or governmental entity, or by court or
arbitrator(s) order. The Contractor may also disclose “confidential” information to its employees, consultants, sureties,
Subcontractors and their employees, Sub-subcontractors, and others who need to know the content of such information
solely and exclusively for the Project and who agree to maintain the confidentiality of such information.

§ 2.3 Information andServices Required of the Owner

§ 2.3.1 Except for permits and fees that are the responsibility of the Contractor under the Contract Documents, including
those required under Section 3.7.1; the Owner shall secure and pay for necessary approvals, easements, assessments and
charges required for construction, use or occupancy of permanent structures or for permanent changes in existing
facilities.

§ 2.3.2 The Owner shall retain an architect lawfully licensed to practice architecture, or an entity lawfully practicing
architecture, in the jurisdiction where the Project is located. That person or entity is identified as the Architect in the
Agreement and is referred to throughout the Contract Documents as if singular in number.

§ 2.3.3 If the employment of the Architect terminates, the Owner shall employ a successor to whom the Contractor has
no reasonable objection and whose status under the Contract Documents shall be that of the Architect.

§ 2.3.4 The Owner shall furnish surveys describing physical characteristics, legal limitations and utility locations for the
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site of the Project, and a legal description of the site. The Contractor shall be entitled to rely on the accuracy of
information furnished by the Owner but shall exercise proper precautions relating to the safe performance of the Work.

§ 2.3.5 The Owner shall furnish information or services required of the Owner by the Contract Documents with
reasonable promptness. The Owner shall also furnish any other information or services under the Owner’s control and
relevant to the Contractor’s performance of the Work with reasonable promptness after receiving the Contractor’s
written request for such information or services.

§ 2.3.6 Unless otherwise provided in the Contract Documents, the Owner shall furnish to the Contractor one copy of the
Contract Documents for purposes of making reproductions pursuant to Section 1.5.2.

§ 2.4 Owner’s Right to Stop the Work

If the Contractor fails to correct Work that is not in accordance with the requirements of the Contract Documents as
required by Section 12.2 or repeatedly fails to carry out Work in accordance with the Contract Documents, the‘Owner
may issue a written order to the Contractor to stop the Work, or any portion thereof, until the cause for such order has
been eliminated; however, the right of the Owner to stop the Work shall not give rise to a duty on the part of the Owner
to exercise this right for the benefit of the Contractor or any other person or entity, except to the extent required by
Section 6.1.3.

§ 2.5 Owner’s Right to Carry Out the Work

If the Contractor defaults or neglects to carry out the Work in accordance with the Contract Documents and fails within
a ten-day period after receipt of notice from the Owner to commence and continue correction of such default or neglect
with diligence and promptness, the Owner may, without prejudice to other remedies the Owner may have, correct such
default or neglect. Such action by the Owner and amounts charged to the Contractor are‘both subject to prior approval
of the Architect and the Architect may, pursuant to Section 9.5.1, withhold or nullify a Certificate for Payment in whole
or in part, to the extent reasonably necessary to reimburse the Owner for.the reasonable cost of correcting such
deficiencies, including Owner’s expenses and compensation for the Architect’s additional services made necessary by
such default, neglect, or failure. If current and future payments are not sufficient to cover such amounts, the Contractor
shall pay the difference to the Owner. If the Contractor disagrees with the actions of the Owner or the Architect, or the
amounts claimed as costs to the Owner, the Contractor may file a Claim pursuant to Article 15.

ARTICLE 3 CONTRACTOR

§ 3.1 General

§ 3.1.1 The Contractor is the person or entity identified as such in the Agreement and is referred to throughout the
Contract Documents as if singular in number. The Contractor shall be lawfully licensed, if required in the jurisdiction
where the Project is located. The Contractor shall designate in writing a representative who shall have express authority
to bind the Contractor with respect to all matters under this Contract. The term “Contractor” means the Contractor or the
Contractor’s authorized representative.

§3.1.2 The Contractor shall perform the Work in accordance with the Contract Documents.

§ 3.1.3 The'Contractor shall not be relieved of its obligations to perform the Work in accordance with the Contract
Documents either by activities or. duties of the Architect in the Architect’s administration of the Contract, or by tests,
inspections or approvalsrequired or performed by persons or entities other than the Contractor.

§ 3.2 Review.of Contract Documents and Field Conditions by Contractor

§ 3.2.1 Execution of the Contract by the Contractor is a representation that the Contractor has visited the site, become
generally familiar with local conditions under which the Work is to be performed, and correlated personal observations
with requirements of the Contract Documents.

§ 3.2.2 Because the Contract Documents are complementary, the Contractor shall, before starting each portion of the
Work, carefully study and compare the various Contract Documents relative to that portion of the Work, as well as the
information furnished by the Owner pursuant to Section 2.3.4, shall take field measurements of any existing conditions
related to that portion of the Work, and shall observe any conditions at the site affecting it. These obligations are for the
purpose of facilitating coordination and construction by the Contractor and are not for the purpose of discovering errors,
omissions, or inconsistencies in the Contract Documents; however, the Contractor shall promptly report to the Architect
any errors, inconsistencies or omissions discovered by or made known to the Contractor as a request for information in
such form as the Architect may require. It is recognized that the Contractor’s review is made in the Contractor’s
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capacity as a contractor and not as a licensed design professional, unless otherwise specifically provided in the Contract
Documents.

§ 3.2.3 The Contractor is not required to ascertain that the Contract Documents are in accordance with applicable laws,
statutes, ordinances, codes, rules and regulations, or lawful orders of public authorities, but the Contractor shall
promptly report to the Architect any nonconformity discovered by or made known to the Contractor as a request for
information in such form as the Architect may require.

§ 3.2.4 If the Contractor believes that additional cost or time is involved because of clarifications-or instructions the
Acrchitect issues in response to the Contractor’s notices or requests for information pursuant to'Sections 3.2.2 or 3.2.3,
the Contractor shall submit Claims as provided in Article 15. If the Contractor fails to perform the obligations of
Sections 3.2.2 or 3.2.3, the Contractor shall pay such costs and damages to the Owner, subject to Section 15.1.7, as
would have been avoided if the Contractor had performed such obligations. If the Contractor performs those
obligations, the Contractor shall not be liable to the Owner or Architect for damages resulting from errors,
inconsistencies or omissions in the Contract Documents, for differences between field measurements or conditions and
the Contract Documents, or for nonconformities of the Contract Documents to applicable laws, statutes, ordinances,
codes, rules and regulations, and lawful orders of public authorities.

§ 3.3 Supervision and Construction Procedures

§ 3.3.1 The Contractor shall supervise and direct the Work, using the Contractor’s best skill and attention. The
Contractor shall be solely responsible for, and have control over, construction means, methods, techniques, sequences,
and procedures, and for coordinating all portions of the Work under the Contract. If the Contract Documents give
specific instructions concerning construction means, methods, techniques, sequences, or procedures, the Contractor
shall evaluate the jobsite safety thereof and shall be solely responsible for the jobsite safety of such means, methods,
techniques, sequences, or procedures. If the Contractor determines that such means, methods, techniques, sequences or
procedures may not be safe, the Contractor shall give timely notice to the Owner and Architect, and shall propose
alternative means, methods, techniques, sequences, or procedures. The Architect shall evaluate the proposed alternative
solely for conformance with the design intent for the completed construction. Unless the Architect objects to the
Contractor’s proposed alternative, the Contractor shall perform the Work using its alternative means, methods,
techniques, sequences, or procedures.

§ 3.3.2 The Contractor shall be responsible to'the Owner for acts and omissions of the Contractor’s employees,
Subcontractors and their agents and employees, and other persons or entities performing portions of the Work for, or on
behalf of, the Contractor or any of its Subcontractors.

§ 3.3.3 The Contractor shall be responsible for inspection of portions of Work already performed to determine that such
portions are in proper condition to receive subsequent Work.

§ 3.4 Labor and Materials

§ 3.4.1 Unless otherwise provided in the Contract Documents, the Contractor shall provide and pay for labor, materials,
equipment, toals, construction equipment and machinery, water, heat, utilities, transportation, and other facilities and
services necessary for proper execution and.completion of the Work, whether temporary or permanent and whether or
not incorporated or to be incorporated in the Work.

§ 3.4.2 Except in the.case of minor changes in the Work approved by the Architect in accordance with Section 3.12.8 or
ordered by the Architect in accordance with Section 7.4, the Contractor may make substitutions only with the consent of
the Owner, after evaluation by the /Architect and in accordance with a Change Order or Construction Change Directive.

§ 3.4.3 The Contractor shall enforce strict discipline and good order among the Contractor’s employees and other
persons carrying out the Work. The Contractor shall not permit employment of unfit persons or persons not properly
skilled in tasks assigned to them.

8 3.5 Warranty

§ 3.5.1 The Contractor warrants to the Owner and Architect that materials and equipment furnished under the Contract
will be of good quality and new unless the Contract Documents require or permit otherwise. The Contractor further
warrants that the Work will conform to the requirements of the Contract Documents and will be free from defects,
except for those inherent in the quality of the Work the Contract Documents require or permit. Work, materials, or
equipment not conforming to these requirements may be considered defective. The Contractor’s warranty excludes

AIA Document A201® — 2017. Copyright © 1911, 1915, 1918, 1925, 1937, 1951, 1958, 1961, 1963, 1966, 1970, 1976, 1987, 1997, 2007 and 2017 by
The American Institute of Architects. All rights reserved. The “American Institute of Architects,” “AlA,” the AIA Logo, “A201,” and “AlA Contract Documents”
are registered trademarks and may not be used without permission. To report copyright violations, e-mail copyright@aia.org.

13



Init.

remedy for damage or defect caused by abuse, alterations to the Work not executed by the Contractor, improper or
insufficient maintenance, improper operation, or normal wear and tear and normal usage. If required by the Architect,
the Contractor shall furnish satisfactory evidence as to the kind and quality of materials and equipment.

§ 3.5.2 All material, equipment, or other special warranties required by the Contract Documents shall be issued in the
name of the Owner, or shall be transferable to the Owner, and shall commence in accordance with Section 9.8.4.

§ 3.6 Taxes

The Contractor shall pay sales, consumer, use and similar taxes for the Work provided by the Contractor that are legally
enacted when bids are received or negotiations concluded, whether or not yet effective or merely scheduled to go into
effect.

§ 3.7 Permits, Fees, Notices and Compliance with Laws

§ 3.7.1 Unless otherwise provided in the Contract Documents, the Contractor shall secure and pay for the building
permit as well as for other permits, fees, licenses, and inspections by government agencies necessary for-proper
execution and completion of the Work that are customarily secured after execution of the Contract and legally required
at the time bids are received or negotiations concluded.

§ 3.7.2 The Contractor shall comply with and give notices required by applicable laws, statutes, ordinances, codes, rules
and regulations, and lawful orders of public authorities applicable to performance of the Work.

§ 3.7.3 If the Contractor performs Work knowing it to be contrary to applicable laws, statutes, ordinances, codes, rules
and regulations, or lawful orders of public authorities, the Contractor shall assume appropriate responsibility for such
Work and shall bear the costs attributable to correction.

§ 3.7.4 Concealed or Unknown Conditions

If the Contractor encounters conditions at the site that are (1) subsurface or otherwise concealed physical conditions that
differ materially from those indicated in the Contract Documents or (2) unknown physical conditions of an unusual
nature that differ materially from those ordinarily found to exist and generally recognized as inherent in construction
activities of the character provided for in the Contract Documents, the Contractor shall promptly provide notice to the
Owner and the Architect before conditions are disturbed and in no event later than 14 days after first observance of the
conditions. The Architect will promptly investigate such conditions and, if the Architect determines that they differ
materially and cause an increase or decrease in the Contractor’s cost of, or time required for, performance of any part of
the Work, will recommend that an equitable adjustment be made in the Contract Sum or Contract Time, or both. If the
Architect determines that the conditions-at the site are not materially different from those indicated in the Contract
Documents and that no change in the terms of the Contract is justified, the Architect shall promptly notify the Owner
and Contractor, stating the reasons. If either party disputes the Architect’s determination or recommendation, that party
may submit a Claim as provided in Article'15.

§ 3.7.5 If, in the course of the Work, the Contractor encounters human remains or recognizes the existence of burial
markers, archaeological sites or wetlands not indicated in the Contract Documents, the Contractor shall immediately
suspend any operations that would affect them-and shall notify the Owner and Architect. Upon receipt of such notice,
the Owner shall promptly take any action necessary to obtain governmental authorization required to resume the
operations. The Contractor shall continue to suspend such operations until otherwise instructed by the Owner but shall
continue with all other operations that do not affect those remains or features. Requests for adjustments in the Contract
Sum and Contract Time arising from the existence of such remains or features may be made as provided in Article 15.

§ 3.8 Allowances

§ 3.8.1 The Contractor shall include in the Contract Sum all allowances stated in the Contract Documents. Items covered
by allowances shall‘be supplied for such amounts and by such persons or entities as the Owner may direct, but the
Contractor shall not be required to employ persons or entities to whom the Contractor has reasonable objection.

§ 3.8.2 Unless otherwise provided in the Contract Documents,
.1 allowances shall cover the cost to the Contractor of materials and equipment delivered at the site and all
required taxes, less applicable trade discounts;
.2 Contractor’s costs for unloading and handling at the site, labor, installation costs, overhead, profit, and
other expenses contemplated for stated allowance amounts shall be included in the Contract Sum but not
in the allowances; and
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.3 whenever costs are more than or less than allowances, the Contract Sum shall be adjusted accordingly by
Change Order. The amount of the Change Order shall reflect (1) the difference between actual costs and
the allowances under Section 3.8.2.1 and (2) changes in Contractor’s costs under Section 3.8.2.2.

§ 3.8.3 Materials and equipment under an allowance shall be selected by the Owner with reasonable promptness.

§ 3.9 Superintendent

8§ 3.9.1 The Contractor shall employ a competent superintendent and necessary assistants who shall be in attendance at
the Project site during performance of the Work. The superintendent shall represent the Contractor, and communications
given to the superintendent shall be as binding as if given to the Contractor.

§ 3.9.2 The Contractor, as soon as practicable after award of the Contract, shall notify the Owner and Architect of the
name and qualifications of a proposed superintendent. Within 14 days of receipt of the information; the Architect may
notify the Contractor, stating whether the Owner or the Architect (1) has reasonable objection to the proposed
superintendent or (2) requires additional time for review. Failure of the Architect to provide notice within-the 14-day
period shall constitute notice of no reasonable objection.

§ 3.9.3 The Contractor shall not employ a proposed superintendent to whom the'Owner or Architect has made
reasonable and timely objection. The Contractor shall not change the superintendent without the Owner’s consent,
which shall not unreasonably be withheld or delayed.

§ 3.10 Contractor’s Construction and Submittal Schedules

§3.10.1 The Contractor, promptly after being awarded the Contract, shall submit for the Owner’s and Architect’s
information a Contractor’s construction schedule for the Work. The schedule shall contain detail appropriate for the
Project, including (1) the date of commencement of the Work, interim schedule milestone dates, and the date of
Substantial Completion; (2) an apportionment of the Work by construction activity; and.(3) the time required for
completion of each portion of the Work. The schedule shall provide for the orderly progression of the Work to
completion and shall not exceed time limits current under the Contract Documents. The schedule shall be revised at
appropriate intervals as required by the conditions.of the Work and Project.

§ 3.10.2 The Contractor, promptly after being awarded the Contract and thereafter as necessary to maintain a current
submittal schedule, shall submit a submittal schedule for the Architect’s approval. The Architect’s approval shall not be
unreasonably delayed or withheld. The submittal schedule shall (1) be coordinated with the Contractor’s construction
schedule, and (2) allow the Architect reasonable time to review submittals. If the Contractor fails to submit a submittal
schedule, or fails to provide submittals-in-accordance with the approved submittal schedule, the Contractor shall not be
entitled to any increase in Contract:Sum or extension of Contract Time based on the time required for review of
submittals.

§ 3.10.3 The Contractor shall perform the’'Work in'general accordance with the most recent schedules submitted to the
Owner and Architect.

§ 3.11 Documents and Samples at the Site

The Contractor shall make available, at the Project site, the Contract Documents, including Change Orders,
Construction Change Directives, and other Modifications, in good order and marked currently to indicate field changes
and selections made-during construction, and the approved Shop Drawings, Product Data, Samples, and similar required
submittals. These shall be in electronic form or paper copy, available to the Architect and Owner, and delivered to the
Architect for submittal to the Owner upon completion of the Work as a record of the Work as constructed.

§ 3.12 Shop Drawings, Product Data and Samples

§ 3.12.1 Shop Drawings are drawings, diagrams, schedules, and other data specially prepared for the Work by the
Contractor or a Subcontractor, Sub-subcontractor, manufacturer, supplier, or distributor to illustrate some portion of the
Work.

§ 3.12.2 Product Data are illustrations, standard schedules, performance charts, instructions, brochures, diagrams, and
other information furnished by the Contractor to illustrate materials or equipment for some portion of the Work.

§ 3.12.3 Samples are physical examples that illustrate materials, equipment, or workmanship, and establish standards by
which the Work will be judged.
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§ 3.12.4 Shop Drawings, Product Data, Samples, and similar submittals are not Contract Documents. Their purpose is to
demonstrate how the Contractor proposes to conform to the information given and the design concept expressed in the
Contract Documents for those portions of the Work for which the Contract Documents require submittals. Review by
the Architect is subject to the limitations of Section 4.2.7. Informational submittals upon which the Architect is not
expected to take responsive action may be so identified in the Contract Documents. Submittals that are not required by
the Contract Documents may be returned by the Architect without action.

§ 3.12.5 The Contractor shall review for compliance with the Contract Documents, approve, and.submit to the Architect,
Shop Drawings, Product Data, Samples, and similar submittals required by the Contract Documents, in accordance with
the submittal schedule approved by the Architect or, in the absence of an approved submittal schedule, with reasonable
promptness and in such sequence as to cause no delay in the Work or in the activities of the Owner or‘of Separate
Contractors.

§ 3.12.6 By submitting Shop Drawings, Product Data, Samples, and similar submittals, the Contractor represents to the
Owner and Architect that the Contractor has (1) reviewed and approved them, (2) determined and verified materials,
field measurements and field construction criteria related thereto, or will do so, and (3) checked.and coordinated the
information contained within such submittals with the requirements of the Workand.of the Contract Documents.

§ 3.12.7 The Contractor shall perform no portion of the Work for which the Contract Documents require submittal and
review of Shop Drawings, Product Data, Samples, or similar submittals, until the respective submittal has been
approved by the Architect.

§ 3.12.8 The Work shall be in accordance with approved submittals except that the Contractor shall not be relieved of
responsibility for deviations from the requirements of the Contract Documents by the Architect’s approval of Shop
Drawings, Product Data, Samples, or similar submittals, unless the Contractor has specifically notified the Architect of
such deviation at the time of submittal and (1) the Architect has given written approval to the specific deviation as a
minor change in the Work, or (2) a Change Order or Construction Change Directive has been issued authorizing the
deviation. The Contractor shall not be relieved of responsibility for errors or omissions in Shop Drawings, Product Data,
Samples, or similar submittals, by the Architect’s approval thereof.

§ 3.12.9 The Contractor shall direct specific attention, in writing or on resubmitted Shop Drawings, Product Data,
Samples, or similar submittals, to revisions other than those requested by the Architect on previous submittals. In the
absence of such notice, the Architect’s approval of a resubmission shall not apply to such revisions.

§ 3.12.10 The Contractor shall not be required to provide professional services that constitute the practice of architecture
or engineering unless such services are specifically required by the Contract Documents for a portion of the Work or
unless the Contractor needs to provide such services in.order to carry out the Contractor’s responsibilities for
construction means, methods, techniques, sequences, and procedures. The Contractor shall not be required to provide
professional services in violation of applicable law.

§ 3.12.10.1f professional design services or. certifications by a design professional related to systems, materials, or
equipment are specifically required of the Contractor by the Contract Documents, the Owner and the Architect will
specify all performance-and design criteria that such services must satisfy. The Contractor shall be entitled to rely upon
the adequacy and accuracy of the performance and design criteria provided in the Contract Documents. The Contractor
shall cause such-services or certifications to be provided by an appropriately licensed design professional, whose
signature and seal shall appear on all drawings, calculations, specifications, certifications, Shop Drawings, and other
submittals prepared by such professional. Shop Drawings, and other submittals related to the Work, designed or
certified by such professionalyif prepared by others, shall bear such professional’s written approval when submitted to
the Architect. The Owner and the Architect shall be entitled to rely upon the adequacy and accuracy of the services,
certifications, and approvals performed or provided by such design professionals, provided the Owner and Architect
have specified to the Contractor the performance and design criteria that such services must satisfy. Pursuant to this
Section 3.12.10, the Architect will review and approve or take other appropriate action on submittals only for the
limited purpose of checking for conformance with information given and the design concept expressed in the Contract
Documents.

§3.12.10.2 If the Contract Documents require the Contractor’s design professional to certify that the Work has been
performed in accordance with the design criteria, the Contractor shall furnish such certifications to the Architect at the
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time and in the form specified by the Architect.

§ 3.13 Use of Site

The Contractor shall confine operations at the site to areas permitted by applicable laws, statutes, ordinances, codes,
rules and regulations, lawful orders of public authorities, and the Contract Documents and shall not unreasonably
encumber the site with materials or equipment.

§ 3.14 Cutting and Patching

§ 3.14.1 The Contractor shall be responsible for cutting, fitting, or patching required to complete the Work or-to make its
parts fit together properly. All areas requiring cutting, fitting, or patching shall be restored to the condition existing prior
to the cutting, fitting, or patching, unless otherwise required by the Contract Documents.

§ 3.14.2 The Contractor shall not damage or endanger a portion of the Work or fully or partially completed construction
of the Owner or Separate Contractors by cutting, patching, or otherwise altering such construction, or by excavation.
The Contractor shall not cut or otherwise alter construction by the Owner or a Separate Contractor except with written
consent of the Owner and of the Separate Contractor. Consent shall not be unreasonably withheld. The Contractor shall
not unreasonably withhold, from the Owner or a Separate Contractor, its consent to cutting or otherwise altering the
Work.

§ 3.15 Cleaning Up

§ 3.15.1 The Contractor shall keep the premises and surrounding area.free from accumulation of waste materials and
rubbish caused by operations under the Contract. At completion of the Work, the Contractor shall remove waste
materials, rubbish, the Contractor’s tools, construction equipment, machinery, and surplus materials from and about the
Project.

§ 3.15.2 If the Contractor fails to clean up as provided in the Contract Documents, the Owner may do so and the Owner
shall be entitled to reimbursement from the Contractor.

§ 3.16 Access to Work
The Contractor shall provide the Owner and Architect with access to the Work in preparation and progress wherever
located.

§ 3.17 Royalties, Patents and Copyrights

The Contractor shall pay all royalties and license fees. The Contractor shall defend suits or claims for infringement of
copyrights and patent rights and shall hold the Ownerand Architect harmless from loss on account thereof, but shall not
be responsible for defense or loss when a particular design, process, or product of a particular manufacturer or
manufacturers is required by the Contract Documents, or where the copyright violations are contained in Drawings,
Specifications, or other documents prepared by the Owner or Architect. However, if an infringement of a copyright or
patent is discovered by, or made known to, the Contractor, the Contractor shall be responsible for the loss unless the
information is promptly furnished to the Architect.

§ 3.18 Indemnification

§ 3.18.1 To the fullest extent permitted by law, the Contractor shall indemnify and hold harmless the Owner, Architect,
Architect’s consultants,and agents and employees of any of them from and against claims, damages, losses, and
expenses, including but not limited to attorneys’ fees, arising out of or resulting from performance of the Work,
provided that such claim, damage, loss, or expense is attributable to bodily injury, sickness, disease or death, or to injury
to or destruction of tangible property (other than the Work itself), but only to the extent caused by the negligent acts or
omissions of the Contractor, a Subcontractor, anyone directly or indirectly employed by them, or anyone for whose acts
they may be liable, regardless-of whether or not such claim, damage, loss, or expense is caused in part by a party
indemnified hereunder. Such obligation shall not be construed to negate, abridge, or reduce other rights or obligations of
indemnity that would otherwise exist as to a party or person described in this Section 3.18.

§ 3.18.2 In claims against any person or entity indemnified under this Section 3.18 by an employee of the Contractor, a
Subcontractor, anyone directly or indirectly employed by them, or anyone for whose acts they may be liable, the
indemnification obligation under Section 3.18.1 shall not be limited by a limitation on amount or type of damages,
compensation, or benefits payable by or for the Contractor or a Subcontractor under workers’ compensation acts,
disability benefit acts, or other employee benefit acts.
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ARTICLE 4 ARCHITECT

§ 4.1 General

84.1.1 The Architect is the person or entity retained by the Owner pursuant to Section 2.3.2 and identified as such in the
Agreement.

8 4.1.2 Duties, responsibilities, and limitations of authority of the Architect as set forth in the Contract Documents shall
not be restricted, modified, or extended without written consent of the Owner, Contractor, and Architect. Consent shall
not be unreasonably withheld.

§ 4.2 Administration of the Contract

§4.2.1 The Architect will provide administration of the Contract as described in the Contract Documents and will be an
Owner’s representative during construction until the date the Architect issues the final Certificate for Payment. The
Architect will have authority to act on behalf of the Owner only to the extentprovided in the Contract Documents.

§ 4.2.2 The Architect will visit the site at intervals appropriate to the stage of construction, or as otherwise agreed with
the Owner, to become generally familiar with the progress and quality of the portion of the Work completed, and to
determine in general if the Work observed is being performed in a manner indicating that the Work, when fully
completed, will be in accordance with the Contract Documents. However, the Architect will not be required to make
exhaustive or continuous on-site inspections to check the quality or quantity of the Work. The Architect will not have
control over, charge of, or responsibility for the construction means, methods, techniques, sequences or procedures, or
for the safety precautions and programs in connection with the Work, since these are solely the Contractor’s rights and
responsibilities under the Contract Documents.

§ 4.2.3 On the basis of the site visits, the Architect will keep the Owner reasonably informed about the progress and
quality of the portion of the Work completed, and promptly.report to the Owner (1) known deviations from the Contract
Documents, (2) known deviations from the most recent construction schedule submitted. by the Contractor, and (3)
defects and deficiencies observed in the Work. The Architect will not be responsible for the Contractor’s failure to
perform the Work in accordance with the requirements of the Contract Documents. The Architect will not have control
over or charge of, and will not be responsible for acts or omissions of, the Contractor, Subcontractors, or their agents or
employees, or any other persons or entities performing portions of the Work.

§ 4.2.4 Communications

The Owner and Contractor shall include the Architect in all communications that relate to or affect the Architect’s
services or professional responsibilities. The Owner shall promptly notify the Architect of the substance of any direct
communications between the Owner and'the Contractor otherwise relating to the Project. Communications by and with
the Architect’s consultants shall be through the Architect. Communications by and with Subcontractors and suppliers
shall be through the Contractor. Communications by and with Separate Contractors shall be through the Owner. The
Contract Documents may specify other communication. protocols.

§ 4.2.5 Based on the Architect’s evaluations of the Contractor’s Applications for Payment, the Architect will review and
certify the amounts due the Contractor and will issue Certificates for Payment in such amounts.

§ 4.2.6 The Architect has authority to reject Work that does not conform to the Contract Documents. Whenever the
Architect considers it necessary or advisable, the Architect will have authority to require inspection or testing of the
Work in accordance with Sections 13.4.2 and 13.4.3, whether or not the Work is fabricated, installed or completed.
However, neither this authority of the Architect nor a decision made in good faith either to exercise or not to exercise
such authority shall give rise to a duty or responsibility of the Architect to the Contractor, Subcontractors, suppliers,
their agents or employees, or other persons or entities performing portions of the Work.

§ 4.2.7 The Architect will review and approve, or take other appropriate action upon, the Contractor’s submittals such as
Shop Drawings, Product Data, and Samples, but only for the limited purpose of checking for conformance with
information given and the design concept expressed in the Contract Documents. The Architect’s action will be taken in
accordance with the submittal schedule approved by the Architect or, in the absence of an approved submittal schedule,
with reasonable promptness while allowing sufficient time in the Architect’s professional judgment to permit adequate
review. Review of such submittals is not conducted for the purpose of determining the accuracy and completeness of
other details such as dimensions and quantities, or for substantiating instructions for installation or performance of
equipment or systems, all of which remain the responsibility of the Contractor as required by the Contract Documents.
The Architect’s review of the Contractor’s submittals shall not relieve the Contractor of the obligations under
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Sections 3.3, 3.5, and 3.12. The Architect’s review shall not constitute approval of safety precautions or of any
construction means, methods, techniques, sequences, or procedures. The Architect’s approval of a specific item shall
not indicate approval of an assembly of which the item is a component.

8§ 4.2.8 The Architect will prepare Change Orders and Construction Change Directives, and may order minor changes in
the Work as provided in Section 7.4. The Architect will investigate and make determinations and recommendations
regarding concealed and unknown conditions as provided in Section 3.7.4.

8§ 4.2.9 The Architect will conduct inspections to determine the date or dates of Substantial Completion and the date of
final completion; issue Certificates of Substantial Completion pursuant to Section 9.8; receive‘and forward to the
Owner, for the Owner’s review and records, written warranties and related documents required by the Contract.and

assembled by the Contractor pursuant to Section 9.10; and issue a final Certificate for Payment pursuant to Section 9.10.

§4.2.10 If the Owner and Architect agree, the Architect will provide one or more Project representatives to assist in
carrying out the Architect’s responsibilities at the site. The Owner shall notify the Contractor of any change in the
duties, responsibilities and limitations of authority of the Project representatives.

§4.2.11 The Architect will interpret and decide matters concerning performance under, and requirements of, the
Contract Documents on written request of either the Owner or Contractor: The Architect’s response to-such requests
will be made in writing within any time limits agreed upon or otherwise with reasonable promptness.

§4.2.12 Interpretations and decisions of the Architect will be consistent with the intent of, and reasonably inferable
from, the Contract Documents and will be in writing or in the form of drawings. When making such interpretations and
decisions, the Architect will endeavor to secure faithful performance by both Owner and Contractor, will not show
partiality to either, and will not be liable for results of interpretations.or decisions rendered in good faith.

8§ 4.2.13 The Architect’s decisions on matters relating to aesthetic effect will.be final if consistent with the intent
expressed in the Contract Documents.

§ 4.2.14 The Architect will review and respond to'requests for information about the Contract Documents. The
Architect’s response to such requests will be made in writing within.any time limits agreed upon or otherwise with
reasonable promptness. If appropriate, the Architect will prepare and issue supplemental Drawings and Specifications in
response to the requests for information.

ARTICLE5 SUBCONTRACTORS

§ 5.1 Definitions

§5.1.1 A Subcontractor is a person or entity' who has a direct contract with the Contractor to perform a portion of the
Work at the site. The term “Subcontractor” is referred to throughout the Contract Documents as if singular in number
and means a Subcontractor or an authorized representative of the Subcontractor. The term “Subcontractor” does not
include a Separate Contractor or the subcontractors of a Separate Contractor.

§ 5.1.2 A Sub-subcontractor is a person or entity who has a direct or indirect contract with a Subcontractor to perform a
portion of the Work at the site. The term “Sub-subcontractor” is referred to throughout the Contract Documents as if
singular in number and.means a Sub-subcontractor or an authorized representative of the Sub-subcontractor.

8 5.2 Award of Subcontracts and Other Contracts for Portions of the Work

§ 5.2.1 Unless otherwise stated in the Contract Documents, the Contractor, as soon as practicable after award of the
Contract, shall notify the Owner.and Architect of the persons or entities proposed for each principal portion of the
Work, including those who are to furnish materials or equipment fabricated to a special design. Within 14 days of
receipt of the information, the Architect may notify the Contractor whether the Owner or the Architect (1) has
reasonable objection to any such proposed person or entity or (2) requires additional time for review. Failure of the
Architect to provide notice within the 14-day period shall constitute notice of no reasonable objection.

§ 5.2.2 The Contractor shall not contract with a proposed person or entity to whom the Owner or Architect has made
reasonable and timely objection. The Contractor shall not be required to contract with anyone to whom the Contractor
has made reasonable objection.

§ 5.2.3 If the Owner or Architect has reasonable objection to a person or entity proposed by the Contractor, the
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Contractor shall propose another to whom the Owner or Architect has no reasonable objection. If the proposed but
rejected Subcontractor was reasonably capable of performing the Work, the Contract Sum and Contract Time shall be
increased or decreased by the difference, if any, occasioned by such change, and an appropriate Change Order shall be
issued before commencement of the substitute Subcontractor’s Work. However, no increase in the Contract Sum or
Contract Time shall be allowed for such change unless the Contractor has acted promptly and responsively in
submitting names as required.

§ 5.2.4 The Contractor shall not substitute a Subcontractor, person, or entity for one previously selected if the Owner or
Architect makes reasonable objection to such substitution.

§ 5.3 Subcontractual Relations

By appropriate written agreement, the Contractor shall require each Subcontractor, to the extent of the Work to be
performed by the Subcontractor, to be bound to the Contractor by terms of the Contract Documents; and to assume
toward the Contractor all the obligations and responsibilities, including the responsibility for safety of the
Subcontractor’s Work that the Contractor, by these Contract Documents, assumes toward the Owner and-Architect.
Each subcontract agreement shall preserve and protect the rights of the Owner and Architect under the Contract
Documents with respect to the Work to be performed by the Subcontractor so that subcontracting thereof will not
prejudice such rights, and shall allow to the Subcontractor, unless specifically-provided otherwise in the subcontract
agreement, the benefit of all rights, remedies, and redress against the Contractor that the Contractor, by the Contract
Documents, has against the Owner. Where appropriate, the Contractor shall require each Subcontractor to enter into
similar agreements with Sub-subcontractors. The Contractor shall make available to each proposed Subcontractor, prior
to the execution of the subcontract agreement, copies of the Contract Documents to which the Subcontractor will be
bound, and, upon written request of the Subcontractor, identify to the Subcontractor terms and conditions of the
proposed subcontract agreement that may be at variance with the Contract Documents. Subcontractors will similarly
make copies of applicable portions of such documents available to their respective proposed Sub-subcontractors.

§ 5.4 Contingent Assignment of Subcontracts
§ 5.4.1 Each subcontract agreement for a portion of the Work is assigned by the Contractor to the Owner, provided that
1 assignment is effective only after termination of the Contract by the Owner for cause pursuant to
Section 14.2 and only for those subcontract agreements that the Owner accepts by notifying the
Subcontractor and Contractor; and
.2 assignment is subject to the prior rights of the surety, if any, obligated under bond relating to the
Contract.

When the Owner accepts the assignment of a subcontract agreement, the Owner assumes the Contractor’s rights and
obligations under the subcontract.

§ 5.4.2 Upon such assignment, if the Work/has been suspended for more than 30 days, the Subcontractor’s compensation
shall be equitably adjusted for increases in cost resulting from the suspension.

§ 5.4.3 Upon assignment to the Owner under this Section 5.4, the Owner may further assign the subcontract to a
successor contractor or other entity. If the Owner assigns the subcontract to a successor contractor or other entity, the
Owner shall nevertheless remain.legally responsible for all of the successor contractor’s obligations under the
subcontract.

ARTICLE 6 . CONSTRUCTION BY OWNER OR BY SEPARATE CONTRACTORS

§ 6.1 Owner’s Right to Perform Construction and to Award Separate Contracts

§6.1.1 The term “Separate Contractor(s)” shall mean other contractors retained by the Owner under separate
agreements. The Owner reserves the right to perform construction or operations related to the Project with the Owner’s
own forces, and with Separate Contractors retained under Conditions of the Contract substantially similar to those of
this Contract, including those provisions of the Conditions of the Contract related to insurance and waiver of
subrogation.

§ 6.1.2 When separate contracts are awarded for different portions of the Project or other construction or operations on
the site, the term “Contractor” in the Contract Documents in each case shall mean the Contractor who executes each
separate Owner-Contractor Agreement.

§ 6.1.3 The Owner shall provide for coordination of the activities of the Owner’s own forces and of each Separate
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Contractor with the Work of the Contractor, who shall cooperate with them. The Contractor shall participate with any
Separate Contractors and the Owner in reviewing their construction schedules. The Contractor shall make any revisions
to its construction schedule deemed necessary after a joint review and mutual agreement. The construction schedules
shall then constitute the schedules to be used by the Contractor, Separate Contractors, and the Owner until subsequently
revised.

8§ 6.1.4 Unless otherwise provided in the Contract Documents, when the Owner performs construction or operations
related to the Project with the Owner’s own forces or with Separate Contractors, the Owner or its Separate Contractors
shall have the same obligations and rights that the Contractor has under the Conditions of the Contract, including,
without excluding others, those stated in Article 3, this Article 6, and Articles 10, 11, and 12.

§ 6.2 Mutual Responsibility

§ 6.2.1 The Contractor shall afford the Owner and Separate Contractors reasonable opportunity for introduction and
storage of their materials and equipment and performance of their activities, and shall connect and coordinate the
Contractor’s construction and operations with theirs as required by the Contract Documents.

§6.2.2 If part of the Contractor’s Work depends for proper execution or results upon construction or operations by the
Owner or a Separate Contractor, the Contractor shall, prior to proceeding with that.portion of the Work, promptly notify
the Architect of apparent discrepancies or defects in the construction or operations by the Owner or Separate Contractor
that would render it unsuitable for proper execution and results of the Contractor’s Work. Failure of the Contractor to
notify the Architect of apparent discrepancies or defects prior to proceeding with the Work shall constitute an
acknowledgment that the Owner’s or Separate Contractor’s completed or partially completed construction is fit and
proper to receive the Contractor’s Work. The Contractor shall not be responsible for discrepancies or defects in the
construction or operations by the Owner or Separate Contractor that are not apparent.

§ 6.2.3 The Contractor shall reimburse the Owner for costs the Owner incurs that are payable to a Separate Contractor
because of the Contractor’s delays, improperly timed activities or defective construction. The Owner shall be
responsible to the Contractor for costs the Contractor incurs because of a Separate Contractor’s delays, improperly
timed activities, damage to the Work or defective construction.

§ 6.2.4 The Contractor shall promptly remedy damage that the Contractor wrongfully causes to completed or partially
completed construction or to property of the Owner or Separate Contractor as provided in Section 10.2.5.

§6.2.5 The Owner and each Separate Contractor shall have the same responsibilities for cutting and patching as are
described for the Contractor in Section-3.14.

§ 6.3 Owner’s Right to Clean Up

If a dispute arises among the Contractor, Separate Contractors, and the Owner as to the responsibility under their
respective contracts for maintaining the premises and surrounding area free from waste materials and rubbish, the
Owner may clean up and the Architect will allocate the cost among those responsible.

ARTICLE 7© CHANGES IN THE WORK

§ 7.1 General

§7.1.1 Changes in the Work may be accomplished after execution of the Contract, and without invalidating the
Contract, by Change Order, Construction Change Directive or order for a minor change in the Work, subject to the
limitations stated‘in this Article 7 and elsewhere in the Contract Documents.

§7.1.2 A Change Order shall be based upon agreement among the Owner, Contractor, and Architect. A Construction
Change Directive requires agreement by the Owner and Architect and may or may not be agreed to by the Contractor.
An order for a minor change in the Work may be issued by the Architect alone.

§ 7.1.3 Changes in the Work shall be performed under applicable provisions of the Contract Documents. The Contractor
shall proceed promptly with changes in the Work, unless otherwise provided in the Change Order, Construction Change
Directive, or order for a minor change in the Work.

§ 7.2 Change Orders
§7.2.1 A Change Order is a written instrument prepared by the Architect and signed by the Owner, Contractor, and
Acrchitect stating their agreement upon all of the following:
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.1 The change in the Work;
.2 The amount of the adjustment, if any, in the Contract Sum; and
.3 The extent of the adjustment, if any, in the Contract Time.

§ 7.3 Construction Change Directives

§ 7.3.1 A Construction Change Directive is a written order prepared by the Architect and signed by the Owner and
Acrchitect, directing a change in the Work prior to agreement on adjustment, if any, in the Contract Sum or Contract
Time, or both. The Owner may by Construction Change Directive, without invalidating the Contract, order changes in
the Work within the general scope of the Contract consisting of additions, deletions, or other revisions, the Contract
Sum and Contract Time being adjusted accordingly.

§7.3.2 A Construction Change Directive shall be used in the absence of total agreement on the terms of a Change Order.

§ 7.3.3 If the Construction Change Directive provides for an adjustment to the Contract Sum, the adjustment shall be
based on one of the following methods:
.1 Mutual acceptance of a lump sum properly itemized and supported by sufficient substantiating data to
permit evaluation;
.2 Unit prices stated in the Contract Documents or subsequently.agreed.upon;
.3 Cost to be determined in a manner agreed upon by the parties and a mutually acceptable fixed or
percentage fee; or
4 As provided in Section 7.3.4.

§ 7.3.4 If the Contractor does not respond promptly or disagrees with the method for adjustment in the Contract Sum, the
Architect shall determine the adjustment on the basis of reasonable expenditures.and savings of those performing the
Work attributable to the change, including, in case of an increase in'the Contract Sum, an amount for overhead and
profit as set forth in the Agreement, or if no such amount is set forth in the Agreement, a reasonable amount. In such
case, and also under Section 7.3.3.3, the Contractor shall keep and present, in such form as the Architect may prescribe,
an itemized accounting together with appropriate supporting data. Unless otherwise provided in the Contract
Documents, costs for the purposes of this Section 7.3.4 shall be limited to the following:
.1 Costs of labor, including applicable payroll taxes; fringe benefits required by agreement or custom,
workers’ compensation insurance, and other employee costs approved by the Architect;
2 Costs of materials, supplies, and equipment, including cost of transportation, whether incorporated or
consumed;
.3 Rental costs of machinery and equipment; exclusive of hand tools, whether rented from the Contractor or
others;
4 Costs of premiums for all bonds and insurance, permit fees, and sales, use, or similar taxes, directly
related to the change; and
5 Costs of supervision and field office personnel directly attributable to the change.

§ 7.3.5 If the Contractor disagrees with the adjustment in the Contract Time, the Contractor may make a Claim in
accordance with applicable provisions of Article 15.

§ 7.3.6 Upon receipt of a Construction Change Directive, the Contractor shall promptly proceed with the change in the
Work involved and advise the Architect of the Contractor’s agreement or disagreement with the method, if any,
provided in the Construction Change Directive for determining the proposed adjustment in the Contract Sum or
Contract Time.

§7.3.7 A Construction Change Directive signed by the Contractor indicates the Contractor’s agreement therewith,
including adjustment.in Contract Sum and Contract Time or the method for determining them. Such agreement shall be
effective immediately and shall be recorded as a Change Order.

§ 7.3.8 The amount of credit to be allowed by the Contractor to the Owner for a deletion or change that results in a net
decrease in the Contract Sum shall be actual net cost as confirmed by the Architect. When both additions and credits
covering related Work or substitutions are involved in a change, the allowance for overhead and profit shall be figured
on the basis of net increase, if any, with respect to that change.

§ 7.3.9 Pending final determination of the total cost of a Construction Change Directive to the Owner, the Contractor
may request payment for Work completed under the Construction Change Directive in Applications for Payment. The
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Architect will make an interim determination for purposes of monthly certification for payment for those costs and
certify for payment the amount that the Architect determines, in the Architect’s professional judgment, to be reasonably
justified. The Architect’s interim determination of cost shall adjust the Contract Sum on the same basis as a Change
Order, subject to the right of either party to disagree and assert a Claim in accordance with Article 15.

§ 7.3.10 When the Owner and Contractor agree with a determination made by the Architect concerning the adjustments
in the Contract Sum and Contract Time, or otherwise reach agreement upon the adjustments, such agreement shall be
effective immediately and the Architect will prepare a Change Order. Change Orders may be issued for all or any part
of a Construction Change Directive.

§ 7.4 Minor Changes in the Work

The Architect may order minor changes in the Work that are consistent with the intent of the Contract Documents and
do not involve an adjustment in the Contract Sum or an extension of the Contract Time. The Architect’s order for minor
changes shall be in writing. If the Contractor believes that the proposed minor change in the Work will affect the
Contract Sum or Contract Time, the Contractor shall notify the Architect and shall not proceed to implement the change
in the Work. If the Contractor performs the Work set forth in the Architect’s order for a minor change without prior
notice to the Architect that such change will affect the Contract Sum or Contract Time, the Contractor waives any
adjustment to the Contract Sum or extension of the Contract Time.

ARTICLE 8 TIME

§ 8.1 Definitions

§ 8.1.1 Unless otherwise provided, Contract Time is the period of time, including authorized adjustments, allotted in the
Contract Documents for Substantial Completion of the Work.

§ 8.1.2 The date of commencement of the Work is the date established in the Agreement.
§ 8.1.3 The date of Substantial Completion is the date certified by the Architect in accordance with Section 9.8.

§8.1.4 The term “day” as used in the Contract Documents shall mean calendar day unless otherwise specifically
defined.

§ 8.2 Progress and Completion
§8.2.1 Time limits stated in the Contract Documents are of the essence of the Contract. By executing the Agreement,
the Contractor confirms that the Contract Time is a reasonable period for performing the Work.

§ 8.2.2 The Contractor shall not knowingly, except by agreement or instruction of the Owner in writing, commence the
Work prior to the effective date of insurance required to be furnished by the Contractor and Owner.

§ 8.2.3 The Contractor shall proceed expeditiously with adequate forces and shall achieve Substantial Completion within
the Contract Time.

§ 8.3 Delays and Extensions of Time

§ 8.3.1 If the Contractor is delayed at any time in the commencement or progress of the Work by (1) an act or neglect of
the Owner or Architect,-of an employee of either, or of a Separate Contractor; (2) by changes ordered in the Work; (3)
by labor disputes, fire, unusual delay in deliveries, unavoidable casualties, adverse weather conditions documented in
accordance with-Section 15.1.6.2, or other causes beyond the Contractor’s control; (4) by delay authorized by the
Owner pending mediation and binding dispute resolution; or (5) by other causes that the Contractor asserts, and the
Architect determines, justify delay, then the Contract Time shall be extended for such reasonable time as the Architect
may determine.

§ 8.3.2 Claims relating to time shall be made in accordance with applicable provisions of Article 15.

§ 8.3.3 This Section 8.3 does not preclude recovery of damages for delay by either party under other provisions of the
Contract Documents.

ARTICLE9 PAYMENTS AND COMPLETION
§ 9.1 Contract Sum
§9.1.1 The Contract Sum is stated in the Agreement and, including authorized adjustments, is the total amount payable
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by the Owner to the Contractor for performance of the Work under the Contract Documents.

§9.1.2 If unit prices are stated in the Contract Documents or subsequently agreed upon, and if quantities originally
contemplated are materially changed so that application of such unit prices to the actual quantities causes substantial
inequity to the Owner or Contractor, the applicable unit prices shall be equitably adjusted.

§ 9.2 Schedule of Values

Where the Contract is based on a stipulated sum or Guaranteed Maximum Price, the Contractor shall submit a schedule
of values to the Architect before the first Application for Payment, allocating the entire Contract-Sum to the various
portions of the Work. The schedule of values shall be prepared in the form, and supported by the data to substantiate its
accuracy, required by the Architect. This schedule, unless objected to by the Architect, shall be used as a basis for
reviewing the Contractor’s Applications for Payment. Any changes to the schedule of values shall be submitted to the
Architect and supported by such data to substantiate its accuracy as the Architect may require, and unless objected to by
the Architect, shall be used as a basis for reviewing the Contractor’s subsequent Applications for Payment.

§ 9.3 Applications for Payment

§9.3.1 At least ten days before the date established for each progress payment, the Contractor shall submit to the
Architect an itemized Application for Payment prepared in accordance with the schedule of values;.if required under
Section 9.2, for completed portions of the Work. The application shall benotarized, if required, and supported by all
data substantiating the Contractor’s right to payment that the Owner or Architect require, such as copies of requisitions,
and releases and waivers of liens from Subcontractors and suppliers, and shall reflect retainage if provided for in the
Contract Documents.

§9.3.1.1 As provided in Section 7.3.9, such applications may include requests for. payment on account of changes in the
Work that have been properly authorized by Construction Change Directives, or by interim determinations of the
Architect, but not yet included in Change Orders.

§9.3.1.2 Applications for Payment shall not include requests for payment for portions of the Work for which the
Contractor does not intend to pay a Subcontractor or supplier, unless such Wark has been performed by others whom
the Contractor intends to pay.

§9.3.2 Unless otherwise provided in the Contract Documents, payments shall be made on account of materials and
equipment delivered and suitably stored at the site for subsequent incorporation in the Work. If approved in advance by
the Owner, payment may similarly be made for materials and equipment suitably stored off the site at a location agreed
upon in writing. Payment for materials-and.equipment stored on or off the site shall be conditioned upon compliance by
the Contractor with procedures satisfactory to the Owner to establish the Owner’s title to such materials and equipment
or otherwise protect the Owner’s’interest, and shall.include the costs of applicable insurance, storage, and transportation
to the site, for such materials and equipment stored off the site.

§ 9.3.3 The Contractor warrants that title to all Work covered by an Application for Payment will pass to the Owner no
later than the time of payment. The Contractor further warrants that upon submittal of an Application for Payment all
Work for which Certificates for Payment have been previously issued and payments received from the Owner shall, to
the best of the Contractor’s knowledge, information, and belief, be free and clear of liens, claims, security interests, or
encumbrances, in favor.of the Contractor, Subcontractors, suppliers, or other persons or entities that provided labor,
materials, and equipment relating to the Work.

§ 9.4 Certificates for Payment

§9.4.1 The Architect will, within‘'seven days after receipt of the Contractor’s Application for Payment, either (1) issue to
the Owner a Certificate for Payment in the full amount of the Application for Payment, with a copy to the Contractor; or
(2) issue to the Owner a Certificate for Payment for such amount as the Architect determines is properly due, and notify
the Contractor and Owner of the Architect’s reasons for withholding certification in part as provided in Section 9.5.1; or
(3) withhold certification of the entire Application for Payment, and notify the Contractor and Owner of the Architect’s

reason for withholding certification in whole as provided in Section 9.5.1.

§9.4.2 The issuance of a Certificate for Payment will constitute a representation by the Architect to the Owner, based on
the Architect’s evaluation of the Work and the data in the Application for Payment, that, to the best of the Architect’s
knowledge, information, and belief, the Work has progressed to the point indicated, the quality of the Work is in
accordance with the Contract Documents, and that the Contractor is entitled to payment in the amount certified. The
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foregoing representations are subject to an evaluation of the Work for conformance with the Contract Documents upon
Substantial Completion, to results of subsequent tests and inspections, to correction of minor deviations from the
Contract Documents prior to completion, and to specific qualifications expressed by the Architect. However, the
issuance of a Certificate for Payment will not be a representation that the Architect has (1) made exhaustive or
continuous on-site inspections to check the quality or quantity of the Work; (2) reviewed construction means, methods,
techniques, sequences, or procedures; (3) reviewed copies of requisitions received from Subcontractors and suppliers
and other data requested by the Owner to substantiate the Contractor’s right to payment; or (4) made examination to
ascertain how or for what purpose the Contractor has used money previously paid on account of the Contract Sum.

§ 9.5 Decisions to Withhold Certification
§9.5.1 The Architect may withhold a Certificate for Payment in whole or in part, to the extent reasonably necessary to
protect the Owner, if in the Architect’s opinion the representations to the Owner required by Section 9.4.2 cannot be
made. If the Architect is unable to certify payment in the amount of the Application, the Architect will notify the
Contractor and Owner as provided in Section 9.4.1. If the Contractor and Architect cannot agree on a revised amount,
the Architect will promptly issue a Certificate for Payment for the amount for which the Architect is able to'make such
representations to the Owner. The Architect may also withhold a Certificate for Payment or; because of subsequently
discovered evidence, may nullify the whole or a part of a Certificate for Payment previously issued, to such extent as
may be necessary in the Architect’s opinion to protect the Owner from loss for which the Contractor is responsible,
including loss resulting from acts and omissions described in Section 3.3.2, because of
1 defective Work not remedied,;
.2 third party claims filed or reasonable evidence indicating probable filing of such claims, unless security
acceptable to the Owner is provided by the Contractor;
.3 failure of the Contractor to make payments properly to Subcontractors or suppliers for labor, materials or
equipment;
4 reasonable evidence that the Work cannot be.completed for the unpaid balance of the Contract Sum;
5 damage to the Owner or a Separate Contractor;
.6 reasonable evidence that the Work will not be completed within the Contract Time, and that the unpaid
balance would not be adequate to cover actual or liquidated damages for the anticipated delay; or
.7 repeated failure to carry out the Work in accordance with the Contract Documents.

§ 9.5.2 When either party disputes the Architect’s decision regarding.a Certificate for Payment under Section 9.5.1, in
whole or in part, that party may submit a Claimin accordance with Article 15.

§ 9.5.3 When the reasons for withholding certification are removed, certification will be made for amounts previously
withheld.

§ 9.5.4 If the Architect withholds certification for payment under Section 9.5.1.3, the Owner may, at its sole option,
issue joint checks to the Contractor and to.any Subcontractor or supplier to whom the Contractor failed to make
payment for Work properly performed or material or equipment suitably delivered. If the Owner makes payments by
joint check, the Owner shall notify the Architect and the Contractor shall reflect such payment on its next Application
for Payment.

§ 9.6 Progress Payments
§9.6.1 After the Architect has issued a Certificate for Payment, the Owner shall make payment in the manner and within
the time provided in-the Contract Documents, and shall so notify the Architect.

8§ 9.6.2 The Contractor shall pay each Subcontractor, no later than seven days after receipt of payment from the Owner,
the amount to which the Subcontractor is entitled, reflecting percentages actually retained from payments to the
Contractor on account of the Subcontractor’s portion of the Work. The Contractor shall, by appropriate agreement with
each Subcontractor; require each Subcontractor to make payments to Sub-subcontractors in a similar manner.

§9.6.3 The Architect will, on request, furnish to a Subcontractor, if practicable, information regarding percentages of
completion or amounts applied for by the Contractor and action taken thereon by the Architect and Owner on account of
portions of the Work done by such Subcontractor.

§ 9.6.4 The Owner has the right to request written evidence from the Contractor that the Contractor has properly paid
Subcontractors and suppliers amounts paid by the Owner to the Contractor for subcontracted Work. If the Contractor
fails to furnish such evidence within seven days, the Owner shall have the right to contact Subcontractors and suppliers
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to ascertain whether they have been properly paid. Neither the Owner nor Architect shall have an obligation to pay, or
to see to the payment of money to, a Subcontractor or supplier, except as may otherwise be required by law.

§9.6.5 The Contractor’s payments to suppliers shall be treated in a manner similar to that provided in Sections 9.6.2,
9.6.3and 9.6.4.

§9.6.6 A Certificate for Payment, a progress payment, or partial or entire use or occupancy of the Project by the Owner
shall not constitute acceptance of Work not in accordance with the Contract Documents.

§9.6.7 Unless the Contractor provides the Owner with a payment bond in the full penal sum of the Contract Sum,
payments received by the Contractor for Work properly performed by Subcontractors or provided by suppliers shall be
held by the Contractor for those Subcontractors or suppliers who performed Work or furnished materials, or both, under
contract with the Contractor for which payment was made by the Owner. Nothing contained hereinshall require money
to be placed in a separate account and not commingled with money of the Contractor, create any fiduciary liability or
tort liability on the part of the Contractor for breach of trust, or entitle any person or entity to an award of punitive
damages against the Contractor for breach of the requirements of this provision.

§ 9.6.8 Provided the Owner has fulfilled its payment obligations under the Contract:Documents, the Contractor shall
defend and indemnify the Owner from all loss, liability, damage or expense, including reasonable attorney’s fees and
litigation expenses, arising out of any lien claim or other claim for payment by any Subcontractor or supplier of any tier.
Upon receipt of notice of a lien claim or other claim for payment, the.Owner shall notify the Contractor. If approved by
the applicable court, when required, the Contractor may substitute a surety bond for the property against which the lien
or other claim for payment has been asserted.

§ 9.7 Failure of Payment

If the Architect does not issue a Certificate for Payment, through no fault of the Contractor, within seven days after
receipt of the Contractor’s Application for Payment, or if the Owner does not pay the Contractor within seven days after
the date established in the Contract Documents, the amount certified by the Architect or awarded by binding dispute
resolution, then the Contractor may, upon seven additional days’ notice to the Owner and Architect, stop the Work until
payment of the amount owing has been received, The Contract Time shall be extended appropriately and the Contract
Sum shall be increased by the amount of the Contractor’s reasonable costs of shutdown, delay and start-up, plus interest
as provided for in the Contract Documents.

§ 9.8 Substantial Completion

§9.8.1 Substantial Completion is the stage-in the progress of the Work when the Work or designated portion thereof is
sufficiently complete in accordance with the Contract Documents so that the Owner can occupy or utilize the Work for
its intended use.

§9.8.2 When the Contractor considers that the Work, or a portion thereof which the Owner agrees to accept separately,
is substantially complete, the Contractor shall prepare and submit to the Architect a comprehensive list of items to be
completed or.corrected prior to final payment. Failure to include an item on such list does not alter the responsibility of
the Contractor to complete all Work in accordance with the Contract Documents.

§9.8.3 Upon receipt of the Contractor’s list, the Architect will make an inspection to determine whether the Work or
designated portion thereof is substantially complete. If the Architect’s inspection discloses any item, whether or not
included on.the Contractor’s list, which is not sufficiently complete in accordance with the Contract Documents so that
the Owner can occupy or utilize the Work or designated portion thereof for its intended use, the Contractor shall, before
issuance of the Certificate of Substantial Completion, complete or correct such item upon notification by the Architect.
In such case, the Contractor shall then submit a request for another inspection by the Architect to determine Substantial
Completion.

8§ 9.8.4 When the Work or designated portion thereof is substantially complete, the Architect will prepare a Certificate of
Substantial Completion that shall establish the date of Substantial Completion; establish responsibilities of the Owner
and Contractor for security, maintenance, heat, utilities, damage to the Work and insurance; and fix the time within
which the Contractor shall finish all items on the list accompanying the Certificate. Warranties required by the Contract
Documents shall commence on the date of Substantial Completion of the Work or designated portion thereof unless
otherwise provided in the Certificate of Substantial Completion.
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§9.8.5 The Certificate of Substantial Completion shall be submitted to the Owner and Contractor for their written
acceptance of responsibilities assigned to them in the Certificate. Upon such acceptance, and consent of surety if any,
the Owner shall make payment of retainage applying to the Work or designated portion thereof. Such payment shall be
adjusted for Work that is incomplete or not in accordance with the requirements of the Contract Documents.

§ 9.9 Partial Occupancy or Use

§9.9.1 The Owner may occupy or use any completed or partially completed portion of the Work at any stage when such
portion is designated by separate agreement with the Contractor, provided such occupancy or use is consented to by the
insurer and authorized by public authorities having jurisdiction over the Project. Such partial occupancy or use may
commence whether or not the portion is substantially complete, provided the Owner and Contractor have accepted in
writing the responsibilities assigned to each of them for payments, retainage, if any, security, maintenance, heat;
utilities, damage to the Work and insurance, and have agreed in writing concerning the periad for correction of the
Work and commencement of warranties required by the Contract Documents: When the Contractor considers a portion
substantially complete, the Contractor shall prepare and submit a list to the Architect.as provided under Section 9.8.2.
Consent of the Contractor to partial occupancy or use shall not be unreasonably withheld. The stage of the progress of
the Work shall be determined by written agreement between the Owner and Contractor or, if no agreement is reached,
by decision of the Architect.

§9.9.2 Immediately prior to such partial occupancy or use, the Owner, Contractor, and Architect shall jointly inspect the
area to be occupied or portion of the Work to be used in order to determine and record the condition of the Work.

8§ 9.9.3 Unless otherwise agreed upon, partial occupancy or use of aportion or portions of the Work shall not constitute
acceptance of Work not complying with the requirements of the Contract Documents.

§ 9.10 Final Completion and Final Payment

§9.10.1 Upon receipt of the Contractor’s notice that the Work is ready for final inspection and acceptance and upon
receipt of a final Application for Payment, the Architect will promptly make such inspection. When the Architect finds
the Work acceptable under the Contract Documents and the Contract fully performed, the Architect will promptly issue
a final Certificate for Payment stating that to the best of the Architect’s knowledge, information and belief, and on the
basis of the Architect’s on-site visits and inspections, the Work has been completed in accordance with the Contract
Documents and that the entire balance found to be due the Contractor and noted in the final Certificate is due and
payable. The Architect’s final Certificate for/Payment will constitute a further representation that conditions listed in
Section 9.10.2 as precedent to the Contractor’s being.entitled to final payment have been fulfilled.

§9.10.2 Neither final payment nor any-remaining retained percentage shall become due until the Contractor submits to
the Architect (1) an affidavit that payrolls, bills. for materials and equipment, and other indebtedness connected with the
Work for which the Owner or the Owner’s property. might be responsible or encumbered (less amounts withheld by
Owner) have been paid or otherwise satisfied, (2) a certificate evidencing that insurance required by the Contract
Documents to remain in force after final payment is currently in effect, (3) a written statement that the Contractor
knows of no reason that the insurance will not be renewable to cover the period required by the Contract Documents, (4)
consent of surety, if any; to final payment, (5) documentation of any special warranties, such as manufacturers’
warrantiesor specific Subcontractor warranties; and (6) if required by the Owner, other data establishing payment or
satisfaction of obligations, such-as receipts and releases and waivers of liens, claims, security interests, or encumbrances
arising/out of the Contract, to the extent and in such form as may be designated by the Owner. If a Subcontractor refuses
to furnish a release or waiver required by the Owner, the Contractor may furnish a bond satisfactory to the Owner to
indemnify the Owner against such lien, claim, security interest, or encumbrance. If a lien, claim, security interest, or
encumbrance remains unsatisfied after payments are made, the Contractor shall refund to the Owner all money that the
Owner may be compelled to pay-in discharging the lien, claim, security interest, or encumbrance, including all costs and
reasonable attorneys’ fees.

§9.10.3 If, after Substantial Completion of the Work, final completion thereof is materially delayed through no fault of
the Contractor or by issuance of Change Orders affecting final completion, and the Architect so confirms, the Owner
shall, upon application by the Contractor and certification by the Architect, and without terminating the Contract, make
payment of the balance due for that portion of the Work fully completed, corrected, and accepted. If the remaining
balance for Work not fully completed or corrected is less than retainage stipulated in the Contract Documents, and if
bonds have been furnished, the written consent of the surety to payment of the balance due for that portion of the Work
fully completed and accepted shall be submitted by the Contractor to the Architect prior to certification of such
payment. Such payment shall be made under terms and conditions governing final payment, except that it shall not
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constitute a waiver of Claims.

§9.10.4 The making of final payment shall constitute a waiver of Claims by the Owner except those arising from
1 liens, Claims, security interests, or encumbrances arising out of the Contract and unsettled;
2 failure of the Work to comply with the requirements of the Contract Documents;
3 terms of special warranties required by the Contract Documents; or
4 audits performed by the Owner, if permitted by the Contract Documents, after final payment.

§9.10.5 Acceptance of final payment by the Contractor, a Subcontractor, or a supplier, shall constitute a waiver of
claims by that payee except those previously made in writing and identified by that payee as unsettled at the time of
final Application for Payment.

ARTICLE 10 PROTECTION OF PERSONS AND PROPERTY

§ 10.1 Safety Precautions and Programs

The Contractor shall be responsible for initiating, maintaining, and supervising all safety precautions and-programs in
connection with the performance of the Contract.

8§ 10.2 Safety of Persons and Property
§10.2.1 The Contractor shall take reasonable precautions for safety of, and shall provide reasonable protection to
prevent damage, injury, or loss to
.1 employees on the Work and other persons who may be affected thereby;
.2 the Work and materials and equipment to be incorporated therein, whether in storage on or off the site,
under care, custody, or control of the Contractor, a Subcontractor, or a Sub-subcontractor; and
.3 other property at the site or adjacent thereto, such as trees, shrubs; lawns; walks, pavements, roadways,
structures, and utilities not designated for removal, relocation, or replacement in the course of
construction.

§10.2.2 The Contractor shall comply with, and give notices required by applicable laws, statutes, ordinances, codes,
rules and regulations, and lawful orders of public authorities; bearing on safety of persons or property or their protection
from damage, injury, or loss.

§ 10.2.3 The Contractor shall implement, erect, and maintain, as required by existing conditions and performance of the
Contract, reasonable safeguards for safety and protection, including posting danger signs and other warnings against
hazards; promulgating safety regulations; and notifying the owners and users of adjacent sites and utilities of the
safeguards.

§ 10.2.4 When use or storage of explosives or other hazardous materials or equipment, or unusual methods are necessary
for execution of the Work, the Contractor shall exercise utmost care and carry on such activities under supervision of
properly qualified personnel.

§10.2.5 The Contractor shall promptly remedy damage and loss (other than damage or loss insured under property
insurance required by the Contract Documents) to property referred to in Sections 10.2.1.2 and 10.2.1.3 caused in whole
or in part by the Contractor, a Subcontractor, a Sub-subcontractor, or anyone directly or indirectly employed by any of
them, or by anyone for whose acts they may be liable and for which the Contractor is responsible under

Sections 10.2.1.2 and 10.2.1.3. The Contractor may make a Claim for the cost to remedy the damage or loss to the
extent such.damage or loss is attributable to acts or omissions of the Owner or Architect or anyone directly or indirectly
employed by either of them, or by /anyone for whose acts either of them may be liable, and not attributable to the fault or
negligence of the Contractor. The foregoing obligations of the Contractor are in addition to the Contractor’s obligations
under Section 3.18.

§ 10.2.6 The Contractor shall designate a responsible member of the Contractor’s organization at the site whose duty
shall be the prevention of accidents. This person shall be the Contractor’s superintendent unless otherwise designated by
the Contractor in writing to the Owner and Architect.

§10.2.7 The Contractor shall not permit any part of the construction or site to be loaded so as to cause damage or create
an unsafe condition.
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§10.2.8 Injury or Damage to Person or Property

If either party suffers injury or damage to person or property because of an act or omission of the other party, or of
others for whose acts such party is legally responsible, notice of the injury or damage, whether or not insured, shall be
given to the other party within a reasonable time not exceeding 21 days after discovery. The notice shall provide
sufficient detail to enable the other party to investigate the matter.

§ 10.3 Hazardous Materials and Substances

§10.3.1 The Contractor is responsible for compliance with any requirements included in the Contract Documents
regarding hazardous materials or substances. If the Contractor encounters a hazardous material or'substance not
addressed in the Contract Documents and if reasonable precautions will be inadequate to prevent foreseeable bodily
injury or death to persons resulting from a material or substance, including but not limited to asbestos or polychlorinated
biphenyl (PCB), encountered on the site by the Contractor, the Contractor shall, upon recognizing the condition,
immediately stop Work in the affected area and notify the Owner and Architect of the condition.

§10.3.2 Upon receipt of the Contractor’s notice, the Owner shall obtain the services of a licensed laboratory to verify the
presence or absence of the material or substance reported by the Contractor and, in the event such material or substance
is found to be present, to cause it to be rendered harmless. Unless otherwise required by the Contract Documents, the
Owner shall furnish in writing to the Contractor and Architect the names and.qualifications of persons or entities who
are to perform tests verifying the presence or absence of the material or substance or who are to perform the task of
removal or safe containment of the material or substance. The Contractor and the Architect will promptly reply to the
Owner in writing stating whether or not either has reasonable objection to the persons or entities proposed by the
Owner. If either the Contractor or Architect has an objection to a person or entity proposed by the Owner, the Owner
shall propose another to whom the Contractor and the Architect have no reasonable objection. When the material or
substance has been rendered harmless, Work in the affected area shall resume upon written agreement of the Owner and
Contractor. By Change Order, the Contract Time shall be extended appropriately and the Contract Sum shall be
increased by the amount of the Contractor’s reasonable additional costs of shutdown, delay, and start-up.

§10.3.3 To the fullest extent permitted by law, the Owner shall indemnify and hold harmless the Contractor,
Subcontractors, Architect, Architect’s consultants,and agents and employees of any of them from and against claims,
damages, losses, and expenses, including but not/limited to attorneys’ fees, arising out of or resulting from performance
of the Work in the affected area if in fact the material or substance presents the risk of bodily injury or death as
described in Section 10.3.1 and has not beentendered harmless, provided that such claim, damage, loss, or expense is
attributable to bodily injury, sickness, disease or death, or to injury to or destruction of tangible property (other than the
Work itself), except to the extent that such damage, loss; or expense is due to the fault or negligence of the party seeking
indemnity.

§10.3.4 The Owner shall not be responsible under this Section 10.3 for hazardous materials or substances the Contractor
brings to the site unless such materials or substances are required by the Contract Documents. The Owner shall be
responsible for hazardous materials or substances required by the Contract Documents, except to the extent of the
Contractor’s fault or negligence in the use and handling of such materials or substances.

§ 10.3.5 The Contractor shall reimburse the Owner for the cost and expense the Owner incurs (1) for remediation of
hazardous materials or substances the Contractor brings to the site and negligently handles, or (2) where the Contractor
fails to/perform its obligations under Section 10.3.1, except to the extent that the cost and expense are due to the
Owner’s fault or negligence.

§ 10.3.6 If, without negligence on the part of the Contractor, the Contractor is held liable by a government agency for the
cost of remediation of a hazardous material or substance solely by reason of performing Work as required by the
Contract Documents, the Owner shall reimburse the Contractor for all cost and expense thereby incurred.

§ 10.4 Emergencies

In an emergency affecting safety of persons or property, the Contractor shall act, at the Contractor’s discretion, to
prevent threatened damage, injury, or loss. Additional compensation or extension of time claimed by the Contractor on
account of an emergency shall be determined as provided in Article 15 and Article 7.

ARTICLE 11 INSURANCE AND BONDS
§ 11.1 Contractor’s Insurance and Bonds
8 11.1.1 The Contractor shall purchase and maintain insurance of the types and limits of liability, containing the
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endorsements, and subject to the terms and conditions, as described in the Agreement or elsewhere in the Contract
Documents. The Contractor shall purchase and maintain the required insurance from an insurance company or insurance
companies lawfully authorized to issue insurance in the jurisdiction where the Project is located. The Owner, Architect,
and Architect’s consultants shall be named as additional insureds under the Contractor’s commercial general liability
policy or as otherwise described in the Contract Documents.

§11.1.2 The Contractor shall provide surety bonds of the types, for such penal sums, and subject to such terms and
conditions as required by the Contract Documents. The Contractor shall purchase and maintain the required bonds from
a company or companies lawfully authorized to issue surety bonds in the jurisdiction where the Project is located.

§ 11.1.3 Upon the request of any person or entity appearing to be a potential beneficiary of bonds covering payment of
obligations arising under the Contract, the Contractor shall promptly furnish a copy of the bonds or shall authorize a
copy to be furnished.

§ 11.1.4 Notice of Cancellation or Expiration of Contractor’'s Required Insurance. Within three (3) business:days of the date
the Contractor becomes aware of an impending or actual cancellation or expiration of any insurance required by the
Contract Documents, the Contractor shall provide notice to the Owner of such impending or actual cancellation or
expiration. Upon receipt of notice from the Contractor, the Owner shall, unlessthe-lapse in coverage arises from an act
or omission of the Owner, have the right to stop the Work until the lapse in coverage has been cured by the procurement
of replacement coverage by the Contractor. The furnishing of notice by the Contractor shall. not relieve the Contractor of
any contractual obligation to provide any required coverage.

§ 11.2 Owner’s Insurance

§11.2.1 The Owner shall purchase and maintain insurance of the types and limits.of liability, containing the
endorsements, and subject to the terms and conditions, as described in the Agreement or elsewhere in the Contract
Documents. The Owner shall purchase and maintain the required insurance from an insurance company or insurance
companies lawfully authorized to issue insurance in the jurisdiction where the Project is located.

§ 11.2.2 Failure to Purchase Required Property Insurance. If the Owner fails to purchase and maintain the required
property insurance, with all of the coverages and/in the amounts.described in the Agreement or elsewhere in the
Contract Documents, the Owner shall inform the Contractor in writing prior to commencement of the Work. Upon
receipt of notice from the Owner, the Contractor may delay commencement of the Work and may obtain insurance that
will protect the interests of the Contractor, Subcontractors, and Sub-Subcontractors in the Work. When the failure to
provide coverage has been cured or resolved, the Contract Sum and Contract Time shall be equitably adjusted. In the
event the Owner fails to procure coverage; the Ownerwaives all rights against the Contractor, Subcontractors, and Sub-
subcontractors to the extent the loss to the Owner would have been covered by the insurance to have been procured by
the Owner. The cost of the insurance shall be charged to the Owner by a Change Order. If the Owner does not provide
written notice, and the Contractor is damaged by the failure or neglect of the Owner to purchase or maintain the
required insurance, the Owner shall reimburse the Contractor for all reasonable costs and damages attributable thereto.

§ 11.2.3 Notice of Cancellation or Expiration of Owner’s Required Property Insurance. Within three (3) business days of the
date the Owner becomes aware of an impending or actual cancellation or expiration of any property insurance required
by the Contract Documents, the-Owner shall provide notice to the Contractor of such impending or actual cancellation
or expiration. Unless thelapse in coverage arises from an act or omission of the Contractor: (1) the Contractor, upon
receipt of notice from the Owner, shall have the right to stop the Work until the lapse in coverage has been cured by the
procurement of replacement coverage by either the Owner or the Contractor; (2) the Contract Time and Contract Sum
shall be equitably adjusted; and (3) the Owner waives all rights against the Contractor, Subcontractors, and Sub-
subcontractors to the extent any loss to the Owner would have been covered by the insurance had it not expired or been
cancelled. If the Contractor purchases replacement coverage, the cost of the insurance shall be charged to the Owner by
an appropriate Change Order. The furnishing of notice by the Owner shall not relieve the Owner of any contractual
obligation to provide required insurance.

§ 11.3 Waivers of Subrogation

§11.3.1 The Owner and Contractor waive all rights against (1) each other and any of their subcontractors, sub-
subcontractors, agents, and employees, each of the other; (2) the Architect and Architect’s consultants; and (3) Separate
Contractors, if any, and any of their subcontractors, sub-subcontractors, agents, and employees, for damages caused by
fire, or other causes of loss, to the extent those losses are covered by property insurance required by the Agreement or
other property insurance applicable to the Project, except such rights as they have to proceeds of such insurance. The
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Owner or Contractor, as appropriate, shall require similar written waivers in favor of the individuals and entities
identified above from the Architect, Architect’s consultants, Separate Contractors, subcontractors, and sub-
subcontractors. The policies of insurance purchased and maintained by each person or entity agreeing to waive claims
pursuant to this section 11.3.1 shall not prohibit this waiver of subrogation. This waiver of subrogation shall be effective
as to a person or entity (1) even though that person or entity would otherwise have a duty of indemnification,
contractual or otherwise, (2) even though that person or entity did not pay the insurance premium directly or indirectly,
or (3) whether or not the person or entity had an insurable interest in the damaged property.

§11.3.2 If during the Project construction period the Owner insures properties, real or personal or'both, at oradjacent to
the site by property insurance under policies separate from those insuring the Project, or if after final payment property
insurance is to be provided on the completed Project through a policy or policies other than those insuring the Project
during the construction period, to the extent permissible by such policies, the Owner waives all rightsin accordance
with the terms of Section 11.3.1 for damages caused by fire or other causes of loss covered by this separate property
insurance.

§ 11.4 Loss of Use, Business Interruption, and Delay in Completion Insurance

The Owner, at the Owner’s option, may purchase and maintain insurance that will protect the Owner against loss of use
of the Owner’s property, or the inability to conduct normal operations, due to-fire or.other causes of loss. The Owner
waives all rights of action against the Contractor and Architect for loss of use of the Owner’s property; due to fire or
other hazards however caused.

811.5 Adjustment and Settlement of Insured Loss

§ 11.5.1 A loss insured under the property insurance required by the Agreement shall be adjusted by the Owner as
fiduciary and made payable to the Owner as fiduciary for the insureds, as their interestsmay appear, subject to
requirements of any applicable mortgagee clause and of Section 11.5.2. The Owner shall pay the Architect and
Contractor their just shares of insurance proceeds received by the Owner, and by appropriate agreements the Architect
and Contractor shall make payments to their consultants and Subcontractors.in similar manner.

§ 11.5.2 Prior to settlement of an insured loss, the Owner shall notify the Contractor of the terms of the proposed
settlement as well as the proposed allocation of the insurance proceeds. The Contractor shall have 14 days from receipt
of notice to object to the proposed settlement or allocation of the proceeds. If the Contractor does not object, the Owner
shall settle the loss and the Contractor shall be bound by the settlement.and allocation. Upon receipt, the Owner shall
deposit the insurance proceeds in a separate account and make the appropriate distributions. Thereafter, if no other
agreement is made or the Owner does not terminate the Contract for convenience, the Owner and Contractor shall
execute a Change Order for reconstruction of the damaged or destroyed Work in the amount allocated for that purpose.
If the Contractor timely objects to either the terms of the proposed settlement or the allocation of the proceeds, the
Owner may proceed to settle the/insured loss, and any dispute between the Owner and Contractor arising out of the
settlement or allocation of the proceeds shall be resolved pursuant to Article 15. Pending resolution of any dispute, the
Owner may issue a Construction Change Directive for the reconstruction of the damaged or destroyed Work.

ARTICLE 12 _UNCOVERING AND CORRECTION OF WORK

§ 12.1 Uncovering of Work

§12.1.1 If a portion of the Work.is covered contrary to the Architect’s request or to requirements specifically expressed
in the Contract Documents, it must, if requested in writing by the Architect, be uncovered for the Architect’s
examination and be replaced at the Contractor’s expense without change in the Contract Time.

§12.1.2 If a portion of the Work has been covered that the Architect has not specifically requested to examine prior to
its being covered, the Architect may request to see such Work and it shall be uncovered by the Contractor. If such Work
is in accordance with the Contract Documents, the Contractor shall be entitled to an equitable adjustment to the Contract
Sum and Contract Time as may be appropriate. If such Work is not in accordance with the Contract Documents, the
costs of uncovering the' Work, and the cost of correction, shall be at the Contractor’s expense.

§ 12.2 Correction of Work

§ 12.2.1 Before Substantial Completion

The Contractor shall promptly correct Work rejected by the Architect or failing to conform to the requirements of the
Contract Documents, discovered before Substantial Completion and whether or not fabricated, installed or completed.
Costs of correcting such rejected Work, including additional testing and inspections, the cost of uncovering and
replacement, and compensation for the Architect’s services and expenses made necessary thereby, shall be at the
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Contractor’s expense.

§ 12.2.2 After Substantial Completion

§12.2.2.1 In addition to the Contractor’s obligations under Section 3.5, if, within one year after the date of Substantial
Completion of the Work or designated portion thereof or after the date for commencement of warranties established
under Section 9.9.1, or by terms of any applicable special warranty required by the Contract Documents, any of the
Work is found to be not in accordance with the requirements of the Contract Documents, the Contractor shall correct it
promptly after receipt of notice from the Owner to do so, unless the Owner has previously given the Contractor a
written acceptance of such condition. The Owner shall give such notice promptly after discovery-of the condition.
During the one-year period for correction of Work, if the Owner fails to notify the Contractor.and give the Contractor an
opportunity to make the correction, the Owner waives the rights to require correction by the Contractor.and to make a
claim for breach of warranty. If the Contractor fails to correct nonconforming Work within a reasonable time during that
period after receipt of notice from the Owner or Architect, the Owner may correct it in accordance with Section 2.5.

§12.2.2.2 The one-year period for correction of Work shall be extended with respect to portions of Work first performed
after Substantial Completion by the period of time between Substantial Completion and the actual completion of that
portion of the Work.

8§ 12.2.2.3 The one-year period for correction of Work shall not be extended by corrective Work performed by the
Contractor pursuant to this Section 12.2.

§ 12.2.3 The Contractor shall remove from the site portions of the Work that are not in accordance with the requirements
of the Contract Documents and are neither corrected by the Contractor nor accepted by the Owner.

§ 12.2.4 The Contractor shall bear the cost of correcting destroyed or.damaged construction of the Owner or Separate
Contractors, whether completed or partially completed, caused by the Contractor’s correction or removal of Work that
is not in accordance with the requirements of the Contract Documents.

§ 12.2.5 Nothing contained in this Section 12.2 shall be construed to establish a period of limitation with respect to other
obligations the Contractor has under the Contract Documents. Establishment of the one-year period for correction of
Work as described in Section 12.2.2 relates only to the specific obligation of the Contractor to correct the Work, and has
no relationship to the time within which the obligation to comply with the Contract Documents may be sought to be
enforced, nor to the time within which proceedings may be commenced to establish the Contractor’s liability with
respect to the Contractor’s obligations other than specifically to correct the Work.

§ 12.3 Acceptance of Nonconforming Work

If the Owner prefers to accept Work that is not in accordance with the requirements of the Contract Documents, the
Owner may do so instead of requiring its removal and correction, in which case the Contract Sum will be reduced as
appropriate and equitable. Such adjustment shall be effected whether or not final payment has been made.

ARTICLE 13 _MISCELLANEOUS PROVISIONS

§ 13.1 Governing Law

The Contract shall be governed by the law of the place where the Project is located, excluding that jurisdiction’s choice
of law rules. If the parties have selected arbitration as the method of binding dispute resolution, the Federal Arbitration
Act shall govern Section 15.4.

§ 13.2 Successors and Assigns

§ 13.2.1 The Owner and Contractor respectively bind themselves, their partners, successors, assigns, and legal
representatives to covenants, agreements, and obligations contained in the Contract Documents. Except as provided in
Section 13.2.2, neither party to the Contract shall assign the Contract as a whole without written consent of the other. If
either party attempts to make an assignment without such consent, that party shall nevertheless remain legally
responsible for all obligations under the Contract.

§ 13.2.2 The Owner may, without consent of the Contractor, assign the Contract to a lender providing construction
financing for the Project, if the lender assumes the Owner’s rights and obligations under the Contract Documents. The
Contractor shall execute all consents reasonably required to facilitate the assignment.
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§ 13.3 Rights and Remedies
§ 13.3.1 Duties and obligations imposed by the Contract Documents and rights and remedies available thereunder shall
be in addition to and not a limitation of duties, obligations, rights, and remedies otherwise imposed or available by law.

§13.3.2 No action or failure to act by the Owner, Architect, or Contractor shall constitute a waiver of a right or duty
afforded them under the Contract, nor shall such action or failure to act constitute approval of or acquiescence in a
breach thereunder, except as may be specifically agreed upon in writing.

§ 13.4 Tests and Inspections

§ 13.4.1 Tests, inspections, and approvals of portions of the Work shall be made as required by the Contract Documents
and by applicable laws, statutes, ordinances, codes, rules, and regulations or lawful orders of public authorities.-Unless
otherwise provided, the Contractor shall make arrangements for such tests, inspections, and approvals with an
independent testing laboratory or entity acceptable to the Owner, or with the appropriate public authority, and shall bear
all related costs of tests, inspections, and approvals. The Contractor shall give the Architect timely notice of when and
where tests and inspections are to be made so that the Architect may be present for such.procedures. The Owner shall
bear costs of tests, inspections, or approvals that do not become requirements until after bids are received or
negotiations concluded. The Owner shall directly arrange and pay for tests, inspections, or approvals where building
codes or applicable laws or regulations so require.

§ 13.4.2 If the Architect, Owner, or public authorities having jurisdiction determine that portions of the Work require
additional testing, inspection, or approval not included under Section.13.4.1, the Architect will, upon written
authorization from the Owner, instruct the Contractor to make arrangements for such additional testing, inspection, or
approval, by an entity acceptable to the Owner, and the Contractor shall give timely notice to the Architect of when and
where tests and inspections are to be made so that the Architect may be present for such‘procedures. Such costs, except
as provided in Section 13.4.3, shall be at the Owner’s expense.

§ 13.4.3 If procedures for testing, inspection, or approval under Sections 13:4.1 and 13.4.2 reveal failure of the portions
of the Work to comply with requirements established by the Contract Documents, all costs made necessary by such
failure, including those of repeated procedures and.compensation for the Architect’s services and expenses, shall be at
the Contractor’s expense.

§ 13.4.4 Required certificates of testing, inspection, or approval shall, unless otherwise required by the Contract
Documents, be secured by the Contractor and promptly delivered to the Architect.

§ 13.4.5 If the Architect is to observe tests;inspections, or approvals required by the Contract Documents, the Architect
will do so promptly and, where practicable, at the normal place of testing.

8§ 13.4.6 Tests or inspections conducted pursuant to the Contract Documents shall be made promptly to avoid
unreasonable delay in the Work.

§ 13.5 Interest

Payments due and unpaid under the Contract Documents shall bear interest from the date payment is due at the rate the
parties agree upon in writing.or;.in the absence thereof, at the legal rate prevailing from time to time at the place where
the Project is located.

ARTICLE 14. TERMINATION OR SUSPENSION OF THE CONTRACT
§ 14.1 Termination by the Contractor
§14.1.1 The Contractor may terminate the Contract if the Work is stopped for a period of 30 consecutive days through
no act or fault of the Contractor, a Subcontractor, a Sub-subcontractor, their agents or employees, or any other persons
or entities performing portions of the Work, for any of the following reasons:
.1 Issuance of an order of a court or other public authority having jurisdiction that requires all Work to be
stopped;
.2 An act of government, such as a declaration of national emergency, that requires all Work to be stopped,;
.3 Because the Architect has not issued a Certificate for Payment and has not notified the Contractor of the
reason for withholding certification as provided in Section 9.4.1, or because the Owner has not made
payment on a Certificate for Payment within the time stated in the Contract Documents; or
4 The Owner has failed to furnish to the Contractor reasonable evidence as required by Section 2.2.
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§ 14.1.2 The Contractor may terminate the Contract if, through no act or fault of the Contractor, a Subcontractor, a Sub-
subcontractor, their agents or employees, or any other persons or entities performing portions of the Work, repeated
suspensions, delays, or interruptions of the entire Work by the Owner as described in Section 14.3, constitute in the
aggregate more than 100 percent of the total number of days scheduled for completion, or 120 days in any 365-day
period, whichever is less.

§14.1.3 If one of the reasons described in Section 14.1.1 or 14.1.2 exists, the Contractor may, upon seven days’ notice to
the Owner and Architect, terminate the Contract and recover from the Owner payment for Work executed, as well as
reasonable overhead and profit on Work not executed, and costs incurred by reason of such termination.

§ 14.1.4 If the Work is stopped for a period of 60 consecutive days through no act or fault of the Contractor, a
Subcontractor, a Sub-subcontractor, or their agents or employees or any other persons or entities performing portions of
the Work because the Owner has repeatedly failed to fulfill the Owner’s obligations under the Contract Documents with
respect to matters important to the progress of the Work, the Contractor may, upon seven additional days’ notice to the
Owner and the Architect, terminate the Contract and recover from the Owner as provided in Section 14.1.3:

§ 14.2 Termination by the Owner for Cause
§ 14.2.1 The Owner may terminate the Contract if the Contractor
.1 repeatedly refuses or fails to supply enough properly skilled workers or proper materials;
.2 fails to make payment to Subcontractors or suppliers in accordance with the respective agreements
between the Contractor and the Subcontractors or suppliers;
3 repeatedly disregards applicable laws, statutes, ordinances, codes, rules and regulations, or lawful orders
of a public authority; or
4 otherwise is guilty of substantial breach of a provision of the Contract Dacuments.

§ 14.2.2 When any of the reasons described in Section 14.2.1 exist, and upon certification by the Architect that sufficient
cause exists to justify such action, the Owner may, without prejudice to any.other rights or remedies of the Owner and
after giving the Contractor and the Contractor’s surety, if any, seven days’ notice, terminate employment of the
Contractor and may, subject to any prior rights of the surety:
.1 Exclude the Contractor from the site and take possession of all materials, equipment, tools, and
construction equipment and machinery thereon owned by the Contractor;
.2 Accept assignment of subcontracts pursuant to Section 5.4; and
.3 Finish the Work by whatever reasonable method the Owner may deem expedient. Upon written request
of the Contractor, the Owner shall furnish.to the Contractor a detailed accounting of the costs incurred by
the Owner in finishing.the Work.

§ 14.2.3 When the Owner terminates the Contract for one of the reasons stated in Section 14.2.1, the Contractor shall not
be entitled to receive further payment until the Work is finished.

§ 14.2.4 If the unpaid balance of the Contract Sum exceeds costs of finishing the Work, including compensation for the
Architect’s services and expenses made necessary thereby, and other damages incurred by the Owner and not expressly
waived, such excess shall be paid to the Contractor. If such costs and damages exceed the unpaid balance, the
Contractor shall pay the difference to the Owner. The amount to be paid to the Contractor or Owner, as the case may be,
shall be certified by thednitial Decision Maker, upon application, and this obligation for payment shall survive
termination of the Contract.

§ 14.3 Suspension by the Owner for Convenience
§ 14.3.1 The Owner may, without cause, order the Contractor in writing to suspend, delay or interrupt the Work, in
whole or in part for such period of time as the Owner may determine.

§14.3.2 The Contract Sumand Contract Time shall be adjusted for increases in the cost and time caused by suspension,
delay, or interruption under Section 14.3.1. Adjustment of the Contract Sum shall include profit. No adjustment shall be
made to the extent
.1 that performance is, was, or would have been, so suspended, delayed, or interrupted, by another cause for
which the Contractor is responsible; or
.2 that an equitable adjustment is made or denied under another provision of the Contract.
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§ 14.4 Termination by the Owner for Convenience
§ 14.4.1 The Owner may, at any time, terminate the Contract for the Owner’s convenience and without cause.

§ 14.4.2 Upon receipt of notice from the Owner of such termination for the Owner’s convenience, the Contractor shall
.1 cease operations as directed by the Owner in the notice;
.2 take actions necessary, or that the Owner may direct, for the protection and preservation of the Work; and
3 except for Work directed to be performed prior to the effective date of termination stated in the notice,
terminate all existing subcontracts and purchase orders and enter into no further subcontracts and
purchase orders.

§14.4.3 In case of such termination for the Owner’s convenience, the Owner shall pay the Contractor for Work properly
executed; costs incurred by reason of the termination, including costs attributable to termination of Subcontracts; and
the termination fee, if any, set forth in the Agreement.

ARTICLE 15 CLAIMS AND DISPUTES

§15.1 Claims

8§ 15.1.1 Definition

A Claim is a demand or assertion by one of the parties seeking, as a matter of-right;-payment of money, a change in the
Contract Time, or other relief with respect to the terms of the Contract. The term “Claim” also includes other disputes
and matters in question between the Owner and Contractor arising out of or relating to the Contract. The responsibility
to substantiate Claims shall rest with the party making the Claim. This Section 15.1.1 does not require the Owner to file
a Claim in order to impose liquidated damages in accordance with the Contract Documents.

§ 15.1.2 Time Limits on Claims

The Owner and Contractor shall commence all Claims and causes of action against the other and arising out of or
related to the Contract, whether in contract, tort, breach of warranty or otherwise, in accordance with the requirements
of the binding dispute resolution method selected in the Agreement and within the period specified by applicable law,
but in any case not more than 10 years after the date of Substantial Completion.of the Work. The Owner and Contractor
waive all Claims and causes of action not commenced in accordance with this Section 15.1.2.

§ 15.1.3 Notice of Claims

§ 15.1.3.1 Claims by either the Owner or Contractor, where the condition giving rise to the Claim is first discovered
prior to expiration of the period for correction of the Work set forth in Section 12.2.2, shall be initiated by notice to the
other party and to the Initial Decision Maker with a copy. sent to the Architect, if the Architect is not serving as the
Initial Decision Maker. Claims by either party under this Section 15.1.3.1 shall be initiated within 21 days after
occurrence of the event giving rise-to such Claim or within 21 days after the claimant first recognizes the condition
giving rise to the Claim, whicheyver is later.

§ 15.1.3.2 Claims by either the Owner or Contractor, where the condition giving rise to the Claim is first discovered after
expiration of the period for correction of the Work set forth in Section 12.2.2, shall be initiated by notice to the other
party. In such-event, no decision by the Initial Decision Maker is required.

§ 15.1.4 Continuing Contract Performance

§ 15.1.4.1 Pending final resolution of a Claim, except as otherwise agreed in writing or as provided in Section 9.7 and
Article 14, the Contractor shall proceed diligently with performance of the Contract and the Owner shall continue to
make payments.in accordance with the Contract Documents.

§15.1.4.2 The Contract Sum and.Contract Time shall be adjusted in accordance with the Initial Decision Maker’s
decision, subject to the right of either party to proceed in accordance with this Article 15. The Architect will issue
Certificates for Payment in accordance with the decision of the Initial Decision Maker.

§ 15.1.5 Claims for Additional Cost

If the Contractor wishes to make a Claim for an increase in the Contract Sum, notice as provided in Section 15.1.3 shall
be given before proceeding to execute the portion of the Work that is the subject of the Claim. Prior notice is not
required for Claims relating to an emergency endangering life or property arising under Section 10.4.

§ 15.1.6 Claims for Additional Time
§15.1.6.1 If the Contractor wishes to make a Claim for an increase in the Contract Time, notice as provided in Section
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15.1.3 shall be given. The Contractor’s Claim shall include an estimate of cost and of probable effect of delay on
progress of the Work. In the case of a continuing delay, only one Claim is necessary.

§15.1.6.2 If adverse weather conditions are the basis for a Claim for additional time, such Claim shall be documented by
data substantiating that weather conditions were abnormal for the period of time, could not have been reasonably
anticipated, and had an adverse effect on the scheduled construction.

§ 15.1.7 Waiver of Claims for Consequential Damages
The Contractor and Owner waive Claims against each other for consequential damages arising out of or relating to this
Contract. This mutual waiver includes
.1 damages incurred by the Owner for rental expenses, for losses of use, income; profit, financing, business
and reputation, and for loss of management or employee productivity or of the services of such persons;
and
.2 damages incurred by the Contractor for principal office expenses including the compensation of
personnel stationed there, for losses of financing, business and reputation,.and for loss of profit, except
anticipated profit arising directly from the Work.

This mutual waiver is applicable, without limitation, to all consequential damages due to either party’s termination in
accordance with Article 14. Nothing contained in this Section 15.1.7 shall'be deemed to preclude assessment of
liquidated damages, when applicable, in accordance with the requirements of the Contract Documents.

§ 15.2 Initial Decision

§ 15.2.1 Claims, excluding those where the condition giving rise to the Claim.is first discovered after expiration of the
period for correction of the Work set forth in Section 12.2.2 or arising under Sections 10.3, 10.4, and 11.5, shall be
referred to the Initial Decision Maker for initial decision. The Architect will serve as the Initial Decision Maker, unless
otherwise indicated in the Agreement. Except for those Claims excluded by this Section.15.2.1, an initial decision shall
be required as a condition precedent to mediation of any Claim. If an‘initial.decision has not been rendered within 30
days after the Claim has been referred to the Initial Decision Maker, the party asserting the Claim may demand
mediation and binding dispute resolution without adecision having been rendered. Unless the Initial Decision Maker
and all affected parties agree, the Initial Decision Maker will not decide disputes between the Contractor and persons or
entities other than the Owner.

8§ 15.2.2 The Initial Decision Maker will review Claims and within ten days of the receipt of a Claim take one or more of
the following actions: (1) request additional supporting data from the claimant or a response with supporting data from
the other party, (2) reject the Claim in.whole or in part, (3) approve the Claim, (4) suggest a compromise, or (5) advise
the parties that the Initial DecisionMaker is unable to resolve the Claim if the Initial Decision Maker lacks sufficient
information to evaluate the merits of the Claim or if the Initial Decision Maker concludes that, in the Initial Decision
Maker’s sole discretion, it would be inappropriate for the Initial Decision Maker to resolve the Claim.

§ 15.2.3 In evaluating Claims, the Initial Decision Maker may, but shall not be obligated to, consult with or seek
information from either party or from persons with special knowledge or expertise who may assist the Initial Decision
Maker in rendering a decision. The Initial Decision Maker may request the Owner to authorize retention of such persons
at the Owner’s expense.

§ 15.2.4 If the Initial-Decision Maker requests a party to provide a response to a Claim or to furnish additional
supporting data,such party shall respond, within ten days after receipt of the request, and shall either (1) provide a
response on the requested supporting data, (2) advise the Initial Decision Maker when the response or supporting data
will be furnished, or (3) advise the Initial Decision Maker that no supporting data will be furnished. Upon receipt of the
response or supporting data, ifany, the Initial Decision Maker will either reject or approve the Claim in whole or in
part.

§ 15.2.5 The Initial Decision Maker will render an initial decision approving or rejecting the Claim, or indicating that the
Initial Decision Maker is unable to resolve the Claim. This initial decision shall (1) be in writing; (2) state the reasons
therefor; and (3) notify the parties and the Architect, if the Architect is not serving as the Initial Decision Maker, of any
change in the Contract Sum or Contract Time or both. The initial decision shall be final and binding on the parties but
subject to mediation and, if the parties fail to resolve their dispute through mediation, to binding dispute resolution.

§ 15.2.6 Either party may file for mediation of an initial decision at any time, subject to the terms of Section 15.2.6.1.
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§ 15.2.6.1 Either party may, within 30 days from the date of receipt of an initial decision, demand in writing that the
other party file for mediation. If such a demand is made and the party receiving the demand fails to file for mediation
within 30 days after receipt thereof, then both parties waive their rights to mediate or pursue binding dispute resolution
proceedings with respect to the initial decision.

§15.2.7 In the event of a Claim against the Contractor, the Owner may, but is not obligated to, notify the surety, if any,
of the nature and amount of the Claim. If the Claim relates to a possibility of a Contractor’s default, the Owner may, but
is not obligated to, notify the surety and request the surety’s assistance in resolving the controversy.

§15.2.8 If a Claim relates to or is the subject of a mechanic’s lien, the party asserting such Claim may proceed in
accordance with applicable law to comply with the lien notice or filing deadlines.

§ 15.3 Mediation

§ 15.3.1 Claims, disputes, or other matters in controversy arising out of or related to the Contract, except-those waived as
provided for in Sections 9.10.4, 9.10.5, and 15.1.7, shall be subject to mediation as a condition precedent to binding
dispute resolution.

§ 15.3.2 The parties shall endeavor to resolve their Claims by mediation which, unless the parties mutually agree
otherwise, shall be administered by the American Arbitration Association in accordance with its Construction Industry
Mediation Procedures in effect on the date of the Agreement. A request for mediation shall be made in writing,
delivered to the other party to the Contract, and filed with the person or entity administering the mediation. The request
may be made concurrently with the filing of binding dispute resolution proceedings but, in such event, mediation shall
proceed in advance of binding dispute resolution proceedings, which shall be stayed pending mediation for a period of
60 days from the date of filing, unless stayed for a longer period by agreement of the parties or court order. If an
arbitration is stayed pursuant to this Section 15.3.2, the parties may nonetheless proceed. to the selection of the
arbitrator(s) and agree upon a schedule for later proceedings.

§ 15.3.3 Either party may, within 30 days from the date that mediation has been concluded without resolution of the
dispute or 60 days after mediation has been demanded without resolution of the dispute, demand in writing that the
other party file for binding dispute resolution. If such a demand is made and the party receiving the demand fails to file
for binding dispute resolution within 60 days after receipt thereof, then both parties waive their rights to binding dispute
resolution proceedings with respect to the initial decision.

§ 15.3.4 The parties shall share the mediator’s fee and any filing fees equally. The mediation shall be held in the place
where the Project is located, unlessianother location is mutually agreed upon. Agreements reached in mediation shall be
enforceable as settlement agreements in any court having jurisdiction thereof.

§ 15.4 Arbitration

§ 15.4.1 If the parties have selected arbitration as the method for binding dispute resolution in the Agreement, any Claim
subject to, but'not resolved by, mediation shall be subject to arbitration which, unless the parties mutually agree
otherwise,shall be administered by the American Arbitration Association in accordance with its Construction Industry
Avrbitration Rules in effect on.the date of the Agreement. The Arbitration shall be conducted in the place where the
Project’is located, unless another location is mutually agreed upon. A demand for arbitration shall be made in writing,
delivered to the other party to the Contract, and filed with the person or entity administering the arbitration. The party
filing a notice of demand for arbitration must assert in the demand all Claims then known to that party on which
arbitration is permitted to be demanded.

§15.4.1.1 A demand for arbitration shall be made no earlier than concurrently with the filing of a request for mediation,
but in no event shall it be made after the date when the institution of legal or equitable proceedings based on the Claim
would be barred by the applicable statute of limitations. For statute of limitations purposes, receipt of a written demand
for arbitration by the person or entity administering the arbitration shall constitute the institution of legal or equitable
proceedings based on the Claim.

§ 15.4.2 The award rendered by the arbitrator or arbitrators shall be final, and judgment may be entered upon it in
accordance with applicable law in any court having jurisdiction thereof.

§ 15.4.3 The foregoing agreement to arbitrate and other agreements to arbitrate with an additional person or entity duly
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consented to by parties to the Agreement, shall be specifically enforceable under applicable law in any court having
jurisdiction thereof.

§ 15.4.4 Consolidation or Joinder

§15.4.4.1 Subject to the rules of the American Arbitration Association or other applicable arbitration rules, either party
may consolidate an arbitration conducted under this Agreement with any other arbitration to which it is a party provided
that (1) the arbitration agreement governing the other arbitration permits consolidation, (2) the arbitrations to be
consolidated substantially involve common questions of law or fact, and (3) the arbitrations employ materially similar
procedural rules and methods for selecting arbitrator(s).

§ 15.4.4.2 Subject to the rules of the American Arbitration Association or other applicable arbitration rules, either party
may include by joinder persons or entities substantially involved in a common question of law or factwhose presence is
required if complete relief is to be accorded in arbitration, provided that the party. sought to be joined consents in writing
to such joinder. Consent to arbitration involving an additional person or entity shall not constitute consent to arbitration
of any claim, dispute or other matter in question not described in the written consent.

§ 15.4.4.3 The Owner and Contractor grant to any person or entity made a party to an arbitration.conducted under this
Section 15.4, whether by joinder or consolidation, the same rights of joinder.and consolidation as those of the Owner
and Contractor under this Agreement.
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SUPPLEMENTARY GENERAL CONDITIONS A201-2017

The following supplements modify the “General Conditions of the Contract for Construction,” AIA Document A201-2017. Where a portion
of the General Conditions is modified or deleted by the Supplementary Conditions, the unaltered portions of the General Conditions shall
remain in effect.
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STANTON PARKING LOT SINKHOLE
DTCC STANTON CAMPUS IMPROVEMENTS
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ARTICLE 1: GENERAL PROVISIONS
1.1 BASIC DEFINITIONS
1.1.1 THE CONTRACT DOCUMENTS
Strike the last sentence of Section 1.1.1 in its entirety and replace with the following:

“The Contract Documents also include Advertisement for Bid, Instructions to Bidder, sample
forms, the Bid Form, the Contractor’'s completed Bid and the Award Letter.”

Add the following Section:

“1.1.11 In the event of conflict or discrepancies among the Contract Documents, the
Documents prepared by the State of Delaware, Division of Facilities Management shall take
precedence over all other documents.”

1.1.8 INITIAL DECISION MAKER

Strike the last sentence of Section 1.1.8 in its entirety and add the following to the end of the
remaining sentence:

“and certify termination of the Agreement under Section14.2.2.”
1.2 CORRELATION AND INTENT OF THE CONTRACT DOCUMENTS
1.211 Insert “if possible” at the end of the second sentence.

Add the following Sections:

“1.2.4 In the case of an inconsistency between the Drawings and the Specifications,
or within either document not clarified by addendum, the better quality or greater quantity of
work shall be provided in accordance with the Architect’s interpretation.”

“1.2.5 The word “PROVIDE” as used in the Contract Documents shall mean
‘FURNISH AND INSTALL” and shall include, without limitation, all labor, materials,
equipment, transportation, services and other items required to complete the Work.”

“1.2.6 The word “PRODUCT” as used in the Contract Documents means all
materials, systems and equipment.”

1.5 OWNERSHIP AND USE OF DRAWINGS, SPECIFICATIONS AND OTHER INSTRUMENTS
OF SERVICE

Strike Section 1.5.1 in its entirety and replace with the following:

“All pre-design studies, drawings, specifications and other documents, including those in
electronic form, prepared by the Architect under this Agreement are, and shall remain, the
property of the Owner whether the Project for which they are made is executed or not.
Such documents may be used by the Owner to construct one or more like Projects without the
approval of, or additional compensation to, the Architect. The Contractor, Subcontractors, Sub-
subcontractors, and Material or Equipment Suppliers are authorized to use and reproduce
applicable portions of the Drawings, Specifications and other documents prepared by the
Architect and the Architect’s consultants appropriate to and for use in the execution of their Work
under the Contract Documents. They are not to be used by the Contractor or any Subcontractor,
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1.7

1.8

Sub-subcontractor or Material and Equipment Supplier on other Projects or for additions to this
Project outside the scope of the Work without the specific written consent of the Owner, Architect
and Architect’s consultants.

The Architect shall not be liable for injury or damage resulting from the re-use of drawings and
specifications if the Architect is not involved in the re-use Project. Prior to re-use of construction
documents for a Project in which the Architect is not also involved, the Owner will remove from

such documents all identification of the original Architect, including name, address and
professional seal or stamp.”

Strike Section 1.5.2 in its entirety.

DIGITAL DATA USE AND TRANSMISSION

Strike Section 1.7 in its entirety and replace with the following:

“The parties shall agree upon protocols governing transmission and use of Instruments of
Service or any other information or documentation in digital form.”

BUILDING INFORMATION MODELS USE AND RELIANCE

Strike Section 1.8 in its entirety.

ARTICLE 2: OWNER

22

2.3

2.3.3

234

25

EVIDENCE OF THE OWNERS FINANCIAL ARRANGEMENTS

Strike Section 2.2 in its entirety.

INFORMATION AND SERVICES REQUIRED OF THE OWNER

Strike 2.3.3 in its entirety.

Add the following sentence at the end of the paragraph:

“The Contractor, at their expense shall bear the costs to accurately identify the location of all
underground utilities in the area of their excavation and shall bear all cost for any repairs
required, out of failure to accurately identify said utilities.”

Strike Section 2.3.6 in its entirety and replace with the following:

“2.3.6 The Contractor shall be furnished free of charge (1) electronic set of the Drawings and
Project Manuals. Additional sets will be furnished at the cost of reproduction, postage and
handling.”

OWNER'’S RIGHT TO CARRY OUT THE WORK

Add “, except as outlined in Section 3.15” after the reference to “Article 15” at the end of the
last sentence of the Section.

ARTICLE 3: CONTRACTOR

3.2

REVIEW OF CONTRACT DOCUMENTS AND FIELD CONDITIONS BY CONTRACTOR

VERDANTAS SUPPLEMENTARY GENERAL CONDITIONS
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3.2.2

324

324

3.3

34

3.5

DTCC: C9004050003

Add “and Owner” after “report to the Architect” in the second sentence.
Strike “subject to Section 15.1.7” in the second sentence.

Strike the third sentence.

SUPERVISION AND CONSTRUCTION PROCEDURES

Add the following Sections:

“3.3.2.1 The Contractor shall immediately remove from the Work, whenever requested to
do so by the Owner, any person who is considered by the Owner or Architect to be incompetent
or disposed to be so disorderly, or who for any reason is not satisfactory to the Owner, and that
person shall not again be employed on the Work without the consent of the Owner or the
Architect.”

“3.3.4 The Contractor must provide suitable storage facilities at the Site for the proper
protection and safe storage of their materials, or as otherwise identified by the specifications.
Consult the Owner and the Architect before storing any materials.”

“3.3.5 When any room is used as a shop, storeroom, office, etc., by the Contractor or
Subcontractor(s) during the construction of the Work, the Contractor making use of these areas
will be held responsible for any repairs, patching or cleaning arising from such use.”

LABOR AND MATERIALS
Add the Following Sections:

‘344 Before starting the Work, each Contractor shall carefully examine all preparatory
Work that has been executed to receive their Work. Check carefully, by whatever means are
required, to insure that its Work and adjacent, related Work, will finish to proper contours, planes
and levels. Promptly notify the Architect & Owner of any defects or imperfections in preparatory
Work which will in any way affect satisfactory completion of its Work. Absence of such
notification will be construed as an acceptance of preparatory Work and later claims of defects
will not be recognized.”

“3.4.5 Under no circumstances shall the Contractor's Work proceed prior to preparatory
Work having been completely cured, dried and/or otherwise made satisfactory to receive this
Work. Responsibility for timely installation of all materials rests solely with the Contractor
responsible for that Work, who shall maintain coordination at all times.”

WARRANTY
Add the following Sections:

“3.5.3 The Contractor will guarantee all materials and workmanship against original
defects, except injury from proper and usual wear when used for the purpose intended, for two
years after Acceptance by the Owner, and will maintain all items in perfect condition during the
period of warranty.”

“3.54 Defects appearing during the period of warranty will be made good by the
Contractor at his expense upon demand of the Owner, it being required that all work will be in
perfect condition when the period of warranty will have elapsed.”

VERDANTAS SUPPLEMENTARY GENERAL CONDITIONS
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3.8

3.10

3.10.1

3.10.2

3.1

3.12

3.12.10.2
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“3.5.5 Upon notification by the Owner of a defect covered by the Contractor's warranty,
the Contractor shall respond within 4 hours of the notification.”

“3.5.6 In addition to the General Warranty there are other warranties required for certain
items for different periods of time than the two years as above, and are particularly so stated in
that part of the specifications referring to same. The said warranties will commence at the same
time as the General Warranty.”

“3.5.7 If the Contractor fails to remedy any failure, defect or damage within a reasonable
time after receipt of notice, the Owner will have the right to replace, repair, or otherwise remedy
the failure, defect or damage at the Contractor’s expense.”

ALLOWANCES
Add the following Section:

“3.8.1.1 For costs to be covered under a project allowance, (included in the schedule of
values) the Contractor shall submit a summary of those costs anticipated and an Allowance
Access Authorization Form to the Architect and Owner, reflecting the projected costs. The
Allowance Access Authorization Form must be signed by the Owner prior to initiating any work
associated with the allowance.”

CONTRACTOR’S CONSTRUCTION AND SUBMITTAL SCHEDULES
Add “estimated” after “and the” and before “date of” in the second sentence.

Strike “and thereafter as necessary to maintain a current submittal schedule” in the first
sentence.

DOCUMENTS AND SAMPLES AT THE SITE
Add the following Sections:

“3.11.1 During the course of the Work, the Contractor shall maintain a record set of
drawings on which the Contractor shall mark the actual physical location of all piping, valves,
equipment, conduit, outlets, access panels, controls, actuators, including all appurtenances that
will be concealed once construction is complete, etc., including all invert elevations.”

“3.11.2 At the completion of the project, the Contractor shall obtain a set of the conformed
contract drawings from the Architect, and neatly transfer all information outlined in 3.11.1 to
provide a complete record of the as-built conditions.”

“3.11.3 Upon completion of the work noted in 3.11.2 the contractor shall schedule a
meeting with the Architect/Engineer and Owner to review the final record drawings and closeout
documents prior to submission. After this meeting the Contractor shall make adjustments per
the review, and submit one (1) original markup and (2) copies of the red line drawings (as-built
conditions, to the Owner and one (1) print to the Architect. In addition, attach one complete set of
the as-built documents to each of the Operating and Maintenance Instructions/Manuals. The
Contractor will include (2) USB drives, each containing all “red line drawings (as-built) and
Closeout Documents properly tabbed in accordance with closeout requirements as defined
elsewhere in the contract documents.”

SHOP DRAWINGS, PRODUCT DATA AND SAMPLES

Strike “If the Contract Documents require” from the beginning of the sentence.
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3.12.10.2  Strike “to” between “professional” and certify” and replace with “shall”.

3.17 Insert “indemnify and” between “shall” and “hold” in the second sentence.

ARTICLE 4: ADMINISTRATION OF THE CONTRACT

4.2 ADMINISTRATION OF THE CONTRACT

427 Strike the first sentence and replace with the following:
“The Architect will review and approve or take other appropriate action upon the Contractor’s
submittals such as Shop Drawings, Product Data and Samples for the purpose of checking for
conformance with the Contract Documents.”

4.2.7 Strike the second sentence and replace with the following:
“The Architect’s action will be taken with such reasonable promptness as to cause no delay in
the Work in the activities of the Owner, Contractor or separate Contractors, while allowing
sufficient time in the Owner’s professional judgment to permit adequate review.”

Add the following Section:

“4.2.10.1 There will be no full-time Project Representative provided by the Owner or
Architect on this project.”

‘4213 Add “and in compliance with all local requirements.” to the end of the sentence.”
ARTICLE 5: SUBCONTRACTORS
52 AWARD OF SUBCONTRACTS AND OTHER CONTRACTS FOR PORTIONS OF THE WORK
5.2.3 Strike Section 5.2.3 in its entirety and replace with the following:

“If the Owner or Architect has reasonable objection to a person or entity proposed by the

Contractor, the Contractor shall propose another to whom the Owner or Architect has no

reasonable objection, subject to the statutory requirements of 29 Delaware Code §
6962(d)(10)b.3 and 4.”

524 Strike Section 5.2.4 in its entirety and replace with the following:

"The Contractor may not substitute any Subcontractor listed in its Bid unless the Contractor
complies with the requirements of 29 Delaware Code § 6962(d)(10)b.3 and 4. Failure to comply
with this requirement shall subject the Contractor to a penalty as outlined in Section 5.2 of the
Owner’s General Requirements.”

Add the following Section:

“5.2.5 The Contractor shall comply and shall ensure all Subcontractors comply with all
requirements  for drug  testing as set forth in TITLE 19 LABOR
DELAWARE ADMINISTRATIVE CODE 4000 Office of Management and Budget 4100 Division
of Facilites Management 4104 Regulations for the Drug Testing of Contractor and
Subcontractor Employees Working on Large Public Works Projects.”
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ARTICLE 6: CONSTRUCTION BY OWNER OR BY SEPARATE CONTRACTORS

6.1 OWNER'S RIGHT TO PERFORM CONSTRUCTION AND TO AWARD SEPARATE
CONTRACTS

6.1.1 Strike “and waiver of subrogation” from the end of the second sentence.

6.1.4 Strike Section 6.1.4 in its entirety.

6.2 MUTUAL RESPONSIBILITY

6.2.3 Strike “shall” and replace with “may” in the second sentence.

ARTICLE 7: CHANGES IN THE WORK

(SEE ARTICLE 7: CHANGES IN WORK IN THE STATE OF DELAWARE DIVISION OF
FACILITIES MANAGEMENT GENERAL REQUIREMENTS)

7.2 CHANGE ORDERS
Add the following Sections:

“7.2.2 In addition to the above:

7.2.21 The General Contractor is allowed a fifteen percent (15%) markup for overhead
and profit for additional work performed by the General Contractor’s own forces.

7222 For additional subcontractor work, the Subcontractor is allowed a fifteen (15)
percent overhead and profit on change order work above and beyond the direct costs stated
previously. To this amount, the General Contractor will be allowed a mark-up not exceeding
seven- and one-half percent (7.5%) on the subcontractor’s work.

7223 Where the Third Tier Contractor is going to be completing the additional work,
the Third-Tier contractor will be allowed a markup of fifteen percent (15%) overhead and
profit on changes order work above and beyond the direct costs stated previously. To this
amount, the Subcontractor will be allowed a markup not to exceed seven and one-half
percent (7.5%) on the Third-Tier Contractor's work and the General Contractor will be
allowed a markup not to exceed seven and one-half percent (7.5%) of the amount of the
Subcontractor’'s markup.

7224 No additional costs shall be allowed for changes related to the Contractor’s
onsite superintendent/staff, or project manager, unless a change in the work changes the
project duration and is identified by the CPM schedule. There will be no other costs
associated with the change order.

7225 These markups shall include all costs including, but not limited to: overhead,
profit, bonds, insurance, supervision, etc.”

7.3.4.1 Strike “and other employee costs approved by the Architect’ after “worker's compensation
insurance,”

7.34.4 Add “work attributable to the” before “change” at the end of the sentence.

7.4 MINOR CHANGES IN THE WORK
Add “unless such changes are approved” at the end of the third sentence.

VERDANTAS SUPPLEMENTARY GENERAL CONDITIONS
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ARTICLE 8: TIME

8.2

8.2.1

8.2.2

824

8.3

8.3.1

8.3.3

PROGRESS AND COMPLETION
Add the following Section:

“8.2.1.1 Refer to Project Specifications Section SUMMARY OF WORK for Contract time
requirements.”

After “by the Contractor” strike “and” and insert “t0”.

Add the following Section:

“8.2.4 If the Work falls behind the Progress Schedule as submitted by the Contractor,
the Contractor shall employ additional labor and/or equipment necessary to bring the Work into
compliance with the Progress Schedule at no additional cost to the Owner.”

DELAYS AND EXTENSION OF TIME

Strike “binding dispute resolution” and insert “any and all remedies at law or in equity”.

Add the following Section:

“8.3.2.1 The Contractor shall update the status of the suspension, delay, or interruption of
the Work with each Application for Payment. (The Contractor shall report the termination of such
cause immediately upon the termination thereof.) Failure to comply with this procedure shall
constitute a waiver for any claim for adjustment of time or price based upon said cause.”

Strike Section 8.3.3 in its entirety and replace with the following:

“Except in the case of a suspension of the Work directed by the Owner, an extension of time
under the provisions of Section 8.3.1 shall be the Contractor’s sole remedy in the progress of the
Work and there shall be no payment or compensation to the Contractor for any expense or
damage resulting from the delay.”

Add the following Section:

“8.3.4 By permitting the Contractor to work after the expired time for completion of the
project, the Owner does not waive their rights under the Contract.”

ARTICLE 9: PAYMENTS AND COMPLETION

9.2 SCHEDULE OF VALUES
Add the following Sections:
“9.2.1 The Schedule of Values shall be submitted using AIA Document G703,
Continuation Sheet to G702.”
“9.2.2 The Schedule of Values is to include a line item for Project Closeout Document
Submittal. The value of this item is to be no less than 1.5% of the initial contract amount.”

9.3 APPLICATIONS FOR PAYMENT

VERDANTAS SUPPLEMENTARY GENERAL CONDITIONS
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9.5

9.6

9.6.1

9.6.8

9.7
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Strike Section 9.3.1 in its entirety and replace with the following:

“At least ten days before the date established for each progress payment, the Contractor shall
submit to the Architect an itemized Application for Payment prepared in accordance with the
schedule of values for completed portions of the Work. The application shall be notarized, and
supported by all data substantiating the Contractor’s right to payment that the Owner or Architect
require, such as copies of requisitions, and releases and waivers of liens from Subcontractors
and suppliers, and shall reflect retainage.”

Add the following Sections:

“9.3.1.3 Application for Payment shall be submitted on AIA Document G702 “Application
and Certificate for Payment”, supported by AIA Document G703 “Continuation Sheet’. Said
Applications shall be fully executed and notarized.”

“9.34 Until Closeout Documents have been received and outstanding items completed
the Owner will pay 95% (ninety-five percent) of the amount due the Contractor on account of
progress payments.”

“9.3.5 The Contractor shall provide a current and updated Progress Schedule to the
Architect with each Application for Payment. Failure to provide Schedule will be just cause for
rejection of Application for Payment.”

DECISIONS TO WITHHOLD CERTIFICATION
Add the following Subsections to 9.5.1:

.8 failure to provide a current Progress Schedule;
9 a lien or attachment is filed;
.10 failure to comply with mandatory requirements for maintaining Record Documents.

PROGRESS PAYMENTS
Strike Section 9.6.1 in its entirety and replace with the following:

“9.6.1 After the Architect has approved and issued a Certificate for Payment, payment
shall be made by the Owner within 30 days after Owner’s receipt of the Certificate for Payment.”

Strike “Provided the Owner has fulfilled its payment obligations under the Contract Documents,”
in the first sentence.

FAILURE OF PAYMENT
Strike Section 9.7 in its entirety and replace with the following:

“If the Architect does not issue a Certificate for Payment, through no fault of the Contractor,
within fourteen days after receipt of the Contractor’s Application for Payment, or if the Owner
does not pay the Contractor within thirty days after the date established in the Contract
Documents, the amount certified by the Architect, then the Contractor may, upon thirty additional
days’ notice to the Owner and Architect, stop the Work until payment of the amount owing has
been received. The Contract Time shall be extended appropriately and the Contract Sum shall
be increased by the amount of the Contractor’'s reasonable costs of shutdown, delay and start-
up, plus interest as provided for in the Contract Documents.”

VERDANTAS SUPPLEMENTARY GENERAL CONDITIONS
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9.8.3

9.8.5

9.85

9.9

9.9.1

9.10.2
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SUBSTANTIAL COMPLETION
At the end of Section 9.8.3, add the following sentence:

“If the Architect is required to make more than 2 inspections of the same portion of work, the
Contractor shall be responsible for all costs associated with subsequent inspections including but
not limited to any Architect’s fees.”

Strike “shall” and insert “may” in the second sentence.
Insert “1/2 of the” after “make payment of” in the second sentence.
PARTIAL OCCUPANCY OR USE

Strike the the first sentence and replace with the following (the remainder of the Section remains
as written):

“The Owner may occupy or use any completed or partially completed portion of the Work at any
stage when such portion is designated by separate agreement with the Contractor, provided
such occupancy or use authorized by public authorities having jurisdiction over the Project.”
Strike “to remain in force after final payment is currently in effect” after “required by the Contract
Documents” and replace with “shall remain in force until final payment is completed” in the first
sentence.

Strike “if permitted by the Contract Documents,”

ARTICLE 10: PROTECTION OF PERSONS AND PROPERTY

10.1

10.1.1

10.1.2

10.2

10.2.4.1

10.2.5

SAFETY PRECAUTIONS AND PROGRAMS
Add the following Sections:

Each Contractor shall develop a safety program in accordance with the Occupational Safety and
Health Act of 1970. A copy of said plan shall be furnished to the Owner and Architect prior to the
commencement of that Contractor's Work.

Each Contractor shall appoint a Safety Representative. Safety Representatives shall be
someone who is on site on a full time basis. If deemed necessary by the Owner or Architect,
Contractor Safety meetings will be scheduled. The attendance of all Safety Representatives will
be required. Minutes will be recorded of said meetings by the Contractor and will be distributed
to all parties as well as posted in all job offices/trailers etc.

SAFETY OF PERSONS AND PROPERTY
Add the following Section:

As required in the Hazardous Chemical Act of June 1984, all vendors supplying any material that
may be defined as hazardous must provide Material Safety Data Sheets for those products. Any
chemical product should be considered hazardous if it has a caution warning on the label
relating to a potential physical or health hazard, if it is known to be present in the work place, and
if employees may be exposed under normal conditions or in foreseeable emergency situations.
Material Safety Data Sheets shall be provided directly to the Owner, along with the shipping slips
that include those products.

Strike the second sentence in its entirety.

VERDANTAS SUPPLEMENTARY GENERAL CONDITIONS
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10.3 HAZARDOUS MATERIALS AND SUBSTANCES

10.3.3 Strike Section 10.3.3 in its entirety.

10.34 Insert “hazardous” in the last sentence after “handling of such” .
10.3.6 Strike Section 10.3.6 in its entirety.

ARTICLE 11: INSURANCE AND BONDS

11.1 CONTRACTOR’S INSURANCE AND BONDS

11.11 Strike “Owner” from the third sentence.

11.2 OWNER'’S LIABILITY INSURANCE
Strike 11.2 in its entirety, except that in the case of school projects in which case Section 11.2
shall remain.

11.3 WAIVERS OF SUBROGATION

Delete Section 11.3 in its entirety

11.4 LOSS OF USE, BUSINESS INTERRUPTION, AND DELAY IN COMPLETION INSURANCE
Delete Section 11.4 in its entirety

ARTICLE 12: UNCOVERING AND CORRECTION OF WORK

12.2.2 AFTER SUBSTANTIAL COMPLETION
Add the following Section:
“12.2.21.1 At any time during the progress of the Work, or in any case where the nature of
the defects will be such that it is not expedient to have corrected, the Owner, at its option, will
have the right to deduct such sum, or sums, of money from the amount of the Contract as it
considers justified to adjust the difference in value between the non-conforming work and that
required under contract including any damage to the structure.”

12.2.2.1 Strike all references to “one year” or “one-year” and replace with “two years”.

12.2.2.2 Strike “one-year” and replace with “two years”.

12.2.2.3 Strike “one-year” and replace with “two years”.

12.2.5 Strike “one-year” and replaced with “two years”.

ARTICLE 13: MISCELLANEOUS PROVISIONS

13.1 GOVERNING LAW

Strike the last sentence.

134 TESTS AND INSPECTIONS

VERDANTAS SUPPLEMENTARY GENERAL CONDITIONS
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13.41 Strike the last sentence and replace with the following:

“The Owner shall pay for tests, inspections, or approvals where building codes or applicable
laws or regulations prohibit the Owner from delegating their cost to the Contractor.”

13.5 INTEREST
Strike “the date payment is due at such rate as the parties may agree upon in writing or, in the
absence thereof, at the legal rate prevailing from time to time at the place where the Project is
located” and replace with “30 days of presentment of the authorized Certificate of Payment at the
annual rate of 12% or 1% per month.”
Insert the following Section:

“13.6 CONFLICTS WITH FEDERAL STATUTES OR REGULATIONS

13.6.1 If any provision, specifications or requirement of the Contract Documents conflict or is
inconsistent with any statute, law or regulation of the government of the United State of America,

the Contractor shall notify the Architect and Owner immediately upon discovery.”

ARTICLE 14: TERMINATION OR SUSPENSION OF THE CONTRACT

14.1 TERMINATION BY THE CONTRACTOR
14.1.1.4 Insert “, upon the Contractors’ request,” after “furnish to the Contractor”.

14.1.3 Strike “and profit on Work not executed, and” after “as well as reasonable overhead” and
replace with “, profit, and reasonable”

14.3 SUSPENSION BY OWNER FOR CONVENIENCE

14.3.2 Strike “Adjustment of the Contract Sum shall include profit”.

14.4 TERMINATION BY THE OWNER FOR CONVENIENCE

14.4.3 Strike Section 14.4.3 in its entirety and replace with the following:
“In case of such termination for the Owner’s convenience, the Contractor shall be entitled to
receive payment for Work executed, and reasonable costs incurred by reason of such
termination along with reasonable overhead.”

ARTICLE 15: CLAIMS AND DISPUTES

15.1 CLAIMS

15.1.2 TIME LIMITS ON CLAIMS
Strike the last sentence.

15.1.3 NOTICE OF CLAIM

Strike all references to “21” and replace with “45”.

15.1.5 CLAIMS FOR ADDITIONAL COSTS

VERDANTAS SUPPLEMENTARY GENERAL CONDITIONS
PROJECT NO. 37555 0073 13-12



DTCC STANTON CAMPUS
NEWARK, DELAWARE

STANTON PARKING LOT SINKHOLE
IMPROVEMENTS

DTCC: C9004050003

Strike the first sentence and replace with the following:

“Contractor shall not proceed to execute any portion of the Work that is subject to the Claim
without prior approval of the costs or method of payment for the costs associated with the
Claim as determined by the Architect and approved by the Owner.”

15.1.7 WAIVER OF CLAIMS FOR CONSEQUENTIAL DAMAGES
Strike Section 15.1.7 in its entirety.

15.2 INITIAL DECISION

15.2.1 Strike “and binding dispute resolution” in the fourth sentence and replace with “or any and all
remedies at law or in equity”.

15.2.5 Strike Section 15.2.5 in its entirety and replace with the following:
“The Architect will approve or reject Claims by written decision, which shall state the reasons
therefore and shall notify the parties of any change in the Contract Sum or Contract Time or
both. The approval or rejection of a Claim by the Architect shall be subject to mediation and any
or all remedies at law or in equity.”

15.2.6 Strike Section 15.2.6 and its sub-Sections in their entirety.

15.3 MEDIATION

15.3.1 Strike “binding dispute resolution” and replace with “any or all remedies at law or in equity”.

156.3.2 Strike “, shall be administered by the American Arbitration Association in accordance with its
Construction Industry Mediation Procedure in effect on the date of the Agreement,” in the first
sentence.

15.3.2 Strike all references to “binding dispute resolution” and replace with “any or all remedies at law
and in equity”.

15.3.3 Strike Section 15.3.3 in its entirety.

15.4 ARBITRATION
Strike Section 15.4 and its Subsections in their entirety.

END OF SECTION
VERDANTAS SUPPLEMENTARY GENERAL CONDITIONS
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SECTION 00 73 43
WAGE RATE REQUIREMENTS

ARTICLE 1: GENERAL PROVISIONS

1.1 Prevailing wages are applicable to this project per the requirements noted in Delaware’s
Prevailing Wage Law, 29 Del.C.§6960 and Regulations as noted.

1.2 Prevailing Wage Rates, as directed by Delaware Law, must be adhered to where applicable.
Davis-Bacon Act wages, in accordance with Subchapter IV of Chapter 31 of Title 40USC, must
be adhered to. Contractors must pay the higher of the two rates.

1.3 A copy of the Prevailing Wages letter from the Delaware Department of Labor, and Davis-Bacon
Act wage rates, for the project is attached here to.

END OF SECTION

VERDANTAS WAGE RATE REQUIREMENTS
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SECTION 00 81 13

GENERAL REQUIREMENTS
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ARTICLE 1:

1.1

1.1.1

1.2

1.2.1

ARTICLE 2:

ARTICLE 3:

3.1

3.2

IMPROVEMENTS
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GENERAL
CONTRACT DOCUMENTS

The intent of the Contract Documents is to include all items necessary for the proper
execution and completion of the Work by the Contractor. The Contract Documents are
complementary and what is required by one shall be as binding as if required by all.
Performance by the Contractor shall be required to an extent consistent with the Contract
Documents and reasonably inferable from them as being necessary to produce the intended
results.

Work including material purchases shall not begin until the Contractor is in receipt of a
bonafide State of Delaware Purchase Order. Any work performed or material purchases
prior to the issuance of the Purchase Order is done at the Contractor’s own risk and cost.

EQUALITY OF EMPLOYMENT OPPORTUNITY ON PUBLIC WORKS

For Public Works Projects financed in whole or in part by state appropriation the Contractor
agrees that during the performance of this contract:

1. The Contractor will not discriminate against any employee or applicant for
employment because of race, creed, sex, color, sexual orientation, gender identity
or national origin. The Contractor will take positive steps to ensure that applicants
are employed and that employees are treated during employment without regard
to their race, creed, sex, color, sexual orientation, gender identity or national origin.
Such action shall include, but not be limited to, the following: employment,
upgrading, demotion or transfer; recruitment or recruitment advertising; layoff or
termination; rates of pay or other forms of compensation; and selection for training,
including apprenticeship. The Contractor agrees to post in conspicuous places
available to employees and applicants for employment notices to be provided by
the contracting agency setting forth this nondiscrimination clause.

2. The Contractor will, in all solicitations or advertisements for employees placed by
or on behalf of the Contractor, state that all qualified applicants will receive
consideration for employment without regard to race, creed, sex, color, sexual
orientation, gender identity or national origin.”

OWNER

(NO ADDITIONAL GENERAL REQUIREMENTS — SEE SUPPLEMENTARY GENERAL
CONDITIONS)

CONTRACTOR

Schedule of Values: The successful Bidder shall within twenty (20) days after receiving
notice to proceed with the work, furnish to the Owner a complete schedule of values on the
various items comprising the work.

Subcontracts: Upon approval of Subcontractors, the Contractor shall award their
Subcontracts as soon as possible after the signing of their own contract and see that all
material, their own and those of their Subcontractors, are promptly ordered so that the work
will not be delayed by failure of materials to arrive on time.

VERDANTAS GENERAL REQUIREMENTS
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3.3 Before commencing any work or construction, the General Contractor is to consult with the
Owner as to matters in connection with access to the site and the allocation of Ground Areas
for the various features of hauling, storage, etc.

34 The Contractor shall supervise and direct the Work, using the Contractor's best skill and
attention. The Contractor shall be solely responsible for and have control over construction
means, methods, techniques, sequences and procedures and for coordinating all portions of
the Work under the Contract, unless the Contract Documents give other specific instructions.

3.5 The Contractor shall enforce strict discipline and good order among the Contractor's
employees and other persons carrying out the Contract. The Contractor shall not permit
employment of unfit persons or persons not skilled in tasks assigned to them.

3.6 The Contractor warrants to the Owner that materials and equipment furnished will be new
and of good quality, unless otherwise permitted, and that the work will be free from defects
and in conformance with the Contract Documents. Work not conforming to these
requirements, including substitutions not properly approved, may be considered defective. If
required by the Owner, the Contractor shall furnish evidence as to the kind and quality of
materials and equipment provided.

3.7 Unless otherwise provided, the Contractor shall pay all sales, consumer, use and other
similar taxes, and shall secure and pay for required permits, fees, licenses, and inspections
necessary for proper execution of the Work.

3.8 The Contractor shall comply with and give notices required by laws, ordinances, rules,
regulations, and lawful orders of public authorities bearing on performance of the Work. The
Contractor shall promptly notify the Owner if the Drawings and Specifications are observed
to be at variance therewith.

3.9 The Contractor shall be responsible to the Owner for the acts and omissions of the
Contractor's employees, Subcontractors and their agents and employees, and other persons
performing portions of the Work under contract with the Contractor.

3.10 The Contractor shall keep the premises and surrounding area free from accumulation of
waste materials or rubbish caused by operations under the Contract. At completion of the
Work the Contractor shall remove from and about the Project all waste materials, rubbish,
the Contractor's tools, construction equipment, machinery and surplus materials. The
Contractor shall be responsible for returning all damaged areas to their original conditions.

3.11 STATE LICENSE AND TAX REQUIREMENTS

3.11.1 Each Contractor and Subcontractor shall be licensed to do business in the State of
Delaware and shall pay all fees and taxes due under State laws. In conformance with
Section 2503, Chapter 25, Title 30, Delaware Code, "the Contractor shall furnish the
Delaware Department of Finance within ten (10) days after entering into any contract with
a contractor or subcontractor not a resident of this State, a statement of total value of such
contract or contracts together with the names and addresses of the contracting parties.”

3.12 The Contractor shall comply with all requirements set forth in Section 6962, Chapter 69,
Title 29 of the Delaware Code.

3.13 During the contract Work, the Contractor and each Subcontractor, shall implement an
Employee Drug Testing Program in accordance with OMB Regulation 4104 - “Regulations
for the Drug Testing of Contractor and Subcontractor Employees Working

VERDANTAS GENERAL REQUIREMENTS
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ARTICLE 4:

4.1

4.1.1

4.2

4.2.1

IMPROVEMENTS
DTCC: C9004050003

on “Large Public Works Projects”. “Large Public Works” is based upon the current
threshold required for bidding Public Works as set by the Purchasing and Contracting
Advisory Council.

ADMINISTRATION OF THE CONTRACT
CONTRACT SURETY
PERFORMANCE BOND AND LABOR AND MATERIAL PAYMENT BOND

All bonds will be required as follows unless specifically waived elsewhere in the Bidding
Documents.

Contents of Performance Bonds — The bond shall be in the form approved by the Office of
Management and Budget. The bond shall be conditioned upon the faithful compliance and
performance by the successful bidder of each and every term and condition of the contract
and the proposal, plans, specifications, and bid documents thereof. Each term and
condition shall be met at the time and in the manner prescribed by the Contract, Bid
documents and the specifications, including the payment in full to every person furnishing
materiel or performing labor in the performance of the Contract, of all sums of money due
the person for such labor and materiel. (The bond shall also contain the successful
bidder's guarantee to indemnify and save harmless the State and the agency from all
costs, damages and expenses growing out of or by reason of the Contract in accordance
with the Contract.)

Invoking a Performance Bond — The agency may, when it considers that the interest of the
State so requires, cause judgement to be confessed upon the bond.

Within twenty (20) days after the date of notice of award of contract, the Bidder to whom the
award is made shall furnish a Performance Bond and Labor and Material Payment Bond,
each equal to the full amount of the Contract price to guarantee the faithful performance of
all terms, covenants and conditions of the same. The bonds are to be issued by an
acceptable Bonding Company licensed to do business in the State of Delaware and shall be
issued in duplicate.

Performance and Payment Bonds shall be maintained in full force (warranty bond) for a
period of two (2) years after the date of the Certificate for Final Payment. The Performance
Bond shall guarantee the satisfactory completion of the Project and that the Contractor will
make good any faults or defects in his work which may develop during the period of said
guarantees as a result of improper or defective workmanship, material or apparatus,
whether furnished by themselves or their Sub-Contractors. The Payment Bond shall
guarantee that the Contractor shall pay in full all persons, firms or corporations who furnish
labor or material or both labor and material for, or on account of, the work included herein.
The bonds shall be paid for by this Contractor. The Owner shall have the right to demand
that the proof parties signing the bonds are duly authorized to do so.

FAILURE TO COMPLY WITH CONTRACT

If any firm entering into a contract with the State, or Agency that neglects or refuses to
perform or fails to comply with the terms thereof, the Agency which signed the Contract
may terminate the Contract and proceed to award a new contract in accordance with this
Chapter 69, Title 29 of the Delaware Code or may require the Surety on the Performance
Bond to complete the Contract in accordance with the terms of the Performance Bond.
Nothing herein shall preclude the Agency from pursing additional remedies as otherwise
provided by law.

VERDANTAS GENERAL REQUIREMENTS
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43

4.3.1

432

4.4

4.4.1

442

ARTICLE 5:

5.1

IMPROVEMENTS
DTCC: C9004050003

CONTRACT INSURANCE AND CONTRACT LIABILITY

In addition to the bond requirements stated in the Bid Documents, each successful Bidder
shall purchase adequate insurance for the performance of the Contract and, by submission
of a Bid, agrees to indemnify and save harmless and to defend all legal or equitable
actions brought against the State, any Agency, officer and/or employee of the State, for
and from all claims of liability which is or may be the result of the successful Bidder's
actions during the performance of the Contract.

The purchase or nonpurchase of such insurance or the involvement of the successful
Bidder in any legal or equitable defense of any action brought against the successful
Bidder based upon work performed pursuant to the Contract will not waive any defense
which the State, its agencies and their respective officers, employees and agents might
otherwise have against such claims, specifically including the defense of sovereign
immunity, where applicable, and by the terms of this section, the State and all agencies,
officers and employees thereof shall not be financially responsible for the consequences of
work performed, pursuant to said contract.

RIGHT TO AUDIT RECORDS

The Owner shall have the right to audit the books and records of a Contractor or any
Subcontractor under any Contract or Subcontract to the extent that the books and records
relate to the performance of the Contract or Subcontract.

Said books and records shall be maintained by the Contractor for a period of seven (7)
years from the date of final payment under the Prime Contract and by the Subcontractor
for a period of seven (7) years from the date of final payment under the Subcontract.

SUBCONTRACTORS
SUBCONTRACTING REQUIREMENTS

All contracts for the construction, reconstruction, alteration or repair of any public building
(not a road, street or highway) shall be subject to the following provisions:

1. A contract shall be awarded only to a Bidder whose Bid is accompanied by a
statement containing, for each Subcontractor category, the name and address
(city or town and State only — street number and P.O. Box addresses not required)
of the subcontractor whose services the Bidder intends to use in performing the
Work and providing the material for such Subcontractor category.

2. A Bid will not be accepted nor will an award of any Contract be made to any
Bidder which, as the Prime Contractor, has listed itself as the Subcontractor for
any Subcontractor unless:

A. It has been established to the satisfaction of the awarding Agency that the
Bidder has customarily performed the specialty work of such
Subcontractor category by artisans regularly employed by the Bidder’s
firm;

B. That the Bidder is duly licensed by the State to engage in such specialty
work, if the State requires licenses; and

VERDANTAS GENERAL REQUIREMENTS
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C. That the Bidder is recognized in the industry as a bona fide Subcontractor
or Contractor in such specialty work and Subcontractor category.

5.1.2 The decision of the awarding Agency as to whether a Bidder who list itself as the
Subcontractor for a Subcontractor category shall be final and binding upon all Bidders, and
no action of any nature shall lie against any awarding agency or its employees or officers
because of its decision in this regard.

51.3 After such a Contract has been awarded, the successful Bidder shall not substitute another
Subcontractor for any Subcontractor whose name was set forth in the statement which
accompanied the Bid without the written consent of the awarding Agency.

514 No Agency shall consent to any substitution of Subcontractors unless the Agency is
satisfied that the Subcontractor whose name is on the Bidders accompanying statement:

A. Is unqualified to perform the work required;
B. Has failed to execute a timely reasonable Subcontract;
C. Has defaulted in the performance on the portion of the work covered by the

Subcontract; or
D. Is no longer engaged in such business.

51.5 Should a Bidder be awarded a contract, such successful Bidder shall provide to the agency
the taxpayer identification license numbers of such subcontractors. Such numbers shall be
provided on the later of the date on which such subcontractor is required to be identified or
the time the contract is executed. The successful Bidder shall provide to the agency to
which it is contracting, within 30 days of entering into such public works contract, copies of
all Delaware Business licenses of subcontractors and/or independent contractors that will
perform work for such public works contract. However, if a subcontractor or independent
contractor is hired or contracted more than 20 days after the Bidder entered the public works
contract the Delaware Business license of such subcontractor or independent contractor
shall be provided to the agency within 10 days of being contracted or hired.

51.6 The Contractor may employ additional Subcontractors on the jobsite only after submitting a
copy of the Subcontractor's Employee Drug Testing Program to the Owner for approval. A
Contractor or Subcontractor shall not commence work until the Owner has concluded its
review and determined that the submitted Employee Drug Testing Program complies with
OMB Regulation 4104.

52 PENALTY FOR SUBSTITUTION OF SUBCONTRACTORS

5.2.1 Should the Contractor fail to utilize any or all of the Subcontractors in the Contractor’s Bid
statement in the performance of the Work on the public bidding, the Contractor shall be
penalized in the amount of (project specific amount®). The Agency may determine to deduct
payments of the penalty from the Contractor or have the amount paid directly to the Agency.
Any penalty amount assessed against the Contractor may be remitted or refunded, in whole
orin part, by the Agency awarding the Contract, only if it is established to the satisfaction of
the Agency that the Subcontractor in question has defaulted or is no longer engaged in such
business. No claim for the remission or refund of any penalty shall be granted unless an
application is filed within one year after the liability of the successful Bidder accrues. Al

VERDANTAS GENERAL REQUIREMENTS
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penalty amounts assessed and not refunded or remitted to the contractor shall be reverted
to the State.

*one (1) percent of contract amount not to exceed $10,000
5.3 ASBESTOS ABATEMENT
5.3.1 The selection of any Contractor to perform asbestos abatement for State-funded projects

shall be approved by the Office of Management and Budget, Division of Facilities
Management pursuant to Chapter 78 of Title 16.

5.4 STANDARDS OF CONSTRUCTION FOR THE PROTECTION OF THE PHYSICALLY
HANDICAPPED
541 All Contracts shall conform with the standard established by the Delaware Architectural

Accessibility Board unless otherwise exempted by the Board.
55 CONTRACT PERFORMANCE

5.5.1 Any firm entering into a Public Works Contract that neglects or refuses to perform or fails
to comply with its terms, the Agency may terminate the Contract and proceed to award a
new Contract or may require the Surety on the Performance Bond to complete the
Contract in accordance with the terms of the Performance Bond.

ARTICLE 6: CONSTRUCTION BY OWNER OR SEPARATE CONTRACTORS

6.1 The Owner reserves the right to simultaneously perform other construction or operations
related to the Project with the Owner's own forces, and to award separate contracts in
connection with other portions of the Project or other Projects at the same site.

6.2 The Contractor shall afford the Owner and other Contractors reasonable opportunity for
access and storage of materials and equipment, and for the performance of their activities,
and shall connect and coordinate their activities with other forces as required by the Contract
Documents.

ARTICLE 7: CHANGES IN THE WORK

7.1 The Owner, without invalidating the Contract, may order changes in the Work consisting of
Additions, Deletions, Modifications or Substitutions, with the Contract Sum and Contract
completion date being adjusted accordingly. Such changes in the Work shall be authorized
by written Change Order signed by the Professional, as the duly authorized agent, the
Contractor and the Owner.

7.2 The Contract Sum and Contract Completion Date shall be adjusted only by a fully executed
Change Order.
7.3 The additional cost, or credit to the Owner resulting from a change in the Work shall be by

mutual agreement of the Owner, Contractor and the Architect. In all cases, this cost or credit
shall be based on the ‘DPE’ wages required and the “invoice price” of the
materials/equipment needed.

7.31 “DPE” shall be defined to mean “direct personnel expense”. Direct payroll expense includes
prevailing wage rates plus a maximum multiplier of 1.35 times DPE. For example, if the
prevailing wage rate is $50/hour, the DPE would be $67.50/hour (50 x 1.35).

VERDANTAS GENERAL REQUIREMENTS
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732

7.3.3

7.3.3.1

7.3.3.2

7.3.3.3

7334

7.3.3.5

ARTICLE 8:

8.1

8.2

8.3

8.4

8.4.1

IMPROVEMENTS
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“Invoice price” of materials/equipment shall be defined to mean the actual cost of materials
and/or equipment that is paid by the Contractor, (or subcontractor), to a material distributor,
direct factory vendor, store, material provider, or equipment leasing entity. Rates for
equipment that is leased and/or owned by the Contractor or subcontractor(s) shall not
exceed those listed in the latest version of the “Means Building Construction Cost Data”
publication.

In addition to the above:

The General Contractor is allowed a fifteen percent (15%) markup for overhead and profit
for additional work performed by the General Contractor’'s own forces.

For additional subcontractor work, the Subcontractor is allowed a fifteen (15) percent
overhead and profit on change order work above and beyond the direct costs stated
previously. To this amount, the General Contractor will be allowed a mark-up not
exceeding seven- and one-half percent (7.5%) on the subcontractor’s work.

Where the Third Tier Contractor is going to be completing the additional work, the Third-
Tier contractor will be allowed a markup of fifteen percent (15%) overhead and profit on
changes order work above and beyond the direct costs stated previously. To this amount,
the Subcontractor will be allowed a markup not to exceed seven and one-half percent
(7.5%) on the Third-Tier Contractor’'s work and the General Contractor will be allowed a
markup not to exceed seven and one-half percent (7.5%) of the amount of the
Subcontractor’'s markup.

No additional costs shall be allowed for changes related to the Contractor's onsite
superintendent/staff, or project manager, unless a change in the work changes the project
duration and is identified by the CPM schedule. There will be no other costs associated
with the change order.

These markups shall include all costs including, but not limited to: overhead, profit, bonds,
insurance, supervision, etc.

TIME

Time limits, if any, are as stated in the Project Manual. By executing the Agreement, the
Contractor confirms that the stipulated limits are reasonable, and that the Work will be
completed within the anticipated time frame.

If progress of the Work is delayed at any time by changes ordered by the Owner, by labor
disputes, fire, unusual delay in deliveries, abnormal adverse weather conditions,
unavoidable casualties or other causes beyond the Contractor's control, the Contract Time
shall be extended for such reasonable time as the Owner may determine.

Any extension of time beyond the date fixed for completion of the construction and
acceptance of any part of the Work called for by the Contract, or the occupancy of the
building by the Owner, in whole or in part, previous to the completion shall not be deemed a
waiver by the Owner of his right to annul or terminate the Contract for abandonment or delay
in the matter provided for, nor relieve the Contractor of full responsibility

SUSPENSION AND DEBARMENT

Per Section 6962(d)(14), Title 29, Delaware Code, “Any Contractor who fails to perform a
public works contract or complete a public works project within the time schedule

VERDANTAS GENERAL REQUIREMENTS
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established by the Agency in the Invitation To Bid, may be subject to Suspension or Debarment for one or
more of the following reasons: a) failure to supply the adequate labor supply ratio for the
project; b) inadequate financial resources; or, ¢) poor performance on the Project.”

8.4.2 “Upon such failure for any of the above stated reasons, the Agency that contracted for the
public works project may petition the Director of the Office of Management and Budget for
Suspension or Debarment of the Contractor. The Agency shall send a copy of the petition
to the Contractor within three (3) working days of filing with the Director. If the Director
concludes that the petition has merit, the Director shall schedule and hold a hearing to
determine whether to suspend the Contractor, debar the Contractor or deny the petition.
The Agency shall have the burden of proving, by a preponderance of the evidence, that
the Contractor failed to perform or complete the public works project within the time
schedule established by the Agency and failed to do so for one or more of the following
reasons: a) failure to supply the adequate labor supply ratio for the project; b) inadequate
financial resources; or, c¢) poor performance on the project. Upon a finding in favor of the
Agency, the Director may suspend a Contractor from Bidding on any project funded, in
whole or in part, with public funds for up to 1 year for a first offense, up to 3 years for a
second offense and permanently debar the Contractor for a third offense. The Director
shall issue a written decision and shall send a copy to the Contractor and the Agency.
Such decision may be appealed to the Superior Court within thirty (30) days for a review
on the record.”

8.5 RETAINAGE

8.5.1 Per Section 6962(d)(5) a.3, Title 29, Delaware Code: The Agency may at the beginning of
each public works project establish a time schedule for the completion of the project. If the
project is delayed beyond the completion date due to the Contractor’s failure to meet their
responsibilities, the Agency may forfeit, at its discretion, all or part of the Contractor’s
retainage.

8.5.2 This forfeiture of retainage also applies to the timely completion of the punchlist. A
punchlist will only be prepared upon the mutual agreement of the Owner, Architect and
Contractor. Once the punchlist is prepared, all three parties will by mutual agreement,
establish a schedule for its completion. Should completion of the punchlist be delayed
beyond the established date due to the Contractor’s failure to meet their responsibilities,
the Agency may hold permanently, at its discretion, all or part of the Contractor’s retainage.

ARTICLE 9: PAYMENTS AND COMPLETION
9.1 APPLICATION FOR PAYMENT

9.11 Applications for payment shall be made upon AIA Document G702. There will be a five
percent (5%) retainage on all Contractor's monthly invoices until completion of the project.
This retainage may become payable upon receipt of all required closeout documentation,
provided all other requirements of the Contract Documents have been met.

9.1.2 A date will be fixed for the taking of the monthly account of work done. Upon receipt of
Contractor's itemized application for payment, such application will be audited, modified, if
found necessary, and approved for the amount. Statement shall be submitted to the Owner.

9.1.3 Section 6516, Title 29 of the Delaware Code annualized interest is not to exceed 12% per
annum beginning thirty (30) days after the “presentment” (as opposed to the date) of the
invoice.

VERDANTAS GENERAL REQUIREMENTS
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9.2 PARTIAL PAYMENTS

9.21 Any public works Contract executed by any Agency may provide for partial payments at
the option of the Owner with respect to materials placed along or upon the sites or stored
at secured locations, which are suitable for use in the performance of the contract.

9.2.2 When approved by the agency, partial payment may include the values of tested and
acceptable materials of a nonperishable or noncontaminative nature which have been
produced or furnished for incorporation as a permanent part of the work yet to be
completed, provided acceptable provisions have been made for storage.

9.2.21 Any allowance made for materials on hand will not exceed the delivered cost of the
materials as verified by invoices furnished by the Contractor, nor will it exceed the contract
bid price for the material complete in place.

9.2.3 If requested by the Agency, receipted bills from all Contractors, Subcontractors, and
material, men, etc., for the previous payment must accompany each application for
payment. Following such a request, no payment will be made until these receipted bills
have been received by the Owner.

9.3 SUBSTANTIAL COMPLETION

9.3.1 When the building has been made suitable for occupancy, but still requires small items of
miscellaneous work, the Owner will determine the date when the project has been
substantially completed.

9.3.2 If, after the Work has been substantially completed, full completion thereof is materially
delayed through no fault of the Contractor, and without terminating the Contract, the Owner
may make payment of the balance due for the portion of the Work fully completed and
accepted. Such payment shall be made under the terms and conditions governing final
payment that it shall not constitute a waiver of claims.

9.3.3 On projects where commissioning is included, the commissioning work as defined in the
specifications must be complete prior to the issuance of substantial completion.

94 FINAL PAYMENT

9.41 Final payment, including the five percent (5%) retainage if determined appropriate, shall be
made within thirty (30) days after the Work is fully completed and the Contract fully
performed and provided that the Contractor has submitted the following closeout
documentation (in addition to any other documentation required elsewhere in the Contract
Documents):

9.4.1.1 Evidence satisfactory to the Owner that all payrolls, material bills, and other indebtedness
connected with the work have been paid,

9.4.1.2 An acceptable RELEASE OF LIENS,
9.4.1.3 Copies of all applicable warranties,
9414 As-built drawings,
94.15 Operations and Maintenance Manuals,
VERDANTAS GENERAL REQUIREMENTS
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9.4.1.6 Instruction Manuals,
9417 Consent of Surety to final payment.
9.4.1.8 The Owner reserves the right to retain payments, or parts thereof, for its protection until the

foregoing conditions have been complied with, defective work corrected and all
unsatisfactory conditions remedied.

ARTICLE 10: PROTECTION OF PERSONS AND PROPERTY

101 The Contractor shall be responsible for initiating, maintaining, and supervising all safety
precautions and programs in connection with the performance of the Contract. The
Contractor shall take all reasonable precautions to prevent damage, injury or loss to:
workers, persons nearby who may be affected, the Work, materials and equipment to be
incorporated, and existing property at the site or adjacent thereto. The Contractor shall give
notices and comply with applicable laws ordinances, rules regulations, and lawful orders of
public authorities bearing on the safety of persons and property and their protection from
injury, damage, or loss. The Contractor shall promptly remedy damage and loss to property
at the site caused in whole or in part by the Contractor, a Subcontractor, or anyone directly
or indirectly employed by any of them, or by anyone for whose acts they may be liable.

10.2 The Contractor shall notify the Owner in the event any previously unknown hazardous
material such as PCBs, asbestos, etc. is encountered on the project. The Owner will
arrange with a qualified specialist for the identification, testing, removal, handling and
protection against exposure or environmental pollution, to comply with applicable regulation
laws and ordinances. The Contractor and Architect will not be required to participate in or to
perform this operation. Upon completion of this work, the Owner will notify the Contractor
and Architect in writing the area has been cleared and approved by the authorities in order
for the work to proceed. The Contractor shall attach documentation from the authorities of
said approval to the closeout documents to be submitted at the end of the project.

10.21 Any activities with the potential to disturb lead-based materials should be performed by the
Contractor in accordance with OSHA regulations pertaining to Lead in Construction, 29 CFR
1926.62, Lead.

10.2.11 The Contractor shall notify the Owner in the event they encounter previously unknown
material that they suspect may contain “lead”. The Owner will arrange with a qualified
specialist for identification and testing and advise the Contractor of the results. In the case
that testing identifies potential lead based materials, the contractor shall continue
performance of the work that has the potential to disturb associated in accordance with
OSHA regulations pertaining to Lead in Construction, 29 CFR 1926.62, Lead.

10.3 As required in the Hazardous Chemical Information Act of June 1984, all vendors supplying
any materials that may be defined as hazardous, must provide Material Safety Data Sheets
for those products. Any chemical product should be considered hazardous if it has a
warning caution on the label relating to a potential physical or health hazard, if it is known to
be present in the work place, and if employees may be exposed under normal conditions or
in any foreseeable emergency situation. Material Safety Data Sheets must be provided
directly to the Owner along with the shipping slips that include those products.

104 The Contractor shall certify to the Owner that materials incorporated into the Work are free
of all asbestos. This certification may be in the form of Material Safety Data Sheet (MSDS)
provided by the product manufacturer for the materials used in construction, as specified or
as provided by the Contractor.
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ARTICLE 11: INSURANCE AND BONDS

11.1

11.2

11.3

114

11.5

11.6

11.7

11.71

The Contractor shall carry all insurance required by law, such as Unemployment Insurance,
etc. The Contractor shall carry such insurance coverage as they desire on their own
property such as a field office, storage sheds or other structures erected upon the project
site that belong to them and for their own use. The Subcontractors involved with this project
shall carry whatever insurance protection they consider necessary to cover the loss of any of
their personal property, etc.

Upon being awarded the Contract, the Contractor shall obtain a minimum of two (2) copies
of all required insurance certificates called for herein, and submit one (1) copy of each
certificate, to the Owner, within 20 days of contract award.

Bodily Injury Liability and Property Damage Liability Insurance shall, in addition to the
coverage included herein, include coverage for injury to or destruction of any property arising
out of the collapse of or structural injury to any building or structure due to demolition work
and evidence of these coverages shall be filed with and approved by the Owner.

The Contractor's Property Damage Liability Insurance shall, in addition to the coverage
noted herein, include coverage on all real and personal property in their care, custody and
control damaged in any way by the Contractor or their Subcontractors during the entire
construction period on this project.

Builders Risk (including Standard Extended Coverage Insurance) on the existing building
during the entire construction period, may be provided by the Contractor under this contract.
The Owner shall insure the existing building and all of its contents and all this new alteration
work under this contract during entire construction period for the full insurable value of the
entire work at the site. Note, however, that the Contractor and their Subcontractors shall be
responsible for insuring building materials (installed and stored) and their tools and
equipment whenever in use on the project, against fire damage, theft, vandalism, etc.

Certificates of the insurance company or companies stating the amount and type of
coverage, terms of policies, etc., shall be furnished to the Owner, within 20 days of contract
award.

The Contractor shall, at their own expense, (in addition to the above) carry the following
forms of insurance:

Contractor's Contractual Liability Insurance

Minimum coverage to be:

Bodily Injury
$1,000,000 for each occurrence
$3,000,000 aggregate

Property Damage $1,000,000 for each occurrence
$3,000,000 aggregate

VERDANTAS GENERAL REQUIREMENTS
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11.7.2 Contractor's Protective Liability Insurance

Minimum coverage to be:

Bodily Injury
$1,000,000 for each occurrence
$3,000,000 aggregate
Property Damage $1,000,000 for each occurrence
$3,000,000 aggregate
11.7.3 Automobile Liability Insurance
Minimum coverage to be:
Bodily Injury $1,000,000 for each person
$1,000,000 for each occurrence
Property Damage $500,000 per accident
11.7.4 Prime Contractor's and Subcontractors' policies shall include contingent and contractual

liability coverage in the same minimum amounts as 11.7.1 above.

11.7.5 Workmen's Compensation (including Employer's Liability):

11.7.51 Minimum Limit on employer's liability to be as required by law.

11.7.5.2 Minimum Limit for all employees working at one site.

11.7.6 Certificates of Insurance must be filed with the Owner guaranteeing fifteen (15) days prior

notice of cancellation, non-renewal, or any change in coverages and limits of liability shown
as included on certificates.

1.7.7 Social Security Liability

11.7.71 With respect to all persons at any time employed by or on the payroll of the Contractor or
performing any work for or on their behalf, or in connection with or arising out of the
Contractor’s business, the Contractor shall accept full and exclusive liability for the payment
of any and all contributions or taxes or unemployment insurance, or old age retirement
benefits, pensions or annuities now or hereafter imposed by the Government of the United
States and the State or political subdivision thereof, whether the same be measured by
wages, salaries or other remuneration paid to such persons or otherwise.

11.7.7.2 Upon request, the Contractor shall furnish Owner such information on payrolls or
employment records as may be necessary to enable it to fully comply with the law imposing
the aforesaid contributions or taxes.

11.7.7.3 If the Owner is required by law to and does pay any and/or all of the aforesaid contributions
or taxes, the Contractor shall forthwith reimburse the Owner for the entire amount so paid by
the Owner.

ARTICLE 12: UNCOVERING AND CORRECTION OF WORK

121 The Contractor shall promptly correct Work rejected by the Owner or failing to conform to the
requirements of the Contract Documents, whether observed before or after Substantial

Completion and whether or not fabricated, installed or completed, and shall correct any

Work found to be not in accordance with the requirements of the Contract Documents within

a period of two years from the date of Substantial Completion, or by terms of an applicable
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special warranty required by the Contract Documents. The provisions of this Article apply to
work done by Subcontractors as well as to Work done by direct employees of the
Contractor.

12.2 At any time during the progress of the work, or in any case where the nature of the defects
shall be such that it is not expedient to have them corrected, the Owner, at their option, shall
have the right to deduct such sum, or sums, of money from the amount of the contract as
they consider justified to adjust the difference in value between the defective work and that
required under contract including any damage to the structure.

ARTICLE 13: MISCELLANEOUS PROVISIONS
13.1 CUTTING AND PATCHING

13.1.1 The Contractor shall be responsible for all cutting and patching. The Contractor shall
coordinate the work of the various trades involved.

13.2 DIMENSIONS

13.2.1 All dimensions shown shall be verified by the Contractor by actual measurements at the
project site. Any discrepancies between the drawings and specifications and the existing
conditions shall be referred to the Owner for adjustment before any work affected thereby
has been performed.

13.3 LABORATORY TESTS

13.3.1 Any specified laboratory tests of material and finished articles to be incorporated in the work
shall be made by bureaus, laboratories or agencies approved by the Owner and reports of
such tests shall be submitted to the Owner. The cost of the testing shall be paid for by the
Contractor.

13.3.2 The Contractor shall furnish all sample materials required for these tests and shall deliver
same without charge to the testing laboratory or other designated agency when and where
directed by the Owner.

134 ARCHAEOLOGICAL EVIDENCE

13.4.1 Whenever, in the course of construction, any archaeological evidence is encountered on the
surface or below the surface of the ground, the Contractor shall notify the authorities of the
State Historic Preservation Office and suspend work in the immediate area for a reasonable
time to permit those authorities, or persons designated by them, to examine the area and
ensure the proper removal of the archaeological evidence for suitable preservation by the
Division of Historical and Cultural Affairs.

13.5 GLASS REPLACEMENT AND CLEANING

13.5.1 The General Contractor shall replace without expense to the Owner all glass broken during
the construction of the project. If job conditions warrant, at completion of the job the General
Contractor shall have all glass cleaned and polished.

13.6 WARRANTY

13.6.1 For a period of two (2) years from the date of substantial completion, as evidenced by the
date of final acceptance of the work, the contractor warrants that work performed under this
contract conforms to the contract requirements and is free of any defect of equipment,

VERDANTAS GENERAL REQUIREMENTS
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material or workmanship performed by the contractor or any of his subcontractors or
suppliers. However, manufacturer's warranties and guarantees, if for a period longer than
two (2) years, shall take precedence over the above warranties. The contractor shall
remedy, at his own expense, any such failure to conform or any such defect. The
protection of this warranty shall be included in the Contractor's Performance Bond.

ARTICLE 14: TERMINATION OR SUSPENSION OF THE CONTRACT

141

14.2

If the Contractor defaults or persistently fails or neglects to carry out the Work in accordance
with the Contract Documents or fails to perform a provision of the Contract, the Owner, after
seven days written notice to the Contractor, may make good such deficiencies and may
deduct the cost thereof from the payment then or thereafter due the Contractor.
Alternatively, at the Owner's option, and the Owner may terminate the Contract and take
possession of the site and of all materials, equipment, tools, and machinery thereon owned
by the Contractor and may finish the Work by whatever method the Owner may deem
expedient. If the costs of finishing the Work exceed any unpaid compensation due the
Contractor, the Contractor shall pay the difference to the Owner.

“If the continuation of this Agreement is contingent upon the appropriation of adequate
state, or federal funds, this Agreement may be terminated on the date beginning on the
first fiscal year for which funds are not appropriated or at the exhaustion of the
appropriation. The Owner may terminate this Agreement by providing written notice to the
parties of such non-appropriation. All payment obligations of the Owner will cease upon
the date of termination. Notwithstanding the foregoing, the Owner agrees that it will use its
best efforts to obtain approval of necessary funds to continue the Agreement by taking
appropriate action to request adequate funds to continue the Agreement.”

END OF SECTION
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EMPLOYEE DRUG TESTING REPORT FORM
Period Ending:

4104 Regulations for the Drug Testing of Contractor and Subcontractor Employees Working on
Large Public Works Projects requires that Contractors and Subcontractors who work on Large
Public Works Contracts funded all or in part with public funds maintain testing data that includes
but is not limited to the data elements below.

Project Number:

Project Name:

Contractor/Subcontractor Name:

Contractor/Subcontractor Address:

Number of employees who worked on the jobsite during the report period:

Number of employees subject to random testing during the report period:

Number of Negative Results Number of Positive Results

Action taken on employee(s) in response to a failed or positive random test:

Date:

This form is not required to be submitted to the Owner. Included as a reference to show
information required to be maintained by the Contractor. The Owner shall have the right to
periodically audit all Contractor and Subcontractor test results at the Contractor’s or
Subcontractor’s offices (or by other means to make the data available for inspection by the
Owner).

VERDANTAS DRUG TESTING FORMS
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EMPLOYEE DRUG TESTING
REPORT OF POSITIVE RESULTS

4104 Regulations for the Drug Testing of Contractor and Subcontractor Employees Working on
Large Public Works Projects requires that Contractors and Subcontractors who work on Large
Public Works Contracts funded all or in part with public funds to notify the Owner in writing of
a positive random drug test.

Project Number:

Project Name:

Contractor/Subcontractor Name:

Contractor/Subcontractor Address:

Name of employee with positive test result:

Last 4 digits of employee SSN:

Date test results received:

Action taken on employee in response to a positive test result:

Authorized Representative of Contractor/Subcontractor:

(typed or printed)

Authorized Representative of Contractor/Subcontractor:

(signature)

Date:

This form shall be sent by mail to the Owner within 24 hours of receipt of test results.

Enclose this test results form in a sealed envelope with the notation '""Drug Testing Form — DO
NOT OPEN" on the face thereof and place in a separate mailing envelope.

VERDANTAS DRUG TESTING FORMS
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Delaware Technical Community College
Stanton Campus
Contract #: DTCC: C9004050003

AFFIDAVIT OF
CRAFT TRAINING COMPLIANCE

We, the contractor, hereby certify that we and all applicable subcontractors will abide by the
contractor and subcontractor craft training requirements outlined below for the duration of the
contract. Craft training must be provided by a contractor and/or subcontractor for each craft on a
project for which there are Delaware Department of Labor approved and registered training programs
or, if the contractor and/or subcontractor meets the requirements under Title 29, Chapter 69, Section
6960A.(b)(1)c.1.-3., payment may be made in accordance with Title 29, Chapter 69, Section
6960A.(b)(1)d. A list of crafts for which there are approved and registered training programs is
maintained by the Delaware Department of Labor and can be found at:
https://laborfiles.delaware.gov/main/det/apprenticeship/DE%20Craft%20Training%200ccupation%20
List%20Effective%20March%201%202022.pdf. If you have questions regarding craft training
programs, please submit all questions in writing to the Delaware Department of Labor at:
apprenticeship@delaware.gov. This Affidavit of Craft Training Compliance must be submitted prior
to contract execution.

In accordance with Title 29, Chapter 69, Section 6960A.(a)(1), a contract relating to a public works
project under § 6962 of Title 29 must include a craft training program for each craft in the project if at
the time the contractor executes a public works contract, all of the following apply:

a. A project meets the prevailing wage requirement under Section 6960 of Title 29.

b. The contractor employs 10 or more total employees.

c. The project is not a federal highway project, except for the project under Section 6962(c)(11) of
Title 29.

d. There is an apprenticeship program for a craft in the project on the list of crafts under Section
204(b)(2) of Title 19.

Pursuant to Title 29, Chapter 69, Section 6960A.(a)(2), a contractor must commit that all
subcontractors provide craft training if paragraph (a)(1) of this section applies to the subcontractor.
Failure to provide required craft training or payment on the project may subject the successful contractor
and/or subcontractor(s) to penalties as outlined in Title 29, Chapter 69, Section 6960A.(d)(1)-(3).

Craft(s):

Contractor Name:

Contractor Address:

VERDANTAS AFFIDAVIT OF CRAFT TRAINING COMPLIANCE (Rev 8/10/22)
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Contractor Program
Registration Number(s)
On this line also indicate whether DE, Other State (identify) or US Registration Number

Or

O A payment has been made in the amount established under Section 204(b)(2)b.2. of Title 19,
for the craft into the Delaware Department of Labor’s Apprenticeship and Training Fund.

Or

O Craft Training requirements are not applicable because:

Authorized Representative (typed or printed):

Authorized Representative (signature):

Title:

State of Delaware
sS:

Nt N

County of

Before me, a notary public, in and for said county and state, personally appeared,

, who acknowledged to me that she/he did execute the foregoing instrument on

behalf of

IN TESTIMONY WHEREOF, I have subscribed my name and affixed my official seal this
day of 20

Notary Public

Commission Expires

THIS PAGE MUST BE SIGNED AND NOTARIZED TO BE CONSIDERED.
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SECTION 011000 - SUMMARY

PART 1 - GENERAL

1.1 PROJECT INFORMATION

A. Name: Delaware Technical Community College: Stanton Campus — Stanton Parking Lot
Sinkhole Improvements.
1. Project Location: Delaware Technical Community College
400 Stanton Christiana Road
Newark, Delaware 19713

B. Owner: Delaware Technical Community College
1. Owner's Representative: Mark DeVore: Mark.devore@dtcc.edu
C. Engineer: Verdantas LLC, 5400 Limestone Road, Wilmington, DE 19808
1. Engineer's Representative: Shane M. Christie, P.E.: Schristie@verdantas.com

D. The work consists of, but is not limited to, full depth asphalt replacement, sidewalk repairs, and
storm drain improvements.

1.2 SPECIFICATION CONVENTIONS

A. Specification Format: The Specifications are organized into Divisions and Sections using the
17-division format and CSI/CSC's "MasterFormat" numbering system.

B. Specification Content: The Specifications use certain conventions for the style of language and
the intended meaning of certain terms, words, and phrases when used in particular situations.
These conventions are as follows:

1. Abbreviated Language: Language used in the Specifications and other Contract
Documents is abbreviated. Words and meanings shall be interpreted as appropriate.
Words implied, but not stated, shall be inferred as the sense requires. Singular words
shall be interpreted as plural, and plural words shall be interpreted as singular where
applicable as the context of the Contract Documents indicates.

2. Requirements expressed in the imperative mood are to be performed by Contractor.
Occasionally, the indicative or subjunctive mood may be used in the Section Text for
clarity to describe responsibilities that must be fulfilled indirectly by Contractor or by
others when so noted.

a. The words "shall," "shall be," or "shall comply with," depending on the context, are
implied where a colon (:) is used within a sentence or phrase.

VERDANTAS SUMMARY
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PART 2 - PRODUCTS - Not Used
PART 3 - EXECUTION - Not Used

END OF SECTION 011000

VERDANTAS SUMMARY
PROJECT NO. 37555 011000-2



STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

DTCC STANTON CAMPUS
NEWARK, DELAWARE

SECTION 011330 - SUBMITTAL PROCEDURES

PART 1 - GENERAL

1.1 SUMMARY

A. This Section includes administrative and procedural requirements for submitting Shop Drawings,
Product Data, Samples, and other miscellaneous submittals.

B. Related Sections include the following:

1. Section 01770 "Closeout Procedures" for submitting warranties, Project Record
Documents and operation and maintenance manuals.

1.2 DEFINITIONS
A. Action Submittals: Written and graphic information that requires Engineer's responsive action.

B. Informational Submittals: Written information that does not require Engineer's approval.
Submittals may be rejected for not complying with requirements.

1.3 SUBMITTAL PROCEDURES

A. General: Electronic files of the Contract Drawings will not be provided by Engineer for
Contractor's use in preparing submittals.

B. Coordination: Coordinate preparation and processing of submittals with performance of
construction activities.

1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other submittals,
and related activities that require sequential activity.
2. Coordinate transmittal of different types of submittals for related parts of the Work so

processing will not be delayed because of need to review submittals concurrently for
coordination. Engineer reserves the right to withhold action on a submittal requiring
coordination with other submittals until related submittals are received.

C. Processing Time: Allow enough time for submittal review, including time for resubmittals, as

follows.
1. Time for review shall commence on Engineer's receipt of submittal.
2. Initial Review: Allow 15 working days for initial review of each submittal. Allow additional

time if processing must be delayed to permit coordination with subsequent submittals.
Engineer will advise Contractor when a submittal being processed must be delayed for
coordination.

3. Identification: Place a permanent label or title block on each submittal for identification.
4. Indicate name of firm or entity that prepared each submittal on label or title block.
5. Provide a space approximately 4 by 5 inches on label or beside title block to record

Contractor's review and approval markings and action taken by Engineer.

D. Deviations: Highlight, encircle, or otherwise identify deviations from the Contract Documents on
submittals.

VERDANTAS SUBMITTAL PROCEDURES
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E. Additional Copies: Unless additional copies are required for final submittal, and unless Engineer
observes noncompliance with provisions of the Contract Documents, initial submittal may serve
as final submittal. Additional copies submitted will be marked with action taken and will be
returned.

F. Transmittal: Package each submittal individually and appropriately for shipping and handling.
Transmit each submittal using a transmittal form. Submittals received from sources other than
Contractor will be returned without Engineer’s review.

1.

On an attached separate sheet, prepared on Contractor's letterhead, record relevant
information, requests for data, revisions other than those requested by Engineer on
previous submittals, and deviations from requirements of the Contract Documents,
including minor variations and limitations. Include the same label information as the
related submittal.

Include Contractor's certification stating that information submitted complies with
requirements of the Contract Documents. The Engineer may approve the Contractor’s
use of a rubber stamp to place the contractors’ certification on submittals.

Transmittal Form: Provide locations on form for the following information:

Project name.

Date.

Destination (To:).

Source (From:).

Names of subcontractor, manufacturer, and supplier.
Category and type of submittal.

Submittal purpose and description.

Remarks.

Signature of transmitter.

Relevant specification section or Contract Drawing number.

T TS@me 0T

G. Use for Construction: Use only final approved submittals with mark indicating action taken by
Engineer in connection with construction.

PART 2 - PRODUCTS

2.1 ACTION SUBMITTALS

A. General: Prepare and submit Action Submittals required by individual Specification Sections.

1.

ok

VERDANTAS

Number of Copies: Submit a minimum of six (6) copies of each submittal, unless
otherwise indicated. Engineer will distribute four (4) copies and return the remaining
copies to the Contractor.

Product Data: Collect information into a single submittal for each element of construction
and type of product or equipment.

If information must be specially prepared for submittal because standard printed data are
not suitable for use, submit as Shop Drawings, not as Product Data.

Mark each copy of each submittal to show which products and options are applicable.
Include the following information, as applicable:

a. Manufacturer's written recommendations.
b. Manufacturer's product specifications.
C. Manufacturer's installation instructions.

SUBMITTAL PROCEDURES

PROJECT NO. 37555 011300-2



STANTON PARKING LOT SINKHOLE

DTCC STANTON CAMPUS

NEWARK, DELAWARE

IMPROVEMENTS
DTCC: C9004050003

Standard color charts.

Manufacturer's catalog cuts.

Wiring diagrams showing factory-installed wiring.
Printed performance curves.

Operational range diagrams.

Mill reports.

Standard product operating and maintenance manuals.
Compliance with recognized trade association standards.
Compliance with recognized testing agency standards.
Application of testing agency labels and seals.

Notation of coordination requirements.

s3—ATTs@moa

B. Shop Drawings: Prepare Project-specific information, drawn accurately to scale. Do not base
Shop Drawings on reproductions of the Contract Documents or standard printed data.

1.

@n

Preparation: Include the following information, as applicable:

a. Dimensions.

b. Identification of products.

o} Fabrication and installation drawings.

d. Roughing-in and setting diagrams.

e. Wiring diagrams showing field-installed wiring, including power, signal, and
control wiring.

f. Shopwork manufacturing instructions.

g. Templates and patterns.

h. Schedules.

i. Design calculations.

j- Compliance with specified standards.

k. Notation of coordination requirements.

l. Notation of dimensions established by field measurement.

Wiring Diagrams: Differentiate between manufacturer-installed and field-installed wiring.
Sheet Size: Except for templates, patterns, and similar full-size drawings, submit Shop
Drawings on sheets at least 8-1/2 by 11 inches but no larger than 30 by 40 inches.

C. Samples: Prepare physical units of materials or products, including the following:

1.

2.

VERDANTAS

Samples for Initial Selection: Submit manufacturer's color charts consisting of units or
sections of units showing the full range of colors, textures, and patterns available.
Samples for Verification: Submit full-size units or Samples of size indicated, prepared
from the same material to be used for the Work, cured and finished in manner specified,
and physically identical with the product proposed for use, and that show full range of
color and texture variations expected. Samples include, but are not limited to, the
following: partial sections of manufactured or fabricated components; small cuts or
containers of materials; complete units of repetitively used materials; swatches showing
color, texture, and pattern; color range sets; and components used for independent
testing and inspection.

Preparation: Mount, display, or package Samples in manner specified to facilitate review
of qualities indicated. Prepare Samples to match Engineer's sample where so indicated.
Attach label on unexposed side that includes the following:

a. Generic description of Sample.
b. Product name or name of manufacturer.
C. Sample source.

SUBMITTAL PROCEDURES
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Submit Samples for review of kind, color, pattern, and texture for a final check of these
characteristics with other elements and for a comparison of these characteristics between
final submittal and actual component as delivered and installed.

a. If variation in color, pattern, texture, or other characteristic is inherent in the
product represented by a Sample, submit at least three sets of paired units that
show approximate limits of the variations.

Number of Samples for Initial Selection: Submit one full set of available choices where
color, pattern, texture, or similar characteristics are required to be selected from
manufacturer's product line. Engineer will return submittal with options selected.

Number of Samples for Verification: Submit three sets of Samples. Engineer will retain
two Sample sets; remainder will be returned.

a. Submit a single Sample where assembly details, workmanship, fabrication
techniques, connections, operation, and other similar characteristics are to be
demonstrated.

Disposition: Maintain sets of approved Samples at Project site, available for quality-
control comparisons throughout the course of construction activity. Sample sets may be
used to determine final acceptance of construction associated with each set.

a. Samples not incorporated into the Work, or otherwise designated as Owner's
property, are the property of Contractor.

22 INFORMATIONAL SUBMITTALS

A. General: Prepare and submit Informational Submittals required by other Specification Sections.

1.

2.

Number of Copies: Submit six (6) copies of each submittal, unless otherwise indicated.
Engineer will not return copies.

Certificates and Certifications: Provide a notarized statement that includes signature of
entity responsible for preparing certification. Certificates and certifications shall be
signed by an officer or other individual authorized to sign documents on behalf of that
entity.

Test and Inspection Reports: Comply with requirements in Division 1 Section "Quality
Requirements."

B. AQualification Data: Prepare written information that demonstrates capabilities and experience of
firm or person. Include lists of completed projects with project names and addresses, names and
addresses of Engineers and owners, and other information specified.

C. Product Certificates: Prepare written statements on manufacturer's letterhead certifying that
product complies with requirements.

D. Welding Certificates: Prepare written certification that welding procedures and personnel comply
with requirements. Submit record of Welding Procedure Specification (WPS) and Procedure
Qualification Record (PQR) on AWS forms. Include names of firms and personnel certified.

E. Installer Certificates: Prepare written statements on manufacturer's letterhead certifying that
Installer complies with requirements and, where required, is authorized for this specific Project.

VERDANTAS
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F. Manufacturer Certificates: Prepare written statements on manufacturer's letterhead certifying that
manufacturer complies with requirements. Include evidence of manufacturing experience where
required.

G. Material Certificates: Prepare written statements on manufacturer's letterhead certifying that
material complies with requirements.

H. Material Test Reports: Prepare reports written by a qualified testing agency, on testing agency's
standard form, indicating and interpreting test results of material for compliance with
requirements.

I. Compatibility Test Reports: Prepare reports written by a qualified testing agency, on testing
agency's standard form, indicating and interpreting results of compatibility tests performed before
installation of product. Include written recommendations for primers and substrate preparation
needed for adhesion.

J. Field Test Reports: Prepare reports written by a qualified testing agency, on testing agency's
standard form, indicating and interpreting results of field tests performed either during installation
of product or after product is installed in its final location, for compliance with requirements.

K. Product Test Reports: Prepare written reports indicating current product produced by
manufacturer complies with requirements. Base reports on evaluation of tests performed by
manufacturer and witnessed by a qualified testing agency, or on comprehensive tests performed
by a qualified testing agency.

L. Maintenance Data: Prepare written and graphic instructions and procedures for operation and
normal maintenance of products and equipment. Comply with requirements in Division 1 Section
"Closeout Procedures."

M. Design Data: Prepare written and graphic information, including, but not limited to, performance
and design criteria, list of applicable codes and regulations, and calculations. Include list of
assumptions and other performance and design criteria and a summary of loads. Include load
diagrams if applicable. Provide name and version of software, if any, used for calculations.
Include page numbers.

N. Manufacturer's Instructions: Prepare written or published information that documents
manufacturer's recommendations, guidelines, and procedures for installing or operating a product
or equipment. Include name of product and name, address, and telephone number of
manufacturer. Include the following, as applicable:

Preparation of substrates.

Required substrate tolerances.

Sequence of installation or erection.

Required installation tolerances.

Required adjustments.

Recommendations for cleaning and protection.

oM =

0. Manufacturer's Field Reports: Prepare written information documenting factory-authorized service
representative's tests and inspections. Include the following, as applicable:

1. Name, address, and telephone number of factory-authorized service representative
making report.
2. Statement on condition of substrates and their acceptability for installation of product.
VERDANTAS SUBMITTAL PROCEDURES
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3. Statement that products at Project site comply with requirements.

4, Summary of installation procedures being followed, whether they comply with
requirements and, if not, what corrective action was taken.

5. Results of operational and other tests and a statement of whether observed performance
complies with requirements.

6. Statement whether conditions, products, and installation will affect warranty.

7 Other required items indicated in individual Specification Sections.

Insurance Certificates and Bonds: Prepare written information indicating current status of
insurance or bonding coverage. Include name of entity covered by insurance or bond, limits of
coverage, amounts of deductibles, if any, and term of the coverage.

Material Safety Data Sheets: Submit information directly to Owner. If submitted to Engineer,
Engineer will not review this information but will return it with no action taken.

PART 3 - EXECUTION

3.1

3.2

CONTRACTOR'S REVIEW

Review each submittal and check for compliance with the Contract Documents. Note corrections
and field dimensions. Mark with approval stamp before submitting to Engineer.

Approval Stamp: Stamp each submittal with a uniform, approval stamp. Include Project name
and location, submittal number, Specification Section title and number, name of reviewer, date of
Contractor's approval, and statement certifying that submittal has been reviewed, checked, and
approved for compliance with the Contract Documents.

ENGINEER'S ACTION

General: Engineer will not review submittals that do not bear Contractor's approval stamp and will
return them without action.

Action Submittals: Engineer will review each submittal to evaluate compliance with Contract
Documents, make marks to indicate corrections or modifications required, and return it. The
Engineer's review and notations with respect to shop drawings and other submittals do not relieve
the Contractor of fully satisfying the Contract Documents in any way and all respects. Engineer
will stamp each submittal with an action stamp to indicate action taken, and additional submittal
requirements, if any, will be marked as follows:

1. If the returned item is marked "Rejected", the Engineer has determined that the submittal
is not adequate to establish that there is compliance with the Contract Documents and a
new submission is required.

2. If the returned item is marked "Revise and Resubmit", it signifies that substantial changes
in the shop drawing or other submittals are necessary and that the item must be
resubmitted to the Engineer for further review.

3. If the item is marked "Returned with Notations", it signifies that the Engineer has noted
minor changes or additions to the item that are necessary to satisfy the Contract
Documents and that a resubmittal is not necessary unless otherwise noted.

VERDANTAS SUBMITTAL PROCEDURES
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C. Informational Submittals: Engineer will review each submittal and will not return it or will reject
and return it if it does not comply with requirements. Engineer will forward each submittal to

appropriate party.

D. Submittals not required by the Contract Documents will not be reviewed and may be discarded.

END OF SECTION 011330

SUBMITTAL PROCEDURES
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SECTION 01420 - REFERENCES

PART 1 - GENERAL

1.1

A

1.2

DEFINITIONS
General: Basic Contract definitions are included in the General Conditions.

"Approved": When used to convey Engineer's action on Contractor's submittals, applications, and
requests, "approved" is limited to Engineer's duties and responsibilities as stated in the General
Conditions.

"Directed": A command or instruction by Engineer. Other terms including "requested,” "authorized,"
"selected," "approved," "required," and "permitted" have the same meaning as "directed.”

"Indicated": Requirements expressed by graphic representations or in written form on Drawings, in
Specifications, and in other Contract Documents. Other terms including "shown," "noted,"
"scheduled," and "specified" have the same meaning as "indicated."

"Regulations": Laws, ordinances, statutes, and lawful orders issued by authorities having
jurisdiction, and rules, conventions, and agreements within the construction industry that control
performance of the Work.

"Furnish": Supply and deliver to Project site, ready for unloading, unpacking, assembly, installation,
and similar operations.

"Install": Operations at Project site including unloading, temporarily storing, unpacking, assembling,
erecting, placing, anchoring, applying, working to dimension, finishing, curing, protecting, cleaning,
and similar operations.

"Provide": Furnish and install, complete and ready for the intended use.

"Installer": Contractor or another entity engaged by Contractor as an employee, Subcontractor, or
Sub-subcontractor, to perform a particular construction operation, including installation, erection,
application, and similar operations.

1. Using a term such as "carpentry" does not imply that certain construction activities must be
performed by accredited or unionized individuals of a corresponding generic name, such as
"carpenter." It also does not imply that requirements specified apply exclusively to
tradespeople of the corresponding generic name.

"Experienced": When used with an entity, "experienced" means having successfully completed a
minimum of five (5) previous projects similar in size and scope to this Project; being familiar with
special requirements indicated; and having complied with requirements of authorities having
jurisdiction.

"Project Site": Space available for performing construction activities. The extent of Project site is
shown on Drawings and may or may not be identical with the description of the land on which
Project is to be built.

INDUSTRY STANDARDS

Applicability of Standards: Unless the Contract Documents include more stringent requirements,
applicable construction industry standards have the same force and effect as if bound or copied
directly into the Contract Documents to the extent referenced. Such standards are made a part of
the Contract Documents by reference.

VERDANTAS REFERENCES
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B. Publication Dates: Comply with standards in effect as of date of the Contract Documents,
unless otherwise indicated.

C. Conflicting Requirements: If compliance with two or more standards is specified and the
standards establish different or conflicting requirements for minimum quantities or quality
levels, comply with the most stringent requirement. Refer uncertainties and requirements that
are different, but apparently equal, to Engineer for a decision before proceeding.

1. Minimum Quantity or Quality Levels: The quantity or quality level shown or specified
shall be the minimum provided or performed. The actual installation may comply
exactly with the minimum quantity or quality specified, or it may exceed the minimum
within reasonable limits. To comply with these requirements, indicated numeric
values are minimum or maximum, as appropriate, for the context of requirements.
Refer uncertainties to Engineer for a decision before proceeding.

D. Abbreviations and Acronyms for Standards and Regulations: Where abbreviations and
acronyms are used in Specifications or other Contract Documents, they shall mean the
recognized name of the standards and regulations in the following list. Names, telephone
numbers, and Web-site addresses are subject to change and are believed to be accurate and
up-to-date as of the date of the Contract Documents.

ADAAG Americans with Disabilities Act (ADA)

Accessibility Guidelines for Buildings and Facilities

CFR

DOD

FED-STD

FS

MILSPEC

UFAS

1.3

Available from Access Board
www.access-board.gov

Code of Federal Regulations
Available from Government Printing Office
WWWw.access.gpo.gov/nara/cfr

Department of Defense Specifications and Standards
Available from Defense Automated Printing Service
www.astimage.daps.dia.mil/online

Federal Standard
(See FS)

Federal Specification

Available from Defense Automated Printing Service
www.astimage.daps.dia.mil/online

Available from General Services Administration
www.fss.gsa.gov/pub/fed-specs.cfm

Available from National Institute of Building Sciences

www.nibs.org

Military Specification and Standards
Available from Defense Automated Printing Service
www.astimage.daps.dia.mil/online

Uniform Federal Accessibility Standards
Available from access Board
www.access-board.gov

ABBREVIATIONS AND ACRONYMS

(800) 872-2253
(202) 272-5434

(888) 293-6498
(302) 512-1530

(215) 697-6257

(215) 697-6257
(202) 619-8925
(202) 289-7800

(215) 697-6257

(800) 872-2253
(202) 272-5434

A. Industry Organizations: Where abbreviations and acronyms are used in Specifications or
other Contract Documents, they shall mean the recognized name of the entities in the following
list. Names, telephone numbers, and Web-site addresses are subject to change and are believed
to be accurate and up-to-date as of the date of the Contract Documents.

VERDANTAS
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AASHTO American Association of State Highway and (202) 624-5800
Transportation Officials
www.aashto.org

ACI American Concrete Institute/ACI International (248) 848-3700
www.aci-int.org

ACPA American Concrete Pipe Association (972) 506-7216
www.concrete-pipe.org

AISC American Institute of Steel Construction (800) 644-2400
WWW.aisc.org (312) 670-2400

AISI American Iron and Steel Institute (202) 452-7100
www.steel.org

ANSI American National Standards Institute (202) 293-8020
Www.ansi.org

ASCE American Society of Civil Engineers (800) 548-2723
Wwww.asce.org (703) 295-6300

ASHRAE American Society of Heating, Refrigeration and (800) 527-4723
Air-Conditioning Engineers
www.ashrae.org

ASME ASME International (800) 843-2763
(The American Society of Mechanical Engineers (212) 591-7722
International)
Www.asme.org

ASSE American Society of Sanitary Engineers (440) 835-3040
www.asse-plumbing.org

ASTM ASTM International (610) 832-9585
(American Society for Testing and Materials
International)
www.astm.org

AWS American Welding Society (800) 443-9353
WWW.aws.org (305) 443-9353

AWWA American Water Works Association (800) 926-7337
WWW.awwa.org

BHMA Builders Hardware Manufacturers Association (212) 297-2122
www.buildershardware.com

CLFMI Chain Link Fence Manufacturers Institute (301) 596-2583
www.chainlinkinfo.org

CPPA Corrugated Polyethylene Pipe Association (800) 510-2772
www.cppa-info.org (202) 462-9607

CRSI Concrete Reinforcing Steel Institute (847) 517-1200
WWW.Crsi.org

CSA CSA International (800) 463-6727
(Formerly: 1AS — International Approval Services) (416) 747-4000
www.csa-international.org

VERDANTAS REFERENCES
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HI

HMMA

IEEE

MBMA

NCMA

NFPA

NSF

PCI

SDI

SSPC

STI

UL

UNI

WASTEC

STANTON PARKING LOT SINKHOLE
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Construction Specifications Institute (The)
www.csinet.org

Hydraulic Institute
WWW.pUmps.org

Hollow Metal Manufacturers Association
(See NAAMM)

Institute of Electrical and Electronics Engineers, Inc.)

www.ieee.org

Metal Building Manufacturers Association
www.mbma.com

National Concrete Masonry Association
www.ncma.org

National Fire Protection Association
www.nfpa.org

NSF International
(National Sanitation Foundation International)

www.nsf.org

Precast/Prestressed Concrete Institute
WWW.pci.org

Steel Door Institute
www.steeldoor.org

SSPC: The Society for Protective Coatings
WWW.Sspc.org

Steel Tank Institute
www.steeltank.com

Underwriters Laboratories Inc.
www.ul.com

Uni-bell PVC Pipe Association
www.uni-bell.org

Waste Equipment Technology Association
www.wastec.org

(800) 689-2900
(703) 684-0300

(888)786-7744
(973) 267-9700
(212) 419-7900
(216) 241-7333
(703) 713-1900
(800) 344-3555
(617-770-3000
(800) 673-6275
(734) 769-8010
(312) 786-0300
(440) 899-0010
(877) 281-7772
(412) 281-2331
(847) 438-8265
(800) 704-4050
(847) 272-8800

(972) 243-3902

(800) 424-2869
(202) 244-4700

B. Federal Government Agencies: Where abbreviations and acronyms are used in
Specifications or other Contract Documents, they shall mean the recognized name of the

entities in the following list. Names, telephone numbers, and Web-site addresses are subject

to change and are believed to be accurate and up-to-date as of the date of the Contract

Documents.

CE

EPA

GSA

VERDANTAS
PROJECT NO. 37555

Army Corps of Engineers
www.usace.army.mil

Environmental Protection Agency
WWW.epa.gov

General Services Administration
www.gsa.gov

(202) 260-2090

(202) 708-5082
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HUD Department of Housing and Urban Development (202) 708-1112
www.hud.gov

NIST National Institute of Standards and Technology (301) 975-6478
www.nist.gov

OSHA Occupational Safety & Health Administration (800) 321-6742
www.osha.gov (202) 693-1999

RUS Rural Utilities Service (202) 720-9540
(See USDA)

USDA Department of Agriculture (202) 720-2791

www.usda.gov

C. State Government Agencies: Where abbreviations and acronyms are used in Specifications
or other Contract Documents, they shall mean the recognized name of the entities in the
following list. Names, telephone numbers, and Web-site addresses are subject to change and
are believed to be accurate and up-to-date as of the date of the Contract Documents.

DelDOT Delaware Department of Transportation (302) 760-2080
www.deldot.gov
DNREC Delaware Department of Natural Resources (302) 739-4506

And Environmental Control
www.dnrec.state.de.us

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION (Not Used)

END OF SECTION 011420
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SECTION 01600 - PRODUCT REQUIREMENTS

PART 1 - GENERAL

1.1 SUMMARY

A. This Section includes administrative and procedural requirements for selecting products for use in
Project; product delivery, storage, and handling; manufacturers' standard warranties on products;
special warranties; product substitutions; and comparable products.

B. See Division 1 Section 01770 "Closeout Procedures" for submitting warranties for contract
closeout.

C. See Divisions 2 through 16 Sections for specific requirements for warranties on products and
installations specified to be warranted.

1.2 DEFINITIONS

A. Products: Items purchased for incorporating into the Work, whether purchased for Project or
taken from previously purchased stock. The term "product" includes the terms "material,"
"equipment," "system," and terms of similar intent.

1. Named Products: Items identified by manufacturer's product name, including make or
model number or other designation, shown or listed in manufacturer's published product
literature, that is current as of date of the Contract Documents.

2. New Products: Items that have not previously been incorporated into another project or
facility. Products salvaged or recycled from other projects are not considered new
products.

3. Comparable Product: Product that is demonstrated and approved through submittal

process, or where indicated as a product substitution, to have the indicated qualities
related to type, function, dimension, in-service performance, physical properties,
appearance, and other characteristics that equal or exceed those of specified product.

B. Substitutions: Changes in products, materials, equipment, and methods of construction from
those required by the Contract Documents and proposed by Contractor.

C. Basis-of-Design Product Specification: Where a specific manufacturer's product is named and
accompanied by the words "basis of design," including make or model number or other
designation, to establish the significant qualities related to type, function, dimension, in-service
performance, physical properties, appearance, and other characteristics for purposes of
evaluating comparable products of other named manufacturers.

D. Manufacturer's Warranty: Preprinted written warranty published by individual manufacturer for a
particular product and specifically endorsed by manufacturer to Owner.

E. Special Warranty: Written warranty required by or incorporated into the Contract Documents,
either to extend time limit provided by manufacturer's warranty or to provide more rights for
Owner.

1.3 QUALITY ASSURANCE

A. Compatibility of Options: If Contractor is given option of selecting between two or more products
for use on Project, product selected shall be compatible with products previously selected, even if
previously selected products were also options.

VERDANTAS PRODUCT REQUIREMENTS
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1.4 PRODUCT DELIVERY, STORAGE, AND HANDLING

A. Deliver, store, and handle products using means and methods that will prevent damage,
deterioration, and loss, including theft. Comply with manufacturer's written instructions.

1.
2.

Noo &~

®

Schedule delivery to minimize long-term storage at Project site and to prevent
overcrowding of construction spaces.

Coordinate delivery with installation time to ensure minimum holding time for items that
are flammable, hazardous, easily damaged, or sensitive to deterioration, theft, and other
losses.

Deliver products to Project site in an undamaged condition in manufacturer's original
sealed container or other packaging system, complete with labels and instructions for
handling, storing, unpacking, protecting, and installing.

Inspect products on delivery to ensure compliance with the Contract Documents and to
ensure that products are undamaged and properly protected.

Store products to allow for inspection and measurement of quantity or counting of units.
Store materials in a manner that will not endanger Project structure.

Store products that are subject to damage by the elements, under cover in a
weathertight enclosure above ground, with ventilation adequate to prevent
condensation.

Comply with product manufacturer's written instructions for temperature, humidity,
ventilation, and weather-protection requirements for storage.

Protect stored products from damage.

1.5 PRODUCT WARRANTIES

A. Warranties specified in other Sections shall be in addition to, and run concurrent with, other
warranties required by the Contract Documents. Manufacturer's disclaimers and limitations on
product warranties do not relieve Contractor of obligations under requirements of the Contract
Documents.

B. Special Warranties: Prepare a written document that contains appropriate terms and
identification, ready for execution. Submit a draft for approval before final execution.

1.
2.

Manufacturer's Standard Form: Modified to include Project-specific information and
properly executed.

Refer to Divisions 2 through 16 Sections for specific content requirements and particular
requirements for submitting special warranties.

C. Submittal Time: Comply with requirements in Division 1 Section 01770 "Closeout Procedures."

PART 2 - PRODUCTS

2.1 PRODUCT OPTIONS

A. General Product Requirements: Provide products that comply with the Contract Documents,
that are undamaged and, unless otherwise indicated, that are new at time of installation.

1.
2.

VERDANTAS

Provide products complete with accessories, and other items needed for a complete
installation and indicated use and effect.

Standard Products: If available, and unless custom products or nonstandard options are
specified, provide standard products of types that have been produced and used
successfully in similar situations on other projects.

Owner reserves the right to limit selection to products with warranties not in conflict with
requirements of the Contract Documents.

PRODUCT REQUIREMENTS
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Where products are accompanied by the term "as selected,” Owner will make selection.
Where products are accompanied by the term "match sample," sample to be matched is
Owner's.

Descriptive, performance, and reference standard requirements in the Specifications
establish "salient characteristics" of products.

B. Product Selection Procedures: Procedures for product selection include the following:

1.

VERDANTAS

Product: Where Specification paragraphs or subparagraphs titled "Product" name a
single product and manufacturer, provide the product named. Substitutions may be
considered, unless otherwise indicated.

Manufacturer/Source: Where Specification paragraphs or subparagraphs titled
"Manufacturer" or "Source" name single manufacturers or sources, provide a product by
the manufacturer or from the source named that complies with requirements.
Substitutions may be considered, unless otherwise indicated.

Products: Where Specification paragraphs or subparagraphs titled "Products" introduce
a list of names of both products and manufacturers, provide one of the products listed
that complies with requirements. Substitutions may be considered, unless otherwise
indicated.

Manufacturers: Where Specification paragraphs or subparagraphs titled "Manufacturers"
introduce a list of manufacturers' names, provide a product by one of the manufacturers
listed that complies with requirements. Substitutions may be considered, unless
otherwise indicated.

Available Products: Where Specification paragraphs or subparagraphs titled "Available
Products" introduce a list of names of both products and manufacturers, provide one of
the products listed or another product that complies with requirements. Comply with
provisions in "Comparable Products" Article to obtain approval for use of an unnamed
product.

Available Manufacturers: Where Specification paragraphs or subparagraphs titled
"Available Manufacturers" introduce a list of manufacturers' names, provide a product by
one of the manufacturers listed or another manufacturer that complies with
requirements. Comply with provisions in "Comparable Products" Article to obtain
approval for use of an unnamed product.

Basis-of-Design Products: Where Specification paragraphs or subparagraphs titled
"Basis-of-Design Product” are included and also introduce or refer to a list of
manufacturers' names, provide either the specified product or a comparable product by
one of the other named manufacturers. Drawings and Specifications indicate sizes,
profiles, dimensions, and other characteristics that are based on the product named.
Comply with provisions in "Comparable Products" Article to obtain approval for use of an
unnamed product. Substitutions may be considered, unless otherwise indicated.

Visual Matching Specification: Where Specifications require matching an established
Sample, select a product (and manufacturer) that complies with requirements and
matches Engineer's sample. Engineer’s decision will be final on whether a proposed
product matches satisfactorily.

a. If no product available within specified category matches satisfactorily and

complies with other specified requirements, comply with provisions of the
Contract Documents on "substitutions" for selection of a matching product.

PRODUCT REQUIREMENTS
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Visual Selection Specification: Where Specifications include the phrase "as selected
from manufacturer's colors, patterns, textures" or a similar phrase, select a product (and
manufacturer) that complies with other specified requirements.

a. Standard Range: Where Specifications include the phrase "standard range of
colors, patterns, textures" or similar phrase, Owner will select color, pattern, or
texture from manufacturer's product line that does not include premium items.

b. Full Range: Where Specifications include the phrase "full range of colors,
patterns, textures" or similar phrase, Owner will select color, pattern, or texture
from manufacturer's product line that includes both standard and premium
items.

2.2 PRODUCT SUBSTITUTIONS

A. Timing: Engineer will consider requests for substitution if received within 15 days after the
Notice of Award. Requests received after that time may be considered or rejected at discretion
of Engineer.

B. Conditions: Engineer will consider Contractor's request for substitution when the following
conditions are satisfied. If the following conditions are not satisfied, Engineer will return requests
without action, except to record noncompliance with these requirements:

1.
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Requested substitution offers Owner a substantial advantage in cost, time, energy
conservation, or other considerations, after deducting additional responsibilities Owner
must assume. Owner's additional responsibilities may include compensation to
Engineer for redesign and evaluation services, increased cost of other construction by
Owner, and similar considerations.

Requested substitution does not require extensive revisions to the Contract Documents.
Requested substitution is consistent with the Contract Documents and will produce
indicated results.

Substitution request is fully documented and properly submitted.

Requested substitution will not adversely affect Contractor's Construction Schedule.
Requested substitution has received necessary approvals of authorities having
jurisdiction.

Requested substitution is compatible with other portions of the Work.

Requested substitution has been coordinated with other portions of the Work.
Requested substitution provides specified warranty.

2.3 COMPARABLE PRODUCTS

A. Where products or manufacturers are specified by name, submit the following, in addition to
other required submittals, to obtain approval of an unnamed product:

1.

Evidence that the proposed product does not require extensive revisions to the Contract
Documents, that it is consistent with the Contract Documents and will produce the
indicated results, and that it is compatible with other portions of the Work.

Detailed comparison of significant qualities of proposed product with those named in the
Specifications. Significant qualities include attributes such as performance, weight, size,
durability, visual effect, and specific features and requirements indicated.

Evidence that proposed product provides specified warranty.

List of similar installations for completed projects with project names and addresses and
names and addresses of architects and owners, if requested.

Samples, if requested.

PART 3 - EXECUTION (Not Used)

VERDANTAS
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END OF SECTION 01600
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SECTION 01700 - EXECUTION REQUIREMENTS
PART 1 - GENERAL

1.1 SUMMARY

A. This Section includes general procedural requirements governing execution of the Work
including, but not limited to, the following:

Construction layout.

Field engineering and surveying.
General installation of products.
Progress cleaning.

Starting and adjusting.

Protection of installed construction.
Correction of the Work.

Maintenance of Traffic

. Preconstruction and progress meetings.
0. Progress schedules.

1. Construction phasing and operation of existing facilities.

220N ORWONS

B. Related Sections include the following:

1. Division 1 Section 01330 "Submittal Procedures" for submitting surveys.

2. Division 1 Section 01770 "Closeout Procedures" for submitting Project Record
Documents, recording of Owner-accepted deviations from indicated lines and levels, and
final cleaning.

1.2 QUALITY ASSURANCE
A. Land Surveyor Qualifications: A professional land surveyor who is legally qualified to practice in

jurisdiction where Project is located and who is experienced in providing land-surveying services
of the kind indicated.

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION

3.1 EXAMINATION

A. Existing Conditions: The existence and location of site improvements, utilities, and other
construction indicated as existing are not guaranteed. Before beginning work, investigate and
verify the existence and location of mechanical and electrical systems and other construction
affecting the Work.

B. Acceptance of Conditions: Examine substrates, areas, and conditions, with Installer or Applicator
present where indicated, for compliance with requirements for installation tolerances and other
conditions affecting performance. Record observations.

VERDANTAS EXECUTION REQUIREMENTS
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PREPARATION

Existing Utility Information: Furnish information to local utility that is necessary to adjust, move, or
relocate existing utility structures, utility poles, lines, services, or other utility appurtenances
located in or affected by construction. Coordinate with authorities having jurisdiction.

Existing Utility Interruptions: Do not interrupt utilities serving facilities occupied by Owner or
others unless permitted under the following conditions and then only after arranging to provide
temporary utility services according to requirements indicated:

1. Notify Engineer not less than two (2) days in advance of proposed utility interruptions.
2. Do not proceed with utility interruptions without Engineer's written permission.

Field Measurements: Take field measurements as required to fit the Work properly. Recheck
measurements before installing each product. Where portions of the Work are indicated to fit to
other construction, verify dimensions of other construction by field measurements before
fabrication. Coordinate fabrication schedule with construction progress to avoid delaying the
Work.

Space Requirements: Verify space requirements and dimensions of items shown
diagrammatically on Drawings.

Review of Contract Documents and Field Conditions: Immediately on discovery of the need for
clarification of the Contract Documents, submit a request for information to Engineer. Include a
detailed description of problem encountered, together with recommendations for changing the
Contract Documents.

UTILITIES

The Contractor shall plan for and implement all necessary requirements to prevent damage to
any existing underground utility including, but not limited to, the following:

1. To request from the office of each operator having a utility in the area, the location and
other pertinent information regarding these utilities not less than two (2) working days but
no more than ten (10) working days prior to the day of commencement of work in the
area.

2. To inform each person employed by the Contractor at the site of such work of the
information obtained regarding the location of utilities and other pertinent information.

3. To report any break, leak, dent, gouge, groove, or other damage to the operator
immediately.

4. To alert immediately the occupants of the premises as to any emergency that the
Contractor may create or discover.

The Contractor's attention is directed to the fact that the locations of existing utilities and other
structures shown on the Drawings are approximate only. Prior to any construction activities, the
Contractor shall have the utility company locate them or determine the location of the utilities.
The Contractor shall take all necessary measures to protect utilities or arrange for relocation
during construction. Any damage to utilities shall be repaired by the Contractor at his expense
according to the requirements of the utility specifications. The following utilities are located in or
adjacent to the construction site.

1. Electric Service — Delaware Electric Cooperative
2. Water — Artesian Water Company, Inc.
3. Sanitary Sewer — Artesian Water Company

VERDANTAS EXECUTION REQUIREMENTS
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3.4 CONSTRUCTION LAYOUT

A. Verification: Before proceeding to lay out the Work, verify layout information shown on Drawings,
in relation to the property survey and existing benchmarks. If discrepancies are discovered, notify
Engineer promptly.

B. General: Engage a land surveyor to lay out the Work using accepted surveying practices.

1.
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Establish benchmarks and control points to set lines and levels as needed to locate each
element of Project.

Establish dimensions within tolerances indicated. Do not scale Drawings to obtain
required dimensions.

Inform installers of lines and levels to which they must comply.

Check the location, level and plumb, of every major element as the Work progresses.
Notify Engineer when deviations from required lines and levels exceed allowable
tolerances.

Close site surveys with an error of closure equal to or less than the standard established
by authorities having jurisdiction.

C. Site Improvements: Locate and lay out site improvements, including pavements, grading, fill and
topsoil placement, utility slopes, and invert elevations.

D. Building Lines and Levels: Locate and lay out control lines and levels for structures, building
foundations, column grids, and floor levels, including those required for mechanical and electrical
work. Transfer survey markings and elevations for use with control lines and levels. Level
foundations and piers from two or more locations.

E. Record Log: Maintain a log of layout control work. Record deviations from required lines and
levels. Include beginning and ending dates and times of surveys, weather conditions, name and
duty of each survey party member, and types of instruments and tapes used. Make the log
available for reference by Engineer.

3.5 FIELD ENGINEERING

A. Reference Points: Locate existing permanent benchmarks, control points, and similar reference
points before beginning the Work. Preserve and protect permanent benchmarks and control
points during construction operations.

1.

Do not change or relocate existing benchmarks or control points without prior written
approval of Engineer. Report lost or destroyed permanent benchmarks or control points
promptly. Report the need to relocate permanent benchmarks or control points to
Engineer before proceeding.

Replace lost or destroyed permanent benchmarks and control points promptly. Base
replacements on the original survey control points.

3.6 INSTALLATION

A. General: Locate the Work and components of the Work accurately, in correct alignment and
elevation, as indicated.

1.
2.

3.

VERDANTAS

Make vertical work plumb and make horizontal work level.

Where space is limited, install components to maximize space available for maintenance
and ease of removal for replacement.

Conceal pipes, ducts, and wiring in finished areas, unless otherwise indicated..

EXECUTION REQUIREMENTS
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Comply with manufacturer's written instructions and recommendations for installing products in
applications indicated.

Install products at the time and under conditions that will ensure the best possible results.
Maintain conditions required for product performance until Substantial Completion.

Conduct construction operations so no part of the Work is subjected to damaging operations or
loading in excess of that expected during normal conditions of occupancy.

Tools and Equipment: Do not use tools or equipment that produce harmful noise levels.

Anchors and Fasteners: Provide anchors and fasteners as required to anchor each component
securely in place, accurately located and aligned with other portions of the Work.

1. Mounting Heights: Where mounting heights are not indicated, mount components at
heights directed by Engineer.
2. Allow for building movement, including thermal expansion and contraction.

Joints: Make joints of uniform width. Where joint locations in exposed work are not indicated,
arrange joints for the best visual effect. Fit exposed connections together to form hairline joints.

Hazardous Materials: Use products, cleaners, and installation materials that are not considered
hazardous.

PROGRESS CLEANING

General: Clean Project site and work areas daily, including common areas. Coordinate progress
cleaning for joint-use areas where more than one installer has worked. Enforce requirements
strictly. Dispose of materials lawfully.

1. Comply with requirements in NFPA 241 for removal of combustible waste materials and
debris.

2. Containerize hazardous and unsanitary waste materials separately from other waste.
Mark containers appropriately and dispose of legally, according to regulations.

Site: Maintain Project site free of waste materials and debris.

Work Areas: Clean areas where work is in progress to the level of cleanliness necessary for
proper execution of the Work.

1. Remove liquid spills promptly.
2. Where dust would impair proper execution of the Work, broom-clean or vacuum the
entire work area, as appropriate.

Installed Work: Keep installed work clean. Clean installed surfaces according to written
instructions of manufacturer or fabricator of product installed, using only cleaning materials
specifically recommended. If specific cleaning materials are not recommended, use cleaning
materials that are not hazardous to health or property and that will not damage exposed surfaces.

Concealed Spaces: Remove debris from concealed spaces before enclosing the space.

Exposed Surfaces: Clean exposed surfaces and protect as necessary to ensure freedom from
damage and deterioration at time of Substantial Completion.

Cutting and Patching: Clean areas and spaces where cutting and patching are performed.
Completely remove paint, mortar, oils, putty, and similar materials.

VERDANTAS EXECUTION REQUIREMENTS
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1. Thoroughly clean piping, conduit, and similar features before applying paint or other
finishing materials. Restore damaged pipe covering to its original condition.

H. Waste Disposal: Burying or burning waste materials on-site will not be permitted. Washing
waste materials down sewers or into waterways will not be permitted.

I.  During handling and installation, clean and protect construction in progress and adjoining
materials already in place. Apply protective covering where required to ensure protection from
damage or deterioration at Substantial Completion.

J. Clean and provide maintenance on completed construction as frequently as necessary through
the remainder of the construction period. Adjust and lubricate operable components to ensure
operability without damaging effects.

K. Limiting Exposures: Supervise construction operations to assure that no part of the construction,
completed or in progress, is subject to harmful, dangerous, damaging, or otherwise deleterious
exposure during the construction period.

3.8 STARTING AND ADJUSTING

A. Start equipment and operating components to confirm proper operation. Remove malfunctioning
units, replace with new units, and retest.

B. Adjust operating components for proper operation without binding. Adjust equipment for proper
operation.

C. Test each piece of equipment to verify proper operation. Test and adjust controls and safeties.
Replace damaged and malfunctioning controls and equipment.

3.9 PROTECTION OF INSTALLED CONSTRUCTION

A. Provide final protection and maintain conditions that ensure installed Work is without damage or
deterioration at time of Substantial Completion.

B. Comply with manufacturer's written instructions for temperature and relative humidity.

3.10 CORRECTION OF THE WORK

A. Repair or remove and replace defective construction. Restore damaged substrates and finishes.

1. Repairing includes replacing defective parts, refinishing damaged surfaces, touching up
with matching materials, and properly adjusting operating equipment.
Restore permanent facilities used during construction to their specified condition.

C. Remove and replace damaged surfaces that are exposed to view if surfaces cannot be repaired
without visible evidence of repair.

D. Repair components that do not operate properly. Remove and replace operating components
that cannot be repaired.

E. Remove and replace chipped, scratched, and broken glass or reflective surfaces.

VERDANTAS EXECUTION REQUIREMENTS
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MAINTENANCE OF TRAFFIC

The Contractor shall indicate on the proposed schedule for construction any significant
disruptions to the normal flow of traffic. The streets affected and the duration of the disruptions
shall be indicated. The overall schedule for such disruptions, and any revisions, shall be
approved in writing by the Engineer. The Contractor shall notify the Engineer at least 48 hours
prior to any proposed disruption of traffic.

Any disruption of the traffic shall be fully indicated by signs, barriers, and flagmen as approved by
the Engineer.

The Contractor shall provide for an maintain ingress and egress to and from the properties
abutting the construction project after working hours. Construction activities, which may
temporarily interfere with property access, shall be coordinated in advance with the property
owners.

All work within the right-of-way of State maintained roadways shall be done in full conformance
with the specifications and requirements of the Delaware Department of Transportation.

PRECONSTRUCTION CONFERENCE

Before any work at the site is started, a conference attended by the Contractor, Engineer, Owner
and others as appropriate will be held to establish a working understanding among the parties as
to the Work, procedures for handling shop Drawings and other submittals, processing
Applications for payment and maintaining other records.

The Contractor shall submit a proposed progress schedule for the work at the Preconstruction
Conference. No work shall commence until the progress schedule has been reviewed and
accepted by the Engineer.

The Contractor shall submit a preliminary schedule of Shop Drawing and Sample submittals at
the Preconstruction Conference. The schedule shall list each required submittal and the times for
submitting, reviewing, and processing each submittal.

PROGRESS MEETINGS

Progress meetings shall be held monthly at a minimum unless otherwise required by the Owner
or Engineer. During critical scheduling periods, progress meetings may be held bi-weekly at the
discretion of the Owner.

The Contractor shall provide a revised progress schedule at each progress meeting which
reflects actual work completed and any proposed adjustments for future work.

CONSTRUCTION PHASING AND OPERATION OF EXISTING FACILITIES

The Contractor shall coordinate the Work with the Owner and utility owners.

Contractor shall coordinate any proposed interruption or bypass of flows at the existing facility
with the Owner and Engineer. Contractor shall provide a minimum seven (7) days notice prior to
any proposed interruption of existing service.

Contractor shall furnish temporary equipment and labor for and provide bypass pumping of flows
as necessary to execute the Work in the Contract Documents. The proposed bypass pumping

VERDANTAS EXECUTION REQUIREMENTS
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plan shall be submitted to the Engineer for review and comment minimum 15 days prior to any
proposed interruption of service.

END OF SECTION 01700
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SECTION 01770 - CLOSEOUT PROCEDURES

PART 1 - GENERAL

1.1 SUMMARY

A. This Section includes administrative and procedural requirements for contract closeout, including,
but not limited to, the following:

Inspection procedures.

Project Record Documents.
Operation and Maintenance Manuals.
Warranties.

Manufacturer’s Field Reports.
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B. Related Sections include the following:

1. Division 1 Section 01330 “Submittal Procedures”.
2. Division 1 Section 01700 "Execution Requirements" for progress cleaning of Project site.
3. Divisions 2 through 16 Sections for specific closeout and special cleaning requirements

for products of those Sections.

1.2 SUBSTANTIAL COMPLETION

A. Preliminary Procedures: Before requesting inspection for determining date of conditional
acceptance, complete the following. List items below that are incomplete in request.

1. Prepare a list of items to be completed and corrected (punch list) and reasons why the
Work is not complete.

2. Deliver tools, spare parts, extra materials, and similar items to location designated by
Owner. Label with manufacturer's name and model number where applicable.

3. Complete startup testing of systems.

4. Submit test/adjust/balance records.

5. Terminate and remove temporary facilities from Project site, along with mockups,
construction tools, and similar elements.

6. Touch up and repair and restore marred exposed finishes to eliminate visual defects.

B. Inspection: Submit a written request for inspection for conditional acceptance. On receipt of
request, Owner and Engineer will either proceed with inspection or notify Contractor of unfulfilled
requirements. Engineer will prepare the Certificate of Conditional Acceptance after inspection or
will notify Contractor of items, either on Contractor's list or additional items identified by, that must
be completed or corrected before certificate will be issued.

1. Reinspection: Request reinspection when the Work identified in previous inspections as
incomplete is completed or corrected.
2. Results of completed inspection will form the basis of requirements for Final Acceptance.

1.3 FINAL COMPLETION

A. Inspection: Submit a written request for final inspection for acceptance. On receipt of request,
Owner and Engineer will either proceed with inspection or notify Contractor of unfulfilled
requirements. Engineer will prepare a final Certificate for Payment after inspection or will notify
Contractor of construction that must be completed or corrected before certificate will be issued.

1. Reinspection: Request reinspection when the Work identified in previous inspections as
incomplete is completed or corrected.

VERDANTAS CLOSEOUT PROCEDURES
PROJECT NO. 37555 011770-1



STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

DTCC STANTON CAMPUS
NEWARK, DELAWARE

B. The date of Final acceptance of the total project, or partial acceptance of individual systems shall
be determined by the Engineer.

1.4 PROJECT RECORD DOCUMENTS

A. General: Do not use Project Record Documents for construction purposes. Protect Project
Record Documents from deterioration and loss. Provide access to Project Record Documents for
Engineer's reference during normal working hours.

B. Record Drawings: Maintain and submit one set of blue- or black-line white prints of Contract
Drawings and Shop Drawings.

1. Mark Record Prints to show the actual installation where installation varies from that
shown originally. Require individual or entity who obtained record data, whether
individual or entity is Installer, subcontractor, or similar entity, to prepare the marked-up
Record Prints.

a. Give particular attention to information on concealed elements that cannot be
readily identified and recorded later.

b. Accurately record information in an understandable drawing technique.

C. Record data as soon as possible after obtaining it. Record and check the
markup before enclosing concealed installations.

d. Mark Contract Drawings or Shop Drawings, whichever is most capable of

showing actual physical conditions, completely and accurately. Where Shop
Drawings are marked, show cross-reference on Contract Drawings.

Mark record sets with erasable, red-colored pencil. Use other colors to distinguish
between changes for different categories of the Work at the same location.

Mark important additional information that was either shown schematically or omitted
from original Drawings.

Note Construction Change Directive numbers, Change Order numbers, alternate
numbers, and similar identification where applicable.

Identify and date each Record Drawing; include the designation "PROJECT RECORD
DRAWING" in a prominent location. Organize into manageable sets; bind each set with
durable paper cover sheets. Include identification on cover sheets.
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C. Miscellaneous Record Submittals: Assemble miscellaneous records required by other
Specification Sections for miscellaneous record keeping and submittal in connection with actual
performance of the Work. Bind or file miscellaneous records and identify each, ready for
continued use and reference.

1.5 OPERATION AND MAINTENANCE MANUALS

A. The Contractor shall provide to the Engineer, six (6) copies of Operation and Maintenance
Manual for the items listed below and one (1) PDF file, and for any other items as directed in
writing by the Engineer. Manuals shall include spare parts list, printed instructions and diagrams
required for service, repair or replacement, and name, address and phone number of agency that
will make repair or replacement during warranty period and/or where spare parts may be
obtained:

Low Service Pumps, LS, 3003 A&B

High Service Pumps, HS-3002 A&B

Well Pump, PU-3001

Flow Meters, FM-4002, FM-4008, FM-4009
Hydropneumatic tanks, HT-1001 A&B

bbb~

VERDANTAS CLOSEOUT PROCEDURES
PROJECT NO. 37555 011770-2



STANTON PARKING LOT SINKHOLE

DTCC STANTON CAMPUS

NEWARK, DELAWARE

1.6

1.7

IMPROVEMENTS
DTCC: C9004050003

6. pH/Chlorine Analyzer Panel, AN-4006
7. Level transmitters

8 Pressure transmitters

9. Air Release Valves

10. VFDs, Soft Starts, FVNR Starters, Transformer, Power Monitor, Surge Protective Device
11. Lighting Panel

12. Split Units

13. Unit Heaters

14. Security Systems Equipment

15. Autodialer

16. Motorized Louvers and Exhaust Fans.

Organize operation and maintenance manuals into suitable sets of manageable size. Bind and
index data in heavy-duty, 3-ring, binders, in thickness necessary to accommodate contents, with
pocket inside the covers to receive folded oversized sheets. Identify each binder on front and
spine with the printed title "OPERATION AND MAINTENANCE MANUAL," Project name, and
subject matter of contents.

WARRANTIES

Submittal Time: Submit written warranties on request of Engineer for designated portions of the
Work where commencement of warranties other than date of Substantial Completion is indicated.

Organize warranty documents into an orderly sequence based on the table of contents of the
Project Manual.

The Contractor shall warrant that all workmanship, material, and equipment furnished and
installed under the Contract Documents shall be free of defects for a period of one (1) year after
the date of Final Acceptance by the Owner. In the event there is more than one certificate of
Final Acceptance issued, the warranty shall be for one (1) year after each acceptance date.
Should such defects appear, the Contractor shall repair or replace such defects at no cost to the
Owner.

MANUFACTURER’S FIELD REPORTS

The Contractor shall obtain and deliver to the Engineer prior to the initiation of startup operations,
Manufacturer’s Field Reports for the following equipment:

Low Service Pumps, LS, 3003 A&B

High Service Pumps, HS-3002 A&B

Well Pump, PU-3001

Flow Meters, FM-4002, FM-4008, FM-4009

pH/Chlorine Analyzer Panel, AN-4006

VFDs, Soft Starts, FVNR Starters, Transformer, Power Monitor, Surge Protective Device
Security Systems Equipment

lon Exchange System
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PART 2 - PRODUCTS (not used)

PART 3 - EXECUTION

3.1

DEMONSTRATION AND TRAINING

VERDANTAS CLOSEOUT PROCEDURES
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A. Instruction: Instruct Owner's personnel to adjust, operate, and maintain systems, subsystems,
and equipment not part of a system.

Provide instructors experienced in operation and maintenance procedures.

Provide instruction at mutually agreed-on times. For equipment that requires seasonal
operation, provide similar instruction at the start of each season.

Schedule training with Owner, through Engineer, with at least seven days' advance
notice.

Coordinate instructors, including providing notification of dates, times, length of
instruction, and course content.

R

B. The manufacturer's representative shall issue a Manufacturer’s Field Report attesting to
conformance of the operation of the facilities to the Contract Documents.

END OF SECTION 01770

VERDANTAS CLOSEOUT PROCEDURES
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ALLOWANCE AUTHORIZATION

Project:

Architect: Project No.
Contractor:

AAA No.: Initiation Date:

The Allowance is allocated as follows:

Total original Contract Allowance was: $
Amount of Contract Allowance Access previously authorized: $
Adjusted Contract Allowance prior to this authorization is: $
The amount of available Allowance will Decrease by this Access Authorization: $
The remaining Contract Allowance, after this Access Authorization will be: $
Recommended by:
Architect
By (Signature):
Date:
Accepted by: Approved by:
Contractor Owner
By (Signature); By (Signature):
Date: Date:

VERDANTAS CONTINGENCY ALLOWANCES

PROJECT NO. 37555 012116
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SECTION 01 74 19 - CONSTRUCTION WASTE MANAGEMENT

PART 1 - GENERAL
1.1 SUMMARY

A. Section includes: Administrative and procedural requirements for construction waste
management activities.

1.2 DEFINITIONS

A. Construction, Demolition, and Land clearing (CDL) Waste: Includes all non-hazardous solid
wastes resulting from construction, remodeling, alterations, repair, demolition and land
clearing. Includes material that is recycled, reused, salvaged or disposed as garbage.

B. Salvage: Recovery of materials for on-site reuse, sale or donation to a third party.

C. Reuse: Making use of a material without altering its form. Materials can be reused on-site or
reused on other projects off-site. Examples include, but are not limited to the following:
Crushing or grinding of concrete for use as sub-base material. Chipping of land clearing
debris for use as muich.

D. Recycling: The process of sorting, cleaning, treating, and reconstituting materials for the
purpose of using the material in the manufacture of a new product.

E. Source-Separated CDL Recycling: The process of separating recyclable materials in
separate containers as they are generated on the job-site. The separated materials are
hauled directly to a recycling facility or transfer station.

F. Co-mingled CDL Recycling: The process of collecting mixed recyclable materials in one
container on-site. The container is taken to a material recovery facility where materials are
separated for recycling.

G. Approved Recycling Facility: Any of the following:

1. Afacility that can legally accept CDL waste materials for the purpose of processing the
materials into an altered form for the manufacture of a new product.

2. Material Recovery Facility: A general term used to describe a waste-sorting facility.
Mechanical, hand-separation, or a combination of both procedures, are used to recover
recyclable materials.

H. Universal waste components (UWC) are as follows: electric motors, PCB ballasts, non PCB
ballasts, capacitors, contactors, circuit breakers, elemental and liquid mercury containing
articles, transformers, lead acid batteries, fluorescent light bulbs, and all HID light bulbs.

1.3 SUBMITTALS

A. Contractor shall develop a Waste Management Plan: Submit 3 copies of plan within 14 days
of date established for the Notice to Proceed.

VERDANTAS CONSTRUCTION WASTE MANAGEMENT
PROJECT NO. 37555 0174 19-1
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B. Contractor shall provide Waste Management Report: Concurrent with each Application for
Payment, submit 3 copies of report.

1.4 PERFORMANCE REQUIREMENTS

A. General: Divert a minimum of 75% CDL waste, by weight, from the landfill by one, or a
combination of the following activities:

1. Salvage

2. Reuse

3. Source-Separated CDL Recycling
4. Co-mingled CDL Recycling

B. CDL waste materials that can be salvaged, reused or recycled include, but are not limited to,

the following:

1. Acoustical ceiling tiles

2. Asphalt

3. Asphalt shingles

4. Cardboard packaging

5. Carpet and carpet pad

6. Concrete

7. Drywall

8. Fluorescent lights and ballasts

9. Land clearing debris (vegetation, stumpage, dirt)
10. Metals

11. Paint (through hazardous waste outlets)
12. Wood

13. Plastic film (sheeting, shrink wrap, packaging)

14. Window glass

15. Wood

16. Field office waste, including office paper, aluminum cans, glass, plastic, and office
cardboard.

1.5 QUALITY ASSURANCE

A. Waste Management Coordinator Qualifications: Experienced firm, with a record of
successful waste management coordination of projects with similar requirements, that
employs a LEED Accredited Professional, certified by the USGBC as waste management
coordinator.

B. Refrigerant Recovery Technician Qualifications: Certified by EPA-approved certification
program.

C. Regulatory Requirements: Conduct construction waste management activities in accordance
with hauling and disposal regulations of all authorities having jurisdiction and all other
applicable laws and ordinances.

D. Preconstruction Conference: Schedule and conduct meeting at Project site prior to
construction activities.

VERDANTAS CONSTRUCTION WASTE MANAGEMENT
PROJECT NO. 37555 017419-2
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Attendees: Inform the following individuals, whose presence is required, of date and time
of meeting.

Owner

Architect

Contractor's superintendent
Major subcontractors

Waste Management Coordinator
Other concerned parties.

0 Q0o

Agenda ltems: Review methods and procedures related to waste management including,
but not limited to, the following:

a. Review and discuss waste management plan including responsibilities of Waste
Management Coordinator.

b. Review requirements for documenting quantities of each type of waste and its
disposition.

c. Review and finalize procedures for materials separation and verify availability of
containers and bins needed to avoid delays.

d. Review procedures for periodic waste collection and transportation to recycling and
disposal facilities.

e. Review waste management requirements for each trade.

Minutes: Record discussion. Distribute meeting minutes to all participants.
Note: If there is a Project Architect, they will perform this role.

1.6 WASTE MANAGEMENT PLAN — Contactor shall develop and document the following:

A. Develop a plan to meet the requirements listed in this section at a minimum. Plan shall
consist of waste identification, waste reduction plan and cost/revenue analysis. Distinguish
between demolition and construction waste. Indicate quantities by weight throughout the
plan.

B. Indicate anticipated types and quantities of demolition, site-cleaning and construction waste
generated by the project. List all assumptions made for the quantities estimates.

C. List each type of waste and whether it will be salvaged, recycled, or disposed of in an landfill.
The plan should included the following information:

1.

VERDANTAS
PROJECT NO.

Types and estimated quantities, by weight, of CDL waste expected to be generated
during demolition and construction.

Proposed methods for CDL waste salvage, reuse, recycling and disposal during
demolition including, but not limited to, one or more of the following:

a. Contracting with a deconstruction specialist to salvage materials generated,
b. Selective salvage as part of demolition contractor’s work,
c. Reuse of materials on-site or sale or donation to a third party.

Proposed methods for salvage, reuse, recycling and disposal during construction
including, but not limited to, one or more of the following:

a. Requiring subcontractors to take their CDL waste to a recycling facility;

CONSTRUCTION WASTE MANAGEMENT
37555 017419-3
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b. Contracting with a recycling hauler to haul recyclable CDL waste to an approved
recycling or material recovery facility;

c. Processing and reusing materials on-site;

d. Self-hauling to a recycling or material recovery facility.

4. Name of recycling or material recovery facility receiving the CDL wastes.

5. Handling and Transportation Procedures: Include method that will be used for separating
recyclable waste including sizes of containers, container labeling, and designated
location on project site where materials separation will be located.

D. Cost/Revenue Analysis: Indicate total cost of waste disposal as if there was no waste
management plan and net additional cost or net savings resulting from implementing waste
management plan. Include the following:

Total quantity of waste.

Estimated cost of disposal (cost per unit). Include hauling and tipping fees and cost of
collection containers for each type of waste.

Total cost of disposal (with no waste management).

Revenue from salvaged materials.

Revenue from recycled materials.

Savings in hauling and tipping fees by donating materials.

Savings in hauling and tipping fees that are avoided.

Handling and transportation costs. Including cost of collection containers for each type of
waste.

9. Net additional cost or net savings from waste management plan.

N —

N O hW

PART 2 - PRODUCTS (Not Used)
PART 3 — EXECUTION
3.1 CONSTRUCTION WASTE MANAGEMENT, GENERAL
A. Provide containers for CDL waste that is to be recycled clearly labeled as such with a list of
acceptable and unacceptable materials. The list of acceptable materials must be the same as

the materials recycled at the receiving material recovery facility or recycling processor.

B. The collection containers for recyclable CDL waste must contain no more than 10% non-
recyclable material, by volume.

C. Provide containers for CDL waste that is disposed in a landfill clearly labeled as such.

D. Use detailed material estimates to reduce risk of unplanned and potentially wasteful cuts.

E. To the greatest extent possible, include in material purchasing agreements a waste reduction
provision requesting that materials and equipment be delivered in packaging made of
recyclable material, that they reduce the amount of packaging, that packaging be taken back
for reuse or recycling, and to take back all unused product. Insure that subcontractors require
the same provisions in their purchase agreements.

F. Conduct regular visual inspections of dumpsters and recycling bins to remove contaminants.

VERDANTAS CONSTRUCTION WASTE MANAGEMENT
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3.2 SOURCE SEPARATION

A. General: Contractor shall separate recyclable materials from CDL waste to the maximum
extent possible.

Separate recyclable materials by type.

1. Provide containers, clearly labeled, by type of separated materials or provide other
storage method for managing recyclable materials until they are removed from Project
site.

2. Stockpile processed materials on-site without intermixing with other materials. Place,
grade, and shape stockpiles to drain surface water and to minimize pest attraction. Cover
to prevent windblown dust.

3. Stockpile materials away from demolition area. Do not store within drip line of remaining
trees.

4. Store components off the ground and protect from weather.

3.3 CO-MINGLED RECYCLING

A. General: Do not put CDL waste that will be disposed in a landfill into a co-mingled CDL waste
recycling container.

3.4 REMOVAL OF CONSTRUCTION WASTE MATERIALS

A. Remove CDL waste materials from project site on a regular basis. Do not allow CDL waste to
accumulate on-site.

B. Transport CDL waste materials off Owner's property and legally dispose of them.

C. Burning of CDL waste is not permitted.

3.5 UNIVERSAL WASTE DIVERSION

A. Remove all universal waste from fixtures, panels, and related devices for proper diversion
and reclamation.

B. Store all universal waste in containers provided by contact person within facilities operations.

C. Store all universal waste in a secured location and request periodic removal from assigned
contact person.

D. Exemption: electric motors, circuit breakers, transformers and lighting contactors are exempt
from this provision provided the contractor chooses to salvage or reuse the components.

E. No identified universal waste will be discarded into the waste stream.

END OF SECTION

VERDANTAS CONSTRUCTION WASTE MANAGEMENT
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WASTE MANAGEMENT PROGRESS REPORT

DISPOSED IN DIVERTED FROM LANDFILL BY
MUNICIPAL SOLID | RECYCLING, SALVAGE OR REUSE
WASTE LANDFILL

MATERIAL CATEGORY Recycled Salvaged Reused

1. Acoustical Ceiling Tiles

Asphalt

Asphalt Shingles

Cardboard Packaging

Carpet and Carpet Pad

Concrete

Drywall

® N o g B W N

Fluorescent Lights and
Ballasts

9. Land Clearing Debris
(vegetation, stumpage, dirt)

10. Metals

11. Paint (through hazardous
waste outlets)

12. Wood

13. Plastic Film (sheeting, shrink
wrap, packaging)

14. Window Glass

15. Field Office Waste (office
paper, aluminum cans,
glass, plastic, and coffee
cardboard)

16. Other (insert description)

17. Other (insert description)

Total (In Weight) (TOTAL OF ALL ABOVE VALUES — IN
WEIGHT)

Percentage of | (TOTAL WASTE DIVIDED
Waste Diverted | BY TOTAL DIVERTED)

VERDANTAS CONSTRUCTION WASTE MANAGEMENT
PROJECT NO. 37555 017419-6
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SECTION 025700 - SINKHOLE REMEDIATION

PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes:

1. Excavating earth from within and adjacent to collapsed or otherwise detected sinkholes
and natural subsurface openings.

2. Placing concrete in bedrock openings.

3. Placing grout in bedrock openings.

4. Backfilling excavations to grade as indicated on Drawings.

B.  Related Sections:
1. Section 31 20 00 — Earth Moving
2. Section 31 23 16.13 — Trenching

1.2 UNIT PRICE - MEASUREMENT AND PAYMENT

1.3 REFERENCES
A. ASTM International:

1. ASTM C150 - Standard Specification for Portland Cement.

2. ASTM C144 - Standard Specification for Aggregate for Masonry Mortar.

3. ASTM D4355 - Standard Test Method for Deterioration of Geotextiles by Exposure to
Light, Moisture and Heat in a Xenon Arc Type Apparatus.

4. ASTM D4491 - Standard Test Methods for Water Permeability of Geotextiles by

Permittivity.

ASTM D4533 - Standard Test Method for Trapezoid Tearing Strength of Geotextiles.

6. ASTM D4632 - Standard Test Method for Grab Breaking Load and Elongation of
Geotextiles.

7. ASTM D4833 - Standard Test Method for Index Puncture Resistance of Geotextiles,
Geomembranes, and Related Products.

hd

1.4 SYSTEM DESCRIPTION

A.  Project site developed a sinkhole adjacent to an existing storm drain structure. Closed Circuit
Television footage of the system showed damaged storm drain pipes down stream of the
sinkhole. No geotechnical analysis of the existing soils were conducted.. Active sinkholes, not
evident at ground surface as subsided areas or depressions, may develop during progress of

Work.
VERDANTAS SINKHOLE
PROJECT NO. 37555 REMEDIATION
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B.

1.5

A.

B.

1.6

A

B.

SINKHOLE IMPROVEMENTS
DTCC: C9004050003

Repair sinkholes encountered during the following operations to minimize possibility of
recurrence.

1. Foundation excavation and construction.
2. Trench excavation and utility construction.
3. Site grading.

CLOSEOUT SUBMITTALS

Section 017000 - Execution and Closeout Requirements: Requirements for submittals.

Project Record Documents: Record actual locations, extent, and depth of sinkholes.

QUALITY ASSURANCE
Perform Work according to New Castle County, DNREC, and DelDOT standards.

Contractor shall maintain at all times on site a set of official stamped approved project drawings
for all disciplines (civil, architectural, mechanical/electrical, plumbing, etc.).

PART 2 - PRODUCTS

2.1

A.

2.2

A.

GEOTEXTILE FABRIC

As specified in Section 31 20 00 Earth Moving

BACKFILL

As specified in Section 31 20 00 Earth Moving

PART 3 - EXECUTION

3.1 EXAMINATION
A.  Section 013000 - Administrative Requirements: Verification of existing conditions before
starting work.
B.  Notify Architect/Engineer upon discovery of sinkhole.
C.  Cooperate with Architect/Engineer's directions to explore existing conditions to verify location,
extent, and depth of sinkhole.
VERDANTAS SINKHOLE
PROJECT NO. 37555 REMEDIATION
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3.2 PREPARATION
Notify affected utility companies before starting work and comply with their requirements.
Mark location of utilities.

Protect utilities from damage.

o 0w »

Protect bench marks, survey control points, existing structures, fences, sidewalks, paving and
curbs from remediation operations.

33 SINKHOLE REMEDIATION
A.  Perform sinkhole remediation only when Engineer/Construction Reviewer is present during
Work. Comply with instructions issued by Engineer/Construction Reviewer as Work

progresses.

B.  Excavate sinkholes to limit of visible erosion. Coordinate with Engineer/Construction Reviewer
to determine limits of excavation.

C.  Remove excess and unsuitable material from site.
D.  Brace or shore excavations where required to accommodate excavation location and depth.
E. Explore subsurface conditions to locate openings that permit passage of downward migrating

water and suspended soil contributing to sinkhole formation. When bedrock openings cannot be
located, comply with the following:

1. Explore excavation for interconnection with adjacent sinkhole cavities.
2. Request instructions from Architect/Engineer.

F. Excavate soil to expose openings.

G.  Clean openings and surrounding bedrock surfaces.

H.  Plug large openings close to exposed bedrock surface with concrete.

L Plug small surface openings with grout.

J. Install geotextile fabric when required by Engineer/Construction Reviewer.

K.  Backfill excavation with compacted backfill material to subgrade elevation. Place and compact
backfill in accordance with Section 31 20 00 — Earth Moving.

END OF SECTION 025700

VERDANTAS SINKHOLE
PROJECT NO. 37555 REMEDIATION
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SECTION 312000 - EARTH MOVING

PART 1 - GENERAL

1.1 SUMMARY

A. Section Includes:

Excavating and filling for rough grading the Site.

Preparing subgrades for walks, pavements, turf and grasses, and plants.
Excavating and backfilling for structures.

Subbase course for concrete walks and pavements.

Subbase course and base course for asphalt paving.

Excavating and backfilling trenches for utilities and pits for buried utility structures.

oM =

B. Related Requirements:

1. Section 31 23 16.13 - Trenching

1.2 RELATED DOCUMENTS

A. General: Drawings and general provisions of the Contract, including General and
Supplementary Conditions and Division 1 specification sections, apply to this section.

1.3 DEFINITIONS

A. Backfill: Soil material or controlled low-strength material used to fill an excavation.
1. Initial Backfill: Backfill placed beside and over pipe in a trench, including haunches to

support sides of pipe.
2. Final Backfill: Backfill placed over initial backfill to fill a trench.

B. Base Course: Aggregate layer placed between the subbase course and hot-mix asphalt paving.

C. Bedding Course: Aggregate layer placed over the excavated subgrade in a trench before laying
pipe.

D. Borrow Soil: Satisfactory soil imported from off-site for use as fill or backfill.

E. Drainage Course: Aggregate layer supporting the slab-on-grade that also minimizes upward
capillary flow of pore water.

F. Excavation: Removal of material encountered above subgrade elevations and to lines and
dimensions indicated.

G.  Fill: Soil materials used to raise existing grades.

VERDANTAS EARTH MOVING
PROJECT NO. 37555 312000 -1
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1.4

1.5

1.6

VERDANTAS
PROJECT NO. 37555

IMPROVEMENTS
DTCC: C9004050003

Structures: Buildings, footings, foundations, retaining walls, slabs, tanks, curbs, mechanical and
electrical appurtenances, or other fabricated stationary features constructed above or below the
ground surface.

Subbase Course: Aggregate layer placed between the subgrade and base course for hot-mix
asphalt pavement, or aggregate layer placed between the subgrade and a cement concrete
pavement or a cement concrete or hot-mix asphalt walk.

Subgrade: Uppermost surface of an excavation or the top surface of a fill or backfill immediately
below subbase, drainage fill, drainage course, or topsoil materials.

Utilities: On-site underground pipes, conduits, ducts, and cables as well as underground
services within buildings.

PREINSTALLATION MEETINGS
Preinstallation Conference: Conduct pre-excavation conference at Project site.

1. Review methods and procedures related to earthmoving, including, but not limited to, the

following:

a. Personnel and equipment needed to make progress and avoid delays.

b. Coordination of Work with utility locator service.

C. Coordination of Work and equipment movement with the locations of tree- and
plant-protection zones.

d. Extent of trenching by hand or with air spade.

e. Field quality control.

ACTION SUBMITTALS

Product Data: For each type of the following manufactured products required:
1. Geotextiles.

2. Controlled low-strength material, including design mixture.
3.  Warning tapes.

Samples for Verification: For the following products, in sizes indicated below:
1. Geotextile: 12 by 12 inches

2. Warning Tape: 12 inches long; of each color.

INFORMATIONAL SUBMITTALS
Qualification Data: For qualified testing agency.

Material Test Reports: For each on-site and borrow soil material proposed for fill and backfill as
follows:

1. Classification according to ASTM D2487.
2. Laboratory compaction curve according to ASTM D1557.

EARTH MOVING
312000-2



STANTON PARKING LOT SINKHOLE

DTCC STANTON CAMPUS
NEWARK, DELAWARE

1.7

1.8

A

B.

A

o

IMPROVEMENTS
DTCC: C9004050003

QUALITY ASSURANCE
Perform Work according to New Castle County and DelDOT standards.

Geotechnical Testing Agency Qualifications: Qualified according to ASTM E329 and
ASTM D3740 for testing indicated.

FIELD CONDITIONS

Traffic: Minimize interference with adjoining roads, streets, walks, and other adjacent occupied
or used facilities during earth-moving operations.

1. Do not close or obstruct streets, walks, or other adjacent occupied or used facilities
without permission from Owner and authorities having jurisdiction.

2. Provide alternate routes around closed or obstructed traffic ways if required by Owner or
authorities having jurisdiction.

Improvements on Adjoining Property: Authority for performing earth moving indicated on
property adjoining Owner's property will be obtained by Owner before award of Contract.

Do not proceed with work on adjoining property until directed by Engineer.

Utility Locator Service: Notify utility locator service for area where Project is located before
beginning earth-moving operations.

Do not commence earth-moving operations until temporary site fencing and erosion- and
sedimentation-control measures as specified in the drawings are in place.

Do not commence earth-moving operations until plant-protection measures as specified in the
drawings are in place.

PART 2 - PRODUCTS

2.1 SOIL MATERIALS

A. General: Provide borrow soil materials when sufficient satisfactory soil materials are not
available from excavations.

B. Satisfactory Soils: Soil Classification Groups GW, GP, GM, SW, SP, and SM according to
ASTM D2487; free of rock or gravel larger than 3 inches in any dimension, debris, waste,
frozen materials, vegetation, and other deleterious matter.

C. Unsatisfactory Soils: Soil Classification Groups GC, SC, CL, ML, OL, CH, MH, OH, and PT
according to ASTM D2487 .

1. Unsatisfactory soils also include satisfactory soils not maintained within 2 percent of
optimum moisture content at time of compaction.
VERDANTAS EARTH MOVING
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D. Subbase Material: In accordance with New Castle County and DelDOT standards.

E. Base Course: In accordance with New Castle County and DelDOT standards. Type B Graded
Aggregate DelDOT Standard Specification Section 1005.

F. Engineered Fill: Naturally or artificially graded mixture of natural or crushed gravel, crushed
stone, and natural or crushed sand; with at least 90 percent passing a 1-1/2-inch sieve and not
more than 25 percent passing a No. 200 sieve.

G. Bedding Course: In accordance with New Castle County and DelDOT standards. AASHTO No.
8 stone DelDOT Section 1004 e.

H. Drainage Course: In accordance with New Castle County and DelDOT standards. AASHTO No.
57 stone DelDOT Section 1004.

l. Sand: ASTM C33/C33M; fine aggregate

22 GEOTEXTILES

A. Subsurface Drainage Geotextile: In accordance with New Castle County and DelDOT
standards. Nonwoven needle-punched geotextile, manufactured for subsurface drainage
applications, made from polyolefins or polyesters; with elongation greater than 50 percent;
complying with AASHTO M 288 and the following, measured per test methods referenced:

1. Survivability:
a. Class 2; AASHTO M 288.
b. As follows:
1)  Grab Tensile Strength: 200 Ibf; ASTM D4632.
2)  Grab Tensile Elongation: 40%; ASTM D4632.
3) Tear Strength: 50 Ibf ; ASTM D4533.
4)  Puncture Strength: 45 Ibf; ASTM D4833.
c. Apparent Opening Size: No. 30-80 sieve, maximum; ASTM D4751.
d. Permittivity: 110 gpm/ft*2, minimum; ASTM D4491.
e. UV Stability: 70 percent after 500 hours' exposure; ASTM D4355.

B. Separation Geotextile: In accordance with New Castle County and DelDOT standards. Woven
geotextile fabric, manufactured for separation applications, made from polyolefins or polyesters;
with elongation less than 50 percent; complying with AASHTO M 288 and the following,
measured per test methods referenced:

1. Survivability:
a. Class 2; AASHTO M 288.
b. As follows:
1)  Grab Tensile Strength: 300 Ibf; ASTM D4632.
2) Grab Tensile Elongation: 15%; ASTM D4632.

VERDANTAS EARTH MOVING
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3) Tear Strength: 100 Ibf ; ASTM D4533.
4) Puncture Strength: 150 Ibf ; ASTM D4833.
c. Apparent Opening Size: No. 40-80 sieve, maximum; ASTM D4751.
Permittivity: 6 gpm/ft*2, minimum; ASTM D4491.
UV Stability: 70 percent after 500 hours' exposure; ASTM D4355.

2.3 ACCESSORIES

A. Detectable Warning Tape: Acid- and alkali-resistant, polyethylene film warning tape
manufactured for marking and identifying underground utilities, a minimum of 6 inches wide and
4 mils thick, continuously inscribed with a description of the utility, with metallic core encased in
a protective jacket for corrosion protection, detectable by metal detector when tape is buried up
to 30 inches deep; colored as follows:

Red: Electric.

Yellow: Gas, oil, steam, and dangerous materials.
Orange: Telephone and other communications.
Blue: Water systems.

Green: Sewer systems.

agrON=

PART 3 - EXECUTION

3.1 PREPARATION

A. Protect structures, utilities, sidewalks, pavements, and other facilities from damage caused by
settlement, lateral movement, undermining, washout, and other hazards created by earth-
moving operations.

B. Protect and maintain erosion and sedimentation controls during earth-moving operations.

C. Protect subgrades and foundation soils from freezing temperatures and frost. Remove
temporary protection before placing subsequent materials.

o

Strip all topsoil, pavements, and vegetation within the project limits prior to grading operations
begin. Existing foundations, light poles, and slab-on-grade should removed in their entirety
following demolition of the existing structure. Following rough grading and prior to foundation
excavation or placement of fill, the subgrade shall be proofrolled using a 10-ton non-vibratory
roller in the presence of a qualified soils technician working under the supervision of a
geotechnical engineer. The proposed construction area should be proofrolled at least 10 feet
beyond the construction perimeters.

m

Yielding, or otherwise unsuitable subgrade conditions encountered shall be undercut to firm
subgrade conditions and backfilled with compacted structural fill in accordance with the
recommendations in the Geotechnical Report.

VERDANTAS EARTH MOVING
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3.2

3.3

3.4

3.5

IMPROVEMENTS
DTCC: C9004050003

DEWATERING

Provide dewatering system of sufficient scope, size, and capacity to control hydrostatic
pressures and to lower, control, remove, and dispose of ground water and permit excavation
and construction to proceed on dry, stable subgrades.

Prevent surface water and ground water from entering excavations, from ponding on prepared
subgrades, and from flooding Project site and surrounding area.

Protect subgrades from softening, undermining, washout, and damage by rain or water
accumulation.

1. Reroute surface water runoff away from excavated areas. Do not allow water to
accumulate in excavations. Do not use excavated trenches as temporary drainage
ditches.

2. Dispose of water removed by dewatering in a manner that avoids endangering public
health, property, and portions of work under construction or completed. Dispose of water
and sediment in a manner that avoids inconvenience to others.

EXPLOSIVES

Explosives:

1. Do not use explosives.

EXCAVATION, GENERAL

Unclassified Excavation: Excavate to subgrade elevations regardless of the character of
surface and subsurface conditions encountered. Unclassified excavated materials may include
rock, soil materials, and obstructions. No changes in the Contract Sum or the Contract Time will
be authorized for rock excavation, removal of obstructions, over-excavation or imported
materials required to meet the project specifications.

1.  If excavated materials intended for fill and backfill include unsatisfactory soil materials and
rock, replace with satisfactory soil materials.

2.  Remove rock to lines and grades indicated to permit installation of permanent
construction.

3. Over excavate unsuitable soils as outlined in the geotechnical report and as determined
by the field geotechnical engineer.

EXCAVATION FOR STRUCTURES

Excavate to indicated elevations and dimensions within a tolerance of plus or minus 1 inch. If
applicable, extend excavations a sufficient distance from structures for placing and removing
concrete formwork, for installing services and other construction, and for inspections.

VERDANTAS EARTH MOVING
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3.6

3.7

3.8

IMPROVEMENTS
DTCC: C9004050003

1. Excavations for Footings and Foundations: Do not disturb bottom of excavation. Excavate
by hand to final grade just before placing concrete reinforcement. Trim bottoms to required
lines and grades to leave solid base to receive other work.

2. Excavation for Underground Tanks, Basins, and Mechanical or Electrical Utility Structures:
Excavate to elevations and dimensions indicated within a tolerance of plus or minus 1
inch. Do not disturb bottom of excavations intended as bearing surfaces.

3. Yielding, or otherwise unsuitable subgrade conditions encountered shall be undercut to
firm subgrade conditions and backfilled with compacted structural fill in accordance with
the recommendations in the Geotechnical Report.

4. Contractor shall perform over-excavations as determined by the field geotechnical
engineer, anticipated to be over-excavation of minimum of 12" and backfilled to foundation
subgrade elevation with compacted structural fill in accordance with the recommendations
in the Geotechnical Report.

Excavations at Edges of Tree- and Plant-Protection Zones:

1. Excavate by hand or with an air spade to indicated lines, cross sections, elevations, and
subgrades. If excavating by hand, use narrow-tine spading forks to comb soil and expose
roots. Do not break, tear, or chop exposed roots. Do not use mechanical equipment that
rips, tears, or pulls roots. Use a vibratory knife or other equipment and tools that conform
to accepted arboricultural practices to cut roots along the limit it of disturbance.

EXCAVATION FOR WALKS AND PAVEMENTS

Excavate surfaces under walks and pavements to indicated lines, cross sections, elevations,
and subgrades.

SUBGRADE INSPECTION
Notify Engineer when excavations have reached required subgrade.

If Engineer determines that unsatisfactory soil is present, continue excavation and replace with
compacted backfill or fill material as directed.

Proof-roll subgrade below the building slabs and pavements plus 5-feet beyond with a minimum
of three (3) passes in each direction with 10-ton vibratory roller and in accordance with the
recommendation of the project geotechnical evaluation to densify the subgrade and identify soft
pockets and areas of excess yielding. Do not proof-roll wet or saturated subgrades

Reconstruct subgrades damaged by freezing temperatures, frost, rain, accumulated water, or
construction activities, as directed by engineer, without additional compensation.

UNAUTHORIZED EXCAVATION

Fill unauthorized excavation under foundations or wall footings by extending bottom elevation
of concrete foundation or footing to excavation bottom, without altering top elevation. Lean
concrete fill, with 28-day compressive strength of 2000 psi, may be used when approved by
Engineer.

VERDANTAS EARTH MOVING
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1. Fill unauthorized excavations under other construction, pipe, or conduit as directed by
Engineer.

3.9 STORAGE OF SOIL MATERIALS

A.  Stockpile borrow soil materials and excavated satisfactory soil materials without intermixing.
Place, grade, and shape stockpiles to drain surface water. Cover to prevent windblown dust.

1. Stockpile soil materials away from edge of excavations. Do not store within drip line of
remaining trees.

3.10 BACKFILL

A. Place and compact backfill in excavations promptly, but not before completing the following:

1. Construction below finish grade including, where applicable, subdrainage, dampproofing,
waterproofing, and perimeter insulation.

Surveying locations of underground utilities for Record Documents.

Testing and inspecting underground utilities.

Removing concrete formwork.

Removing trash and debris.

Removing temporary shoring, bracing, and sheeting.

Installing permanent or temporary horizontal bracing on horizontally supported walls.

NooA~ON

B. Place backfill on subgrades free of mud, frost, snow, or ice.

3.1 SOIL FILL

A. Plow, scarify, bench, or break up sloped surfaces steeper than 1 vertical to 4 horizontal so fill
material will bond with existing material.

B. Place and compact fill material in layers to required elevations as follows:

1. Under grass and planted areas, to a zone of 2’ below grade, use certified clean fill
materials as approved by the Owner’s Representative.
2. Under walks and pavements, use satisfactory soil material.

C. Place sail fill on subgrades free of mud, frost, snow, or ice.

3.12 SOIL MOISTURE CONTROL

A. Uniformly moisten or aerate subgrade and each subsequent fill or backfill soil layer before
compaction to within 2 percent of optimum moisture content.

1. Do not place backfill or fill soil material on surfaces that are muddy, frozen, or contain frost
orice.

VERDANTAS

EARTH MOVING
PROJECT NO. 37555
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3.13

3.14

3.15

IMPROVEMENTS
DTCC: C9004050003

2. Remove and replace, or scarify and air dry, otherwise satisfactory soil material that
exceeds optimum moisture content by 2 percent and is too wet to compact to specified dry
unit weight.

COMPACTION OF SOIL BACKFILLS AND FILLS

Place backfill and fill soil materials in layers not more than 8 inches in loose depth for material
compacted by heavy compaction equipment and not more than 6 inches in loose depth for
material compacted by hand-operated tampers.

Place backfill and fill soil materials evenly on all sides of structures to required elevations and
uniformly along the full length of each structure.

Structural Fill and compaction operations to extend 5’ beyond the building footprint

Compact soil materials to not less than the following percentages of maximum dry unit weight
according to ASTM D1557:

Under structures, building slabs, steps, and pavements to a minimum of 95 percent.
Under walkways compact each layer of backfill or fill soil material to 90 percent.

Under turf or unpaved areas compact each layer to of backfill or fill soil to 85 percent.
For utility trenches in landscape areas, compact each layer of initial and final backfill soil
material at 90 percent.

pPON~

GRADING

General: Uniformly grade areas to a smooth surface, free of irregular surface changes. Comply
with compaction requirements and grade to cross sections, lines, and elevations indicated.

1. Provide a smooth transition between adjacent existing grades and new grades.
2. Cut out soft spots, fill low spots, and trim high spots to comply with required surface
tolerances.

Site Rough Grading: Slope grades to direct water away from buildings and to prevent ponding.
Finish subgrades to elevations required to achieve indicated finish elevations, within the
following subgrade tolerances:

1. Turf or Unpaved Areas: Plus or minus 1 inch .

2. Walks: Plus or minus 1 inch
3. Pavements: Plus or minus 1/2 inch.

SUBBASE AND BASE COURSES UNDER PAVEMENTS AND WALKS
Place subbase course and base course on subgrades free of mud, frost, snow, or ice.

On prepared subgrade, place subbase course, base course, and geotextile under pavements
and walks in accordance with New Castle County, DelDOT standards, and as indicated in
drawings.

VERDANTAS EARTH MOVING
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STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

3.16 FIELD QUALITY CONTROL

A. Owner will engage a qualified materials testing and engineering firm to review construction and
perform testing of materials for general conformance with these specifications

B. The placement and compaction of structural fill shall be monitored on a fulltime basis

3.17 PROTECTION

A. Protecting Graded Areas: Protect newly graded areas from traffic, freezing, and erosion. Keep
free of trash and debris.

B. Repair and reestablish grades to specified tolerances where completed or partially completed
surfaces become eroded, rutted, settled, or where they lose compaction due to subsequent
construction operations or weather conditions.

1. Scarify or remove and replace soil material to depth as directed by Engineer; reshape and
recompact.

C.  Where settling occurs before Project correction period elapses, remove finished surfacing,
backfill with additional soil material, compact, and reconstruct surfacing.

1.  Restore appearance, quality, and condition of finished surfacing to match adjacent work,
and eliminate evidence of restoration to greatest extent possible.
3.18 DISPOSAL OF SURPLUS AND WASTE MATERIALS

A. Remove surplus satisfactory soil and waste materials, including unsatisfactory soil, trash, and

debris, and legally dispose of them off Owner's property.
END OF SECTION 312000
VERDANTAS EARTH MOVING
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SECTION 312316.13 - TRENCHING

PART 1 GENERAL

1.01 SUMMARY

A. Section Includes:
1. Backfilling and compaction.

1.02 QUALITY ASSURANCE

A. Perform Work according to New Castle County and Delaware Department of Transporta-
tion standards.

B. Prepare excavation protection plan under direct supervision of professional engineer ex-
perienced in design of this Work and licensed in State of Delaware.

1.03 FIELD MEASUREMENTS

A. Verify field measurements prior to fabrication.

1.04 COORDINATION

A. Verify Work associated with lower elevation utilities is complete before placing higher elevation
utilities.

PART 2 PRODUCTS

2.01 FILL MATERIALS

A. Subsoil Fill: As specified in Section 312000 Earth Moving.
B. Structural Fill: As specified in Section 312000 Earth Moving.
C. Granular Fill: As specified in Section 312000 Earth Moving.

PART 3 EXECUTION

3.01 SUSTAINABILITY CHARACTERISTICS

A. Materials and Resources Characteristics:
A. Recycled Content Materials: Maximum available recycled content.

VERDANTAS TRENCHING
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3.02 LINES AND GRADES

A. Lay utilities to lines and grades indicated.

B.  Architect/Engineer may make changes in lines, grades, and depths of utilities when

changes are required for Project conditions.

C. Maintain grade alignment of pipe using string line parallel with grade line and vertically

above centerline of pipe.

D. Establish string line on level batter boards at intervals of not more than 25 feet.

E. Install batter boards spanning trench, rigidly anchored to posts driven into ground on both
sides of trench.

F. Set three adjacent batter boards before laying pipe to verify grades and line.

G. Determine elevation and position of string line from elevation and position of offset points
or stakes located along pipe route.

H. Do not locate pipe using side lines for line or grade.

3.03 PREPARATION

Call Miss-Utility of Delmarva at 1-800-282-8555 not less than 72 hours before performing Work.
Request underground utilities to be located and marked within and surrounding construction
areas.

Identify required lines, levels, contours, and datum locations.

Protect plant life, lawns, and other features remaining as portion of final landscaping.

Protect benchmarks, existing structures, fences, sidewalks, paving, and curbs from excavating
equipment and vehicular traffic.

Maintain and protect above and below grade utilities indicated to remain.

Establish temporary traffic control and detours when trenching is performed in public right-of-
way. Relocate controls and reroute traffic as required during progress of Work.

w >

moo

om

3.04 TRENCHING

A. Excavate subsoil required for utilities.

B. Perform excavation within 24 inches of existing utility service according to Delmarva’s require-
ments.

C. Do not advance open trench more than 200 feet ahead of installed pipe.

D. Cuttrenches sufficiently wide to enable installation and allow inspection. Remove water or ma-
terials that interfere with Work.

E. Excavate bottom of trenches maximum 24 inches wider than outside diameter of pipe.

F. Excavate trenches to depth indicated on Drawings. Provide uniform and continuous bearing
and support for bedding material and utilities.

G. When Project conditions permit, slope side walls of excavation starting 24 inches above top of
pipe. When side walls cannot be sloped, provide sheeting and shoring to protect excavation as
specified in this Section.

H. When subsurface materials at bottom of trench are loose or soft, notify Architect/Engineer, and
request instructions.

VERDANTAS TRENCHING
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I.  Cut out soft areas of subgrade not capable of compaction in place. Backfill with approved struc-
tural fill and compact to density equal to or greater than requirements for subsequent backfill
material in accordance with the recommendations in the Geotechnical Report and under super-
vision of a qualified geotechnical engineer.

J. Trim excavation. Remove loose matter.

Correct areas over excavated areas with compacted backfill as specified for authorized excava-
tion or replace with fill concrete as directed by Architect/Engineer.

L. Stockpile subsoil in area designated on Site to depth not exceeding 8 feet and protect from
erosion.

3.05 SHEETING AND SHORING

A. The design of all sheeting and shoring is fully and completely delegated to the Contractor who
shall retain a Professional Engineer licensed in the State of Delaware to execute such design.

B. Sheet, shore, and brace excavations to prevent danger to persons, structures and adjacent
properties and to prevent caving, erosion, and loss of surrounding subsoil.

C. Support trenches more than 5 feet deep excavated through unstable, loose, or soft material.
Provide sheeting, shoring, bracing, or other protection to maintain stability of excavation.

D. Design sheeting and shoring to be removed at completion of excavation Work.

E. Repair damage caused by failure of sheeting, shoring, or bracing and for settlement of filled ex-
cavations or adjacent soil.

F. Repair damage to new and existing Work from settlement, water or earth pressure or other
causes resulting from inadequate sheeting, shoring, or bracing.

3.06 BACKFILLING

A. Backfill trenches to contours and elevations with unfrozen fill materials.

B. Systematically backfill to allow maximum time for natural settlement. Do not backfill over po-
rous, wet, frozen, or spongy subgrade surfaces.

C. Place fill material in continuous layers and compact.

D. Employ placement method that does not disturb or damage foundation perimeter drainage and
utilities in trench.

E. Maintain optimum moisture content of fill materials to attain required compaction density.
Do not leave more than 50 feet of trench open at end of working day.

@ m

Protect open trench to protect the public.

3.07 FIELD QUALITY CONTROL
A. Perform laboratory material tests according to ASTM D1557.
B. Perform in place compaction tests according to following:
a. Density Tests: ASTM D1556, ASTM D2167, or ASTM D2922.
b. Moisture Tests: ASTM D3017.

C. When tests indicate Work does not meet specified requirements, remove Work, replace, com-
pact, and retest.

VERDANTAS TRENCHING
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3.08 PROTECTION OF FINISHED WORK
A. Reshape and re-compact fills subjected to vehicular traffic during construction.

3.09 SCHEDULE

B. Storm Piping:
1.Grassed/Paved Areas:

a. Subgrade: To be reviewed by a qualified technician under the supervision of a geotech-
nical engineer prior to pipe installation. Install filter stone bedding (6” min) as directed if
subgrade conditions warrant.

b. Backfill trench with structural fill in 8” max loose lifts and compact uniformly to minimum
90 percent of maximum density as determined by the Modified Proctor Test (ASTM D
1557) reviewed by a qualified technician under the supervision of a geotechnical engi-
neer.

2.Areas within 5 feet of Building Foundation:

a. Subgrade: To be reviewed by a qualified technician under the supervision of a geotech-
nical engineer prior to pipe installation. Install filter stone bedding (6” min) as directed if
subgrade conditions warrant.

b. Backfill trench with structural fill in 8” max loose lifts and compact uniformly to minimum
95 percent of maximum density as determined by the Modified Proctor Test (ASTM D
1557) reviewed by a qualified technician under the supervision of a geotechnical engi-
neer.

C. Sanitary Piping:
1.Grassed/Paved Areas:

a. Subgrade: To be reviewed by a qualified technician under the supervision of a geotech-
nical engineer prior to pipe installation. Install filter stone bedding (6” min) as directed if
subgrade conditions warrant.

b. Backfill trench with structural fill in 8” max loose lifts and compact uniformly to minimum
90 percent of maximum density as determined by the Modified Proctor Test (ASTM D
1557) reviewed by a qualified technician under the supervision of a geotechnical engi-
neer.

2.Areas within 5 feet of Building Foundation:

a. Subgrade: To be reviewed by a qualified technician under the supervision of a geotech-
nical engineer prior to pipe installation. Install filter stone bedding (6” min) as directed if
subgrade conditions warrant.

b. Backfill trench with structural fill in 8” max loose lifts and compact uniformly to minimum
95 percent of maximum density as determined by the Modified Proctor Test (ASTM D
1557) reviewed by a qualified technician under the supervision of a geotechnical engi-
neer.

D. Water Piping:
1.Grassed/Paved Areas:

a. Subgrade: To be reviewed by a qualified technician under the supervision of a geotech-
nical engineer prior to pipe installation. Install filter stone bedding (6” min) as directed if
subgrade conditions warrant.

b. Backfill trench with structural fill in 8” max loose lifts and compact uniformly to minimum
90 percent of maximum density as determined by the Modified Proctor Test (ASTM D
1557) reviewed by a qualified technician under the supervision of a geotechnical engi-
neer.

2.Areas within 5 feet of Building Foundation:

a. Subgrade: To be reviewed by a qualified technician under the supervision of a geotech-
nical engineer prior to pipe installation. Install filter stone bedding (6” min) as directed if
subgrade conditions warrant.

VERDANTAS TRENCHING
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b. Backfill trench with structural fill in 8” max loose lifts and compact uniformly to minimum
95 percent of maximum density as determined by the Modified Proctor Test (ASTM D
1557) reviewed by a qualified technician under the supervision of a geotechnical engi-
neer.

E. Duct Bank:
1.Grassed/Paved Areas:

a. Subgrade: To be reviewed by a qualified technician under the supervision of a geotech-
nical engineer prior to pipe installation. Install filter stone bedding (6” min) as directed if
subgrade conditions warrant.

b. Backfill trench with structural fill in 8” max loose lifts and compact uniformly to minimum
90 percent of maximum density as determined by the Modified Proctor Test (ASTM D
1557) reviewed by a qualified technician under the supervision of a geotechnical engi-
neer.

2.Areas within 5 feet of Building Foundation:

a. Subgrade: To be reviewed by a qualified technician under the supervision of a geotech-
nical engineer prior to pipe installation. Install filter stone bedding (6” min) as directed if
subgrade conditions warrant.

b. Backfill trench with structural fill in 8” max loose lifts and compact uniformly to minimum
95 percent of maximum density as determined by the Modified Proctor Test (ASTM D
1557) reviewed by a qualified technician under the supervision of a geotechnical engi-
neer.

END OF SECTION
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SECTION 313716.13 - RUBBLE-STONE RIPRAP

PART 1 - GENERAL

1.1 SUMMARY

A.  Section Includes: Riprap placed loose.

1.2 COORDINATION

A. Coordinate Work of this Section with utilities Work.

1.3 PREINSTALLATION MEETINGS - NOT USED

1.4 SUBMITTALS

A.  Section 013300 - Submittal Procedures: Requirements for submittals.

B.  Product Data: Submit manufacturer information regarding size distribution and types for rock
for riprap.
C.  Manufacturer's Certificate: Certify that products meet or exceed specified requirements.

D.  Qualifications Statement:

1. Submit qualifications for manufacturer.

1.5 SUSTAINABLE DESIGN SUBMITTALS — NOT USED

1.6 QUALITY ASSURANCE
A.  Furnish each aggregate material from single source throughout Work of this Section.

B.  Perform Work according to AASHTO standards.

1.7 QUALIFICATIONS

A.  Manufacturer: Company specializing in manufacturing products specified in this Section with
minimum three years' documented experience.

VERDANTAS RUBBLE-STONE RIPRAP
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PART 2 - PRODUCTS

2.1

2.2

A.

B.

STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

SUSTAINABILITY CHARACTERISTICS — NOT USED

MATERIALS
Riprap:
1. Description:

a. Irregular-shaped rock.
b. Solid and nonfriable.

2. Type: Granite.

3. Size:
a. Minimum: 6 inch.
b. Maximum: 12 inch.

Furnish materials according to AASHTO standards.

PART 3 - EXECUTION

3.1

3.2

A.
B.
C.
D.

APPLICATION

Place riprap where indicated on Drawings.

Place riprap into position and remove foreign material from surfaces.

Do not place riprap over frozen or spongy subgrade surfaces.

Average Installed Thickness: As indicated on Drawings.

ATTACHMENTS — NOT USED

END OF SECTION
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SECTION 320116 - FLEXIBLE PAVING REHABILITATION

PART 1 - GENERAL

1.1 SUMMARY
A.  Section Includes:
1. Heating, scarifying, milling, remixing, placing, and compacting existing asphaltic concrete.
B. Related Sections:

1. Section 32 12 16 - Asphalt Paving.

1.2 SUBMITTALS
A. Product Data: Submit data on asphalt rejuvenating agent and seal coat.
B. Mix Design: Submit mix design proposed.
C. Equipment: Submit list of equipment intended for use on the Work.

D. Procedures: Submit schedule of intended removal, remixing, and rolling procedures.

1.3 QUALITY ASSURANCE
A. Perform Work according to New Castle County and DelDOT standards.

B. Contractor shall maintain at all times on site a set of official stamped approved project drawings
for all disciplines (civil, architectural, mechanical/electrical, plumbing, etc.).

14 QUALIFICATIONS
A. Recycler: Company specializing in performing the Work of this section with minimum 3 years
experience.
1.5 PRE-INSTALLATION MEETINGS

A. Convene minimum one week prior to commencing Work of this section.

1.6 ENVIRONMENTAL REQUIREMENTS
A. Do not perform Work when weather conditions will not permit successful completion of the
Work.
VERDANTAS FLEXIBLE PAVING REHABILITATION
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B.

IMPROVEMENTS
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When ambient air temperature is below 50 degrees F, obtain Architect/Engineer's approval pri-
or to proceeding with the Work.

PART 2 - PRODUCTS

21

22

23

A

A

B.

C.

D.

FLEXIBLE PAVEMENT SURFACING RECOVERY

Furnish materials according to New Castle County and DelDOT standards.

MATERIALS

Recycled Material: Existing in-place asphaltic concrete.

Virgin Mix Materials: Furnish according to New Castle County and DelDOT standards.

Asphalt Rejuvenating Agent: Hydrocarbon products, liquid form, physical and chemical proper-
ties, according to Asphalt Recycling and Reclaiming Association - Proven Guidelines for Hot-
Mix Recycling.

Seal Coat: Al MS-19; slurry type.

Paving Surfaces: Minimum solar reflectance index (SRI) of 29, calculated according to ASTM
E1980.

1. Reflectance: Measured according to ASTM E903, ASTM E1918, or ASTM C1549.
2. Emittance: Measured according to ASTM E408 or ASTM C1371.

EQUIPMENT.

Recycling Equipment: Type for intended purpose as follows:

1. Self-propelled; with automated mix controls.

Heated Asphalt Remixer: Type for intended purpose as follows:

Self-propelled; wheel base sufficient to maximize leveling action.

2.  Operational heater width of 10 feet minimum to 12 feet maximum; protective insulated
hood over heated areas; heated, adjustable, direct flame heating not permitted.

3. Vibratory screed with hydraulic side extensions; two rows of scarifying teeth functioning
independently, spring mounted and located above road surface to enable deep penetra-
tion when required.

Milling Unit: Type for intended purpose as follows:

1.  Self-propelled; wheel base sufficient to maximize leveling action.
2. Capable of loosening pavement material to 2 inch depth.

Onboard Pug Mill: Type for intended purpose as follows:

VERDANTAS FLEXIBLE PAVING REHABILITATION
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1. Horizontal shaft, hydrostatically driven, heated mixer.
2. Capable of adding and remixing recycled material, rejuvenating agent, and virgin material.
3. To produce uniform mixture at required temperature.

E. Compactor: Pneumatic tired roller for initial compaction; steel wheeled rollers required for addi-
tional compaction and smoothness.
2.4 RECYCLED MIX

A. Remove random samples of existing pavement material; record sample location and perform
testing.

B. Establish mix design from test sample materials.

C. Identify asphalt content, aggregate gradation curve, penetration value, viscosity of residual as-
phalt, and density.

D.  Establish recycling agent demand ratios; determine maximum stability curve to support demand
ratios.

PART 3 - EXECUTION

3.1 PREPARATION

A. Mechanically sweep pavement surfaces immediately prior to commencement of Work. Clean
pavement surfaces of loose foreign matter. Verify surfaces are dry.

B. Protect existing improvements, overhanging trees, and plant life from heat damage by individu-
al shielding and water spray.

C. Remove and store manhole covers and frames and catch basin covers and frames for struc-
tures to remain.
3.2 REMOVAL
A. Do not disfigure adjacent Work.
B. Heat pavement surface uniformly by continuous movement of heated miller.
C. Execute removal to depth not less than 1 inch at each point across full width of surface without
detrimental aggregate degradation.
3.3 MIXING
A. Mix removed material by spinning or tumbling action for asphalt rejuvenation.
B. Blend recycled material, recycling agent, and virgin material according to mix design.

VERDANTAS FLEXIBLE PAVING REHABILITATION
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C. Blend recycled material, recycling agent, and virgin material according to New Castle County
and DelDOT standards.
D. Maintain mix temperature of remixed material, directly behind screed, as follows:
1. Air Temperature of 50 degrees F (10 degrees C): 250 degrees F (120 degrees C).
2. Air Temperature of 60 degrees F (15 degrees C) : 240 degrees F (115 degrees C).
3.  Air Temperature of 70 degrees F (21 degrees C) : 230 degrees F (110 degrees C).
34 PLACING
A. Form gutter cut 3/4 inch deep tapered to feather edge for minimum of 3 feet from lip of gutter;
for subsequent surface overlay to be flush with lip of gutter.
B. Discharge remixed material and added virgin material by heated vibratory precompactor.
C.  Spread material in windrow for profiling and precompaction.
D. Compact by heated vibratory screed to uniform cross sectional thickness.
E. Place mixed material to thicknesses indicated.
35 ROLLING AND COMPACTING
A. Roll and compact pavement materials to elevations existing before commencing the Work.
B. Complete compaction process within 5 minutes of removal.
C. Compact pavement by rolling. Do not displace or extrude pavement from position.
D. Develop rolling with consecutive passes to achieve even and smooth finish, without roller
marks.
E. Reinstall manhole covers and frames and catch basin covers and frames.
3.6 PROTECTION OF FINISHED WORK
A. Section 017300 - Execution: Protecting finished work.
B. Do not permit traffic over surface for 2 hours.
3.7 SCHEDULES
A. Parking Areas: Asphalt pavement surfaces as indicated on Drawings.
END OF SECTION 320116
VERDANTAS FLEXIBLE PAVING REHABILITATION
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SECTION 32 11 23 - AGGREGATE BASE COURSES

PART 1 - GENERAL

1.1 SUMMARY
A. Section Includes:
1. Aggregate subbase.
2. Aggregate base course.
1.2 QUALITY ASSURANCE
A. Furnish each aggregate material from single source throughout the Work.
B. Perform Work according to DelDOT standards.
C. Include the following paragraph only when cost of acquiring specified standards is justified.

D. Contractor shall maintain at all times on site a set of official stamped approved project drawings
for all disciplines (civil, architectural, mechanical/electrical, plumbing, etc.).

PART 2 - PRODUCTS

2.1 SUSTAINABILITY CHARACTERISTICS
A. Materials and Resources Characteristics:
1. Recycled Content Materials: Furnish materials with maximum available recycled content.
2. Regional Materials: Furnish materials extracted, processed, and manufactured within 500
miles of Project site.
22 AGGREGATE MATERIALS
A. Subbase Aggregate: ASTM D2940; graded type.
1. Percent Passing per Sieve Size:
a. 2lInches: 100.
b. No. 4: 30 to 60.
c. No. 200: Zero to 12.

B. Base Aggregate: ASTM D2940; graded type.

VERDANTAS AGGREGATE BASE COURSES
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A

IMPROVEMENTS
DTCC: C9004050003

1. Percent Passing per Sieve Size:
2 Inches: 100.

1-1/2 Inches: 95 to 100.
3/4 Inch: 70 to 92.

3/8 Inch: 50 to 70.

No. 4: 35 to 55.

No. 30: 12 to 25.

No. 200: Zero to 8.

@m0 oTw

ACCESSORIES

Geotextile Fabric: AASHTO M288; non-woven, polypropylene.

PART 3 - EXECUTION

3.1 EXAMINATION
A. Verify compacted substrate is dry and ready to support paving and imposed loads.
1. Proof roll substrate in minimum two perpendicular passes to identify soft spots.
2. Remove soft substrate and replace with compacted fill.
B. Verify substrate has been inspected, gradients and elevations are correct.
3.2 PREPARATION
A. Correct irregularities in substrate gradient and elevation by scarifying, reshaping, and re-
compacting.
B. Do not place fill on soft, muddy, or frozen surfaces.
3.3 AGGREGATE PLACEMENT
A. Install geotextile fabric over subgrade according to manufacturer's instructions.
1. Lap ends and edges minimum 6 inches.
B. Anchor fabric to subgrade when required to prevent displacement until aggregate is installed.
C. Spread aggregate over prepared substrate to total compacted thickness indicated on Drawings.
D. Roller compact aggregate to 95 percent maximum dry density according to ASTM D1557.
E. Level and contour surfaces to elevations, profiles, and gradients indicated.
F. Add small quantities of fine aggregate to coarse aggregate when required to assist compaction.
G. Maintain optimum moisture content of fill materials to attain specified compaction density.
VERDANTAS AGGREGATE BASE COURSES
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H. Use mechanical tamping equipment in areas inaccessible to compaction equipment.

3.4 FIELD QUALITY CONTROL
A. Compaction testing will be performed according to ASTM D6938.

B. When tests indicate Work does not meet specified requirements, remove Work, replace and re-
test.

C. Frequency of Tests: One test for every 1000 square yards of each layer compacted aggregate.

3.5 COMPACTION

A. Compact materials to 95 percent of maximum dry density, according to ASTM D155.

3.6 SCHEDULES
A. Asphalt Paving Base Course: As indicated on Drawings.
B. Concrete Paving Base Course: As indicated on Drawings.
END OF SECTION 321123
VERDANTAS
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SECTION 321216
ASPHALT PAVING

PART 1GENERAL
1.01 SUMMARY

A. Section Includes:
1. Asphalt materials.
2. Aggregate materials.
3. Aggregate subbase.
4. Asphalt paving base course, binder course, and wearing course.
5. Asphalt paving overlay for existing paving.
6. Surface slurry.
B. Related Requirement:
1. Section 312000 — Earth Moving
2. Section 320116 - Flexible Paving Rehabilitation.
3. Section 321123 - Aggregate Base Courses: Compacted subbase for paving.
4., Section 321723 - Pavement Markings: Painted pavement markings, lines, and legends.

1.02 PRICE AND PAYMENT PROCEDURES
A. See Section 012200 — Unit Prices.
1.03 SUBMITTALS

A. Product Data:
1. Submit product information for asphalt and aggregate materials.
2. Submit mix design with laboratory test results supporting design.

B. Manufacturer's Certificate: Certify Products meet or exceed New Castle County and DelDOT
requirements.

1.04 QUALITY ASSURANCE
A. Mixing Plant: Conform to DelDOT standard.
B. Obtain materials from same source throughout.
C. Perform Work in accordance with DelDOT standard.
D.

Contractor shall maintain at all times on site a set of official stamped approved project drawings
for all disciplines (civil, architectural, mechanical/electrical, plumbing, etc.).

1.05 QUALIFICATIONS
A. Installer: Company specializing in performing work of this section with three years experience.
1.06 AMBIENT CONDITIONS

A. Do not place asphalt mixture when ambient air or base surface temperature is less than 40 de-
grees F, or surface is wet or frozen.

PART 2 PRODUCTS
2.01 ASPHALT PAVING

A. Performance / Design Criteria:
1. Paving: Design for parking, light duty commercial vehicles, main street arteries, movement
of trucks up to 30,000 Ibs (13 600 kg).

B. Asphalt Materials:
1. Asphalt Binder: In accordance with New Castle County and DelDOT Standards.
2. Primer: In accordance with New Castle County and DelDOT Standards.
3. Tack Coat: In accordance with New Castle County and DelDOT Standards.

C. Aggregate Materials:
1. Coarse Aggregate: ASTM D692; crushed stone, gravel, or blast furnace slag.

VERDANTAS ASPHALT PAVING
PROJECT NO. 37555 321216 -1



STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

DTCC STANTON CAMPUS
NEWARK, DELAWARE

2.  Fine Aggregate: In accordance with New Castle County and DelDOT Standards.
3. Mineral Filler: Finely ground mineral particles, free of foreign matter.

D. Aggregate Subbase: Specified in Section 321123.
2.02 MIXES
A. Use dry material to avoid foaming. Mix uniformly.

B. Asphalt Paving Mixtures: ASTM D3515; designed in accordance with Al MS2.
1.  Base Course: In accordance with New Castle County and DelDOT Standards.
2. Binder Course: In accordance with New Castle County and DelDOT Standards.
3.  Wearing Course: In accordance with C and DelDOT Standards.

C. Paving Surfaces: Minimum solar reflectance index (SRI) of 29, calculated in accordance with
ASTM E1980.
1. Reflectance: Measured in accordance with ASTM E903, ASTM E1918, or ASTM C1549.
2. Emittance: Measured in accordance with ASTM E408 or ASTM C1371.

2.03 ACCESSORIES
A. Geotextile Fabric: AASHTO M288; non-woven, polypropylene.
2.04 SOURCE QUALITY CONTROL.
A. Submit proposed mix design of each class of mix for review prior to beginning of Work.
PART 3 EXECUTION
3.01 EXAMINATION

A. Verify utilities indicated under paving are installed with excavations and trenches backfilled and
compacted.

B. Verify compacted subgrade subbase is dry and ready to support paving and imposed loads.
1. Proof roll subbase in minimum two perpendicular passes to identify soft spots.
2. Remove soft subbase and replace with compacted fill as specified in Section 312323.

C. Verify gradients and elevations of base are correct.

D. Verify gutter drainage grilles and frames, manhole frames and other structures are installed in
correct position and elevation.

3.02 DEMOLITION
A. Saw cut and notch existing paving as indicted on Drawings.

B. Clean existing paving to remove foreign material, excess joint sealant, and crack filler from pav-
ing surface.

C. Repair surface defects in existing paving to provide uniform surface to receive new paving.
3.03 INSTALLATION

A. Subbase:
1. Prepare subbase in accordance with New Castle County and DelDOT standards.
B. Primer:

1. Apply primer in accordance with New Castle County and DelDOT Standards.
2. Use clean sand to blot excess primer.

C. Tack Coat:
1. Apply tack coat in accordance with New Castle County and DelDOT Standards.
2. Apply tack coat to contact surfaces of curbs and gutters.
3. Coat surfaces of manhole, catch basin, and water valves frames with oil to prevent bond
with asphalt paving. Do not tack coat these surfaces.

D. Single Course Asphalt Paving:
1. Install Work in accordance with New Castle County and DelDOT Standards.

VERDANTAS ASPHALT PAVING
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Place asphalt within 24 hours of applying primer or tack coat.

Place asphalt wearing course thickness as indicated on Drawings.

Compact paving by rolling to specified density. Do not displace or extrude paving from po-
sition. Hand compact in areas inaccessible to rolling equipment.

Perform rolling with consecutive passes to achieve even and smooth finish without roller
marks.

Double Course Asphalt Paving:

1.
2.
3.

Place asphalt binder course within 24 hours of applying primer or tack coat.

Place binder course to thickness indicated on Drawings.

Place wearing course within 24 hours of placing and compacting binder course. When
binder course is placed more than 24 hours before placing wearing course, clean surface
and apply tack coat before placing wearing course.

Place wearing course to thickness indicated on Drawings.

Compact each course by rolling to specified density. Do not displace or extrude paving
from position. Hand compact in areas inaccessible to rolling equipment.

Perform rolling with consecutive passes to achieve even and smooth finish, without roller
marks.

Asphalt Paving Overlay

1.

2.

3.
4.

5.

Apply asphalt cement to existing paving surface at rate recommended by geotextile fabric
manufacturer.

Install geotextile fabric in accordance with manufacturer's instructions to permit asphalt
saturation of fabric. Lap fabric edge and end joints 4 inches (100 mm).

Place wearing course to thickness indicated on Drawings.

Compact overlay by rolling to specified density. Do not displace or extrude paving from
position. Hand compact in areas inaccessible to rolling equipment.

Perform rolling with consecutive passes to achieve even and smooth finish, without roller
marks.

G. Surface Slurry:

1.

2.
3.

Install uniform thickness surface slurry over existing paving in accordance with ASTM
D3910.

Allow slurry to cure.

Roll paving to achieve uniform surface.

3.04 FIELD QUALITY CONTROL

A

B.
C.
D.

A

VERDANTAS

Take samples and perform tests including mat density tests in accordance with City of Wilming-
ton and DelDOT Standards.

Asphalt Paving Mix Temperature: Measure temperature at time of placement.

Asphalt Paving Thickness: ASTM D3549; test one core sample from every 1000 square yards
compacted paving.

Asphalt Paving Density: ASTM D1188 or ASTM D2726; test one core sample from every 1000
square yards compacted paving.

3.05 PROTECTION

Immediately after placement, protect paving from mechanical injury for 4 hours or until surface
temperature is less than 140 degrees F (60 degrees C).

END OF SECTION

ASPHALT PAVING

PROJECT NO. 37555 321216-3



STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

DTCC STANTON CAMPUS
NEWARK, DELAWARE

SECTION 321313 - CONCRETE PAVING
PART 1 - GENERAL

1.1 SUMMARY
A. Section Includes:
1. Aggregate base course.
Concrete paving for:
a. Concrete sidewalks.
b. Concrete stair steps.
c. Concrete integral curbs.
d. Concrete roads.
B. Related Requirements:
1. Section 312000 — Earth Moving
2. Section 321123 - Aggregate Base Courses
1.2 PRE-INSTALLATION MEETINGS

A. Convene minimum 10 days prior to commencing work of this section.

1.3 SUBMITTALS
A. Product Data:
1. Submit data on concrete materials, joint filler admixtures and curing compounds.
B. Design Data:
1. Submit concrete mix design for each concrete strength. Submit separate mix designs
when admixtures are required for the following:
a. Hot and cold weather concrete work.
2. ldentify mix ingredients and proportions, including admixtures.
3. Identify chloride content of admixtures and whether or not chloride was added during

manufacture.

C.  Source Quality Control Submittals: Indicate results of shop tests and inspections.

14 QUALITY ASSURANCE
A. Obtain cementitious materials from same source throughout.
B. Perform Work according to New Castle County and DelDOT standards.

C.  Contractor shall maintain at all times on site a set of official stamped approved project drawings
for all disciplines (civil, architectural, mechanical/electrical, plumbing, etc.).

VERDANTAS CONCRETE PAVING
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1.5 QUALIFICATIONS

A. Manufacturer: Company specializing in manufacturing Products specified in this section with
minimum three years experience.

B. Installer: Company specializing in performing work of this section with minimum three years'
documented experience.

1.6 AMBIENT CONDITIONS

A. Cold Weather.

1.
2.
3

Place concrete when the ambient air temperature is at least 35 degrees F and rising.

Do not place concrete on frozen grade.

Maintain a temperature of not less than 40 degrees F surrounding the concrete pavement
for a curing period of 3 days following placement. Provide all necessary monitoring devic-
es such as high-low thermometers or other tools and a plan for monitoring the temperature
during the 3-day period. Address use of insulating blankets, straw, polyethylene, or other
protection, in the quality control plan.

B. Hot Weather.

1.

If plastic concrete temperatures reach 80 degrees F, dampen the subgrade immediately in
advance of the concrete placement. Perform finishing, texturing, and curing operations as
soon as possible. Suspend paving if the pavement surface dries to the extent that the con-
tractor cannot seal the concrete without application of surface water.

Do not place concrete when the temperature of the plastic concrete exceeds 90 degrees
F.

PART 2 - PRODUCTS

2.1 AGGREGATE BASE COURSE

A. Aggregate Base Course: As specified in Section 321123.

2.2 CONCRETE PAVING

A. Performance / Design Criteria:

1.

Paving: Design for movement of trucks up to 30,000 Ibs (13 600 kg).

B. Form Materials:

1.

VERDANTAS

Use straight, metal forms a minimum of 10 feet long having adequate strength to support
the equipment. Use solid forms without horizontal joints with a depth equal to or greater
than the prescribed edge thickness of the concrete and a base width at least equal to the
depth of the forms. The base width is not required to exceed 8 inches for deeper forms.
Use flexible or curved forms for curves of 150-foot radius or less. The contractor may use
approved straight forms of 5-foot lengths for curves of a radius from 75 to 150 feet. Obtain
the engineer’s approval for flexible or curved forms. The engineer may approve the use of

CONCRETE PAVING
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wood forms in areas requiring hand. Secure the forms in place to withstand the impact and
vibration of consolidating and finishing equipment without visible spring or settlement. Ex-
tend flange braces outward on the base a minimum of two thirds the height of the form.
Remove forms with battered top surfaces or bent, twisted, or broken forms. Use repaired
forms only after inspection and approval by the engineer. Use buildup forms only where
the total area of pavement of any specified thickness on the project is less than 2,000
square yards. Ensure that the top face of the form does not vary from a true plane more
than 1/8-inch in 10 feet and that the vertical face of the form does not vary by more than
1/4-inch. Make provisions for locking the ends of abutting form sections together tightly,
and for secure setting.

C. Concrete Materials:

1.

VERDANTAS

Concrete Materials:
a. As specified in DelDOT Standard Specification Section 1022, Portland Cement
Concrete Production.

b. Furnish materials according to the New Castle County and DelDOT standards.
Cement:

a. Comply with ASTM C150/C150M.

b. Type: | - Normal or Il - Moderate Portland.

C. Color: Gray.

Blended Cement:

a. Comply with ASTM C595/C595M.

b. Type: Type IP or Type [(PM) or Type IS or Type [(SM).
C. Color: Gray.

Fine and Coarse Aggregates:

a. Comply with AASHTO M 6.

b. Coarse Aggregate Maximum Size: 1-1/2 inch.
Concrete Reinforcing Fibers:
a. Description: High-strength industrial-grade fibers specifically engineered for

secondary reinforcement of concrete.
b. Comply with ASTM C1116/C1116M.

C. Length: 1/2 to 1-1/2 inch.
d. Fiber Count: 1.5 Ib per cubic yard minimum or as per manufacturer's
recommendation
Water:
a. Description: Potable.
b. Comply with ASTM C1602/C1603 with following modifications:
Hydrogen ion concentration 4.51t08.5pH
Total Solids 5000 ppm maximum
Total chlorides 300 ppm maximum
Total sulfates as SOa4 500 ppm maximum
Total alkalis as Na20 + 0.658K:20 500 ppm maximum
Organic content (Test Method ASTM 2000 ppm maximum
D4129)
Compressive strength, minimum at 7 90% of control specimen
days
Time of setting +/-60 minutes from control and meet-
ing AASHTO M 85, Vicat test

Air Entrainment:

a. Comply with ASTM C260/C260M.
Fly Ash:

a. Comply with AASHTO M 295.

CONCRETE PAVING
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b. Class: Cor F.

C. Traces of ammonia and oil are not permitted in the fly ash
9. Slag:
a. Description: Ground-granulated blast-furnace slag.

b. Comply with AASHTO M 302.
C. Grade: 100 or 120.
10.  Color Pigment:
a. Comply with AASHTO M148 / ASTM 309, Type 2, Class A or B.
b. Resistant to mineral oxides, alkalis, and fading.
C. Color: White.

MIXES
Concrete:
1. Mix concrete according to ACI 304, and deliver concrete according to ASTM C94/C94M.

2. Mix Design:
a. DelDOT Standard Specification 1022, Portland Cement Concrete Production —
Class A
b. Compressive Strength: 4,500 psi at 28 days.
C. Slump: 1 to 3 inches; Slump may be increased up to 8 inches if Type F or Type G
admixtures are used.
d. Air Entrainment 5.5 percent:
1) Comply with ASTM C94/C94M.
2) Exposure Condition: Moderate.
3) Maximum Variation from Required Air Content: 1.5 percent.
3. Admixtures:

a. Use accelerating admixtures in cold weather only if approved by
Architect/Engineer in writing.
b. Use of admixtures will not relax cold-weather placement requirements.
C. Use calcium chloride only if approved by Architect/Engineer in writing.
d. Use set-retarding admixtures during hot weather only if approved by
Architect/Engineer in writing.
FABRICATION

Fabricate reinforcing according to DelDOT standards.

ACCESSORIES

Joint Sealers: ASTM D6690, Type Il; hot applied type.

SOURCE QUALITY CONTROL

Submit proposed mix design of each class of concrete to appointed firm for review prior to
commencement of Work.

Tests on cement, aggregates, and mixes will be performed to ensure conformance with speci-
fied requirements.

VERDANTAS CONCRETE PAVING
PROJECT NO. 37555 321313-4



STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

DTCC STANTON CAMPUS
NEWARK, DELAWARE

PART 3 - EXECUTION

3.1 EXAMINATION
A. Verify compacted subgrade is dry and ready to support paving and imposed loads.

1. Proof roll subbase in minimum two perpendicular passes to identify soft spots.
2. Remove soft subbase and replace with compacted fill as specified in Section 312123.

B.  Verify gradients and elevations of base are correct.

3.2 PREPARATION
A. Moisten substrate to minimize absorption of water from fresh concrete.
B. Coat surfaces of manhole and catch basin frames with oil to prevent bond with concrete paving.

C. Notify Architect/Engineer minimum 24 hours prior to commencement of concreting operations.

3.3 INSTALLATION

A. Place and grade base course to the tolerance specified under the applicable specification. Do
not place hardware on the grade until the engineer provides approval.

B. Provide and install load transfer devices. Clearly mark, on both sides of the pavement, the cen-
ter of each assembly using paint, stakes, or other agreed upon methods to show that the trans-
verse sawed joints are properly located. Construct load transfer assemblies in accordance with
the contract. Apply a graphite coating to each dowel just before concrete placement if the dow-
els used conform to AASHTO M254, Type B (fusion bonded epoxy). Additional coating is not
required if the approved dowels are AASHTO M254, Type A. Locate dowels in accordance with
the Standard Construction Details to prevent movement during concrete placement. Cut the
shipping or tie wires on the dowel bar basket assembly after staking. The engineer will check
initial dowel placement on grade with a template or other approved tool provided by the con-
tractor.

C. Provide hook bolts, bent bars, or W-bolts when lanes about the new pavement longitudinally.
Use #5 standard rebar for tie bars under longitudinal sawed joints or for tying into concrete
lanes placed under previous contracts. Install these items during or before concrete placement.
Obtain approval for the installation method before beginning concrete placement.

D. Placing Concrete

1.  Wet the base course just before contact with the concrete. The application rate should not
cause any pooling of water on the grade.

2. Avoid stopping the paver’s forward movement.

3. Maintain a vertical pavement edge. If necessary, use extra finishers, temporary forms, or
trailing forms as part of the paver.

4. Maintain a uniform level of concrete feeding the paver screed allowing sufficient concrete
to completely fill the void under the screed for the entire width of pavement placed. The
Department considers a roll of concrete covering approximately half of the distributing au-
gers to be desirable. The contractor may use spreaders in advance of the paver to control
the concrete supplied to the paver.

VERDANTAS CONCRETE PAVING
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Place dowel and tie bars in accordance with the Standard Construction Details.

Build a transverse construction joint at the end of the day’s paving run in accordance with

the pre-paving meeting submittal.

Before placing adjoining concrete paving lanes or shoulders, seal the previously sawed

joint opening along the edges of the existing concrete using duct tape, caulk, or other ap-

proved material to prevent stones or grout from entering the saw cut.

When placing concrete in lanes adjoining previously constructed pavement, locate the full

width of the paver tracks over the previously constructed pavement with no overhang

across the pavement edge to prevent breaking. Use rubber facing, wood, or other ap-
proved protection if the paver tracks contact the existing pavement surface. Concrete in
the completed lane must achieve a compressive strength of at least 2,000 pounds per
square inch before placing adjoining pavement.

For small, irregular sections, or areas of pavement inaccessible to the paver:

a. Use full depth wooden or steel forms.

b. Place concrete directly onto a previously approved, moistened grade. Consolidate
with hand vibrators taking care not to dislodge the load transfer devices or to contact
the forms.

c. Finish with a pre-approved screed. Hand float or otherwise finish any areas as nec-
essary. Pull a damp burlap drag longitudinally along the placement area. Texture and
cure.

d. Remove forms when the concrete is self-supporting.

e. Correct honey-combed areas.

Maintain curing methods, in accordance with Section 501.3.6, in place for 5 days or

until the concrete compressive strength reaches 2,000 pounds per square inch. If

stripping forms sooner than 5 days following concrete placement, apply curing com-
pound or extend other curing methods immediately.

—h

Place a safety edge longitudinally along the pavement exterior edges. In PCC pavement
sections, modify the paver screed to provide a chamfer at the end of the PCC pavement
that forms a wedge-shaped pavement edge.

E. Finishing.

1.

2.

VERDANTAS

Produce a smooth, uniform, concrete surface with the paver screed conforming to the

specified pavement cross slope and width.

Limit hand finishing to sealing surface tears, supporting non-vertical pavement edges, and

to assist in the surface finish of small, irregular areas inaccessible to the paver. The De-

partment will not allow steel trowels for finishing surfaces.

Finish all longitudinal pavement edges with a 1/4-inch rounded edging tool.

Do not add surface water as an aid to finishing. The contractor may apply an evaporation

retardant through the use of a previously approved misting or fogging device. The De-

partment will not allow application of water shaken from brushes or applied through a

hose.

Finish the final pavement surface before texturing by pulling a wet burlap drag in the longi-

tudinal direction. Keep the burlap in a moist condition throughout the paving operation to

prevent surface tearing.

Texture and cure the pavement.

a. Assemble formwork to permit easy stripping and dismantling without damaging con-
crete.

CONCRETE PAVING

PROJECT NO. 37555 321313-6



STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

DTCC STANTON CAMPUS
NEWARK, DELAWARE

F. Reinforcement:
1. Place reinforcing as indicated on Drawings.
G. Joints

1. Construct in accordance with DelDOT Standard Construction Details.
Clean and seal all joints with hot-poured sealant material within 5 days after concrete
placement in accordance with Section 504, if no overlay is planned.

3. Sawed Joints.

a. Begin joint sawing as soon as the concrete can support the saw and operator with no
damage to the pavement surface.

b. Time the sawing so that the concrete does not ravel behind the blade and so that
random cracking does not occur.

c. Determine the timing of the saw cutting based on weather, temperature, and contrac-
tor judgment. Center the saw cuts over the load transfer dowels. Following transverse
saw cutting, provide crack-free pavement except for the cracks under the designed
saw cut joints.

4. Construction Joints.

a. Construct this joint at the end of a day’s paving run as submitted in the pre-paving
meeting.

b. Before beginning paving operations, provide a formed bulkhead for use in an emer-
gency resulting in a non-planned paving stoppage exceeding 30 minutes.

c.  Submit for approval the proposed method of building the transverse construction
joint. The resulting joint must create a vertical face perpendicular to the pavement
conforming to the designed cross slope with load transfer dowels spaced the same
as the load transfer devices. If the proposed construction involves drilling and grout-
ing load transfer dowels, provide dowels of the same material and dimensions as
those provided as part of the load transfer devices. Drilling and grouting procedures
and related materials must accompany the submission, if applicable. Provide a grout
retainer ring if installing dowels by drilling and grouting.

d. When placing concrete pavement abutting existing concrete, provide a sealant reser-
voir in accordance with the Standard Construction Details.

e. Construct longitudinal joints directly over tie bars installed in previously placed pave-
ment. When tying into existing concrete, if noted in the contract, tie the pavements
together by drilling, grouting, and placing #5 tie bars.

H.  Curing and Protection

1. White Membrane Curing Compound.

a. Spray the curing material on the pavement surface and all exposed edges immedi-
ately following the texturing operation.

b. Continuously agitate the curing material during application to keep it thoroughly
mixed.

c. Uniformly apply 2 applications of spray to the entire surface at a rate covering no
more than 200 square feet per gallon for each of the 2 applications. Apply the first
coat immediately following the tining operation and apply the second coat no more
than 30 minutes after the first coat.

d. Equipment and traffic shall not be allowed, other than joint saws and foot traffic, on
the pavement until the compressive strength reaches at least 2,000 pounds per

square inch.
2. Polyethylene Sheeting.
a. Place
b. Maintain
VERDANTAS CONCRETE PAVING
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3.4 FIELD QUALITY CONTROL
A. Perform field inspection and testing according to New Castle County and DelDOT standards.
B. Inspect reinforcing placement for size, spacing, location, support.
C.  Testing firm will take cylinders and perform slump tests according to ACI 301.
1. Measure air content in air entrained concrete for each compressive strength concrete
sample.
D. Maintain records of placed concrete items. Record date, location of pour, quantity, air tempera-
ture, and test samples taken.
3.5 PROTECTION
A. Immediately after placement, protect paving from premature drying, excessive hot or cold tem-
peratures, and mechanical injury.
B. Do not permit equipment or traffic, other than joint saws and foot traffic over paving until the
compressive strength reaches at least 2,000 pounds per square inch.
END OF SECTION 321313
VERDANTAS CONCRETE PAVING
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SECTION 321623 - SIDEWALKS

PART 1 - GENERAL

1.1

A

B.

1.2

o 0O

m

1.3

SUMMARY
Section Includes: Concrete paving for sidewalks.
Related Requirements:
Section 31 20 00 — Earth Moving
Section 32 11 23 - Aggregate Base Course
SUBMITTALS
Product Data:
1. Submit required information regarding concrete materials, joint filler, admixtures, and
curing compounds.
2. Mix Design:
a. Submit concrete mix design for each concrete strength prior to commencement of
Work.
b. Submit separate mix designs if admixtures are required for hot- and cold-weather
concrete Work.

C. Identify mix ingredients and proportions, including admixtures.

3. Identify chloride content of admixtures and whether or not chloride was added during
manufacture.

Manufacturer's Certificate: Certify that products meet or exceed specified requirements.
Source Quality-Control Submittals: Indicate results of factory tests and inspections.

Field Quality-Control Submittals: Indicate results of Contractor-furnished tests and inspections.
Qualifications Statement:

1. Submit qualifications for manufacturer and installer.

QUALITY ASSURANCE

Perform Work according to DelDOT Standard Specification Section 1022, Portland Cement
Concrete Production.

Obtain cementitious materials from same source throughout.

Perform Work according to New Castle County standards.

VERDANTAS SIDEWALKS
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D.

1.4

A

B.

C.

1.5

A

B.

1.6

A

IMPROVEMENTS
DTCC: C9004050003

Contractor shall maintain at all times on site a set of official stamped approved project drawings
for all disciplines (civil, architectural, mechanical/electrical, plumbing, etc.).
DELIVERY, STORAGE, AND HANDLING

Inspection: Accept materials on Site in manufacturer's original packaging and inspect for
damage.

Store materials according to manufacturer instructions.

Protection:

1. Protect materials from moisture and dust by storing in clean, dry location remote from
construction operations areas.

2. Provide additional protection according to manufacturer instructions.

AMBIENT CONDITIONS

Minimum Conditions: Do not place concrete if base surface temperature is less than 35 degrees
F, or if surface is wet or frozen.

Subsequent Conditions: Maintain minimum 40 degrees F, for not less than 72 hours after
placing, and at a temperature above freezing for remainder of curing period.

EXISTING CONDITIONS

Field Measurements:

1. Verify field measurements prior to fabrication.
2. Indicate field measurements on Shop Drawings.

PART 2 - PRODUCTS

2.1

A

2.2

A

B.

AGGREGATE SUBGRADE

As specified in Section 321123 - Aggregate Base Courses.

SUSTAINABILITY CHARACTERISTICS

Sustainable Sites Characteristics:
1. Paving Surfaces: Minimum SRI of 29, calculated according to ASTM E1980.
a. Reflectance: Measured according to ASTM E903, ASTM EI1918, or ASTM
C1549.
b. Emittance: Measured according to ASTM E408 or ASTM C1371.

Material and Resource Characteristics:

VERDANTAS SIDEWALKS
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1. Recycled Content Materials: Furnish materials with maximum available recycled content.
2. Regional Materials: Furnish materials extracted, processed, and manufactured within 500
miles (800 km) of Project Site.

23 MATERIALS

A. Forms:
1. Height: Equal to full depth of finished sidewalk or curb.

B. Forms:

1. Material:

a. Wood: Straight and free from warping, twisting, loose knots, splits, or other
defects.

2. Profile: To suit conditions.

3. Joint Filler:
a. Material: Asphalt-impregnated fiberboard or felt.
b. Comply with ASTM D1557.
C. Thickness: Y4 inch.

C. Concrete:

1. Concrete Materials:

a. As specified in DelDOT Standard Specification Section 1022, Portland Cement
Concrete Production.

b. Furnish materials according to the New Castle County standards.

2. Cement:
a. Comply with ASTM C150/C150M.
b. Type: | = Normal or Il - Moderate Portland.
C. Color: Gray.

3. Fine and Coarse Aggregates:

a. Comply with AASHTO M 6.

b. Coarse Aggregate Maximum Size: 1-1/2 inch.
4. Concrete Reinforcing Fibers:
a. Description: High-strength industrial-grade fibers specifically engineered for

secondary reinforcement of concrete.
b. Comply with ASTM C1116/C1116M.

C. Length: 2 to 1-1/2 inch.
d. Fiber Count: 1.5 Ib per cubic yard minimum or as per manufacturer's
recommendation
5. Water:
VERDANTAS SIDEWALKS
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a.

b.

Description: Potable.

STANTON PARKING LOT SINKHOLE
IMPROVEMENTS
DTCC: C9004050003

Comply with ASTM C1602/C1603 with following modifications:

Hydrogen ion concentration

4.51t0 8.5 pH

Total Solids

5000 ppm maximum

Total chlorides

300 ppm maximum

Total sulfates as SO4

500 ppm maximum

Total alkalis as Na-O + 0.658K>0

500 ppm maximum

Organic content (Test Method ASTM
D4129)

2000 ppm maximum

Compressive strength, minimum at 7
days

90% of control specimen

Time of setting

+/-60 minutes from control and meet-
ing AASHTO M 85, Vicat test

6. Air Entrainment: Comply with ASTM C260/C260M.

7. Fly Ash:

a. Comply with ASTM C618.

b. Class: CorF.

C. Traces of ammonia and oil not permitted in the fly ash.
8. Slag:

a. Description: Ground-granulated blast-furnace slag.

b. Comply with AASHTO M 302.

C. Grade: 100 or 120.

9. Color Pigment:

a.

b.

C.

Comply with AASHTO M148 / ASTM 309, Type 2, Class A or B.

Resistant to mineral oxides, alkalis, and fading.

Color: White.

D. Surface Detectable Warning System:

1. Submit samples of the proposed system to the Engineer for approval prior to the start of
work.
2. Submit mortar mix formula for concrete sidewalk applications to the Engineer for approval

prior to the start of work.

3. Submit certification that the surface of the system is slip resistant using one of the
following standard methods:

a.

b.

VERDANTAS
PROJECT NO. 37555

Measured by the James Machine

ASTM C1028 B Determining the Static Coefficient of Friction of Ceramic Tile and
Other Like Surfaces by the Horizontal Dynamometer Pull-Meter Method
ASTM D2047 B Static Coefficient of Friction of Polish-Coated Floor Surfaces as
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C. ASTM E303 B Measuring Surface Frictional Properties Using the British Pendulum

Tester

d. VOSI V41.21-98 B Universal Specification / Test Method for Slip Resistant

Walkways, in the Field and Laboratory, as measured by a Drag Type Friction

Tester (Voices of Safety International (VOSI)

4. Utilize the dome pattern shown in the Standard Construction Details
5. Use one of the following material systems:
a. Precast concrete or fired clay brick paver units: manufactured with the truncated
dome pattern, set on the concrete sidewalk surface.

1) Use mortar for adhesion to the sidewalk surface and for joint filling.

b. Cast iron plates: manufactured with the truncated dome pattern, set on the
concrete sidewalk surface.

1) Anchor the plates to the sidewalk surface according to the manufacturer’s
recommendations.

C. Stamping systems, applied membranes and ceramic tiles are not acceptable for
work.
d. The color of the final surface of the system must conform to the following:
1) For concrete sidewalk surface the detectable warning system color must be
brown, dark gray, red, brick red, or black.
6. P.C.C. Sidewalk: Use cast-in-place concrete.
a. Construct the base material of the sidewalk section receiving the detectable
warning surface at a lower elevation to allow the thickness of the concrete under

the detectable warning system to be the same as the sidewalk (minimum of 6

inches).

b. Install paver units to achieve a flush surface with the surrounding ramp/sidewalk
surfaces.
C. Mortar:

1) Mix Portland cement mortar in the following proportion: one part Portland
cement to three parts fine aggregate, add hydrated lime not to exceed 10
percent of the cement by weight.

2) Dry mix the fine aggregate, Portland cement, and lime until the mixture
assumes a uniform color.

3) Add water as the mixing continues until the mortar attains a consistency that
can be easily handled and spread with a trowel.

4) Mortar that is not used within 30 minutes after water has been added cannot
be used.

5) Retempering of mortar will not be permitted.

d. Place the mortar to form a firm bond.
e. Set paver units in a bed of mortar and mortar the joints.

1) Maintain 1/4 inch wide joints, no larger than 3/8 inch. Plastic spacers may
be used.

2) Keep joints uniform and straight in all both directions.

f. Maintain clean surfaces and joints prior to applying grout.
g. Bevel edges of the system with grade changes in between 0.25 and 0.50 inch with

a slope no steeper than 2 to 1.

h. Grade changes up to 0.25 inch may be vertical.
24 MIXES

A. Concrete:

VERDANTAS
PROJECT NO. 37555

SIDEWALKS
321623-5



STANTON PARKING LOT SINKHOLE

DTCC STANTON CAMPUS

NEWARK, DELAWARE

2.5

A

B.

C.

IMPROVEMENTS
DTCC: C9004050003

1. Mix concrete according to ACI 304, and deliver concrete according to ASTM C94/C94M.
Mix Design:
a. DelDOT Standard Specification Section 1022, Portland Cement Concrete
Production — Class B.
b. Compressive Strength: 4,500 psi at 28 days.
C. Slump: 1 to 3 inches; Slump may be increased up to 8 inches if Type F or Type G
admixtures are used.
d. Air Entrainment 5.5 percent:
1) Comply with ASTM C94/C94M.
2) Exposure Condition: Moderate.
3) Maximum Variation from Required Air Content: 1.5 percent.
3. Admixtures:

a. Use accelerating admixtures in cold weather only if approved by
Architect/Engineer in writing.

b. Use of admixtures will not relax cold-weather placement requirements.

C. Use calcium chloride only if approved by Architect/Engineer in writing.

d. Use setretarding admixtures during hot weather only if approved by

Architect/Engineer in writing.In following Subparagraph, Option A requires
concrete supplier to provide concrete to specified compressive strength while
Option C requires concrete supplier to provide concrete to specified performance
criteria, except specifier must identify minimum mix cement content.

ACCESSORIES

Curing Compound:

1. Comply with ASTM M148/C309.
2. Type: 2.

3. Class: A or B.

Joint Sealers:
1. Hot Applied:
a. Comply with ASTM D6690.
b. Type: Il.
2. Cold Applied: Comply with ASTM C920.

Cover Sheets:

1. Comply with ASTM C171.

2. Burlap: Shall be plain weave cloth made of jute or kenaf, weighing 10 ounces per square
yard or greater.

PART 3 - EXECUTION

3.1 EXAMINATION
A. Verify that compacted subgrade is dry and ready to support paving and imposed loads.
B. Verify that gradients and elevations of subgrade are as indicated on Drawings.
C. Verify reinforcing placement for proper size, spacing, location, and support.
VERDANTAS SIDEWALKS
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3.2 PREPARATION
A. Moisten substrate to minimize absorption of water from fresh concrete.

B. Notify Architect/Engineer minimum 24 hours prior to commencement of concreting operations.

3.3 INSTALLATION

A. Subgrade:
1. Comply with New Castle County standards.

B. Forms:

Place and secure forms and screeds to correct location, dimension, profile, and gradient.
Assemble formwork to permit easy stripping and dismantling without damaging concrete.
Clean forms and coat with form oil each time before concrete is placed.

Wood Forms: Thoroughly wet with water before concrete is placed.

prON~

C. Placing Concrete:
1. Comply with New Castle County standards.
2 Use slip-form technique.

3. Place concrete in forms in one layer.

4. Ensure that reinforcing, inserts, embedded parts, and formed joints are not disturbed
during concrete placement.

5. Place concrete continuously over full width of panel and between predetermined

construction joints.

6. Do not break or interrupt successive pours such that cold joints occur.
7. Consolidate concrete by tamping and vibration.
D. Joints:
1. Place continuous transverse expansion joints at 5-foot intervals or width of sidewalk,
whichever is less.
2. Filler:
a. Place joint filler between paving components and building or other appurtenances.
3. Provide expansion joint between sidewalks and curbs.
4. Provide keyed joints as indicated on Drawings.
E. Finishing:
1. Strike off and float the surface with a wooden, cork or magnesium float. Light broom and
trowel edges of joints.
2. Texture Direction: Transverse to paving direction.
3. Ramps: Broom perpendicular to slope.
4. Place curing compound on exposed concrete surfaces immediately after finishing.
5. Edges and Joints:
a. Edger Radius: 1/8 inch.
b. Spalled Corners and Edges: Clean and fill with mortar mixture and finish.
F. Curing:
1. Maintain concrete with minimal moisture loss at relatively constant temperature for period
necessary for hydration of cement and hardening of concrete.
2. Mats:
a. Cover exposed surface with two or more layers of wetted burlap, overlapping each
other minimum 6 inches.
VERDANTAS SIDEWALKS
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b. Maintain burlap continuously saturated and in contact with concrete for minimum
seven days.

VERDANTAS
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3. Impervious Sheeting:
a. Wet exposed surface and cover with impervious sheeting material, overlapped
minimum 12 inches.
b. Maintain sheet in contact with concrete for minimum seven days.
4. Membrane Curing:
a. Apply membrane-curing compound uniformly to exposed surface after free water
has disappeared from finished surface and before concrete has dried.
b. Apply compound in two coats, with second coat applied perpendicular to first coat.
C. If concrete has dried, moisten dried surface and apply curing compound as soon

as free water disappears.

G. Backfilling: After curing, backfill, grade, and compact adjacent disturbed area as indicated.

3.4 FIELD QUALITY CONTROL
A. Inspection and Testing:
1. Comply with ASTM C94/C94M.
2. Comply with New Castle County standards.
3

Samples:

a. Sampling Procedures: Comply with ASTM C172/C172M.

b. Cylinder Molding and Curing Procedures: Comply with ASTM C31/C31M, standard

cured.

C. Sample concrete and make one set of three cylinders for every 150 cu. yd. or less
of each class of concrete placed each day, and for every 5,000 sq. ft. of surface
area paving.

d. Make one additional cylinder during cold-weather concreting, and field cure.

4, Cylinder Compressive Strength:

a. Comply with ASTM C39/C39M.
b. Acceptance:

1) Average Compressive Strength of Three Consecutive Tests: Maximum 500

psi less than specified compressive strength.

C. Acceptance: According to New Castle County standards.
d. Test one cylinder at seven days, and two cylinders at 28 days.
e. Dispose of remaining cylinders if testing is not required.
5. Slump, Temperature, and Air Content:
a. Measure for each compressive-strength concrete sample.
b. Slump: Comply with ASTM C143/C143M.
C. Air Content: Comply with ASTM C173/C173M.
d. Temperature: Comply with ASTM C1064/C1064M.
6. Records:
a. Maintain records of placed concrete items.
b. Record date, location of pour, quantity, air temperature, and number of test

samples taken.

VERDANTAS
PROJECT NO. 37555
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3.5 PROTECTION

A. Immediately after placement, protect concrete from premature drying, excessively hot or cold
temperatures, rain and flowing water, and mechanical injury.

B. Do not permit traffic over paving until 90 percent design strength of concrete has been
achieved.

C. Damaged Concrete:

1. Remove and reconstruct concrete that has been damaged for entire length between
scheduled joints.

2. Refinishing damaged portion is not acceptable.

3 Dispose of damaged portions.

END OF SECTION 321623
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SECTION 321723 - PAVEMENT MARKINGS

PART 1 - GENERAL

1.1 SUMMARY
A.  Section Includes:
1. Traffic lines and markings.
2. Legends.
3. Paint.
4. Glass beads.
1.2 UNIT PRICES
A.  Traffic Lines and Markings:
1. Basis of Measurement: By linear feet.
2. Basis of Payment: Includes furnishing, installing, inspecting, and maintaining pavement
markings for three years, and related maintenance and protection of traffic.
1.3 REFERENCE STANDARDS
A.  Reference the Delaware Manual of Uniform Traffic Control Devices. American Association of
State Highway and Transportation Officials:
B.  AASHTO M247 - Standard Specification for Glass Beads Used in Pavement Markings.
1.4 SUBMITTALS
A.  Product Data: Formulation for each type of paint.
B.  Manufacturer's Certificate: Products meet or exceed specified requirements.
C.  Test and Evaluation Reports: Indicate source and acceptance test results according to AASHTO
M247.
D.  Manufacturer Instructions:
1. Application temperatures, eradication requirements, application rate, line thickness, type
of glass beads, and bead embedment and application rate.
2. Installation requirements, including storage and handling procedures.
E. Source Quality-Control Submittals: Indicate results of shop tests and inspections.
VERDANTAS PAVEMENT MARKINGS
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F. Field Quality-Control Submittals: Indicate results of Contractor-furnished tests and inspections.
G.  Qualifications Statements:

1. Submit qualifications for manufacturer and applicator.
2. Submit manufacturer's approval of applicator.

1.5 QUALITY ASSURANCE
A.  Perform Work according to Town of Georgetown standards.

B.  Manufacturer: Company specializing in manufacturing products specified in this Section with
three years' experience.

C.  Applicator: Company specializing in performing Work of this Section with three years'
experience and approved by manufacturer.

1.6 QUALIFICATIONS

A.  Manufacturer: Company specializing in manufacturing products specified in this Section with
minimum three years' experience.

B.  Applicator: Company specializing in performing Work of this Section with minimum three
experience.

1.7 DELIVERY, STORAGE, AND HANDLING

A.  Storage:
I. According to manufacturer instructions.
2. Paint:
a. Invert containers several days prior to use if paint has been stored more than two
months.
b. Minimize exposure to air when transferring paint.
c. Seal drums and tanks when not in use.
B.  Protection:
1. Protect materials from moisture and dust by storing in clean, dry location remote from
construction operations areas.
2. Provide additional protection according to manufacturer instructions.
VERDANTAS PAVEMENT MARKINGS
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1.8

A.

D.

1.9

A.

IMPROVEMENTS
DTCC: C9004050003

AMBIENT CONDITIONS

Do not apply materials if surface and ambient temperatures are outside temperature ranges
required by paint product manufacturer.

Do not apply exterior coatings during rain or snow if relative humidity is outside range required
by paint manufacturer, or if moisture content of surfaces exceeds that required by paint

manufacturer.

Minimum Conditions: Do not apply paint if temperatures are expected to fall below 50 degrees
F within 24 hours after application.

Thermoplastic Compound: Do not apply unless pavement surface temperature is minimum 40
degrees F and rising.

Maximum VOCs: Do not exceed limit required by State or Environmental Protection Agency.

WARRANTY

Furnish one-year manufacturer's warranty for pavement markings.

PART 2 - PRODUCTS

2.1 PAINTED PAVEMENT MARKINGS
A.  Performance and Design Criteria:
1. Paint Adhesion: Adhere to road surface, forming smooth continuous film one minute
after application.
2. Paint Drying: Tack free by touch as not to transfer by vehicle tires within two minutes
after application.
B.  Paint:
1. Description: White or yellow ready mixed pigmented binder emulsified in water capable
of anchoring separately applied reflective glass beads. Do not use paint containing any of
the materials listed in the Environmental Protection Agency CFR 40, Section 261.24,
Table 1.
C.  Glass Beads:
1. Comply with AASHTO M247, Type 1.
2. Coating: Enhance embedment and adherence with paint.
D.  Thermoplastic Compound:
VERDANTAS PAVEMENT MARKINGS
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2.2

A.

B.

C.

IMPROVEMENTS
DTCC: C9004050003

1. Binder Component: Hydrocarbon resin, with pigment, beads, and filler uniformly
dispersed.

2. Asphalt Concrete Primer:

a. Description: Thermosetting adhesive with a solids content of pigment reinforced
synthetic rubber and synthetic plastic resin dissolved or dispersed in a volatile
organic solvent.

b. Solids Content: Not less than 10 percent by weight at 70 degrees F and 60 percent
relative humidity.

c. Wet Film Thickness: 0.005 inch, plus or minus 0.03 inch.

3. Portland Cement Concrete Primer: Epoxy resin primer, as recommended by manufacturer
of thermoplastic compound.

APPLICATION EQUIPMENT

Paint Gun:

1. Description: Simultaneously apply parallel lines of indicated width in solid or broken
patterns or various combinations of those patterns.

2. Type: Dual nozzle.

Bead Gun:

1. Description: Automatically dispense glass beads onto painted surface at required
application rate.

2. Type: Pressurized.

Measuring Device: Automatically and continuously measure to nearest foot length of each line
placed.

PART 3 - EXECUTION

3.1 PREPARATION
A. Do not apply paint to concrete surfaces until concrete has cured for 28 days.
B.  Agitate paint for 1 to 15 minutes prior to application to ensure even distribution of pigment.
C.  Maintenance and Protection of Traffic:
1. Prevent interference with marking operations and prevent traffic on newly applied
markings before dry.
D.  Surface Preparation.
VERDANTAS PAVEMENT MARKINGS
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—

Clean and dry paved surfaces prior to painting.

2. Blow or sweep surface free of dirt, debris, oil, grease, or gasoline.

3. Spot location of final pavement markings, as specified and as indicated on Drawings, by
applying pavement spots 25 feet o.c.

4, Request inspection by Architect/Engineer after placing pavement spots and minimum

three days prior to applying traffic lines.

32 DEMOLITION

A.  Remove existing markings in an acceptable manner, using methods that will cause least damage
to pavement structure or surface.

B. Do not remove existing pavement markings by painting over with blank paint.
C.  Repair pavement or surface damage caused by removal methods.

D.  Clean and repair existing reinstalled lines and legends.

33 APPLICATION
A.  Application Rate:

1. Do not use an application speed for the paint machine greater than 10 miles per hour,
unless approved by an engineer.

B.  Painting:

1. Apply pavement markings in the direction of traffic. Do not apply pavement markings
against the direction of traffic flow.

2. Protect all pavement markings until tires crossing the markings do not leave tracks using
a method approved by the engineer. Remove damaged markings produced from a vehicle
crossing wet pavement markings by sand blasting, heat, or other methods approved by
the engineer. Replace the damaged markings.

3. Offset longitudinal lines at least 2 inches from the construction joints and 2 inches to the
inside of shoulder breaks of pavement.

Manually paint numbers, letters, and symbols.

Prevent splattering and overspray when applying markings.

Paint Guns: Simultaneously apply paint binder at uniform specified rates.
Dispense at ambient temperature.

Wet-Film Thickness:

PNk

a. 15 mils.
b. Edge Markings: 12 mils.

C. Reflective Media:

VERDANTAS PAVEMENT MARKINGS
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1. Immediately follow paint application.
2. Bead Guns:

a. Dispense glass beads simultaneously at specified rate.

b. Check guns by dispensing glass beads into gallon container for predetermined
fixed period of time.

c. Verify weight of glass beads.

D.  Thermoplastic Compound:

—

Place on dry pavement.

2. Apply centerline, skip line, edge line, and other longitudinal type markings with mobile
applicator.

3. Place special markings, crosswalks, stop bars, legends, arrows, and similar patterns with

portable applicator.

E. Raised Pavement Markers:
L. Align prefabricated markers and permanently fix in place by means of epoxy adhesives.

2. Prior to applying adhesive, thoroughly clean area by water blasting and by compressed
air.

F. Dimensions and Locations: As indicated on Drawings.

G. Legends:
1. Use walk-behind stripers, hand spray, or stencil trucks.
2. Do not use hand brushes or rollers.

3. Glass beads may be applied by hand.
H. Installation Standards: Install Work according to the Town of Georgetown and DelDOT
standards.

34 FIELD QUALITY CONTROL

A. Inspect for incorrect location, insufficient thickness, line width, coverage, retention, uncured or
discolored material, and insufficient bonding.

B.  Acceptance:

1. Repair lines and markings which after application and curing do not meet following
criteria:
a. Incorrect location.
b. Insufficient thickness, width, coverage, or retention.
c. Uncured or discolored material.
d. Insufficient bonding.

VERDANTAS PAVEMENT MARKINGS
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3.5 CLEANING
A.  Collect and legally dispose of residues from painting operations.
3.6 PROTECTION
A.  Protect painted pavement markings from vehicular and pedestrian traffic until paint is dry and
track free.
B.  Unless material is track free at end of paint application convoy, use traffic cones to protect
markings from traffic until track free.
C.  If vehicle crosses a marking and tracks it, or if splattering or overspray occurs, eradicate
affected marking and resultant tracking and apply new markings.
D.  Follow manufacturer instructions or use minimum of 30 minutes of dry time.
E. Barrier cones are satisfactory protection for materials being dried.
3.7 MAINTENANCE
A.  Provide service and maintenance of traffic paints for three years from date of Substantial
Completion.
END OF SECTION 321723
VERDANTAS PAVEMENT MARKINGS
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SECTION 334200 - STORMWATER CONVEYANCE

PART 1 - GENERAL

1.1 SUMMARY
A.  Section Includes:
1. Stormwater drainage piping.
2. Manbholes.
3. Catch basins.
4. Cleanouts.
5. Pile support systems.
6. Concrete encasement and cradles.
7. Bedding and cover materials.
1.2 DEFINITIONS — NOT USED
1.3 UNIT PRICE - MEASUREMENT AND PAYMENT
A.  Pipe and Fittings:
1. Basis of Measurement: By linear foot
2. Basis of Payment: Includes excavating, removing soft subsoil, bedding and fill, geotextile
fabric, pipe and fittings, and accessories.
B.  Catch Basin and Cleanout:
1. Basis of Measurement: By each unit for nominal depth of 5 feet.
2. Basis of Payment: Includes excavating, bedding and fill unit installation with accessories,
and connecting to sewer piping.
1.4 SUBMITTALS
A.  Product Data: Manufacturer information describing pipe, pipe accessories, and catch basins.
B.  Manufacturer's Certificate: Products meet or exceed specified requirements.
C.  Manufacturer Instructions: Special procedures required to install specified products.
D. Qualifications Statement:
L. Submit qualifications for manufacturer.
VERDANTAS SOTMRWATER CONVEYANCE
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1.5

1.6

1.7

1.8

1.9

IMPROVEMENTS
DTCC: C9004050003

CLOSEOUT SUBMITTALS
Section 017000 - Execution and Closeout Requirements: Requirements for submittals.

Project Record Documents: Record actual locations of pipe runs, connections, catch basins, and
invert elevations.

Identify and describe unexpected variations to subsoil conditions or discovery of uncharted
utilities.

QUALITY ASSURANCE

Perform Work according to New Castle County and DelDOT standards.

Contractor shall maintain at all times on site a set of official stamped approved project drawings
for all disciplines (civil, architectural, mechanical/electrical, plumbing, etc.).
QUALIFICATIONS

Manufacturer: Company specializing in manufacturing products specified in this Section with
minimum three years’ experience.

DELIVERY, STORAGE, AND HANDLING

Section 016000 - Product Requirements: Requirements for transporting, handling, storing, and
protecting products.

Inspection: Accept materials on Site in manufacturer's original packaging and inspect for
damage.

Store materials according to manufacturer instructions.

Protection:

1. Protect materials from moisture and dust by storing in clean, dry location remote from
construction operations areas.

2. Provide additional protection according to manufacturer instructions.

EXISTING CONDITIONS

Field Measurements:

1. Verify field measurements prior to fabrication.
2. Indicate field measurements on Shop Drawings.
VERDANTAS SOTMRWATER CONVEYANCE
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PART 2 - PRODUCTS

2.1 STORM DRAINAGE PIPING

A.  Reinforced Concrete Piping:

1. Pipe:
a. Comply with ASTM C76, Class IV
b. Reinforcement: Mesh.
c. Inside Nominal Diameter: As noted on Drawings.
d. End Connections: Bell and spigot.
2. Fittings: Reinforced concrete.
3. Joints:

a. Comply with ASTM C443.
b. Gaskets: Rubber, compression.
2.2 CATCH BASINS

A.  As specified on Drawings

2.3 MATERIALS
A. Bedding and Cover:
Bedding: Fill type, as specified on drawings.
Cover: Fill type, as specified on drawings.

1.

2.

3. Soil Backfill from above Pipe to Finish Grade: Soil type, as specified on drawings.
4, Subsoil: No rocks more than 6 inches in diameter, frozen earth, or foreign matter.

PART 3 - EXECUTION

3.1 EXAMINATION

A.  Section 017000 - Execution and Closeout Requirements: Requirements for installation
examination.

B.  Verify that trench cut is ready to receive Work of this Section.

C. Verify that excavations, dimensions, and elevations are as indicated.

VERDANTAS SOTMRWATER CONVEYANCE
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3.2 PREPARATION

A.  Section 017000 - Execution and Closeout Requirements: Requirements for installation
preparation.

B. Correct over-excavation with coarse aggregate.

C. Remove large stones and other hard matter that could damage piping or impede consistent
backfilling or compaction.

3.3 INSTALLATION

A.  Excavation and Bedding:

1. Excavate trench to 4 inches below pipe invert.

2. Hand trim excavation for accurate placement of piping to indicated elevations.

3. Maintain optimum moisture content of bedding material to attain required compaction
density.

4. Install pipe on compacted subgrade meeting bedding requirements, and cradle bottom 20

percent of diameter.

B.  Piping:
1. Pipe, Fittings, and Accessories: Comply with AASHTO M252.
2. Seal joints watertight.
3. Place pipe on minimum 4 inch deep bed of Type 3 filter aggregate.
4, Cradle bottom 20 percent of pipe diameter to avoid point load.
5. Install aggregate at sides and over top of pipe.
6. Install top cover to minimum compacted thickness of 12 inches, and compact to 95

percent maximum density.
7. Backfilling and Compaction: As specified in ASTM D2321, latest edition.

C. Catch Basins and Cleanouts:

—

Form bottom of excavation clean and smooth, and to indicated elevation.

2. Form and place cast-in-place concrete base pad, with provision for storm sewer pipe end
sections.

3. Level top surface of base pad.

4, Sleeve concrete shaft sections to receive storm sewer pipe sections.

5. Establish elevations and pipe inverts for inlets and outlets as indicated on Drawings.

6. Mount lid and frame level in grout, secured to top section to indicated elevation.

34 TOLERANCES

A.  Maximum Variation from Indicated Pipe Slope: 1/8 inch in 10 feet.

VERDANTAS SOTMRWATER CONVEYANCE
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3.5

3.6

IMPROVEMENTS
DTCC: C9004050003

FIELD QUALITY CONTROL
Inspection:

1. Request inspection by Engineer prior to and immediately after placing aggregate cover
over pipe.

Testing:
1. Compaction Test:

a. Comply with AASHTO T 180.

2. If tests indicate that Work does not meet specified requirements, remove Work, replace,
and retest.
PROTECTION

Section 017000 - Execution and Closeout Requirements: Requirements for protecting finished
Work.

Protect pipe and aggregate cover from damage or displacement until backfilling operation is in
progress.

END OF SECTION 334200

VERDANTAS SOTMRWATER CONVEYANCE
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